1997 chevy silverado ignition switch

The ignition switch test involves checking for continuity across specific terminals of the ignition
switches connector. To be a bit more specific, your turn the key to crank and start the engine
but nothing happens. Everything works headlights, wipers, horn, radio, power windows, etc.
The other common symptoms is that the accessories don't work with the Key On or in Run. By
accessories I mean like the radio, dash lights, etc. Now, if you think the starter motor may be the
cause of the problem, the following tutorial will help you test it:. The GM ignition switch is an
expensive part. So if your diagnostic test results indicate you've got a defective one on your
hands, check out the following links. I think they'll help you comparison shop for it and save a
few bucks:. Don't worry. Once you get to the site, they'll ask you for the specifics of your
vehicle to make sure it fits. If it doesn't, they'll find you the right one! Using the illustrations in
the image viewer, here's a brief description of the circuits that make up the ignition switch.
Although the ignition switch has 42 slots on its electrical connector, we only need to continuity
test a few specific terminals to find out if it's defective or not. Testing the ignition switch
involves checking the continuity between certain terminals of the ignition switch's connector.
When performing the continuity checks, you're simply looking for a continuity or no-continuity
test result. Yup, there isn't a specific resistance value that you're looking for or that I can give
your for each test. A continuity test result means that your digital multimeter will read an Ohms
value. A no-continuity test result means that your multimeter will read OL. From personal
experience I can tell you that to get the best test result, you should use a digital multimeter.
NOTE: All continuity tests are done on the connector of the ignition switch itself. This connector
has female terminals. You can identify the specific terminals that we need to test with the help
of image 2 of 2 in the image viewer above. Disconnect the ignition switch from the vehicle
wiring harness connector at the base of the steering column. Place the ignition key in the ACC
position. You should have continuity between terminals D2 and D6 of the ignition switch
connector. Place the ignition key in the OFF position. You should have continuity between
terminals C1 and D5 of the ignition switch connector. Place the ignition key in the RUN position.
You should have continuity between terminals C1 , C5 , D1 , and D5 of the ignition switch
connector. CASE 1: Continuity exists between the indicated terminals. This test result tells you
that the ignition switch is OK and not defective. This test result tells you that the ignition switch
is defective and needs to be replaced. All Tutorials: 4. This material may not be reproduced
without the author's consent. As an Amazon Associate, I may earn a small commission from
qualifying purchases from the Amazon product links from this website. Your purchase helps
support my work in bringing you real diagnostic testing information to help you solve the
problem on your vehicle. Contents of this tutorial at a glance:. If this info really saved the day,
buy me a beer! Applies To:. Do NOT follow this link or you will be banned from the site! Now I
don't know. Hate Spam. Last Updated: June 17, References Approved. This article was
co-authored by Jason Shackelford. Jason Shackelford is the Owner of Stingray Auto Repair, a
family owned and operated auto repair shop with locations in Seattle and Redmond,
Washington. There are 15 references cited in this article, which can be found at the bottom of
the page. This article has been viewed , times. A faulty ignition switch in your vehicle can cause
several problems ranging from your car stalling and all lights going dark to the radio not
working unless the key is wiggled from side to side. You should consult an application specific
repair manual before starting this project on your own. To replace an ignition switch, you'll need
to either have your old switch rebuilt by a dealership so you can keep your old keys or purchase
a new switch from a dealership and get a new set of keys. Either way, you should remove your
old ignition switch by taking out your vehicle's steering wheel and ignition module cover,
inserting the key and turning it to the accessory position, and then sliding out the switch. Once
the old switch is out, you can slide the new or rebuilt one into the hole on the steering column
and reassemble the dashboard. To learn how to remove a steering wheel and ignition module
cover, keep reading! Did this summary help you? Yes No. We've been helping billions of people
around the world continue to learn, adapt, grow, and thrive for over a decade. Every dollar
contributed enables us to keep providing high-quality how-to help to people like you. Please
consider supporting our work with a contribution to wikiHow. Log in Social login does not work
in incognito and private browsers. Please log in with your username or email to continue. No
account yet? Create an account. Edit this Article. We use cookies to make wikiHow great. By
using our site, you agree to our cookie policy. Cookie Settings. Learn why people trust wikiHow.
Download Article Explore this Article parts. Tips and Warnings. Things You'll Need. Related
Articles. Article Summary. Part 1 of Disconnect the negative terminal on the battery. Locate the
battery in the engine bay or trunk of your vehicle. Use an appropriate sized wrench to loosen
the nut holding the cable on the negative - terminal and then slide it off the post. Remove the
trim around the steering wheel. There are likely a number of plastic trim pieces between you and
the ignition switch. Remove them carefully by either popping them off of their plastic clips or

removing the screws and bolts that hold those pieces in place. In some vehicles, you may be
able to replace the ignition switch without removing the steering wheel. Refer to a vehicle
specific repair manual for guidance on how to safely remove your steering wheel from the
vehicle. You can purchase vehicle specific repair manuals at your local auto parts store. On
some vehicles, you'll need a special tool called a steering wheel puller to remove it. Release the
clips on the ignition module cover. There may be a plastic cover surrounding the ignition
module in your vehicle. Set it aside someplace safe until you need to reassemble the dash. Part
2 of The ignition switch needs to be set to the accessory position before you can release it from
the ignition module. Press the release pin inside the hole on the ignition module with a
screwdriver. Insert the screwdriver into the hole to press down on the release pin inside. Slide
the ignition switch out. With the release pin pressed, pull the ignition switch straight out of its
place beneath the steering wheel. Have your ignition switch rebuilt if you want to keep the same
keys. Some dealerships will rebuild your existing ignition switch if you would rather not have to
switch ignition keys. Rebuilding your switch can vary in price based on the application and may
not always be available. The only real benefit of a rebuilt switch is not having to use new keys.
In that case, you will need to get a new switch from a manufacturer specific dealership that will
also provide you with new ignition keys to match. Provide the dealership with the year, make,
and model of your vehicle along with the VIN number to be sure to get the right part. Part 3 of
The same release pin that stopped the switch from coming out now needs to be pressed in so
you can slide the switch into place inside the ignition module. Just press it down with your
thumb. Slide the ignition switch into its hole. The new or rebuilt switch should slide easily back
into its hole on the steering column. Align the shape of the cylinder and the location of the
release pin with the coinciding grooves in the ignition module. Keep pressing it in until you hear
the click of the release pin setting into place inside the steering column. You may need to push
in on the switch a little to make it click into place. Reconnect the battery and test the new
switch. Reconnect the cable to the negative - terminal on the battery, then insert the key into the
ignition and turn it to start the vehicle. Shut the engine off if it starts and disconnect the battery
again. Now that you know the new ignition switch works, you can set about re-assembling your
interior. Remove the cable from the negative terminal on the battery for safety while you work.
Put the dash back together in the opposite order of how it came apart. Dashboards are
notorious for the use of overlapping plastic. Start by installing the last parts your removed and
go backwards from there. If you find yourself having trouble getting the pieces to fit back
together properly, refer to a vehicle specific repair manual for help. Reconnect the battery. With
the dashboard completely assembled and the new ignition switch working, reconnect the cable
to the negative - terminal on the battery and tighten it with the right sized wrench. The pins are
stuck. If you spray WD into the key hole and then push the key in and out, wiping the dirt from
the key, the pins will free up. Repeat until the key comes out fairly clean. Not Helpful 9 Helpful
Replacing a switch is not that hard. Buy a new switch, then slowly jiggle the old one out. You
can use an old key, but if you don't have that, get something small and hard. Not Helpful 10
Helpful What might happen if I don't disconnect a battery when changing the ignition switch?
Not Helpful 6 Helpful What do I do if the ignition switch won't go all the way back in the
cylinder? Unplug the gear selector in the back. Then put in the cylinder. Make sure the key
shuts off and remove it, then put back the gear indicator cable. Not Helpful 2 Helpful 3. Yes, but
keep in mind that the computer might need to be reprogrammed, depending on the model. It's
required to get a key replacement from manufacturer. Not Helpful 1 Helpful 2. You could try
spraying some WD40 down in the hole and a bit on the key, then inserting the key and turning it
again. Also, make sure your tires aren't locked. I have an old VW buggy and the wheels lock,
and you have to jiggle the key while turning the wheel to unlock both, the switch and the
wheels. Not Helpful 0 Helpful 0. How can I tell if a failed ignition switch is causing my car to fail
to start? Alexander Hollings. The most common signs of a failed ignition switch are the car
suddenly turning off while you drive, or starting and then the key fails to stay in the "on"
position. Not Helpful 2 Helpful 1. Check that all wiring to and around the key cylinder are
properly seated. Turn off the key, remove it and wait a few minutes. Turn the key to the On
position just before start and after accessory. Look at the dashboard lights to see if the word
"security" is on and flashing. If not, the car will start. If, however, "security" is on and flashing,
then the computer must be reset by disconnecting the negative cable on the battery for about
10 minutes. Then reconnect the cable, turn the key to On and wait about 3 minutes for the
computer to reboot and then the car will start. Not Helpful 0 Helpful 3. WD40 or graphite sprayed
into the lock is best. Then insert the key in and out a few times to distribute to the lock pins. Not
Helpful 2 Helpful 2. Unanswered Questions. How do I replace the ignition barrel on a vehicle?
What tool do I need to remove the panel beneath my steering wheel so that I can replace the
ignition lock cylinder? How do I replace an ignition switch if I don't have the key to the old one?

The key is broken in ignition switch. What should I do? Include your email address to get a
message when this question is answered. Not all steering assemblies are the same. Check your
owner's manual to find the parts mentioned and how to disassemble them on your particular
vehicle. Helpful 1 Not Helpful 0. Related wikiHows How to. How to. More References 6. About
This Article. Co-authored by:. Jason Shackelford. Co-authors: Updated: June 17, Categories:
Car Batteries and Ignitions. Article Summary X To replace an ignition switch, you'll need to
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been helping billions of people around the world continue to learn, adapt, grow, and thrive for
over a decade. Let's do this! Orders ship same day when ordered by 2pm ET. Need your part
faster? Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. This part will only fit a vehicle with these options. If your vehicle isn't listed, close
the window to return to search. Clear vehicle X. Year Make Model. Search by Vehicle. Select
your vehicle. Year Make Model Search. Chevrolet Silverado Ignition Switch. What year is your
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Cart. Chevrolet is a registered trademark of General Motors Company. See all trademarks.
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Part will fit. Hey everyone, I have a Chevy C with a 5. Also I haven't fully checked the Spark, but
the Truck run's fine when you spray Starting fluid into the Throttle body. Any suggestions on
why the truck isn't accepting the fuel, it cranks fine, just wont run without starting fluid. Andrew
answered 6 years ago. Get a pressure tester and check it. I have a feeling it is the fuel pressure
regulator. Eddie answered 6 years ago. Did you happen to ever figure out the problem? I've
been having the same problem and haven't been able to figure it out since May. If so please help
me thanks.. After sittiing for a few hours, we have to crank it and eventually put a little gas or
tarting fluid in the throttle body for our truck to start but runs and drives fine once it does start
and will start right up after only sitting for about an hour or so. Derrick answered 6 years ago.
Replace the ignition switch module! My truck had the same issue. GM was having ignition
switch problem way back in the 90's as well. Replace the ignition switch and the crank shaft
sensor. Jesse answered 6 years ago. I have the same problem with my 96 silverado 5. It will turn
over but won't start. I have to use starting fluid but then it runs fine once its started. What could
cause it not to start when its cold? Did you check wire harness goig around passenger side of
block. Pink wire can get hot and ground out on block causing this. I replaced 6 pumps before
finding this. Also check ecm1 fuse. Brian5point7 answered 6 years ago. I also have the same
issue. I live in Maine so naturally its cold and won't start. I put heat on it over night it would start
fine. Now it won't start at all. Not with starting fluid either I'm real frustrated with it now. Anyone
have any fixes. Fuel pressure reads 63 batt. Is fine it has a new cap and rotor i can't get this
friggin truck going and need it to get me to work on Monday. Help me. Bill answered 6 years
ago. Replaced fuel pump, fuel regulator. It runs fine in warmer weather and if I turn the key and
let the fuel pump cycle a minute before starting it. But as soon as it tuned cold it wont start
again. Any suggestions?? Nick answered 5 years ago. Off topic but can anyone help me out if
have a 98 C 5. I kept getting a P code which is high voltage to ign control circuit. I was getting
the code intermittently for a few months and now it wont spark at all. I even had it towed and
had the computer changed and still no spark any suggestions. Andrew answered 5 years ago.
Chevy answered 5 years ago. Nick sounds like you have a misfiring distributor sounds like the
fire is jumping around on the inside of the block instead of coming out through your cap try
changing your distributor. Allen answered 5 years ago. On the 98 the passlock is a module in
the column and the key switch goes inside it. There is a contact inside this module that reacts

to a change in magnetic field when the key switch is turned. There are three wires that come off
the top of the module. I skinned a spot on the orange wire an grounded it when turning the key,
This triggered the security feature, which is reset by bumping the key and then letting sit for 10
minutes, then turn the key off for at least 10 seconds. You may have to repeat this up to 3 times.
This is what fixed my problem when the ignition key switch was changed out. FYI - If the pass
lock isn't working properly, the computer will not keep the fuel pump on when the key is turned
to start and released. Note: If the battery dies or is disconnected, or the computer is
disconnected, this procedure may have to be repeated. The fix for mine is in the passlock
system. I could likely change the module in the steering column and reset the system and it
would work fine. Also had a similar issue spin and no start with a 96 Chevy Express Van with
the 5. This vehicles issue turned out to be a shorted pink wire in the wiring harness that runs up
the passenger side of the block. The vehicle had died while driving several times and wouldn't
start. Then, finally after blowing a couple fuses, would start at all. The wire that was shorting
finally burned in two. Check any place that the wiring harness is attached to the block. Big C
answered 5 years ago. I have 5. I have 96 chevy 5. Miguel answered 5 years ago. I have a 96
Silverado , and it did the exact same thing. It would fire with starting fluid after a line, filter, relay
and pump replacement. It turned out the pump I put in was for a 96 C, which has a throttle body
system and the pump only produced psi. The Fuel injection in the Silverado needs psi. Be very
careful you didn't put the wrong fuel pump in!! The Spider injector system started in No 96 had
tbi. Why do the fuel pump keep burning out so quick? My original pump lasted 60k and 10
years. The next one lasted for 30k with a new screen filter on the pump for 5 years. The next one
lasted for 3 years with a new screen. The last one lasted for a few months and also has a new
screen. I just bought another And this time will replace the wiring harness and screen. I also
replaced the entire fuel pump assembly it is contained in, as well as a new relay. It is no fun
pulling the bed or dropping the tank! Any ideas why the fuel pump is dying quicker and
quicker? Zach answered 5 years ago. Man i got a 97 Chevrolet vortec won't start in tell i put gas
throttle body but when i press on the gas or put it in gear can some one help me with this
question. It is a bit confusing what your problem is, but it sounds like your truck is fuel starved.
My first suspicion is that the pump died. Get in the bed under the window and have someone
put the key in and turn the ignition to on but don't crank it. Can you hear the fuel pump power
up? If it's quiet, then most likely that pump is shot! I cut a flap in my bed to access the pump. It
took about two hours to replace the pump. There is a few other possibilities. The fuel pump
relay could be shot, or the fuel filter could be clogged. You can test the relay by jumping two
connectors using a paper clip I saw a utube video. RossB answered 5 years ago. Put two new
cyl heads on cause of cracks. Truck started and ran nice. Shut her down to finish fine work.
Then wouldn't restart. I have spark and fuel pressure. I have replaced distributer cap rotor plugs
wires. I have replaced fuel relay and checked fuses. I had this issue once before and replacing
cap and rotor fixed it. Not this time. I'm thinking maybe a shorted wire somewhere. Oh yea. Mine
fires too when fuel goes in throttle body. Soo I got a 92 chevy Silverado and about a week ago I
went to the bank, came out and didn't want to start, and wasn't the battery because got a jump
and nothing. Does anyone know what could it be? Low fuel pressure is usually the cause. It is
the minimum that will fire the injectors. The crappy fuel the oil companies make has wax and
varnish in it too, purposely to plug up the fuel injectors and fuel filters. The crap in the fuel also
is abrasive, and gradually breaks down the pump impeller, and also lowers the output pressure.
There are also lots of cheap fuel pumps out there with substandard materials in them so they
grind themselves out on the abrasive fuel and self destruct sooner. Always carry a spare pump
and filter in the truck, and enough tools to take out the tank and replace them. The spark
problem is the cheap drive gear that GM put on the distributor, which wears out and which lets
the spark timing waunder all over the place and not match the crank sensor so it throws a code.
The coils GM makes don't last. The control module right near the coil is a common failure point
as well. GM has never been known for good electronics in any of their cars, and are designed to
fail around 50K miles. If you want less trouble, buy a Ford or Dodge, or a Toyota. I personally
won't buy any more GM cars, cause all they've made in the past 30 years is total trash. Engines
fail, transmissions fail, electronics fail etc. Many of you don't remember years ago when the
Congress passed a bill requiring all cars sold in America to have a K engine and drive train
warranty. When Ronnie Reagan AKA Ronnie Raygun became president he cancelled that K
warranty, by executive order, because the car companies were screaming about it. Crappy cars
were the result, and still are the result. GM became the worst. Ford the second worst, and
Dodge the third. Gm and Dodge went Broke, and Ford nearly broke. They all deserved to go out
of business, and should have been allowed to go broke. The car business ethics in this country
are the poorest example of ethics and quality control on the planet. Just ask someone who
owns one of their cars. All Toyota did to take over, was to make cars a little bit better, and I

mean a little bit. Now they are following in the footsteps of the American car companies, and
having the same result. Chinese cars will be here soon, and make theirs a little better and take
over the business. Greedy American car companies better get their stuff together, or they will
go out like the dinosaurs. It won't be because of something they couldn't control. It will be
because of the greed they chose not to control. Jack answered 5 years ago. Jerryvqz answered
5 years ago. Good afternoon. I have Chevy z71 5. I would shut it off crank it up 15 min later truck
would run fine. Put the scanner said it was crank and cam sensor changed them both together
with the plugs and truck won't start now. Any help is appreciated. JD answered 5 years ago.
Sounds like the catalytic convertor. This is a famous tell tale with the losing power. Find a
honest muffler shop and they can tell if it is failing by listening to the truck the way it runs now
and after they remove the O2 sensor. There will be an ever so slight performance change with
this check. Briar28 answered 5 years ago. Hi guys I'm having problems with my 96 chevy my
truck dies when I throttle up or hit the brakes while driving I have replaced fuel pump and filter
My pressures are at 55 running I have changed spark plugs and I also checked cap and rotor
and that all looks good I put scanner on it and says bank 1 lean and bank 2 lean I also pulled
cats but they were not plugged and suggestions for the next move. Guillermo answered 5 years
ago. It turned out to be the crankshaft sensor I bought was a after market crankshaft sensor so
went chevy house and bought one from them it started right up. Thanks for the help everyone.
So don't go after market on the crankshaft sensor after dollars lesson. Jerome answered 5
years ago. I got a problem similar to this i have a denali i ran out of gas i put more in it didnt
start after pourin gas in the throttle body it finally crunk i ccut it off and it didn't start again i did
this process again and hit the gas it dies again more gas in throttle body finally it stay running
but bogs and backfires real bad Ok never trust aftermarket Chinese Dist Caps or rotors. They
are all junk. It was running on 6 out of 8 cylinders. The distributors in these cars are made of
plastic. Didn't believe it till I saw it with my own eyes! Replace them on Ebay for Chevy, billet
aluminum complete, cap, rotor, sensor, about 60 bucks. Running rough, or no power, is usually
a fuel filter and or a fuel pump. Once again there are lots of cheap chinese fuel pumps that fail
usually within a year. Mine was a Napa brand and lasted 5 years. These Spider injection set ups
on the trucks have a weak fuel pressure regulator and it can leak inside the manifold and make
it backfire and burn the CPI or spider fuel injection system, and can also crack or explode the
plastic intake manifold top piece. They should be illegal. Mine blew up and caught fire. Lucky I
got it out, but it burned the internal spider injection unit so it all had to be replaced. GM cars are
designed to fail. They all suck. We need the K warranty back! Who's got the balls Mr. Certainly
not you! Scotty answered 5 years ago. I have a 95 Chevy , I'm not getting any power to fuel
pump our injectors, an when you turn the key on none of the lights on dash come on , like the
oil our batt light.. The truck will turn over. I ran hot wire to fuel pump but still not getting fuel
into injectors. I don't know if this will help anyone, but a few years ago, I about pulled my hair
out trying to figure out what was wrong with my 91 chevy truck with 5. Sometimes it would start,
sometimes not. It left me stranded several times. It would die going down the road. I tried
everything. I was removing the ignition module from the distributor when I noticed the shaft
wobbled a lot. The distributor was worn out so bad that the pick up coil would only make
contact occasionally. The engine had around K on it. Hope this helps someone. Richard
answered 5 years ago. Hi I got a 98 chevy z71 4x4 5. Melissa09 answered 5 years ago. I have a
98 Chevy truck v8 I have changed fuel pump,fuel filter,fuel relay,starter relay, and fuel pressure
regulator. I have replaced fuel pump twice thinking I got a bad one. Revinmagee answered 5
years ago. I no longer have the vehicle but I have figured it out! Thank you all for your answers.
I have checked the fuel pressure and if I open the valve there is no pressure at all I know gas is
sopposed to shot out. Alright it wouldn't be the spider injectors you could have a pinched line..
Maybe you have a line switched on the pump? Alright today i got the spider and changed it. No
luck it turns over just won't start I checked the valve there is still no fuel pressure. Now I don't
here the fuel pump come on. My question is when you buy a fuel pump are you supposed to
change the wiring connections that come with the new fuel pump. FYI this is the 2nd fuel pump I
have change. I had a couple things wrong when my 96 silverado died. First the pressure
regulator on the spider injector was leaking, the spider injector poppets were plugged up too.
Then the fuel pressure was low. Old pump was NAPA brand, lasted 5 years. So new fuel pump
and back up to 65 PSI. It also had intermittent spark and ran poorly after this. I tried the new
spark controller and no difference. Then I did a new distributor and cap and rotor. Ran like new.
The old distributor is made of plastic! At K miles it was loose like a goose. The new one came
off Ebay and was billet aluminum with a new optical sensor. Cost 67 dollars. I also noticed the
fuel pump relay that controls the fuel pump was getting intermittent as well so I replaced that
too. Funny how GM made it so everything crapped out at once. They must have put 50
engineers working for years on making it do that!!!!! But thats GM. I will never buy another one!

Also one thing that may have burned out the distributor parts was the rotor and dist cap. They
were completely worn out after 1K miles. They said the Dist terminals were made of brass, but
turned out to be brass plated steel. And, the steel was bad stuff too. All the posts inside the cap
were half worn out and gone. The Rotor had burned through as well. This made the spark
system go to full voltage to compensate, and the whole system burned out. Could it get any
better? I won't buy anything GM again. Learned my lesson the hard way. Also every one of my
last 5 GM vehicles burned out the transmission as well, and most had trouble with overheating
and head gaskets too. BrianBTT14 answered 5 years ago. Since a faster-turning engine needs
more fuel and the crankshaft position sensor tells the ECM how fast the engine is turning, the
crankshaft position sensor is required by the fuel delivery system. Once the vehicle has been
turned off, it may not start until the crankshaft position sensor has been replaced and the codes
have been cleared from the ECM. If the vehicle does go into limp home mode, the driver should
get to the mechanic or home as soon as possible. Types of Crankshaft Position Sensors
Depending on the manufacturer, your vehicle may have one of four types of crankshaft sensor:
A magnetic pickup coil A Hall-effect sensor A magneto-resistive element An optical sensor. My
truck is in limp home mode so know to figure out what kind of sensor i have. I will post what the
problem was once i fix the problem. Please help still no start on 98 Chevy truck after replacing 2
fuel pump,fuel relay,starter relay, ingintion module switch fuel pump reluagtor and spider. Also I
have no fuel pressure when I check the valve on the fuel line. Andre answered 5 years ago. I
have a 91 suburban 5. Scott answered 5 years ago. Sorry I have a question ,I have a 98vortec
But my key has no chip. My truck has been crank no start since early summer when I replaced
fuel pump You can cycle the pump several times and the pump makes a noise so I know it's
working But it will get louder. After several try's then the truck will bump start. And will start
back every time you shut it off as long as you don't leave it off for more than thirty mins. The the
same thing all over again. Before you could let it sit over night and it would bump start not the
case now new fuel pump filter crank sensor I'm disgusted Need a ford. AirRideMonty answered
5 years ago. Joy answered 5 years ago. My husband is a mechanic he can fix it Emil
usyournumber at joybutcher39 gmail. Derrick answered 5 years ago. Mark answered 5 years
ago. My 96 Chevy Cheyenne had the same problem. I finally found if I took the bottom off the
steering column and took the wire coming down from the switch and pulled on them it would
start. Then I noticed only some of my idiot lights would come on with the switch. The rest would
come on when I pulled on the wires this let the truck start. After changing fuel pump twice the
spider new plugs wires. Tune complete and starter related fuel pump relay ING switch and
module battery found out along it was the wiring harness coming from the fuel pump up to the
engine. Just FYI to anyone. Kevinmcnally answered 5 years ago. Had a no start issue 98 Chevy
5. Would not restart has fuel pressure.. Checked spark by removing plug wire at spark plug 3
truck started up and ran on 7 cyl. Went out bought a cap started right up.. Long story short of
you have a no start 12v and fuel pressure pull 3 plug wire 2nd one back on driver side if it starts
repl. Cheddah answered 5 years ago. I have a 98' GMC sierra 5. Cissy answered 5 years ago.
Please help, at the end of possibilities-- GMC 4wd, 5. Started a month ago. Changed out the coil
and Ig Control module next to it but no luck. Tried it times in 8 hours and had it towed to my
mechanic that Immediately called and said it cranked right off the tow truck! A week later same
thing but burned up a starter in the process of starting it Replaced starter and the whole
distributor from Auto Zone. Check engine light still on so took it in and the code said crank and
cam sensors so the mechanic turned the distributor until is snap on computer machine said it
was aligned at zero. He turned the check engine light off and it stayed off the rest of the day.
This morning it is back on so went to AZ and their code thing said it was the ICM again, even
though I just replaced it a month ago. Sat in their parking lot and took it off and replaced it with
another new ICM and undid the positive battery cable for 5 seconds and hooked it back up, but
the 'service engine soon' light was still on and the codes STILL said it's the ICM. What I have
noticed is that even though the check engine light is on, sometimes when I start it cold it wants
to die if I don't give it gas quickly and race it, and sometimes when I crank it cold it does that
usual tiny amount of racing like I think it's supposed to, to get the engine warm fast, I guess
kind of like an automatic choke. Also, yesterday when the mechanic lined back up the cam and
crank sensor, it no longer throws this code, he thought the new started sounded funny so he
checked the voltage going to it and I think he said it was at ? Even looked for shorts in the
wiring and patched up a few frayed spots. Mechanic after mechanic UNTIL last night, when an
old master said he recommended I try a new key, the original key if possible. So I went home,
got the original key, put it in, SES light went out. Got a new key made at the home depot and
used it all day. All appears well after driving it all day and intentionally starting it 30 times during
the day. He said that it has something to do with the built in security system-- if the key is worn,
and after 15 years it IS, mine so worn I could pull it out of the ignition with the truck running and

I liked that because I farm and I didn't have to restart the truck after getting out and getting back
in after unlocking and opening 3 gates a day If it's worn it doesn't always hit the tumblers right
and if it doesn't hit the lock tumblers right you can crank and crank but the security system
won't fire the cylinders EVEN IF you don't have a chip in your key, it does have some type
magnetic operation about the tumbler connection that trips or doesn't trip that start-up security
system, and a worn key won't hit right and trip or untrip the security system right every time.
Took original key and had new key made. Did notice that the original key and the new key will
not pull out of ignition like my old key did, and so far, so good, Mystery solved for me. This
time. Slaveman answered 4 years ago. Thanks Kevinmcnally, I just ran into that problem, a
friend and I just discovered that issue I found your response on this page, and you confimed
what we thought. OK If you have a 97 and up to some year and it ran or runs warm not cold, or
spits and sputters and you have checked spark, and fuel pressure at the schreider valve then its
your single port injection system. Pepperking answered 4 years ago. I have a 96 Chevy truck ex
cab 5. I have a Chevy Cheyenne 5. See pics 2. Replaced the in-line fuel filter see pics 3. This
produces an additional This has worked for me. Good luck guys, feedback will be appreciated. I
had the same problem as a lot of you guys. Changed a lot of items from fuel pump, filter,
regulator, distributor, rotor etc. I could spray with starting fluid and it would turn over.
Sometimes it would stay running and some times it would die. Also had the issue of randomly
falling dead also with no warning. Change the fuel injection spider. I have done that on 2
vehicles and have not had the issue sense. Found the part for about on amazon. Dealer wanted
and for labor. Diviant answered 4 years ago. Ok so I have a 98 with a similar problem. Except it
will start but it don't run worth a damn. It spits and sputters and backfires out the intake and
exhaust. I replaced fuel pump regulator and filter no change. I checked the timing by finding tdc
and pulled dizzy cap to make sure rotor was in the correct position and it was. So I replaced the
ICM and it fired right up and ran great for about 5 min then slowly started doing the same exact
thing all over again. Wtf is going on with this pos. I fought this for 6 months and had it in two
shops. Bigger one grounds the pump, and smaller one controls gauge. Good Luck!! I have a 98
Chevy truck 5. I have a k 4x4 with the 5. Rose answered 3 years ago. Well I have a 96 gmc c got
in my truck try ed to start it but would not start I turned the key but would not start so I had the.
Fuel filter changed still no start so I had fuel pump installed and it started but then I drove it to
the store and died in the middle of the street did that twice so I started to read all the reports
from u guys and then I just went out to the fuse box and took the email 1 fuse out cleaned it put
it back then took the injector. And relay fuse out then put it back and my truck started right up
it's now been two days and has not a problem starts right up and no dieing thank u. All woman
in need. I had the same problem all I know is that I did the same thing u did but I took the exam
fuse 1 out cleaned it put it back and then I took the injector relay fuse out cleaned it put it back it
started right up no problems and doesn't die anymore. Juan answered 3 years ago. Hi everyone,
I have a Chevy Silverado 5. Is this normal? Should the 12V be present all the time while the
ignition switch is in the on position? Bgentry answered 2 years ago. Did u ever find out what it
was my 97 gmc vortex is doing the same thing plz message me and let me no. Big C answered 2
years ago. Yes it was the the cracks shaft position sensor you have to buy the original one for
chevy I bought an aftermarket from autozone and it did work. I hope it helps. Juan answered 2
years ago. I found out that the fuel pump relay sent 12v for about 2 second and after the engine
start the oil pressure switch continue to sent 12v to the pump. I went to the library and print out
the wiring diagram of the fuel system. I replace the fuel pump and after one month the truck
wouldn't start and this is went post my comment asking for help. This is the bottom line; the
socket for the fuel pump relay had the clips vent and it was not making good contact with the
relay pins creating high amps and I beleive this is what burn the pump. I took a pick and gently
pull the clip back in position where the relay can make a good contact. Hopefully this help! The
truck is been running since. Skoota45 answered 2 years ago. Jw answered 2 years ago. My 96
chevy fuel pump goes out every month and I dont know why, I need help. Lilredchica answered
2 years ago. I'm sorry but if by want ur truck to blow up keep using I would look deeper for a lot
better.. GuruV83YP answered 2 years ago. I have a 96 ck replaced fuel filter, plugs, wires. Plugs
on pass side were black, driver side clean. Used fuel like crazy, could smell it. Now will start but
not run. Put seafoam in throttle body, got 5 sec of black smoke from tailpipe. Put fuel injector
cleaner in tank. What is next step. Don't want to give up. Luv this truck. Spratlzw answered 2
years ago. Replaced the fuel pump fuel filter ignition coil and fuel pump relay. Put a tester on it
has no codes was showing rm reading and I have 12v to the fuel pump. Please help! GuruXB
answered 2 years ago. I have a 94 Chevy Astro that would die like the switch was shut off and
fail to restart, fail to start whether hot or cold, crank forever but not start. Mechanic replaced
fuel pump, fuel wouldn't go to the rail, replaced spider injectors, it ran for a few months before it
did it again. Mechanic replaced steering column, including ignition which was giving me

problems , Did it again, mechanic replaced starter coil, worked a few times and same thing
again. I researched it and found a site that listed failure of spider injectors with bad ICM.
Replaced ICM, so far, so good. Jesus answered 2 years ago. Had a no start issue on my 5. Fuel
pressure was ok, spark seemed ok. Thanks to kevinmcnally I removed spark plug wire 3 and it
fired up. Chris answered about a year ago. It could be your pass lock module. If it is bad it will
shut down your fuel pump and not let your truck get fuel. Mine went bad on my truck and I
replaced the fuel pump and relay before figuring it out. Its located under your dash by your
cigarette lighter plug in. Little black box. It's not the easiest to get to and they dont sell them
anymore so you'll have to find someone who rebuilds them. Just make sure you get the right
one and match numbers. Guru1LKRW answered about a year ago. Guru2KJ7F answered 11
months ago. Starts fine warm but doesn't when cold. Fuel pressure regulator on the 5. If you
have psi to the intake, that's your problem. Need to remove intake to change it. For the time it
takes and the price of a new one, I only use that truck to plow snow, so I plug it in when I need
to use it. Michael answered 11 months ago. The plug on the distributor are bad about going out
on these trucks. I buy and flip them all time. Seems like every time it wont crank this is the
issue. If you use starter fluid and it wont crank 9 times out of ten this is the issue from my
experience. Guru61N77 answered 11 months ago. GuruFD2WW answered 10 months ago. I am
also running into that issue, My tahoe limited with a whipple just shut down while driving. It
wouldn't start back up. It needed a fuel pump and now has 60psi pressure holding. The ICM was
replaced as well it will start with ether for a few seconds until it burns out so it has spark and
fuel but won't start. I am leaning towards the PCM because it shows no codes although the
check engine light is on when trying to start and after I start it with ether the check engine light
shuts off. Does this sound correct or is there anything else I am missing or can check this in
anyway? Thank you. I do not have any security lights in anyway either so I do not think it is
security related. Matthew answered 2 months ago. Here goes: givens what I know for sure :
Chevy Silverado truck, 4 wheel drive, Note: it turns out that those who listen to the OBDII on
board diagnostic system will be the not so proud owner of an extra ignition system of just about
every component of the ignition system of this model of engine if you believe what your OBDII
tells you. Those dollars in those components could support an entire 3 world country out of
poverty Pressure gauge at Schrader valve port is 60psi. Running condition: rough even when
warm. The diagnostic reader pointed to mass air flow sensor, they changed it, still no change in
running condition, they had just enough left of budget to check other operating conditions and
found that even though I had 60 psi at fuel rail My fuel system only allowed for a little VOLUME
of fuel to be delivered at the Fuel Rail schrader valve port. They had a snap on fuel gauge that
measured volume - unfamiliar to me, I don't know everything it turns out. The new direction Im
heading now, is to determine where the volume of fuel is going. No external leaks. I will test at
schrader valve to compare. Any suggestions or results of similar experiences???? Guru9Z1S9V
answered 2 months ago. Always start with the basics. Spark fuel compression. Air is normally a
give. Check air filter. Pull plugs see running condition. Lean mixture. If the plugs are black they
are fouled. Oil or fuel leak. Possible injector bad rings or gasket. Plug has white specs? Check
coolant for contamination to verify. Check all grounds the more the better. These trucks run off
electrostatic components and can and will fry with a simple touch from you carrying static. Alex
answered about a day ago. Spratlzw answered about a day ago. I had to he same issue on my 96
Chevy After throwing a lot of parts at it and chasing down forum after forum it turned out to be
the grounding cable from the engine block to the frame. It looked decent from the eye but as
soon as I grabbed the cable it crumbled apart. Won't start replaced ICM, distributor, cap, rotor,
plugs, ignition module harness, crank sensor, still no start, back fires every now and then when
I attempt to start, smell a lot of fuel out the Ok guys, here's one for you. I have a 96 C 4. Had a
lot of check engine codes, random multiple cylinder misfires, so I did your typical tune up,
plugs wires cap rotor pcv valve air fil My c 5. I replaced the spark plug wires and it's getting
power it just won't turn over and start. Aamco has changed almost everything, ECM, spark
plugs, fuel pump and filter, oil, air filter, cam sensor, igniter, distributor, Vehicle has fuel and
spark but just won't start. I have a different car. Content submitted by Users is not endorsed by
CarGurus, does not express the opinions of CarGurus, and should not be considered reviewed,
screened, or approved by CarGurus. Please refer to CarGurus Terms of Use. Content will be
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Your Answer:. Upload Photo Photo optional. Related Questions. Sell Your Car Yourself With a
simple, secure transaction. Get Started. CarGurus Experts. Know more, shop wisely Search.
Related Models For Sale. NOTE: Testing the ignition system is a breeze. The typical ignition
system circuit diagram for the 4. Testing the a no-start problem or a misfire due to an ignition
system problem is not hard. If you'd like to have access to a wiring diagram, ignition component
connector pin-outs, and the entire testing procedure for a no-start or a misfire problem in one

place, then take a look at the following diagnostic manuals in downloadable PDF format:. All of
the information you need to diagnose a misfire or a no-start problem caused by the ignition coil,
the ignition module, or the crankshaft position sensor. All Tutorials: 4. Then we met. This
material may not be reproduced without the author's consent. As an Amazon Associate, I may
earn a small commission from qualifying purchases from the Amazon product links from this
website. Your purchase helps support my work in bringing you real diagnostic testing
information to help you solve the problem on your vehicle. Diagnostic manual comes with:
Wiring diagrams. Component pin outs. Connector pin outs. Ignition system component part
numbers. Firing orders. Complete step-by-step testing instructions. The illustrations in the
diagnostic manual are printer friendly! Firing order. Applies to: Chevrolet Express Van.
Diagnostic manual comes with: Wiring diagram. Applies to: Chevrolet Tahoe 4x2 and 4x4.
Applies to: Chevrolet Suburban 4x2 and 4x4. If this info really saved the day, buy me a beer! Do
NOT follow this link or you will be banned from the site! Hate Spam. For more information go to
Since , Standard We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track
order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select your
vehi
kawasaki fb460v engine parts
vw bug generator to alternator conversion
47 dodge engine torque specs
cle. Refine by:. Ignition Switch part. Shop Chevrolet K Ignition Switch. Showing 1 - 4 of 4
results. Sort by:. Guaranteed to Fit. Core Charge. Add to cart. Wheelbase, With 15, GVW,
Wheelbase, With 15, GVW. Part Number: M Universal Fit. Part Number: L Page 1 of 1 Showing 1 4 of 4 results. Featured Brands. Reviews Questions, Answers. Established in , ACDelco manuf
Lisle Ignition Switch Manufacturer Jul 22, Fixing shifting and gauges failure Chevy, C This part
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