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We have 54 Ford Escort manuals covering a total of 42 years of production. Our most popular
manual is the Ford - Escirt - Workshop Manual - - This like all of our manuals is available to
download for free in PDF format. How to download a Ford Escort Repair Manual for any year. In
total, that's over pages of content dedicated to your Ford Escort. We get a lot of people coming
to the site looking to get themselves a free Ford Escort Haynes manual. We'll send you a quick
email a new Ford Escort document is added. Spam free: Maximum of 1 email per month. Get
your hands on the complete Ford factory workshop software. Ford - Escort - Workshop Manual - Workshop Manual Pages. Other Manuals Pages. Ford Escort Workshop Manual L 1. Ford Escort Mk2 - Workshop Manual - - Other Manuals 4 Pages. Ford Escort Workshop Manual L 2.
Ford - Escort - Wiring Diagram - - Other Manuals 37 Pages. Ford - Escort Rs - Workshop Manual
- - Ford - Escort - Owners Manual - - Ford Escort. Other Manuals 2 Pages. Ford - Escort 4x4 Workshop Manual - - Other Manuals 26 Pages. Ford - Escort - Parts Catalogue - - Other Manuals
16 Pages. Other Manuals 85 Pages. Other Manuals 25 Pages. Get notified when we add a new
Ford Escort Manual Notify me. Get notified when we add a new FordEscort Manual. Notify me.
We cover 60 Ford vehicles, were you looking for one of these? This manual is specific to a Ford
Escort. RepairSurge is compatible with any internet-enabled computer, laptop, smartphone or
tablet device. It is very easy to use and support is always free. We wish we could just show you
the entire manual before you buy, but our publishing agreement with the auto manufacturers
prevents this. We know this sounds crazy. It's a stupid rule in our opinion, but they authorize
our manuals and that's what their lawyers require. Here are some of the comments we have
received from users of RepairSurge. These customers have agreed to allow us to publicly
display their testimonials. We know buying anything online is a risk. Once again, we wish we
could just show you the entire manual before you buy, but our publishing agreement with the
auto manufacturers prevents this. We'll get you the repair information you need, every time, or
your money back. Manufacturer: Ford. Model: Escort. Production Year: Step by Step
Instructions. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams. Here is what
you'll get. Step-by-step factory recommended repair instructions. Unlimited access to personal
support reps who are always available to assist you. We can answer your questions about using
the software or help you find the specific information you need for your Ford Escort. Free
real-time updates! Your manual is updated with revised information as soon as it is released.
Access on your terms. Unlimited access to your Ford Escort manual on a yearly basis. We'll get
you the repair information you need, every time, or we'll refund your purchase in full. Can I see
what the manual looks like? See our guarantee below. You are protected in case the manual
turns out to not be what you need. What Satisfied Mechanics Are Saying. Exactly as advertised,
quick and easy transaction. Get Your Manual. Your satisfaction is guaranteed and your online
transaction is protected by safe and secure SSL encryption technology. Quick Links. See also:
Workshop Manual. Before driving. Controls and features. Seating and safety restraints.
Roadside emergencies. Maintenance and care. Capacities and specifications. Customer
assistance. Reporting safety defects. All rights reserved. Reproduction by any means,
electronic or mechanical. Ford motor company ford f owner's guide 14 pages. Automobile Ford
Contour Owner's Manual Ford motor company ford contour owner's guide pages. Ford motor
company ford f owner's guide pages. Ford motor company ford crown victoria owner's guide
pages. Ford motor company ford ranger owner's guide pages. Reproduction by any means,
electronic or mechanical including photocopying, recording or by any information storage and
retrieval system or translation in whole or part is not permitted without written authorization
from Ford Motor Company. Copyright Ford Motor Company Ford may change the contents
without notice and without incurring obligation. Page 3: Instrumentation Instrumentation DEF
Electronic sound system pg. Page 7 Instrumentation Low fuel Illuminates as an early reminder
of a low fuel condition indicated on the fuel gauge. The ignition must be in the ON position for
this lamp to illuminate. Page 8 Instrumentation temporary malfunctions present, the Service
Engine Soon light should turn off. No additional vehicle service is required. If the Service
Engine Soon light remains on, have your vehicle serviced at the first available opportunity. Page
9 Instrumentation Shift indicator light if equipped To maximize fuel economy, the shift indicator
light illuminates when the manual transmission should be shifted to the next highest gear.
Anti-lock brake system ABS If equipped Momentarily illuminates when the ignition is turned on
and the engine is off. Page 10 Instrumentation Charging system Illuminates when the ignition is
turned to the ON position and the engine is off. The light also illuminates when the battery is not
charging properly, requiring electrical system service. Engine oil pressure Momentarily
illuminates when the ignition is turned to the ON position and the engine is off. Page 12
Instrumentation Fuel gauge Displays approximately how much fuel is in the fuel tank when the
key is in the ON position. The fuel gauge may vary slightly when the vehicle is in motion. The
ignition should be in the OFF position while the vehicle is being refueled. Page 13 Speedometer

Indicates the current vehicle speed. Odometer Registers the total kilometers miles of the
vehicle. Trip odometer Registers the kilometers miles of individual journeys. To reset, depress
the control. Tachometer if equipped Indicates the engine speed in revolutions per minute.
Driving with your tachometer pointer in the red zone may damage the engine. Coupe Rotate up
to brighten. Rotate down to dim. Rotate right to dim. Page 15 2. Move the control in the direction
you wish to tilt the mirror. Return to the center position to lock mirrors in place. Turn control to
raise or lower volume. Page 17 Tune adjust The tune control works in radio mode. Tune adjust
in radio mode Press the to move to the next frequency down the band whether or not a
listenable station is located there. Hold the to move through the frequencies quickly. Page 18
Controls and features Scan function in radio mode Press the SCAN control to hear a brief
sampling of all listenable stations on the frequency band. Press the control again to stop the
scan mode. Radio station memory preset The radio is equipped with six station memory preset
controls. Press the BAL control. Speaker sound can be adjusted between the front and rear
speakers. Page 21 volume level, turn the audio system off with the power control before
switching off the ignition. Page 22 Controls and features Seek function The seek function
control works in radio or tape mode. Seek function in radio mode Press to find the next
listenable station down the frequency band. Press to find the next listenable station up the
frequency band. Seek function in tape mode Press to listen to the previous selection on the
tape. Page 23 Setting memory preset stations 1. Select a station. Refer to Tune adjust or Seek
function for more information on selecting a station. Press and hold a memory preset control
until the sound returns, indicating the station is held in memory on the control you selected.
Page 24 Controls and features Inserting a tape Push only slightly when inserting a cassette tape
with the open edge to the right. A cassette deck loading mechanism pulls the tape in the rest of
the way. You can switch from radio to tape play by inserting a tape into the cassette deck. Page
25 Eject function Press the control to stop and eject a tape. Dolby noise reduction Dolby noise
reduction manufactured under license from Dolby Laboratories Licensing Corporation operates
only in tape mode. Dolby reduces the amount of hiss and static during tape playback. Page 27
ignition switch is turned back on. If you wish to maintain your preset volume level, turn the
audio system off with the power control before switching off the ignition. Page 28 Controls and
features Tune adjust in radio mode Press the to move to the next frequency down the band
whether or not a listenable station is located there. Hold the control to move through the
frequencies quickly. Press the right side of the control to move to the next frequency up the
band whether or not a listenable station is located there. Page 29 Seek function in tape mode
Press to listen to the previous selection on the tape. Press to listen to the next selection on the
tape. Seek function in CD mode if equipped Press to seek to the previous track of the current
disc. If a selection has been playing for three seconds or more and you press , the CD changer
will replay that selection from the beginning. Page 30 Controls and features Setting memory
preset stations 1. Page 31 Inserting a tape Push only slightly when inserting a cassette tape
with the open edge to the right. You can switch from CD if equipped to tape play by inserting a
tape into the cassette deck. Page 32 Controls and features Tape side select Press this control to
play the alternate side of a tape. Page 33 Shuffle feature The shuffle feature operates in CD
mode if equipped and plays all tracks on the current disc in random order. If equipped with the
CD changer, the shuffle feature continues to the next disc after all tracks are played. Slide the
door to access the CD changer magazine. Press to eject the magazine. Make sure only one disc
is inserted in each slot. Each disc must be inserted with the label surface upward. Page 35 The
magazine does not need to be full for the changer to operate. Radio power must be turned on to
play the CDs in the changer. The magazine may be stored in the glove box when not being used.
The CD magazine may be inserted or ejected with the radio power off. Troubleshooting the CD
changer if equipped The laser beam used in the compact disc player is harmful to the eyes.
Never touch the playing surface. Do not expose discs to direct sunlight or heat sources for
extended periods of time. Do not insert more than one disc into each slot of the CD changer
magazine. Page 37 Terrain. Static can be caused on AM stations by power lines, electric fences,
traffic lights and thunderstorms. Page 38 Controls and features Mode selector control Controls
the direction of the airflow to the inside of the vehicle. Panel -Distributes outside air through the
instrument panel registers. OFF-Outside air is shut out and the fan will not operate. Panel and
floor -Distributes outside air through the instrument panel registers and the floor ducts. Page 39
airflow and reduce your ability to see through your windshield. Also, avoid placing small
objects on top of your instrument panel. These objects can fall down into the defroster outlets
and block airflow and possibly damage your climate control system. Do not place objects on
top of the instrument panel, as these objects may become projectiles in a collision or sudden
stop. Page 40 Controls and features the air conditioner drain while the system is working and
even after you have stopped the vehicle. Page 41 instrument panel registers. It can be used to

clear ice or fog from the windshield. To operate: 1. Turn the ignition to the ON position. Press
and release the control once to turn on. The light will be lit while the rear window defroster is R.
DEF 3. To activate: the ignition must be in the ON position and the headlamp control is in the
OFF or Parking lamps position. Always remember to turn on your headlamps at dusk or during
inclement weather. Do not use the speed control in heavy traffic or on roads that are winding,
slippery, or unpaved. Once speed control is switched off, the previously programmed set speed
will be erased. Each press will increase the set speed by 1. Page 47 To disengage speed control
Depress the brake pedal or Depress the clutch pedal if equipped Disengaging the speed control
will not erase the previously programmed set speed. Pressing OFF will erase the previously
programmed set speed. Controls and features For low speed wiping, move the control down
two positions. For high speed wiping, move the control down three positions. The dome lamp
will stay on if the control is moved to the ON position. When the control is moved to the DOOR
position, the lamp will only come on if a door is opened. The rear doors can be opened from the
outside when the doors are unlocked. Press the top portion of the rocker switch to close. Press
the bottom portion of the rocker switch to open. Express down To make the driver window open
fully without holding the window control, press the driver window control completely down and
release Make sure that the mat does not interfere with the operation of the accelerator or the
brake pedal. The all-door remote entry system allows you to: lock or unlock all vehicle doors
without a key. For more information on the anti-theft system, refer to Anti-theft system in this
chapter. Page 56 Controls and features Locking the doors Press this control to lock all doors
and liftgate on wagons. To confirm doors are closed and locked, press the lock control a
second time within five seconds. Page 57 Sounding a panic alarm Press this control to activate
the alarm. Page 58 Controls and features Replacement of the battery will not cause the remote
transmitter to become deprogrammed from your vehicle. The remote transmitter should operate
normally after battery replacement. If you purchase additional transmitters up to four may be
programmed , perform the following Page 59 Arming the anti-theft system Turn the ignition to
OFF and press the lock control on the remote entry transmitter. Identifying an armed system
While the system is arming, the THEFT light in the instrument cluster will illuminate for 30
seconds. On station wagons models, pressing the trunk control only will unlock and disarm the
anti-theft system. On non-station wagon models, pressing the trunk control will prevent the
alarm from sounding The purpose of these head restraints is to help limit head motion in the
event of a rear collision. To properly adjust your head restraints, lift the head restraint so that it
is located directly behind your head or as close to that position as possible. Do not pile cargo
higher than the seatbacks to avoid injuring people in a collision or sudden stop. Always drive
and ride with your seatback upright and the lap belt snug and low across the hips. Page 63
Seating and safety restraints Driver seat memory recliner if equipped Pull control to adjust
seatback. To retain selected seatback position, release seatback by moving memory recliner
control forward to release seatback. Push seatback rearward until the seatback latches. This
will be the first position selected. Page 64 Seating and safety restraints Folding rear seats if
equipped Folding down the rear seats To fold the seatback down: Press the latch control
downward or pull up on strap and Pull the seatback forward and down. Returning the seat to the
upright position Check to see that the seat and seatback is latched securely in position. To
reduce the risk of injury, make sure children sit where they can be properly restrained. Never let
a passenger hold a child on his or her lap while the vehicle is moving. Page 66 Seating and
safety restraints Combination lap and shoulder belts 1. Insert the belt tongue into the proper
buckle the buckle closest to the direction the tongue is coming from until you hear a snap and
feel it latch. Make sure the tongue is securely fastened in the buckle. Page 67 How to use the
automatic locking mode Buckle the combination lap and shoulder belt. Grasp the shoulder
portion and pull downward until the entire belt is extracted. Allow the belt to retract. As the belt
retracts, you will hear a clicking sound. Page 68 Seating and safety restraints Front safety belt
height adjustment if equipped Your vehicle has safety belt height adjustments for the driver and
front passenger. Adjust the height of the shoulder belt so the belt rests across the middle of
your shoulder. To lower the shoulder belt height, push the button and slide the height control
down. Page 69 Seating and safety restraints Insert the tongue into the correct buckle the buckle
closest to the direction the tongue is coming from. To lengthen the belt, turn the tongue at a
right angle to the belt and pull across your lap until it reaches the buckle. Page 70 if equipped ,
child safety seat tether bracket assemblies if equipped , and attaching hardware, should be
inspected after a collision. Ford recommends that all safety belt assemblies used in vehicles
involved in a collision be replaced. However, if the collision was minor and a qualified
technician finds that the belts do not show damage and continue to operate properly, they do
not need to be replaced. Air bags DO NOT inflate slowly or gently and the risk of injury from a
deploying air bag is greatest close to the trim covering the air bag See your Ford or

Lincoln-Mercury dealer. Page 73 Children and air bags For additional important safety
information, read all information on safety restraints in this guide. Children must always be
properly restrained. Accident statistics suggest that children are safer when properly restrained
in the rear seating positions than in the front seating position. Page 74 Seating and safety
restraints The air bags inflate and deflate rapidly upon activation. After air bag deployment, it is
normal to notice a smoke-like, powdery residue or smell the burnt propellant. This may consist
of cornstarch, talcum powder to lubricate the bag or sodium compounds e. Page 75 The
diagnostic module monitors its own internal circuits and the supplemental air bag electrical
system warning including the impact sensors , the system wiring, the air bag system readiness
light, the air bag back up power and the air bag ignitors. Determining if the system is
operational The SRS uses a readiness light in the instrument cluster or a tone to indicate the
condition of the system. Page 76 To improve the fit of lap and shoulder belts on children who
have outgrown child safety seats, Ford recommends use of a belt-positioning booster seat that
is labelled as conforming to all Federal motor vehicle safety standards. Belt-positioning booster
seats raise the child and provide a shorter, firmer seating cushion that encourages safer seating
posture and better fit of lap and shoulder belts on the child. Page 77 passenger side front and
outboard rear seating positions if equipped. Ford recommends the use of a child safety seat
having a top tether strap. Install the child safety seat in a seating position which is capable of
providing a tether anchorage. For more information on top tether straps, refer to Attaching
safety seats with tether straps. If you do not install and use the safety seat properly, the child
may be injured in a sudden stop or collision. Page 79 Seating and safety restraints 3. Be sure
the belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle closest
to the direction the tongue is coming from for that seating position until Page 80 Tether
anchorage hardware kits part number D74 including instructions, may be obtained at no charge
from any Ford or Lincoln-Mercury dealer. All vehicles built for sale in Canada include a tether
anchor hardware kit. Page 81 Tether anchorage hardware kits including instructions, may be
obtained at no charge from any Ford or Lincoln-Mercury dealer. Page 82 Seating and safety
restraints Sedan Wagon This system meets all Canadian Interference-Causing Equipment
standard requirements regulating the impulse electrical field strength of radio noise. When
starting a fuel-injected engine, avoid pressing the accelerator before or during starting. Page 84
Starting 2. Make sure the headlamps and vehicle accessories are off. Make sure the parking
brake is set. If starting a vehicle with an automatic transaxle: Make sure the gearshift is in P
Park. If starting a vehicle with a manual transaxle: Push the clutch pedal to the floor. Page 85 4.
If a light fails to illuminate, have the vehicle serviced. Page 87 depress the accelerator and start
the engine while holding the accelerator down to the floor. Release the accelerator when the
engine starts. After idling for a few seconds, apply the brake and release the parking brake.
Using the engine block heater if equipped An engine block heater warms the engine coolant,
which improves starting, warms up the engine faster and allows the heater-defroster system to
respond quickly. Page 88 Starting Engine exhaust, some of its constituents, and certain vehicle
components contain or emit chemicals known to the State of California to cause cancer, and
birth defects or other reproductive harm. Important ventilating information If the engine is idling
while the vehicle is stopped in an open area for long periods of time, open the windows at least
2. Refer to the scheduled maintenance guide for scheduled maintenance. In normal operation,
automotive brake systems may emit occasional or intermittent squeal or groan noises when the
brakes are applied. Page 90 Driving illuminate momentarily at start up, remains on or continues
to flash, the ABS needs to be serviced. With the ABS light on, the anti-lock brake system is
disabled and normal braking is still effective unless the brake warning light also remains
illuminated with parking brake released. Page 91 The parking brake is not recommended to stop
a moving vehicle. However, if the normal brakes fail, the parking brake can be used to stop your
vehicle in an emergency. When starting a vehicle with a manual transaxle, you must: 1. Page 93
the clutch pedal to hold your vehicle at a standstill while waiting on a hill. These actions will
seriously reduce clutch life. Parking your vehicle 1. Apply the brake and shift into the neutral
position. Set the parking brake. Page 94 Driving 4. Turn engine off and remove the key. Do not
park your vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear
and set the parking brake fully. Recommended shift speeds Upshift according to the following
charts for best fuel economy: Upshifts when accelerating recommended for best fuel economy
Upshifts when cruising recommended for best fuel economy Upshifts when accelerating
recommended for best fuel economy Page 95 Upshifts when cruising recommended for best
fuel economy Reverse Make sure that your vehicle is at a complete stop before you shift into R
Reverse. Failure to do so may damage the transaxle. Put the gearshift into the neutral position
and wait at least three seconds before shifting into R Reverse. Page 96 Driving 1. Continue
depressing the brake pedal, and remove the shift-lock override cap with a 2. Insert the

screwdriver into the shift-lock override opening and push down. Push and hold the thumb
button. Page 97 Always set the parking brake fully and make sure the gearshift is latched in P
Park. Turn off the ignition whenever you leave your vehicle. If the parking brake is fully
released, but the brake warning lamp remains illuminated, the brakes may not be working
properly. See your dealer or a qualified service technician. You should always come to a
complete stop before shifting in and out of R Reverse. N Neutral With the gearshift in the N
Neutral position, the vehicle can be started and is free to roll. Page 99 Overdrive The overdrive
position is the normal driving position for an automatic overdrive transaxle. It works the same
way as D Drive but shifts to a fourth gear-an overdrive gear-when your vehicle cruises at a
constant speed for any length of time. The automatic transaxle will shift into the proper gear to
ascend any grade without any need to shift to L Low. You can upshift from L Low to When
parking, do not use the gearshift in place of the parking brake. Always ensure that the weight of
passengers, cargo and equipment being carried is within the weight limitations that have been
established for your vehicle including both Gross Vehicle Weight and Front and Rear Gross
Axle Weight Rating limits. Page Towing trailers beyond the maximum recommended gross
trailer weight exceeds the limit of the vehicle and could result in engine damage, transaxle
damage, structural damage, loss of control, and personal injury. Preparing to tow Use the
proper equipment for towing a trailer, and make sure it is properly attached to your vehicle.
Speed control may shut off if you are towing on long, steep grades. When towing a trailer: Use a
lower gear when towing up or down steep hills. This will eliminate excessive downshifting and
upshifting for optimum fuel economy and transaxle cooling. The hazard flashers can be
operated when the ignition is off. Slide the hazard flasher control to the right to activate the
hazard flashers simultaneously. Slide the control to the left to turn the flashers off. Use the
following procedure to reset the fuel pump shut-off switch. Blown fuses are identified by a
broken wire within the fuse. Check the appropriate fuses before replacing any electrical
components. Always replace a fuse with one that has the specified amperage rating. Window C.
Page Always disconnect the battery before servicing high current fuses. Always replace the
cover to the Power Distribution Box before reconnecting the battery or refilling fluid reservoirs.
If the battery has been disconnected and reconnected, refer to the Battery section of the
Maintenance and Care chapter. Coupe The high-current fuses are coded as follows. Page
Roadside emergencies try to repair the temporary spare tire or remove it from its wheel use the
wheel for any other type of vehicle Tire change procedure 1. Park on a level surface, activate
hazard flashers and set the parking brake. Page Automatic Manual 3. Remove the jack, jack
handle and spare tire. Roadside emergencies Page Roadside emergencies 4. Loosen each
wheel lug nut one-half turn counterclockwise but do not remove them until the wheel is raised
off the ground. Put the jack in the jack notch next to the door of the tire you are changing. An
explosion could result in injury or vehicle damage. Do not push start your vehicle. You could
damage the catalytic converter. Batteries contain sulfuric acid which can burn skin, eyes, and
clothing, if contacted. Page Roadside emergencies Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Page 3.
Connect the negative - cable to the negative - terminal of the assisting battery. Page Roadside
emergencies Jump starting 1. Start the engine of the booster vehicle and run the engine at
moderately increased speed. Start the engine of the disabled vehicle. Once the disabled vehicle
has been started, run both engines for an additional three minutes before disconnecting the
jumper cables. Page Roadside emergencies 3. After the disabled vehicle has been started and
the jumper cables removed, allow it to idle for several minutes so the engine computer can
relearn its idle conditions. Page It is recommended that your vehicle be towed with a wheel lift
or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. We provide a Scheduled Maintenance Guide which makes tracking
routine service easy. If your vehicle requires professional service, your dealership can provide
necessary parts and service. Page Maintenance and care 2. Turn off the engine and remove the
key. Block the wheels to prevent the vehicle from moving unexpectedly. Manual transaxle: 1.
Set the parking brake, depress the clutch and place the gearshift in 1 First. Page 2. Working with
the engine on Automatic transaxle: 1. Set the parking brake and ensure the gearshift is securely
latched in P Park. Do not start your engine with the air cleaner removed and do not remove it
while the engine is running. Set the parking brake, depress the clutch and place the gearshift in
N Neutral. Inside the vehicle, pull the hood release handle located under the bottom left corner
of the instrument panel. Go to the front of the vehicle and release the auxiliary latch that is
located under the front center of the hood. Lift the hood and secure it with the prop rod. Engine
oil dipstick 2. Brake fluid reservoir 3. Transmission fluid dipstick automatic transaxle 4. Battery
5. Air filter assembly 6. Engine oil filler cap 7. Power steering fluid reservoir 8. Transmission
fluid dipstick automatic transaxle 2. Battery 3. Air filter assembly 4. Engine oil filler cap 5.

Engine oil dipstick 6. Power steering fluid reservoir 7. Engine coolant reservoir 8. Windshield
washer fluid reservoir 9. Page 1. Make sure the vehicle is on level ground. Turn the engine off
and wait a few minutes for the oil to drain into the oil pan. Set the parking brake and ensure the
gearshift is securely latched in P automatic transaxle or 1st manual transaxle. Page Change
your engine oil and filter according to the appropriate schedule listed in the Scheduled
Maintenance Guide. Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, startup engine noises or knock may be experienced. If
necessary, add brake fluid until the level reaches MAX. Do not fill above this line. Use only a
DOT 3 brake fluid certified to meet Ford specifications. Refer to Lubricant specifications in the
Capacities and specifications chapter. Brake fluid is toxic. Refer to the Scheduled Maintenance
Guide for the service interval schedules. The clutch master cylinder and brake master cylinder
are part of the same system; both are refillable through the brake master cylinder with brake
fluid. The reservoir is highlighted with a If the level is low, add enough fluid to fill the reservoir.
In very cold weather, do not fill the reservoir all the way. Page Checking and adding washer fluid
for the liftgate if equipped The rear reservoir is located on the passenger side of the storage
compartment behind the access cover. Refill this reservoir with the same fluid you use for your
windshield. Page Ford Motor Company recommends that Ford and Lincoln-Mercury dealers use
recycled engine coolant produced by Ford-approved processes. Not all coolant recycling
processes produce coolant which meets Ford specification ESE-M97B44â€”A, and use of such
coolant may harm engine and cooling system components. Refer to the chart on the coolant
container to ensure the coolant concentration in your vehicle is such that the coolant will not
freeze at the temperature level in which you drive during winter months. While the engine idles,
turn the steering wheel left and right several times. Turn the engine off. Check the fluid level in
the reservoir. Do not add fluid if the level is in this range. Page 4. Add enough fluid through the
filler opening so that the fluid level is at the bottom of the opening. Install and tighten the fill
plug securely. Use only fluid that meets Ford specifications. Refer to the Capacities and
specifications chapter. However, for severe usage or in high temperature climates, check the
battery electrolyte level. Lift the battery with a battery carrier or with your hands on opposite
corners. Page Maintenance and care Always dispose of automotive batteries in a responsible
manner. Follow your local authorized standards for disposal. Call your local authorized
recycling center to find out more about recycling automotive batteries. Substances such as tree
sap and some hot wax treatments used by commercial car washes reduce the effectiveness of
wiper blades. Checking the wiper blades If the wiper blades do not wipe properly, clean both the
windshield and wiper blades using undiluted windshield wiper solution or a mild Page 10 to 12
inches or limited production tires as defined in Title 49 Code of Federal Regulations Part
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford to give you the following information about tire grades exactly as the government has
written it. Sustained high temperature can cause the material of the tire to degenerate and
reduce tire life, and excessive temperature can lead to sudden tire failure. Page If you do not
follow these precautions, your vehicle may not drive properly and safely. Make sure that all
replacement tires are of the same size, type, load-carrying capacity and tread design e. Page
Failure to follow these precautions may adversely affect the handling of the vehicle and make it
easier for the driver to lose control and roll over. The pressure in an overfilled tank may cause
leakage and lead to fuel spray and fire. The fuel system may be under pressure. If the fuel filler
cap is venting vapor or if you hear a hissing sound, wait until it stops before completely
removing the fuel filler cap. Page Avoid getting fuel liquid in your eyes. If fuel is splashed in the
eyes, remove contact lenses if worn , flush with water for 15 minutes and seek medical
attention. Failure to seek proper medical attention could lead to permanent injury. Fuels can
also be harmful if absorbed through the skin. Page The customer warranty may be void for any
damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is
not used. Page It should not be necessary to add any aftermarket products to your fuel tank if
you continue to use a high quality fuel. Fuel Filter For fuel filter replacement, see your dealer or
a qualified service technician. Refer to the Scheduled Maintenance Guide for the appropriate
intervals for changing the fuel filter. Page Allow three automatic click-offs when filling. Always
use fuel with the recommended octane rating. Use a known quality gasoline, preferably a
national brand. Use the same side of the same pump and have the vehicle facing the same
direction each time you fill up. Have the vehicle loading and distribution the same every time.
Page Maintenance and care Idling for long periods of time greater than one minute may waste
fuel. Anticipate stopping; slowing down may eliminate the need to stop. Sudden or hard
accelerations may reduce fuel economy. Slow down gradually. Using fuel blended with alcohol
may lower fuel economy. Fuel economy may decrease with lower temperatures during the first

12â€”16 km 8â€”10 miles of driving. Driving on flat terrain offers improved fuel economy as
compared to driving on hilly terrain. Page Maintenance and care If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Next, at least 20 minutes driving in
stop-and-go, city-type traffic with at least four idle periods. Allow the vehicle to sit for at least
eight hours without starting the engine. Then, start the engine and complete the above driving
cycle. The engine must warm up to its normal operating temperature. Page Maintenance and
care Replacing headlamp bulbs 1. Make sure that the headlamps are turned OFF. Open the hood
and disconnect the headlamp wiring socket from the in-line connector. This will make it easier
to change the bulb. Page Maintenance and care 5. Remove the bulb retaining ring by rotating it
counterclockwise. Without turning, remove the old bulb from the lamp assembly by pulling it
straight back out of the lamp assembly and replace. Page Maintenance and care Replacing
foglamp bulbs 1. Remove the bulb socket from the foglamp by turning counterclockwise.
Disconnect the electrical connector from the foglamp bulb. Connect the electrical connector to
the new foglamp bulb. Install the bulb socket in the foglamp turning clockwise. Follow the same
steps to replace either bulb. Remove the lamp lens by applying pressure to both tabs at the top
of the lamp and pulling lens downward. Pull out the burned-out bulb and install a new one.
Install the lamp lens by applying pressure to both sides of the lamp lens and popping the lamp
lens up on the assembly. The headlamps on your vehicle are properly aimed at the assembly
plant. Page Repeat the above process to the other headlamp, if necessary. Maintenance and
care Observe the application instructions on the products. Page Remove particles such as bird
droppings, tree sap, insect remains, tar spots, road salt and industrial fallout immediately.
Cleaning the wheels Wash with the same detergent as the body of your vehicle. Do not use
acid-based or alcohol-based wheel cleaners, steel wool, fuel or strong detergents. Page
Maintenance and care Never wash or rinse the engine while it is running; water in the running
engine may cause internal damage. Cleaning plastic exterior parts Use vinyl cleaner for routine
cleaning. Clean with a tar remover if necessary. Do not clean plastic parts with thinners,
solvents or petroleum-based cleaners. This mild cleaner and special pad, cleans the leather and
maintains its natural beauty. Follow the instructions on the cleaner label. If a spark plug needs
to be replaced, use only spark plugs with the same service part number suffix letter as shown
on the engine decal. Refer to Adding engine coolant, in the Maintenance and Care chapter. Page
Capacities and specifications Coupe model Sedan model Page Wagon model Wagon model
Capacities and specifications Page Certification Label Engine number The engine number the
last eight numbers of the vehicle identification number is stamped on the engine block and
transmission. This program is separate from the New Vehicle Limited Warranty. If you did not
take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you
may still be eligible. Please contact your dealer for further information. Since this information is
subject to change, please ask your dealer for complete details about Ford Extended Service
Plan coverage options. Page Getting the service you need At home Ford Motor Company and
Ford of Canada have authorized dealerships to service your vehicle. When you need warranty
repairs your selling dealer would like you to return to it for that service, but you may also take
your vehicle to another Ford Motor Company dealership authorized for warranty repairs. The
dealership Board member is chosen from Ford and Lincoln-Mercury dealership management,
recognized for their business leadership qualities. What the Board needs Page Ford Motor
Company the names
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if known of all the people you contacted at the The decisions of the Board are binding on Ford
and, in some cases, on the dealer but not on consumers who are free to pursue other remedies
available to them under state or federal law. Page Customer assistance nearest Ford dealership.
Telephone: FAX: If you are in another foreign country, contact the nearest Ford dealership. Ford
accessories are warranted for Page Customer assistance Travel equipment Console Console
armrest Daytime running lights Factory luggage rack Factory luggage rack adaptors Fog lights
Framed luggage covers Heavy-duty battery Neutral towing transfer case kit Explorer 4. Ford
cannot assume responsibility for any adverse effects or damage that may result from the use of
such equipment. Page Index Page Getting the service you need Page Index Headlamps Page
illuminated entry Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

