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Quick Links Download this manual. Table of Contents. Automobile Chevrolet Prizm Owner's
Manual pages. This manual includes the latest information at the time it was printed. We reserve
the right to make changes after that time without further notice. If you do this, it will help you
learn about the features and controls for your vehicle. Many times, this damage would not be
covered by your warranty, and it could be costly. For example, These symbols these symbols
are important for are used on an you and your original battery: passengers whenever your
vehicle is driven You can also learn about some things you should not do with air bags and
safety belts. Page Seats And Seat Controls Seats and Seat Controls This section tells you about
the seats adjust them and also about reclining seatbacks and head restraints. Page 15 If your
vehicle is not equipped with easy entry seats, your passenger seat adjuster looks like this. Slide
the seat to where you want it and release the lever. Page Reclining Front Seatbacks Reclining
Front Seatbacks To adjust the seatback, lift the lever located on the outboard side of the seat
and move the seatback to where you want it. Release the lever to lock the seatback. Pull up on
the lever and the seat will go to an upright position. Page 18 Seatback Latches 2-Door Models
The front seatback folds forward to let people get into the back seat. To fold a front seatback
forward, lift the latch located on the lower back side of the seatback. Then the seat will fold
forward. When you return the seatback to its original position, make sure the seatback is
locked. Check to ensure the seatback is in its original position and securely latched by pulling
forward on the top of the seatback. It also tells you some things you should not do with safety
belts. But most crashes are in between. Page 22 Put someone on it. Get it up to speed. Then
stop the vehicle. Page 23 The person keeps going until stopped by something. In a real vehicle,
it could be the windshield With safety belts, you slow down as the vehicle does. You get more
time to stop. You stop over more distance, and your strongest bones take the forces. Page 26 3.
Pick up the latch plate and pull the belt across you. The shoulder belt may lock if you pull the
belt across you very quickly. If this happens, let the belt go back slightly to unlock it. Then pull
the belt across you more slowly. Page 27 The lap part of the belt should be worn low and snug
on the hips, just touching the thighs. In a crash, this applies force to the strong pelvic bones. If
you slid under it, the belt would apply force at your abdomen. Page 28 Adjust the height so that
the shoulder portion of the belt is centered on your shoulder. The belt should be away from
your face and neck, but not falling off your shoulder. The shoulder belt is too loose. The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. The shoulder belt is worn under the arm. It should be
worn over the shoulder at all times. In a crash, your body would move too far forward, which
would increase the chance of head and neck injury. The belt is twisted across the body. If a belt
is twisted, make it straight so it can work properly, or ask your dealer to fix it. The belt should
go back out of the way. Before you close the door, be sure the belt is out of the way. If you slam
the door on it, you can damage both the belt and your vehicle. For pregnant women, as for
anyone, the key to making safety belts effective is wearing them properly. Safety belts help keep
you in position before and during a crash. Page 35 There is an air bag readiness light on the
instrument panel, which shows the air bag symbol. The system checks the air bag electrical
system for malfunctions. The light tells you if there is an electrical problem. The path of an
inflating air bag must be kept clear. Page 37 When should an air bag inflate? An air bag is
designed to inflate in a moderate to severe frontal or near frontal crash. Page 38 What will you
see after an air bag inflates? After an air bag inflates, it quickly deflates, so quickly that some
people may not even realize the air bag inflated. Accident statistics show that unbelted people
in the rear seat are hurt more often in crashes than those who are wearing safety belts. Page 41
If the belt stops before it reaches the buckle, tilt the 3. To make the lap part tight, pull down on
the buckle latch plate and keep pulling until you can buckle it. Pull up on the latch plate to make
sure it is secure. Page 42 The lap part of the belt should be worn low and snug on the hips, just
touching the thighs. When installed on a shoulder belt, the comfort guide better positions the
belt away from the neck and head. Page 44 2. Slide the guide under and past the belt. The
elastic cord must be under the belt. Then, place the guide over the belt, and insert the two
edges of the belt into the slots of the guide. Be sure that the belt is not twisted and it lies flat.
The elastic cord must be under the belt and the guide on top. Page 45 4. Make sure that the
shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze the belt
edges together so that you can take them out from the guides. To make the belt longer, tilt the
latch plate and pull it along the belt. Page Children To make the belt shorter, pull its free end as
shown until the belt is snug. Buckle, position and release it the same way as the lap part of a lap
shoulder belt. Make sure the release button on the buckle is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. During a crash a baby will become so heavy
it is not possible to hold it. Air bags plus lap shoulder belts offer outstanding protection for
adults and older children, but not for young children and infants. In a crash, an infant in a rear

facing seat settles into the restraint, so the crash forces can be distributed across the Page
Restraint Systems For Children Restraint Systems for Children An infant car bed A , a special
bed made for use in a motor vehicle, is an infant restraint system designed to restrain or
position a child on a continuous flat surface. Some like shields. Page 53 How do child restraints
work? A child restraint system is any device designed for use in a motor vehicle to restrain,
seat, or position children. A built in child restraint system is a permanent part of the motor
vehicle. Page Where To Put The Restraint Where to Put the Restraint Accident statistics show
that children are safer if they are restrained in the rear rather than the front seat. General
Motors, therefore, recommends that child restraints be secured in the rear seat including an
infant riding in a rear facing infant seat, a child riding in a forward Page 55 In Canada, the law
requires that forward restraints have a top strap, and that the strap be anchored. In the United
States, some child restraints also have a top strap. If your child restraint has a top strap, it
should be anchored. Top strap anchors are already installed in your vehicle for the rear seating
positions. See the earlier part about the top strap if the child restraint has one. Be sure to follow
the instructions that came with the child restraint. Page 57 3. Buckle the belt. Make sure the
release button is positioned so you would be able to unbuckle the safety belt quickly if you ever
had to. To tighten the belt, pull up on the shoulder belt while you push down on the child
restraint. Secure the child in the child restraint when and as the instructions say. Page 59 4. To
tighten the belt, pull its free end while you push down on the child restraint. Never put a rear
facing child restraint in this seat. Page 61 4. Make sure the release button is 5. Pull the rest of
the shoulder belt all the way out of positioned so you would be able to unbuckle the the
retractor to set the lock. Page 62 6. To tighten the belt, feed the shoulder belt back into the
retractor while you push down on the child restraint. You may find it helpful to use your knee to
push down on the child restraint as you tighten the belt. If you have the choice, a child should
sit next to a window so the child can wear a lap get the additional restraint a shoulder belt can
provide. What is the proper way to wear safety belts? If possible, an older child should wear a
shoulder belt and get the additional restraint a Here two children are wearing the same belt. In a
crash, the two children can be crushed together and seriously injured. A belt must be used by
only one person at a time. Here a child is sitting in a seat that has a shoulder belt, but the
shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. When you go in to order it, take the heaviest coat you will wear, so
the extender will be long enough for you. Page 67 Section 2 Features and Controls Here you can
learn about the many standard and optional features on your vehicle, and information on
starting, shifting and braking. Also explained are the instrument panel and the warning systems
that tell you if everything is working properly and what to do if you have a problem. A child can
be overcome by the extreme heat and can suffer permanent injuries or even death from heat
stroke. Never leave a child alone in a vehicle, especially with the windows closed in warm or hot
weather. Page 69 Power Windows If Equipped The switches on the center console control each
of the power windows when the ignition is on. In addition, on four door models, each rear
passenger door has a control switch for its own window. To lower a window, press and hold the
rear of the switch. A child or others could be badly injured or even killed. They could operate
the power windows or other controls or even make the vehicle move. If you need a new key,
contact your Chevrolet dealer who can obtain the correct key code. Passengers especially
children easily open the doors and fall out of a moving vehicle. Push the lower portion of the
switch to lock the doors. Push the upper portion of the switch to unlock the doors. Unlock the
door from the inside. Then open the door from the outside. Operation is subject to the following
two conditions: 1 this device may not cause harmful interference, and 2 this device must accept
any interference received, including interference that may cause undesired operation. In
addition, if all doors and the trunk are closed, the headlamps will flash once, the interior lamps
will turn off, and the vehicle content theft security system will arm. Page Battery Replacement
Radio Personalization Feature Your vehicle can store different radio preset stations and other
settings depending on which keyless entry transmitter you use to unlock the doors. The radio
will recall all the stored settings associated with that transmitter. Any radio setting changes will
be assigned to the transmitter last used to unlock the doors. Use a coin or screwdriver to
separate the bottom half from the top half of the transmitter. Remove the battery and replace it
with the new one. Page 79 Trunk To unlock the trunk from the outside, insert the key and turn
the trunk lock cylinder or use the remote keyless entry transmitter if equipped. When closing
the trunk, close from the center to ensure it fully latches. Improper use of the trunk release
handle could damage it. If the transmitter LOCK button is pressed again within five seconds, the
horn will chirp to confirm that the system had been armed. Your dealer can change the settings
to disable the headlamp flash and horn chirp features. This position locks your steering wheel,
ignition, shift lever and transaxle. OFF C : This position unlocks the steering wheel, ignition and

transaxle, but does not send electrical power to any accessories. Then turn the key to OFF.
While pressing the key release button in, turn the key to LOCK. Hold the clutch pedal to the
floor and start the engine. Starting Your 2. Page 88 Starting Your 2. When the engine starts, let
go of the key. The idle speed will go down as your engine warms up. Turn off the engine. Open
the hood and unwrap the electrical cord. On vehicles with a 2. You can use it on very steep hills,
or in deep snow or mud. It can help control your speed as you go down steep mountain roads,
but then you would also want to use your brakes off and on. Then, slowly let up on the clutch
pedal as you press the accelerator pedal. Let up on the clutch pedal slowly while pressing the
accelerator pedal. Page Parking Brake Parking Brake Automatic shown, manual similar The
parking brake lever is located between the bucket seats. To set the parking brake, hold the
brake pedal down and pull up on the parking brake lever. If the ignition is on, the brake system
warning light will come on. To release the parking brake, hold the brake pedal down. Your
vehicle can roll. If you have left the engine running, the vehicle can move suddenly. Your
vehicle could move suddenly if the shift lever is not fully in PARK P with the parking brake
firmly set. And, if you leave the vehicle with the engine running, it could overheat and even
catch fire. But if you ever have to, here are some things to know. Page Tilt Wheel If Equipped A
tilt steering wheel allows you to adjust the steering wheel before you drive. You can also raise it
to the highest level to give your legs more room when you exit and enter the vehicle. To tilt the
wheel, hold the steering wheel and pull the lever. These positions allow you to signal a turn or a
lane change. To signal a turn, move the lever all the way up or down. Page Windshield Wipers
Windshield Wipers You control the windshield wipers by moving the stalk with the windshield
wiper symbol on it up or down. For a single wiper cycle, push the stalk down to MIST, then
release it. The wipers will stop after one cycle. For more cycles, hold the wiper stalk down
longer. Page Windshield Washer Windshield Washer To wash your windshield, pull the stalk
with the wiper symbol on it toward you one time. When you release the stalk, the washers will
stop. The wipers continue wiping for approximately three cycles and will either stop or will
resume the speed you were using before. Cruise control can be dangerous on slippery roads.
On such roads, fast changes in tire traction can cause needless wheel spinning, and you could
lose control. Page Resuming a Set Speed Suppose you set your cruise control at a desired
speed and then you apply the brake or clutch pedal. This, of course, shuts off the cruise control.
Page Exterior Lamps Using Cruise Control on Hills How well your cruise control will work on
hills depends upon your speed, load and the steepness of the hills. When going up a steep hill,
you may have to step on the accelerator pedal to maintain your speed. When going downhill,
you may have to brake or shift to a lower gear to keep your speed down. During periods of high
humidity it may be normal for slight condensation to build up in the lens housing. Page This
indicator light on your instrument panel cluster will come on when the DRL are on. A flashing
DRL telltale indicates a possible burned out headlamp, or that the vehicle may need service to
repair a stuck DRL relay. When the DRL are on, your high and low headlamps will be on at a
reduced brightness. Turn the thumbwheel up all the way to turn on the interior courtesy lamps.
Illuminated Entry When you open either a front door or open a rear door, the lamps inside your
vehicle will go on. To turn the lamps on, press the switch. Press the switch again to turn them
off. Turn the control clockwise or counterclockwise to choose the mirror you want to adjust.
Then move the control in the direction you want the mirror to move. Adjustment Lever T End B.
Lever Slide C. Mirror D. Spring E. Page Ashtrays And Cigarette Lighter Center Console
Cupholders There are two cupholders located at the front of the center console, in front of the
shift lever. There are also cupholders for the rear seat passengers located under the center
console lid. Open the center console lid all the way to uncover the rear cupholders. You can
also swing them to the side. Sunroof If Equipped With the ignition on, press and release the rear
of the switch and the glass panel will open to the vent position. Page The main components of
your instrument panel are the following: A. Instrument Panel Intensity Control C. Instrument
Panel Cluster E. Hazard Warning Flashers Switch F. Ignition Switch G. Page Instrument Panel
Cluster Instrument Panel Cluster Your instrument panel cluster is designed to let you know at a
glance how your vehicle is running. Your odometer shows how far your vehicle has been
driven, in either miles used in the United States or kilometers used in Canada. Page Tachometer
If Equipped The tachometer displays the engine speed in revolutions per minute rpm. When one
of the warning lights comes on and stays on when you are driving, or when one of the gages
shows there may be a problem, check the section that tells you what to do about it. Page
Charging System Light This light will come on when you start your vehicle, and it will flash for a
few seconds. Then the light should go out. This means the system is ready. If the air bag
readiness light stays on after you start the vehicle or comes on when you are driving, your air
bag system may not work properly. For good braking, though, you need both parts working
well. If the warning light comes on, there is a brake problem. Have your brake system inspected

right away. If the light stays on, turn the ignition to OFF. With the ignition in RUN, this gage
shows the engine coolant temperature. If the gage pointer moves into the red area, your engine
is too hot! It means that your engine coolant has overheated. Page This system is called OBD II
On Board Diagnostics Second Generation and is intended to assure that emissions are at
acceptable levels for the life of the vehicle, helping to produce a cleaner environment. Page This
light should come on, as a check to show you it is working, when the ignition is on and the
engine is not running. This light will also come on during a malfunction in one of two ways:
Light Flashing A misfire condition has been Page Did you just drive through a deep puddle of
water? If so, your electrical system may be wet. The condition will usually be corrected when
the electrical system dries out. A few driving trips should turn the light off. Have you recently
changed brands of fuel? If so, be sure to fuel your vehicle with quality fuel. Page Oil Pressure
Light Oil Pressure Light If you have a low engine oil pressure problem, this light will stay on
after you start your engine, or come on when you are driving. This indicates that your engine is
not receiving enough oil. The engine could be low on oil, or could have some other oil problem.
It will stay on or come on if it detects a problem on the vehicle. Passlock Warning Light United
States You still have about 1. Be sure to read about the particular systems supplied with your
vehicle. Page Comfort Controls Comfort Controls This section tells you how to make your air
system work for you. With these systems, you can control the ventilation and heating in your
vehicle. Your vehicle also has the flow through ventilation system described later in this
section. Some air is directed through the instrument panel outlets. Most of the air is directed
through the floor ducts and a little to the defrost and side window vents. Page Temperature
Knob The center knob changes the temperature of the air coming through the system. Turn this
knob toward red clockwise for warmer air. Turn it toward blue counterclockwise for cooler air.
Mode Knob The right knob has several settings to control the direction of airflow. Running the
compressor will help reduce vehicle interior fogging. Air Conditioning If Equipped On very hot
days, open the windows long enough to let hot, inside air escape. This reduces the time it takes
for your vehicle to cook down, which should help fuel economy. Page To defog the side
windows, set the right control to level and the fan control to the highest setting. For both
systems, aim the side vents toward the side windows. Page Ventilation System Ventilation
System For mild outside temperatures when little heating or cooking is needed, use vent to
direct outside air through your vehicle. Your vehicle also has the flow ventilation system.
Outside air will also enter the vehicle when the air conditioning fan is running. Page Audio
Systems Audio Systems Your audio system has been designed to operate easily and give years
of listening pleasure. You will get the most enjoyment out of it if you acquaint yourself with it
first. To increase volume, turn the knob clockwise. Turn it counterclockwise to decrease
volume. RCL: Press this knob to recall the station being played or to display the clock. Turn the
radio on. Press AM FM to select the band. Then press and hold the up arrow to move the sound
to the right speakers or the down arrow to move the sound to the left speakers. The radio will go
to the first preset station stored on your pushbuttons, except those stations with weak
reception, stop for a few seconds and flash the station frequency, then go on to B and a zero or
T and a zero will appear on the display. To set all of the tone controls and speaker controls to
the middle position, end out of audio mode. Page Playing a Compact Disc Insert a disc partway
into the slot, label side up. The player will pull it in. The disc should begin playing. The display
will show CD. If you want to insert a compact disc with the ignition off, first press RCL or the
eject button. Page RCL: Press this button to see the current track number or how long the
current track has been playing. AM FM: Press this button to play the radio when a disc is in the
player. The disc will stop but remain in the player. Press this button to display an RDS station
frequency or program type when the radio is on. With SCV, your audio system adjusts
automatically to make up for road and wind noise as you drive. The radio will beep once to
confirm. The radio will scan through each of the stations stored on your pushbuttons, except
those stations with weak reception. Page AUTO TONE: This feature allows you to choose preset
bass and treble equalization settings designed for rock, news, pop, jazz, classical and country
music stations. Each time you press it, another setting will appear on the display. RDS is a
system that sends data along with the audio of the FM station you are currently tuned to. You
can use RDS to display program information and to control your radio. If the current tuned
station does not broadcast traffic announcements, the radio will seek to a station that does. The
traf icon will flash on the display. When the radio finds a station that broadcasts traffic
announcements, it will stop. The display will show TAPE and an arrow showing which side of
the tape is playing. Page REV 3 : Press this button to reverse the tape rapidly. Press it again to
return to playing speed. The radio will play the last selected station while the tape reverses. The
station frequency and REV will appear on the display. Page FWD 4 : Press and hold this button
to advance quickly within a track. Press and hold this button for less than two seconds to

advance at six times the normal playing speed. Press and hold it for more than two seconds to
advance at 17 times the normal playing speed. Page Personal Choice Radio Controls Personal
Choice Radio Controls If Equipped With this feature, your vehicle will recall the latest radio
settings as adjusted the last time your vehicle was operated. This feature allows two different
drivers to store and recall their own radio settings for AM and FM presets, last tuned station,
volume, tone and audio source radio, cassette or CD. The longer range, however, can cause
stations to interfere with each other. AM can pick up noise from things like storms and power
lines. Try reducing the treble to reduce this noise if you ever get it. Cassette tapes should be
stored in their cases away from contaminants, direct sunlight and extreme heat. Turn the radio
off. READY will appear on the display for five seconds. Fixed Mast Antenna The fixed mast
antenna can withstand most car washes without being damaged. Please start with a very
important safety device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving
Death and injury associated with drinking and driving is a national tragedy. Alcohol affects four
things that anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person
who consumes food just before or during drinking will have a somewhat lower BAC level. Page
The body takes about an hour to rid itself of the alcohol in one drink. No amount of coffee or
number of cold showers will speed that up. A person with even a moderate BAC might not be
able to react quickly enough to avoid the collision. They are the brakes, the steering and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Some people drive in spurts heavy acceleration followed by heavy braking rather than keeping
pace with traffic. This is a mistake. Your brakes may not have time to cool between hard stops.
Your brakes will wear out much faster if you do a lot of heavy braking. Suddenly an animal
jumps out in front of you. You slam on the brakes and continue braking. A computer senses
that wheels are slowing down. If one of the wheels is about to stop rolling, the computer will
separately work the brakes at each wheel. Page You may feel or hear the system working, but
this is normal. This light will also come on when the anti brake system is working. Page Power
Steering Steering Power Steering If you lose power steering assist because the engine stops or
the system is not functioning, you can steer but it will take much more effort. Page Steering In
Emergencies Steering in Emergencies There are times when steering can be more effective than
braking. For example, you come over a hill and find a truck stopped in your lane, or a car
suddenly pulls out from nowhere, or a child darts out from between parked cars and stops right
in front of you. If the level of the shoulder is only slightly below the pavement, recovery should
be fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. Keep trying to steer and constantly seek an escape
route or area of less danger. One reason is that some drivers are likely to be impaired by
alcohol or drugs, with night vision problems, or by fatigue. Drive defensively. Page What you do
in the daytime can also affect your night vision. For example, if you spend the day in bright
sunshine you are wise to wear sunglasses. Your eyes will have less trouble adjusting to night.
Page Driving too fast through large water puddles or even going through some car washes can
cause problems, too. The water may affect your brakes. Try to avoid puddles. The best advice is
to slow down when it is raining. Page City Driving One of the biggest problems with city streets
is the amount of traffic on them. Here are ways to increase your safety in city driving: Know the
best way to get to where you are going. Page Freeway Driving Freeway Driving Mile for mile,
freeways also called thruways, parkways, expressways, turnpikes or superhighways are the
safest of all roads. But they have their own special rules. The most important advice on freeway
driving is: Keep up with traffic and keep to the right. Drive at the same speed most of the other
drivers are driving. Here are some things you can check before a trip Or is it just plain falling
asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever. There is
something about an easy stretch of road with the same scenery, along with the hum of the tires
on the road, the drone of the engine, and the rush of the wind against the vehicle that can make
you sleepy. Keep your vehicle in good shape. Check all fluid levels and also the brakes, tires,
cooling system and transaxle. Page Winter Driving Winter Driving Here are some tips for winter
driving: Have your vehicle in good shape for winter. You may want to put winter emergency
supplies in your trunk. However, if there is snow or ice between your tires and the road, you can
have a very slippery situation. Put on extra clothing or wrap a blanket around you. If you have
no blankets or extra clothing, make body insulators from newspapers, burlap bags, rags, floor
mats anything you can wrap around yourself or tuck under your clothing to keep warm. Page
Recreational Vehicle Towing Run your engine only as long as you must. This saves fuel. When
you run the engine, make it go a little faster than just idle. That is, push the accelerator slightly.
This uses less fuel for the heat that you get and it keeps the battery charged. Follow these
steps: 1. Put the front wheels on a dolly. Page Towing Your Vehicle From the Front 4-Speed
Automatic and 5-Speed Manual Transaxle Without a Dolly You may tow your vehicle with all four

wheels on the ground if you have a four speed automatic or a five speed manual transaxle. Your
vehicle could be badly damaged and the repairs would not be covered by your warranty.
Loading Your Vehicle Two labels on your vehicle show how much weight it may properly carry.
The GVWR includes the weight of the vehicle, all occupants, fuel and cargo. Put things in the
trunk or rear area of your vehicle. In a trunk, put them as far forward as you can. If your vehicle
is not equipped as stated above, do not tow a trailer. Page Weight Of The Trailer And, it can also
depend on any special equipment that you have on your vehicle. You can ask your dealer for
our trailering information or advice, or you can write us at: Chevrolet Motor Division Customer
Assistance Center P. Box Detroit, MI If you have a weight hitch, the trailer tongue A should
weigh 12 percent of the total loaded trailer weight B. Cross the safety chains under the tongue
of the trailer so that the tongue will not drop to the road if it becomes separated from the hitch.
Instructions about safety chains may be provided by the hitch manufacturer or by the trailer
manufacturer. Backing Up Hold the bottom of the steering wheel with one hand. Then, to move
the trailer to the left, just move that hand to the left. Extended, higher than normal engine and
transaxle temperatures may result and damage your vehicle. Frequent stops are very important
to allow the engine and transaxle to cool. Apply your regular brakes and hold the pedal down
while you: Start your engine; Shift into a gear; and Release the parking brake. Let up on the
brake pedal. They also let police know you have a problem. Your front and rear turn signal
lamps will flash on and off. Move the switch to the right to make your front and rear turn signal
lamps flash on and off. Page Jump Starting Jump Starting If your battery has run down, you
may want to use another vehicle and some jumper cables to start your vehicle. But please use
the following steps below to do it safely. They can be dangerous because: They contain acid
that can burn you. Page 1. Check the other vehicle. It must have a 12 battery with a negative
ground system. Page 5. People have been hurt doing this, and some have been blinded. Page 7.
Page Attach the cable at least 18 inches 45 cm away from the dead battery, but not near engine
parts that move. The electrical connection is just as good there, but the chance of sparks
getting back to the battery is much less. Good Battery C. Dead Battery To disconnect the
jumper cables from both vehicles, do the following: 1. Disconnect the black negative heavy,
unpainted metal engine part on the vehicle that had the dead battery. Sometimes the engine can
get a little too hot when you: Climb a long hill on a hot day. Stop after high speed driving.
Electric Engine Cooling Fan 2. Keep hands, clothing and tools away from any underhood
electric fan. In addition, the engine coolant will require change sooner 30, miles 50 km or 24
months, whichever occurs first. They are under pressure, and if you turn the coolant surge tank
pressure cap even a little can come out at high speed. Never turn the cap when the cooling
system, including the coolant surge tank pressure cap, is hot. Plain water, or some other liquid
like alcohol, can boil before the proper coolant mixture will. You can remove the coolant surge
tank pressure cap when the cooling system, including the coolant surge tank pressure cap and
upper radiator hose, is no longer hot. Turn the pressure cap slowly counterclockwise left about
two or two and half turns. Page 3. Then fill the coolant surge tank with the proper 4. Watch out
for the engine cooling fan. Then replace the pressure cap. Be sure the pressure cap is hand
Check the level in the surge tank when the cooling system has cooled down. Turn on your
hazard warning flashers. The vehicle can slip off the jack and roll over you or other people. Turn
the center retainer nut on the compact spare cover counterclockwise to remove it. Lift and
remove the cover. Turn the wing bolt counterclockwise and remove it. Then lift off the adapter
and remove the compact spare tire. Remove the jack and wheel wrench from the trunk. If your
vehicle is equipped with wheel covers, use the wheel wrench to begin loosening the plastic
wheel nut caps. Once you have loosened the plastic wheel nut caps with the wheel wrench you
can finish loosening them with your fingers. If the vehicle slips off the jack, you could be badly
injured or killed. Never get under a vehicle when it is supported only by a jack. Page 6. Remove
any rust or dirt from the wheel bolts, mounting surfaces and spare wheel. The wheel could
come off and cause an accident. Tighten the wheel nuts firmly in a crisscross sequence, as
shown. Lower the vehicle by turning the jack handle counterclockwise. Lower the jack
completely. This could lead to an accident. Be sure to use the correct wheel nuts. If you have to
replace them, be sure to get new GM original equipment wheel nuts. In a sudden stop or
collision, loose equipment could strike someone. Store all these in the proper place. The
compact spare tire is for temporary use only. Page Compact Spare Tire Compact Spare Tire
Although the compact spare tire was fully inflated when your vehicle was new, it can lose air
after a time. Check the inflation pressure regularly. It should be 60 psi kPa. After installing the
compact spare on your vehicle, you should stop as soon as possible and make sure your spare
tire is correctly inflated. Page Section 6 Service and Appearance Care Here you will find
information about the care of your vehicle. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also

technical information about your vehicle, and a part devoted to its appearance care. Be sure you
have sufficient knowledge, experience, the proper replacement parts and tools before you
attempt any vehicle maintenance task. If this occurs, return to your authorized Chevrolet dealer
for diagnosis to determine the cause of failure. In the event it is determined that the cause of the
condition is the type of fuels used, repairs may not be covered by your warranty. Never use
leaded gasoline or any other fuel not recommended in the previous text on fuel. Page While
refueling, hang the tethered cap inside the fuel door by placing the fuel cap tether in the hanger.
To remove the cap, turn it slowly to the left counterclockwise. The cap has a spring in it; if you
let go of the cap too soon, it will spring back to the right. Page Filling A Portable Fuel Container
When you put the cap back on, turn it to the right clockwise until you hear a clicking sound.
Make sure you fully install the cap. The diagnostic system can determine if the fuel cap has
been left off or improperly installed. Page Then go to the front of the vehicle and lift up on the
secondary hood release handle. To make sure that the secondary hood release handle works
properly, lubricate the hood latch at least once a year. Coolant Surge Tank B. Power Steering
Fluid Reservoir C. Brake Fluid Reservoir E. Page When you open the hood on the 2. Engine Oil
Fill Cap C. Engine Oil Dipstick D. Power Steering Fluid Reservoir E. Brake Fluid Reservoir F.
Page Engine Oil Engine Oil If the oil pressure light appears on the instrument panel, it means
you need to check your engine oil level right away. You should check your engine oil level
regularly; this is an added reminder. Turn off the engine and give the oil several minutes to
drain back into the oil pan. If your engine has so much oil that the oil level gets above the upper
mark that shows the proper operating range, your engine could be damaged. This is where you
add oil if you have a 2. Do not use any oil which does not carry this starburst symbol. These
numbers on an oil container show its viscosity, or thickness. Change the oil and filter every 7,
miles 12 km or 12 months occurs first. Driving a vehicle with a fully warmed engine under
highway conditions causes engine oil to break down slower. Page To check or replace the filter,
remove the screws that hold the cover on and lift the cover. Refer to the Maintenance Schedule
to determine when to replace the air filter. Change both the fluid and filter every 50, miles 83 km
if the vehicle is mainly driven under one or more of these conditions: In heavy city traffic where
the outside temperature regularly reaches Page To get the right reading, the fluid should be at
normal operating temperature, which is C to 93 Get the vehicle warmed up by driving about 15
miles 24 km when outside temperatures are above 50 C. Page How To Add Fluid 3. Check both
sides of the dipstick, and read the lower level. The fluid level must be in the cross 4. If the fluid
level is in the acceptable range, push the dipstick back in all the way. A transaxle fluid leak is
the only reason for fluid loss. If a leak occurs, take the vehicle to the dealership service
department and have it repaired as soon as possible. This coolant is designed to remain in your
vehicle for 5 years or , miles km , whichever occurs first, if you add only COOL extended life
coolant. Page Adding Coolant If you need more coolant, add the proper DEX coolant mixture at
the surge tank, but only when the engine is cool. Coolant contains ethylene glycol, and it will
burn if the engine parts are hot enough. Page Power Steering Fluid Power Steering Fluid When
to Check Power Steering Fluid It is not necessary to regularly check power steering fluid unless
you suspect there is a leak in the system or you hear an unusual noise. A fluid loss in this
system could indicate a problem. If you will be operating your vehicle in an area where the
temperature may fall below freezing, use a fluid that has sufficient protection against freezing. It
is filled with DOT brake fluid. There are only two reasons why the brake fluid level in the
reservoir might go down. Use new brake fluid from a sealed container only. Always clean the
brake fluid reservoir cap and the area around the cap before removing it. Disc brake pads have
built in wear indicators that make a high pitched warning sound when the brake pads are worn
and new pads are needed. The sound may come and go or be heard all the time your vehicle is
moving except when you are pushing on the brake pedal firmly. Page Brake Adjustment Brake
Pedal Travel See your dealer if the brake pedal does not return to normal height, or if there is a
rapid increase in pedal travel. This could be a sign of brake trouble. Brake Adjustment Every
time you make a moderate brake stop, your disc brakes adjust for wear. Page Bulb Replacement
The following procedures tell you how to replace the bulbs for your vehicle. Page Headlamps 1.
To remove the six plastic fasteners from the shield use a screwdriver to pull up the center of the
fastener. Be careful not to break the fasteners that hold the shield in place. Using a 13 mm
socket, remove the two bolts from the headlamp. Disconnect the bulb base from the socket by
lifting the plastic locking tab. Remove the black collar by turning it counterclockwise. Remove
the bulb by pulling the bulb straight out. Snap a new bulb into the socket. Place the tip of a
screwdriver through the rectangle hole in the headlamp bracket. Apply pressure to the snap
feature toward the outboard of the vehicle. Guide the lamp forward. Align the outboard pin to
the outboard tab in the bracket. Align the two inboard pins with the hole in the headlamp
bracket. Push the front park and turn lamp straight in until you hear a snap. The snap feature is

visible through the slot in the headlamp bracket. Remove the fastener which holds down the
trunk trim. On vehicles without a convenience net, pry the fastener loose. On vehicles with a
convenience net, remove the net and unscrew the fastener. Then pull down the trunk trim. Page
Back-Up Lamps To replace a back up lamp, do the following: 1. Open the trunk lid and locate
the back assembly on the trunk lid. Gently remove the bulb from the socket by turning it
counterclockwise and pulling it out. Replacement blades come in different types and are
removed in different ways. Page Your new vehicle comes with high a leading tire manufacturer.
If you ever have questions about your tire warranty and where to obtain service, see your
Chevrolet Warranty booklet for details. Any time you notice unusual wear, rotate your tires as
soon as possible and check wheel alignment. Also check for damaged tires or wheels. You need
a new tire if any of the following statements are true: You can see the indicators at three or
more places around the tire. When you get new tires, get ones with that same TPC Spec
number. Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality grades can be
found where applicable on the tire sidewall between tread shoulder and maximum section
width. Sustained high temperature can cause the material of the tire to degenerate and reduce
tire life, and excessive temperature can lead to sudden tire failure. Page Each new wheel should
have the same load capacity, diameter, width, offset and be mounted the same way as the one it
replaces. If you need to replace any of your wheels, wheel bolts or wheel nuts, replace them
only with new GM original equipment parts. Use another type of traction device only if its
manufacturer recommends it for use on your vehicle and tire size combination and road
conditions. Some are toxic. Others can burst into flame if you strike a match or get them on a
hot part of the vehicle. Some are dangerous if you breathe their fumes in a closed space. Page
Special Fabric Cleaning Problems Here are some cleaning tips: Always read the instructions on
the cleaner label. Clean up stains as soon as you can Carefully scrape off any excess stain. Use
a clean cloth or sponge, and change to a clean area often. A soft brush may be used if stains
are stubborn. If a ring forms on fabric after spot cleaning, clean the entire area immediately or it
will set. Rub with a clean, damp cloth to remove dirt. You may have to do it more than once.
Page Windshield And Wiper Blades Cleaning the Outside of the Windshield and Wiper Blades If
the windshield is not clear after using the windshield washer, or if the wiper blade chatters
when running, wax, sap or other material may be on the blade or windshield. All cleaning agents
should be flushed promptly and not allowed to dry on the surface, or they could stain. Dry the
finish with a soft, clean chamois or an all cotton towel to avoid surface scratches and water
spotting. Rinse with clean water. After rinsing thoroughly, dry with a soft clean towel. A wax
may then be applied. The surface of these wheels is similar to the painted surface of your
vehicle. Page Chemical Paint Spotting Although no defect in the paint job causes this, Chevrolet
will repair, at no charge to the owner, the surfaces of new vehicles damaged by this fallout
condition within 12 months or 12, miles 20 km of purchase, whichever occurs first. You can see
it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. Page Fuses And Circuit
Breakers Fuses and Circuit Breakers The wiring circuits in your vehicle are protected from short
circuits by a combination of fuses, circuit breakers and fusible thermal links. This greatly
reduces the chance of damage caused by electrical problems. Look at the silver colored band
inside the fuse. Page Capacities And Specifications Capacities and Specifications The following
approximate capacities are given in English and metric conversions. Engine Crankcase
Automatic Transaxle 3 Speed Complete Overhaul ACDelco 2. Page Section 7 Maintenance
Schedule This section covers the maintenance required for your vehicle. Your vehicle needs
these services to retain its safety, dependability and emission control performance. The Plan
supplements your new vehicle warranties. See your Warranty and Owner Assistance booklet or
your dealer for details. Introduction Your Vehicle and the Environment Proper vehicle
maintenance not only helps to keep your vehicle in good working condition, but also helps the
environment. You may drive very short distances only a few times a week. Or you may drive
long distances all the time in very hot, dusty weather. This is particularly important when
outside temperatures are below freezing. Do not use this schedule if the vehicle is used for
trailer towing, driven in a dusty area or used off paved roads. The services shown at , miles km
should be performed at the same interval after , miles km. An Emission Control Service.
Lubricate chassis components or every 6 months, whichever occurs first. See footnote. Rotate
tires. Replace engine air cleaner filter. Inspect engine accessory drive belt. Inspect engine air
cleaner filter if you are driving in dusty conditions. Replace filter if necessary. Replace spark
plugs. Change automatic transaxle fluid and filter if the vehicle is mainly driven under one or
more of these conditions: â€” Lubricate chassis components or every 12 months, whichever
occurs first. Page Part B: Owner Checks And Services Part B: Owner Checks and Services
Listed in this part are owner checks and services which should be performed at the intervals

specified to help ensure the safety, dependability and emission control performance of your
vehicle. Be sure any necessary repairs are completed at once. Whenever any fluids or
lubricants are added to your vehicle, make sure they are the proper ones, as shown in Part D.
Look for any other loose or damaged safety belt system parts. If you see anything that might
keep a safety belt system from doing its job, have it repaired. Body Lubrication Service
Lubricate all hood latch assemblies, secondary latch, pivots, spring anchor, release pawl, hood
and body door hinges, rear compartment and any folding seat hardware. If it does, you or others
could be injured. Follow the steps below. Before you start, be sure you have enough room
around the vehicle. You or others could be injured and property could be damaged. Make sure
there is room in front of your vehicle in case it begins to roll. Page Part C: Periodic Maintenance
Inspections Part C: Periodic Maintenance Inspections Listed in this part are inspections and
services which should be performed at least twice a year for instance, each spring and fall.
Inspect brake lines and hoses for proper hook up, binding, leaks, cracks, Xâ€”02â€”â€”V
chafing, etc. Inspect disc brake pads for wear and rotors for surface condition. Also inspect
drum brake linings for wear and cracks. Inspect other brake parts, including drums, wheel
cylinders, calipers, parking brake, etc. Page Part E: Maintenance Record Part E: Maintenance
Record After the scheduled services are performed, record the date, odometer reading and who
performed the service in the boxes provided after the maintenance interval. Also, you should
retain all maintenance receipts. Your owner information portfolio is a convenient place to store
them. Page Section 8 Customer Assistance Information Here you will find out how to contact
Chevrolet if you need assistance. This section also tells you how to obtain service publications
and how to report any safety defects. Page Customer Satisfaction Procedure Customer
Satisfaction Procedure Your satisfaction and goodwill are important to your dealer and to
Chevrolet. Sometimes, however, despite the best intentions of all concerned,
misunderstandings can occur. Page STEP TWO -- If after contacting a member of dealership
management, it appears your concern cannot be resolved by the dealership without further
help, contact the Chevrolet Customer Assistance Center by calling As the owner of a Chevrolet,
membership in Roadside Assistance is free. Roadside Assistance is available 24 hours a day,
Please see your selling dealer for details. Courtesy Care is available to retail and retail lease
Page Courtesy Transportation Transportation Options Warranty service can generally be
completed while you wait. However, if you are unable to wait Chevrolet helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
This requires that you sign and complete a rental agreement and meet state, local and rental
vehicle provider requirements. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. A very
common trouble code with the Chevy Cavalier is the P code. It does not allude to what that
problem might be. Since it is only letting you know that something is wrong with the EVAP
system, it is almost always accompanied by It often appears with, or is related other codes,
such as:. P is normally not an immediate threat to the drive-ability of your Cavalier. This means
that regardless of which make or model of vehicle, the code will mean the same thing Cavalier
or not. The code technically stands for:. The EVAP system captures all fuel vapor from the fuel
tank and sends them to the engines intake in order to be ignited in the normal combustion
process. P code will typically not be accompanied by any noticeable symptoms other than the
smell of gas and the service engine soon light. Fuel economy may suffer. The area around the
fuel tank may smell of gas. There could also be a fuel leak. Often, this code is easily remedied
by a new gas cap. The EVAP system deals directly with fuel vapors. There are many things that
can cause the P trouble code to trigger in your Chevy Cavalier. Here are the most common
problems that will throw the code:. A mechanic has a wide range of instruments at his disposal
to diagnose what would be causing the P in your Chevy Cavalier. Here are the most common
things that are done to diagnose the code:. Of all the items listed above, it would be wise to
start with the gas cap and work your way to the fuel tank, since the gas cap is far and away the
easiest and least expensive items to replace on here. Good luck figuring out what is causing
your Chevy Cavalier to throw the P code. We hope this helps. If there is anything that you feel
like you could add, please feel free to leave a comment below. You could have a fuel leak. Pay
extra attention to your tank level and make sure you are not leaking fuel. P Evaporative
Emission Control System Malfunction Since it is only letting you know that something is wrong
with the EVAP system, it is almost always accompanied by It often appears with, or is related
other codes, such as: P P P P P P is normally not an immediate threat to the drive-ability of your
Cavalier. The code technically stands for: Evaporative Emission Control System Malfunction
The EVAP system captures all fuel vapor from the fuel tank and sends them to the engines
intake in order to be ignited in the normal combustion process. Chevy Cavalier P OBDII Code
Symptoms The check engine light is often the only sign P code has been triggered P code will

typically not be accompanied by any noticeable symptoms other than the smell of gas and the
service engine soon light. This will cause the P code. Look for either a tear or hole in it. This is
one of the most common issues that causes the code. Vapor Canister Purge Valve â€” One of
the most common causes of the P code is the vapor canister purge valve. There are a few clips
that you need to find and remove. Faulty Charcoal Canister â€” The charcoal canister is often
the cause of P Fuel Tank Sending Unit â€” It is possible for the gasket that goes between the
fuel sending unit to the gas tank to go bad. This can reduce tank pressure and throw the code.
Fuel Cap â€” A bad fuel cap can cause the code to be thrown for sure. If you are getting that
message, plus a P, it may save you a ton of time and money to replace the fuel cap and see if it
goes away. Fuel Filler Neck â€” There is often a gasket where the fuel filler neck connects with
the gas tank. This gasket can dry out, especially with vehicles that spend their time in dry
climates. Here are the most common things that are done to diagnose the code: The mechanic
will typically check to see if there are any other trouble codes. The more trouble codes there
are, the easier it can be to diagnose a problem. After ascertaining what trouble codes appear
with the P, the mechanic will typically inspect the EVAP system. This includes the purge valve,
line, and canister. The mechanic will inspect the gas cap to make sure that it can handle
pressure. The fuel tank pressure will be checked and monitored. After for the checks and fixes
listed above, the mechanic will perform two tests. The first is a smoke test. In the second test
they conduct, they use a scan tool to confirm that the EVAP solenoids and valves are operating
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basically a businessman rather than an engineer, before leaving General Motors, Durant took
with him a promising and interesting development of the car, on improvement of which he
invited to work the popular racer Louis Chevrolet, who gave the new company his famous
sonorous name. The first model, the Classic Six, is a spacious five-seat sedan with a
six-cylinder engine with a capacity of 30 horsepower, with electric lighting, four doors, a
convertible top, a windshield, and in addition, a personal set of tools, was introduced in But the
first models of success did not have, since the price was very high. For example, the then
popular Ford-T cost five times cheaper. William Durant realized that the key to success lies not
in the luxury of the car, but in its simplicity and cheapness. He moved away from the production
of chic models and began the production of inexpensive 4-cylinder machines â€” an open
passenger car Baby Grand and a sports Royal Mail. It was on these models that in the first time
the famous Chevrolet logo appeared â€” a bow tie. In Chevrolet was created on their base this
was its original price , which brought the company a great reputation. These cheap, but reliable
cars have become as popular as the Ford. It was with the th model that the specialization of
Chevrolet began on the cheapest and simple cars that brought it worldwide fame. In , the
company has its own engine, a V-shaped 8-cylinder, but at that time it did not find enough
demand. Dynamic, diverse and well-sold Chevrolet models brought financial success to Durant
who managed to regain control over General Motors and in joined the company Chevrolet,

whose products for many years became an ornament of the production range of the
corporation. Engineers and designers of Chevrolet have done a lot for the development of the
world automotive industry. In this department in the first car equipped with an air-cooled engine
was produced. In , Chevrolet produces the first Corvette Corvette car with a fiberglass body,
which is regarded as the first attempt to create a purely American sports car equipped with a
modernized Chevrolet engine with a working volume of 3. In addition, the old automatic
transmission was replaced by a mechanical one. In , there were new all-wheel drive off-road
vehicles Blazer and Suburban, and in , Blazer released a new design. Now the famous branch of
GM â€” Chevrolet produces dozens of models of cars of any class and type in many countries.
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Your Chevrolet Cavalier fuel injector is an important component of the vehicle's engine. It is
responsible for delivering the right amount of gasoline to the engine, and it does so by taking
pressurized gasoline from the Cavalier's tank and letting it pass through by opening one of its
valves. Once inside the injector, a fine gas mist is sprayed onto the intake manifold. And doing
so mixes the gasoline with oxygen in order to create a combustion reaction. Now, because of
this critical function, it's a must that you keep this component in good condition. Here are some
tips to help you out:. It is recommended to check the fuel injection system every 40, miles or
once every 36 months. However, you can also have it diagnosed if you start to experience any
of the problems with your fuel injector. One common problem is when you find it difficult to
start your Cavalier due to the less amount of fuel available to ignite the engine. Another thing to
look out for is an inconsistency with the engine power, which can be seen if the RPM gauge is
fluctuating. These two symptoms are caused by a build-up of debris or residue from the burned

fuel. Overtime, deposits and dirt build up in the fuel injector's aperture. These deposits come
from the fuel, which is often contaminated by water, dirt, and other debris. Build-up of these
contaminants can lead to clogging of the piston and nozzle head of the injectors. This causes a
problem with the delivery of fuel to your engine, which can negatively affect the performance of
your Cavalier. Apart from the clogging of dirt, other possible issues with your Chevrolet
Cavalier's fuel injector are faulty components. An example of these is the injector's valve that
does not open or close when needed. The injector can leak gasoline if its valve is unable to
close correctly. On the other hand, if the valve is unable to open, it cannot deliver the gas onto
the motor. You'll be able to identify a leak if there is a strong smell of gasoline when you
operate your Cavalier. Injectors with faulty components need to be replaced as soon as
possible. A good way to prevent clogging from happening in your Cavalier is to regularly
change the fuel filter at least every 10, miles. Doing so helps to prevent excessive amount of
debris to enter the injector. Changing the filter can also help alleviate problems similar to a clog
injector as you are able to allow more fuel to pass through by removing the accumulated dirt. In
order to clean the fuel injector, you may need professional service. Cleaning the injector often
requires disassembling the fuel injectors from the pumps. You might run the risk of damaging it
if you remove it without any mechanical experience or knowledge. It is safe and less time
consuming to have a qualified mechanic to clean the fuel injector. Regular change of filter and
cleaning of the injector should help you avoid problems with the fuel delivery of your Chevrolet
Cavalier. It is also important to replace a damaged injector quickly to prevent gasoline wastage.
The car proved to be a hit among buyers and frequently became a top selling vehicle. Between
and , General Motors sold, on average, between , to , Cavaliers every year with sales figures
reaching their highest in , with , Cavaliers sold. The first Cavalier was sold as a sedan and a
hatchback. It came with a carbureted 1. A Z24 trim for the Cavalier was eventually released and
included an upgraded suspension, improved wheels and a fuel injection system that was paired
with a much more powerful 2. The next Cavalier was offered in coupe, sedan and convertible
body variants. All trims came with a five-speed manual transmission while a three-speed
automatic was optional. The basic design of the Cavalier was improved from time to time, but
despite that, the car started to show its age. Some of the little improvements included a change
to the sheet metal, and adjustable steering wheel, engine upgrades, airconditioning, and a CD
audio system. In , a 2. The third generation Cavalier was sold as a sedan and a coupe. A
convertible variant was also offered but was discontinued in due to poor sales. The car came
equipped with a 2. The optional 2. Another optional engine would be added in , the 2. The
production of the Cavalier was stopped in In its last year of production, the Cavalier managed to
sell almost , vehicles. Production of these vehicles remains one of Chevrolet's masterpieces of
their craftsmanship. While an outstanding vehicle like Chevy Cavalier is an ultimate
achievement by just owning one, over time of contented usage parts may wear itself down. In
this aspect, Chevrolet Cavalier automotive parts were made available in the market. The
Chevrolet Cavalier was considered as one of the most successful vehicles in the American
automotive industry, but before it reached its status today, earlier models suffered several
mechanical issues, which resulted to a lot of recalls. Through these faults, the Chevy
manufacturers found a way to improve the auto. Eventually, each year, more and more buyers
preferred to own this Chevy model. So, here are some of the common problems encountered
with the Cavalier and the reasons behind them. Among the several issues encountered with the
Chevrolet Cavalier, brake system problems seem to be the most dominant. In fact, in several
occasions during the car's manufacturing from to , the auto was recalled several times. It was
during , , , and that the models were recalled for improvement. During this time span, several
brake system problems were detected. The parking brake lever, which triggers a car to stop,
was found to be faulty. Earlier models also had recurring brake hose problems. Several
complaints were also reported regarding the vehicle's faulty anti-lock brake system. By the
latter years of the Chevy model, most problems encountered were faulty brake lights. Luckily,
replacing the bulbs seems to have solved most of the brake light dilemma. Another common
complaint by Chevy Cavalier owners involves engine issues. These defects were more
prominently experienced by car owners with later models-those with fuel-injected engines.
Some of the problems include engine flooding and idling. Most of the culprits found were faulty
electrical connections and damaged ignition coils. In some instances of stalling, the damage is
attributed to loose bolts in the throttle body and intake manifold. Other cases showed that the
defects may also be a result of vacuum line leaks. Faulty transmission systems were also
common with the Chevy. But luckily, these problems were easily detected because they
manifest through noise and performance issues. In fact, in some instances, Chevy owners hear
excessive whining. When this happens, the first thing to look for is a low transmission fluid
level. The manufacturers suggest that owners add fluid by placing a long-neck funnel in the

auto's dipstick hole. Sometimes, rough shift behavior is exhibited through grinding noises,
especially when changing gears. Over time, deposits and dirt build-up in the fuel injector's
aperture. The build-up of these contaminants can lead to clogging of the piston and nozzle head
of the injectors. An example of this is the injector's valve that does not open or close when
needed. Doing so helps to prevent an excessive amount of debris to enter the injector.
Changing the filter can also help alleviate problems similar to a clogged injector as you are able
to allow more fuel to pass through by removing the accumulated dirt. Demand for compact cars
soared back in the s partly due to rising fuel costs and the subsequent need for more
fuel-efficient vehicles. The car proved to be a hit among buyers and frequently became a
top-selling vehicle. A Z24 trim for the Cavalier was eventually released and included an
upgraded suspension, improved wheels, and a fuel injection system that was paired with a
much more powerful 2. The next Cavalier was offered in coupe, sedan, and convertible body
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Select Your Vehicle Part. Chevrolet Cavalier Alternator. Chevrolet Cavalier Axle Assembly.
Chevrolet Cavalier Ball Joint. Chevrolet Cavalier Blower Motor. Chevrolet Cavalier Brake
Booster. Chevrolet Cavalier Brake Caliper. Chevrolet Cavalier Brake Disc. Chevrolet Cavalier
Brake Master Cylinder. Chevrolet Cavalier Brake Pad Set. Chevrolet Cavalier Catalytic
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