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Quick Links. See also: Workshop Manual. Table of Contents. Instrumentation, message center
and warning chimes 40 pages. Automobile Ford Mustang Owner's Manual pages. Summary of
Contents for Ford Mustang Page 1 Page 2 All rights reserved. Reproduction by any means,
electronic or mechanical including photocopying, recording or by any information storage and
retrieval system or translation in whole or part is not permitted without written authorization
from Ford Motor Company. Ford may change the contents without notice and without incurring
obligation. Page 5 Introduction These are some of the symbols you may see on your vehicle.
Page 7: Instrumentation Instrumentation Instrument Driver air bag cluster pg. Page 8
Instrumentation Climate control system pg. Page Controls And Features Instrumentation Safety
belt Momentarily illuminates when the ignition is turned to the ON position to remind you to
fasten your safety belts. For more information, refer to the Seating and safety restraints chapter.
Charging system Illuminates when the ignition is turned to the ON position and the engine is
off. Page Driving Instrumentation The Service Engine Soon indicator light illuminates when the
ignition is first turned to the ON position to check the bulb. The light may illuminate without a
driveability concern being noted. Page 12 Instrumentation Under engine misfire conditions,
excessive exhaust temperatures could damage the catalytic converter, the fuel system, interior
floor coverings or other vehicle components, possibly causing a fire. When the light is on, the
transmission does not operate in the overdrive mode, refer to the Driving chapter for
transmission function and operation. Also illuminates if the parking brake is engaged. If brake
warning lamp does not illuminate at these times, seek service immediately. Illumination after
releasing the parking brake indicates low brake fluid level and the brake system should be
inspected immediately. Page Engine Coolant Temperature Gauge Instrumentation Engine
coolant temperature gauge Indicates the temperature of the engine coolant. If it enters the red
section, the engine is overheating. Stop the vehicle as soon as safely possible, switch off the
engine immediately and let the engine cool. Driving with your tachometer pointer at the top of
the scale or in the red zone may damage the engine. Press and hold the button for three
seconds to reset. The foglamp indicator light will illuminate. When the highbeams are activated,
the foglamps will not operate. The ignition must be in the ON position to operate the rear
window defroster. The defroster turns off automatically after 10 minutes or when the ignition is
turned to the OFF position. Page 22 Controls and features The air conditioning compressor can
operate in all modes except. Since the air conditioner removes considerable moisture from the
air during operation, it is normal if clear water drips on the ground under the air conditioner
drain while the system is working and even after you have stopped the vehicle. Page 23
Controls and features cold positions, the air distributed through the floor ducts will be slightly
warmer than the air sent to the windshield defroster ducts. Page 24 Controls and features
cooling the vehicle if driven for two or three minutes with the windows open. This will force
most of the hot, stale air out of the vehicle. Play will begin on the first track of the disc unless
the CD changer is in shuffle mode. Page 29 Controls and features Radio station memory preset
The radio is equipped with six station memory preset controls. Setting memory preset stations
1. Page 30 Controls and features 2. Press the AUTO control. AUTO 3. When the first six strong
stations are filled, the station stored in memory preset control 1 will start playing. If there are
less than six strong stations available on the frequency band, the remaining memory preset
controls will all store the last strong station available. Speaker balance adjust Speaker sound
FADE distribution can be adjusted between the right and left speakers. The first track of the disc
will begin playing. If returning from radio or tape mode, CD play will begin where it stopped last.
Press the EJ control to stop and eject a CD. Dolby noise reduction Dolby noise reduction
operates in tape mode. Dolby noise reduction reduces the amount of hiss and static during tape
playback. When in clock mode, the media information will display for 10 seconds, when the
radio is turned on, and then revert to clock information. Hold the control to move through the
frequencies quickly. Page 38 Controls and features the beginning of the disc is reached, the CD
player seeks to the beginning of the last track on the current disc and begins playing. After the
last track has been completed, the first track of the current disc will automatically replay. Page
39 Controls and features 4. Press and hold a memory preset control. The playing media will
mute momentarily. When the sound returns, the station is held in memory on the control you
selected. Autostore Autostore allows you to set the strongest local radio stations without losing
your original manually set preset stations. Page 41 Controls and features choose the next
available one. Wait until the CD door opens. Load the CD into the player. When the CD has been
loaded, the door will close and the CD will begin to play. Page 42 Controls and features Auto
eject Press and momentarily hold the EJ control to engage auto eject. All CDs which are present
in the player will be ejected one at a time. Page 44 Controls and features Speaker balance adjust
Speaker sound distribution can be adjusted between the FADE right and left speakers. Press
the BAL control. Use the SEL control to adjust the sound between the speakers. Speaker fade

adjust Speaker sound can be adjusted between the front and rear speakers. Refer to Setting the
clock. Page 46 Controls and features When in this mode, traffic announcements will interrupt
radio and CD play. This feature also allows you to control the volume of traffic announcements.
Page 49 Controls and features Troubleshooting the CD player if equipped The laser beam used
in the compact disc player is harmful to the eyes. Do not attempt to disassemble the case. Page
50 Controls and features Do not insert any promotional odd shaped or sized discs, or discs with
removable labels into the CD player as jamming may occur. Cleaning cassette player if
equipped Clean the tape player head with a cassette cleaning cartridge after 10 to 12 hours of
play in order to maintain the best sound and operation. Static can be caused on AM stations by
power lines, electric fences, traffic lights and thunderstorms. The bars of varying length are for
intermittent wipers. For manual transmission, you must depress the ignition release lever.
LOCK, locks the steering wheel, automatic transmission gearshift lever and allows key removal.
Do not use the speed control in heavy traffic or on roads that are winding, slippery, or unpaved.
Page 55 Controls and features If you drive up or down a steep hill, your vehicle speed may vary
momentarily slower or faster than the set speed. This is normal. Speed control cannot reduce
the vehicle speed if it increases above the set speed on a downhill. If your vehicle speed is
faster than the set speed while driving on a downhill, you may want to shift to the next lower
gear or apply the brakes to reduce your Each press will decrease the set speed by 1. Express
down To make the driver window open fully without holding the window control, press the top
portion of the driver window control completely down and release quickly. Move the mirror
selector control all the way to the left to adjust the left mirror or all the way to the right to adjust
the right mirror. Page 60 Controls and features The transmission will operate in all gears except
overdrive. To return to normal overdrive mode, press the Transmission Control Switch again.
When you shut off and re-start your vehicle, the transmission will automatically return to normal
Overdrive mode. Do not hang any type of accessory or accessory bracket from the plug.
Improper use of the power outlet can cause damage not covered by your warranty. The power
point is an additional power source for electrical accessories. Articles stored in the convertible
top stowage compartment may break the rear glass window when the top is lowered. Lowering
the convertible top The convertible top can be lowered with the side windows either up or down.
Page 63 Controls and features 6. Push the convertible top switch on the console in front of the
armrest and hold until the top is completely stored. Disengage the parking brake. Installation of
the boot 8. Push boot rearward and engage boot under the body molding at the rear and sides.
Page 64 Controls and features To remove unfasten the snaps and the boot tongue. Pull forward
and lift off. Raising the convertible top The convertible top will not operate unless the parking
brake is engaged. Do not raise the top while the vehicle is moving because the top may be
severely damaged. Operation is subject to the following two conditions: 1 This device may not
cause harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. Page 66 Controls and features Locking the
doors Press this control to lock all doors. To confirm all doors are closed and locked, press the
control a second time within three seconds. The doors will lock again, the horn will chirp and
the lamps will flash. If any of the doors are ajar, the horn will make two quick chirps and the
chime may sound, reminding you to properly close all doors. Page 67 Controls and features
Illuminated entry The interior lamps illuminate when the remote entry system is used to unlock
the door s or sound the personal alarm. Page 68 The SecuriLock passive anti-theft system is not
compatible with non-Ford aftermarket remote start systems. Use of these systems may result in
vehicle starting problems and a loss of security protection. The light in the instrument cluster
will flash every two seconds when the vehicle is armed. Page 70 OFF and restart the engine with
all other objects on the key ring held away from the ignition key. Check to make sure the coded
key ignition key is an approved Ford coded key ignition key. Page 71 Controls and features
Please read and understand the entire procedure before you begin. Insert the first previously
programmed coded key into the ignition and turn the ignition from 3 OFF to 4 ON maintain
ignition in 4 ON for at least one second. Adults are advised to familiarize themselves with the
operation and location of the release handle. Unsupervised children could lock themselves in
an open trunk and risk injury. Children should be taught not to play in vehicles. On hot days, the
temperature in the trunk or vehicle interior can rise very quickly. The purpose of these head
restraints is to help limit head motion in the event of a rear collision. To properly adjust your
head restraints, lift the head restraint so that it is located directly behind your head or as close
to that position as possible. Page 75 Seating and safety restraints Lift handle to move seat
forward or backward. Pull lever up to adjust seatback. Do not pile cargo higher than the
seatbacks to avoid injuring people in a collision or sudden stop. Press front to raise or lower
the front portion of the seat cushion. Press rear to raise or lower the rear portion of the seat
cushion. Press the control to move the seat forward, backward, up or down. To enter the rear

seat: 1. Remove seat belt from seat belt holder on top of front seat. Rotate the safety belt boot
rearward. Page 78 Seating and safety restraints To reduce the risk of injury, make sure children
sit where they can be properly restrained. Never let a passenger hold a child on his or her lap
while the vehicle is moving. The passenger cannot protect the child from injury in a collision.
Page 79 Seating and safety restraints Always transport children 12 years old and under in the
back seat and always properly use appropriate child restraints. Page 80 Seating and safety
restraints Combination lap and shoulder belts Before fastening the safety belt, make sure the
shoulder belt passes through the belt holder on the top of the seatback. Coupe shown,
convertible is similar and safety belt must also pass through the belt holder. The safety belt
system can also be made to lock manually by quickly pulling on the shoulder belt. Page 82 This
indicates the safety belt is now in the automatic locking mode. How to disengage the automatic
locking mode Ford recommends that all safety belt assemblies and attaching hardware should
be inspected by a qualified technician after any collision. Failure to replace the Belt and
Retractor assembly could increase the risk of injury in collisions. If you are uncomfortable - try
different positions for the safety belt upper anchorage and seatback which should be as upright
as possible; Page 86 Seating and safety restraints Do not sit on top of a buckled safety belt to
avoid the Belt Minder chime. Sitting on the safety belt will increase the risk of injury in an
accident. To disable one-time or deactivate the Belt Minder feature please follow the directions
stated below. Page 87 Seating and safety restraints 2. Wait until the safety belt warning light
turns off. Buckle then unbuckle the safety belt three times, ending with the safety belt
unbuckled. Page 88 if equipped , and attaching hardware, should be inspected after a collision.
Ford recommends that all safety belt assemblies used in vehicles involved in a collision be
replaced. However, if the collision was minor and a Page 89 This information will assist Ford in
the servicing of your vehicle and may help Ford better understand real world collisions and
further improve the safety of future vehicles. See your Ford or Lincoln Mercury dealer. Page 91
Seating and safety restraints Modifications to the front end of the vehicle, including frame,
bumper, front end body structure and tow hooks may effect the performance of the air bag
sensors increasing the risk of injury. Do not modify the front end of the vehicle. Page 92 Seating
and safety restraints How does the air bag supplemental restraint system work? The air bag
SRS is designed to activate when the vehicle sustains longitudinal deceleration sufficient to
cause the sensors to close an electrical circuit that initiates air bag inflation. Page 93 Seating
and safety restraints considerable force, there is the risk of death or serious injuries such as
fractures, facial and eye injuries or internal injuries, particularly to occupants who are not
properly restrained or are otherwise out of position at the time of air bag deployment. Thus, it is
extremely important that occupants be properly restrained as far away from the air bag module
as possible while maintaining vehicle control. Page 95 Do not leave children, unreliable adults,
or pets unattended in your vehicle. To improve the fit of lap and shoulder belts on children who
have outgrown child safety seats, Ford recommends use of a belt-positioning booster seat that
is labelled as conforming to all applicable Federal motor vehicle safety standards. Page 96
Seating and safety restraints provide a shorter, firmer seating cushion that encourages safer
seating posture and better fit of lap and shoulder belts on the child. Page 97 Refer to Automatic
locking mode passenger side front and outboard rear seating positions if equipped. Ford
recommends the use of a child safety seat having a top tether strap. Install the child safety seat
in a seating position which is capable of providing a tether anchorage. Page 98 Seating and
safety restraints Installing child safety seats in combination lap and shoulder belt seating
positions If you must use a forward facing child seat in the front seat reminder - children 12
years old and under should always be properly restrained in the rear seat the shoulder belt
must Page 99 Seating and safety restraints 2. Pull down on the shoulder belt and then grasp the
shoulder belt and lap belt together. Page Seating and safety restraints 6. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. Pull the
lap belt portion across the child seat toward the buckle and pull up on the shoulder belt while
pushing down with your knee on the child Page Seating and safety restraints The tether
anchors in your vehicle are either located under a cover marked with the child tether anchor
symbol shown with title or are under a flap in the convertible top boot. The tether strap anchors
in your vehicle are in the following positions shown from top view : Attach the tether strap Page
Seating and safety restraints 5. Clip the tether strap to the anchor as shown. For Convertible
only: The tether anchors on the convertible are located on the lower backside of the seatback.
Access tether anchors located behind the seatback and pull away vinyl cover to expose
anchors. Page Seating and safety restraints If the tether strap is clipped incorrectly, the child
safety seat may not be retained properly in the event of a collision. Refer to the Installing child
safety seats in combination lap and shoulder belt seating positions section of this chapter for
further instructions to secure the child safety seat. This system meets all Canadian

Interference-Causing Equipment standard requirements regulating the impulse electrical field
strength of radio noise. When starting a fuel-injected engine, avoid pressing the accelerator
before or during starting. When the engine starts, the idle RPM runs faster to warm the engine. If
the engine idle speed does not slow down automatically, have the vehicle checked. Do not allow
the vehicle to idle for more than 10 minutes at high engine RPM. Page The Vehicle Starting 3. If
there is difficulty in turning the key, firmly rotate the steering wheel left and right until the key
turns freely. Excessive cranking could damage the starter. Turn the key to 5 START without
pressing the accelerator pedal and release as soon as the engine starts. Page Starting To
prevent electrical shock, do not use your heater with ungrounded electrical systems or
two-pronged cheater adapters. Guarding against exhaust fumes Although odorless and
colorless, carbon monoxide is present in exhaust fumes. Take precautions to avoid its
dangerous effects. If you ever smell exhaust fumes of any kind inside your vehicle, have your
dealer inspect and fix your vehicle immediately. Refer to the scheduled maintenance guide for
scheduled maintenance. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Page Driving The ABS
operates by detecting the onset of wheel lockup during brake applications and compensates for
this tendency. The wheels are prevented from locking even when the brakes are firmly applied.
The accompanying illustration depicts the advantage of an ABS equipped vehicle on bottom to
a non-ABS equipped vehicle on top during hard braking with loss of front braking traction. Page
Driving stopping distance. Always leave enough room between your vehicle and the vehicle in
front of you to stop. However, avoid taking any unnecessary risks. Hydraulic brake booster
system Hydroboost The Hydroboost system receives fluid pressure from the power steering
pump to provide power assist during braking. Page Driving Always set the parking brake fully
and make sure that the gearshift is securely latched in P Park automatic transmission or in 1
First Gear manual transmission. The parking brake is not recommended to stop a moving
vehicle. However, if the normal brakes fail, the parking brake can be used to stop your vehicle in
an emergency. Page Driving reductions. Engine torque reduction is realized via the fully
electronic spark and fuel injection systems. This process is very sensitive to driving conditions
and very fast acting. Power steering uses energy from the engine to help steer the vehicle. Page
Roadside Emergencies Driving 2. Insert the key and turn it to OFF. Apply the brake pedal and
shift to N Neutral. Start the vehicle. Driving with the gearshift lever in D Overdrive gives the best
fuel economy for normal driving Make sure the gearshift lever is securely latched in P Park. This
position locks the transmission and prevents the rear wheels from turning. Always set the
parking brake fully and make sure the gearshift lever is latched in P Park. Page Driving
Overdrive The normal driving position for the best fuel economy. Transmission operates in
gears one through four. Overdrive can be deactivated by pressing the transmission control
switch on the gearshift lever. The transmission control indicator light TCIL will illuminate on the
instrument cluster. Page Driving To return to Overdrive mode, press the transmission control
switch. Each time the vehicle is started, the transmission will automatically return to normal
overdrive mode. Every time the vehicle is shut off and restarted, you must press the
transmission control switch to cancel overdrive operation if driving in overdrive is not desired.
When starting a vehicle with a manual transmission, you must: 1. These actions will greatly
reduce clutch life. Page Driving 4. Turn the ignition key to position 3 OFF. Do not park your
vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear and set the
parking brake fully. Reverse You must be at a complete stop to shift into R Reverse. Page
Driving 6. Slowly release the clutch pedal. The payload equals the gross vehicle weight rating
minus base curb weight. The GVW is not a limit or a specification. Remember to figure in the
tongue load of your loaded trailer when figuring the total weight. Page Driving tongue load of 45
kg lbs. Do not tow a trailer until your vehicle has been driven at least km miles. Your vehicle
may not have enough braking power and your chances of having a collision greatly increase.
When turning, make wider turns so the trailer wheels will clear curbs and other obstacles. Page
Roadside coverage beyond basic warranty In the United States, you may purchase additional
roadside assistance coverage beyond this period through the Ford Auto Club by contacting
your Ford or Lincoln Mercury dealer. Similarly in Canada, you may purchase additional
coverage beyond the basic coverage period by consulting the Ford Roadside Assistance Club
brochure or by calling 1â€”â€”â€”CLUB Page Roadside emergencies After a collision, if the
engine cranks but does not start, the fuel pump shut-off switch may have been activated. The
fuel pump shut-off switch is located on the left side of the trunk behind teh left rear tail light and
the trunk liner. Page Passenger Compartment Fuse Panel Roadside emergencies Check the
appropriate fuses before replacing any electrical components. NOTE: Always replace a fuse
with one that has the specified amperage rating. Using a fuse with a higher amperage rating can
cause severe wire damage and could start a fire. Page Roadside emergencies Power

distribution box The power distribution box is located in the engine compartment. Always
disconnect the battery before servicing high current fuses. Always replace the cover to the
Power Distribution Box before reconnecting the battery or refilling fluid reservoirs. Page
Roadside emergencies The high-current fuses are coded as follows. Page Roadside
emergencies If you use the temporary spare tire continuously or do not follow these
precautions, the tire could fail, causing you to lose control of the vehicle, possibly injuring
yourself or others. Page Roadside emergencies 3. Remove the spare tire, jack and lug wrench.
Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until the
wheel is raised off the ground. Put the jack in the jack notch next to the tire you are changing.
Page not the dealer to get a replacement key. Do not use an impact wrench with Page Roadside
emergencies To remove the anti-theft lug nut: 1. Insert the key over the locking lug nut. Make
sure you hold the key square to the lug nut. If you hold the key at an angle, you could damage
the key and the lug nut. Page Roadside emergencies shift firmly. This operation is considered
normal and will not effect function or durability of the transmission. Over time, the adaptive
learning process will fully update transmission operation to its optimum shift feel. Use only a
12â€”volt supply to start your vehicle. Page Roadside emergencies 2. Connect the negative cable to the negative - terminal of the assisting battery. Page Roadside emergencies Do not
connect the end of the second cable to the negative - terminal of the battery to be jumped. A
spark may cause an explosion of the gases that surround the battery. Ensure that the cables are
clear of fan blades, belts, moving parts of both engines, or any fuel delivery system parts. Page
It is recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do not tow
with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If your
vehicle is to be towed from the rear using If your vehicle requires professional service, your
dealership can provide the necessary parts and service. Page Maintenance and care 2. Turn off
the engine and remove the key. Block the wheels to prevent the vehicle from moving
unexpectedly. Set the parking brake. Depress the clutch and place the gearshift in 1 First. Inside
the vehicle, pull the hood release handle located under the bottom left corner of the instrument
panel. HOOD 2. Go to the front of the vehicle and release the auxiliary latch that is located under
the front center of the hood. Engine oil filler cap 2. Engine oil dipstick 3. Brake fluid reservoir 4.
Power distribution box 5. Windshield washer fluid reservoir 6. Battery 7. Power steering fluid
reservoir 8. Page Maintenance and care 4. Engine oil dipstick 2. Brake fluid reservoir 3. Power
distribution box 4. Windshield washer fluid reservoir 5. Battery 6. Engine coolant reservoir 7.
Engine oil filler cap 9. Page Maintenance and care 3. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmissions or 1 First manual transmissions.
Open the hood. Protect yourself from engine heat. Locate and carefully remove the engine oil
level indicator dipstick. Some oil must be removed from the engine by a service technician. Put
the indicator back in and ensure it is fully seated. Page If a replacement oil filter is used that
does not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. It is recommended you use the appropriate Motorcraft oil filter or another brand
meeting Ford specifications for your engine application. Refer to the scheduled maintenance
guide for the service interval schedules. Page Capacities And Specifications Maintenance and
care 4. Use only a DOT 3 brake fluid certified to meet Ford specifications. Refer to Lubricant
specifications in the Capacities and specifications chapter. Brake fluid is toxic. If brake fluid
contacts the eyes, flush eyes with running water for 15 minutes. Page In very cold weather, do
not fill the reservoir all the way. Only use a washer fluid that meets Ford specification. State or
local regulations on volatile organic compounds may restrict the use of methanol, a common
windshield washer antifreeze additive. If the level falls below, add coolant per the instructions in
the Adding Engine Coolant section. Page Maintenance and care When the engine is cold, check
the level of the engine coolant in the reservoir. If equipped with the 3. Page Maintenance and
care Engine coolant refill procedure Failure to follow this warning may result in damage to the
engine and engine cooling system. Page Maintenance and care Reinstall the radiator cap. Check
the coolant level in the reservoir before you drive your vehicle the next few times with the
engine cool. Page Operating an engine with a low level of coolant can result in engine
overheating and possible engine damage. Recycled engine coolant Ford Motor Company
recommends the use of a recycled engine coolant produced by Ford-approved processes in
vehicles originally equipped with Motorcraft Premium Engine Coolant green-colored. Fill your
engine coolant reservoir as outlined in Adding engine coolant in this chapter. Page Maintenance
and care 5. If the fluid is low, add fluid in small amounts, continuously checking the level until it
reaches the correct operating range. Be sure to put the cap back on the reservoir. If your vehicle
is equipped with a 4. Page Maintenance and care Automatic transmission fluid expands when
warmed. To obtain an accurate fluid check, drive the vehicle until it is at normal operating
temperature approximately 30 km [20 miles]. If your vehicle has been operated for an extended

period at high speeds, in city traffic during hot weather or pulling a trailer, the vehicle should be
turned off for about 30 minutes to allow fluid to cool before checking. Page Maintenance and
care a level surface. The normal operating temperature can be reached after approximately 30
km 20 miles of driving. However, if fluid is added at this time, an overfill condition could result
when the vehicle reaches normal operating temperature. Page 4. Add enough fluid through the
filler opening so that the fluid level is at the bottom of the opening. Install and tighten the fill
plug securely. Use only fluid that meets Ford specifications. Refer to the Capacities and
specifications chapter. However, for severe usage or in high temperature climates, check the
battery electrolyte level. Page Maintenance and care Batteries normally produce explosive
gases which can cause personal injury. Therefore, do not allow flames, sparks or lighted
substances to come near the battery. When working near the battery, always shield your face
and protect your eyes. Always provide proper ventilation. When lifting a plastic-cased battery,
excessive pressure on the end walls could cause acid to flow through the vent caps, resulting
Put the gearshift in P Park , turn off all accessories and start the engine. Run the engine until it
reaches normal operating temperature. Allow the engine to idle for at least one minute.
Substances such as tree sap and some hot wax treatments used by commercial car washes
reduce the effectiveness of wiper blades. Checking the wiper blades If the wiper blades do not
wipe properly, clean both the windshield and wiper blades using undiluted Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Page If
you do not follow these precautions, your vehicle may not drive properly and safely. Make sure
that all replacement tires are of the same size, type, load-carrying capacity and tread design e.
Page Maintenance and care Failure to follow these precautions may adversely affect the
handling of the vehicle and make it easier for the driver to lose control and roll over. Do not use
tire chains on dry roads. Do not remove these components from your vehicle when using snow
tires and chains. Page Maintenance and care soap and water. Consult a physician immediately if
you experience an adverse reaction. When refueling always shut the engine off and never allow
sparks or open flames near the filler neck. Never smoke while refueling. Fuel vapor is extremely
hazardous under certain conditions. Page The customer warranty may be void for any damage
to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is not
used. The fuel system may be under pressure. Page Maintenance and care Repairs to correct
the effects of using a fuel for which your vehicle was not designed may not be covered by your
warranty. Running out of fuel Avoid running out of fuel because this situation may have an
adverse affect on powertrain components. Page Maintenance and care Replace the fuel filter
with an authorized Motorcraft part. The customer warranty may be void for any damage to the
fuel system if an authorized Motorcraft fuel filter is not used. Page Maintenance and care Keep a
record for at least one month and record the type of driving city or highway. Additionally,
keeping records during summer and winter will show how temperature impacts fuel economy.
Page If other than Ford, Motorcraft or Ford-authorized parts are used for maintenance
replacements or for service of components affecting emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Page
Maintenance and care Do not park, idle, or drive your vehicle in dry grass or other dry ground
cover. The emission system heats up the engine compartment and exhaust system, which can
start a fire. Page Maintenance and care Replacing headlamp bulbs To remove the headlamp
bulb: 1. Make sure headlamp switch is in OFF position, then open the hood. At the back of the
headlamp, pull two retainer pins up to release the headlamp assembly. Grasp the bulb only by
its plastic base and do not touch the glass. The oil from your hand could cause the bulb to
break the next time the headlamps are operated. Pull headlamp assembly forward disengaging
the lamp from the rear snap retainers to expose the back of the bulb. Page Maintenance and
care Replacing foglamp bulbs The halogen bulb contains gas under pressure. The bulb may
shatter if the glass envelope is scratched or if the bulb is dropped. Handle the bulb carefully.
Grasp the bulb only by its base. Avoid touching the glass envelope. Map lamps For bulb
replacement, see a qualified service technician or your dealer. Using the right bulbs
Replacement bulbs are specified in the chart below. If your vehicle has been in an accident the
alignment of your headlamps should be checked by a qualified service technician. Headlamp
vertical aim adjustment 1. Page Customer Assistance 7. Close the hood and turn off the lamps.
Washing your vehicle Wash your vehicle regularly with cold or lukewarm water. Page Cleaning
the exterior lamps Wash with the same detergent as the exterior of your vehicle. To avoid
scratching the lamps, do not use a dry Do not use abrasive cleansers on glass as they may
cause scratches. The windshield or rear window is clean if beads do not form when you rinse it
with water. Page Maintenance and care Cleaning the instrument panel Clean with a damp cloth,
then dry with a dry cloth. Avoid cleaner or polish that increases the gloss of the upper portion

of the instrument panel. The dull finish in this area helps protect the driver from undesirable
windshield reflection. Page Dry with a soft cloth. This mild cleaner and special pad, cleans the
leather and maintains its natural beauty. Follow the instructions on the cleaner label. Page
Capacities And Specifications If a spark plug needs to be replaced, use only spark plugs with
the same service part number suffix letter as shown on the engine decal. Add ml 4 oz. Ensure
the correct automatic transmission fluid is used. Page Lubricant Specifications Capacities and
specifications Service refill capacity is determined by filling the transmission to the bottom of
the filler hole with the vehicle on a level surface. Page Engine Data Add ml 4 oz. Ford design
rear axles contain a synthetic lubricant that does not require changing unless the axle has been
submerged in water. There are several plans available in various time, distance and deductible
combinations which can be tailored to fit your own driving needs. Ford ESP also offers
reimbursement benefits for towing and rental coverage. It is preferred that you return to the
Ford dealer where your vehicle was purchased when warranty repairs are needed. However, you
may also take your vehicle to another Ford Motor Company or Ford of Canada dealership
authorized for warranty repairs. Page Customer assistance Away from home If you own a Ford
or Mercury vehicle and are away from home when your vehicle needs service, or if you need
more help than the dealership could provide, after following the steps described above, contact
the Ford Customer Relationship Center to find an authorized dealership to help you. The
dealership Board member is chosen from Ford and Lincoln Mercury dealership management,
recognized for their business leadership qualities. The decisions of the Board are binding on
Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. These quality accessories have been specifically
engineered to fulfill your automotive needs; Page Customer assistance Not all accessories are
available for all models. Page Index Index Axle lubricant Air bag supplemental specifications.
Page Speed control.. Page Index The Dispute refill capacities.. Page Index fuel pump shut-off
driving with a heavy switch Page Index Instrument panel interior cleaning Page Index fluid, refill
capacity Page Index Safety seats for snow tires and children Page Index Vehicle loading.. Refer
to Adding engine coolant, in the Maintenance and Care chapter. Refer to your scheduled
maintenance guide to determine the correct service interval. Service refill capacity is
determined by filling the transmission to the bottom of the filler hole with the vehicle on a level
surface. This manual is also suitable for: Mustang gt Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. He was 40 years old when he first opened the company's first plant for the
Bagley Street, Detroit. Later on June 16, , he registered his company. Ford Motor Company has
developed and labeled their models in chronological and alphabetical order, starting with the
Model A, then K and later S, which was the last right-hand drive car Ford. Galamb and Eugene
Farkas. This model has been the most common car Ford, which has enabled the company to
become one of the most influential brands in the automotive history. The Model T was reliable,
practical, and affordable, and Ford made a hit in the US, where it was advertised as a mid-range
car. Due to the success of the car, Ford was forced to expand their business and built the
production line first in the world in for the assembly of cars. By , production figures only T
models have reached almost , units. Preferring to renew their own company, Ford has invested
all of its assets in Soon, the company has released a number of new models like the Ford brand,
and the rest under its sub-brands such as Mercury and Lincoln luxury division of Ford.
Business in Europe also went to the benefit of the Ford , especially after the release of Focus
models in , and although the company has not yet fully recovered, she was definitely on the
road to popularity. Adobe Acrobat Document Ford Aerostar Owner's Manual. Adobe Acrobat
Document 1. Ford Aspire Owner's Manual. Ford Bronco Owner's Manual. Adobe Acrobat
Document 3. Ford Crown Victoria Owner's Manual. Ford E Owner's Manual. Adobe Acrobat
Document 2. Ford Edge Owner's Manual. Ford Escape Owner's Manual. Ford Escort Owner's
Manual. Ford F Owner's Manual. Adobe Acrobat Document 6. Ford Transit Owner's Manual.
Adobe Acrobat Document 5. Ford 1. Ford EcoSport Manual. Ford 2. Ford Fiesta Service Repair
Manual. Ford Focus Owner Manual. Adobe Acrobat Document 7. Ford Figo Owner's Manual.
Ford Carburetors Ford Granada Taunus v6 engine manual. Ford Ranger Owners Manual. Ford
Mustang Owners manual. Ford Mustangowners-manual. Ford RS Owners Manual. Ford Mondeo
Service and Repair Manual. Ford Taurus Owners Guide. Ford Sierra Service Repair Manual. Ford
Car Wiring Diagram. Ford Sierra Wiring Diagram. Ford Granada Wiring Diagrams. History of
Ford Cars. After one year out of the marketplace, the SVT Mustang Cobra returned for with a full
horsepower and five new exterior colors and a number of exterior changes that included a
return to the word COBRA embossed into the rear fascia. The Cobra returned with a hp 4. The

Cobra Mustang included a independent rear suspension system, raising the standard for
muscle car performance. While the Cobra shares almost all the same components of the , some
changes were made including:. Share Tweet. Fourth Gen Mustang
2002 toyota camry dashboard
2005 pt cruiser transmission
acura tl ua6
. See all results. Weekly Mustang News Get the latest Mustang news, rumors, deals and events
each week. Cool Mustang stuff. No crap, we promise. This site uses cookies: Find out more.
Okay, thanks. Longitudinally mounted, degree V8, cast aluminum block and heads, iron cylinder
liners, fully counterweighted forged crankshaft. Double overhead camshafts, chain drive to
exhaust cams, secondary chains from exhaust to intake cams, roller finger followers with
hydraulic lash adjustment, oval-wire beehive- shaped valve springs, four valves per cylinder.
Modified gas-charged MacPherson strut, with separate lb. Multi-link independent, steel upper
control arm, aluminum lower control arm, fixed toe-control tie rod, aluminum spindle,
gas-charged tubular shock absorber, lb. Four-channel, four-sensor system. Linked to all-speed
traction control. Accomplished by engine ignition timing, cylinder cut-off, brake application.
Linked to ABS module and engine control module. Driver-controlled on-off switch.

