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Summary of Contents for Ford Escape Page 1 Page 4 Ford Motor Company. Ford may change
the contents without notice and without incurring obligation. Page 5: Introduction State of
California to cause cancer and birth defects or other reproductive harm. Please take the time to
get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle the greater the safety and pleasure you will derive from driving
it. In this guide, answers to such questions are contained in comments highlighted by the
warning triangle symbol. Page 7 This information may be stored during regular operation or in a
crash or near crash event. Page 8 Using your vehicle as an ambulance Do not use this vehicle
as an ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package.
Page 9: Vehicle Symbol Glossary Introduction These are some of the symbols you may see on
your vehicle. Many lights will illuminate when you start your vehicle to make sure the bulb
works. Page 13 Instrument Cluster Engine oil pressure: Illuminates when the oil pressure falls
below the normal range, refer to Engine oil in the Maintenance and specifications chapter. Low
fuel: Illuminates when the fuel level in the fuel tank is at, or near empty refer to Fuel gauge in
this chapter. Page 15 Instrument Cluster Odometer: Registers the total kilometers miles of the
vehicle. Trip odometer: Registers the kilometers miles of individual journeys. To reset, tap on
the trip reset button to toggle the display between the trip and the odometer. Holding the reset
button for one or two seconds will reset the trip odometer to zero. Page 17 Entertainment
Systems 5. EJ eject : Press to eject a CD. The compression icon c will appear in the display.
Page 18 Due to technical incompatibility, certain recordable and re-recordable compact discs
may not function correctly when used in Ford CD players. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. The label may peel and cause the CD to become jammed. Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection
film attached, and CDs with homemade paper adhesive labels should Page 20 Entertainment
Systems not be inserted into the CD player. It is recommended that homemade CDs be
identified with permanent felt tip marker rather than adhesive labels. Ball point pens may
damage CDs. Please contact your dealer for further information. If your vehicle has a stand
alone clock this control will not function. Page 22 Entertainment Systems Fast Forward FF :
Press for a slow advance, press and hold for a fast advance. Rewind REW : Press for a slow
rewind, press and hold for a fast rewind. Page 24 Entertainment Systems 2. Rewind: In CD
mode, press until desired selection is reached. Fast forward: In CD mode, press until desired
selection is reached. Page 25 Entertainment Systems 8. When the six strongest stations are
filled, the station stored in preset 1 will begin playing. If there are less than six strong stations,
the system will store the last one in the remaining presets. Press again to stop. Page 28
Entertainment Systems 5. EJ Eject : Press to stop and eject a disc. If a disc is ejected and not
removed, the player will automatically reload the disc and return to radio mode. Page 29
Entertainment Systems CD door: Insert a CD with the label side up. Page 30 Entertainment
Systems Page 31 Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Fan speed
adjustment: Controls the volume of air circulated in the vehicle. Air flow selections: Controls
the direction of the airflow in the vehicle. See the following for a brief description on each
control. Direct the outer instrument panel vents towards the side windows To increase airflow to
the outer instrument panel vents, close the vents located in the middle of the instrument panel.
Do not place objects on top of the instrument panel as these objects may become projectiles in
a collision or sudden stop. Rotate to the second position to also turn on the headlamps. Page
36 Lights Always remember to turn on your headlamps at dusk or during inclement weather.
The Daytime Running Lamp DRL system does not activate with your tail lamps and generally
may not provide adequate lighting during these conditions. Failure to activate your headlamps
under these conditions may result in a collision. If your vehicle has been in an accident the
alignment of your headlamps should be checked by a qualified service technician. Vertical aim
adjustment 1. Page Turn Signal Control Lights 4. On the wall or screen you will observe a light
pattern with a distinct horizontal edge of high intensity light towards the right. If this edge is not
at the horizontal reference line, the beam will need to be adjusted. Page 39 Lights The dome
lamp will stay on if the control is moved to the passenger side position. When the control is in
the middle position, the lamp will only come on when a door is opened. Using the right bulbs
Replacement bulbs are specified in the chart below. Page 41 Lights 3. Press two tabs and
disconnect the electrical connector from the bulb. Remove the rubber boot from the lamp
assembly by pulling on one of the tabs. Press the retainer spring forward and spread the spring

releasing it from bulb hooks and rotate it away from the bulb. Page 42 Lights 6. Without turning,
carefully pull bulb out of headlamp assembly. Grasp the bulb only by its metal base and do not
touch the glass. The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Follow the same steps to replace either bulb: 1. Make sure the
headlamp switch is in the OFF position and then open the liftgate to expose the lamp
assemblies. Page 44 Lights 3. Pull the bulb out from the socket and push in the new bulb. Install
the bulb socket in lamp assembly turning it clockwise, 5. To install, press the lamp assembly in
to liftgate. Replacing high-mount brake lamp bulbs To remove the lamp assembly: 1. Adjust the
rotary control to the desired speed setting. For normal or low speed wiper operation, move
control down two positions from OFF. For high speed wiper operation, move control down three
positions from OFF. Page Steering Wheel Adjustment Driver Controls For normal speed rear
wiper operation, rotate control upward to To activate the rear washer, rotate the control to the
position and release. Changing the wiper blades 1. Pull the wiper blade and arm away from the
glass. Turn the blade at a right angle to the arm. Page 47 Driver Controls Never adjust the
steering wheel when the vehicle is moving. Page 49 Driver Controls the storage compartment
door 3 or you may break the door latch. If the rubber actuator 1 is the proper length the storage
compartment door will close. Press the storage compartment door 3 to activate the transmitter
6. Illuminated visor mirror if equipped Lift the mirror cover to turn on the visor mirror lamps.
Page Power Windows Driver Controls The mirror will automatically return to the normal high
reflective state whenever the vehicle is placed in R Reverse. This helps to ensure a bright clear
view in the mirror when backing up. Press completely down on AUTO and release quickly. Page
Speed Control Driver Controls Fold-away mirrors Pull the side mirrors in carefully when driving
through a narrow space, like an automatic car wash. Heated outside mirrors if equipped Both
mirrors are heated automatically to remove ice, mist and fog when the rear window defrost is
activated. Page 53 Driver Controls 3. Take your foot off the accelerator pedal. The indicator light
on the instrument cluster will turn on. Page 55 Driver Controls Use only soft cups in the
cupholder. Hard objects can injure you in a collision. Cell phone use The use of Mobile
Communications Equipment has become increasingly important in the conduct of business and
personal affairs. Page 56 Driver Controls If you open and close the moon roof repeatedly, the
moon roof motor may overheat and shut down for 45 seconds while the motor cools. Do not let
children play with the moon roof. They may seriously injure themselves. To operate the shade:
1. Grasp the pull tube at the rearward edge of the shade and pull rearward. Page 58 Driver
Controls To adjust the cross-bar if equipped position: 1. Loosen the thumbwheel at both ends
of the cross-bar both cross-bars are adjustable. Slide the cross-bar to the desired location.
Tighten the thumbwheel at both ends of the cross-bar. To remove the cross-bar assembly if
equipped from the roof rack side rails: 1. Page 59 Driver Controls To reinstall the cross-bar
assembly if equipped to the roof rack side rails: 1. Ensure that both cross-bar assemblies are
installed with the F front arrow facing towards the front of the vehicle. Use a long, flat object to
depress the tongue in the endcaps on both sides of the cross-bar. Page 60 Always secure loads
by using the tie down loops or rack accessories available from your local Ford Dealership. For
example, a bike rack holder PN: 2L8ZAB is now available to mount bikes on the vertical section
of this rack. Page 61 Driver Controls 3. Slide the inner rack rearward, with an initial pull to
release the rack from its stowed position, until it has completely extended and stops. Lower the
inner rack by pivoting at the hinges of the rack. Do not pivot the inner rack downward until it
has been completely extended. Page 62 Driver Controls 6. Figure shows foot A clicked into
place correctly. With the locking tab B exposed on the foot, this figure shows the rack is not
installed correctly. Repeat steps 3 through 5 and secure the rack before loading cargo. Page 63
Driver Controls To stow the inner rack: 1. Rotate the handle on the lift bar of the inner rack in
the direction of the arrows on the handle and pull the inner rack away from the bumper. Lift the
inner rack pivoting at the hinges. Page 64 Driver Controls 5. Lift the feet over the side rails and
lock them into place. Ensure both feet are locked and secured into place. To adjust the
cross-bar assembly on the inner rack: 1. Loosen the screws on the cross-bar with a T Torx
driver. Page 65 Driver Controls Always stow the inner rack on the roof when using an
automated car wash. Do not attempt to open the liftgate or rear window when the rack is in the
down position. This may damage the rack or your vehicle. In case of loss, replacement keys are
available from your dealer. You should always carry a second key with you in a safe place in
case you require it in an emergency. Page 67 Locks and Security Locking the doors Turn the
key in the door cylinder to lock all the doors. The park lamps will flash once and the perimeter
alarm if equipped will start the arming process. For more information concerning the perimeter
alarm, refer to Perimeter alarm system if equipped later in this chapter. Page 68 Locks and
Security The remote entry system allows you to lock or unlock all vehicle doors without a key. If
there is a problem with the remote entry system make sure to take ALL remote entry

transmitters with you to the Page 69 Locks and Security Sounding a panic alarm Press to
activate the alarm. To deactivate the feature, press the control again or wait for the alarm to time
out in approximately 3 minutes. Page 70 Locks and Security How to reprogram your remote
entry transmitters You must have all remote entry transmitters maximum of four available
before beginning this procedure. To reprogram the remote entry transmitters: 1. Ensure the
vehicle is electronically unlocked. Put the key in the ignition. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page 72 Locks and Security Theft
indicator The theft indicator is located in the instrument cluster. Page 73 Locks and Security
Programming spare keys You can program your own coded keys to your vehicle. Please read
and understand the entire procedure before you begin. Page 74 Locks and Security 9. Remove
the newly programmed coded key from the ignition. Page 75 Locks and Security Disarming the
system When you disarm the system, the park lamps will flash twice to indicate the system has
been disarmed. Do not pile cargo higher than the seatbacks to avoid injury in a collision or
sudden stop. Page 77 Seating and Safety Restraints Adjusting the front manual seat Lift handle
to move seat forward or backward. Pull lever up to adjust seatback. Adjusting the front power
seat if equipped The control is located on the outboard side of the seat cushion. Press to raise
or lower the front portion of the seat cushion. Page 78 Seating and Safety Restraints Press to
raise or lower the rear portion of the seat cushion. Press the control to move the seat forward,
backward, up or down. Page 79 Seating and Safety Restraints The head restraints can be moved
up and down. Lift the head restraint so that it is located directly or as close as possible behind
your head. Push control to lower or remove head restraint. Reclining the second row seatback
Locate the release strip located on the outboard side of the seat cushion bottom and lift gently
to Page 80 Seating and Safety Restraints Folding down rear seats 1. Raise the rear seat head
restraint and remove. Place the head restraint under the front seat for storage. Pull the seat
release control. NOTE: Make sure the floor is clear of all objects before folding the seat. Page 81
Seating and Safety Restraints 4. Flip seat forward. Pull the seatback release strap toward the
front seat. Make sure the seat belt buckle heads are fully extended towards the front of the
vehicle and are away from the seatback. NOTE: When the seatback release strap is pulled use
your other hand to guide the seatback. Page 82 Seating and Safety Restraints Returning the rear
seats to upright position 1. Pull seatback up and into upright position making sure seatback
locks into place. While holding the seatback, pull the release and push seatback backward into
the desired position. Page 83 Seating and Safety Restraints To remove the rear cushion 1. Pull
the Yellow tab 2. Pull the cushion to the outboard side of the vehicle. To install the rear cushion
1. Push the cushion to the inboard side of the vehicle. Page 84 Seating and Safety Restraints 2.
Pull the seat release control on each side of the seat to release the locks. Flip the seat forward.
Page 85 Seating and Safety Restraints 5. Rotate seatback down into load floor position. Page
Safety Restraints Seating and Safety Restraints Make sure that the seat is firmly locked into
position and the the seat belt buckles are exposed. To remove the rear cushion 1. Pull the
Yellow tab. Pull the cushion so that the rods remove from the locking tabs. Page 87 Seating and
Safety Restraints All occupants of the vehicle, including the driver, should always properly wear
their safety belts, even when an air bag SRS is provided. It is extremely dangerous to ride in a
cargo area, inside or outside of a vehicle. In a collision, people riding in these areas are more
likely to be seriously injured or killed. Failure to replace the Belt and Retractor assembly could
increase the risk of injury in collisions. Page 89 Seating and Safety Restraints Automatic
locking mode In this mode, the shoulder belt is automatically pre-locked. The belt will still
retract to remove any slack in the shoulder belt. The automatic locking mode is not available on
the driver safety belt. This mode should be used any time a child safety seat is installed in a
passenger front or outboard rear seating position if equipped. Page 91 Seating and Safety
Restraints Safety belt pretensioner Your vehicle is equipped with safety belt pretensioners at
the driver and front passenger seating positions. The safety belt pretensioners are designed to
activate during certain frontal or near-frontal collisions with sufficient longitudinal deceleration.
A safety belt pretensioner is a device which tightens the webbing of the lap and shoulder belts
in such a way that they fit more snugly against the body. Page 92 Seating and Safety Restraints
Shorten and fasten the belt when not in use. Safety belt extension assembly If the safety belt is
too short when fully extended, there is a 20 cm 8 inch safety belt extension assembly that can
be added part number C Page 93 Seating and Safety Restraints If BeltMinder The BeltMinder
feature is a supplemental warning to the safety belt warning function. Belts are uncomfortable
Ford designs its safety belts to enhance comfort. If you are uncomfortable - try different
positions for the safety belt upper anchorage and seatback which should be as upright as
possible; Page 95 Seating and Safety Restraints Reasons given I have an air bag Air bags offer

greater protection when used with safety belts. Page Air Bags if equipped , shoulder belt guide
on seatback if equipped , child safety seat LATCH and tether anchors, and attaching hardware,
should be inspected after a collision. Ford Motor Company recommends that all safety belt
assemblies used in vehicles involved in a collision be replaced. Page 99 Seating and Safety
Restraints Do not attempt to service, repair, or modify the air bag supplemental restraint
systems or its fuses. See your Ford or Lincoln Mercury dealer. Modifications to the front end of
the vehicle, including frame, bumper, front end body structure, tow hooks and B-pillar
surrounding parts may affect the performance of the air bag sensors increasing the risk of
injury. Page Seating and Safety Restraints How does the air bag supplemental restraint system
work? The air bag SRS is designed to activate when the vehicle sustains a longitudinal
deceleration sufficient to cause the air bag sensors to close an electrical circuit that initiates air
bag inflation. Do not touch them after inflation. If the air bag has deployed, the air bag will not
function again and must be replaced immediately. Page Do not attempt to service, repair, or
modify the air bag SRS, its fuses or the seat cover on a seat containing an air bag. All
occupants of the vehicle should always wear their safety belts even when an air bag SRS is
provided. Page Seating and Safety Restraints occupied. The air bag was designed to inflate
between the door panel and occupant to further enhance the protection provided occupants in
side impact collisions. The air bag SRS is designed to activate when the vehicle sustains lateral
deceleration sufficient to cause the sensors to close an electrical circuit that initiates air bag
inflation. If any of these things happen, even intermittently, have the SRS serviced at your
dealership or by a qualified technician immediately. Unless serviced, the system may not
function properly in the event of a collision. Page To improve the fit of both the lap and shoulder
belt on children who have outgrown child safety seats, Ford Motor Company recommends use
of a belt-positioning booster. Booster seats position a child so that safety belts fit better. They
lift the child up so that the lap belt rests low across the hips and the knees bend comfortably.
Page Seating and Safety Restraints Follow all instructions provided by the manufacturer of the
booster seat. Never use pillows, books, or towels to boost a child. Page passenger side front
and outboard rear seating positions if equipped section in this chapter. Ford recommends the
use of a child safety seat having a top tether strap. Install the child safety seat in a seating
position with a tether anchor. Page Seating and Safety Restraints Installing child safety seats
with combination lap and shoulder belts The rear seat head restraints must be removed when
using a child seat. Air bags can kill or injure a child in a child seat. NEVER place a rear-facing
child seat in front of an active air bag. Page Seating and Safety Restraints 3. Be sure the belt
webbing is not twisted. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until Page Seating and Safety
Restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull up on the
shoulder belt while pushing down with your knee on the child seat. Allow the safety belt to
retract to remove any slack in the belt. Page Seating and Safety Restraints The tether strap
anchors in your vehicle are in the following positions: Attach the tether strap only to the
appropriate tether anchor as shown. The tether strap may not work properly if attached
somewhere other than the correct tether anchor. Page Seating and Safety Restraints 4. Clip the
tether strap to the anchor as shown. The arrow in the above graphic points toward the front of
the vehicle. If the tether strap is clipped incorrectly, the child safety seat may not be retained
properly in the event of a collision. Page Seating and Safety Restraints Your vehicle has LATCH
anchors for child seat installation at the following locations: The anchors on both sides of the
center of the rear seat are provided primarily for child seats at the outboard seats, and are
further apart than the pairs of lower anchors for child seat installation at other seats. If you
install a child seat with rigid LATCH attachments, do not tighten the tether strap enough to lift
the child seat off the vehicle seat cushion when the child is seated in it. LOCK, locks the
gearshift lever and allows key removal. RUN, all electrical circuits operational and warning
lights will illuminate. Page Driving If you smell exhaust fumes inside your vehicle, have your
dealer inspect your vehicle immediately. Do not drive if you smell exhaust fumes. Important
safety precautions When the engine starts, the idle RPM runs faster to warm the engine. If the
engine idle speed does not slow down automatically, have the vehicle checked. Make sure the
corresponding lights illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle
serviced. Page Driving Starting the engine 1. If there is difficulty in turning the key, rotate the
steering wheel until the key turns freely. If a metal-to-metal, continuous grinding or continuous
squeal sound is present, the brake linings may be worn-out and should be inspected by a
qualified service technician. If the vehicle has continuous vibration or shudder in the steering
wheel while braking, the vehicle should be inspected by a qualified service technician. Page
Driving Parking brake To set the parking brake 1 , pull the parking brake handle up as far as
possible. To release, press and hold the button 2 , pull the handle up slightly, then push the

handle down. In a rollover crash, an unbelted person is significantly more likely to die than a
person wearing a safety belt. Your vehicle has larger tires and increased ground clearance,
giving the vehicle a higher center of gravity than a passenger car. Page Driving 2. Locate the
access cover plate to the brake-shift interlock override. It is located on the top of the steering
column. Insert a tool or a screwdriver into the right-hand side of the brake-shift interlock access
cover and remove the cover. Page Driving Always set the parking brake fully and make sure the
gearshift is latched in P Park. Turn the ignition to the LOCK position and remove the key
whenever you leave your vehicle. If the parking brake is fully released, but the brake warning
lamp remains illuminated, the brakes may not be working properly. Page Driving Understanding
the gearshift positions of the 4â€”speed automatic transaxle R D 2 1 Your transaxle is equipped
with an adaptive learning strategy found in the vehicle computer. This feature is designed to
increase durability, and provide consistent shift feel over the life of the vehicle. Hold the brake
pedal down while in this position. D Overdrive The normal driving position for the best fuel
economy. Transaxle operates in gears one through four. When parking, do not use the gearshift
in place of the parking brake. Page Driving When starting a vehicle with a manual transaxle, you
must: 1. Put the gearshift lever in the neutral position. Hold down the brake pedal. Depress the
clutch pedal. Without depressing the accelerator pedal, turn the ignition to position 4 START ,
release the ignition as soon as the engine starts. Apply the brake and shift into the neutral
position. Set the parking brake. Shift into 1 First. Page Driving 4. Turn the ignition to position 1
LOCK to shut the engine off and remove the ignition key. Do not park your vehicle in Neutral, it
may move unexpectedly and injure someone. Use 1 First gear and set the parking brake fully.
Used for street and highway driving. ON- Full power to all wheels, at all times. Used for severe
conditions such as deep snow, deep sand or icy roads. Page Driving Maintain steering wheel
control at all times, especially in rough terrain. Since sudden changes in terrain can result in
abrupt steering wheel motion, make sure you grip the steering wheel from the outside. Do not
grip the spokes. Drive cautiously to avoid vehicle damage from concealed objects such as
rocks and stumps. Page Driving If your vehicle gets stuck If your vehicle gets stuck in mud or
snow it may be rocked out by shifting between forward and reverse gears, stopping between
shifts, in a steady pattern. Press lightly on the accelerator in each gear. Do not rock the vehicle
if the engine is not at normal operating temperature or damage to the transmission may occur.
Page Driving Vehicles with a higher center of gravity such as utility and four-wheel drive
vehicles handle differently than vehicles with a lower center of gravity. Utility and four-wheel
drive vehicles are not designed for cornering at speeds as high as passenger cars any more
than low-slung sports cars are designed to perform satisfactorily under off-road conditions.
Page Ford Motor Company joins the U. Page Driving Apply just enough power to the wheels to
climb the hill. Too much power will cause the tires to slip, spin or lose traction, resulting in loss
of vehicle control. Descend a hill in the same gear you would use to climb up the hill to avoid
excessive brake application and brake overheating. Page Do not use a size and type of tire and
wheel other than that originally provided by Ford Motor Company because it can affect the
safety and performance of your vehicle, which could lead to loss of vehicle control or rollover
and serious injury. Page Ford Motor Company recommends that caution be used with any
vehicle equipped with a high load or device such as ladder racks or pickup box cover. As you
move closer to the obstacle, the rate of the tone increases. Page Driving that is higher than the
bottom of the hubs for trucks or the bottom of the wheel rims for cars. Traction or brake
capability may be limited and your vehicle may stall. It is determined by subtracting the weight
of the loaded trailer towing vehicle from the GCWR for the towing vehicle. Use the appropriate
maximum GCWR chart in the Trailer Towing section in this chapter for your type of engine and
rear axle ratio. Weigh your vehicle without cargo. To obtain correct weights, take your vehicle to
a shipping company or an inspection station for trucks. Towing trailers beyond the maximum
recommended gross trailer weight exceeds the limit of the vehicle and could result in engine
damage, transmission damage, structural damage, loss of vehicle control, vehicle rollover and
personal injury. Page Driving Trailer lamps Trailer lamps are required on most towed vehicles.
Make sure your trailer lamps conform to local and Federal regulations. See your dealer or trailer
rental agency for proper instructions and equipment for hooking up trailer lamps. This program
is separate from the New Vehicle Limited Warranty. Page Hazard Flasher Switch Roadside
Emergencies Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount. To obtain reimbursement information, U. Ford or Mercury vehicles customers call ;
Lincoln vehicle customers call 1â€”â€”â€” To reset the switch: 1. Turn the ignition OFF. Check
the fuel system for leaks. If no leaks are apparent, reset the switch by pushing in on the reset
button. Page Roadside Emergencies If the battery has been disconnected and reconnected,
refer to the Battery section of the Maintenance and specifications chapter. Page Roadside

Emergencies 1. Park on a level surface, activate hazard flashers and place gearshift lever in P
Park automatic transmission or R Reverse manual transmission. Set the parking brake and turn
engine OFF. Block the diagonally opposite wheel. Lower the jack from its stored height to fit
under the jacking notches. Page Roadside Emergencies Never use the differentials as a jacking
point. To lessen the risk of personal injury, do not put any part of your body under the vehicle
while changing a tire. Do not start the engine when your vehicle is on the jack. The jack is only
meant for changing the tire. Page Jump Starting Roadside Emergencies To stow the full size flat
tire in the cargo floor, the long spare tire rod in the tool bag needs to be installed. Using the lug
wrench, remove the spare tire rod from the cargo floor and install the longer spare tire rod. Page
Roadside Emergencies Preparing your vehicle When the battery is disconnected or a new
battery is installed, the transmission must relearn its shift strategy. This operation is considered
normal and will not affect function or durability of the transmission. Page Roadside
Emergencies 2. Connect the negative - cable to the negative - terminal of the assisting battery.
Page Roadside Emergencies 4. Do not use fuel lines, engine rocker covers or the intake
manifold as grounding points. Do not connect the end of the second cable to the negative terminal of the battery to be jumped. Page Roadside Emergencies Removing the jumper cables
Remove the jumper cables in the reverse order that they were connected. Remove the jumper
cable from the ground metal surface. Note: In the illustrations, lightning bolts are used to
designate the assisting boosting battery. Page Roadside Emergencies 3. After the disabled
vehicle has been started and the jumper cables removed, allow it to idle for several minutes so
the engine computer can relearn its idle conditions. Page Wrecker Towing It is recommended
that your vehicle be towed with a wheel lift and dollies or flatbed equipment. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If your vehicle is
to be towed from the rear using wheel lift equipment, it is recommended that the front wheels
drive wheels be placed on a dolly to prevent damage to the transaxle. Ford Motor Company
produces a towing manual for all authorized tow truck operators. Have your tow truck operator
refer to this manual for Away from home If you own a Ford or Mercury vehicle and are away
from home when your vehicle needs service, or if you need more help than the dealership could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealership to help you. Page P. If you did not take advantage of the
Ford Extended Service Plan at the time of purchasing your vehicle, you may still be eligible.
Since this information is subject to change, please ask your dealer for complete details about
Ford Extended Service Plan coverage options, or visit the Ford ESP website at The Dispute
Settlement Board may not be available in all states. The decisions of the Board are binding on
Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. ENGINE Engines are
more efficient when they are clean because grease and dirt buildup keep the engine warmer
than normal. Page Use only approved products to clean plastic parts. These products are
available from your dealer. If the wiper does not wipe properly, substances on the windshield,
rear window or the wiper blades may be the cause. These may include hot wax treatments used
by commercial car washes, tree sap, or other organic contamination. These quality products
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. If your vehicle requires professional
service, your dealership can provide the necessary parts and service. Set the parking brake,
depress the clutch and place the gearshift in N Neutral. Block the wheels. Note: Do not start
your engine with the air cleaner removed and do not remove it while the engine is running.
Power steering fluid reservoir 2. Engine coolant reservoir 3. Air filter assembly 5. Power
distribution box 6. Battery 7. Engine oil filler cap 8. Page Maintenance and Specifications 3.
Automatic transmission fluid dipstick 4. Brake fluid reservoir 5. Air filter assembly 6. Power
distribution box 7. Battery 8. Engine oil dipstick 9. Page Engine Oil In very cold weather, do not
fill the reservoir completely. Only use a washer fluid that meets Ford specifications. Refer to
Lubricant specifications in this chapter. State or local regulations on volatile organic
compounds may restrict the use of methanol, a common windshield washer antifreeze additive.
Set the parking brake and ensure the gearshift is securely latched in P Park automatic
transmissions or 1 First manual transmissions. Open the hood. Protect yourself from engine
heat. Locate and carefully remove the engine oil level indicator dipstick. Page Maintenance and
Specifications 6. Wipe the indicator clean. Insert the indicator fully, then remove it again. Page
Change your engine oil and filter according to the appropriate schedule listed in the scheduled
maintenance guide. Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford

material and design specifications, start-up engine noises or knock may be experienced.
However, for severe usage or in high temperature climates, check the battery electrolyte level.
Refer to the scheduled maintenance guide for the service interval schedules. Lift the battery
with a battery carrier or with your hands on opposite corners. Page Maintenance and
Specifications If the battery has been disconnected or a new battery has been installed, the
clock and the preset radio stations must be reset once the battery is reconnected. Follow your
local authorized standards for disposal. Page Do not put engine coolant in the windshield
washer fluid container. If sprayed on the windshield, engine coolant could make it difficult to
see through the windshield. Mixing Motorcraft Speciality Orange Engine Coolant or any
orange-colored extended life product with your factory filled coolant can result in degraded
corrosion protection. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available. The
pressure in an overfilled tank may cause leakage and lead to fuel spray and fire. The fuel system
may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait
until it stops before completely removing the fuel filler cap. If fuel is splashed in the eyes,
remove contact lenses if worn , flush with water for 15 minutes and seek medical attention.
Failure to seek proper medical attention could lead to permanent injury. Page The customer
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford
or Motorcraft fuel filler cap is not used. Page Gasolines that meet the World-wide Fuel Charter
should be used when available. Ask your fuel supplier about gasolines that meet the World-wide
Fuel Charter. Page Maintenance and Specifications Running out of fuel Avoid running out of
fuel because this situation may have an adverse affect on powertrain components. Page
Maintenance and Specifications vehicle after the fuel gauge indicates empty, you might not be
able to refuel the full amount of the advertised capacity of the fuel tank due to the empty reserve
still present in the tank. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Maintenance and Specifications detected a malfunction. Examples are: 1. The
vehicle has run out of fuel. The engine may misfire or run poorly. Poor fuel quality or water in
the fuel. Start the engine and let it run until it reaches normal operating temperature the engine
coolant temperature gauge indicator will be near the center of the normal area between H and C.
Page Maintenance and Specifications The fluid level will drop slowly as the brakes wear, and
will rise when the brake components are replaced. Page 7. Add enough fluid through the filler
opening so that the fluid level is at the bottom of the opening. Install and tighten the fill plug
securely. Use only fluid that meets Ford specifications. Refer to the Refill capacities in this
chapter. When changing the air filter element, use only the Motorcraft air filter element listed.
Refer to Motorcraft Part Numbers. Page 10 to 12 inches or limited production tires as defined in
Title 49 Code of Federal Regulations Part Department of Transportation-Tire quality grades: The
U. Department of Transportation requires Ford to give you the following information about tire
grades exactly as the government has written it. Page Maintenance and Specifications The
traction grade assigned to this tire is based on straight-ahead braking traction tests, and does
not include acceleration, cornering, hydroplaning or peak traction characteristics. Page Make
sure that all replacement tires are of the same size, type, speed rating, load-carrying capacity
and tread design e. Consult your dealer for information on other Ford approved methods of
traction control. Page Part Numbers If a spark plug needs to be replaced, use only spark plugs
with the service part number suffix letter as shown on the engine decal. Use of synthetic or
synthetic blend motor oil is not mandatory. Ensure the correct automatic transmission fluid is
used. Transmission fluid requirements are indicated on the dipstick or on the dipstick handle.
Page Maintenance and Specifications Please note that in the graphic XXXX is representative of
your vehicle identification number. Page Accessories Not all accessories are available for all
models. Following is a list of several Ford Genuine Accessory products. Not all accessories are
available for all models. To find out what accessories are available for your vehicle, please
contact your dealer or visit our online store at: Page Accessories Comfort and convenience
Cabin air filtration Cargo net Cargo organizers Cargo shades Cargo trays Carpeted cargo mat
Cellular phone hands free system with voice recognition Engine block heater Engine oil cooler
Interior dash trim kit Power point outlet rear cargo area Remote start Tire step Travel equipment
Page Index Index Index Axle lubricant specifications Page Page Index refill capacities Page
Index Power distribution box Safety seats for children.. Page Index tire grades This manual is
also suitable for: Maverick. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Ford F
Owners Manual. Have a look at the manual Ford F Owners Manual online for free. E-mail

address. Remember login. Login or create new account. Add to Favourites. View all the pages.
Add page 1 to Favourites. Enable zoom. Add page 2 to Favourites. Seating and Safety
Restraints 90 Seating 90 Safety restraints 98 Air bags Child restraints Driving Starting Brakes
Transmission operation Trailer towing Roadside Emergencies Getting roadside assistance
Hazard flasher switch Fuel pump shut-off switch Fuses and relays Changing tires Jump starting
Wrecker towing Customer Assistance Reporting safety defects U. Add page 3 to Favourites.
Accessories Index All rights reserved. Reproduction by any means, electronic or mechanical
including photocopying, recording or by any information storage and retrieval system or
translation in whole or part is not permitted without written authorization from Ford Motor
Company. Ford may change the contents without notice and without incurring obligation. Add
page 4 to Favourites. In addition, certain fluids contained in vehicles and certain products of
component wear contain or emit chemicals known to the State of California to cause cancer and
birth defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle the
greater the safety and pleasure you will derive from driving it. Furthermore, due to printing
cycles it may describe options before they are generally available. It is an integral part of the
vehicle. Fuel pump shut-off switchIn the event of an accident the safety switch will
automatically cut off the fuel supply to the engine. The switch can also be activated through
sudden vibration e. To reset the switch, refer to theFuel pump shut-off switchin theRoadside
emergencieschapter. Add page 5 to Favourites. In this guide, answers to such questions are
contained in comments highlighted by the warning triangle symbol. These comments should be
read and observed. Warning symbols on your vehicle When you see this symbol, it is imperative
that you consult the relevant section of this guide before touching or attempting adjustment of
any kind. Protecting the environment We must all play our part in protecting the environment.
Correct vehicle usage and the authorized disposal of waste cleaning and lubrication materials
are significant steps towards this aim. Information in this respect is highlighted in this guide
with the tree symbol. Try not to drive continuously at the same speed for the first 1, km 1, miles
of new vehicle operation. Vary your speed to allow parts to adjust themselves to other parts.
Drive your new vehicle at least km miles before towing a trailer. Do not add friction modifier
compounds or special break-in oils during the first few thousand kilometers miles of operation,
since these additives may prevent piston ring seating. SeeEngine oilin the Maintenance and
specificationschapter for more information on oil usage. Add page 6 to Favourites. Any of this
information could potentially include information regarding how the driver operates the vehicle,
potentially including but not limited to information regarding vehicle speed, brake or accelerator
application, or steering input. This information may be stored during regular operation or in a
crash or near crash event. Add page 7 to Favourites. Special instructions For your added safety,
your vehicle is fitted with sophisticated electronic controls. Failure to follow the specific
warnings and instructions could result in personal injury. Front seat mounted rear facing child
or infant seats should NEVERbe used in front of a passenger side air bag unless the air bag can
be and is turned OFF. Do not install a snowplow and plow with your vehicle until it has been
driven at least km miles. F SuperCrew, F 5. Ford makes no representation as to the suitability of
your vehicle for snowplowing, in particular regarding the potential for exceeding vehicle weight
limits, airbag SRS deployment sensitivity, vehicle crash integrity, or powertrain durability. The
Snowplow Package Option is not available. Add page 8 to Favourites. Using your vehicle as an
ambulance Do not use this vehicle as an ambulance. Your vehicle is not equipped with the Ford
Ambulance Preparation Package. Notice to owners of pickup trucks and utility type vehicles
Utility vehicles have a significantly higher rollover rate than other types of vehicles. Your
vehicle is not a passenger car. As with other vehicles of this type, failure to operate this vehicle
correctly may result in loss of vehicle control, vehicle rollover, personal injury or death. Be sure
to readDriving off roadin theDrivingchapter. Notice to owners of natural gas fueled vehicles
Before you drive your vehicle, be sure to read theDedicated Natural Gas Vehiclesupplement.
This book contains important operation and maintenance information. Notice to owners of F 5.
Notice to owners of the Harley-Davidson F Note:Your vehicle is not designed to be operated
off-road. The undercab chrome bars are for decorative purposes only. Do not step on these bars
to enter or exit the vehicle. Harley-Davidson F vehicles are equipped with high performance
tires. When first driving the vehicle after is has been parked, you may experience a temporary
ride disturbance. This is a characteristic of the tires used on the Harley-Davidson vehicles and
should be no reason for concern. The condition should correct itself within 10â€”15 miles of
driving. Add page 9 to Favourites. By referring to the pages in the provided supplement, you
can properly identify those features, recommendations and specifications that are unique to
your vehicle. Refer to this Owner Guide for all other required information and warnings. Add
page 10 to Favourites. These are some of the symbols you may see on your vehicle. The Ford

Escape is a compact crossover vehicle sold by Ford since over four generations. Ford released
the original model in for the model year. It was jointly developed and released with Mazda of
Japan, who took a lead in the engineering of the two models and sold their version as the Mazda
Tribute. Although the Escape and Tribute shared the same underpinnings constructed from the
Ford CD2 platform based on Mazda GF underpinnings , the only panels common to the two
vehicles were the roof and floor pressings. Powertrains were supplied by Mazda with respect to
the base inline-four engine , with Ford providing the optional V6. At first, the twinned models
were assembled by Ford in the US for North American consumption, with Mazda in Japan
supplying cars for other markets. This followed a long history of Mazda-derived Fords, starting
with the Ford Courier in the s. Ford also sold the first generation Escape in Europe and China as
the Ford Maverick , replacing the previous Nissan-sourced model. Then in , for the model year,
Ford's luxury Mercury division released a rebadged version called the Mercury Mariner , sold
mainly in North America. The first iteration Escape remains notable as the first SUV to offer a
hybrid drivetrain option, released in for the model year to North American markets only. For
Asia-Pacific markets, both received respective facelifts in and had production fully transferred
to Ford Lio Ho in Taiwan. Extended production of the Mazda lasted until , with the Ford lingering
on until Second generations of the Ford Escape, Mercury Mariner, and Mazda Tribute were
released in for the model year, but mostly restricted to North America. The North American
second generations were merely reskins of the first, with carry-over mechanicals, but with
restyled exterior panels and a redesigned interior. Unlike the collaborative approach taken with
the previous model, this time the design and engineering was carried out by Ford. A hybrid
option was again available. The Mercury version lasted until late , withdrawn from the market as
part of the closure of the Mercury brand, with Mazda's Tribute ending production in late Ford
ended manufacture of the second series Escape in Ford released a third generation in for the
model year, again, limited to North America. This time, rather than issuing an indigenous, albeit
Mazda-derived model, Ford rebadged the Europe-designed Ford Kuga. Although still
manufactured in the US, and fitted with slightly different powertrains, the third generation
Escape is fully aligned with the Kuga as per the "One Ford" plan of having only one vehicle per
segment internationally. The first generation of Ford Escape was released in for the model year.
It was jointly developed with Mazda , in which Ford owned a controlling interest, and was
released simultaneously with the Mazda Tribute. At the time, larger sport-utility vehicles tended
to use pickup truck -based, body-on-frame designs. Solid rear axles were commonly used on
the full-sized truck-based SUVs and Jeep Cherokee due to their ability to carry heavy loads at
the expense of a comfortable ride and good handling. Ford and Mazda decided to offer a
car-like, unibody design with a fully independent suspension and rack and pinion steering
similar to the RAV4 and CR-V in the Escape. If slipping is detected at the front, more power will
be sent to the rear wheels in a fraction of a second. The Control Trac II system allows for a
four-wheel drive vehicle without the use of a center differential. The entire braking system was
built by Continental Teves , including the ABS and various related suspension components.
Only two versions were made, the 2. The absence of a diesel version did not help sales and the
vehicle was temporarily discontinued in late The Maverick was reintroduced in in certain
European markets with the Duratec V6 engine. The Maverick was assembled in Russia for the
Russian market. The Maverick was primarily designed for on-road use â€” sold with normal
road tires, and to be used with front-wheel drive most of the time. Crash-test results for the
Escape have been mixed. All Escapes are equipped with a passive 'Immobiliser' called
SecuriLock. This feature includes an 'RFID' chip embedded in the key, which the car reads each
time the driver inserts the key. If the key doesn't provide a valid confirmation signal, the vehicle
does not run, even if the key is perfectly cut to match the original. Theft, injury, and collision
losses reported to insurance companies for the Escape are among the lowest in its class. In the
United States, all Escapes included standard equipment such as power windows with an
automatic driver's side window, power door locks, anti-lock braking system ABS , keyless entry,
a folding rear-bench seat, inch wheels, and air conditioning. In addition, an Escape buyer could
choose from one of several different trim levels that were available, which included:. Options
include or inch alloy wheels, the 3. XLT â€” : As the top-of-the-line trim level of the Escape in ,
and the most popular trim level of the Escape throughout its entire run â€” , the XLT added the
following equipment to the base XLS trim level: inch alloy wheels, security alarm, cloth seating
surfaces, and an enhanced interior. It added equipment to the standard XLT equipment: the V6
engine, four-speed automatic transmission, sport interior trim, and inch machined alloy wheels.
Options were the same as the standard XLT trim level. Options were limited, but included a
power sunroof. Options included a powered sunroof, a unique integrated GPS navigational
system with hybrid information system, Sirius Satellite Radio , the seven-speaker premium
audio system with amplifier and rear-mounted subwoofer, leather-trimmed seating surfaces,

and a "two-tone" exterior paint scheme, with silver-painted lower exterior trim and front and rear
bumpers. The Escape and Tribute were updated in February for the model year with a new base
engine the 2. Ford also added advanced airbag and seatbelt safety systems, an intelligent AWD
system, and exterior minor changes, which included a redesigned front bumper. The model year
was the first with an automatic transmission available on the base four-cylinder models. The
automatic shifter was moved from the column to the console on all models equipped with
automatic transmissions. Ford also deleted the recline feature on the rear seats to improve the
safety of occupants in the rear seats in the case of a rear crash. On the inside, changes
included a floor-mounted automatic-transmission shifter, in place of the column shifter, as well
as a redesigned center stack containing audio and climate controls. Climate control is
automatic on all models except the XLS. The Limited model also featured full color-coded
bumpers, wheel arches and side moldings, as well as side mirrors with integrated LED
indicators. Rear drum brakes have been replaced by disc brakes all round. The 3. Both engines
had been certified to meet Euro III emission regulations. A four-speed automatic carried over
and was the sole transmission choice. Two different four-speed automatic transmissions were
used, CD4E for 3. In Australia, the V6 engine was dropped, leaving only the 2. The model range
was also simplified, with only a single specification available. Changes to the body included an
all-new front bumper, grille, headlights and bonnet, featuring an enlarged Ford emblem set upon
a three-bar chrome grille. At the rear, new, slimmer tail lights were featured, which were
arranged horizontally, rather than vertically. In addition, the B-pillar was now painted black,
rather than body-colour. Compared with the previous model, all external bumpers, mirrors, and
cladding were painted the same colour as the body previously, this was only available on the
upscale Limited model. Equipment levels have also improved. Compared to the base model ZC
Escape, the ZD included standard side airbags, automatic climate control, 16" alloy wheels, and
mirrors with integrated indicators. Unlike most other competitors in its class, curtain airbags
and electronic stability control were not available. Chrome trim was completely removed from
the grille, replaced with a smaller, black honeycomb grille as the last Ford Escape. In its final
years, it was sold side by side with its successor, Ford Kuga until the Kuga replaced it in The
â€” Mazda Tribute was available as front- or four-wheel drive and featured a plain-looking but
comfortable roomy interior, decent handling and car-like ride. The Tribute and Escape debuted
in , offering front or all wheel drive and a choice of a transversely mounted 2. The 2. Both the
Escape and Tribute were refreshed in for the model year. The base engine became the Mazda 2.
In North American-built models, a floor-mounted automatic transmission shifter replaced the
column shifter. However, Japanese-built models continued with a column shifter. Mazda
decided to halt production after the model year. Mazda Japan released a limited version, the
Mazdaspeed Tribute, in the year with a 2. However, Mazda Japan decided to end its production
in A significantly facelifted version of the Tribute was released in the second half of for Asia
Pacific markets. The updated Tribute featured a larger, bolder grille, with an enlarged Mazda
emblem, as well as restyled front bumper and headlights. Side mirrors featured integrated
indicators. On the inside, changes included a new floor-mounted automatic-transmission
shifter, in place of the old column shifter Asia-Pacific model only; US-built Tribute gained the
floor shifter in The dash was updated with a brand-new radio and automatic climate control with
digital read-out, on certain models. Mechanically, the rear drum brakes were replaced by disc
brakes. Starting from , Mazda stopped selling and producing Tribute in Japan, and replaced it
with the similar-sized CX In , Mazda Australia also discontinued the Tribute, the absence of the
Tribute being filled by the Mazda CX-7 introduced in the previous year. This arrangement
continued until early , when the Tribute for the Asia-Pacific markets ceased production, being
fully replaced by the CX-7 imported from Japan. Introduced in for the model-year refresh of the
Ford Escape in the US, Ford's Mercury division released a luxury version called the Mercury
Mariner. The Mercury includes stylistic differences, such as a two-tone interior, turn signal
repeaters borrowed from the European-market Ford Maverick the Escape's name in Europe ,
monotone cladding, and the signature Mercury "waterfall" front grille. Unlike its counterparts, a
manual transmission was not part of the powertrain lineup. The Mariner was the first Mercury
with a four-cylinder since the Mercury Cougar was dropped in For , the lineup was expanded
with the introduction of the Mariner Hybrid. Sales ended after the model, replaced by a second
generation, again a rebadged Ford Escape. There have also been several undisclosed security
modifications made to the vehicle. It was launched to the U. The Mariner hybrid sold a total of
12, units. Like the Ford Escape Hybrid, the Mariner Hybrid is a "full" hybrid electric system,
meaning the system can switch automatically between pure electric power, pure gasoline
engine power, or a combination of electric battery and gasoline engine operating together, for
maximum performance and efficiency at all speeds and loads. When braking or decelerating,
the Mariner's hybrid system uses regenerative braking, where the electric drive motor becomes

a generator, converting the vehicle's momentum back to electricity for storage in the batteries.
Again, just like the Escape Hybrid, it gets a respectable average of 34 miles per US gallon 6.
While the Mercury Mariner was also offered as a hybrid, the option was not available on the
Mazda Tribute. Escape hybrid versions can be identified by the "Hybrid" badges located on the
front driver's and passenger's doors as well as near the right tailgate. In addition, the driver's
side window in the cargo area is smaller to accommodate a ventilation slot for the high voltage
battery. There was also a "Special Appearance Package" available as an option on the â€”
Hybrid models. This package replaced the traditional lower cladding of the Escape with a silver
finish. Standard equipment on the Escape Hybrid includes: an eight-way power adjustable
driver's seat , dual-zone automatic air conditioning , cruise control , a six- CD stereo, inch alloy
wheels , power door locks with remote keyless entry , and power windows. Ford built 17,
Escape Hybrids in the second half of , four times as many as it had originally planned. The
Escape Hybrid uses hybrid technology similar to that used in the Toyota Prius. Ford engineers
realized their technology may conflict with patents held by Toyota, which led to a patent-sharing
accord between the companies, licensing Ford's use of some of Toyota's hybrid technology [23]
in exchange for Toyota's use of some of Ford's diesel and direct-injection engine technology.
While Toyota produces its third-generation Prius transmission in-house, Aisin is the only
supplier of hybrid transmissions to other manufacturers. Friction has arisen concerning Aisin's
allocation of limited production capacity and engineering resources to Ford. The Escape Hybrid
is a full hybrid , meaning the system can switch automatically between pure electric power, pure
gasoline engine power, or a combination of electric battery and gasoline engine operating
together, for maximum performance and efficiency at all speeds and loads. When braking or
decelerating, the Escape's hybrid system uses regenerative braking , where the electric drive
motor becomes a generator, converting the vehicle's momentum back to electricity for storage
in the batteries. To obtain these mileage figures, the owners manual states that pure gasoline,
not ethanol blends, must be used. In , Ford showed an Escape that could run on E85 fuel. Unlike
conventional vehicles, hybrids often achieve better figures in the city because they do not
waste power idling and can recover some power when stopping by using regenerative braking
that would be wasted in a conventional vehicle. In April , Ford issued a recall on , Ford Escapes
and Mazda Tributes for model years for Escapes manufactured October 22, through January 23,
for Canada and the northern "salt belt" states in the US. Subframe rust can result in the lower
control arm mount breaking or detaching from the subframe, resulting in a loss of steering
control and the risk of crash. Dealers have installed a crossbrace reinforcement to any vehicle
affected by the recall. Model years were not affected. The Escape still uses the CD2 platform.
The updated Escape received some styling cues from the Explorer , Edge , and Expedition.
Changes include a new grille with larger headlamps in the front fascia, while the sides were
revised with cleaner lines and rounder wheel arches. The interior is also completely redesigned,
including the newest standard Ford family navigation system. The Escape and its Mercury
Mariner sibling were the first vehicles to feature Ford's pull-drift steering mode, an
enhancement made possible by applying software control to the Electric Power Steering EPS
system. It features a revised front and rear fascia, incorporating Ford's three-bar grille styling
theme and restyled LED tail lamps. The optional 3. The "Escape" badge is entirely removed from
the front doors. The Hybrid is also upgraded to use the 2. Other mechanical changes include a
new The braking system for the Hybrid versions has been revised with a vacuum assist unit that
reviewers have said give the brakes a consistent feel over the entire travel of the brake pedal.
However, the brakes, when tested, gave the Escape extremely long stops. This generation also
saw the introduction of the optional "sport appearance package", which includes the upgraded
3. This option was only available on the XLT trim level and only with ingot silver, sterling grey,
steel blue or tuxedo black metallic paints. The Escape underwent some minor aerodynamic
changes for , including a revised front chin spoiler and rear tire spoilers. Along with the addition
of rear tire spoilers is an optional 17" chrome-clad wheel equipped with a new Michelin
"Low-Rolling-Resistance-Tire", slightly increasing ground clearance and improving traction
over the standard 16" wheels and tires. Another new feature is Ford's Easy-Fuel capless fuel
filling system. As of August the Escape was among the four Ford vehicles, along with the
Focus, F-Series and Ranger, to benefit the most from the Cash for Clunkers program, where it
showed a 49 percent increase in sales. In for the model year, the Escape will add three new
features that will be standard on all trims: Ford's MyKey, trailer sway controls and Integrated
Spotter Mirror for better blind spot viewing. Everything else added in the and model years will
be carried over, but the optional orders have been renamed to Rapid Specification Codes s for
XLS, s for XLT, and s for Limited. Active Park Assist will detect an available parallel parking
space and automatically steer the vehicle into the space hands free while the driver controls the
accelerator, gearshift and brakes. The system will visually and audibly instruct the driver to park

the vehicle. Active Park Assist system uses sensors on the front and rear of the vehicle to guide
the vehicle into a parking space. Rear-view camera system â€” uses an exterior camera
embedded in the rear of the vehicle that sends images to a video display in the rearview mirror
or the navigation system screen to help enhance visibility directly behind the vehicle when it is
in reverse. No cosmetic changes were made for the model year. There are no cosmetic or
equipment changes for the model year. Previously unavailable Electronic Stability Control
system became standard on the second generation. In roof strength tests the Escape receives a
"Marginal" rating while hybrid models are rated "Poor". In for the model year, the Tribute was
significantly revamped, like its Ford Escape and Mercury Mariner siblings. Originally set to be
renamed the Mazda CX-5 , the vehicle kept the Tribute name. The changes were significant, but
fell short of a "clean sheet" redesign, as the vehicles remained on the CD2 platform , and kept
the old 2. Visible changes include all new sheet metal and interior. The interior was significantly
upgraded using all new components and higher quality materials, and was generally praised by
automotive journalists. Notable changes to the exterior include higher belt line, and more
pronounced wheel arches. Overall the car was to look larger and more substantial than the
previous model. As a cost-saving measure, the rear brake was reverted to drum brake , with
predictable criticisms. The Tribute received additional major changes to improve performance
for the model year, mostly by way of mechanical upgrades. Most significantly, all new engines
replaced the increasingly outmatched 2. Mazda's new MZR 2. It also sees a 1 mpg improvement.
The Tribute Hybrid was dropped after the model year. Another significant change was the
switch to Ford's new 6F 6-speed automatic , which became standard on all V6 equipped models
and optional on the I4. As well, new front and Others changes included redesigned seats,
daytime running lamps, optional steering mounted audio controls, and other additional features.
The Tribute was discontinued in November at the end of the model year, replaced by the Mazda
CX-5 for For the model year the Mariner was significantly updated with a new look although it
remained on the Ford CD2 platform used by the previous generation. The changes included a
new seats, headlights, taillights, a new liftgate, a higher beltline and new doors and wheels. The
interior was also significantly updated with higher quality materials and more refined features.
The engines remained the same but the 3. Sporting a 2. Also, the existing 3. For the model year,
the Mariner added Ford's MyKey and trailer sway controls as standard on all trim levels. The
Mariner engine has a Flex-Fuel option on all modelsâ€”meaning they can use E85 fuel or regular
unleaded only on the optional V6 engine. Ford has also done away with the Euro-style turn
signal repeaters for this model year. For the model year, the Mariner featured HD Radio as a
standard, but continued with the same features as the models. This version of the Mariner was
its last, as Ford discontinued the Mercury brand due to declining sales. Ford ended production
of the Mariner in October The last one rolled off the assembly line on October 5, The second
generation Ford Escape Hybrid received some minor styling tweaks inside and out. The major
cosmetic changes included new bumpers, grille, headlights and taillights to match Ford's new
edge style. But the drivetrain was essentially the same mechanically but has had extensive
software modifications. However, the added weight was blamed for an adverse effect in
handling. The second generation Escape Hybrid was offered in two levels of specification, an
undesignated base model and the more expensive "Limited" trim. The "Limited" adds: a chrome
front grille, heated front seats, a six-way power driver's seat and full leather upholstery, rear
park assist , ambient lighting, and inch six-spoke alloy wheels. New optional extras are active
park assist and a rear-view camera. From , the gas engine was 2. The U. Department of Energy.
By early Ford discontinued the production of the Escape Hybrid due to the introduction of the
third generation Escape. Two of the new model year Escapes have direct-injected and
turbocharged EcoBoost units of 1. A total of , Escape Hybrids were built since , along with 12,
units of its sibling the Mercury Mariner Hybrid , discontinued in This project was a collaboration
aimed to explore the future of plug-in hybrids and evaluate how the vehicles might interact with
the home and the utility's electrical grid. Some of the vehicles were evaluated "in typical
customer settings", according to Ford. This plug-in version of the Escape Hybrid runs on
gasoline or E85 and is also part of the demonstration fleet Ford developed in a partnership with
Southern California Edison and the Electric Power Research Institute. The vehicle has a display
system that shows the driver how efficient the vehicle is at any given time. If the vehicle uses its
engine and is running in traditional hybrid mode, fuel economy is rated at 88 miles per U. This
technology allows the vehicle operator to program when to recharge the vehicle, for how long
and at what utility rate. The battery systems communicate directly with the electrical grid via
smart meters provided by utility companies through wireless networking. The Ford
demonstration vehicles and Hybrids Plus conversions are similar. The conversion involves the
replacement of the original NiMH battery , located on the floor of the trunk, with a larger
capacity Li-ion battery , in the same location and substantially the same volume as the original

battery. The Electrovaya and Hymotion conversions retain the original battery, and augment its
capacity with a Li-ion battery that occupies a significant portion of the trunk. In all cases, the
conversion also involves the addition of a charger and of a power plug. The third generation
was designed and rebadged by Ford of Europe alongside the largely identical European-market
Ford Kuga. Other markets that previously used the "Escape" nameplate have switched to
"Kuga" under the One Ford program, apart from the Middle East where it still bears the
"Escape" nameplate. The fourth generation Ford Escape made its official debut on April 2, , and
went on sale in the third quarter of as a model. It also serves the next generation Ford Kuga for
countries outside North America. In China, the fourth generation Escape has a slightly restyled
front fascia compared to the North American version, and would be sold alongside the previous
generation, which was sold as the Ford Kuga. There are four new engine-transmission
combinations including a plug-in gas-electric hybrid that can go 37 miles on electricity alone
with an efficiency rating of MPGe, [79] as well as a conventional hybrid and two turbocharged
engines mated to an eight-speed automatic transmission. The base engine, a turbocharged 1. It
is paired with an eight-speed automatic transmission with front-wheel drive or optional all-wheel
drive. An available turbocharged 2. The Escape Hybrid, returning after an extended absence,
and all new plug-in hybrid are powered by a 2. The standard hybrid's battery pack is rated at 1.
Combined horsepower for the standard hybrid is horsepower, while the plug-in has combined
horsepower. Every Escape also comes with these safety features: [83]. On October 17, , this
new generation came to the Mexican market. In China, the fourth generation Ford Escape was
sold alongside its predecessor, which was sold as the Kuga in China. The Chinese market
version features a restyled front fascia with a larger grille, and the blue oval logo being
positioned in the center of the grille. From Wikipedia, the free encyclopedia. Sport utility vehicle
manufactured by Ford. Motor vehicle. Main article: Ford Kuga. Ford Escape third generation.
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