2003 hyundai santa fe starter location

The automotive wiring harness in a Hyundai Santa Fe is becoming increasing more complicated
and more difficult to identify due to the installation of more advanced automotive electrical
wiring. One of the most difficult jobs is figuring out where wiring for remote start, remote
starter, remote vehicle starter, remote car starter, remote auto starter, remote automotive
starter, remote auto starter or remote start module should be connected to on your Hyundai
Santa Fe. The Modified Life staff has taken every Hyundai Santa Fe remote start wiring diagram,
Hyundai Santa Fe remote start wireing diagram, Hyundai Santa Fe remote starter wiring
diagram, Hyundai Santa Fe remote starter diagram, Hyundai Santa Fe wiring for remote start,
Hyundai Santa Fe remote start wire diagram, Hyundai Santa Fe remote starter wiring diagram,
Hyundai Santa Fe remote start install diagram and cataloged them online for use by our visitors
for free. Our remote start wiring schematics allow you to enjoy remote car starting for an air
conditioned cabin in the summer and remote vehicle starting for a warm interior in the winter.
Stop spending countless hours trying to figure out which remote start wires go to which
Hyundai Santa Fe electrical module or automotive harness. Use of the Hyundai Santa Fe wiring
diagram is at your own risk. Always verify all wires, wire colors and diagrams before applying
any information found here to your Hyundai Santa Fe. If you would like to help the Modified Life
community by adding any missing Hyundai Santa Fe information or adding a new remote car
starter wiring schematic to our resource, please feel free and post it at the bottom of this page.
The Hyundai Santa Fe remote start wire color and location information above is updated as it is
submitted by the Modified Life community. Your email address will not be published. Skip to
content. Adding More Information If you would like to help the Modified Life community by
adding any missing Hyundai Santa Fe information or adding a new remote car starter wiring
schematic to our resource, please feel free and post it at the bottom of this page. Leave a
Comment Cancel Reply Your email address will not be published. Follow Us. Copyright by
ModifiedLife. The automotive wiring harness in a Hyundai Santa Fe is becoming increasing
more complicated and more difficult to identify due to the installation of more advanced
automotive electrical wiring. One of the most difficult jobs is figuring out where wiring for
remote start, remote starter, remote vehicle starter, remote car starter, remote auto starter,
remote automotive starter, remote auto starter or remote start module should be connected to
on your Hyundai Santa Fe. The Modified Life staff has taken every Hyundai Santa Fe remote
start wiring diagram, Hyundai Santa Fe remote start wireing diagram, Hyundai Santa Fe remote
starter wiring diagram, Hyundai Santa Fe remote starter diagram, Hyundai Santa Fe wiring for
remote start, Hyundai Santa Fe remote start wire diagram, Hyundai Santa Fe remote starter
wiring diagram, Hyundai Santa Fe remote start install diagram and cataloged them online for
use by our visitors for free. Our remote start wiring schematics allow you to enjoy remote car
starting for an air conditioned cabin in the summer and remote vehicle starting for a warm
interior in the winter. Stop spending countless hours trying to figure out which remote start
wires go to which Hyundai Santa Fe electrical module or automotive harness. Use of the
Hyundai Santa Fe wiring diagram is at your own risk. Always verify all wires, wire colors and
diagrams before applying any information found here to your Hyundai Santa Fe. If you would
like to help the Modified Life community by adding any missing Hyundai Santa Fe information
or adding a new remote car starter wiring schematic to our resource, please feel free and post it
at the bottom of this page. The Hyundai Santa Fe remote start wire color and location
information above is updated as it is submitted by the Modified Life community. Your email
address will not be published. Skip to content. Adding More Information If you would like to
help the Modified Life community by adding any missing Hyundai Santa Fe information or
adding a new remote car starter wiring schematic to our resource, please feel free and post it at
the bottom of this page. Leave a Comment Cancel Reply Your email address will not be
published. Follow Us. Copyright by ModifiedLife. Every now and then it will start with a quick
turn of the key, but it almost never does. I will turn the key to the "on" position and my lights,
stereo, etc will turn on, but when I turn the key to the "start" position nothing will happen, no
cranking, no clicking, nothing. I know for a fact that my starter, battery, starter relay, and burglar
alarm relay are all in good working order. I tested the ignition cylinder and it seems to be
throwing current through the "starter wire" every time I turn the key to the "start" position so I
ruled out the ignition cylinder. I tried starting in N and shifting from P-N-P again while holding
the key in the "start" position and it still won't start. So I ruled out my neutral safety switch. If I
bypass my starter relay by jumping pins 1 and 2 with the key in the "on" position the car starts
flawlessly every single time. Where is the G07 physically located in the vehicle? And is there
something I've missed that could cause this issue? I greatly appreciate any and all help with
this issue. Thanks in advance. Rowefast answered 3 years ago. Frogyrox answered 3 years ago.
AtlShay answered 2 years ago. Hi I am going through the EXACT same thing you went through
almost a year ago with your Sante fe not turning cranking it's just quiet besides the beeping of

the door being opened. My lights works fine. If you and hopefully you can, remember what the
problem was pleeeaaasse tell me. Thank YOU so much!!!! Ccosta91 answered 2 years ago.
Yotatiller04 answered 2 years ago. I have a Hyundai Santa Fe I put a new fuel pump in it I try to
turn it over and over and over and then it starts it does not start as soon as I turn the key first
time change the spark plug change the wires can anybody give me any information on what I
should check next thank you. Ward answered about a year ago. What did you ever find out
about the Hyundai Sante Fe? What was the problem with not starting issue? I will turn the key to
the "on I would get dash lights and radio etc. I replaced the starter and the transmission swi I
went to work just fine Dash lights work and vehicle makes clicking sound but won't crank.
Replaced battery--same result. Tested 12V Starter Relay--good. Will start with a jump, but won't
start again after. Tried every I have an Hyundai Santa Fe that I purchased from a buy here pay
here, used car lot, when I test drove it, it ran good, but it made this noise as if it was trying to
get use to running, I guess I have a different car. Content submitted by Users is not endorsed by
CarGurus, does not express the opinions of CarGurus, and should not be considered reviewed,
screened, or approved by CarGurus. Please refer to CarGurus Terms of Use. Content will be
removed if CarGurus becomes aware that it violates our policies. Report Follow. Mark helpful.
Your Answer:. Upload Photo Photo optional. Related Questions. Start a new Hyundai Santa Fe
question. Sell Your Car Yourself With a simple, secure transaction. Get Started. Search Hyundai
Santa Fe Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For
Sale. Used Cars for Sale. A majority of all used US imports have either been in accidents, been
stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject to open recalls.
For 30 years, CARFAX has been collecting data on US vehicles from thousands of sources and
has helped millions of used car shoppers reduce their risk of getting stuck with a vehicle that
has costly hidden problems. For more than 30 years, CARFAX has been helping millions of
used car shoppers make better purchase decisions and avoid expensive hidden problems. In
addition, CARFAX has helped used car dealers around the world to build trust with their
customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I had
the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with us
and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search. Ad vertisements. Here you will
find fuse box diagrams of Hyundai Santa Fe , and , get information about the location of the fuse
panels inside the car, and learn about the assignment of each fuse fuse layout and relay. Cigar
lighter power outlet fuse in the Hyundai Santa Fe is the fuse F1 in the Instrument panel fuse
box. The fuse box is located in the engine compartment left-side. How to check the fuses? How
to replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Hyundai Santa Fe
TM; The location and function of fuses in cars produced at other times may differ. Table of
Contents. Fuse box location. Not all fuse panel descriptions in this manual may be applicable to
your vehicle. It is accurate at the time of printing. When you inspect the fuse box on your
vehicle, refer to the fusebox label. Fuse box diagrams. Learn more: How to check the fuses? We
use cookies to ensure that we give you the best experience on our website. If you continue to
use this site we will assume that you are happy with it. Ok Privacy policy. Quick Links. Table of
Contents. Chapters Table of Contents 9 1. Features of Your Hyundai 13 2. Driving Your Hyundai
3. What to Do in an Emergency 4. Vehicle Maintenance Requirements 6. Do-It-Yourself
Maintenance 8. Automobile Hyundai Accent Owner's Manual pages. However, Hyundai reserves
the right to make changes at any time so that our policy of continual product improvement may
be carried out. This manual applies to all Hyundai models and includes descriptions and
explanations of optional as well as standard equipment. As the owner, it is your responsibility
to see that all maintenance operations specified by the manufacturer are carried out at the
appropriate intervals. Page 5 Your Owner's Manual will introduce you to the features and

operation of your new Hyundai. It is suggested that you read it carefully because the
information it contains can contribute greatly to the satisfaction you receive from your new car.
Page 6 Your Hyundai should not be modified in any way. Such modifications may adversely
affect the performance, safety or durability of your Hyundai and may, in addition, violate
conditions of the limited warranties covering the vehicle. Certain modifications may also be in
violation of regulations established by the U. Department of Transportation and other federal or
state agencies. These titles indicate the following: WARNING: This indicates that a condition
may result in harm, serious injury or death to you or other persons if the warning is not heeded.
Page 8 Hyundai Warranty. How can you tell if you are purchasing Hyundai Genuine Parts? Look
for the Hyundai Genuine Parts Logo on the package see below. Hyundai Genuine Parts exported
to the United States are packaged with labels written only in English. Page 11 1. Multi-Function
Light Switch 2. Instrument Cluster 3. Horn and Driver's Airbag 4. Ignition Switch 5. Front Fog
Light Switch If installed 7. Hazard Warning Light Switch 8. Digital Clock 9. Rear Window
Defroster Switch Audio System If installed Passenger's Airbag Page Features Of Your Hyundai
1. This type of fuel can reduce vehicle performance and damage components of the fuel system.
The light will go off approximately 10 seconds after closing the door or when the ignition switch
is turned on. Page 17 "LOCK" position. When this is done, neither the outside nor the inside
door handle can be used. When the lock mechanism is engaged, the rear door cannot be
opened from the inside. It's use is recom- mended whenever there are small children in the rear
seat. Page 19 : the first is the "Armed" stage, the second is the "Alarm" stage, the third is the
"Disarmed" stage and the fourth is the "Panic" stage. If triggered, the system provides an
audible alarm. If this happens, rearm the system as described above. Separate the case with a
blade screwdriver as shown in the illustration. Remove the old battery from the case and note
the polarity. The main switches are located on the driver's armrest and control the front and rear
windows on both sides of the vehicle. Page 23 To lock the seatback into position, release the
recliner control lever. To raise the headrest, pull it up. To lower it, push it down while pressing
the lock knob. Page 25 Do not sit or lean unnecessarily close to the airbag to get better
protection dur- ing its deployment in case of an acci- dent. Move the rear portion of the control
knob up or down to raise or lower the rear part of the seat cushion. Page Seat Strap BD01O 1.
Remove the headrests. Pull strap to fold up the seat cushion. Page Seat Belt For the safety of all
passengers, luggage or other cargo should not be piled higher than the top of the seatback. You
should be aware of the specific requirements in your state. Page 31 Entire in-use seat belt
assembly or assemblies should be replaced if the vehicle has been involved in an accident. This
should be done even if no damage is visible. Additional ques- tions concerning seat belt
operation should be directed to your Hyundai Dealer. If the height of the adjusting seat belt is
too near your neck, you will not be getting the most effective protection. Page 33 Although a
combination retractor is also installed in the front passenger seat position, Hyundai strongly
recommends that children always be seated in the rear seat. NEVER place any infant restraint
system in the front seat of the vehicle. If the lap belt is located too high on your waist, it may
increase the chance of injury in the event of a collision. Page Child Restraint System Follow all
the instructions provided by the manufac- turer when installing the child restraint system. Never
install a child or infant seat on the front passenger's seat. Page 36 If the seat belt will not
properly fit the child, Hyundai recommends the use of an approved booster seat in the rear seat
in order to raise the child's seating height so that the seat belt will properly fit the child. Do not
Page 39 If the seat belt does not operate as de- scribed, have the system checked imme- diately
by your authorized Hyundai dealer. The purpose of the pre-tensioner is to make sure that the
seat belts fit tightly against the occupant's body in certain frontal collisions. Page Supplemental
Restraint Airbag System Do not attempt to inspect or replace the pre-tensioner seat belts
yourself. This must be done by an authorized Hyundai dealer. Doing so could result in injury,
due to accidental firing of the airbags or by rendering the SRS inoperative. Page 43 "ON" to
determine if a frontal or near-frontal impact is severe enough to require airbag deployment.
Further opening of the covers then allows full inflation of the airbags. Page 46 The SRS is
virtually maintenance free and there are no parts you can safely service by yourself. The entire
SRS system must be inspected by an authorized Hyundai dealer in 10 years after the date that
the vehicle was manufactured. Page 47 Hyundai dealer. Otherwise, it can ad- versely affect SRS
performance and lead to unexpected injury. Coolant Temperature Gauge 2. Tachometer 3. Turn
Signal Indicator Light 4. High Beam Indicator Light 5. Speedometer 6. Fuel Gauge 8. Page 49 If
the light stays on with the engine running, turn the engine off imme- diately. In any instance
where the oil light stays on when the engine is running, the engine should be checked by a
Hyundai dealer before the car is driven again. Page 50 After adding fluid, if no other trouble is
found, the car should be immediately and care- fully driven to a Hyundai dealer for inspection. If
further trouble is experienced, the vehicle should not be driven at all but taken to a dealer by a

professional towing service or some other safe method. Page 51 ABS. If this occurs, have your
vehicle checked by your Hyundai dealer as soon as possible. The normal braking system will
still be operational, but without the assistance of the anti-lock brake system. Page 52 It may also
be heard when the brake pedal is pushed down firmly. Excessive rotor damage will result if the
worn pads are not replaced. See your Hyundai dealer immediately. Page 53 If you suspect
cooling system trouble, have your cooling system checked by a Hyundai dealer as soon as
possible. NOTE: Federal law forbids alteration of the odom- eter of any vehicle with the intent to
change the number of the odometer. The alteration may void your warranty coverage. Page 55
Check for a burned- out fuse or bulb or see your Hyundai dealer. The High Beam Indicator Light
will come on at the same time. For low beams, pull the lever back toward you. Page 57 BB02O-1
If a single wipe is desired in mist, push the windshield wiper and washer control lever upwards. With the OFF 3. INT : To use the intermittent wiper feature, Page 59 11 : Pressing "R"
between 11 : 30 and 12 : 29 changes the readout to 12 : Page 60 Do not hold the cigarette lighter
pressed in. This can damage the heating element and create a fire hazard. If it is necessary to
replace the cigarette lighter, use only a genuine Hyundai replacement or its approved
equivalent. Open the spectacle case. Turn the hexagonal bolts counterclockwise to remove the
overhead console with a socket wrench. Insert the hexagonal head wrench provided with the
vehicle into the socket. This wrench can be found in the vehicle's glove box. Turn the wrench
clockwise to open or coun- terclockwise to close. The remote control outside rearview mirror
switch controls the adjustments for both right and left outside mirrors. The "night" position is
selected by flipping the tab at the bottom of the mirror toward you. In the "night" position, the
glare of headlights of cars behind you is reduced. During nighttime driving, this feature will
automatically detect and reduce dangerous rearview mirror glare. Page 69 "Rolling Code
Programming" section. Repeat step 2 to program the remaining HomeLink buttons. The original
handheld transmit- ters may also be used at any time. Page 71 To close, lower the door, then
press down on it until it locks. To be sure the door is securely fastened, always try to pull it up
again. Do not place objects on the cargo security screen. Crossrails and fixing components to
adapt the roof rack on your vehicle may be obtained from an authorized Hyundai dealer. Page
74 " light will illuminate. Before refueling, always stop the engine and never allow sparks or
open flames near the filler area. If you need to replace the filler cap, use a genuine Hyundai replacement part. Page Hood Release 3. Raise the hood by hand. When closing the hood, slowly
close the hood and make sure it locks into place. The sun visors are fitted on both sides on all
models. To reduce glare or to shut out direct rays of the sun, turn the sun visor down to block
the annoyance. Page 77 The purpose of this light is to assist when you get in or out and also to
warn passing vehicles. Page 79 2. While the con- trol switch is held, the vehicle will gradually
gain speed. Side Ventilator 2. Side Defroster Nozzle 3. Windshield Defroster Nozzle 4. To change
the direction of the air flow, move the knob in the center of the vent up-and-down and
side-to-side. They are: 1. Air intake control switch 2. Air conditioning switch 3. Air flow control
4. Fan speed control 5. Page 83 The "OFF" mode is used to turn the blower fan off. This makes it
possible to have cooler air from the dashboard vents and warmer air from the floor outlets at
the same time. Page 85 If the "Off" mode is selected, the "Fresh" mode will be activated and the
air will blow in through the windshield defroster nozzle while driving. To use this feature: o Set
the air intake control switch to the fresh air position. Page 89 position. Temperature Control
Button 2. Page 91 Never place things on the sensor which is located in the car on the
instrument panel to ensure better control of the heating and cooling system. The higher the fan
speed is, the more air is delivered. Pressing the "OFF" button turns off the fan. Page 93 When
selecting the "Face-Level", the indicator light will come on, causing air to be discharged
through the face level vents. Page 95 During winter months or in periods when the air
conditioning is not used regularly, run the air conditioning once every month for a few minutes.
This will help circulate the lubri- cants and keep your system in peak oper- ating condition. They
are intercepted by the radio antenna on your car. Page 97 If this occurs, select another station
until the condition has passed. SCAN Button 6. BAND Selector 7. Page 99 Release button once
the desired station is reached. Releasing it will automatically tune to the next available station
with a beep sound. SCAN Button 1. Playing CD 3. If disc is not ejected, consult your hyundai
dealer. Make sure the disc is not scratched or damaged. Press the eject button and pull out the
disc. Then insert a normal cd disc. Page 6. Repeat the above steps for each pushbutton. Turn
the knob clockwise or counterclockwise to increase or decrease. Turn the knob clockwise to
move the sound to the front speakers and counterclockwise to move the sound to the rear
speakers. SIDE Button 1. SEEK Button 8. Tapes longer than that are so thin they may not work
well in this player. Page If this other cassette has no improvement in sound quality, clean the
tape player. This type of cleaning cassette will not eject on its own. A non-scrubbing action
cleaner may not clean as thoroughly as the scrubbing type cleaner. Label side up. The player

will pull it in and the disc should begin playing. The display will show the CD symbol. Page So,
before adding sound equipment, check with your dealer and be sure to check federal rules
covering mobile radio and telephone units. You will hear a double beep. Turn the knob to
increase or decrease mid. When you use this control, the radio's tone setting will switch to
custom mode. Page 4. Song List Mode 6. LOAD Button 7. To insert one disc do the following: 1.
Turn the ignition on. Wait for the light, located to the right of the slot, to turn green. Page The
equalization will be automatically set whenever you play a compact disc. This feature is capable
of saving 20 track selections. Page If the surface is heavily soiled, dampen a clean soft cloth in
a solution of mild neutral detergent to wipe it clean. See drawing. Page Driving Your Hyundai 2.
Page Driving Your Hyundai Hyundai dealer. The steering wheel is locked by removing the key.
This shift pattern is im- printed on the shift knob. The transaxle is fully synchronized in all
forward gears so shifting to either a higher or a lower gear is easily accom Then move the lever
into the reverse position. The individual speeds are selected au- tomatically, depending on the
position of the speed selector lever. The selector lever has 2 gates; During "D" range operation,
green lights indicate the gear cur- rently in use. Page "N", "D", "2", "3", L" position to "P"
position. The vehicle must be fully stopped to avoid transaxle damage. Page Brake Traction
Control System Btcs Traction control is only a driving aid; all normal precautions for driving in
inclement weather and on slippery road surfaces should be observed. If the indicator does not
illuminate, have it checked by an authorized dealer. If the indicator remains lit even after the
engine has been started, have your car checked by an authorized Hyundai dealer. Driving the
vehicle in challenging off-road conditions for which it was not designed may result in damage to
the ve- hicle. Driving in conditions that exceed the Page Limited-Slip Differential Instead, slow
down before pulling back into the travel lanes. The features of this Page Driving For Economy If
the braking action does not return to normal, stop as soon as it is safe to do so and call your
Hyundai dealer for assistance. Page Winter Driving see Section 5 for details. For maximum
service, your Hyundai should be kept clean and free of corrosive materials. It is especially
impor- tant that mud, dirt, ice, etc. Page Winter puts additional burdens on the battery system.
Visually inspect the battery and cables as described in Section 6. The level of charge in your
battery can be checked by your Hyundai dealer or a service station. Page Trailer Or Vehicle
Towing Since laws vary from State to State the require- ments for towing trailers, cars, or other
types of vehicles or apparatus may differ. Ask your Hyundai dealer for further details before
towing. Before towing, check hitch and safety chain connections as well as proper operation of
the trailer running lights, brake lights, and turn signals. If the trailer has electric brakes, start
your vehicle and trailer moving, and then apply the trailer brake controller by hand to be sure
the brakes are working. This lets you check your electrical connection at the same time. Page
Avoid adding metalic coating such as Ni, Cd, and so on. These can disturb receiv- ing AM and
FM broadcast signals. Check the fuel line in the engine room. If engine still refuses to start, call
a Hyundai dealer or seek other qualified assistance. Page If The Engine Overheats If you do not
know why your battery became discharged because the lights were left on, etc. Page Spare Tire
Hyundai dealer for assistance. Loosen the mounting bolt with a wheel nut wrench. DB03O 4. Lift
up the hanger and separate it from the holder, then lower the hanger and remove the spare tire.
To reinstall the spare tire 1. Set the spare tire on the center of the hanger, and then raise the
hanger and hook it onto the holder. When preparing to change a flat tire, check to be sure the
gear selector lever is in "P" To loosen the nuts, turn the wrench handle counterclockwise. When
doing this, be sure that the socket is seated completely over the nut so it cannot slip off. For
maximum leverage, position the wrench so the handle is to the left as shown in the drawing.
This is very dangerous as the vehicle could fall and cause serious injury or death. No one
should stay in the car while the jack is being used. If your car has to be towed, it should be done
by your Hyundai dealer or a commercial tow truck service. This will help assure that your car is
not damaged in towing. Also, professionals are generally aware of state and local laws governing towing. If you lock the keys inside your car and you cannot obtain a new key, many Hyundai
dealers can use special tools to open the door for you. Page Corrosion Protection Protecting
Your Hyundai from Corrosion By using the most advanced design and con- struction practices
to combat corrosion, Hyundai produces cars of the highest quality. However, this is only part of
the job. To achieve the long-term corrosion resistance your Hyundai can deliver, the owner's
cooperation and assistance is also required. Page Washing And Waxing Use a good quality
car-washing solution and follow the manufacturer's directions on the package. These are
available at your Hyundai dealer or auto parts outlet. Don't use strong household detergents,
gasoline, strong solvents or abra- sive cleaning powders as these may damage the finish. Page
Cleaning The Interior Maintaining Bumpers Special precautions must be observed to pre- serve
the appearance of the bumpers on your Hyundai. They are: o Be careful not to spill battery
electrolyte or hydraulic brake fluid on the bumpers. If you do, wash it off immediately with clear

water. If you have any questions about the care of your car, consult your Hyundai dealer. Page
5. A list of these items will be found on page Keep receipts for all vehicle emission services to
protect your warranty. Where both mileage and time are shown, the frequency of service is
determined by whichever occurs first. Refer to the chart below for the appropriate maintenance
intervals. Replace any damaged or leaking parts immediately. Inspect the power steering belt
for evidence of cuts, cracks, ex- cessive wear, oiliness and proper tension. Page Do-It-Yourself
Maintenance 6. Coolant reservoir cap 2. Air cleaner 4. Fuse and Relay box 5. Windshield washer
fluid reservoir 6. Power steering fluid reservoir 7. Engine oil level dipstick 8. Brake fluid
reservoir 3. Engine oil filler cap 8. Page General Checks Seat belt condition and operation o
Sunvisor operation If you notice anything that does not operate correctly or appears to be
functioning incor- rectly, inspect it carefully and seek assistance from your Hyundai dealer if
service is needed. It is suggested that you check the oil level at least once a week in normal use
and more often if you are on a trip or driving in severe conditions. To add oil: 1. Remove the oil
filler cap by turning it counter- clockwise. Add oil, then check the level again. Do not overfill.
When the oil has stopped draining, replace the drain plug using a new washer and retighten by
turning it clockwise. Oil pan drain plug tightening torque: 3. Remove the oil filter by turning it
counter- clockwise with a oil filter wrench of the proper size. Page "L" and "F". If the level is
low, inspect for coolant leaks and recheck the fluid level frequently. If the level drops again, visit
your Hyundai dealer for an inspection and diagnosis of the reason. Page Spark Plugs When
spark plugs are replaced, always use spark plugs recommended by Hyundai. The use of other
spark plugs can result in loss of perfor- mance, radio interference or engine damage. Always
change one spark plug at a time. This helps avoid getting the wires mixed up. Remove the
center cover 2. Page Changing The Air Cleaner Filter If the wipers continue to streak or smear
the glass, replace them with genuine Hyundai re- placement parts or their equivalent. NOTE: o
Do not operate the wipers on dry glass. Manual Transaxle Oil Capacity The oil capacity of the
manual transaxle is 2. This means that the engine, radiator, exhaust system etc. Page Checking
The Brakes Because brakes are essential to the safe operation of the car, it is suggested that
they be checked and inspected by your Hyundai dealer. The brakes should be checked and
inspected for wear at those intervals specified in the vehicle mainte- nance schedule in Section
5. Fill as required. Fluid loss indicates a leak in the clutch system which should be inspected
and repaired imme- diately. Consult your Hyundai dealer. Page Air Conditioning Care 2. If the air
coming out of the in-dash vents is not cold, have the air conditioning system inspected by your
Hyundai dealer. Page Use very light finger pressure and be sensitive to changes in resistance
that mark the limits of the free-play. If the free-play is greater than specified, have it inspected
by your Hyundai dealer and adjusted or repaired if necessary. Page Checking Drive Belts This is
the brake pedal free-play. The free-play should be within the limits speci- fied in the illustration
above. If it is not, have it inspected by your Hyundai dealer and adjusted or repaired if
necessary. Page Checking And Replacing Fuses If this ever happens, have a Hyundai dealer
determine the cause, repair the system and replace the fusible link. The fusible links are located
in a relay box for easy inspection. Page Checking The Battery The fuse should be a snug fit. If it
is not, have the fuse clip repaired or replaced by a Hyundai dealer. If you do not have a spare
fuse, you may be Any evidence of corro- sion around the battery posts or terminals should be
removed using a solution of house- hold baking soda and warm water. This is the same manual
used by dealership technicians and while it is highly technical it can be useful in obtaining a
better understanding of your car and how it works. Page HSM 5. Disconnect the power cord
from the bulb base in the back of the headlight. GA01O 6. Turn the plastic cover
counterclockwise and remove it. HSM 7. HSM 8. To replace the front turn signal light bulb, take
it out from the bulb holder and install the new bulb. Page HSM 3. Remove the cover with a
phillips screw- driver. HSM 2. Disconnect the power code. HSM 3. Replace with a new bulb.
Remove the cover with a flat-head screw- driver. Open the glove box. GE02L 3. Disconnect the
power cord. HTB 4. Page Emission Control Systems 7. Page In order to assure the proper
function of the emission control systems, it is recommended that you have your car inspected
and main- tained by an authorized Hyundai dealer in ac- cordance with the maintenance
schedule in this manual. Caution for Inspection and Maintenance These materials might contact
the hot catalytic converter and a fire might result. Page Tire Chains Page Snow Tires These
pressures were chosen to provide the most satisfactory combination of ride comfort, tire wear
and stability under normal conditions. Tire pressures should be checked at least monthly.
Proper tire inflation pressures should be maintained for these reasons: o
Lower-than-recommended tire pressures cause uneven tread wear and poor handling. Page Tire
Rotation Tires should be rotated every 7, miles 12, km. If you notice that tires are wearing
unevenly between rotations, have the car checked by a Hyundai dealer so the cause may be
corrected. After rotating, adjust the tire pressures and be sure to check wheel nut torque. Page

Spare Tire And Tools Wheels that do not meet Hyundai's di- mensional specifications may fit
poorly and result in damage to the vehicle, including broken wheel studs. Page Consumer
Information U. Department of Transportation. Your Hyundai dealer will help answer any
questions you may have as you read this information. Page Vehicle Specifications 9. QTS lmp.
Page Index Page Lane change signal Page Shop Manual Then check the level of fluid on the
dipstick. This manual is also suitable for: Santa fe Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. For more information go to For the extremes of off-road racing and other
extreme conditions, MSD filled these metal canisters with epoxy resin to protect the primary and
secondary coils from impacts and vibration. They feature low resistan Since , Standard Motor P
We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or
Create Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Refine by:.
Ignition Coil part. Recommended Use. See All. Product Fit. Returns Policy. Quantity Sold.
Showing 1 - 15 of 34 results. Display item:. Sort by:. Guaranteed to Fit. Core Charge. Add to cart.
Part Number: RH Part Number: WKP Product Details Notes : Blade terminal type ignition coil
Quantity Sold : Sold individually Warranty : 3-year or 36,mile Standard limited warranty. Page 1
of 3 Showing 1 - 15 of 34 results. Featured Brands. Reviews Questions, Answers. DriveWire
Ignition Coil - 6 Cylinder, 3. Established in , Walker is renowned in the automotive aftermarket
for manufac Delphi In-cap Ignition Coil For more than years in the automotive industry, Delphi
provides efficient and effective solutions fo
2004 ford freestar 39 firing order
2006 ford mustang fuse box legend
cessna 172 parts diagram
r ignition systems with low cost. Their ignition products stand out in performance, quality, and
longevity as they offer an improved and innovative te Sep 28, Great parts and the correct items!!
Daniel Atkins. Purchased on Sep 03, Aug 13, Perfect fit. Received, changed out the old ignition
coils with these perfect fit replacement. Fired car up no problems as of yet. Curtis Godwin.
Purchased on Aug 13, Jul 27, Richard Melvin. Purchased on Apr 20, Helpful Automotive
Resources. The computer monitors the circuit between it and every ignition coil for faults. It will
file a trouble code depending on the cylinder that experienced a. What Is A Coil Pack? For the
primary resistance, the ohmmeter should be set to the How to Test a Coil Pack or Ignition Coil
The problem is, there are many issues besides a bad coil that can cause a misfire. Contact Us.
Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy Policy.
California Supply Chain Disclosure. Accessibility Statement.

