2003 mazda protege stereo wiring diagram

Automotive wiring in a Mazda Protege vehicles are becoming increasing more difficult to
identify due to the installation of more advanced factory oem electronics. One of the most time
consuming tasks with installing an after market car stereo, car radio, satellite radio, xm radio,
car speakers, tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp,
car amplifier, mp3 player, ipod or any car audio electronics is identifying the correct color car
audio wires for your Mazda Protege headlight bulb size you need for your low beam or high
beam and save time. Also, find your other car light bulb sizes including your fog light, reverse
light, turn signal, brake light and more. The Modified Life staff has taken all its Mazda Protege
car radio wiring diagrams, Mazda Protege car audio wiring diagrams, Mazda Protege car stereo
wiring diagrams, Mazda Protege car radio wiring schematics, Mazda Protege car wiring
diagrams and cataloged them online for use by our visitors for free. Our automotive wiring
diagrams allow you to enjoy your new mobile electronics rather than spend countless hours
trying to figure out which wires goes to which Mazda Protege part or component. Use of the
Mazda Protege wiring information is at your own risk. Always verify all wires, wire colors and
diagrams before applying any information found here to your Mazda Protege. If you would like
to help the Modified Life community by adding any missing information or adding a new car
audio wire diagram to our resource, please feel free to post it at the bottom of this page.
Everything on the installation diagram was great. Your email address will not be published. Skip
to content. Adding More Information If you would like to help the Modified Life community by
adding any missing information or adding a new car audio wire diagram to our resource, please
feel free to post it at the bottom of this page. Leave a Comment Cancel Reply Your email
address will not be published. Follow Us. Copyright by ModifiedLife. Wiring Diagram Sample.
Avoid shortages and malfunctions when cabling your car's electronic devices. Effectively read a
cabling diagram, one provides to find out how the particular components within the method
operate. For instance , when a module is powered up and it sends out a signal of half the
voltage and the technician will not know this, he'd think he provides a problem, as this
individual would expect a new 12V signal. Next diagrams is pretty simple, but using it in the
scope of how the machine operates is a different matter. Our best advice is not really only look
from the diagram, yet understand how the components operate when in use. Read cabling
diagrams from negative to positive and redraw the signal like a straight range. Sometimes, even
when you shut off power, some wiring might be connected to another circuit and hence may
nevertheless pose a risk of electric surprise. The best method to easily instal cables is to
straighten them out first. Amperage Rating or even Amp needs to be able to be checked for
those electrical wiring and devices. Before putting in or changing wiring, one must have got the
appropriate amp ranking for all those circuits. Regarding example, a amp circuit must have a
right-gauge wiring to prevent fire threat. Grounding provides a new safe path with regard to
extra electric energy in order to pass in situation of a problem or any other issue. An individual
need to ensure enclosing all electrical wiring connections in appropriate electrical boxes or
even clamps. Enclosures protect the connection because well as the people from unintentional
contacts with individuals connections. There are usually various different types of wires
accessible in the marketplace â€” Heat-proof, Fire Resistant, Industrial Grade etc. Be sure to
choose the right line to your need. The particular above tips as well as check not merely assist
in safe electric wiring changes as well as replacements but furthermore pave a approach for
safer homes. Save my name, email, and website in this browser for the next time I comment.
Electric Motor Switch Radio Latest. Facebook Tweet Pin. Close Menu. Car Security. Ohm's Law
Calculators. Relay Diagrams. Subwoofer Wiring. Vehicle Wiring. Recent Topics. Site Search.
Site Menu. Advanced Search. If so could someone please hook me up. Back to Top. Sorry, you
can NOT post a reply. This topic is closed. Printable version. Search the12volt. Follow the12volt.
Any user assumes the entire risk as to the accuracy and use of this information. Please verify
all wire colors and diagrams before applying any information. Radio 12v. This wiring
information is being provided free of charge on an "as is" basis, without any representation or
warranty. It is your responsibility to verify any circuit before interfacing with it using a digital
multimeter. Directed electronics, Inc. Proper installation in every case is and remains the
responsibility of the installer. DEI assumes no liability or responsibility resulting from improper
installation, even in reliance upon this information. You cannot post new topics in this forum
You cannot reply to topics in this forum You cannot delete your posts in this forum You cannot
edit your posts in this forum You cannot create polls in this forum You cannot vote in polls in
this forum. It shows the components of the circuit as simplified shapes, and the power and
signal friends amongst the devices. A wiring diagram usually gives recommendation roughly
the relative outlook and deal of devices and terminals upon the devices, to back in building or
servicing the device. A pictorial diagram would sham more detail of the living thing appearance,
whereas a wiring diagram uses a more symbolic notation to emphasize interconnections greater

than creature appearance. A wiring diagram is often used to troubleshoot problems and to
create clear that every the contacts have been made and that everything is present.
Architectural wiring diagrams play the approximate locations and interconnections of
receptacles, lighting, and remaining electrical services in a building. Interconnecting wire routes
may be shown approximately, where particular receptacles or fixtures must be on a common
circuit. Wiring diagrams use within acceptable limits symbols for wiring devices, usually every
other from those used upon schematic diagrams. The electrical symbols not only operate where
something is to be installed, but plus what type of device is brute installed. For example, a
surface ceiling lively is shown by one symbol, a recessed ceiling roomy has a swing symbol,
and a surface fluorescent spacious has option symbol. Each type of switch has a alternative
symbol and suitably do the various outlets. There are symbols that affect the location of smoke
detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required by the
electrical inspection authority to take on membership of the address to the public electrical
supply system. Wiring diagrams will also include panel schedules for circuit breaker
panelboards, and riser diagrams for special facilities such as flare alarm or closed circuit
television or other special services. Necessary cookies are absolutely essential for the website
to function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. This website uses cookies to improve your experience. We'll
assume you're ok with this, but you can opt-out if you wish. Accept Reject Read More. Close
Privacy Overview This website uses cookies to improve your experience while you navigate
through the website. Out of these, the cookies that are categorized as necessary are stored on
your browser as they are essential for the working of basic functionalities of the website. We
also use third-party cookies that help us analyze and understand how you use this website.
These cookies will be stored in your browser only with your consent. You also have the option
to opt-out of these cookies. But opting out of some of these cookies may affect your browsing
experience. Necessary Necessary. Non-necessary Non-necessary. Mazda - Protege - Workshop
Manual - - We'll send you a quick email a new Mazda Protege document is added. Spam free:
Maximum of 1 email per month. Donations are totally optional, if you can't afford a few dollars
right now please don't feel pressured, but if you can Pretty please could you help? Show full
PDF. Get your hands on the complete Mazda factory workshop software. Check out our popular
Mazda Protege Manuals below:. Summary of Content. Always carry out a total inspection of the
Input systems, output systems, and PCM to determine the cause of trouble. Otherwise, a wrong
diagnosis will be made. Disconnect the negative battery cable. Disconnect the PCM connector.
Tighten the connector bolt. Tightening torque 7. Connect the negative battery cable. Measure
the voltage at each terminal. Clutch switch MTX 3. Brake switch 4. Cruise control module 5.
Cruise actuator 6. Actuator cable 7. Cruise control switch 8. Drain the engine coolant. Remove
the ECT sensor. Place the ECT sensor in water with a thermometer, and heat the water
gradually. Specification 4. Close the door glass completely. Remove the passenger-side front
door trim. Remove the door screen. Release the outer handle and the door key cylinder
installation rods. Disconnect the door key cylinder switch connector. Remove the door key
cylinder switch. Install in the reverse order of removal. Remove the IAT sensor. Specification 2.
Tighten the connector attaching screw. Remove the center panel. Grasp the tabs of the hazard
warning switch and pull it forward to remove it. Remove the relay. Inspect for continuity
between the relay terminals using an ohmmeter. Be sure there is no foreign material on the CMP
sensor when replacing. Disconnect the CMP sensor connector. Remove the CMP sensor
installation bolt. Remove the spacer. Remove the CMP sensor. Make sure that the CMP sensor
is free of any metallic shavings or particles. Remove the bracket and pull it toward you. Remove
the rear package trim. Disconnect the keyless control module connector. Remove the nut and
bolt to remove the keyless control module and the bracket as a module. Remove the screw.
Push the stopper using a small driver, and remove the bracket. Remove the PCM. Doing so will
damage the fuel tank pressure sensor. Turn the ignition switch on. Apply pressure then a
vacuum to the fuel tank pressure sensor according to the following procedure. NOTE: The
output voltage varies with the measuring condition. If not as specified, replace the fuel tank
pressure sensor. Measure the voltage at the intermittent rear wiper relay terminals as indicated.
Disconnect the intermittent rear wiper relay connector before inspecting for continuity at the
terminal H. Remove the lower panel. Resistance Inspection 1. Turn the ignition switch to LOCK.
Disconnect the knock sensor connector. Measure the resistance between the knock sensor
terminals A and B. Tighten the connector attaching bolt. Inspect the following wiring harness

for open or short Continuity check. Open circuit If there is no continuity, the circuit is open.
Repair or replace the harness. PCM 2. Intake air temperature IAT sensor 3. Mass air flow MAF
sensor 4. Throttle position TP sensor 5. Engine coolant temperature ECT sensor 6. Crankshaft
position CKP sensor 7. Camshaft position CMP sensor 9. Heated oxygen sensor front Heated
oxygen sensor rear EGR boost sensor Clutch switch Neutral switch Power steering pressure
PSP switch Measure the voltage at the cruise control module terminals as indicated. Disconnect
the cruise control module connector before inspecting for continuity at terminal P. If there is an
open or short circuit, repair or replace wiring harnesses. Reconnect the fuel tank pressure
sensor connector. Inspect for an open or short circuit in the following wiring harnesses by
probing the applicable sensor and SST Pin Breakout Box terminals with ohmmeter leads. Install
the clutch switch. Page 4. Verify that the pattern on the screen is as shown in the figure. Verify
that the pattern on the screen matches the pattern shown in the figure as the panel light control
switch is gradually turned to the darkest position. Remaining flammable substance could catch
fire. Allow lubricant to reach sensor threads for a minimum of 1 - 2 minutes. Turn 30 degrees
counter-clockwise with SST 49 L Remove SST and spray lubricant again in the same place. Use
SST to loosen sensor. NOTE: If sensor begins to bind, it may be necessary to work the sensor
in a tightening and loosening motion to slowly work the sensor out. Wipe off all excess
lubricant. Remove the spot light from the headliner. Remove the light switch. Inspect for
continuity between the light switch terminals using an ohmmeter. Turn switch 1. Please update
your records accordingly. Replacement will ensure the system is completely operational. Refer
to the lists below to determine which system is installed in the vehicle. Always replace any
damaged wiring. NOTE: Some models i. Mazda6 are now equipped with pre-tensioners built into
the seat belt assembly. When a vehicle is involved in a frontal or frontal off-set collision, the
pre-tensioners receives an operational signal from the SAS control module, retracting and
tightening the seat belt webbing instantly on the driver and front passenger restraints. Remove
in the order indicated below. Screw 2. Connector 3. Door switch 3. Rear 1. Remove the wheel
and tire, and inspect the sensor for looseness and damage. Replace the sensor if necessary.
Clearance Inspection 1. Inspect the clearance between the wheel-speed sensor and the sensor
rotor. Clearance 0. Disconnect the ABS wheel-speed sensor connector. Inspect the resistance at
the ABS wheel-speed sensor. Resistance 1. On level ground, jack up the vehicle and support it
evenly on safety stands. Inspect each sensor by rotating each wheel one revolution per second.
Voltage 0. Disconnect the ABS wheel speed sensor connector. Using an oscilloscope, inspect
voltage pattern for distortion and noise by rotating each wheel. Page 43 Slide the sunshade
forward, and install it to the sunroof frame. Install the sunshade stopper. Install the screws, and
then install the drip rail. Remove the driver-side door lock actuator. Verify that the oil pressure
warning light illuminates when the ignition switch is turned to ON position. Verify that the oil
pressure warning light goes off when the engine is started. Always perform an inspection of the
door lock control module before removal. Remove the bracket. Disconnect the door lock control
module connector. Remove the door lock control module by prying the lock section of the
upper part with a flathead screwdriver. Remove in the order indicated in the table. Page 2.
Eight-terminal 1. Remove the driver-side air bag module. Remove the steering wheel. Remove
the column cover. Remove the clock spring. Connector 2. Screw 3. Combination switch 7.
Disassemble in the order indicated below. Wiper lever 3. Light lever 4. Body 2. Assemble in the
reverse order of disassembly. Reconnect the HO2S connector. Turn the ignition switch to LOCK
position. Disconnect the negative battery cable and wait for more than 1 minute. Remove the
side walls. Bolt 3. SAS control module 5. Turn the ignition switch to ON position. Verify that the
air bag system warning light illuminates for approximately 6 seconds and then goes off. Inspect
the system using the on-board diagnostic function. Perform the air bag module deployment
authorization procedure. Remove the SAS control module. Nut 2. SAS control module bracket 3.
Driver-side air bag module 2. Passenger-side air bag module 3. Clock spring 4. Driver-side side
air bag module 5. Passenger-side side air bag module 6. SAS control module 7. Driver-side side
air bag sensor 8. Passenger-side side air bag sensor 9. Driver-side pre-tensioner seat belt
Disconnect the cruise control switch connector. Measure the resistance and inspect for
continuity between the cruise control switch terminals using an ohmmeter. Raise the door glass
completely. Inspect for continuity between the door key cylinder switch terminals using an
ohmmeter. If not as specified, replace the door key cylinder switch. Specification: 0. Reconnect
the CMP sensor connector. Remove the driver-side door trim. Turn the door screen over.
Disconnect the door lock-link switch connector. Inspect for continuity between the door
lock-link switch terminals using an ohmmeter. Type B 1. Be sure there is no foreign material on
the CKP sensor when replacing. Disconnect the CKP sensor connector. Remove the
undercover. Remove the CKP sensor installation bolt. Reconnect the CKP sensor connector.
Doing so will break the harness. Insert a tape-wrapped flathead screwdriver between the front

door trim and the door lock switch and push the clip to remove the door lock switch.
Disconnect the door lock switch connector. Remove the climate control unit. Connect the
climate control unit connector. Measure the voltage at each climate control unit terminal and
refer to the terminal voltage list. If there is any malfunction, replace the climate control unit.
Remove the door lock switch. Inspect for continuity between the door lock switch terminals
using an ohmmeter. Back-up light switch 3. Disconnect the back-up light switch connector.
Inspect for continuity between the back-up light switch terminals using an ohmmeter. Pressure
regulator 2. Quick release connector 3. PRC solenoid valve 4. Pulsation damper 5. Fuel injector
6. Remove the shift-lock unit. Connect the shift-lock unit connector. Measure the voltage at each
shift lock unit terminal and refer to the terminal voltage table. If there is any malfunction, replace
the shift-lock unit. Remove the sunshade stopper. Slide the sunshade backward, and remove it
from the sunroof frame. Remove the screws, and then remove the rear drip. Slide the drip shoe
backward, and remove it from the sunroof frame. Remove the sunroof motor. Remove the
stopper screw. Slide the guide backward, and remove it from the sunroof frame. Remove the
deflector. Install the deflector. If the threads cannot be adequately cleaned to correctly install
the sensor, then converter or exhaust pipe can be replaced. However, these parts are subject to
collection to confirm the replacement was necessary. Install 02 sensor and tighten to:
Tightening Torque: 29 - 49 Nm 22 - 36 ft. Pull out the keyless control module with the connector
connected. Visually inspect for damage, cracks, terminal bends and terminal rust on the MAF
sensor. Reconnect the MAF sensor connector. Verify that the clutch switch is installed properly.
Remove the clutch switch. Specifications 4. Inspect the continuity between the clutch switch
terminals using an ohmmeter. Disconnect the trunk compartment light switch connector.
Inspect for continuity between the trunk compartment light switch terminal an a body ground
using an ohmmeter. Screw 4SD 2. Horn button contact 4SD 3. Screw 4. Cruise control switch 5.
Install a new SAS control module. Verify that the air bag system warning light illuminates for
approximately 6 seconds, goes off, and then flashes continuously. Wait for approximately 1
second or more and then turn the ignition switch back to ON position. Install a new side air bag
sensor. For 4SD, remove the rear seat back. For 5HB, remove the trunk side trim. Warm up the
engine and run it at idle. Run the engine at 3, rpm until the voltmeter indicates approx.
Specification 5. Verify that the voltmeter needle moves when the engine speed increases and
decreases suddenly several times. Remove the front fog light switch. Inspect for continuity
between the front fog light switch terminals using an ohmmeter. Disconnect the sensor
connector. Connect an ohmmeter to the connector. Starting with the fluid level above MIN,
verify that there is no continuity. Remove the brake fluid and verify that there is continuity when
the level is below MIN. Remove the door switch. Inspect for continuity between the door switch
terminal and a body ground using an ohmmeter. If there are any concerns with the keyless entry
system, then first determine which of the parts is inoperative, and replace only the failed part.
Remove the left side trunk side trim. Intermittent rear wiper relay 4. Type C 1. Type D 1.
Five-terminal Type A 1. Tightening torque 16 - 23 N. Install the ECT sensor. The updates will be
reflected on future SRT Manual. NOTE: Warranty claims submitted for a Fuel Pump Assembly
will be denied or subject to debit when an individual replacement part could have been used to
repair the vehicle i. Remove the liftgate trim. Disconnect the cargo compartment light switch
connector. Inspect for continuity between the cargo compartment light switch terminals using
an ohmmeter. Remove the passenger-side front side trim. Disconnect the key reminder switch
connector. Inspect for continuity between the key reminder switch terminals using an
ohmmeter. Remove the headliner. Remove the glass panel. Disconnect the front and rear drain
hoses from the sunroof frame. Remove the roof harness from the sunroof frame. Remove the
bolts and nuts, and then remove the sunroof unit. Adjust the glass panel. Remove the screws,
and then remove the drip rail. Remove the cruise control module without disconnecting the
connector. Before disconnecting the SAS control module connector or removing the SAS
control module, turn the ignition switch to LOCK position, then disconnect the negative battery
cable and wait for more than 1 minute to allow the backup power supply of the SAS control
module to deplete its stored power. The crash sensor inside the control module may send an
electrical signal to the air bag modules. This will deploy the air bag modules, which may result
in serious injury. Therefore, before connecting the connector, firmly mount the control module
to the vehicle. The used SAS control module may have been damaged internally which may
cause improper operation, resulting in major injuries or even death. The used single point SAS
control module cannot be bench-checked or self-checked. Disconnect the brake switch
connector. Inspect for continuity between the terminals of the brake switch connector using the
ohmmeter. Remove the key reminder switch. Always perform an inspection of the DRL control
module before removal. Remove the negative battery cable. Disconnect the DRL control module
connector. Remove the DRL control module by prying the lock section of the side part with a

flathead screwdriver. Install the manifold gauge set. Disconnect the refrigerant pressure switch
connector. Verify the high-pressure side reading of the manifold gauge and continuity between
the terminals of the refrigerant pressure switch. Specification Front: Approx. Turn off the engine
and wait until it is cool before removing the ECT sensor. Disconnect the ECT sensor connector.
Replace the gasket. Refill the engine coolant. Measure the voltage at the door lock control
module terminals as indicated. Disconnect the door lock control module connector before
inspecting for continuity at terminals F, H, M and N. Remove the front passenger side scuff
plate. Remove the front passenger side trim. Partially peel off the floor covering from the front
of the passengers side. Be careful not to cut yourself when handling the PCM plate. Inspect for
continuity between the fan switch terminals using an ohmmeter. Remove the glove
compartment. Remove the left side side panel from the dashboard. Compress the tabs of the
front fog light switch and pull the switch out of the dashboard. Disconnect the connector to
remove the front fog light switch. Measure the voltage at the keyless control module terminals
other than terminal L as indicated. Disconnect the keyless control module connector and
inspect for continuity between terminal L and bracket. Inspect for continuity at terminal L as
indicated below. If the parts and wiring harnesses are okay but the system still does not work
properly, perform the troubleshooting. If seizure occurs, remove the converter or exhaust pipe
from the vehicle and re-attempt removal with the assembly placed in a vise. If reusing oxygen
sensor, mask it with masking tape to prevent lubrication soaking. Slide the guide forward, and
install it to the sunroof frame. Install the stopper screw. Move the guide by hand until it is tilted
up position. Move the link built into the guide by hand until it is aligned with mark A and mark B.
Install the sunroof motor. Slide the drip shoe forward, and install it to the sunroof frame. Use
IPA Isopropyl alcohol to remove any excess repair sealant. Install the screws, and then install
the rear drip. Page 22 Pinouts Part 2 2. Remove the hazard warning switch. Inspect for
continuity between the hazard warning switch terminals using an ohmmeter. Cruise control
module 4. Install the IAT sensor. Remove the power outside mirror switch. Inspect for continuity
between the power outside mirror switch terminals using an ohmmeter. Page 82 Pinouts Part 2
2. Measure the voltage at the DRL control module terminals as indicated. Disconnect the DRL
control module connector before inspecting for continuity at terminal 1 E. Remove the sunroof
switch. Inspect for continuity between the sunroof switch terminals using an ohmmeter. Verify
that the CKP sensor is installed properly. Measure the air gap between the crankshaft pulley
teeth and the CKP sensor using a feeler gauge. See Crankshaft Pulley Removal Note.
Specification: Approx. Remove the driver-side front door trim. Push the clip from the reverse
side of the trim to remove the switch panel. Disconnect the connector. Remove the screws, and
then remove the power outside mirror switch. Remove the knock sensor. Tightening torque
Remove the refrigerant pressure switch. Refrigerant Pressure Switch Installation Note 1. Apply
compressor oil to the O-ring and connect the joint. If there are any concerns with the fuel pump
system, then first determine which of the parts is inoperative, and replace only the failed part.
The fuel sender unit, fuel pump, or fuel pump filter may be individually replaced rather than the
entire Fuel Pump Assembly. Verify customer concern. If a Fuel Pump component requires
replacement, replace only the individual failed part rather than the entire assembly. Only replace
the entire Fuel Pump Assembly when the entire system is cause of concern. Verify repair.
Remove the panel light control switch. Connect the connector to the panel light control switch.
Measure the voltage at the panel light control switch as indicated. Disconnect the panel light
control switch connector before inspecting for continuity at terminal D. Terminal C inspection 1.
Measure the wave pattern of the C terminal on the panel light control switch using an
oscilloscope. Set the headlight switch to either the TNS or headlight position. Set the panel light
control switch to the brightest position. Remove the driver-side side panel. Connector 4. Insert
your hand into the hole in the driver-side side panel, grasp the tabs of the panel light control
switch and pull it forward to remove. Get notified when we add a new Mazda Protege Manual
Notify me. Get notified when we add a new MazdaProtege Manual. Notify me. We cover 60
Mazda vehicles, were you looking for one of these? Thanks for visiting my little site! Can you
help keep us online? Or add your coupon if you have it? Thank you for visiting OnlyManuals.
Quick Links. See also: Quick Tips. Table of Contents. Mazda millenia automobile quickstart
guide 10 pages. Automobile Mazda Quick Tips Mazda quick start guide 10 pages. Mazda b truck
automobile owner's manual pages. Mazda mazda3 4-door automobile owner's manual pages.
Mazda mazda6 sports sedan automobile owner's manual pages. We assure you that all of us at
Mazda have an ongoing interest in your motoring pleasure and in your full satisfaction with your
Mazda product. By reading your manual, you can find out about the features, important safety
information, and driving under various road conditions. Essential Safety Equipment Use of
safety equipment, including seats, seat belt system, SRS air bags and child-restraint systems.
Dashboard Overview In a sudden stop or collision, the seat or seatback could move, causing

injury. During sudden braking or a collision, you can slide under the lap belt and suffer serious
internal injuries. During sudden braking or a collision, objects can become projectiles that may
hit and injure passengers. Unfasten the lap portion of the rear- center seat belt page Remove
the head restraints page Stop-catch release 3. Pull the strap and lift the end of each seat bottom
up and forward. You could injure your fingers. When replacing the seat bottom, be careful not to
catch your fingers between the seat bottom and floor. Sudden braking or a collision could
cause serious injury. Do not sit or lie in the area where a rear seat bottom has been removed
while the vehicle is moving. To lower the head restraint, press the stop- catch release, then
push the head restraint down. Page Seat Belt Systems Using a damaged seat belt is dangerous.
An accident could damage the belt webbing of the seat belt in use. A damaged seat belt cannot
provide adequate protection in a collision. Have an Authorized Mazda Dealer inspect all seat
belt systems in use during an accident before they are used again. In the emergency locking
mode, the belt remains comfortable on the occupant and the retractor will lock in position
during a collision. M Fastening the Seat Belts 1. NOTE If a belt does not fully retract, inspect it
for kinks and twists. Form No. Always have an Authorized Mazda Dealer inspect and replace the
seat belt pretensioners after a collision. Modification or Testing of the If any of these occur,
consult an Authorized Mazda Dealer as soon as possible. The system may not work in an
accident. In a collision, this would concentrate the impact force directly on the abdominal area,
causing serious injury. Page Seat Belt Extender When ordering an extender, only order one that
provides the necessary additional length to fasten the seat belt properly. Please contact your
Authorized Mazda Dealer for more information. If the system does not operate correctly, consult
an Authorized Mazda Dealer. You are required by law to use a child-restraint system for children
in the U. Page 35 To avoid burning yourself or a child, check them before you or your child
touches them. Page Installing Child-Restraint Systems Some child-restraint systems now come
with tethers and therefore must be installed on the seats that take tethers to be effective. In your
Mazda, tethered child-restraint systems can only be accommodated in the three positions on
the rear seat. Push the child-restraint system firmly into the vehicle seat. Be sure the belt
retracts as snugly as possible. Clicking from the retractor will be heard during retraction if the
system is in the automatic locking mode. If the vehicle is equipped with side air bags, the
impact of an inflating side air bag could cause serious injury or death to the person. You should
not be able to pull the shoulder belt out of the retractor while the system is in the automatic
locking mode. Both anchors must be used, otherwise the seat will bounce around and put the
child in danger. Expand the area between the seat bottom and the seatback slightly to verify the
locations of the LATCH lower anchors. This could weaken or damage the tether or tether anchor
and result in injury. Use the tether and tether anchor only for a child- restraint system. A side air
bag inflates with great force and speed directly out of the outboard shoulder of the front seat
and expands along the front door on the side the car is hit. Page Air Bag System Description
Gases are produced to inflate the air bags and after the inflation, the air bags quickly deflate.
The air bags will function only once. After that, the air bags will not work again and must be
replaced. Only an Authorized Mazda Dealer can replace the systems. Limitations to side air bag
activation Depending on the severity of impact, a side air bag may not inflate in the following
cases: Frontal offset impact may not provide Page 57 If there was a subsequent collision, a
damaged sensor would not inflate the air bags. Always have an Authorized Mazda Dealer
inspect the air bag systems after a collision. Removing Interior Parts: Removing any
components such as Doors and Locks Page Knowing Your Mazda Also write down the code
number and keep it in another safe and handy place, but not in the vehicle. If your key is lost,
consult your Authorized Mazda Dealer with the code number ready. Page 60 To install a new
battery, refer to Maintenance page Up to 3 transmitters can be used with the keyless entry
system per vehicle. Bring all transmitters to To unlock all the doors and the liftgate, Page 62 The
electronic code could be altered and cause the keyless entry system to malfunction. If the
keyless entry system fails to operate, contact an Authorized Mazda Dealer. Align the front and
back covers and snap the transmitter shut. If your transmitter is lost or stolen, bring all
remaining transmitters to an Authorized Mazda Dealer as soon as possible for a replacement
and to make the lost or stolen transmitter inoperative. Page 64 To lock any door with the
door-lock button from the outside, push down its door-lock button and close the door. NOTE
When locking the doors this way, be careful not to leave the key inside the vehicle. During
sudden braking or Page Trunk Lid Sedan Opening the trunk lid with the key Insert the key into
the slot and turn it clockwise. Open Form No. Trunk lock lever Page 70 Form No. Not securing
the handle this way could allow it to snag luggage in the trunk and open the trunk lid. To close
the window, pull up the switch. The wrong cap can result in a serious malfunction of the fuel
and emission control systems. Page 74 If the light remains on even after you have tightened the
cap securely, driven, and restarted the engine several times , it may indicate a different problem.

Contact an Authorized Mazda Dealer as soon as possible. With the vehicle parked, pull the
release handle to unlock the hood. Pull the safety catch up and lift the hood. Page Sunroof Form
No. M Tilt Operation The rear of the sunroof can be tilted open to provide more ventilation. To
close, press the front of the slide switch. Page Roof Rack The rear cross bar can be adjusted by
sliding it. Rear cross bar Front cross bar Form No. This does not indicate an abnormality. The
roof rack can be removed when it is not needed. To adjust: 1. Move the selector switch to the
left or right to choose the mirror. It can block your view in the rearview mirror, which might
cause you to hit another car when changing lanes. Fuel and Engine Exhaust Precautions Never
add cleaning agents other than those specified by Mazda. Other cleaning agents and additives
may damage the system. Consult an Authorized Mazda Dealer. Gasoline blended with
oxygenates such as alcohol or ether compounds are generally referred to as oxygenated fuels.
If you smell exhaust gas inside your vehicle, keep all windows fully open and contact an
Authorized Mazda Dealer immediately. Exhaust Gas in Enclosed Area: Running the engine
inside an enclosed area, such as a garage, is dangerous. Exhaust gas, which contains
poisonous carbon monoxide, could easily enter the cabin. Page Driving Tips No special break-in
is necessary, but a few precautions in the first 1, km miles may add to the performance,
economy, and life of your Mazda. Remove the wheel covers, or the chain bands will scratch
them. Increased stopping distance or the vehicle pulling to one side when braking could result
in a serious accident. Starting and Driving Only in this position can the key be removed. Manual
transaxle Page Brake System Form No. Should power-assist fail, you can stop by applying
greater force than normal to the brake pedal. Page Parking Brake Setting the parking brake
Depress the brake pedal, then pull the brake handle fully upward. Lower the handle to the
release position while holding in the button. Page If this occurs, your brakes will function
normally as if the vehicle had no ABS. Should this happen, consult an Authorized Mazda Dealer
as soon as possible. Page Manual Transaxle Operation This causes a screeching noise to warn
that the pads should be replaced. When you hear this noise, consult an Authorized Mazda
Dealer as soon as possible. Page NOTE If shifting to reverse is difficult, shift into neutral,
release the clutch pedal, and try again. P Park P locks the transaxle and prevents the front
wheels from rotating. Continuing to drive your Mazda in this condition could cause damage to
your transaxle. Consult an Authorized Mazda Dealer as soon as possible. M Driving Tips
Indicates the shift lever can be shifted freely into any position. If this is Move the shift lever.
Take the vehicle to an Authorized Mazda Dealer to have the system checked. M Manual Shift
Mode This mode gives you the feel of driving a To deactivate the system, press the switch
again. Activate the cruise control system. Page Multiple taps will decrease your vehicle speed 1.
M Odometer and Trip Meter The display mode can be changed from odometer to trip meter A to
trip meter B and then back to odometer by pressing the selector while they are displayed. Page
The engine coolant temperature gauge shows the temperature of the engine coolant. If the
needle exceeds normal range toward H, it indicates overheating. Driving Your Mazda When the
Page If the warning light remains on, or if the brakes do not operate properly, do not drive the
vehicle. Have it towed to an Authorized Mazda Dealer. Even if the light goes off, have your brake
system inspected as soon as possible. Page 3. Check the light. If the light remains on even after
you add oil, have your vehicle towed to the nearest service station or to an Authorized Mazda
Dealer. Never tamper with the systems and always have an Authorized Mazda Dealer perform all
servicing and repairs. M Low Fuel Warning Light This warning light in the fuel gauge signals
that the fuel tank will soon be empty. M Headlight High-Beam Indicator Page Beeps ACC
position, a beep will sound when any door is opened. M Lights-On Reminder If lights are on and
the key is removed from the ignition switch, a beep will sound when any door is opened. Lever
Position Headlights Taillights Parking lights Page Turn And Lane-Change Signals If an indicator
light stays on without flashing or if it flashes abnormally, the turn signal bulb may be burned
out. Page Daytime Running Lights If this happens, turn off the wiper switch and park off the
right-of-way, and remove the snow and ice. After 5 minutes, turn on the switch and the blades
should operate normally. Page Horn Horn To sound the horn, press around the mark of the
steering wheel. Climate Control System Page Climate Control System Have the air conditioner
checked before the weather gets hot. Lack of refrigerant may make the air conditioner less
efficient. Consult an Authorized Mazda Dealer for refrigerant inspection. The optional air
conditioner is filled with HFCa Ra , a refrigerant that will not damage the ozone layer. Adjusting
the amount of airflow These vents can be opened and closed with wheel. NOTE When using the
air conditioner, mist may come out from the vents. Turn it clockwise for hot and
counterclockwise for cold. An indicator light on the switch will illuminate when the fan control
dial is on. Air within the vehicle is recirculated. This position can be used when driving on a
dusty road or in similar conditions. It also helps to provide quicker cooling of the interior.
Adjust the fan control dial and temperature control dial to maintain maximum comfort. CAUTION

When using the air conditioner while driving up long hills or in heavy traffic, closely monitor the
temperature gauge page Set the fan control dial to the desired speed. CAUTION To prevent from
damaging the antenna, retract it before entering a car wash facility or passing beneath a low
overhead clearance. Therefore, they can reach longer distances than FM signals. Because of
this, two stations may sometimes be picked up on the same frequency at the same time. When a
vehicle passes through such an area, the reception conditions may change suddenly, resulting
in annoying noise. Page Use a good quality head- cleaning tape or a liquid cleaner cassette tape
to remove it. Should the unit not operate normally, consult an Authorized Mazda Dealer. Never
attempt to repair it or insert a screwdriver or anything else. Handling the cassette tape player
The following precautions should be observed. No other MDs can be played. Defective cracked
or badly bent CDs should never be used. Pick up a CD by grasping the outer edge or the edge of
the hole and the outer edge. Press the audio control knob to select bass, mid-range, treble, fade
or balance control. The selected function will be indicated. To adjust the time, press the clock
button for about 2 seconds until a beep is heard. When the clock mode has been selected, the
time will be displayed. NOTE If you continue to press and hold the button, the frequency will
continue changing without stopping. Ejecting the cassette tape Press the cassette tape eject
button eject the cassette tape. NOTE If the unit is left in scan, normal play will resume where
scan was selected. Repeat play This feature makes it possible to listen to a selection repeatedly.
The auto-loading mechanism will set the CD and begin play. Press the scan button once again
to cancel scan play. Press and hold the load button for about 2 seconds until a beep is heard.
When "In" is displayed, insert the CD. When "In" is displayed again, insert the next CD. Press
the disc down button skip back to the beginning of the previous Music scan This feature helps
to find a program by playing about the first 10 seconds of each If you cannot clear the error
indication, take the vehicle to an Authorized Mazda Dealer. Sunvisor M Vanity Mirrors To use the
vanity mirror, lower the sunvisor. They may damage it or cause electrical failure. Use only a
genuine Mazda lighter or the equivalent. You might start a fire. To remove, open and push down
on the lock spring. To reduce the possibility of injury in an accident or a sudden stop, keep the
storage boxes closed when driving. Parking in an Emergency The hazard warning lights warn
other drivers that your vehicle is a traffic hazard and that they must take extreme caution when
near it. Page To secure the jack Perform the removal procedure in reverse. M Spare Tire Your
Mazda has a temporary spare tire. If you have a flat tire, drive slowly to a level spot that is well
off the road and out of the way of traffic to change the tire. Pry off the wheel cover with the
beveled end of the lug wrench. Page Before removing the lug nuts, make sure your Mazda is
firmly in position and that it cannot slip or move. Jack handle 6. Remove the lug nuts by turning
them counterclockwise; Install the lug nuts with the beveled edge inward; tighten them by hand.
Page Metric Studs and Lug Nuts: Because the wheel studs and lug nuts on your Mazda have
metric threads, using a non-metric nut is dangerous. On a metric stud, it would not secure the
wheel and would damage the stud, which could cause the wheel to slip off and cause an
accident. Page Overheating If you find a leak or other damage, or if coolant is still leaking, stop
the engine and call an Authorized Mazda Dealer. Cooling system cap Engine coolant reservoir If
you find no problems, the engine is cool, and no leaks are obvious, carefully add coolant as
required page Follow this procedure: 1. Depress the accelerator all the way and hold it there.
Make sure the booster battery is 12 V and that its negative terminal is grounded. The vehicle
being towed could surge forward when its engine starts, causing the two vehicles to collide.
Proper lifting and towing are necessary to prevent damage to the vehicle. Government and local
laws must be followed. The transaxle is not designed for towing this vehicle on all 4 wheels.
Page Introduction Claims against the warranty resulting from lack of maintenance, as opposed
to defective materials or authorized Mazda workmanship, will not be honored. But we
recommend that it always be done by an Authorized Mazda Dealer using genuine Mazda parts.
However, Mazda recommends that all maintenance services be performed at the recommended
time or mileage period to ensure long-term reliability. Page Owner Maintenance The owner or a
qualified service technician should make these vehicle inspections at the indicated intervals to
ensure safe and dependable operation. Bring any problem to the attention of an Authorized
Mazda Dealer or qualified service technician as soon as possible. Page Owner Maintenance
Precautions Improper owner maintenance during the warranty period may affect warranty
coverage. For details, read the separate Mazda Warranty statement provided with the vehicle.
Engine oil viscosity, or thickness, has an effect on fuel economy and cold-weather operation
starting and oil flow. Pull it out again and examine the level. Changing oil filter Because you
need a special tool to retighten the filter, an Authorized Mazda Dealer should do the work.
Maintenance and Care Rinse it off quickly. Do not overfill. If new coolant is required frequently,
consult an Authorized Mazda Dealer. The level normally drops with accumulated distance, a
condition Loosen associated with wear of brake and clutch linings. Mixing different fluids will

also damage them. Visually examine the lines and hoses for leaks and damage. If new fluid is
required frequently, consult an Authorized Mazda Dealer. The vehicle could move suddenly and
cause an accident. Make sure the brake pedal is applied before shifting the shift lever. If
sprayed on the windshield, it will dirty the windshield, affect your visibility, and could result in
an accident. Use a nonfreezing lubricant on locks during cold weather. Lift off the air filter cover
and remove the filter. Air filter Air filter cover 3. Wipe inside the air cleaner housing with a damp
cloth. Raise the wiper arm and turn the blade assembly to expose the plastic locking clip.
Compress the clip and slide the assembly downward; then lift it off the arm. Carefully insert the
new blade rubber. Then install the blade assembly in the reverse older of removal. NOTE Install
the blade so that the tabs are toward the bottom of the wiper arm. Remove the metal stiffeners
from the blade rubber and install them in new blades. You need to use them again. Then install
the blade assembly in the reverse order of removal. Page Tires radial, bias-belted, bias-type on
all four wheels. Using Wrong-Sized Tires: Using any other tire size than what is specified for
your Mazda page is dangerous. It could seriously affect ride, handling, ground clearance, tire
clearance, and speedometer calibration. This could cause you to have an accident. Adverse
handling or unexpected tire failure could result in a serious accident. Always inflate the tires to
the correct pressure page During rotation, inspect them for correct balance. Replace the tire
when this happens. Tread wear indicator New tread Worn tread You may need to replace it
before the band is across the entire tread. These bulbs contain pressurized gas. If one is
broken, it will explode and serious injuries could be caused by the flying glass. Install in the
reverse order of removal. Remove the bulb from the electrical connector by pressing the tab on
the connector with your finger and pulling the bulb upward. Install the new bulb in the reverse
order of removal. NOTE Use the protective cover and carton to dispose of the old bulb promptly
out of To replace the front side-marker light bulbs Hatchback , contact an Authorized Mazda
Dealer. Trunk light Sedan Page Fuses If the same fuse blows again, avoid using that system and
consult an Authorized Mazda Dealer as soon as possible. If a fuse is blown, replace it with a
new one of the same rating. Page Appearance Care Prevention It is necessary to have your
Mazda washed and waxed to preserve its finish according to the instructions in this section.
This should be done as soon as possible. This increases the chance of paint chipping. Before
this happens, repair the damage by using Mazda touch-up paint according to the instructions in
this section. Page Exposed metal quickly rusts and can lead to major repairs. CAUTION If your
Mazda is damaged and needs metal parts repaired or replaced, make sure the body shop
applies anti- corrosion materials to all parts, both repaired and new. This may result in damage
to the protective coating and cause discoloration or paint deterioration. In a collision, damaged
belts cannot provide adequate protection. Have your Authorized Mazda Dealer replace damaged
belts immediately. Follow the directions on the container. This is the quickest and best way to
address the issue. Page Customer Assistance Canada Your complete and permanent
satisfaction is of primary concern to Mazda. All Authorized Mazda Dealers have both the
knowledge and tools to keep your Mazda in top condition. In our experience, any questions,
problems, or complaints regarding the operation of your Mazda or any other general service
transactions are most effectively resolved by your dealer. Mazda de Puerto Rico P. The Mazda
warranty applies only to Mazda vehicles registered and normally operated in the United States,
its territories, and Canada. These may fit your vehicle, but they are not approved by Mazda for
use with Mazda vehicles. National Highway Traffic Safety Administration for grading tires by
tread wear, traction, and temperature performance. Page Uniform Tire Quality Grading These
grades will be added to th
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e sidewalls of passenger vehicle tires over the next several years according to a schedule
established by the NHTSA and the tire manufacturers. The grade of tires available as standard
or optional equipment on Mazda vehicle may vary with respect to grade. Page Reporting Safety
Defects Transportation. Washington, D. You can also obtain other information about motor
vehicle safety from the Hotline. Page Wiring Diagram Factory-authorized Mazda service
publications are available for owners who wish to do some of their own maintenance and repair.
When requesting any of our publications through an Authorized Mazda Dealer, refer to the chart
below. Identification Numbers The number is on a plate attached to the left top side of the
dashboard. Page Electrical System Refer to Tire Inflation Pressure on page This manual is also
suitable for: protege5. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

