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Table of Contents. It is supplemented by a Warranty Information Booklet and various customer
oriented documents. You are urged to read these publications carefully. Save this label as a
convenient record of your vehicle identification number and optional equipment. An unlocked
car is an invitation to thieves. Always remove the key from the ignition, lock the doors, and
close the windows when leaving the vehicle unat- tended. If this occurs, rotate the key
clockwise slightly, then remove the key as described. These devices cannot damage the Sentry
Key System, but can cause a momentary problem when attempting to start the engine. Insert
the second valid key and switch the ignition On within 15 seconds. After ten seconds a chime
will sound and the Theft Alarm Light will begin to flash. Turn the ignition Off and remove the
second key. When leaving the vehicle always remove the key from the ignition lock, and lock
your vehicle. Do not leave children unattended in the vehicle, or with access to an unlocked
vehicle. Unsupervised use of vehicle equipment may cause severe personal inju- ries and death.
Door Lock Plunger If the door lock plunger is down when you shut the door, the door will lock.
Close all doors and place the key in the ignition. Ignition Key Positions 3. Page To Lock The
Doors 1. Press and hold the Lock button on the transmitter. Continue to hold the Lock button,
wait at least 4 but no longer than 10 seconds, then press the Trunk button. Release both
buttons. To lock the doors: The horn will chirp and the headlamps will flash once to
acknowledge the lock signal. Press and hold the panic button a second time or unlock the door
with the key if equipped with central locking to deactivate the alarm. Page Transmitter Battery
Service 2. Closeness to a radio transmitter such as a radio station tower, airport transmitter,
and some mobile or CB radios. Pry the transmitter halves apart with a dime or similar object.
Remove the keys from the ignition switch and get out of the vehicle. Lock the door using either
the power door lock switch, the key, or the Keyless Entry Transmitter and close all doors. From
inside the car the trunk lid can be released by turning the ignition ON and depressing the Trunk
Release Button located on the instrument panel to the left of the steering wheel. In the event of
an individual being locked inside the trunk, the trunk can be simply opened by pulling on the
glow-in-the-dark handle attached to the trunk latching mechanism. Press the window switch
past the detent, release, and the window will go down automatically. To open the window part
way, pull the window switch part way and release it when you want the window to stop.
Someone on the road may be a poor driver and cause a collision which includes you. This can
happen far away from home or on your own street. Research has shown that seat belts save
lives, and they can reduce the seriousness of injuries in a collision. Enter the vehicle and close
the door. Sit back and adjust the front seat. The seat belt latch plate is on the back of your seat.
Grasp the latch plate and pull out the belt. The lap portion could ride too high on your body,
possibly causing internal injuries. Always buckle your belt into the buckle nearest you. Always
wear the lap belt as low as pos- sible and keep it snug. Like the front airbags, the pretensioners
are single use items. After a collision that is severe enough to deploy the airbags and pretensioners, both must be replaced. Turn off the engine. A single chime will sound to signify that
you have successfully completed the pro- gramming. Page 31 The seat belts are designed to
protect you in many types of collisions. The front airbags deploy only in moderate to severe
frontal collisions. But even in collisions where the airbags work, you need the seat belts to keep
you in the right position for the airbags to protect you properly. The airbags work with your seat
belt to restrain you properly. Always wear your seat belts even though you have airbags. These
include all of the items listed above except the knee bolster, the instrument panel, and the
steering wheel and column. NOTE: A frontal collision that is not severe enough to need airbag
protection will not activate the system. You could be injured because the airbags are not there
to protect you. Do not modify the components or wiring, including adding any kind of badges or
stickers to the steering wheel hub trim cover or the upper right side of the instrument panel.
According to crash statistics, children are safer when properly restrained in the rear seat rather
than in the front. In a collision, an unrestrained child, even a tiny baby, can become a missile
inside the vehicle. It could come loose in a collision. The child could be badly injured or killed.
Forward-facing child seats and convertible child seats used in the forward-facing direction are
for children who weigh 20 to 40 lbs 9 to 18 kg and who are older than one year. This is not a
seating position in the vehicle, and a child seat cannot be correctly installed in this position.
Addi- tionally, there is no tether anchorage provided for correctly installing a child seat in the
center of the rear seat. Page 41 You will first loosen the adjusters on the lower straps and on the
tether strap so that you can more easily attach the hooks or connectors to the vehicle
anchorages. Next attach the lower hooks or connectors over the top of the anchorage bars,
pushing aside the seat cover material. To attach a child restraint tether strap: 1. Lift the carpet
flap to expose the anchor directly behind the seat where you are placing the child restraint. An
incorrectly anchored tether strap could lead to increased head motion and possible injury to the
child. Use only the anchor positions directly behind the child seat to secure a child restraint top

tether strap. Transporting Pets Airbags deploying in the front seat could harm your pet. An
unrestrained pet will be thrown about and possibly injured, or injure a passenger during panic
braking or in a collision. A new engine may consume some oil during its first few thousand
miles of operation. This is a normal part of the break-in and not an indication of a problem. If the
bulb is not lit during starting, have it replaced. If the light stays on or comes on while driving,
have the system checked by an authorized dealer. The convertible top does not provide the
structural protection that a reinforced metal roof does, and the fabric top cannot be expected to
prevent the ejection of the occupants of a vehicle in a collision. Therefore it is important that all
occupants wear their seat belts at all times when riding in a convertible. Release the top from
the windshield header by pulling both latch handles rearward until the latch hooks are free.
Unlatching Convertible Top 4. Press the Power Top Switch to disengage the top pins from the
header. Damage to the top material could result if the latch handles are not completely closed
when the top is lowered. The convertible top cover cannot be in- stalled while the latch handles
are open. Use the center pull cup to pull down on the header. Hook each latch hook to its
striker. Latch both sides. Car top carriers, ski racks, etc. Kneel on the rear seat and tuck the rear
edge and side edges of the top cover under the black molding near the trunk. Insert both tabs
located on the front of the top cover in between the seatback and seatback bracket. Snap the
top cover flaps to the inner trim panel snaps. The side of the seat back cushion hides the snap.
Top Cover Flap 4. Press down on the forward portion of the top cover to engage the hook and
loop fasteners. Start on one side of the vehicle and tuck as much of the top cover as possible
under the black molding. Snap the top cover flap to the inner trim panel snap. Top Cover Flap
Tuck the top cover tab closest to you into the space between the seatback and the seatback
bracket. Walk to the other side of the vehicle and finish tucking the top cover under the black
molding. Insert the remain- ing tab between the seatback and the seatback bracket. Page Top
Cover Removal 6. Hook and Loop Fasteners Top Cover Removal Unsnap the snaps and
disengage the hook and loop fasteners, slide the tabs from the rear seat and then from the rear
of the top storage area. The bottom of the console bin also has built in holders for compact
discs or cassette tapes. The power outlet is also mounted inside the center console if equipped.
Page Automatic Dimming Mirror - If Equipped Annoying headlight glare can be reduced by
moving the small control under the mirror to the night position toward rear of vehicle. The
mirror should be adjusted while set in the day position toward windshield. Automatic Dimming
Mirror â€” If Equipped This mirror will automatically adjust for annoying head- light glare from
vehicles behind you. Power Mirror Controls NOTE: Place the mirror selector switch in the center
neutral position to prevent accidental movement of the mirrors. To use the mirror, rotate the sun
visor down and swing the mirror cover upward. The lights will turn on automati- cally. Closing
the mirror cover turns off the lights. To recline, lean forward slightly before lifting the lever, then
lean back to the desired position and release the lever. To return the seat to the upright
position, lean forward slightly before lifting the lever, then lean forward to the desired position
and release the lever. Use the forward switch to move the front of the seat cushion up and
down. Use the rear switch to move the rear of the seat cushion up and down. The middle switch
will move either the entire seat forward and rearward or the seat cushion up and down. These
switches feature several heat settings ranging from 0 to 6. Page Adjustable Head Restraints
Adjustable Head Restraints Head restraints can reduce the risk of whiplash injury in the event of
impact from the rear. Adjust the restraints so that the upper edge is as high as practical. To
raise, pull up on the head restraint. To lower, depress the button on the post guide and push
down on the head restraint. Hood Safety Catch Use the hood prop rod to secure the hood in the
open position. The lights can also be turned on with the doors closed by means of switches
located on the front of the rearview mirror. Turn the panel dimmer switch fully clockwise to
prevent the lights from coming on when a door is opened. Page Multi-Function Control Lever
Multi-Function Control Lever Multi-Function Lever The Multi-Function lever controls the
operation of the headlights, turn signals, headlight beam select switch, instrument panel light
dimming, passing light, dome light, and fog lights. Turn the end of the control lever to the third
detent to turn the system on. When the system is on, the headlight delay feature is also on. Pull
the turn signal lever a second time to switch the headlights to LOW beam. Flash to Pass You
can signal another vehicle with your headlights by lightly pulling the turn signal lever toward
the steering wheel. If the lever is pulled while in the delay range, the wiper will operate for
several cycles after the lever is released, and then resume the intermit- tent interval previously
selected. Push the lever back up to lock the column firmly in place. Tilting the steering column
while the vehicle is This will occur even if you used the switch to turn the system off before
powering down or turning the ignition to Lock. Releasing the button when the desired speed is
reached, will establish a new SET speed. Page Garage Door Opener - If Equipped Rolling Hills
The transaxle may downshift into third gear and remain there as the vehicle travels over rolling

hills. The trans- axle will upshift into fourth gear when the road flattens out. The transaxle will
resume its normal shift schedule if you depress the accelerator pedal during any of the above
conditions. A moving garage door can cause injury to people and pets in the path of the door.
People or pets could be seriously or fatally injured. Page Rolling Code" Programming 3. Choose
one of the three Universal Transceiver buttons to program. Place the hand held controller one to
three inches from the Universal Transceiver while keeping its indicator light in view.
Programming Universal Transceiver 4. Using both hands, press the hand held transmitter
button and the desired Universal Transceiver button. This device may not cause harmful
interference. This device must accept any interference that may be received including
interference that may cause undesired operation. Fuel Gauge When the ignition key is in the ON
position, the pointer will show the level of fuel remaining in the fuel tank. Traction Control â€” If
Equipped This display indicator illuminates momentarily as a bulb check when the ignition
switch is first turned ON. Tachometer The red area of the scale shows the maximum permissible
engine revolutions-per-minute rpm x for each gear range. Before reaching the red area over 6,
rpm , ease up on the accelerator to prevent engine over speed. Page 93 through several of your
typical driving cycles. In most situations the vehicle will drive normally and will not require
towing. The Malfunction Indicator Light flashes to alert to serious conditions that could lead to
immediate loss of power or severe catalytic converter damage. The vehicle should be serviced
as soon as possible if this occurs. There- fore, if the odometer reading is changed, during repair
or replacement, be sure to keep a record of the reading before and after the service so that the
correct mileage can be determined. Page 95 If the light comes on and remains on while driving,
stop the vehicle and shut off the engine. Do not operate the vehicle until the cause is corrected.
The light does not show the quantity of oil in the engine. This can be determined using the
procedure shown in Section 7. Seat Belt Reminder Light When the ignition switch is first turned
ON, this light will turn on for 5 to 8 seconds as a bulb check. Control Buttons Step Button Use
this button to choose or cycle through the five trip conditions. Estimated Range DTE This
display shows the estimated distance that can be traveled with the fuel remaining in the tank.
This esti- mated distance is based on the most recent trip informa- tion: Average Fuel Economy
x Fuel Remaining This display cannot be reset. Page 99 Automatic Compass Calibration The
self-calibrating feature of the compass eliminates the need to calibrate the compass for normal
conditions. During a short initial period, the compass may appear erratic and the CAL symbol
will appear on the display. After the vehicle has completed at least one complete circle in an
area free from large metal objects, calibration will be complete when the CAL symbol is
extinguished. Use a ballpoint pen or similar object to press the hour H or minute M buttons on
the radio, The time setting will increase each time you press the button. Press any other button
to exit from the clock setting mode. Page Pty Program Type Button which are broadcasting this
information. If no action is taken during the 5 second time out the PTY icon will turn off. If no
station is found with the selected PTY program type, the radio will return to the last preset
station. To stop the search, press SCAN a second time. SET 1 will show in the display window.
The tape will advance until the button is pressed again or the end of the tape is reached. The NR
light in the display will go off when the Dolby System is off. The Dolby System is automatically
reactivated each time a tape is inserted. Press the bottom of the button to return to the
beginning of the current selection, or return to the beginning of the previous selection if the CD
is within the first 10 seconds of the current selection. Page Tape Cd Button current channel
name and number will then be displayed until an action occurs. A CD or tape may remain in the
player while in the Satellite Radio mode. Skipping will not damage the disc or the player, and
play will resume automatically. As a safeguard and to protect your CD player, one of the
following warning symbols may appear on your display. Electronic Volume Control The
electronic volume control turns continuously degrees in either direction without stopping.
Turning the volume control to the right increases the volume and to the left decreases it. The
stations stored in SET 2 memory can be selected by pressing the push-button twice. Every time
a preset button is used a corresponding button number will be displayed. You can turn the tape
player ON by inserting a cassette or activating the MODE button with a cassette in the radio ,
but only when the ignition and radio are on. This CD player will accept 4 only. The use of other
sized discs may damage the CD player mechanism. You may either insert or eject a disc with
the radio OFF. Random can be cancelled by pressing the button a second time or by ejecting
the CD from the changer. To insert additional CDs into the changer, the instructions follow: 1.
This feature plays the selections on the current compact disc in random order to provide an
interesting change of pace. Page Radio Operation The left hand control is a rocker type switch
with a push-button in the center. The function of the left hand control is different depending on
which mode you are in. The following describes the left hand control operation in each mode.
Do not use solvents such as benzine, thinner, cleaners, or antistatic sprays. Store the disc in its

case after playing. Do not expose the disc to direct sunlight. Do not store the disc where
temperatures may become too high. Press the AUTO button and select your comfort setting.
Page Fan Control Use this control to regulate the amount of air forced through the system in
any mode you select. Turn the control clockwise to increase fan speed. The fan will
automatically start when the engine coolant is warm enough to heat the air. This is a normal
occurrence since the compressor will cycle on and off to maintain comfort and improve fuel
economy. Recirculate Button Press this button to recirculate the air inside the vehicle. Page
NOTE: There is a varying difference in temperature between the upper and lower outlets for
added comfort. The warmer air goes to the floor outlets. This feature provides improved comfort
during sunny but cool con- ditions. Windshield Defrost Air is directed through the defrost
outlets and side window demist outlets. This will provide maximum cooling. The system will
also occa- sionally return to REC on hot, humid or very hot, dry days to maintain occupant
comfort. Page Slight changes in engine speed or power may be noticed when the air
conditioning compressor is on. This is a normal occurrence as the compressor will cycle on
and off to maintain comfort and increase fuel economy. NOTE: If your air conditioning
performance seems lower than expected, check the front of the air condition- ing condenser for
an accumulation of dirt or insects. Page Rear Seat Outlets These outlets are located under the
front seats and direct warm air to the rear seat passengers. Air is directed through these outlets
when you select either the Floor, Bi-Level, or Mix modes. Summer Operation Air conditioned
vehicles must be protected with a high- quality antifreeze coolant to provide proper corrosion
protection and to raise the boiling point of the coolant for protection against overheating.
Leaves collected in the air-intake plenum may reduce air flow and plug the plenum water drains.
Air Intake Page Trailer Towing Long periods of engine idling, especially at high engine speeds
can cause excessive exhaust tempera- tures which can damage your vehicle. Never pour fuel or
other flammable liquid into the throttle body air inlet opening in an attempt to start the vehicle.
This could result in flash fire causing serious personal injury. Do not attempt to push or tow
your vehicle to get it started. Push the accelerator pedal all the way to the floor and hold it there
while cranking the engine. Remember to disconnect the cord before driving. Damage to the volt
AC electrical cord could cause electrocution. The transaxle electronics are self calibrat- ing;
therefore, the first few shifts on a new vehicle may be somewhat abrupt. This is a normal
condition, and preci- sion shifts will develop within a few shift cycles. Your vehicle could move
and injure you and others if it is not completely in P Park. Check by trying to move the gearshift
lever back and forth without depressing the shift button after you have set it in P. Make sure it is
in Park before leaving the vehicle. Push the release button and lower the lever fully. When
parking on a hill, it is important to set the parking brake before placing the gear selector in Park,
otherwise the load on the transmission locking mechanism may make it difficult to move the
selector out of Park. In the event power assist is lost for any reason for example, repeated brake
applications with the engine off , the brakes will still function. The effort required to brake the
vehicle will be much greater than that required with the power system operating. Pumping of the
brake pedal will diminish the effec- tiveness of Anti-lock brakes and may lead to an accident.
Pumping makes the stopping distance longer. Just press firmly on your brake pedal when you
need to slow down or stop. If for some reason the hydraulic pressure is interrupted, it will still
be possible to steer your vehicle. Under these conditions you will observe a substantial
increase in steering effort. NOTE: Extended heavy use of Traction Control may cause the
system to deactivate and turn on the traction control light located in the instrument cluster.
Tires designed to this standard have the tire size molded into the sidewall beginning with the
section width. The letter P is absent from this tire size designation. Page Tire and Loading
Information Placard Tire and Loading Information This placard tells you important information
about the, 1 number of people that can be carried in the vehicle 2 the total weight your vehicle
can carry 3 the tire size designed for your vehicle 4 the cold tire inflation pressures for the front,
rear and spare tires. Determine the combined weight of the driver and passengers that will be
riding in your vehicle. Overloading of your tires is dangerous. Overloading can cause tire
failure, affect vehicle handling, and increase your stopping distance. Use tires of the
recommended load capacity for your vehicle. Never overload them. Page Tire Inflation
Pressures 2. Economyâ€” Improper inflation pressures can cause uneven wear patterns to
develop across the tire tread. These abnormal wear patterns will reduce tread life resulting in a
need for earlier tire replacement. Underinflation also increases tire rolling resistance and results
in higher fuel consumption. After inspecting or adjusting the tire pressure al- ways reinstall the
valve stem capâ€”if equipped. This will prevent moisture and dirt from entering the valve stem,
which could damage the valve stem. High speed driving with your vehicle under maxi- mum
load is dangerous. The added strain on your tires could cause them to fail. You could have a
serious accident. Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel

speeds may cause tire dam- age or failure. A tire could explode and injure someone. They
should be inspected regularly for wear and correct cold tire inflation pressure. The manufacturer strongly recommends that you use tires equiva- lent to the originals in size, quality and
performance when replacement is needed see the paragraph on tread wear indicators.
Replacing original tires with tires of a different size may result in false speedometer and
odometer read- ings. Tire Rotation Recommendations Tires on the front and rear axles of
vehicles operate at different loads and perform different steering, driving and braking functions.
Autostick allows you to maximize engine brak- ing, eliminate undesirable upshifts and
downshifts, and improve overall vehicle performance. This system can also provide you with
more control during passing, city driving, cold slippery conditions, mountain driving, trailer
towing, and many other situations. Page Reformulated Gasoline Over 40 automobile
manufacturers around the world have issued and endorsed consistent gasoline specifica- tions
the World Wide Fuel Charter, WWFC to define fuel properties necessary to deliver enhanced
emissions, engine performance, and durability for your vehicle. The manufacturer recommends
the use of gasolines that meet the WWFC specifications if they are available. Page Carbon
Monoxide Warnings Fuel system damage or vehicle performance problems resulting from the
use of such fuels or additives are not the responsibility of the manufacturer. NOTE: Intentional
tampering with emissions control systems can result in civil penalties being assessed against
you. Carbon monoxide CO in exhaust gases is deadly. This is an indication that the gas cap is
properly tightened. Page Flexible Fuel - 2. These vehicles can be identified by the unique fuel
filler door label that states Ethanol E or Un- leaded Gasoline Only. Always be sure that your
vehicle is serviced with correct ethanol com- patible parts. Replacing fuel system components
with non-ethanol compatible components can damage your vehicle and may void the warranty.
Depress the switch and both cluster indicators and all front and rear direc- tional signals will
flash. If your air conditioner is on, turn it off. The vehicle could slip off the jack and fall on you.
You could be crushed. Never get any part of your body under a vehicle that is on a jack. Page
Do not attempt to raise this vehicle using a bumper jack. Block wheel diagonally op- posite flat
tire. Remove the spare tire, scissors jack and lug wrench from stowage. Before raising the
vehicle, use lug wrench to carefully pry off wheel cover if equipped with steel wheels or center
cap if equipped with aluminum wheels. Loosen, but do not remove, the wheel nuts by turning
them counterclockwise one turn while the wheel is still on the ground. Raising the vehicle
higher than necessary can make the vehicle less stable. It could slip off the jack and hurt
someone near it. Raise the vehicle only enough to remove the tire. Remove lug nuts and tire.
Vehicles equipped with an automatic transaxle cannot be started this way. Unburned fuel could
enter the catalytic converter and once the engine has started, ignite and damage the converter
and vehicle. Do not permit vehicles to touch each other as this could establish a ground
connection and person injury could result. Jump Starting 5. Connect the other cable, first to the
negative terminal of the booster battery and then to the jump start attach- ment of the vehicle
with the discharged battery. Page 6. Start the engine in the vehicle that has the booster battery,
let the engine idle a few minutes, then start the engine in the vehicle with the discharged
battery. When removing the jumper cables, reverse the above sequence exactly. Be careful of
the moving belts and fan. Any procedure other than above could result in: 1. This phenomenon
occurs when there is a difference in the surface traction under the front driving wheels,
particularly with high output engines. If your vehicle becomes stuck in mud, sand or snow, it
can often be moved by a rocking motion. Turn your steering wheel right and left to clear the
area around the front wheels. Page 2. This system monitors the performance of the emissions,
engine, and automatic transmission control systems. When these systems are operating
properly, your vehicle will provide excellent performance and fuel economy, as well as engine
emis- sions well within current government regulations. Failure to pass could prevent vehicle
registration. Page Replacement Parts If your OBD system is not ready, you should see your
authorized dealer or repair facility. If your vehicle was recently serviced or had a battery failure
or replacement, you may need to do nothing more than drive your vehicle as you normally
would in order for your OBD system to update. You can be badly injured working on or around a
motor vehicle. Do only that service work for which you have the knowledge and the proper
equipment. If you have any doubt about your ability to perform a service job, take your vehicle
to a competent mechanic. Overfilling or underfilling will cause aeration or loss of oil pressure.
This could damage your engine. Change Engine Oil Road conditions and your kind of driving
affects the interval at which your oil should be changed. Check the following list to decide if any
apply to you. NOTE: Under no circumstances should oil change intervals exceed 6, miles 10 km
or 6 months whichever comes first. These engine oils are designed to improve low temperature
starting and vehicle fuel economy. Refer to the engine oil filler cap for the preferred engine oil
viscosity grade for each vehicle. Page replaced if there is any malfunction due to a faulty spark

plug. Check the specifications section for the proper type of spark plug for use in your vehicle.
Damage to the catalytic converter can result if your vehicle is not kept in proper operating
condition. In the event of engine malfunction, particularly involv- ing engine misfire or other
apparent loss of perfor- mance, have your vehicle serviced promptly. Contin- ued operation of
your vehicle with a severe malfunction could cause the converter to overheat, resulting in
possible damage to the converter and the Page Crankcase Emission Control System Crankcase
Emission Control System Proper operation of this system depends on freedom from sticking or
plugging due to deposits. If a valve is not working properly, replace it with a new valve. Battery
posts, terminals and related accessories con- tain lead and lead compounds. Wash hands after
handling. Battery fluid is a corrosive acid solution and can burn or even blind you. Page Power
Steering - Fluid Check through the condenser as required. Fabric front fascia protectors may
reduce air flow to the condenser, reducing air conditioning performance. Some unapproved
refrigerants are flammable and can explode, injuring you. Fluid level should be checked on a
level surface with the engine off to prevent injury from moving parts, and to insure accurate
fluid level reading. Do not overfill. Power Steering Fluid Reservoir Fluid level should be
maintained at the proper level indicated on the side of the reservoir. Page Hood Latch When
performing other under hood services, the hood latch release mechanism and safety catch
should be inspected, cleaned, and lubricated. It is important to maintain proper lubrication to
insure that the hood mechanisms work properly and safely. This will remove accumula- tions of
salt or road film. Commercially available windshield washer solvents are flammable. They could
ignite and burn you. Care must be exercised when filling or working around the washer
solution. Exhaust System The best protection against carbon monoxide entry into the vehicle
body is a properly maintained engine exhaust system. The fan is controlled by both the
temperature of the engine cooling system and the pressure in the air conditioning system and
can start at any time the ignition key is in the ON position. Page Do not remove the cap when
the cooling system is hot. Cooling System â€” Drain, Flush and Refill At the intervals shown on
the Maintenance Schedules, the system should be drained, flushed and refilled. The first change
should not be required until 5 years or , miles , km , whichever comes first. Page Disposal Of
Used Engine Coolant Used ethylene glycol based engine coolant is a regulated substance
requiring proper disposal. Check with your local authorities to determine the disposal rules for
your community. Do not store ethylene glycol based engine coolant in open containers or allow
it to remain in puddles on the ground. Riding the brakes can lead to brake failure and possibly
an accident. Driving with your foot resting or riding on the brake pedal can result in abnormally
high brake temperatures, excessive lining wear, and possible brake damage. You may not have
your full braking capacity in an emergency. Brake Fluid Reservoir Be sure to clean the top of the
master cylinder area before removing the cap. Page Fuel System Hoses Do not allow petroleum
base fluid to contaminate the brake fluid as seal damage will result! Fuel System Hoses
Electronic Fuel Injection high pressure fuel systems are designed with hoses and clamps which
have unique material characteristics to provide adequate sealing and resist attack by
deteriorated gasoline. Operation with an improper fluid level will greatly reduce the life of the
transaxle and of the fluid. The following maintenance recommendations will enable you to
obtain maximum benefit from the corrosion resistance built into your vehicle. What Causes
Corrosion? Corrosion is the result of deterioration or removal of paint and protective coatings
from your vehicle. Use Mopar Vinyl Cleaner to clean vinyl or leather uphol- stery. Mopar Vinyl
Cleaner is specifically recommended for vinyl trim. Use mild Ivory Flake solution to clean all
surfaces. Wipe with clear water and soft lint free cloth. Page can be removed easily with a soft
cloth and Mopar Total Clean. Care should be taken to avoid soaking the leather with any liquid.
Cleaning Headlights Your vehicle has plastic headlights that are lighter and less susceptible to
stone breakage than glass headlights. Plastic is not as scratch resistant as glass and therefore
different lens cleaning procedures must be followed. A mild soap solution may be used, but do
not use high alcohol content or abrasive cleaners. If soap is used, wipe clean with a clean damp
rag. Seat Belt Maintenance Do not bleach, dye or clean the belts with chemical solvents or
abrasive cleaners. Page General Cleaning General Cleaning Careful vacuuming of the top before
washing is helpful in removing dust and other foreign particles. Wash in partial shade instead of
direct sun. Wet the entire vehicle before washing the top. The top should be washed with a soft,
natural bristle scrub brush, and a mild soap solution such as liquid dish washing soap. A fabric
protectant such as Scotchguard is suggested. The top should be clean and dry before
application of the protectant. Avoid getting Scotchguard on the surrounding Page Interior Fuses
compartment, near the air cleaner. This information ap- plies to vehicles built without the fuse
and relay num- bering embossed on the Power Distribution Center Top Cover. Interior Fuses
Fuse Panel Cover The fuse access panel is behind the end cover at the left side of the
instrument panel. Open the hood and remove the two headlight mount- ing screws. Remove the

push-in fasteners by prying under the head of the fasteners with a flat bladed tool. Page 3.
Gently pry the headlight assembly away from the fender as shown in the picture. This will free
the ball stud from its retainer in the fender. Pull the headlight assem- bly away from the vehicle.
Turn the retaining ring counterclockwise and remove the bulb and socket assembly. Reinsert
the bulb and socket assembly and turn the retaining ring clockwise to secure the bulb. Reinstall
the headlight assembly. Open the hood and remove the two headlight assem- bly mounting
screws. Page Fog Light Bulb Replacement 3. Turn the bulb socket counterclockwise and
remove the bulb and socket assembly. Pull the bulb out of the socket, replace the bulb, and
reinstall the bulb and socket to the headlight assembly. Turn the bulb and socket assembly
counterclockwise to remove it from the housing. Install the new bulb and socket assembly,
reattach the wiring connector, and reinstall the fog light assembly. Center Stoplight Bulb
Replacement You may wish to see your dealer for service of this light. Page License Plate Bulb
Replacement 2. Disconnect the wiring connector as shown and re- move the plastic retainers.
Remove the light housing from the vehicle. Turn the bulb socket counterclockwise to remove it
from the housing. Remove the bulb and reinstall the bulb and socket assembly. These, and all
other maintenance services included in this manual, should be done to provide best vehicle
performance and reliability. Inspect the air cleaner filter and replace if necessary. Rotate the
tires. Page Miles Kilometers Change engine oil and engine oil filter, if not replaced at 3 months.
Inspect the air cleaner filter and replace if re- quired. Inspect and check tension for power
steering belt 2. Adjust or replace if re- quired. Replace the spark plugs on the 2. Inspect the air
cleaner filter and replace if neces- sary. Replace the ignition cables on the 2. Replace the spark
plugs on 2. Inspect the front and rear brake pads, linings, rotors, rear drums and shoes. Inspect
the air cleaner filter and replace if required. Page Miles Kilometers [Months] Change engine oil
and engine oil filter. Do only that service work for which you have the knowledge and the right
equipment. If you have any doubt about your ability to perform a service job, take your vehicle
to a competent me- chanic. Warranty service must be done by an authorized Chrysler, Dodge, or
Jeep dealer. We strongly recommend that you take your vehicle to you selling dealer. They
know you and your vehicle best, and are most concerned that you get prompt and high quality
service. They want to know if you need assistance. They will help you keep your vehicle
operating at its best. These manuals have been prepared with the assistance of service and
engineering specialists to acquaint you with specific Chrysler group vehicles. Included are
starting, operating, emergency and maintenance pro- cedures as well as specifications,
capabilities and safety tips. Sustained high temperature can cause the material of the tire to
degenerate and reduce tire life, and excessive temperature can lead to sudden tire failure. Page
Auxiliary Power Outlet Page Cruise Control Speed Control Page Additives Page Bulb
Replacement Page Parking Brake Page Starting and Operating Page Voltmeter Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. We've Made a Site Update. Refresh to the latest
version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports.
Texas Relief Efforts. Select your vehicle. Refin
2004 dodge stratus gas tank size
lincoln town car water pump
ford ranger evaporative emission control system
e by:. Serpentine Belt part. Quantity Sold. Shop Chrysler Sebring Serpentine Belt. Showing 1 15 of 15 results. Sort by:. Part Number: AC4K Guaranteed to Fit. Core Charge. Add to cart. Part
Number: AC5K Part Number: AC6K Product Details Notes : Fan belt; mm diameter W. Page 1 of
1 Showing 1 - 15 of 15 results. Featured Brands. Reviews Questions, Answers. Established in
Feb 14, Happy Customer. Great product quick delivery. Christine Williams. Purchased on Jan
04, Jan 21, Great experience. My part arrived much earlier than expected. Thank you for
everything. Reeshemah Byson. Purchased on Jan 15, Helpful Automotive Resources. Power
Steering Not Working: Why This Happens and What to Do Below is a detailed explanation of
what can happen during a power steering failure, according to the type of system. Types Of
Power Steering Systems. Contact Us. Phone Number Shop with Confidence. All Rights
Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility
Statement.

