2005 dodge dakota serpentine belt replacement

The 4. Like many modern V-8 engines, several critical engine parts and accessories are driven
by a single belt, known as a serpentine belt. When this breaks or wears out, the belts will squeal
and eventually break, leaving you on the side of the road with a dead engine. Open the hood.
Locate the tensioner to the left of center on the front side of the engine. Attach the breaker bar
and socket to the end of the tensioner and turn it clockwise. Then remove the belt from the idler
pulley first which is the smooth pulley at the top of the engine and then pull it off completely
from the engine. Draw a diagram of the drive belt route if the old belt is still present. If not, you
can typically find a belt routing diagram underneath the hood of the truck or on the core
support. If that isn't present and you don't have an owners' manual, any Dodge dealer or Dodge
mechanic can provide you with the proper routing diagram. Loop the replacement belt on the
engine following the path laid out on the routing diagram. Run it around every pulley except the
idler pulley, making sure the belt doesn't twist or kink along the way. Pull up the tensioner again
with the breaker bar, then pull the belt over the idler pulley. Release the tensioner and double
check that the belt isn't twisted or kinked. Russell Wood is a writer and photographer who
attended Arizona State University. He has been building custom cars and trucks since ,
including several cover vehicles. In Wood started a career as a writer, and since then he has
dedicated his business to writing and photographing cars and trucks, as well as helping people
learn more about how vehicles work. How to Change the Drive Belt on a 4. Step 1 Open the
hood. Step 2 Draw a diagram of the drive belt route if the old belt is still present. Step 3 Loop the
replacement belt on the engine following the path laid out on the routing diagram. The Dodge
Ram has a serpentine belt that drives the engine accessories by supplying torque to their
pulleys it gains from the crankshaft pulley. As the engine runs, the crankshaft spins, which
turns the serpentine belt. The belt then rotates each of the accessory pulleys, allowing them to
provide electricity, power steering assist, air conditioning and other benefits to the vehicle. If
the belt brakes, all those accessories are immediately out of commission, so inspect the belt
often and replace it at the first signs of excessive wear. Anyone with basic automotive-repair
skills can perform this job. Open the hood and familiarize yourself with the belt routing diagram
printed on a sticker placed on the fan shroud. This diagram shows the location of the belt
tensioner, the accessory pulleys and, most importantly, illustrates the proper routing for the
belt. Move the belt tensioner away from the belt with the serpentine belt tool. Push the belt out
of the pulley path and allow the tensioner to move back into position slowly before removing
the tool. Pull the belt off the accessory pulleys and the crankshaft pulley by hand. Take the belt
out of the engine well and stretch it out, side by side, with the new belt to make sure the new
belt is the right length. Wrap the new belt around the bottom of the crankshaft pulley by hand.
Follow the belt routing diagram to route the belt around each of the accessory pulleys until only
the tensioner pulley is left. Move the tensioner out of the way once more with the serpentine belt
tool. Slide the belt over the tensioner pulley and hold it there while you slowly move the
tensioner back into position. Let go and remove the tool when done. Allen Moore's career
includes awards in poetry and creative fiction, published lyrics, fiction books and nonfiction
articles as well as a master certification in automotive service from the Ford Motor Company.
Moore is a contributing writer for RF Step 1 Open the hood and familiarize yourself with the belt
routing diagram printed on a sticker placed on the fan shroud. Step 2 Move the belt tensioner
away from the belt with the serpentine belt tool. Step 3 Pull the belt off the accessory pulleys
and the crankshaft pulley by hand. Step 4 Wrap the new belt around the bottom of the
crankshaft pulley by hand. If your belt routing diagram is missing, your local Dodge dealer can
provide you with one. Our mobile mechanics offer services 7 days a week. Upfront and
transparent pricing. Our certified mobile mechanics can come to your home or office 7 days a
week between 7 AM and 9 PM. The belt drives many, and often all, of the engine accessories
such as the alternator, air conditioning compressor, power steering pump, water pump, and air
pump. The serpentine belt is tensioned by a hydraulic or spring-loaded automatic tensioner.
Some older cars use a serpentine belt to drive most accessories but will also have a shorter
v-style belt to drive, for example, the power steering pump. Should the belt have visible damage,
you risk unexpected and sudden breakage that could potentially leave you stranded. Serpentine
belt problems that result in the alternator not charging may cause the battery to discharge,
which will result in loss of electrical power to the vehicle. Additionally, if a deteriorated belt
breaks and that belt drives the water pump, the engine will overheat in a matter of seconds.
Estimate price near me. Service Location. YourMechanic Benefits Online Booking. Mechanic
comes to you. Free 50 point safety inspection. See availability. When to consider replacing the
serpentine belt: Regularly scheduled maintenance. Typically, belt manufacturers recommend
belt replacement at 90, miles. However, the belt must be inspected for wear or damage at
regular intervals prior to this high mileage. Squealing noise, belt slippage, visible belt damage.
Should the belt fail or wear out prematurely, you may hear noise or you may see visible signs of

deterioration such as missing chunks of rubber, excessive cracking, or a shredded appearance
on the edge of the belt. Battery Light. A loose belt, perhaps caused by a defective tensioner,
may not drive the alternator at adequate speed and thus the battery may discharge, causing the
warning light to illuminate. Engine overheating. Often, the serpentine belt drives the water
pump. In those applications, if the belt breaks the engine will overheat in seconds to minutes. If
the belt is inadequately tensioned, you may notice higher-than-normal engine operating
temperature. How do mechanics replace the serpentine belt? Prior to removing the belt, the
mechanic must run the engine to determine if the idler pulley and the belt tensioner are
noise-free. Those rotating components have grease filled bearings and are subject to wear. In
addition, the mechanic will ensure that all pulleys and accessories are turning in the same
plane. These steps help make sure your new belt will operate trouble-free for its full-service life.
The belt tensioner is released, usually with a wrench or lever, to release the tension from the
belt. With the tension off, the belt slides off the pulleys. All rotating components â€” that is the
alternator, air conditioner compressor, etc. If everything checks out, the new belt is slipped over
all of the pulleys while holding the tensioner away from the belt. Once the belt is centered on all
pulleys, the tensioner is released and the installation is complete. The engine is run to ensure
normal operation. Is it safe to drive with a serpentine belt problem? When replacing the
serpentine belt keep in mind: On many cars, the expected service life of a serpentine belt is
around 90, miles. Should the belt fail well prior to that, a very careful inspection should be
performed to check for out-of-alignment pulleys, a possibly out-of-position crankshaft harmonic
balancer on which the drive pulley is mounted, binding pulleys, or a defective belt tensioner.
Attention should always be given to serpentine belt routing, since proper routing is critical to
proper belt tension, and function of the driven components. Sometimes it is difficult to
distinguish serpentine belt related noise from other engine noises. In these cases, a mechanic
will determine the origin of the noise by momentarily running the engine without the serpentine
belt attached. Yourmechanic was featured in. Popular Dodge Jobs. Auto service in Your City.
Meet some of our expert Dodge mechanics Real customer reviews from Dodge owners like you.
Excellent Rating. Rating Summary. Scott 30 years of experience. Request Scott. Nice job Scott.
Pleasure doing business with you. Clarissa 21 years of experience. Request Clarissa.
Professional, knowledgeable, and neat. Jay 30 years of experience. Request Jay. Very good.
Knowledgeable and coutious. Andrew 5 years of experience. Request Andrew. He was friendly.
He explained what he was doing. How can we help? Read FAQ. For more information go to
Notes: 0. Manufactured from top quality components, this is your best option and inexpensive
replacement for your rebuild, repair, and maintenance needs - an OE replacement product for
your damaged or aged factory part. Replacement - the most affordable brand name for
replacement parts th We've Made a Site Update. Refresh to the latest version. Retrieve quote.
Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select
your vehicle. Refine by:. Drive Belt part. Returns Policy.
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Shop Dodge Dakota Drive Belt. Showing 1 - 3 of 3 results. Sort by:. Guaranteed to Fit. Core
Charge. Add to cart. Effective Length Top Width : 0. Part Number: DY Page 1 of 1 Showing 1 - 3
of 3 results. Featured Brands. Reviews Questions, Answers. Dayco Drive Belt - Serpentine belt
Manufacturer Replacement Drive Belt - Serpentine belt. Dec 19, I took it to the mechanic and let
them install it so as far as purchasing the belt. It was very easy and quick to find. I am very
happy with my purchase. Taira Jones. Purchased on Dec 10, Dec 16, It is made in china.
Purchased on Nov 29, Nov 29, Wrong belt. Ron Hayes. Purchased on Nov 18, Show More.
Helpful Automotive Resources. How to Replace a Drive Belt On the other hand, older vehicles
often use multiple v-belts also known as fan belts to connect the accessories to the crankshaft
pulley. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

