2005 f150 owners manual fuse box

Asked by Wiki User. You can view the Ford F owners manual online at :. Click on the link below
Click on Owner Guides The owners manual which includes the fuse diagram can be viewed
online. The Ford F owners manual shows " fuse 17 - not used ". The fuse box diagram for a Ford
F truck can be found in the service manual. It outlines where each fuse is located and its
capacity. Check owner's manual. If you don't have one copy and paste link below; Click on the
link below Click on Owner Guides The owners manual which includes the fuse diagrams can be
viewed online. The owners manual shows fuse - 20 amp cartridge fuse - for diagnostic
connector power and cigar lighter. You can view the Ford F owners manual online at : A fuse
diagram can usually be gotten at any auto parts store for a Ford F There are also auto repair
books at libraries that may have the fuse diagrams in them. Usually there is a fuse identification
pattern printed on the inside of the fuse block cover. Owner's manual will not say what each
fuse is for, it only tells you where to locate the fuse block s. Fuse diagram on ford F You can
view the Ford Explorer owners manual which includes the fuse diagrams online at : What fuse
starts the truck. If it's and newer : Click on the link below Click on Owner Guides The owners
manual which includes the fuse diagrams can be viewed online. Ask Question. Car Fuses and
Wiring. Ford Explorer XLT. Ford F See Answer. Top Answer. Wiki User Answered Related
Questions. View Ford F fuse box? What does fuse 17 do for ford f? Fuse box diagram for F?
Fuse for a keyless entry for a ford f ? Where is the horn fuse on a F? On a Ford F where in the
fuse panel is the fuse for the flashers? On a Ford F where in the fuse panel is the fuse for the
diagnostic connector? What number is the cigarette lighter fuse in a ford excursion? Layout of
fuse box for ford f? Ford f fuse box diagram? Were is the fuse for sun roof on ford f? Fuse
diagram f? What number is the cigarette lighter fuse on a f? How do you know what each fuse is
for in your Ford F regular cab new body style with no owner's manual? Fuse layout for Ford F?
On a Ford F where in the fuse panel is the fuse for cigarette lighter? You have a Ford F without
the manual you pulled out a bad fuse for the dashlights and dont remember which one it was
you was wondering if someone could tell you which fuse it is? What fuse controls your horn
ford F? F ford pick up fuse box layout? What is the fuse box wire diagram for f? Fuse block
diagram for Ford Explorer? Can you show me a 04 Ford F fuse box diagram? On a Ford F where
in the fuse panel is the fuse for the radio? Where can you find a fuse box diagram for your Ford
F? Trending Questions Is silence a sound? Asked By Ciara Parker. Has a human ever been
mailed via the United States Postal Service? Asked By Annamarie Trantow. Who would you
swap lives with for a day? Asked By Fletcher Altenwerth. How many feet are in seven minutes?
Asked By Wiki User. Why were the English able to defeat the french in early battles such as the
one at crecy? What are the duties of a health prefect? What letter in the Alphabet is always
waiting in order? What number is the opposite of 0. Hottest Questions How did chickenpox get
its name? When did organ music become associated with baseball? Asked By Curt Eichmann.
How can you cut an onion without crying? Asked By Leland Grant. Why don't libraries smell like
bookstores? Asked By Veronica Wilkinson. How long will the footprints on the moon last?
Asked By Daija Kreiger. Do animals name each other? Asked By Danika Abbott. Who is the
longest reigning WWE Champion of all time? Asked By Consuelo Hauck. What was the first TV
dinner? Asked By Roslyn Walter. Previously Viewed How can i see Ford F fuse box manual?
Unanswered Questions What values can we get in the folk dance tiklos? What happens when
heat energy is not properly used and handled? How did Jose rizals parents raise their children?
Moral lesson of tale of pilandok story? What online sites don't ask for cvv? Does Melissa
Fumero smoke? Give the summary in the poem myopia by syl cheney-coker? All Rights
Reserved. The material on this site can not be reproduced, distributed, transmitted, cached or
otherwise used, except with prior written permission of Multiply. Ad vertisements. In this article,
we consider the eleventh-generation Ford F, produced from to Here you will find fuse box
diagrams of Ford F , , , and , get information about the location of the fuse panels inside the car,
and learn about the assignment of each fuse fuse layout and relay. The fuse panel is located
under the right-hand side of the instrument panel behind the cover. Remove the trim panel and
fuse box cover to access the fuses. To remove the fuse box cover, place a finger behind the
PULL tab and your thumb above the PULL tab as shown in the illustration, then pull the cover
off. To reinstall the fuse box cover, place the top part of the cover on the fuse panel, then push
the bottom part of the cover until you hear it click shut. Gently pull on the cover to make sure it
is seated properly. The relay box is located in the engine compartment on the left fender. How to
check the fuses? How to replace a blown fuse? Why do car fuses blow? Types of automotive
fuses. Ford F Table of Contents. Fuse box location. Fuse box diagrams. Learn more: How to
check the fuses? We use cookies to ensure that we give you the best experience on our
website. If you continue to use this site we will assume that you are happy with it. Ok Privacy
policy. Delayed accessory power for audio, power door lock switch and moonroof switch
illumination. Delayed accessoiy power for audio, power door lock switch and moonroof switch

illumination. Delayed accessoiy power for audio, power door lock switch and moon roof switch
illumination. Quick Links. Instrument Cluster. Warning and control lights. Entertainment
Systems. Climate Controls. Heater only. Manual heating and air conditioning. Automatic
temperature control. Rear window defroster. Turn signal control. Bulb replacement. Driver
Controls. Steering wheel adjustment. Power windows. Speed control. Message center. Locks
and Security. Anti-theft system. Owners Guide postfmt. USA fus. Ford motor company ford
freestar owner's guide pages. Ford motor company ford crown victoria owner's guide pages.
Ford crown victoria automobile owner's manual pages. Page 3 Ford Motor Company. Ford may
change the contents without notice and without incurring obligation. Page 4: Introduction State
of California to cause cancer and birth defects or other reproductive harm. Please take the time
to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Introduction Warning symbols on your vehicle When you see this symbol, it is
imperative that you consult the relevant section of this guide before touching or attempting
adjustment of any kind. Protecting the environment We must all play our part in protecting the
environment. To access this information, special equipment must be directly connected to the
recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 7 Driving chapter. Ford makes no
representation as to the suitability of your vehicle for snowplowing, in particular regarding the
potential for exceeding vehicle weight limits, airbag SRS deployment sensitivity, vehicle crash
integrity, or powertrain durability. Page 8: Vehicle Symbol Glossary Introduction These are
some of the symbols you may see on your vehicle. Many lights will illuminate when you start
your vehicle to make sure the bulb works. Brake system warning light: To confirm the brake
system warning light is functional, it will momentarily illuminate when the ignition is turned to
the ON position when the engine is not running, or in a position between ON and START, or by
applying the parking brake when the ignition is turned to the ON position. Page 13 Instrument
Cluster immediately. A chime will also sound when a malfunction in the supplemental restraint
system has been detected. Safety belt: Reminds you to fasten your safety belt. A chime will also
sound to remind you to fasten your safety belt. Charging system: Illuminates when the battery
is not charging properly. Page 14 Instrument Cluster High beams: Illuminates when the high
beam headlamps are turned on. Low fuel: Displays when the fuel level in the fuel tank is at or
near empty refer to Fuel gauge in this chapter. Engine coolant temperature gauge: Indicates
engine coolant temperature. Page 16 Instrument Cluster Odometer: Registers the total miles
kilometers of the vehicle. Trip odometer: Registers the miles kilometers of individual journeys.
Page 17 Instrument Cluster Engine oil pressure gauge: Indicates engine oil pressure. If the
needle falls below the normal range, stop the vehicle, turn off the engine and check the engine
oil level. Also use in menu mode to select various settings. Audio: Press to access select
various settings. Treble: Press to adjust the treble setting. Press again to return to the playing
media. Page 21 Entertainment Systems Fade: Press to adjust the audio between the front and
rear speakers. Page 22 Entertainment Systems Fast forward: Press to manually advance in a CD
track. Rewind: Press to manually reverse in a CD track. Seek: Press to access the next strong
station or track. Page 24 Entertainment Systems Balance: Press to adjust the audio between the
left and right speakers. Page 25 Entertainment Systems Repeat: Press to repeat the current CD
track. Fast forward: Press to manually advance in a tape or CD track. Rewind: Press to manually
reverse in a tape or CD track. Seek: Press to access the previous strong station or track. Scan:
Press for a brief sampling of radio stations or CD tracks. Press again to stop. When the six
strongest stations are filled, the station stored in preset 1 will begin playing. RDS must be
activated to access Find and Show functions. Page 29 Entertainment Systems Page 31 Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection
film attached, and CDs with homemade paper adhesive labels should not be inserted into the
CD player. Fan speed adjustment: Controls the volume of air circulated in the vehicle.
Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. Set the fan speed to the highest
setting. Direct the outer instrument panel vents towards the side windows. To increase airflow
to the outer instrument panel vents, close the vents located in the middle of the instrument
panel. Do not place objects on top of the instrument panel as these objects may become
projectiles in a collision or sudden stop. Page 34 Climate Controls Rear defroster if equipped :
Press to defrost the rear window. Refer to Rear window defroster if equipped later in this
chapter for more information. This function will clear snow, fog and thin ice from the side rear
view mirrors. Page 36 Climate Controls Temperature conversion: To switch between Fahrenheit
and Celsius: If your vehicle is equipped with a full message center, refer to Setup menu in the

Message center section of the Driver Controls chapter for more information. If your vehicle is
equipped with a mini message center, see your dealer for temperature conversion. Page 37
Climate Controls engaged manually in any other airflow selection except defrost. Use with
recirculated air to improve cooling performance and efficiency. If your vehicle is equipped with
a mini message center, refer to Mini message center electronic compass temperature display in
the Driver Controls Chapter. Defrost: Distributes outside air through the windshield defroster
vents and demister vents. Can be used to clear the windshield of fog and thin ice. Page 40
Climate Controls OFF: Outside air is shut out and the fan will not operate. Page Rear Window
Defroster Climate Controls Do not place objects on top of the instrument panel as these objects
may become projectiles in a collision or sudden stop. Rotate clockwise to the second position
to also turn on the headlamps. Autolamp control if equipped The autolamp system provides
light sensitive automatic on-off control of the exterior lights normally controlled by the
headlamp control. Page 43 Lights At this point, the headlamps and park lamps will turn off.
Foglamp control if equipped The headlamp control also operates the foglamps. The foglamps
can be turned on only when the headlamp control is in the position and the high beams are not
turned on. Page 44 Lights Flash to pass Pull toward you slightly to activate and release to
deactivate. Move the control to the full upright position, past detent, to turn on the interior
lamps. Page Turn Signal Control Lights 4. On the wall or screen you will observe a light pattern
with a distinct horizontal edge towards the right. If this edge is not at the horizontal reference
line, the beam will need to be adjusted so the edge is at the same height as the horizontal
reference line. Rear dome lamp if equipped The dome lamp lights when the control is in the
DOOR left position, any door is open, the instrument panel switch is pushed past the detent and
when any of the remote entry controls are pressed The correct bulbs will not damage the lamp
assembly or void the lamp assembly warranty and will provide quality bulb burn time. Function
Number of Trade number bulbs Headlamps Page 49 Lights 5. Remove the bulb by turning it
counterclockwise, then pull it straight out. Grasp the bulb only by its plastic base and do not
touch the glass. The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Page 50 Lights 4. Slide the headlamp assembly forward disconnecting
the snap attachment at the fender. Remove bulb socket from the lamp assembly by turning it
counterclockwise and then pull the bulb straight out. Install the new bulb s in reverse order.
Remove the two screws and move the lamp assembly away from the vehicle to expose the bulb
sockets. Remove the bulb socket by rotating counterclockwise and pulling it out of the lamp
assembly. While the lever is in the down position, tilt the steering column to its desired
orientation. While holding the steering column, pull the lever up to its original position to lock
the steering column. Page 54 Driver Controls 1. To open the bins, move the center latch forward
which will allow the door to be opened. The latches on the side of the bins are to enable the
user to remove the bin or add a dealer purchased feature. Page 55 Driver Controls Place both
palms on the underside of the storage bin, avoiding the storage bin door. Push upwards with
palms. While pushing upwards with palms, grip the side latches with fingers and squeeze. Do
not hang any type of accessory or accessory bracket from the plug. Page 57 Driver Controls An
additional auxiliary power point is located on the lower rear side of the center console. The
power point is accessible from the rear seats. These include: 1. The most important thing you
can do to prevent a crash is to avoid distractions and pay attention to the road. Wait until it is
safe to operate Mobile Communications Equipment. Page 59 Driver Controls Window lock if
equipped The window lock feature allows only the driver to operate the power windows. Page 61
Driver Controls On vehicles not equipped with rear defrost, press the heated mirror control
located on the climate control panel, refer to the Climate Controls chapter for more information.
Do not remove ice from the mirrors with a scraper or attempt to readjust the mirror glass if it is
frozen in place. Page Speed Control Driver Controls mirrors out, then in, until the click is heard.
After that, the mirrors will operate to their normal positions until they are again moved
manually. Page 63 Driver Controls Setting speed control The controls for using your speed
control are located on the steering wheel for your convenience. Press the ON control and
release 2. Accelerate to the desired speed. Press the SET control and release 4. Note: When you
turn off the speed control or the ignition, your speed control set speed memory is erased. Do
not let children play with the moon roof or leave children unattended in the vehicle. Page 67
Driver Controls To vent the moon roof: Press and hold the control. The moon roof must be in
the closed position in order to move it into the vent position. To close, press and hold the
control until the glass panel stops moving. Page 68 Driver Controls also recommended that a
new battery be placed in the hand-held transmitter of the device being programmed to
HomeLink for quicker training and accurate transmission of the radio-frequency signal. Press
and hold the two outside buttons releasing only when the indicator light begins to flash after 20
seconds. Page 69 Driver Controls 7. The name and color of the button may vary by

manufacturer. Note: There are 30 seconds in which to initiate Step 8. Return to the vehicle and
firmly press, hold for two seconds and release the HomeLink button. Activation will now occur
for the trained product garage door, gate operator, security system, entry door lock, or home or
office lighting etc. You may select display features on the message center for a display of status
preceded by a brief indicator chime. Page 72 Driver Controls Usually, when something affects
the compass readings, the compass will correct itself after a few days of operating your vehicle
in normal conditions. If the compass still appears to be inaccurate, a manual calibration may be
necessary. Page 73 Driver Controls Perform compass calibration in an open area free from steel
structures and high voltage lines. Page 76 Driver Controls 1. Autolamp delay This feature keeps
your headlights on for up to three minutes after the ignition is switched off. In the event of a
multiple warning situation, the message center will cycle the display to show all warnings by
displaying each one for 4 seconds. Displayed when the engine is overheating. Stop the vehicle
as soon as safely possible, turn off the engine. If the warning stays on or continues to come on,
contact your dealer as soon as possible. Page 80 Driver Controls Compass zone adjustment 1.
Determine which magnetic zone you are in for your geographic location by referring to the zone
map. Turn ignition to the ON position. Start the engine. Press the ODO reset button in the
cluster, hold for six seconds and release. Page 82 Driver Controls To extend the bed extender:
1. Lower tailgate. Pull the round knobs on each side of the extender to release it from the pickup
box. Pivot extender on to the tailgate. Evenly push down on the extender and push the round
knobs in on each side locking it in place. In case of loss, replacement keys are available from
your dealer. You should always carry a second key with you in a safe place in case you require
it in an emergency. Refer to the SecuriLock passive anti-theft system section in this chapter for
more information. The childproof locks are located on rear edge of each rear door and must be
set separately for each door. If there are problems with the remote entry system, make sure to
take ALL remote entry transmitters with you to the dealership in order to aid in troubleshooting
the problem. Page 87 Locks and Security Memory feature if equipped The remote entry system
can also control the memory feature. Pressing the control will automatically move the seat and
adjustable pedals to the desired memory position the memory position corresponds to the
transmitter being used. Page 88 Locks and Security To replace the battery: 1. Twist a thin coin
between the two halves of the remote entry transmitter near the key ring. If all remote entry
transmitters are not present during the programming procedure, the transmitters that are not
present during programming will no longer operate the vehicle. The dome lamp control if
equipped must not be set to the off position for the illuminated entry system to operate. Page 91
Locks and Security 4. Within five seconds, press the control two times. Note: One horn chirp
should be heard, indicating the system has been disabled. Conversely, a horn chirp followed by
a honk will indicate the system is enabled. If the procedure needs to be repeated, you must wait
a minimum of 30 seconds to begin again. The keypad can be operated with the factory set
5â€”digit entry code; Page Anti-Theft System Locks and Security Your personal code is now
erased and only the factory set 5â€”digit code will work. Page 95 Note: The SecuriLock passive
anti-theft system is not compatible with non-Ford aftermarket remote start systems. Use of
these systems may result in vehicle starting problems and a loss of security protection. Note:
Large metallic objects, electronic devices that are used to purchase gasoline or similar items, or
a second coded key on the same key chain may cause vehicle starting issues. The key codes
need to be erased from your vehicle and new coded keys will need to be programmed. This step
will program your new key to a coded key. Do not pile cargo higher than the seatbacks to
reduce the risk of injury in a collision or sudden stop. Make sure that the seat is relatched into
place. Page Seating and Safety Restraints Using the manual lumbar support For more lumbar
support, turn the lumbar support control toward the front of vehicle. For less lumbar support,
turn the lumbar support control toward the rear of vehicle. Page Seating and Safety Restraints
Press the control to move the seat forward, backward, up or down. To properly adjust your head
restraints, lift the head restraint so that it is located directly behind your head or as close to that
position as possible. Pull control to release seat cushion. Rotate seat cushion up until it locks
into vertical storage position. Returning the seat to seating position Before returning the
seatback to its original position, make sure that cargo or any objects are not trapped
underneath the seatback. Page Seating and Safety Restraints Front passenger sensing system
For airbags to do their job they must inflate with great force, and this force can pose a
potentially deadly risk to occupants that are very close to the airbag when it begins to inflate.
For some occupants, like infants in rear-facing child seats, this occurs because they are initially
sitting very close to the airbag. This maximizes the effectiveness of the safety belts and helps
properly position the occupant relative to the airbag to improve protection. Page Seating and
Safety Restraints Safety restraints precautions Always drive and ride with your seatback upright
and the lap belt snug and low across the hips. To reduce the risk of injury, make sure children

sit in the back seat where they can be properly restrained. Never let a passenger hold a child on
his or her lap while the vehicle is moving. Page Seating and Safety Restraints Safety belts and
seats can become hot in a vehicle that has been closed up in sunny weather; they could burn a
small child. Check seat covers and buckles before you place a child anywhere near them.
Combination lap and shoulder belts 1. Page Seating and Safety Restraints 1. Release the
mini-buckle by inserting a key or safety belt tongue into the slot. Insert the belt into the clip on
the back panel. Protect the stowed belt if you carry cargo this may damage or soil the belt. Page
Seating and Safety Restraints 2. The belt is now ready for use. This mini-buckle should stay
buckled at all times unless cargo-carrying makes it necessary to detach the belt. Page Seating
and Safety Restraints 3. Insert the belt tongue into the proper buckle for your seating position
until you hear a snap and feel it latch. Make sure the tongue is securely fastened to the buckle
by pulling on the tongue. The front outboard safety belts can also be made to lock manually by
quickly pulling on the shoulder belt. Grasp the shoulder portion and pull downward until the
entire belt is extracted. Allow the belt to retract. As the belt retracts, you will hear a clicking
sound. This indicates the safety belt is now in the automatic locking mode. Failure to replace
the Belt and Retractor assembly could increase the risk of injury in collisions. Page Seating and
Safety Restraints Front safety belt height adjustment if equipped Your vehicle has safety belt
height adjustments for the driver and right front passenger. Adjust the height of the shoulder
belt so the belt rests across the middle of your shoulder. To lower the shoulder belt height,
push the button and slide the height adjuster down. Page Seating and Safety Restraints Insert
the tongue into the correct buckle the buckle closest to the direction the tongue is coming from.
To lengthen the belt, turn the tongue at a right angle to the belt and pull across your lap until it
reaches the buckle. Page Seating and Safety Restraints If Page Seating and Safety Restraints
Reasons given Page Seating and Safety Restraints disabled for the current ignition cycle. The
BeltMinder feature will re-enable during the same ignition cycle if the occupant buckles and
remains buckled for approximately 30 seconds. Confirmation is not given for the one time
disable. Page if equipped , shoulder belt guide on seatback if equipped , child safety seat
LATCH and tether anchors, and attaching hardware, should be inspected after a collision. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
collision be replaced. Airbag cover The airbag supplemental restraint system is designed to
work in conjunction with the safety belts to help protect the driver and front outboard
passenger from certain upper body injuries. Page Seating and Safety Restraints Important SRS
precautions All occupants of the vehicle, including the driver, should always properly wear their
safety belts, even when an airbag SRS is provided. Always transport children 12 years old and
under in the back seat if your vehicle has a back seat. Page Do not attempt to service, repair, or
modify the airbag supplemental restraint systems or its fuses. See your Ford or Lincoln Mercury
dealer. The front passenger airbag is not designed to offer protection to an occupant in the
center front seating position. Page Seating and Safety Restraints Children and airbags For
additional important safety information, read all information on safety restraints in this guide.
Children must always be properly restrained. Accident statistics suggest that children are safer
when properly restrained in the rear seat than in the front seat. Page Seating and Safety
Restraints How does the airbag supplemental restraint system work? The airbag SRS is
designed to activate when the vehicle sustains sufficient longitudinal deceleration. The fact that
the airbags did not inflate in a collision does not mean that something is wrong with the system.
Page Seating and Safety Restraints If the airbag has deployed, the airbag will not function again
and must be replaced immediately. If the airbag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Determining if the system is operational The SRS uses
readiness lights in the instrument cluster or a tone to indicate the condition of the system. Page
To improve the fit of both the lap and shoulder belt on children who have outgrown child safety
seats, Ford Motor Company recommends use of a belt-positioning booster. Booster seats
position a child so that safety belts fit better. They lift the child up so that the lap belt rests low
across the hips and the knees bend comfortably. Page Seating and Safety Restraints The
shoulder belt should cross the chest, resting snugly on the center of the shoulder. The lap belt
should rest low and snug across the hips, never up high across the stomach. If the booster seat
slides on the vehicle seat, placing a rubberized mesh sold as shelf or carpet liner under the
booster seat may improve this condition. Page 36 kg 80 pounds using an upper torso harness
and a belt-positioning booster. Ford recommends the use of a child safety seat having a top
tether strap. Page Seating and Safety Restraints Installing child safety seats with combination
lap and shoulder belts Airbags can kill or injure a child in a child seat. NEVER place a
rear-facing child seat in front of an active airbag. If you must use a forward-facing child seat in
the front seat, move the seat all the way back. Be sure the belt webbing is not twisted. Insert the
belt tongue into the proper buckle the buckle closest to the direction the tongue is coming from

for that seating position until Page Seating and Safety Restraints 7. Pull the lap belt portion
across the child seat toward the buckle and pull up on the shoulder belt while pushing down
with your knee on the child seat. Allow the safety belt to retract to remove any slack in the belt.
Position the child safety seat in the Regular Cab center front seat. Page Seating and Safety
Restraints 4. Be sure that the belt webbing is not twisted. Page Seating and Safety Restraints 8.
Before placing the child into the child seat, forcibly pull the child seat forward and back to make
sure that the seat is held securely in place. To check this, grab the seat at the belt path and
attempt to move it side to side and forward and back. Page Seating and Safety Restraints held
securely in place. If the child seat moves excessively, repeat Steps 5 through 7, try a different
child safety seat, or properly install the child seat in a different position. Attaching child safety
seats with tether straps Most new forward-facing child safety seats include a tether strap which
goes over the back of the seat and hooks to an anchoring point. Position the child safety seat
on the seat cushion. Route the child safety seat tether strap over the back of the seat and under
the head restraint. Page Seating and Safety Restraints Rear seat tether strap attachment There
are three loops of webbing just above the back of the rear seat along the bottom edge of the
rear window in the SuperCab and SuperCrew. These loops are to be used as both routing loops
and anchor loops for up to three child safety seat tether straps. Follow the instructions in this
chapter. Attaching safety seats with LATCH Lower Anchors and Tethers for Children
attachments for child seat anchors Some child safety seats have two rigid or webbing mounted
attachments that connect to two anchors at certain seating positions in your vehicle. Page
Seating and Safety Restraints The lower anchors for child seat installation are located at the
rear section of the seat between the cushion and seat back. Utility vehicles and trucks are not
designed for cornering at speeds as high as passenger cars any more than low-slung sports
cars are designed Page Tires, Wheels and Loading Power is supplied to all four wheels through
a transfer case or power transfer unit. Information on transfer case operation and shifting
procedures can be found in the Driving chapter. Page 10 to 12 inches or limited production tires
as defined in Title 49 Code of Federal Regulations Part Department of Transportation-Tire
quality grades: The U. Department of Transportation requires Ford to give you the following
information about tire grades exactly as the government has written it. The relative performance
of tires depends upon the actual conditions of their use, however, and may depart significantly
from the norm due to variations in driving habits, service practices, and differences in road
characteristics and climate. Page if equipped , at least monthly and before long trips. You are
strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges may
be inaccurate. Ford recommends the use of a digital or dial type tire pressure gauge rather than
a stick type tire pressure gauge. Page Always inflate your tires to the Ford recommended
inflation pressure even if it is less than the maximum inflation pressure information found on
the tire. Page Only use replacement tires and wheels that are the same size and type such as
P-metric versus LT-metric or all-season versus all-terrain as those originally provided by Ford.
Use of any tire or wheel not recommended by Ford can affect the safety and performance of
your vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Instead, gradually decrease your speed. Hold the steering wheel
firmly and slowly move to a safe place on the side of the road. The use of tire sealants may
damage your tires. Page Tires, Wheels and Loading Tire change procedure To help prevent the
vehicle from moving when you change a tire, be sure the parking brake is set, then block in both
directions the wheel that is diagonally opposite other side and end of the vehicle to the tire
being changed. Page Tires, Wheels and Loading 7. Position the jack according to the following
guides and turn the jack handle clockwise until the wheel is completely off the ground. When
one of the rear wheels is off the ground, the transmission alone will not prevent the vehicle from
moving or slipping off the jack, even if the transmission is in P Park. Page Tires, Wheels and
Loading To lessen the risk of personal injury, do not put any part of your body under the vehicle
while changing a tire. Do not start the engine when your vehicle is on the jack. The jack is only
meant for changing the tire. Page Lug Nut Torque rotation, flat tire, wheel removal, etc. Use only
Ford recommended replacement fasteners. Installing wheels without correct metal-to-metal
contact at the wheel mounting surfaces can cause the wheel nuts to loosen and the wheel to
come off while the vehicle is in motion, resulting in loss of control. Page Tires, Wheels and
Loading 5. If you change your wheel size, you will have to purchase new tires to match the new
wheel diameter. It is an index that relates to how much weight a tire can carry. Page Tires,
Wheels and Loading numbers represent the week and year the tire was built. For example, the
numbers mean the 31st week of After the numbers go to four digits. For example, means the
25th week of The numbers in between are identification codes used for traceability. Note: The
temporary tire size for your vehicle may be different from this example. Page Tires, Wheels and
Loading the road in adverse wet, snowy, etc. Visually check your tires for uneven wear, looking

for high and low areas or unusually smooth areas. Also check for signs of tire damage. Have a
qualified technician at a Ford or Lincoln Mercury dealer check the wheel alignment periodically.
Page Sometimes irregular tire wear can be corrected by rotating the tires. Note: If your tires
show uneven wear ask a qualified technician at a Ford or Lincoln Mercury dealership to check
for and correct any wheel misalignment, tire imbalance or mechanical problem involved before
tire rotation. The tires on your vehicle have all weather treads to provide traction in rain and
snow. However, in some climates, you may need to use snow tires and chains. Page Tires,
Wheels and Loading Payload â€” is the combined weight of cargo and passengers that the
vehicle is carrying. When towing, trailer tongue load or king pin weight is also part of cargo
weight. Consult your dealership or the RV and Trailer Towing Guide provided by your
dealership for more detailed information. Page Tires, Wheels and Loading 6. If your vehicle will
be towing a trailer, load from your trailer will be transferred to your vehicle. Consult this manual
to determine how this reduces the available cargo and luggage load capacity of your vehicle.
Loaded vehicles may handle differently than unloaded vehicles. See your dealer or a reliable
trailer dealer if you require assistance. Your vehicle may not have enough braking power and
your chances of having a collision greatly increase. Note: The ignition key cannot be removed
from the ignition unless the gearshift lever is securely latched in P Park. Page Driving Do not
start your vehicle in a closed garage or in other enclosed areas. Exhaust fumes can be toxic.
Always open the garage door before you start the engine. See Guarding against exhaust fumes
in this chapter for more instructions. If you smell exhaust fumes inside your vehicle, have your
dealer inspect your vehicle immediately. If a light fails to illuminate, have the vehicle serviced.
Starting the engine 1. Page Brakes Driving Note: If the engine does not start within five seconds
on the first try, turn the key to OFF, wait 10 seconds and try again. If the engine still fails to
start, press and hold the accelerator to the floor and try again; this will allow the engine to crank
with the fuel shut off in case the engine is flooded with fuel. This system helps you maintain
steering control during emergency stops by keeping the brakes from locking. The BRAKE
warning lamp will illuminate and will remain illuminated until the parking brake is released. Page
Transmission Operation Driving Vehicles with a higher center of gravity such as utility and
four-wheel drive vehicles handle differently than vehicles with a lower center of gravity. Utility
and four-wheel drive vehicles are not designed for cornering at speeds as high as passenger
cars any more than low-slung sports cars are designed to perform satisfactorily under off-road
conditions. Page Driving 4. Reinstall the access plug cover, start the vehicle and release the
parking brake. Do not drive your vehicle until you verify that the brakelamps are working.
Always set the parking brake fully and make sure the gearshift is latched in P Park. Page Driving
2. Open the center console bin. Using a screwdriver, carefully pry off the console finish panel
surrounding the shifter mechanism by inserting a screwdriver into the latch slot as shown.
Remove console finish panel assembly to expose the inside of the gearshift. Page Driving If the
parking brake is fully released, but the brake warning lamp remains illuminated, the brakes may
not be working properly. See your dealer or a qualified service technician. Drive not shown
Drive is activated when the transmission control switch is pressed. Page Driving shift efforts,
prematurely wear transmission components or damage the transmission. Do not drive with your
foot resting on the clutch pedal or use the clutch pedal to hold your vehicle at a standstill while
waiting on a hill. Page Driving Reverse 1. Make sure that your vehicle is at a complete stop
before you shift into R Reverse. Failure to do so may damage the transmission. Move the
gearshift lever into the neutral position and wait at least three seconds before shifting into R
Reverse. Page Driving To help avoid personal injury, please read and understand the limitations
of the reverse sensing system as contained in this section. Page Driving The RSS detects
obstacles up to 6 feet 2 meters from the rear bumper with a decreased coverage area at the
outer corners of the bumper, refer to the figures for approximate zone coverage areas. As you
move closer to the obstacle, the rate of the tone increases. Page Driving N Neutral â€” No power
to either front or rear wheels. Intended only for off-road applications such as deep sand, steep
grades or pulling heavy objects. Page Driving Do not leave the vehicle unattended with the
transfer case in the N Neutral position. Always set the parking brake fully and turn off the
ignition when leaving the vehicle. Page Driving 3. On vehicles equipped with an automatic
transmission, place the transmission in N Neutral ; on vehicles equipped with a manual
transmission, depress the clutch. Move the 4WD control to the desired position. Excessive
steering will result in less vehicle control, not more. Page Ford Motor Company joins the U.
Page Driving slopes or hills. A danger lies in losing traction, slipping sideways and possibly
rolling over. Whenever driving on a hill, determine beforehand the route you will use. Do not
drive over the crest of a hill without seeing what conditions are on the other side. Do not drive
in reverse over a hill without the aid of an observer. Page Ford Motor Company recommends
that caution be used with any vehicle equipped with a high load or device such as ladder racks

or pickup box cover. Page Installing the snowplow Weight limits and guidelines for selecting
and installing the snowplow can be found in the Ford Truck Body Builders Layout Book,
Snowplow section, found at Page Operating the vehicle with the snowplow attached Ford
recommends that the Fâ€” be limited to low speed, personal-use snow removal. Do not use your
vehicle for snow removal until it has been driven at least miles km. Page Roadside Emergencies
50, miles 80, km on Lincoln vehicles. Page Hazard Flasher Switch 1â€”â€”â€”; Lincoln vehicle
customers call 1â€”â€”â€” Canadian customers who require roadside assistance, call
1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor Company will
reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; The access cover needs to be removed to reset the fuel pump shut-off
switch. To reset the switch: 1. Page Roadside Emergencies The fuses are coded as follows.
Page Roadside Emergencies Auxiliary relay box The relay box is located in the engine
compartment on the left fender. An explosion could result in injury or vehicle damage. Batteries
contain sulfuric acid which can burn skin, eyes and clothing, if contacted. Page Roadside
Emergencies Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Page Roadside Emergencies 3. Connect the
negative - cable to the negative - terminal of the assisting battery. Once the disabled vehicle has
been started, run both engines for an additional three minutes before disconnecting the jumper
cables. Removing the jumper cables Remove the jumper cables in the reverse order that they
were connected. Remove the jumper cable from the ground metal surface. After the disabled
vehicle has been started and the jumper cables removed, allow it to idle for several minutes so
the engine computer can relearn its idle conditions. Page Wrecker Towing Ford recommends
your vehicle be towed with a wheel lift or flatbed. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the dealership could provide, after following the steps described above, contact the
Ford Customer Relationship Center to find an authorized dealership to help you. Page If you
own a Lincoln vehicle and are away from home when your vehicle needs service, or if you need
more help than the dealership could provide, after following the steps described above, contact
the Ford Customer Relationship Center to find an authorized dealership to help you. Page
Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in some
states. In the United States, a warranty dispute must be submitted to the The Dispute Settlement
Board may not be available in all states. The decisions of the Board are binding on Ford and, in
some cases, on the dealer but not on consumers who are free to pursue other remedies
available to them under state or federal law. If you did not take advantage of the Ford Extended
Service Plan at the time of purchasing your vehicle, you may still be eligible. Since this
information is subject to change, please ask your dealer for complete Page If your vehicle must
be serviced while you are traveling or living in Central or South America, the Caribbean, or the
Middle East, contact the nearest Ford dealership. Page Reporting Safety Defects U. Page
Cleaning racks, bumpers, side moldings, mirror housings or the windshield cowl area. These
products are available from your dealer. Scratches In order to lessen the appearance of certain
scratches and other wear marks, apply conditioner on the affected area following the same
These quality products have been specifically engineered to fulfill your automotive needs; they
are custom designed to complement the style and appearance of your vehicle. If your vehicle
requires professional service, your dealership can provide the necessary parts and service. Set
the parking brake, depress the clutch and place the gearshift in N Neutral. Block the wheels.
Note: Do not start your engine with the air cleaner removed and do not remove it while the
engine is running. Battery 2. Clutch fluid reservoir manual transmission 3. Power steering fluid
reservoir 4. Brake fluid reservoir 5. Engine coolant reservoir 6. Air filter assembly 7. Engine oil
filler cap 8. Page Maintenance and Specifications 4. Transmission fluid dipstick automatic
transmission 3. Engine oil filler cap 4. Power steering fluid reservoir 5. Engine oil dipstick 6.
Brake fluid reservoir 7. Engine coolant reservoir 8. Air filter assembly 9. Air filter assembly 4.
Engine oil filler cap 9. Refer to Lubricant specifications in this chapter. State or local regulations
on volatile organic compounds may restrict the use of methanol, a common windshield washer
antifreeze additive. Locate and carefully remove the engine oil level indicator dipstick. Wipe the
indicator clean. Insert the indicator fully, then remove it again. Page Change your engine oil and
filter according to the appropriate schedule listed in scheduled maintenance information. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. However, for severe usage
or in high temperature climates, check the battery electrolyte level. Refer to the scheduled
maintenance information for the service interval schedules. Lift the battery with a battery carrier

or with your hands on opposite corners. Follow your local authorized standards for disposal.
Call your local authorized recycling center to find out more about recycling automotive
batteries. Page Maintenance and Specifications When the engine is cold, check the level of the
engine coolant in the reservoir. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available. Fill
your engine coolant reservoir as outlined in Adding engine coolant in this section. Page
Maintenance and Specifications What you should know about fail-safe cooling if equipped If the
engine coolant supply is depleted, this feature allows the vehicle to be driven temporarily before
incremental component damage is incurred. Page Fuel Information Maintenance and
Specifications 2. Arrange for the vehicle to be taken to a service facility. If this is not possible,
wait a short period for the engine to cool. Check the coolant level and replenish if low. Never
remove the coolant reservoir cap while the engine is running or hot. Fuel such as gasoline is
highly toxic and if swallowed can cause death or permanent injury. Page Maintenance and
Specifications Refueling Fuel vapor burns violently and a fuel fire can cause severe injuries.
Page The customer warranty may be void for any damage to the fuel tank or fuel system if the
correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Page Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse affect on powertrain components. For more information on the
Service engine soon indicator, refer to the Instrument Cluster chapter. Fuel Filter For fuel filter
replacement, see your dealer or a qualified service technician. Page Maintenance and
Specifications If other than Ford, Motorcraft or Ford-authorized parts are used for maintenance
replacements or for service of components affecting emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Page
Maintenance and Specifications 3. The fuel cap may not have been securely tightened. See Fuel
filler cap in this chapter. Start the engine and let it run until it reaches normal operating
temperature the engine coolant temperature gauge indicator will be near the center of the
normal area between H and C. Page If the fluid level drops, refill the fluid level to the step in the
reservoir. Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with running water for
15 minutes. Page Maintenance and Specifications 1. Clean the reservoir cap before removal to
prevent dirt and water from entering the reservoir. Remove cap and rubber diaphragm from
reservoir. Add fluid until the level reaches the step in the reservoir. Reinstall rubber diaphragm
and cap onto reservoir. Latch the gearshift lever in P Park and leave the engine running.
Remove the dipstick, wiping it clean with a clean, dry lint free rag. If necessary, refer to
Identifying components in the engine compartment in this chapter for the location of the
dipstick. Page Maintenance and Specifications High fluid level Fluid levels above the safe range
may result in transmission failure. High fluid levels can be caused by an overheating condition.
Adjusting automatic transmission fluid levels Before adding any fluid, make sure the correct
type is used. Page 5. Install and tighten the fill plug securely. Use only fluid that meets Ford
specifications. When changing the air filter element, use only the Motorcraft air filter element
listed. Refer to Motorcraft part numbers in this chapter. Release two retainer clamps. Pull air
filter tray assembly out toward front of vehicle and lift air filter element up and out of housing.
The air filter box needs to be free of any debris before installing a new air filter. Page Part
Numbers Refer to scheduled maintenance information for the appropriate intervals for changing
the PCV valve. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page Add 4 oz. Service refill capacity is determined by filling the axle to the bottom of
the filler hole with the vehicle on a level surface. Page Maintenance and Specifications handle.
Check the container to verify the fluid being added is of the correct type. Refer to your
scheduled maintenance information to determine the correct service interval. Please note that in
the graphic XXXX is representative of your vehicle identification number. The following table
tells you which transmission or transaxle each code represents. Ford Motor Company will repair
or Consult your dealer for specific weight information. Page Index Index maintenance-free Page
Page Index starting after a collision.. Page Index Passenger Occupant for adults Page Index
Steering wheel brake-shift interlock controls Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL. Quick Links. Table of Contents. Instrument Cluster. Warning And Control Lights.
Entertainment Systems. Climate Controls. Rear Window Defroster. Turn Signal Control. Bulb
Replacement. Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control.

Message Center. Owners Guide postfmt. USA fus. Ford motor company ford freestar owner's
guide pages. Ford motor company ford crown victoria owner's guide pages. Ford crown victoria
automobile owner's manual pages. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction California to cause cancer and birth defects or other
reproductive harm. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. Page 5 Defect and Emissions Performance Warranties.
To access this information, special equipment must be directly connected to the recording
modules. Ford Motor Company and Ford of Canada do not access event data recorder
information without obtaining consent, Page 7 Using your vehicle as an ambulance Do not use
this vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance
Preparation Package. Notice to owners of pickup trucks and utility type vehicles Utility vehicles
have a significantly higher rollover rate than other types of vehicles. Report the fault to a dealer
at the earliest opportunity. Page 12 ON, continues to flash or remains on, have the system
serviced immediately by your authorized dealer. A chime will also sound when a malfunction in
the supplemental restraint system has been detected. Page 13 If the indicators stay on or flash
faster, check for a burned out bulb. High beams: Illuminates when the high beam headlamps are
turned on. Odometer: Registers the total miles kilometers of the vehicle. Page 16 ON position.
For more information, refer to Filling the tank in the Maintenance and Specifications chapter.
Also use in menu mode to select various settings. Audio: Press to access select various
settings. Treble: Press to adjust the treble setting. Press again to return to the playing media.
Page 21 8. Repeat: Press to repeat the current CD track. Page 22 CD is already loaded into the
system, CD play will begin where it ended last. CD eject: Press to eject a CD. Seek: Press to
access the next strong station or track. Page 24 CD. Page 25 CD is already loaded into the
system, CD play will begin where it ended last. Page 28 7. Shuffle: Press to play the tracks in
random order. Then press SEEK Page 29 CD play will begin where it ended last. Press LOAD
and a memory preset to load to a specific slot. Press and hold to autoload up to six CDs.
Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with homemade
paper adhesive labels should not be inserted into the CD player. This allows the vehicle to
breathe using the outside air inlets. Page Manual Heating And Air Conditioning : Distributes air
through the instrument panel vents, center console vents if equipped and the floor vents. O OFF
: Outside air is shut out and the climate system is turned off. Page 35 Do not place objects on
top of the instrument panel as these objects may become projectiles in a collision or sudden
stop. Page Automatic Temperature Control If your vehicle is equipped with a mini message
center, see your authorized dealer for temperature conversion. If your vehicle is equipped with a
mini message center, refer to Mini message center electronic compass temperature display in
the Driver Controls Chapter. Select 2. Adjust the temperature control to maintain comfort. Set
the fan speed to the highest setting. Page Rear Window Defroster This may cause damage to
the heated grid lines and will not be covered by your warranty. Deselect the autolamps after the
desired autolamp delay time maximum of 3 minutes. At this point, the headlamps and park
lamps will turn off. High beams Push the lever toward the instrument panel to activate. Pull the
lever towards you to deactivate. Page 44 3. Repeat Steps 3â€”5 for the other headlamp. Close
the hood and turn off the lamps. Page 46 Rear map lamp if equipped The rear map lamp lights
are located on the end of the overhead rail system. The lamps can be turned on or off by
pushing on the lens. Replacing exterior bulbs Check the operation of all the bulbs frequently.
Page 48 To replace all instrument panel lights - see your dealer Replacing headlamp bulbs 1.
Make sure that the headlamp control is in the OFF position and open the hood. Page 49 Grasp
the bulb only by its plastic base and do not touch the glass. The oil from your hand could cause
the bulb to break the next time the headlamps are operated. Install the new bulb in reverse
order. Make sure the headlamp control is in the OFF position. Open the tailgate to expose the
lamp assembly screws and remove the two screws from the tail lamp assembly. Remove the
bulb socket from the foglamp by turning counterclockwise. Disconnect the electrical connector
from the foglamp bulb. Pull out the old bulb from the socket and push in the new bulb. Install
the bulb socket in lamp assembly by turning it clockwise. Page 54 If your vehicle is equipped
with a overhead console rail system, there are several features that can be operated. Page 56
Bin Removal Attach and remove bins from the rail using the following instructions: Place both
palms on the underside of the storage bin, avoiding the storage bin door. Push upwards with
palms. The auxiliary power point is located on the instrument panel. Page 58 3. Power point 4.
Hard objects can injure you in a collision. Press and hold the top part of the rocker switch to
close the window. Move the control in the direction you wish to tilt the mirror. Return to the
center position to lock mirrors in place. This feature provides an indicator to the driver that the
vehicle turn signal is working properly. Press and release this control to decrease the vehicle

set speed in small amounts by 1 mph 1. Page 69 2. Position the end of your hand-held
transmitter 1â€”3 inches 2â€”8 cm away from the HomeLink button you wish to program located
on your visor while keeping the indicator light in view. For questions or comments, please
contact HomeLink at In the event that there are still programming difficulties, contact HomeLink
at Page Message Center If equipped with an outside temperature display, it will display in the
instrument cluster all the time, except when a warning message is present. A correct zone
setting will eliminate this error. It will take up to five circles to complete calibration. Drive the
vehicle at least 5 miles 8 km with the speed control system engaged to display a stabilized
average. The sequence of the system check report and how it appears in the message center is
as follows: 1. This acts as a reminder that these warning conditions still exist within the vehicle.
Page 80 To turn the display off or change the display from English to Metric see your authorized
dealer. Page Tailgate 2. Use a screwdriver to pry the spring clip on each connector past the
head of the support screw. Disconnect cable. Disconnect the other cable. Lift tailgate to a
45â€”degree angle from horizontal. When driving the vehicle off road, the bed extender should
be in the stowed position and the tailgate closed. To install the bed extender, follow the removal
procedure in reverse order. Page 86 33 feet 10 meters. Twist a thin coin between the two halves
of the remote entry transmitter near the key ring. Page 92 2. Turn the ignition to the 3 ON
position; the horn will chirp to indicate the driver configuration mode has been activated. Page
93 if equipped. Note: One horn Page 94 Message center procedure For information regarding
the activation and deactivation of the autolocks feature using the message center, refer to
Message center if equipped in the Driver Controls chapter. This must be done within five
seconds of completing Step 1. Your personal code is now erased and only the factory set
5â€”digit code will work. Refer to Programming spare keys for instructions on how to program
the coded key. Use of these systems may result in vehicle starting problems and a loss of
security protection. Note: Large metallic objects, electronic devices that are used to purchase
gasoline or similar items, or a second coded key on the same key chain may cause vehicle
starting issues. Page 98 2. If failure repeats, bring your vehicle to your authorized dealer to have
the new spare key s programmed. Adjust your head restraint so that it is located directly or as
close as possible behind your head. The head restraints can be moved up and down. Press the
front or rear portion to tilt the seat. The indicator light on the control will illuminate when
activated. The system automatically shuts off after 10 minutes. Each seat cushion can be
flipped up into the seatback position. Page The system is designed to help protect smaller
drivers sitting close to the driver airbag by providing a lower airbag output level. Refer to Safety
belt usage sensors later in this chapter. Page If any of these things happen, even intermittently,
have the Personal Safety System serviced at an authorized dealer immediately. Unless serviced,
the system may not function properly in the event of a collision. Page Never wear the shoulder
belt under the arm. To unfasten, push the release button and remove the tongue from the
buckle. Insert the belt into the clip on the back panel. Protect the stowed belt if you carry cargo
this may damage or soil the belt. Children 12 years old and under should be properly restrained
in a rear seat whenever possible. Allow the belt to retract. As the belt retracts, you will hear a
clicking sound. This indicates the safety belt is now in the automatic locking mode. Shorten and
fasten the belt when not in use. The safety belt warning light illuminates minutes and the
warning chime sounds seconds. The BeltMinder feature will not activate. Page Also, use the
safety belt extension only if the safety belt is too short for you when fully extended. Do not use
extensions to change the fit of the shoulder belt across the torso. Page Airbags if equipped ,
shoulder belt guide on seatback if equipped , child safety seat LATCH and tether anchors, and
attaching hardware, should be inspected after a collision. Ford Motor Company recommends
that all safety belt assemblies in use in vehicles involved in a collision be replaced. This is
because the back of the infant seat is too close to the inflating airbag and the risk of a fatal
injury to the infant when the airbag inflates is substantial. Do not modify the front end of the
vehicle. A child or infant restrained in the center front seat is not at risk of serious injury from
the airbags. Several airbag system components get hot after inflation. Do not touch them after
inflation. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. If you do not install
and use the safety seat properly, the child may be injured in a sudden stop or collision. Ford
recommends the use of a child safety seat having a top tether strap. Page 1. Position the child
safety seat in a seat with a combination lap and shoulder belt. Pull down on the shoulder belt
and then grasp the shoulder belt and lap belt together. The belt will click as it retracts to
indicate it is in the automatic locking mode. Slide the tongue up the webbing. Allow the safety
belt to retract and remove any slack in the belt to securely tighten the child safety seat in the

vehicle. Push down on the child seat while pulling on the loose end of the lap belt webbing to
tighten the belt. If you are installing a forward facing child seat, attach and tighten any top tether
strap. The tether strap may not work properly if attached somewhere other than the correct
tether anchor. Clip the tether strap to the anchor as shown. If the safety seat is not anchored
properly, the risk of a child being injured in a collision greatly increases. If you install a child
seat at the center rear position, use the vehicle belt and the top tether anchor. Check to see if
the anchors hold the seat in place. If the safety seat is not anchored properly, the risk of a child
being injured in a crash greatly increases. Page All other things held equal, a shorter wheelbase
may make your vehicle quicker to respond to steering inputs than a vehicle with a longer
wheelbase. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page The temperature grade for this tire is
established for a tire that is properly inflated and not overloaded. Excessive speed,
underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. Page Tire Inflation if equipped , at least monthly and before
long trips. You are strongly urged to buy a reliable tire pressure gauge, as automatic service
station gauges may be inaccurate. Ford Motor Company recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. Page Always inflate
your tires to the Ford recommended inflation pressure even if it is less than the maximum
inflation pressure information found on the tire. Page Only use replacement tires and wheels
that are the same size and type such as P-metric versus LT-metric or all-season versus
all-terrain as those originally provided by Ford. Use of any tire or wheel not recommended by
Ford can affect the safety and performance of your vehicle, which could result in an increased
risk of loss of vehicle control, vehicle rollover, personal injury and death. Park on a level
surface, activate hazard flashers and set the parking brake. Page If the vehicle slips off the jack,
someone could be seriously injured. Page Try to push or pull, then turn the tire to be sure it will
not move. Loosen and retighten, if necessary. Failure to properly stow the spare tire may result
in failure of the winch cable and loss of the tire. Use only Ford recommended replacement
fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. If not, contact a local tire dealer. Note: You may not find this
information on all tires because it is not required by federal law. Page The cold inflation
pressure should never be set lower than the recommended pressure on the vehicle label. The
tire suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Page 4. Maximum Load Single lb. The tires should also be balanced periodically.
An unbalanced tire and wheel assembly may result in irregular tire wear. Page Vehicle Loading
Safety Compliance Certification Label: Base Curb Weight â€” is the weight of the vehicle
including a full tank of fuel and all standard equipment. It does not include passengers, cargo,
or optional equipment. Page Cargo Weight â€” includes all weight added to the Base Curb
Weight, including cargo and optional equipment. When towing, trailer tongue load or king pin
weight is also part of cargo weight. Page Do not attach safety chains to the bumper. The trailer
brakes must meet local and Federal regulations. When turning, make wider turns so the trailer
wheels will clear curbs and other obstacles. Page Driving Starting the engine in this chapter.
Extended idling at high engine speeds can produce very high temperatures in the engine and
exhaust system, creating the risk of fire or other damage. Make sure all vehicle occupants have
buckled their safety belts. For more information on safety belts and their proper usage, refer to
the Seating and Safety Restraints chapter. Make sure the headlamps and vehicle accessories
are off. Page Driving 3. Even when the ABS is disabled, normal braking is still effective. If your
BRAKE warning lamp illuminates with the parking brake released, have your brake system
serviced immediately. Page To release, pull the lever 2. Always set the parking brake fully and
make sure that the gearshift is securely latched in P Park automatic transmission or in 1 First
manual transmission. Page In a rollover crash, an unbelted person is significantly more likely to
die than a person wearing a safety belt. Your vehicle has larger tires and increased ground
clearance, giving the vehicle a higher center of gravity than a passenger car. Page Transmission
Operation If the fuse is not blown, perform the following procedure: 1. Locate the round access
plug on the underside of the steering column cover. If the fuse is not blown, perform the
following procedure: 1. Apply the parking brake, turn the ignition to LOCK, then remove the key.
Page Always set the parking brake fully and make sure the gearshift is latched in P Park. Turn
the ignition to the LOCK position and remove the key whenever you leave your vehicle. Page
Overdrive can be deactivated by pressing the transmission control switch on the end of the
gearshift lever column-shift transmission or on the gearshift bezel floor-shift transmission.
Make sure the parking brake is fully set. Press the clutch pedal to the floor, then put the

gearshift lever in the neutral position. Start the engine, then press the brake pedal and release
the parking brake. Turn the ignition off. Do not park your vehicle in Neutral, it may move
unexpectedly and injure someone. Use 1 First gear and set the parking brake fully. Page Certain
add-on devices such as large trailer hitches, bike or surfboard racks and any device that may
block the normal detection zone of the RSS system may create false beeps. If the sensors are
covered, it will affect the accuracy of the RSS. Not intended for use on dry pavement. Page The
transfer case N Neutral position overrides the transmission and puts the vehicle in neutral
regardless of transmission gearshift lever position. The vehicle can move forward or backward.
This position should only be used when towing the vehicle. Bring the vehicle to a complete stop
2. The tires may fail and injure a passenger or bystander. Page Rapid pumping of the brake
pedal will help you slow the vehicle and still maintain steering control. If your vehicle has
anti-lock brakes, apply the brakes steadily. Page Installing the snowplow Weight limits and
guidelines for selecting and installing the snowplow can be found in the Ford Truck Body
Builders Layout Book, Snowplow section, found at Page Operating the vehicle with the
snowplow attached Ford recommends that the Fâ€” be limited to low speed, personal-use snow
removal. Do not use your vehicle for snow removal until it has been driven at least miles km.
Page Do not attempt to service, repair, or modify the air bag supplemental restraint system SRS
or its fuses. See your Ford or Lincoln Mercury dealer. Page Roadside Emergencies 50, miles 80,
km on Lincoln vehicles. If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount. To obtain reimbursement information, U. Ford or
Mercury vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Page Fuses And
Relays Note: Always replace a fuse with one that has the specified amperage rating. Using a
fuse with a higher amperage rating can cause severe wire damage and could start a fire. Gently
pull on the cover to make sure it is seated properly. Page Jump Starting Ensure that vent caps
are tight and level. Turn the heater fan on in both vehicles to protect any electrical surges. Turn
all other accessories off. Ensure that the cables are clear of fan blades, belts, moving parts of
both engines, or any fuel delivery system parts. Remove the jumper cable from the ground
metal surface. Note: In the illustrations, lightning bolts are used to designate the assisting
boosting battery. After the disabled vehicle has been started and the jumper cables removed,
allow it to idle for several minutes so the engine computer can relearn its idle conditions. Do not
tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. Away
from home If you own a Ford or Mercury vehicle and are away from home when your vehicle
needs service, or if you need more help than the authorized dealer could provide, after following
the steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page Customer Assistance In some states in the U. Ford is also
allowed a final repair attempt in some states. In the United States, a warranty dispute must be
submitted to the The Dispute Settlement Board may not be available in all states. Your
authorized dealer and a Ford Motor Company representative will then be asked to submit
statements. The decisions of the Board are binding on Ford and, in some cases, on the
authorized dealer but not on consumers who are free to pursue other remedies available to
them under state or federal law. Page Customer Assistance If you did not take advantage of the
Ford Extended Service Plan at the time of purchasing your vehicle, you may still be eligible.
Since this information is subject to change, please ask your authorized dealer for complete
details about Ford Extended Service Plan coverage options, or visit the Ford ESP website at
Page Reporting Safety Defects U. The high-pressure fluid could penetrate the sealed parts and
cause damage. This washer fluid contains special solution in addition to alcohol which helps to
remove the hot wax deposited on the wiper blade and windshield from automated car wash
facilities. Cleaning For dirt, use a vacuum cleaner then use a clean, damp cloth or soft brush.
Page Flush the complete underside of your vehicle frequently. Keep body and door drain holes
free from packed dirt. Turn off the engine and remove the key. Block the wheels. Set the parking
brake and shift to P Park. Go to the front of the vehicle and release the auxiliary latch that is
located on the front bumper under the grill. Lift the hood until the lift cylinders hold it open.
Brake fluid reservoir 5. Engine coolant reservoir 6. Air filter assembly 7. Engine oil filler cap 8.
Engine oil dipstick 9. Transmission fluid dipstick automatic transmission Transmission fluid
dipstick automatic transmission 3. Engine oil filler cap 4. Power steering fluid reservoir 5.
Engine oil dipstick 6. Brake fluid reservoir 7. Engine coolant reservoir 8. Air filter assembly 9.
Air filter assembly 4. Engine oil filler cap 9. Turn the engine off and wait a few minutes for the oil
to drain into the oil pan. Set the parking brake and ensure the gearshift is securely latched in P
Park automatic transmission or 1 First manual transmission. Open the hood. Protect yourself

from engine heat. Locate and carefully remove the engine oil level indicator dipstick. Some oil
must be removed from the engine by an authorized dealer. Put the indicator back in and ensure
it is fully seated. Page Battery Change your engine oil and filter according to the appropriate
schedule listed in scheduled maintenance information. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used that does not meet Ford material and design specifications, start-up engine noises
or knock may be experienced. Page 5. Drive the vehicle to complete the relearning process. Add
the mixture to the coolant reservoir, when the engine is cool, until the appropriate fill level is
obtained. Page Recycled engine coolant Ford Motor Company does NOT recommend the use of
recycled engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine
Coolant since a Ford-approved recycling process is not yet available. Page If the engine coolant
supply is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Arrange for the vehicle to be taken to a service facility. If this is
not possible, wait a short period for the engine to cool. Check the coolant level and replenish if
low. Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel through a
fuel pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. To install the cap, align the tabs on the cap with the notches on the
filler pipe. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you
hear a hissing sound, wait until it stops before completely removing the fuel filler cap. Page
Gasolines that meet the World-wide Fuel Charter should be used when available. Ask your fuel
supplier about gasolines that meet the World-wide Fuel Charter. Additionally, keeping records
during summer and winter will show how temperature impacts fuel economy. In general, lower
temperatures give lower fuel economy. Refer to Lubricant specifications in this chapter. Follow
the recommended maintenance schedule and owner maintenance checks found in scheduled
maintenance information. Page Then, start the engine and complete the above driving cycle.
The engine must warm up to its normal operating temperature. Once started, do not turn off the
engine until the above driving cycle is complete. If the fluid is low, add fluid in small amounts,
continuously checking the level until it reaches the range between the MIN and MAX lines. Be
sure to put the cap back on the reservoir. Brake fluid is toxic. If brake fluid contacts the eyes,
flush eyes with running water for 15 minutes. Drive the vehicle 20 miles 30 km or until it reaches
normal operating temperature. Park the vehicle on a level surface and engage the parking brake.
The use of these materials may affect transmission operation and result in damage to internal
transmission components. Install and tighten the fill plug securely. Use only fluid that meets
Ford specifications. Page Air Filter S This could cause filter damage and allow unmetered air to
enter the engine if not properly seated. Install a new air filter element into the tray assembly.
Return air filter tray to original position by pressing firmly on the handle until all rearward
movement stops and secure the two clamps. Replace the PCV valve with one that
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meets Ford material and design specifications for your vehicle, such as a Motorcraft or
equivalent replacement part. The customer warranty may be void for any damage to the
emissions system if such a PCV valve is not used. Refer to your scheduled maintenance
information to determine the correct service interval. Page Add 4 oz. Service refill capacity is
determined by filling the axle to the bottom of the filler hole with the vehicle on a level surface.
Page Ensure the correct automatic transmission fluid is used. Transmission fluid requirements
are indicated on the dipstick or on the dipstick handle. Page 4 Wheelbase â€” Please note that
in the graphic XXXX is representative of your vehicle identification number. The following table
tells you which transmission or transaxle each code represents. Ford Motor Company will repair
or Page U. Page Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

