2005 ford f150 serpentine belt diagram

There are many causes that can force serpentine belts to become noisy. Sometimes this is due
to pulley misalignment or even a wobbling accessory pulley. Also incorrect alignment of the
drive belt can result in noise and premature wear. A good trick for determining proper belt
alignment would be to take a straight edge and place it in the grooves of the Pulley. You have to
make sure that you are in the same grooves on each accessory. Do not use belt dressing Ford
and other engine manufacturers do not recommend that you apply any types of fluids to the
belts and this includes belt dressing or any other type of spray lubricant. These may solve the
problem temporarily but can lead to the noise returning with a vengeance. Often these belt
dressings will start to break down the rubber on the belt and replacement will be needed. These
engine belt noises can be intermittent or constant noise. Often this occurs when the drive belt
slips on an accessory Pulley under heavy load conditions. Engine belt dressing may increase
the slipping but silence the noise because it is considered a lubricant. Use the above 5. Also in
the case of an alternator or another accessory that has a worn sticking or even seized bearing
can cause the belt to slip over the top of the Pulley instead of rotating the accessory properly.
Also fluid leakage onto the drive belt may cause the same condition where the belt will slip over
the accessory instead of driving it properly. Most often you will see this with the water pump.
Sometimes the 5. Often I have seen an incorrect replacement belt cause this kind of noise.
When the accessory drive belt is too long this will allow the belt tensioner, number 7 in the 5.
This may cause an incorrect tension and allow for slipping condition that causes nasty belt
noise. The Ford engine belt tensioner has an indicator that shows a normal range of operation.
If this indicator is out of this range this is a sure sign that either the belt has stretched
excessively or the wrong part has been installed. You should also check that the tensioner has
smooth operation and is not binding or sticking when you rotate it. See the latest posts on this
car repair Faq blog. This next link takes you from 5. Related Posts Stop Right There! Skip to
content. Engine belt noise is a common complaint on many vehicles and many different
engines. The Ford 5. Ford came out with some tactics to help technicians deal with this
common problem. Please take a minute to read them before installing a new part on your
engine. Ford and other engine manufacturers do not recommend that you apply any types of
fluids to the belts and this includes belt dressing or any other type of spray lubricant. Expert
Auto Repair Tip: Take it from someone who knows Having the online repair manual is a
life-saver when it comes to DIY auto repair and maintenance. Whether you are working on a
Ford , BMW , Dodge , or something more exotic; we probably have the manual you need.
Sometimes a serpentine belt may seem that it is noisy but is actually being caused by one of the
accessories that it drives. An example would be if an AC system is overcharged the belt may
slip over the compressor drive pulley. Additional engines are covered on my drive belt diagrams
page. Diagram was excellent. Sometimes a problem with your air conditioning compressor can
cause it to actually lock up. When this happens on your F, you may think you need to
completely replace the compressor even though you don't use it. There is a way around this
problem however; you can actually bypass the compressor all together with a different
serpentine belt. Locate the serpentine belt at the front of the engine. It is a rubber belt that goes
over all of the accessories of the engine. Draw a diagram of how the belt is routed around the
engine components, including the air conditioning compressor. Loosen the tension of the
serpentine belt using a ratchet and socket to turn the tensioner. This varies depending on the
year of your Fsome have a manual tensioner that needs turned like a screw; newer models have
an automatic tensioner that you simply turn and hold. Weave the string over all of the pulleys,
just as the old belts was, but skip the compressor. When the two ends of the string meet, make
a mark on the string with a marker. Take the marked string to the parts store and advise them
that you need a belt of that length. Serpentine belts have varied sizes; the last four digits of the
part number are the length of the belt in centimeters. Get the next available size up and down to
make certain you find a good fit. Weave the belt over all of the pulleys, just as the old belt was.
When you get to the compressor, do not put the belt over the pulley. Simply run it under the
pulley. Apply tension by either releasing the automatic tensioner or tightening the tensioner bolt
using a ratchet and socket. Justin Cupler is a professional writer who has been published on
several websites including CarsDirect and Autos. Cupler has worked in the professional
automotive repair field as a technician and a manager since He has a certificate in broadcast
journalism from the Connecticut School of Broadcasting. Cupler is currently studying
mechanical engineering at Saint Petersburg College. Step 1 Locate the serpentine belt at the
front of the engine. Step 2 Draw a diagram of how the belt is routed around the engine
components, including the air conditioning compressor. Step 3 Loosen the tension of the
serpentine belt using a ratchet and socket to turn the tensioner. Step 4 Pull the serpentine belt
from the pulleys on the front of the truck. Step 5 Weave the string over all of the pulleys, just as
the old belts was, but skip the compressor. Step 6 Take the marked string to the parts store and

advise them that you need a belt of that length. Step 7 Weave the belt over all of the pulleys, just
as the old belt was. Step 8 Apply tension by either releasing the automatic tensioner or
tightening the tensioner bolt using a ratchet and socket. Start the F and allow it to run, listening
for any squeals. Tips Take the old belt to the store with you so that they can match up the
correct number of grooves. String Ratchet Socket set Marker Paper. Serpentine belt
replacement on the Chevy Uplander is easy. The most important thing to remember is to route
the new belt back onto the pulleys the correct way. The serpentine belt controls all the pulleys
on the front of the engine. These pulleys control components such as the alternator, power
steering pump, water pump and the air-conditioner pump. You can replace the serpentine belt in
about 10 minutes. Pop the hood on the Chevy Uplander. Locate the serpentine belt diagram on
top of the fan shroud that is covering the radiator. The serpentine belt routing diagram will be a
picture of all the pulleys with the belt routed around the pulleys. This diagram will give you the
correct routing procedure when putting the new belt on the pulleys. If you cannot locate the
serpentine belt routing diagram, take a pen and notepad and draw out the exact direction that
the old belt is routed around the pulleys and use this diagram when putting the new belt on.
Locate the serpentine belt tensioner. The belt tensioner is on the passenger side of the engine
in the front. Turn the belt tensioner clockwise to relieve the tension in the serpentine belt.
Remove the belt from the belt tensioner pulley with your free hand. Then let the tensioner go
back to its original place. Finish removing the belt from the rest of the pulleys. Pull the old belt
out of the engine compartment. Put the new belt around the bottom crankshaft pulley first. The
crankshaft pulley is the big pulley on the bottom center of the engine. Then route the belt
across the remaining pulleys. Leave the belt tensioner pulley for last. Turn the belt tensioner
clockwise again to give you the slack you need to slide the new belt onto the belt tensioner
pulley. Slide the new belt onto the belt tensioner pulley and release the tension on the belt
tensioner. The belt tensioner will then pull the slack out of the belt. Inspect the belt to make sure
it is in all of the pulleys. Crank the engine and inspect the belt again to make sure it is still
seated inside all of the pulleys. If so, turn the engine off and close the hood. Grace Mclain has
been writing professionally since Her articles have appeared on eHow. COM, and she
specializes in automotive and business topics. Step 1 Pop the hood on the Chevy Uplander.
Step 2 Locate the serpentine belt tensioner. Step 3 Turn the belt tensioner clockwise to relieve
the tension in the serpentine belt. Step 4 Put the new belt around the bottom crankshaft pulley
first. Step 5 Turn the belt tensioner clockwise again to give you the slack you need to slide the
new belt onto the belt tensioner pulley. References Chevrolet Uplander Owner's Manual.
Leaving the belt tensioner for last makes it easier for you to slide the new belt on. Remove the
ignition keys when working inside the engine compartment to eliminate accidental starting of
the vehicle. JavaScript seems to be disabled in your browser. You must have JavaScript
enabled in your browser to utilize the functionality of this website. All parts meet OEM quality
standards, and in most cases exceed the quality of the original product. If you receive an
incorrect item from us, we will immediately pay for return shipment and send you the correct
item. If the part we ship to you arrives in damaged or non-working condition, we will ship
another item out to you immediately. Our prices are hands-down some of the lowest you'll find
on the net. If you find a product sold for a lower price by another vendor, we will beat or match
their price. Auto parts manufacturers must adhere to a strict set of guidelines in order to meet
the criteria laid out by FMVSS Any lights or reflectors that adorn vehicles traveling on public
roads MUST adhere to the regulations; otherwise, the manufacturer is subject to a slew of
penalties. While the regulations are designed primarily for manufacturers, consumers must
always be sure that any lights that they install on their vehicles also meet these regulations.
Citations can be issued for products that do not meet the minimum regulatory requirements. All
of the parts carried on Go-Parts. Our manufacturers only produce replacement lights that meet
the highest of industry standards, ensuring on-road safety and reducing the probability of
breakdowns in component construction. I needed to replace the side view mirror on the drivers
side of my Nissan Maxima. I went to the dealer and the price was outrageous! Fortunately the
parts rep suggested that I try on line. Your company was very helpful and I was able to replace
the mirror for much less than the dealership asked. Service was very good. We know how
important it is for you to be back on the road, so we strive to make your buying experience as
easy and fast as possible. Start Here. Please Wait All Other Serpentine Belt. Serpentine Belt.
Complementary Norton Shopping Guarantee included for your protection. All Loading Parts,
please wait Correct Item Guaranteed If you receive an incorrect item from us, we will
immediately pay for return shipment and send you the correct item. Item in Good Condition
Guaranteed If the part we ship to you arrives in damaged or non-working condition, we will ship
another item out to you immediately. Fast Shipping Guaranteed Most orders are shipped out the
same day as they're received. Best Price Guaranteed Our prices are hands-down some of the

lowest you'll find on the net. Some of the FMVSS guidelines include: Technical specifications
illumination, construction Proper product marking Manufacturer registration While the
regulations are designed primarily for manufacturers, consumers must always be sure that any
lights that they install on their vehicles also meet these regulations. Trusted brands. Fast
Shipping. Secure Shopping. Sue Priest I needed to replace the side view mirror on the drivers
side of my Nissan Maxima. Our mission We know how important it is for you to be back on the
road, so we strive to make your buying experience as easy and fast as possible. Do you. Hi and
thanks for using 2CarPros. Because of the routing required, it isn't a good idea to bypass the
compressor. Instead, I suggest getting an AC bypass pulley which is about the same price as a
belt. Many companies make them. That way you can use the old belt and keep the same routing.
If you look up Dorman part number , you will see a picture of one. I believe that is the one you
need, but confirm engine size for your vehicle. Most any parts store can get these. All you do is
remove the compressor and bolt on the bypass pulley assembly. Here is a guide to help change
the belt out with the serpentine belt routing diagrams below. Please let us know if you need
anything else to get the problem fixed. Images Click to enlarge. Was this answer. When I start
my truck it has a loud squeling noise in the font of the engine I have replaced the belts and the
belt tension and the twio idler pullys. Could it be the waterpump Was this answer. Is the sound
gone when the belts are off? My truck is a f lightning and I like to now how to change a
serpentine belt because this one have to crackshaft pulleys one for the super charge and one
for the serpentine belt and betwen is a bracket with a bolt and two nuts Was this answer. To
install, first locate your tensioner pulley, this is a spring loaded pulley that applies downward
pressure on the back side of the serp belt, on this pulley you will have either a square drive hole
that a socket wrench can plug into, or a regular hex bolt, using the correct size wrench, apply
opposite force to relieve tension on the old belt and remove the belt. Install the new belt on all
pulleys except the top most one, or easiest one to get at, then while holding the belt in the
possition ready to go on the last pulley, apply the wrench to the tensioner pulley and slip belt
onto the pulley! What tool is used to loose tension on pulley and replce the drive belt. Imma cj
guy, I do know some stuff about installing belts ok, I do not know your rig. But I am assuming
you have a spring loaded tensioner. As most newer rigs do. My dad's '86 t-bird is mechanically
tightened i use a breaker bar pull handle in most cases sometimes you just cannot get it to fit
the nut. Just enough to get my socket on be very carefuldo not "fulcrum" lever against your
radiator inlet or other stuff that will break! Respond with wonderful news! The medic Was this
answer. There is an automatic belt tensionier that rides on a shaft. Basically, you turn the
tensionier away from the belt to loosten it. When you replace it, reroute the belt and then turn
the tensionier to you can slip the belt onto the final pulley. If you need a routing diagram, got to
the belt routing diagrams link on this page. Let me know if you have other questions. Joe Was
this answer. What's the basic procedure in changing a serpentine belt on a Ford F, , 5. Toward
the left side of the engine is your tensioner. There should be a cover over it. Remove the cover
and turn the bolt so that it releases the tension on the belt. After that, pull the belt off and
replace with the new one. Make a diagram of the belt's route if you can't remember it. The
tensioner is on the left of the motor about midway down, there is no cover on it though. The end
of the tensioner where the pulley is will have a square female drive in it for a ratchet. Getting
your hand between the shroud and the fan and working the ratchet into the drive is a little tricky
though. When you get the retchet in push down to releive tension and remove the belt from any
pulley SLOWLY let the tensioner come back up. There should be a belt routing diagram under
the hood. Good luck. I have a 4. But the procedure is the same. I need to know how to routing
the belt for a 5. Cheers Image Click to enlarge. Need diagram and instructions Was this answer.
I am finding no six cylinder option in that year F Can you please explain the steps to replacing
the serpentine belt on my Ford F? If you can point me to a diagram that would be very helpful.
Thank you Was this answer. Looks exactly like what I am looking for. Please login or register to
post a reply. Serpentine Belt Replacement? Howdy, Great Site! Serpentine Belt Replacement
Ford F 5. Step by step guide on how to replace an automotive serpentine belt, this information
outlines the basic procedure which translates to most vehicles. If The 5. Bad Oxygen Sensors? I
Am Only Getting Sponsored links. Ask a Car Question. It's Free! Here is a directory of
serpentine belt diagrams for popular makes and models. Let us know if you would like us to add
anything to our list. Can you add and email me belt diagrams for a Hummer H2 and for a Isuzu
Trooper, thank you. Looking for a serpentine belt diagram for a Thomas international school
bus. Need a diagram and possibly size for serpentine belts with and without ac for 97 jeep
Cherokee country with 4. Hi I need a diagram for Mitsubishi Pajero Exceed, 3. Can anyone
please Help? Hi I need a diagram of a serpentine belt for a chevy captiva model with a 2 litre
engine. I need a belt diagram for a Toyota Tacoma 2. Thank you. Im looking for a belt routing
diagram for a Kia Soul 2. Its different from the Thanks in advance. Need a serp belt diagram for

Hyundai Tuscon 2. Yours only goes up to year model. I need a belt diagram for a GMC Vandura
6. I think also known as the gm Been looking online for 2 days now. I need a Serpentine belt
diagram for a 5. Im have trouble putting this one back on. Now Trending: â€” Lexus Admin,
please photo for serpentine belt for audi 1. Hi, I need a schematic of the serpentine belt for a
chevy, malibu, 6 cyl. I need a fanbelt diagram for a Dodge Caravan. Need a diagram from
replacing serpentine belt Camry V6 3. Ajay Jiwanand. I need a serpentine belt diagram for a
Mitsubishi outlander 2. Looking for a serpentine diagram for a Pontiac G5 base, with AC. Thank
you! Need help replacing a serpentine belt on a chev optra 2. Wayne Kilgore. Need routing of
serpentine belt for a toyota tundra 4. I need a diagrm for belt routing on Toyota Camry 3.
Diamond Hernandez. Serpentine belt diagram for a Chevy Impala Lt 3. George Borja. Hi there I
need a serpentine belt diagram for a Toyota Camry Se model 3. Need a serpentine belt diagram
for a Hyundai Santa Fe 3. Could you get me the diagram for a Monte Carlo with a 3. Not
supercharged. I need a diagram for a Chevy caprice! Please and thanks. I need a diagram for
replacin the serpentine belt on a Ford Windstar V-6, 3. I need a diagram to replace a serpentine
belt on a 2. I need a serpentine diagram for a
mercedes a class manual
1998 ford f150 green
a1 stereo
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

