2006 buick rendezvous fuse box

Lake Chevy helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Buick Rendezvous in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Rendezvous is experiencing electrical problems, you should always check the fuses
first, because they are relatively easy to check and cheap to change. Some Buicks have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Rendezvous is located. If your Rendezvous has many options like a sunroof,
navigation, heated seats, etc, the more fuses it has. Some components may have multiple fuses,
so make sure you check all of the fuses that are linked to the component in question. If you
need to replace a blown fuse in your Rendezvous, make sure you replace it with one that has
the same amperage as the blown fuse. If checking and replacing the fuse for the component in
question doesn't work, we recommend seeking assistance from a trusted professional
mechanic. They should be able to figure out if the component needs to be replaced or if there is
a short or some other problem with your Rendezvous. Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. One of the easiest fluids to top off - learn
how to open the hood and where the reservoir is on your car. Car companies often use the
same engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the
most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Try this
cheap fix for leaks. Animals love the sweet smell of antifreeze, too bad it's toxic! Fix your minor
leaks. Checking coolant hoses. Coolant hoses wear out over time and need to be replaced check 'em early and often. Add washer fluid. Replace reverse light. White light when you back
up - yup, they burn out and you can replace them with bright LEDs. See all videos for the Buick
Rendezvous. We have a massive and growing video library, but we don't have everything This
pictorial diagram shows us a physical connection that is much easier to understand in an
electrical circuit or system. An electrical diagram can indicate all the interconnections,
indicating their relative positions. The use of this Array can be positively recognized in a
production project or in solving electrical problems. This can prevent a lot of damage that even
derail electrical plans. The layout facilitates communication between electrical engineers
designing electrical circuits and implementing them. The pictures are also helpful in making
repairs. It shows whether the installation has been appropriately designed and implemented
while confirming the safety regulators. A usually gives information about the relative position
and arrangement of devices and terminals on the devices, to help in building or servicing the
device. This is unlike a schematic diagram, where the arrangement of the components
interconnections on the diagram usually does not correspond to the components physical
locations in the finished device. A pictorial would show more detail of the physical appearance,
whereas a wiring diagram uses a more symbolic notation to emphasize interconnections over
physical appearance. They only provide general information and cannot be used to repair or
examine a circuit. The functions of different equipment used within the circuit get presented
with the help of a schematic diagram whose symbols generally include vertical and horizontal
lines. However, these lines are known to show the flow of the system rather than its wires. A
represents the original and physical layout of electrical interconnections. Wiring on the picture
with different symbols shows the exact location of equipment in the whole circuit. Its
components are shown by the pictorial to be easily identifiable. They are often photos attached
with highly-detailed drawings or labels of the physical components. A person with a strong
knowledge of electrical wiring diagrams can only understand a pictorial. Buick Rendezvous
ITAppunti partigiani. Image result for buick rendezvous wiper electrical diagram Electrical
diagram, Fuse box, BuickPinterest. FRBlog Wiring Diagram - tufferyjardins. Be the first to write
a review. Including possible paint scratches, scuffs, surface blemishes. This listing is for part or
sub-assembly number given below only. Skip to main content. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this
item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Picture
Information. Mouse over to Zoom - Click to enlarge. Get the item you ordered or get your money
back. Learn more - eBay Money Back Guarantee - opens in new window or tab. Contact seller.
Visit store. See other items More See all. Item Information Condition:. Sign in to check out
Check out as guest. Add to Watchlist Remove from watch list. Watch list is full. Longtime

Member. May not ship to Ukraine - Read item description or contact seller for shipping options.
See details. Item location:. Dayton, Tennessee, United States. Ships to:. This amount is subject
to change until you make payment. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab This amount includes applicable customs
duties, taxes, brokerage and other fees. For additional information, see the Global Shipping
Program terms and conditions - opens in a new window or tab. Any international shipping is
paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab International
shipping and import charges paid to Pitney Bowes Inc. Learn More - opens in a new window or
tab Any international shipping and import charges are paid in part to Pitney Bowes Inc. Learn
More - opens in a new window or tab Any international shipping is paid in part to Pitney Bowes
Inc. Learn More - opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 Carousel. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. My Garage. Go to My Garage. Please wait. We were
unable to complete your request. Please try again later. This part is not compatible with this.
Compatibility information is not available for this item. Oops, something went wrong. This part
is compatible with below vehicle s. This part is compatible with below vehicle s matching this. A
quantity of 2 is recommended. Search within store. Items On Sale. Window Switches. Window
Switch Bezels. Shipping and handling. The seller has not specified a shipping method to
Ukraine. Contact the seller - opens in a new window or tab and request shipping to your
location. Shipping cost cannot be calculated. Please enter a valid ZIP Code. Shipping to: United
States. No additional import charges at delivery! This item will be shipped through the Global
Shipping Program and includes international tracking. Learn more - opens in a new window or
tab. There are 1 items available. Please enter a number less than or equal to 1. Select a valid
country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time. Taxes may be
applicable at checkout. Learn more. Return policy. No returns or exchanges, but item is covered
by the eBay Money Back Guarantee - opens in a new window or tab. Payment details. Payment
methods. Back to home page. Listed in category:. Email to friends Share on Facebook - opens
in a new window or tab Share on Twitter - opens in a new window or tab Share on Pinterest opens in a new window or tab Add to Watchlist. Image not available Photos not available for this
variation. Change country: -Select- United States There are 1 items available. Quick Links. Table
of Contents. Seats and Restraint Systems Features and Controls Starting and Operating Your
Vehicle. Instrument Panel Warning Lights, Gages, and Indicators. Driving Your Vehicle Your
Driving, the Road, and Your Vehicle. Service and Appearance Care Windshield Wiper Blade
Replacement. Maintenance Schedule Customer Assistance and Information Customer
Assistance and Information. This manual includes the latest information at the time it was
printed. We reserve the right to make changes after that time without notice. Page 3 Index A
good place to quickly locate information about the vehicle is the Index in the back of the
manual. It is an alphabetical list of what is in the manual and the page number where it can be
found. Safety Warnings and Symbols There are a number of safety cautions in this book. A
notice tells about something that can damage the vehicle. Page 5 These are some examples of
symbols that may be found on the vehicle Page 8 Section 1 Airbag System The sudden
movement could startle and confuse you, or make you push a pedal when you do not want to.
Turn the knob toward the front of the vehicle to increase lumbar support. Turn the knob toward
the rear of the vehicle to decrease lumbar support. Release the lever to lock the seatback where
you want it. Push and pull on the seat to make sure it is locked into position. Page 13 Do not
have a seatback reclined if your vehicle is moving. Even if you buckle up, your safety belts
cannot do their job when you are reclined like this. The shoulder belt cannot do its job because
it will not be against your body. Page Rear Seats Head Restraints Adjust your head restraint so
that the top of the restraint is closest to the top of your head. This position reduces the chance
of a neck injury in a crash. The head restraints are adjustable. Slide the head restraint up or
down to adjust it. That could cause injury to the person sitting there. Always push and pull on
the seatback to be sure it is locked. Unlatch the shoulder belt from the lap-belt. Make sure that
the seatback is in the upright position. Lift up or push forward on the seatback recliner lever to
fold the seatback forward. To release the front latches, squeeze the angled 6. Remove the seat
by rocking it slightly toward the Repeat these steps for the other section of the split bench seat.
Page 19 1. Page Captain Chairs 3. Try to raise the seat to check that it is locked down. Lift the
seatback recliner lever and raise the seatback until it locks upright. Page 21 To recline the
seatback, lift up on the recliner lever located on the outboard side of the seatback. Use the
recliner lever to move the seatback to the desired position. It is easier to raise or lower the
seatback if you lean forward and take the weight off the seatback. Page 22 4. Remove the seat

by rocking it slightly toward the rear of the vehicle and then pulling it out. The person wearing
the belt could be seriously injured. After installing the seat, always check to be sure that the
safety belts are properly routed and attached, and are not twisted. Page Stowable Seat 2. Push
and pull on the seat to check that it is properly attached. Page 25 To fold the seatback down,
pull up on the lever located on the back of the seat. Push down on the seatback until it is locked
into place. Push and pull on the seatback to make sure that it is locked into place. Remove the
convenience center, if it is in the vehicle. See Rear Convenience Center on page for more
information. Make sure all items are off the stowable seat. If the seatback is down, put the
seatback in its upright position before removing the seat. It also tells you some things you
should not do with safety belts. See Safety Belt Reminder Light on page In most states and in all
Canadian provinces, the law says to wear safety belts. Here is why: They work. You never know
if you will be in a crash. Page 30 Put someone on it. Then stop the vehicle. The rider does not
stop. Page 31 The person keeps going until stopped by something. In a real vehicle, it could be
the windshield With safety belts, you slow down as the vehicle does. You get more time to stop.
You stop over more distance, and your strongest bones take the forces. That is why safety belts
make such good sense. You may be an excellent driver, but if you are in an accident â€” even
one that is not your fault â€” you and your passengers can be hurt. Page 34 3. Pick up the latch
plate and pull the belt across you. Do not let it get twisted. The shoulder belt may lock if you
pull the belt across you very quickly. If this happens, let the belt go back slightly to unlock it.
Then pull the belt across you more slowly. Page 35 6. To make the lap part tight, pull down on
the buckle end of the belt as you pull up on the shoulder belt. The lap part of the belt should be
worn low and snug on the hips, just touching the thighs. In a crash, this applies force to the
strong pelvic bones. Page 36 What is wrong with this? The shoulder belt is too loose. It will not
give nearly as much protection this way. In a crash, you would move forward too much, which
could increase injury. Page 37 What is wrong with this? The belt is buckled in the wrong place.
In a crash, the belt would go up over your abdomen. The belt forces would be there, not at the
pelvic bones. Page 38 What is wrong with this? The belt is over an armrest. The belt would be
much too high. In a crash, you can slide under the belt. Page 39 What is wrong with this? The
shoulder belt is worn under the arm. It should be worn over the shoulder at all times. In a crash,
your body would move too far forward, which would increase the chance of head and neck
injury. Page 40 What is wrong with this? The belt is twisted across the body. In a crash, you
would not have the full width of the belt to spread impact forces. The belt should go back out of
the way. Before you close the door, be sure the belt is out of the way. If you slam the door on it,
you can damage both the belt and your vehicle. Like all occupants, they are more likely to be
seriously injured if they do not wear safety belts. A pregnant woman should wear a lap-shoulder
belt, and the lap portion should be worn as low as possible, below the rounding, throughout the
pregnancy. Page 43 Lap-Shoulder Belt The positions next to the windows have lap-shoulder
belts. Here is how to wear a lap-shoulder belt properly. Page 44 3. To make the lap part tight,
pull down on the buckle end of the belt as you pull up on the shoulder part. To unlatch the belt,
push the button on the buckle. When you sit in the center seating position, you have a lap
safety belt, which has no retractor. You also have a shoulder belt, which has a retractor. Page
47 2. Insert the metal knob on the shoulder belt into the 3. To make the lap belt longer, tilt the
latch plate and keyhole on the lap belt buckle as shown. Be sure pull it along the belt. Page Rear
Safety Belt Comfort Guides To make the belt shorter, pull its free end as shown until the belt is
snug 4. Buckle, position and release the lap-shoulder belt the same way as the other
lap-shoulder belts. If the belt is not long enough, see Safety Belt Extender on page Page 49 Here
is how to install a comfort guide and use the safety belt: 2. Attach the elastic cord to the comfort
guide on the center passenger shoulder belt. Second Row Center Position For second row
center position do the following: 1. The shoulder belt should go over the shoulder and across
the chest. These parts of the body are best able to take belt restraining forces. Page Safety Belt
Pretensioners Safety Belt Pretensioners Your vehicle has safety belt pretensioners for the
driver and right front passenger. Although you cannot see them, they are located on the
retractor part of the safety belts. Page 52 What is the proper way to wear safety belts? An older
child should wear a lap-shoulder belt and get the additional restraint a shoulder belt can
provide. The shoulder belt should not cross the face or neck. If the child is sitting in a seat next
to a window, move the child toward the center of the vehicle. This includes infants and all other
children. Neither the distance traveled nor the age and size of the traveler changes the need, for
everyone, to use safety restraints. In fact, the law in every state in the United States and in every
Canadian province says children up to some age must be restrained while in a vehicle. Airbags
plus lap-shoulder belts offer protection for adults and older children, but not for young children
and infants. Page 56 What are the different types of add-on child restraints? Page 58 A
rear-facing infant seat B provides restraint with the seating surface against the back of the

infant. The harness system holds the infant in place and, in a crash, acts to keep the infant
positioned in the restraint. A booster seat can also help a child to see out the window. Page
Where To Put The Restraint When choosing a child restraint, be sure the child restraint is
designed to be used in a vehicle. If it is, it will have a label saying that it meets federal motor
vehicle safety standards. Then follow the instructions for the restraint. The child restraint
manufacturer will provide you with instructions on how to use the child restraint and its
attachments. The following explains how to attach a child restraint with these attachments in
your vehicle. A top tether anchor is built into the vehicle. The top tether attachment B on the
child restraint connects to the top tether anchor in the vehicle in order to reduce the forward
movement and rotation of the child restraint during driving or in a crash. Seating positions with
top tether anchors. Top Tether Anchor : Seating positions with top tether anchors. Page 65 To
assist you in locating the lower anchors, each seating position with lower anchors has two
labels, near the crease between the seatback and the seat cushion, showing where the anchors
are located. To assist you in locating the top tether anchors, look for this symbol. Page 66
Second Row Outside Position Bench Seat For second row outboard seating positions, the top
tether anchors are exposed and located at the rear of the seat cushions. Be sure to use an
anchor located on the same side of the vehicle as the seating position where the child restraint
will be placed. Page 67 Second Row Center Position Bench Seat with Third Row Seat If the
vehicle has a third row seat and the seatback is upright, there is an anchor strap located
between the third row seatback and cushion to anchor the child restraint for the second row
center position bench seat. See Securing a Child Restraint in a Rear Outside Seat Position on
page for more information including important safety information. In a crash, the child could be
seriously injured or killed. Page 70 4. Attach and tighten the lower attachments on the child
restraint to the lower anchors, if equipped, in the vehicle. The child restraint instructions will
show you how. If the child restraint is forward-facing, attach and tighten the top tether to the top
tether anchor. Refer to the child restraint instructions and the following steps: 5. Page 72 3.
Buckle the belt. Make sure the release button is positioned so you would be able to unbuckle
the safety belt quickly if you ever had to. To tighten the belt, push down on the child restraint,
pull the shoulder portion of the belt to tighten the lap portion of the belt and feed the shoulder
belt back into the retractor. If your child restraint has a top tether and the position that you are
using has a top tether anchor, attach and tighten the top tether to the top tether anchor. Page 74
Be sure to follow the instructions that came with the child restraint. Secure the child in the child
restraint when and as the instructions say. Make the belt as long as possible by tilting the latch
plate and pulling it along the belt. When you remove the child restraint, be sure to reconnect the
lap and shoulder parts of the belt so they will be ready to work for an adult or larger child
passenger. Page 76 There is no top tether anchor at the right front seating position. Do not
secure a child seat in this position if a national or local law requires that the top tether be
anchored or if the instructions that come with the child restraint say that the top tether must be
anchored. Page 77 5. Pull the rest of the shoulder belt all the way out 6. To tighten the belt, push
down on the child restraint, of the retractor to set the lock. Page Airbag System 7. Push and pull
the child restraint in different directions to be sure it is secure. If your vehicle has the passenger
sensing system and the airbag is off, the off indicator will be lit and stay lit in the inside
rearview mirror when the key is turned to ON or START. Airbags are designed to work with
safety belts but do not replace them. Frontal airbags for the driver and right front passenger are
designed to deploy in moderate to severe frontal and near frontal crashes. Airbags plus
lap-shoulder belts offer the best protection for adults, but not for young children and infants. Do
not put anything between an occupant and an airbag, and do not attach or put anything on the
steering wheel hub or on or near any other In an impact of sufficient severity, the airbag sensing
system detects that the vehicle is in a crash. Some components of the airbag module may be
hot for a short time. Improper service can mean that an airbag system will not work properly.
Page Servicing Your Airbag-Equipped Vehicle Aftermarket equipment, such as seat covers, can
affect how well the passenger sensing system operates. You may want to consider not using
seat covers or other aftermarket equipment if your vehicle has the passenger sensing system.
Page Restraint System Check Restraint System Check Checking the Restraint Systems Now
and then, make sure the safety belt reminder light and all your belts, buckles, latch plates,
retractors and anchorages are working properly. Look for any other loose or damaged safety
belt system parts. If you see anything that might keep a safety belt system from doing its job,
have it repaired. A damaged restraint system may not properly protect the person using it,
resulting in serious injury or even death in a crash. To help make sure your restraint systems
are working properly after a crash, have them inspected and any necessary replacements made
as soon as possible. They could operate the power windows or other controls or even make the
vehicle move. The children or others could be badly injured or even killed. Do not leave the keys

in a vehicle with children. If a replacement key or any additional key is needed, you must
purchase this key from your dealer. This is normal for any remote keyless entry system. The
LOCK button on the remote keyless entry transmitter will arm the content theft-deterrent
system. Page Battery Replacement Battery Replacement Under normal use, the battery in your
remote keyless entry transmitter should last about three years. If you get this message, the
battery in the key fob needs to be replaced. When a door is locked, the handle will not open it.
You increase the chance of being thrown out of the vehicle in a crash if the doors are not
locked. Press the front of the switch to lock all doors, or press the back of the switch to unlock
all doors. The rear doors do not have power door lock switches. Unlock and open the rear door
from the outside. Push the lever down to disengage the safety lock. Close the door. Repeat
Steps 1 through 3 for the other rear door lock. Page Liftgate Release Liftgate Handle Your
vehicle is equipped with a liftgate release touchpad, located on the inner side of the liftgate
handle. They can be overcome by the extreme heat and suffer permanent injuries or even death
from heat stroke. Never leave a child, a helpless adult, or a pet alone in a vehicle, especially with
the windows closed in warm or hot weather. You can also remove them from the center mount
and swing them to the side. There may be an extension on the inboard side of the sun visors.
Pull the extension out to block out glare. Page Arming With The Power Lock Switch Once
armed, the alarm will go off if someone tries to enter the vehicle without using the optional
remote keyless entry transmitter or the key, or tries to turn the ignition on without using the
correct key. PASS-Key theft deterrent system. This means you do not have to do anything
different to arm or disarm the system. It works when you insert or remove the key from the
ignition. Verify the new key has PK3 stamped on it. Insert the original key in the ignition and
start the engine. If the engine will not start, see your GM dealer for service. Page Ignition
Positions Ignition Positions With the key in the ignition, you can turn it to four different
positions. A OFF : This is the only position in which you can remove the key. This position
locks the ignition and transaxle. Notice: Using a tool to force the key from the ignition switch
could cause damage or break the key. Your engine will not start in any other position â€” that is
a safety feature. You will get easier starting and better fuel economy during engine warm-up.
Usually, the coolant heater should be plugged in a minimum of four hours prior to starting your
vehicle. There are several different positions for your shift lever. It is the best position to use
when you start your engine because your vehicle cannot move easily. The repairs would not be
covered by your warranty. You may notice that the transaxle will shift at a higher vehicle speed
until the engine is warmed up. This is a normal condition designed to provide heat to the
passenger compartment and defrost the windows more quickly. To set the parking brake, hold
the regular brake pedal down with your right foot and push down on the parking brake pedal
with your left foot. Your vehicle can roll. If you have left the engine running, the vehicle can
move suddenly. Do not park over papers, leaves, dry grass, or other things that can burn. It
contains the gas carbon monoxide CO , which you cannot see or smell. But if you ever have to,
here are some things to know. Page Mirrors Mirrors Manual Rearview Mirror The vehicle may
have a rearview mirror that can be adjusted for day or night driving. Push or pull the tab at the
bottom of the mirror to adjust it for day or night conditions. If you cut too sharply into the right
lane, you could hit a vehicle on your right. Check your inside mirror or glance over your
shoulder before changing lanes. Page Terms and conditions of the Subscription Service
Agreement can be found at Page Universal Home Remote System Universal Home Remote
System The Universal Home Remote System, a combined universal transmitter and receiver,
provides a way to replace up to three hand held transmitters used to activate devices such as
gate operators, garage door openers, entry door locks, security systems, and home lighting.
This includes any garage door opener model manufactured before April 1, If you have a newer
garage door opener with rolling codes, please be sure to follow Steps 6 through 8 to complete
the programming of your Universal Home Remote Page 4. Release both buttons. Press and hold
the newly-trained Universal Home Remote button and observe the indicator light. If the indicator
light stays on constantly, programming is complete and your device should activate when the
Universal Home Remote button Page Gate Operator And Canadian Programming Gate Operator
and Canadian Programming Canadian radio-frequency laws require transmitter signals to time
out or quit after several seconds of transmission. This may not be long enough for Universal
Home Remote to pick up the signal during programming. Similarly, some U. Press and hold the
desired Universal Home Remote button. Do not release the button. Lift the lid to use the storage
compartment. The compartment has an accessory power outlet for charging the cell phone.
Overhead Console If your vehicle has an overhead console, it may contain a storage
compartment, a sunglasses storage To remove the covers, lift up on the tabs. Page Notice:
Loading cargo on the luggage carrier that weighs more than lbs kg or hangs over the rear or
sides of the vehicle may damage your vehicle. Load cargo so that it rests on the slats as far

forward as possible and against the side rails, making sure to fasten it securely. Page To adjust
the crossrail s , the sunroof stop A , if equipped, must be removed. To remove the sunroof stop,
do the following: 1. Use the tool to remove the screw located in the side rail assembly in front of
the front crossrail. The convenience net is designed to help keep small loads, like grocery bags,
from falling over. Attach both the upper and lower hooks to the loops on either side of the
liftgate opening. Make sure that all items have been removed from the top and the inside of the
rear convenience center. Remove the carpeted mat from the vehicle. Lift the handle s on the top
of the lid to open the rear storage bin. Page 5. Lift the rear bin into the back of the vehicle. Place
the rear bin over the center T-shaped wall on the forward bin. Push down to secure. Align the
rear bin over the rear mounting bolts. Put the nuts back onto the mounting bolts and tighten.
Make sure that all items have been removed from the rear of the vehicle. Lift the bin into the
back of the vehicle. Align the bin over the rear mounting bolts. Page Vehicle Personalization
Notice: Opening the sunroof when the luggage rack crossrails are not in the full-rear position
could cause damage to the sunroof or luggage rack. Verify the luggage rack crossrails are in
the full-rear position before opening the sunroof. Press the rear of the switch to open the
sunroof to the vent position. Page To store the memory settings, do the following: 1. Press and
hold memory button 1 for more than three seconds. A double beep will sound when the memory
seat and mirror position have been stored. Page Section 3 Instrument Panel Overview Page
Section 3 Message Center Page The main components of the instrument panel are the
following: A. See Exterior Lamps on page and Interior Lamps on page Hazard Warning Flasher
Button. See Hazard Warning Flashers on page They also let police know you have a problem.
See Turn and Lane-Change Signals on page If the arrows do not go on at all when you signal a
turn, check for burned-out bulbs and check the fuse. See Fuses and Circuit Breakers on page
Hold it there until the wipers start, then let go. The wipers will stop after one cycle. If you want
more cycles, hold the band on MIST longer. See Instrument Panel Switchbank on page Rear
Intermittent Wiper Press the wiper symbol on the top of the switch to turn on the intermittent
wiper. ON: Move the switch to this position to turn the cruise control system on. SET: Press this
button, located at the end of the lever, to set a speed. You could be startled and even lose
control. Keep the cruise control switch off until you want to use cruise control. Page Exterior
Lamps Exterior Lamps The control on the left side of the steering column operates the exterior
lamps. Your instrument panel will not be lit up. When it is dark enough outside, the exterior
lamps will come on automatically. When it is bright enough outside, the exterior lamps will go
out and the DRL will turn on. Page Interior Lamps Interior Lamps The interior lamps can be
controlled, or automatically turn on or off under certain conditions. They are explained in the
following text. Instrument Panel Brightness This feature controls the brightness of the
instrument panel lights. The knob for this feature is located on the interior lamps control. Page
Delayed Lighting Delayed Lighting If your vehicle has delayed lighting, it will continue to
illuminate the interior for 25 seconds after all doors have been closed. Page Battery Run-Down
Protection Battery Run-Down Protection Your vehicle has a feature to help prevent you from
draining the battery, in case you accidentally leave the interior or exterior lamps on. If the
interior lamps are left on while the ignition is in OFF, they will automatically turn off after 10
minutes. Look at the instrument panel cluster for more information. Notice: If you try to use the
HUD image as a parking aid, you may misjudge the distance and damage your vehicle. Page
HUD image harder to see. If it is cold outside, this display may stay on for up to a minute. URPA
can help make parking easier and to help you avoid colliding with objects such as parked
vehicles. When the system is disabled, an indicator light will glow on the switch. You will not
see any lights on the rear display if the switch is in the off position. So be sure to keep your rear
bumper free of mud, dirt, snow, ice, and slush. Page Ashtray S And Cigarette Lighter Certain
electrical accessories may not be compatible with the accessory power outlet and could result
in blown vehicle or adapter fuses. If you experience a problem, see your dealer for additional
information on the accessory power outlets. Notice: Adding any electrical equipment to your
vehicle may damage it or keep other components from working as they should. Page Climate
Controls Climate Controls Climate Control System With this system you can control the heating,
cooling, and ventilation for your vehicle. To change the current mode, select one of the
following: Vent : This mode directs air to the instrument panel outlets. Page Defogging And
Defrosting Temperature Control: Turn the center knob clockwise or counterclockwise to
increase or decrease the air temperature inside your vehicle. An indicator light in the button will
come on to let you know that the rear window defogger is activated. Page Rear Window
Defogger Defogging and Defrosting Fog on the inside of windows is a result of high humidity, or
moisture, condensing on the cool window glass. This can be minimized if the climate controls
system is used properly. There are two modes to clear fog or frost from your windshield. With
this system you can control the heating, cooling, and ventilation for your vehicle. Air

Conditioning: The air-conditioning compressor will automatically come on when a temperature
cooler than the interior temperature is chosen using the temperature knobs. Page Outlet
Adjustment Rear Window Defogger The rear window defogger uses a warming grid to remove
fog from the rear window. The pictures will help you locate them. Warning lights and gages can
signal that something is wrong before it becomes serious enough to cause an expensive repair
or replacement. Page Instrument Panel Cluster Instrument Panel Cluster Your instrument panel
cluster is designed to let you know at a glance how your vehicle is running. The indicator
warning lights and gages are explained on the following pages. Your odometer shows how far
your vehicle has been driven, in either miles used in the United States or kilometers used in
Canada. However, a Canadian odometer will remain in metric units only. This feature can be
used to set the trip odometer to the number of miles or kilometers driven since the ignition was
last turned on. This can be used if you forget to reset your trip odometer at the beginning of a
trip. Page Airbag Readiness Light Airbag Readiness Light There is an airbag readiness light on
the instrument panel, which shows the airbag symbol. The light tells you if there is an electrical
problem. The system check includes the airbag sensor, the airbag modules, the wiring,
diagnostic module, and safety belt pretensioners. Your rearview mirror has a passenger airbag
status indicator. If it stays on after your parking brake is fully released, it means you have a
brake problem. If it does, the light should come on for a few seconds when you turn the ignition
key to ON. It means that your engine coolant has overheated. If you have been operating your
vehicle under normal driving conditions, you should pull off the road, stop your vehicle and turn
off the engine as soon as possible. Page This system is called OBD II On-Board
Diagnostics-Second Generation and is intended to assure that emissions are at acceptable
levels for the life of the vehicle, helping to produce a cleaner environment. Page Have you
recently changed brands of fuel? If so, be sure to fuel your vehicle with quality fuel. See
Gasoline Octane on page Poor fuel quality will cause your engine not to run as efficiently as
designed. Page Fuel Gage Fuel Gage United States When the indicator nears empty, you still
have a little fuel left, but you should get more soon. If your fuel is low, the warning message in
the message center will come on. See Low Fuel Warning Message on page Page Message
Center Message Center The message center is located at the top of the instrument panel cluster
in between the tachometer and speedometer. It gives you important safety and maintenance
facts. Passenger Seatbelt Reminder Message If your vehicle is equipped with the passenger
sensing system, this message reminds the passenger to buckle You may feel or hear the
system working, but this is normal. Slippery road conditions may exist if this message appears,
so adjust your driving accordingly. Page Charging System Indicator Message Charging System
Indicator Message The charging system battery symbol will come on in the message center
when you turn on the ignition as a check to show you it is working. It will remain on as long as
the engine is not running. It should go out once the engine is running. Your oil pressure
message lets you know when you may have a problem with your engine oil pressure. When the
engine is running and this message appears, the engine oil level may be too low. Page Change
Engine Oil Message Change Engine Oil Message United States When this message comes on
and stays on after you have started the engine, it means that service is required for your
vehicle. See Scheduled Maintenance on page and Engine Oil on page for more information. The
brake system warning light will also be illuminated. If this message appears, the brakes need
attention. You should have your vehicle serviced immediately. See Bulb Replacement on page
for bulb replacement instructions. Page Compass Calibration Compass Calibration If the
calibration required symbol, or C, appears in the compass, you must manually put the compass
into the calibration mode. To enter this mode, do the following: 1. The fuel economy used to
calculate the range is based on your driving history since the last reset of the average speed.
You will let the DIC know which driver you are by using your remote keyless entry transmitter.
Page United States 4. The program mode message will appear in the message center as an
indication that your vehicle is ready to begin programming. Follow the instructions given by the
DIC. Headlamp Exit Delay This feature allows you to customize the headlamps and parking
lamps. Page Interior Lighting Delay Interior Lighting Delay The interior lighting delay feature can
be programmed to one of the following modes: OFF: This feature will not illuminate the interior
of your vehicle when all of the doors are closed. DOOR: The interior lamps will come on for
about 25 seconds when any door is opened. For automatic unlocking, you can program your
vehicle to one of the following modes: OFF: When the shift lever is put in PARK P , your doors
will not unlock automatically. Page Delayed Locking Delayed Locking The delayed locking
feature can be programmed to one of the following modes: ON: Lock your vehicle using the
power door lock switch or the remote keyless entry transmitter while any door is opened, you
will hear three chimes and the doors will not lock. The mode may have been changed since
then. To determine the current mode, or to change the mode, do the following: 1. Page Seat

Recall The seat recall feature can be programmed to one of the following modes: ON: The
previously programmed memory seat position will be recalled when the UNLOCK button is
pressed on the remote keyless entry transmitter. See Defensive Driving on page VOL Volume :
Turn this knob to increase or to decrease the volume. The display will show the selection.
TUNE: Turn this knob to select radio stations. If a station is weak or noisy, decrease the treble.
Press P-TYP to activate program type select mode. The PTY symbol will appear on the display.
You will hear the announcement, even if the volume is low or a CD is playing. If a CD is playing,
play will stop during the announcement. The player will pull it in and the CD should begin
playing. When a CD is inserted, the CD symbol will appear on the display. Page 4 RDM Random
: Press this pushbutton to hear the tracks in random, rather than sequential, order. Press RDM
again to turn off random play. The equalization will be set whenever a CD is played. When the
temperature returns to normal, the CD should play. When the road becomes smoother, the CD
should play. DISP Display : Press this button to switch the display between the radio station
frequency and the time. Press this button to display the time when the ignition is turned off.
P-TYPE will appear on the display. You will hear the announcement, even if the volume is low or
a cassette tape or CD is playing. If a cassette tape or CD is playing, play will stop during the
announcement. Tapes longer than that are so thin they may not work well in this player. The
longer side with the tape visible should face to the right. The tape will go to the next selection,
play for a few seconds, then go on to the next selection. To activate the bypass feature, use the
following steps: 1. Turn the ignition on. If a CD is recorded on a personal computer and a
description label is needed, try labeling the top of the recorded CD with a soft marker instead.
Notice: If you add any label to a CD, insert more than one CD into the slot at a time, or attempt
to play scratched or damaged CDs, you could The CD will go to the next track, play for a few
seconds, then go on to the next track. The sound will mute and SCAN and the track number will
appear on the display while scanning. If your vehicle has this system and a DVD is playing, the
DVD symbol will appear on the radio display indicating that the DVD is available and can be
listened to through your vehicles speakers. In rare cases, a radio station may broadcast
incorrect information that will cause the radio features to work improperly. If this happens,
contact the radio station. Page RCL Recall : Press this knob to switch the display between the
radio station frequency and the time. When the ignition is off, press this knob to display the
time. Turn the radio on. Turn the knob to move the sound toward the right or the left speakers.
When selected, an asterisk will appear beside that PTY on the display. You may select multiple
interrupts if desired. When the ignition or radio is turned on, the CD will start playing where it
stopped, if it was the last selected audio source. Page To insert multiple CDs, do the following:
1. Press and hold the LOAD button for two seconds. This will clear the CD-sensing feature and
enable CDs to be loaded into the player again. Use this feature to listen to 10 seconds of each
track of the currently selected CD. The recorded tracks will begin to play in the order they were
saved. Parental Control This button is located behind the video screen, next to the auxiliary
jacks, near the driver of the vehicle. Page The transmitters are located below the overhead RSE
control panel. The headphones will shut off automatically to save the battery power if the DVD
system is shut off, or if the headphones are out of range of the transmitters for more than three
minutes. If you move too far forward or step out of the vehicle, the headphones will lose the
audio signal. The RCA jacks allow audio and video signals to be connected from an auxiliary
device such as a camcorder or a video game unit to the RSE. The media menu is different on
every DVD. Use the up, down, right, and left arrow buttons to move the cursor around the media
menu. After making a selection press enter. This button only operates when using a DVD. Page
Remote Control If the disc has been ejected or if the stop button has been pressed twice on the
remote control or the DVD player faceplate, the disc will resume play at the beginning of the
disc. Title : Press this button to go back to the title screen, if there is one. The up arrow will skip
to the next chapter or track, the down arrow will take you to the beginning of the current chapter
or track. Press this button twice to return to the beginning of the DVD. Press this button to call
up a menu that will operate only when a DVD is being played. The format and content of this
function will vary for each disc. Page Battery Replacement To change the remote control
batteries, do the following: 1. Unclip the battery door located on the back of the remote control.
Replace the two AA batteries in the compartment. Make sure that they are installed correctly,
using the diagram on the inside of the battery compartment. Page Problem Recommended
Action No sound. The volume on the headphones could be too low. Adjust the volume on the
right earpiece on the wireless headphones. If the DVD system is being heard through the
vehicle speakers, adjust the volume from the radio. Press the stop and sometimes at the button
twice to start the beginning. The eject button the DVD player. Turn the does not work. Do not
attempt to force or remove the disc from the player. Disc Format Error: This message will be
displayed if a disc is inserted upside down, if the disc is not readable, or if the disc format is not

compatible. Disc Play Error: This message will be displayed if the mechanism can not play the
disc. If the front seat passengers switch the source for the main radio to a remote source, the
RSA will not be able to control the source. You can operate the rear seat audio when the main
radio is off. Page This function is inactive if the front seat passengers are listening to a cassette
tape. When a CD is playing, press the up arrow to go to the next track on the CD. Press the
down arrow to go to the start of the current track if more than eight seconds have played. It
works by using a secret code to disable all radio functions whenever battery power is removed
and the radio is placed in a different vehicle. This feature requires no user input to be activated.
Press it again, or any other radio button, to turn the sound on. Volume : Press the up or down
arrow to increase or decrease the volume. SEEK : Press the up or the down arrow to go to the
next or to the previous station and stay there. Just as with FM, tall buildings or hills can
interfere with satellite radio signals, causing the sound to fade in and out. Store them in their
original cases or other protective cases and away from direct sunlight and dust. The CD player
scans the bottom surface of the disc. If the surface of a CD is damaged, such as cracked,
broken, or scratched, the CD will not play properly or not at all. This is true for any motor
vehicle â€” passenger car, van, truck, sport utility. But statistics show that the most important
factor, by far, is how we drive. Utility vehicles do have higher ground clearance and a narrower
track or shorter wheelbase than passenger cars, to make them more capable for off-road
driving. Page Drunken Driving Drunken Driving Death and injury associated with drinking and
driving is a national tragedy. It is the number one contributor to the highway death toll, claiming
thousands of victims every year. Page It is the amount of alcohol that counts. A person who
consumes food just before or during drinking will have a somewhat lower BAC level. Page But
the ability to drive is affected well below a BAC of 0. Research shows that the driving skills of
many people are impaired at a BAC approaching 0. All drivers are impaired at BAC levels above
0. They are the brakes, the steering, and the accelerator. All three systems have to do their work
at the places where the tires meet the road. Sometimes, as when you are driving on snow or ice,
it is easy to ask more of those control systems than the tires and road can provide. Some
people drive in spurts â€” heavy acceleration followed by heavy braking â€” rather than keeping
pace with traffic. This is a mistake. Your brakes may not have time to cool between hard stops.
Your brakes will wear out much faster if you do a lot of heavy braking. Page Let us say the road
is wet and you are driving safely. Suddenly, an animal jumps out in front of you. You slam on
the brakes and continue braking. Here is what happens with ABS: A computer senses that
wheels are slowing down. If one of the wheels is about to stop rolling, the computer will
separately work the brakes at each wheel. Page Braking In Emergencies Remember: Anti-lock
does not change the time you need to get your foot up to the brake pedal or always decrease
stopping distance. If you get too close to the vehicle in front of you, you will not have time to
apply your brakes if that vehicle suddenly slows or stops. Page If your vehicle is in cruise
control when the traction control system begins to limit wheel spin, the cruise control will
automatically disengage. When road conditions allow you to safely use it again, you may
reengage the cruise control. See Cruise Control on page If the front drive wheels begin to slip,
the rear wheels will automatically begin to drive the vehicle as required. There may be a slight
engagement noise during hard use but this is normal. Page Steering In Emergencies Suppose
you are steering through a sharp curve. Then you suddenly apply the brakes. Both control
systems â€” steering and braking â€” have to do their work where the tires meet the road.
Unless you have four-wheel anti-lock brakes, adding the hard braking can demand too much of
those places. Page Off-Road Recovery An emergency like this requires close attention and a
quick decision. But you have to act fast, steer quickly, and just as quickly straighten the wheel
once you have avoided the object. Page Passing Passing The driver of a vehicle about to pass
another on a two-lane highway waits for just the right moment, accelerates, moves around the
vehicle ahead, then goes back into the right lane again. A simple maneuver? Not necessarily!
Passing another vehicle on a two-lane highway is a potentially dangerous move, since the
passing vehicle occupies the same lane as oncoming traffic for several seconds. When you are
far enough ahead of the passed vehicle to see its front in your inside mirror, activate your right
lane change signal and move back into the right lane. Page A cornering skid is best handled by
easing your foot off the accelerator pedal. If you do not have this system, or if the system is off,
then an acceleration skid is also best handled by easing your foot off the accelerator pedal. One
reason is that some drivers are likely to be impaired â€” by alcohol or drugs, with night vision
problems, or by fatigue. Here are some tips on night driving. On a wet road, you cannot stop,
accelerate, or turn as well because your tire-to-road traction is not as good as on dry roads.
And, if your tires do not have much tread left, you will get even less traction. So much water can
build up under your tires that they can actually ride on the water. This can happen if the road is
wet enough and you are going fast enough. When your vehicle is hydroplaning, it has little or no

contact with the road. Hydroplaning does not happen often. Page City Driving City Driving One
of the biggest problems with city streets is the amount of traffic on them. You will want to watch
out for what the other drivers are doing and pay attention to traffic signals. Page Freeway
Driving Freeway Driving Mile for mile, freeways â€” also called thruways, parkways,
expressways, turnpikes, or superhighways â€” are the safest of all roads. But they have their
own special rules. Drive at the same speed most of the other drivers are driving. If you miss
your exit, do not, under any circumstances, stop and back up. Drive on to the next exit. The exit
ramp can be curved, sometimes quite sharply. The exit speed is usually posted. Or is it just
plain falling asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever.
There is something about an easy stretch of road with the same scenery, along with the hum of
the tires on the road, the drone of the engine, and the rush of the wind against the vehicle that
can make you sleepy. You would then have poor braking or even none going down a hill. You
could crash. Shift down to let your engine assist your brakes on a steep downhill slope. Also
see Tires on page Page What is the worst time for this? Wet ice. Very cold snow or ice can be
slick and hard to drive on. But wet ice can be even more trouble because it may offer the least
traction of all. Brake so your wheels always keep rolling and you can still steer. This can cause
deadly CO carbon monoxide gas to get inside. CO could overcome you and kill you. You cannot
see it or smell it, so you might not know it is in your vehicle. The method known as rocking can
help you get out when you are stuck, but you must use caution. This weight is called the vehicle
capacity weight and includes the weight of all occupants, cargo, and all nonfactory-installed
options. Page Towing Towing Towing Your Vehicle Consult your dealer or a professional towing
service if you need to have your disabled vehicle towed. See Roadside Assistance Program on
page Page Dinghy Towing Dinghy Towing Your vehicle was not designed to be towed with all of
its wheels on the ground. If you have a two-wheel-drive vehicle, it can be towed with two of its
wheels on the ground. If you have an all-wheel-drive vehicle, it cannot be towed with any of its
wheels on the ground. Page Level Control Level Control On vehicles equipped with automatic
level control, the rear of the vehicle is automatically kept level as you load or unload your
vehicle. See Loading Your Vehicle on page You may hear the compressor operating when you
load or unload your vehicle, and periodically as the system self-adjusts. Trailering is different
than just driving your vehicle by itself. Trailering means changes in handling, acceleration,
braking, durability, and fuel economy. Page Weight Of The Trailer Tongue Weight of the Trailer
Tongue The tongue load A of any trailer is an important weight to measure because it affects
the total or gross weight of your vehicle. The Gross Vehicle Weight GVW includes the curb
weight of the vehicle, any cargo you may carry in it, and the people who will be riding in the
vehicle. The effect of additional weight may reduce your trailering capacity more than the total
of the additional weight. Page But, you must still consider the effect on the rear axle. Because
your rear axle now weighs 3, lbs 1 kg , you can only put lbs kg on the rear axle without
exceeding RGAWR. The effect of tongue weight is about 1. Page Safety Chains Safety Chains
You should always attach chains between your vehicle and your trailer. Cross the safety chains
under the tongue of the trailer to help prevent the tongue from contacting the road if it becomes
separated from the hitch. Instructions about safety chains may be provided by the hitch
manufacturer or by the trailer manufacturer. Page Making Turns Towing a trailer requires a
certain amount of experience. Before setting out for the open road, you will want to get to know
your rig. Acquaint yourself with the feel of handling and braking with the added weight of the
trailer. And always keep in mind that the vehicle you are driving is now a good deal longer and
not nearly as responsive as your vehicle is by itself. Let up on the brake pedal. Page Service
Service Your dealer knows your vehicle best and wants you to be happy with it. We hope you
will go to your dealer for all your service needs. You will get genuine GM parts and GM-trained
and supported service people. We hope you will want to keep your GM vehicle all GM. If the
octane rating is less than 87, you may notice an audible knocking noise when you drive,
commonly referred to as spark knock. Page Additives Additives To provide cleaner air, all
gasolines in the United States are now required to contain additives that will help prevent
engine and fuel system deposits from forming, allowing your emission control system to work
properly. In most cases, you should not have to add anything to your fuel. To help avoid injuries
to you and others, read and follow all the instructions on the pump island. Turn off your engine
when you are refueling. Do not smoke if you are near fuel or refueling your vehicle. Make sure
the cap is fully installed. The diagnostic system can determine if the fuel cap has been left off or
improperly installed. This would allow fuel to evaporate into the atmosphere. See Malfunction
Indicator Lamp on page Keep hands, clothing and tools away from any underhood electric fan.
Page A. Underhood Fuse Block. See Underhood Fuse Block on page See Jump Starting on page
Windshield Washer Fluid Reservoir. Radiator Pressure Cap. See Radiator Pressure Cap on page
Page When you lift the hood of the 3. Page Engine Oil A. See Battery on page But you must use

the right kind. This section explains what kind of oil to use. Both will provide easier cold
starting and better protection for your engine at extremely low temperatures. Anytime your oil is
changed, reset the system so it can calculate when the next oil change is required. Page
Automatic Transaxle Fluid 6. Latch the hooks to secure the panel in place. If the panel moves
easily, check that the tabs are seated correctly in the slots. Put the duct back on and reinstall
the clamps. See Recommended Fluids and Lubricants on page If you use this coolant mixture,
you do not need to add anything else. CAUTION: Turning the radiator pressure cap when the
engine and radiator are hot can allow steam and scalding liquids to blow out and burn you
badly. Stay away from the engine if you see or hear steam coming from it. Just turn it off and
get everyone away from the vehicle until it cools down. Page Overheated Engine Protection If
you get the overheat warning with no sign of steam, try this for a minute or so: 1. If your air
conditioner is on, turn it off. Turn on your heater to full hot at the highest fan speed and open
the windows as necessary. Page Cooling System Cooling System When you decide it is safe to
lift the hood, here is what you will see: 3. Radiator Pressure Cap B. Electric Engine Cooling
Fans C. Engine Coolant Recovery Tank 3. Page If the coolant inside the coolant recovery tank is
boiling, do not do anything else until it cools down. The vehicle should be parked on a level
surface. The coolant level should be at or above the full cold mark. If it is not, you may have a
leak at the pressure cap or in the radiator hoses, heater hoses, radiator, water pump, or
somewhere else in the cooling system. You can add the proper coolant mixture directly to the
radiator, but be sure the cooling system is cool before you do it. Page 2. Then keep turning the
pressure cap, but now push down as you turn it. Remove the pressure cap. Coolant contains
ethylene glycol and it will burn if the engine parts are hot enough. Page 3. Start the engine and
let it run until you can feel the upper radiator hose getting hot. Watch out for the engine cooling
fans. See Engine Compartment Overview on page for the location of the reservoir. Disc brake
pads have built-in wear indicators that make a high-pitched warning sound when the brake pads
are worn and new pads are needed. Its many parts have to be of top quality and work well
together if the vehicle is to have really good braking. Your vehicle was designed and tested with
top-quality GM brake parts. Be sure to use the following steps to do it safely. You will not need
to access your battery for jump starting. People have been hurt doing this, and some have been
blinded. Be sure the battery has enough water. You do not need to add water to the battery
installed in your new vehicle. Page Notice: If the jumper cables are connected or removed in the
wrong order, electrical shorting may occur and damage the vehicle. Always connect and
remove the jumper cables in the correct order, making sure that the cables do not touch each
other or other metal. Page All-Wheel Drive All-Wheel Drive If you have an all-wheel-drive vehicle,
be sure to perform the lubricant checks described in this section. All-wheel-drive vehicles have
two additional systems that need lubrication. See Scheduled Maintenance on page How to
Check Lubricant To get an accurate reading, the vehicle should be on a level surface. Open the
hood. See Hood Release on page for more information. Push in on the headlamp panel and lift
up the headlamp retaining clip partway, but do not remove. Page 8. Unhook the electrical
connector by lifting up the gray tabs and separate the connector from the bulb base. Install the
appropriate new bulb into the electrical connector. Open the liftgate. See Liftgate on page for
more information. Remove the two screws on the inboard taillamp panel. Pull the lamp directly
rearward from the vehicle. Turn the bulb socket one-quarter of a turn counterclockwise. To
replace one of these bulbs, do the following: 1. Remove the panel inside the liftgate by lifting
the tabs and pulling the panel off. Page Replacement Bulbs Reinstall the lamp assembly on the
liftgate. Gently lift the liftgate. Reinstall the seven wing nuts and the four outboard nuts.
Reinstall the panel inside the liftgate by connecting the tabs. Close the liftgate. Page To replace
the windshield wiper blade assembly do the following: 1. Lift the wiper arm away from the
windshield. Push the release lever B to disengage the hook and push the wiper arm A out of the
blade C. Page Tires Tires Your new vehicle comes with high-quality tires made by a leading tire
manufacturer. If you ever have questions about your tire warranty and where to obtain service,
see your GM Warranty booklet for details. The examples below show a typical passenger
vehicle tire and a compact spare tire sidewall. Page Tire Size Tire Size The following illustration
shows an example of a typical passenger vehicle tire size. Air pressure is expressed in pounds
per square inch psi or kilopascal kPa. Accessory Weight: This means the combined weight of
optional accessories. Load Index: An assigned number ranging from 1 to that corresponds to
the load carrying capacity of a tire. Page Check Tire Pressure System Check Tire Pressure
System Your vehicle may have a check tire pressure system that can alert you to a large change
in the pressure of one tire. You must begin driving before the system will work properly. With
the engine off, turn the ignition to ON. Page When rotating your tires, always use the correct
rotation pattern shown here. Do not include the compact spare tire in your tire rotation. If you
mix tires of different sizes, brands, or types radial and bias-belted tires , the vehicle may not

handle properly, and you could have a crash. Using tires of different sizes, brands, or types may
also cause damage to your vehicle. Page Different Size Tires And Wheels Different Size Tires
and Wheels If you add wheels or tires that are a different size than your original equipment
wheels and tires, this may affect the way your vehicle performs, including its braking, ride and
handling characteristics, stability and resistance to rollover. For example, a tire graded would
wear one and a half 1. Page Wheel Alignment And Tire Balance Wheel Alignment and Tire
Balance The tires and wheels on your vehicle were aligned and balanced carefully at the factory
to give you the longest tire life and best overall performance. Adjustments to wheel alignment
and tire balancing will not be necessary on a regular basis. You cannot know how it has been
used or how far it has been driven. It could fail suddenly and cause a crash. If you have to
replace a wheel, use a new GM original equipment wheel. See Hazard Warning Flashers on page
for more information. The following information will tell you next how to use the jack and
change a tire. Removing the Spare Tire and Tools The equipment you will need is located in the
storage compartment on Jack D. Folding Wrench B. Wing Bolt E. Wing Nut C. Jacking
Instructions F. J-Hook 2. Remove the jack and jacking tools by turning the wing bolt
counterclockwise. Lift up slightly on the jack to remove it from the bracket. Page Removing the
Spare Tire Vehicles without a Rear Convenience Center The compact spare tire is located under
the vehicle, behind the rear bumper. Use the spare tire hoist to raise, lower and store the
compact spare tire. See Compact Spare Tire on page for more information about the compact
spare. Turn the wrench clockwise to raise the cable back up after removing the spare tire. Page
Removing the Spare Tire Vehicles with a Rear Convenience Center The compact spare tire is
located under the vehicle, ahead of the rear bumper. Rear Convenience D. Page 6. If there is a
wheel cover, loosen the plastic nut caps with the wheel wrench. They will not come off. Be
careful; If the vehicle slips off the jack you could be badly injured or killed. Never get under a
vehicle when it is supported only by a jack. The wheel could come off and cause an accident.
When you change a wheel, remove any rust or dirt from the places where the wheel attaches to
the vehicle. This could lead to an accident. Be sure to use the correct wheel nuts. If you have to
replace them, be sure to get new GM original equipment wheel nuts. Page The Spare Tire
Secondary Latch System Your vehicle has an underbody mounted tire hoist assembly equipped
with a secondary latch system. It is designed to stop the compact spare tire from suddenly
falling off your vehicle if the cable holding the spare tire is damaged. For the secondary latch to
work, the tire must be stowed with the valve stem pointing down. Page 1. If the cable is not
visible, start this procedure at Step 3. All-Wheel-Drive Vehicle shown 2. Turn the folding wrench
counterclockwise until approximately 6 inches 15 cm of cable is exposed. Attach the folding
wrench to the jack and raise the jack at least 10 turns. Page 7. Lower the jack by turning the
folding wrench counterclockwise. Keep lowering the jack until the spare tire slides off the jack.
Disconnect the folding wrench from the jack and carefully remove the jack. D-Ring D. Valve
Stem B. Wing Nut E. Full-Size Tire C. J-Hook 1. Flip up the D-ring located in the rear cargo area.
D-Ring E. Full-Size Tire B. Rear Convenience F. Cap on Bottom Center C. Wing Nut D. Open the
center storage compartment door of the rear convenience center. Stowable Seat Strap Center E.
Cargo Net Hook B. Full-Size Tire F. J-Hook C. D-Ring G. Wing Nut 1. If the seatback is not in an
upright position, move it to an upright position. Stowable Seat D. J-Hook B. Full-Size Tire E.
D-Ring C. Lay the tire on the seatback with the valve stem pointing up with the center hole of
the tire over the D-ring. In a sudden stop or collision, loose equipment could strike someone.
Store all these in the proper place. Raise the tire fully against the underside of the vehicle.
Continue turning the folding wrench until you feel more than two clicks. This indicates that the
compact spare tire is secure and the cable is tight. The spare tire hoist cannot be overtightened.
It should be 60 psi kPa. Although not always visible, dust and dirt can accumulate on your
upholstery. Dirt can damage carpet, fabric, leather, and plastic surfaces. Regular vacuuming is
recommended to remove particles from your upholstery. Page Leather If any of the soil remains,
a commercial fabric cleaner or spot lifter may be necessary. If the locally cleaned area gives any
impression that a ring formation may result, clean the entire surface. If you do, it may severely
weaken them. In a crash, they might not be able to provide adequate protection. Clean safety
belts only with mild soap and lukewarm water. GM-approved cleaning products can be obtained
from your dealer. Keep the wheels clean using a soft clean cloth with mild soap and water.
Rinse with clean water. After rinsing thoroughly, dry with a soft clean towel. A wax may then be
applied. Page Sheet Metal Damage Sheet Metal Damage If the vehicle is damaged and requires
sheet metal repair or replacement, make sure the body repair shop applies anti-corrosion
material to parts repaired or replaced to restore corrosion protection. Original manufacturer
replacement parts will provide the corrosion protection while maintaining the warranty. Tar and
Road Oil Removes tar, road oil, Remover and asphalt. Chrome Cleaner Use on chrome or and
Polish stainless steel. White Sidewall Tire Removes soil and black Cleaner marks from

whitewalls. You can see it if you look through the windshield from outside your vehicle. Some
add-on electrical equipment can keep other components from working as they should. Page
Fuses And Circuit Breakers Fuses and Circuit Breakers The wiring circuits in your vehicle are
protected from short circuits by a combination of fuses, circuit breakers, and fusible thermal
links. Look at the silver-colored band inside the fuse. If the band is broken or melted, replace
the fuse. Be sure you replace a bad fuse with a new one of the identical size and rating. See
Recommended Fluids and Lubricants on page for more information. Page Section 6
Maintenance Schedule Page Maintenance Schedule Maintenance Schedule Introduction
Important: Keep engine oil at the proper level and change as recommended. Have you
purchased the GM Protection Plan? The Plan supplements your new vehicle warranties. See
your Warranty and Owner Assistance booklet or your dealer for details. But we do not know
exactly how you will drive it. You may drive very short distances only a few times a week. Or
you may drive long distances all the time in very hot, dusty weather. Page Scheduled
Maintenance If you want to purchase service information, see Service Publications Ordering
Information on page Owner Checks and Services on page tells you what should be checked,
when to check it, and what you can easily do to help keep your vehicle in good condition. See
Engine Oil on page Reset oil life system. See Engine Oil Life System on page An Emission
Control Service. Visually check for any leaks or damage. See footnote j. Service and Miles
Kilometers Inspect fuel system for damage or leaks. Inspect exhaust system for loose or
damaged components. See footnote i. Inspect engine accessory drive belt. See footnote m.
Page e Make sure the safety belt reminder light and all your belts, buckles, latch plates,
retractors, and anchorages are working properly. Your GM Goodwrench dealer can assist you
with these checks and services. Be sure any necessary repairs are completed at once. If the
vehicle moves, you or others could be injured. Before you start, be sure you have enough room
around the vehicle. Page Maintenance Record Maintenance Record After the scheduled services
are performed, record the date, odometer reading, who performed the service, and the type of
services performed in the boxes provided. See Maintenance Requirements on page Any
additional information from Owner Checks and Services on page can be added on the following
record pages. You should retain all maintenance receipts. Sometimes, however, despite the
best intentions of all concerned, misunderstandings can occur. As the proud owner of a new
Buick vehicle, you are automatically enrolled in the Buick Roadside Assistance program. This
value-added service is intended to provide you with peace of mind as you drive in the city or
travel the open road. Page Transportation Options Transportation Options Warranty service can
generally be completed while you wait. However, if you are unable to wait, GM helps to minimize
your inconvenience by providing several transportation options. Depending on the
circumstances, your dealer can offer you one of the following: Shuttle Service Participating
dealers can provide you with shuttle service to get you to your destination with minimal A
separate booklet entitled Warranty and Owner Assistance Information furnished with each new
vehicle provides detailed warranty coverage information. Courtesy Transportation is available
only at participating dealers and all program options, such as shuttle service, may not be
available at every dealer. Page Collision Damage Repair To read this information, special
equipment is needed and access to the vehicle or the device that stores the data is required.
Page Aftermarket collision parts are also available. These are made by companies other than
GM and may not have been tested for your vehicle. Aftermarket parts are not covered by your
GM New Vehicle Limited Warranty, and any vehicle failure related to such parts are not covered
by that war
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ranty. Page If an Accident Occurs Here is what to do if you are involved in an accident. If you
are uninjured, make sure that no one else in your vehicle, or the other vehicle, is injured. If you
have a pre-determined repair facility of choice, take your vehicle there, or have it towed there.
Specify to the facility that any required replacement collision parts be original equipment parts,
either new Genuine GM parts or recycled original GM parts. Page About Driving Your Vehicle
Page Audio System s cont. Page Chains, Tire Page Customer Assistance Information cont.
Customer Assistance Offices Page Electrical System cont. Underhood Fuse Block Page Ignition
Positions Page Locks cont. Power Door Page Message cont. Service Traction System Warning
Page Removing the Spare Tire and Tools Page Service Page Theft-Deterrent Systems Page
Vehicle Control Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

