2006 kia rio alternator

A vehicle's alternator powers all sorts of essential devices like headlights, ignition coils and
engine cooling fans. In addition, alternators also power non-essential devices such as the radio
and air conditioning. When the alternator fails, the vehicle will not fail right away as the battery
will provide power for a short while. Eventually, though, the alternator will need to be replaced.
On a Kia car replacing the alternator is a very lengthy process. Disconnect the battery's positive
terminal bolt by turning it counterclockwise. Set it away from the terminal. Jack up the Optima
and remove the front passenger side wheel by turning the lug nuts counterclockwise using the
lug wrench. Set the wheel and tire aside. Remove or fold aside the wheel well cover by turning
the small screws counterclockwise and gently pulling it from the retainer clips. This will give
access to the engine. Push on the belt tension pulley until the belt loosens, then pull the belt off
of the alternator's pulley wheel. The belt can be left hanging in place. Turn the alternator's bolts
in a counterclockwise direction using the socket wrench. A smaller wrench head may be
required for the tight space. Push on the belt tension pulley to give enough slack to wrap the
belt around the alternator's pulley wheel. Replace the wheel by tightening the lug nuts in a
clockwise direction, alternating the pressure of opposing bolts. This sets the wheel better than
tightening all of the nuts in a circle. How to Replace the Alternator in a Kia Spectra. Determine
which alternator your Kia Spectra will need. Make sure the new alternator is compatible with
your Spectra's engine. All versions of the Kia Spectra have a 2. Disconnect the negative battery
cable, power steering pump and its bracket with a socket wrench. Remove the cover cap for the
alternator's B terminal so you can disconnect the electrical connection from the alternator.
Loosen the pivot bolt for the alternator and the tensioner mounting bolt with a socket wrench
but do not remove them. Relieve the tension on the drive belt by rotating the adjustment bolt
counterclockwise. Take off the tensioner mounting bolt so you can remove the belt tensioner.
Disconnect the pivot bolt for the alternator and loosen the bolt for the adjusting bracket. This
will allow you to rotate the bracket up and remove the alternator. Install the new alternator
assembly and tighten the pivot bolt by hand. Move the adjusting bracket into position and
install the belt tensioner. Tighten its mounting bolt by hand and install the drive belt. Adjust the
tension so that the belt deflection is. Use a torque wrench to tighten the tensioner bolt to 14 to
19 foot pounds and the pivot bolt to 28 to 38 foot pounds. Connect the power steering pump
and the negative battery cable with a socket wrench. How to Replace an Alternator in a Kia Rio.
Remove the air duct from the air cleaner to the throttle body by using a screwdriver to loosen
the clamps and pulling the hose off. Loosen the power steering belt by using a socket to turn
the tensioner bolt to relieve the tension on the belt. Remove the belt. Remove the power
steering pump and bracket using a socket. Disconnect the negative battery terminal using a
wrench. Loosen the two bolts securing the alternator to the block, but do not remove them yet.
Loosen the tension on the alternator belt by using a socket and turning the tensioner bolt. Lift
the belt off. Remove the alternator's top bolt, and swing the alternator out toward the fender.
Remove the electrical connectors on the back of the alternator. Use a wrench to remove the
heavy battery wire and just pull the plastic field plug out of its socket. Remove the remaining
bolts in the alternator. Remove the alternator and tensioner. Bolt up the alternator and
tensioner, which share the same bracket. Install the bolts loosely. Install the electrical battery
wire and field plug on the back of the alternator. Use a wrench to tighten the battery wire nut.
Tighten the two bolts in the alternator and the bolt in the tensioner using a socket. Install the
alternator belt and turn the tensioner bolt with a socket until sufficient tension is applied to the
belt. Install the power steering pump and bracket and tighten the bolts with a socket. Install the
power steering belt and rotate the tensioner bolt with a socket until sufficient tension is applied.
Install the air duct from the air cleaner to the throttle body and tighten the clamps with the
screwdriver. Connect the negative battery terminal and tighten with a wrench. Park the Sedona
and turn off the engine. Remove the keys from the ignition and open the hood. Put on the
gloves. Remove the terminal connections on the battery. The terminal connections pop right off
as you pull on them. Allow 30 minutes to pass for the airbags to automatically disable. Remove
the air filter intake. The air filter intake is the large plastic box above the radiator that is
connected to the air filter housing. With the air filter intake removed, you can now remove the
support beam above the radiator itself. You will have to use a Phillips screwdriver to remove a
total of 10 screws from the support beam. Place the large pan underneath the vehicle right
under the radiator. Unplug the two radiator hoses that are connected to the radiator. This will
cause antifreeze to spill out. The large pan should catch all of the antifreeze. If it does not, make
sure to clean it up afterward, as it is a very dangerous chemical. Remove the pipe that the
radiator hoses were connected to. Remove both fans that are attached to the radiator by
unscrewing the four screws holding each fan in place. This will allow access to the alternator
itself. Remove the serpentine belt by loosening the manual adjustment pulley held in place by
two nuts. Use the socket wrench to remove the nuts and then remove the serpentine belt.

Remove the support bar that connects the engine block to the alternator. Remove the 2 screws
holding the support bar in place to remove it. Remove the three bolts on the left side of the
alternator. Disconnect the wire harness to the alternator by squeezing the tabs and pulling it
out. Disconnect the hot connector by pulling it out. Pull the alternator out of the vehicle. Place
the new alternator into the vehicle and reconnect the hot connector and wire harness to the
alternator. Reattach the support bar by reinstalling the two screws. Reattach the serpentine belt
into the vehicle and tighten the manual adjustment pulley. Reattach the two nuts holding it into
place. Reattach the fans attached to the radiator. Make sure there are four screws for each fan
to secure it into place. Reattach the pipe that the radiator hoses were connected to and
reconnect the two hoses that were connected to the radiator. Use all ten screws to reattach the
black support beam above the radiator. Place the air filter intake back into the vehicle.
Reconnect the terminal connections to the battery and close the hood. How to Replace the
Alternator on a Kia Sportage. Raise the hood on the Kia Sportage and remove the negative
battery cable with a wrench. Locate the alternator either on the lower right or lower left side.
Disconnect the main alternator output wire on the back of the alternator by removing the
retaining nut. Pull the wire off of the stud. Unplug the alternator control connector. Press down
on the snap-lock clip and pull the connector directly out. Loosen the alternator belt by levering
the belt tensioner back and slipping the belt off of the alternator pulley or loosening the upper
bracket bolt and lower pivot bolt and pushing the alternator inward. This will loosen the belt for
easy removal. Remove the alternator by unscrewing the upper and lower bolts and pulling the
alternator out of its mounting location. Both alternator mounting styles are held in place by only
two fasteners. Install the replacement alternator in its respective location and install the lower
mounting bolt. Do not tighten the bolt. Install the upper bolt hand-tight. Install the output wire
and plug the control connector into its socket. On the 2. Gently release the belt tensioner
against the belt. For the 2. Tighten the upper adjustment bolt followed by the lower bolt.
Reattach the battery cable back onto the negative battery post. Start the Sportage and verify the
alternator's output by watching the alternator gauge on the dash. Rev the engine slightly to
make sure the reading on the gauge increases. Lower the hood. Items you will need New
alternator Socket wrench set Torque wrench. Items you will need Ratchet Set of sockets Set of
wrenches Screwdriver. Items you will need Clean gloves Phillips screwdriver Large pan Socket
wrench. Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing.
Our certified mobile mechanics can come to your home or office 7 days a week between 7 AM
and 9 PM. The alternator is the component that charges the battery in your car. When you use
electrical components in your car stereo, lights, etc. The alternator recharges the battery,
replenishing the lost battery power. The alternator is located in the engine compartment. If the
alternator is not working properly, your car will only stay running for as long as the battery has
power stored. Once the battery loses power, your car will not start. Normally, a malfunctioning
alternator will turn on the battery warning light or will have a low volt gauge reading. The
mechanic should check the entire charging system before installing a new alternator, including
checking battery cables for corrosion and the condition of the battery. Ask your mechanic to
inspect the condition of the charging system during every major service. The mechanic should
also clean and tighten the battery cables during every major service. Your alternator charges
your battery, which powers the electronics in your vehicle, such as the radio and the air
conditioning. The battery is also needed to turn on your vehicle. Kia Rio Alternator Repair at
your home or office. Estimate price near me. Service Location. YourMechanic Benefits Online
Booking. Mechanic comes to you. Free 50 point safety inspection. See availability. Alternator
Repair Service How does an alternator help your car run? Before repairing the alternator: The
mechanic should check the entire charging system before installing a new alternator, including
checking battery cables for corrosion and the condition of the battery. Steps when replacing an
alternator: Inspect entire charging system battery, cables, alternator. Inspect the drive belts.
Test alternator output. Remove and replace alternator if found to be faulty. Re-test alternator
output. Our recommendation for alternator replacements: Ask your mechanic to inspect the
condition of the charging system during every major service. What common symptoms indicate
you may need to replace the Alternator? Dead battery or battery will not hold a charge. Dim
lights. Battery warning light is on. Why repairing your alternator is important: Your alternator
charges
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your battery, which powers the electronics in your vehicle, such as the radio and the air
conditioning. Number of Kia Rio Alternator Replacement services completed. Yourmechanic

was featured in. Popular Kia Jobs. Auto service in Your City. Meet some of our expert Kia
mechanics Real customer reviews from Kia owners like you. Excellent Rating. Rating Summary.
Travis 14 years of experience. Request Travis. Very personable and knowledgeable. Mohammod
6 years of experience. Request Mohammod. Rio - Battery - Millington, TN. He texted when he
was on his way. A 15 point inspection was included with the price, and he alerted me to other
issues. I was charged exactly what was quoted. Also, I live in a small town in Tenn. But Your
Mechanic searched until they found one who would work on Sunday. I would call Your
Mechanic again if ever I needed work down at my home. Daniel 8 years of experience. Request
Daniel. Excellent service! On time! How can we help? Read FAQ. Service type Alternator Repair.

