2007 ford f150 ac relay location

Fuse box in passenger compartment. The fuse panel is located under the right-hand side of the
instrument panel. Remove the trim panel and fuse box cover to access the fuses. To remove the
fuse box cover, place a finger behind the PULL tab and your thumb above the PULL tab as
shown in the illustration, then pull the cover off. Indicator flasher relay , Brake pedal position
switch , Deactivator switch 9C Exterior rear view mirror switch 17B , Seat adjust switch, driver
side front 14A , Driver seat module 14C Heated seat module, driver side front 14C , Heated seat
module, passenger side front 14C , Body conitol module 15K Audio unit 18C , Roof opening
panel switch , Door lock switch, passenger side , Door lock switch, driver side Adjustable pedal
switch. Seat adjust switch, driver side front 14A , Driver seat module 14C Heated seat module,
driver side front 14C , Heated seat module, passenger side front 14C Exterior rear view mirror,
driver side. Exterior rear view mirror, passenger side. Brake pedal position switch. Positive
crankcase ventilation heater, ABS control module. Rear window wiper motor. Indicator flasher
relay, Parking Aid Module PAM , Electronic compass, Electrochromatic inside mirror unit,
Heated seat module, driver side front Heated seat module, passenger side front, Body security
module. Seat weight sensor module. Restraints control module. Audio unit. Roof opening panel
switch. Door lock switch, passenger side, Door lock switch, driver side. Evaporative emission
EVAP canister vent valve. Headlamp right Headlamp left. Instrument cluster. Fog lamps Main
light switch. Main light switch Multifunction switch. Power sliding window switch, rear. Roof
opening panel module. Master window adjust switch. Window adjust switch, passenger side.
Parking Aid Module PAM , Electronic compass, Electrochromatic inside mirror unit, Heated seat
module, driver side front, Heated seat module, passenger side front, Body security module,
Auxiliary power point. Audio unit, Roof opening panel switch, Door lock switch, passenger side,
Door lock switch, driver side. Power sliding window switch, rear, Roof opening panel module,
Master window adjust switch, Window adjust switch, passenger side. CB power sliding window
switch, rear, Roof opening panel module, Master window adjust switch, Window adjust switch,
passenger side. Relay box in engine compartment ford f The relay box is located in the engine
compartment on the left fender. Skip to content. Exterior rear view mirror switch, Seat adjust
switch, driver side front. Driver seat module. Exterior rear view mirror switch, Seat adjust
switch, driver side front, Driver seat module. Delayed accessory power for audio, power door
lock switch and moon roof switch illumination. Condition is "Used". Needed a replacement fuse
panel from my for my Ford F that was damaged in a flood. I installed the new fuse panel within a
hour and was on my way. Great product! Verified purchase: Yes Condition: pre-owned Sold by:
hiddencarparts. Verified purchase: Yes Condition: pre-owned Sold by: itsbeensoldon. Skip to
main content. Email to friends Share on Facebook - opens in a new window or tab Share on
Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add
to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if
this part fits your vehicle. Contact the seller. Picture Information. Mouse over to Zoom - Click to
enlarge. Get the item you ordered or get your money back. Learn more - eBay Money Back
Guarantee - opens in new window or tab. Seller information miketheband85 Contact seller. Visit
store. See other items More See all. Item Information Condition:. Add to Watchlist Remove from
watch list. Watch list is full. Longtime Member. Does not ship to Ukraine See details. Item
location:. Racine, Wisconsin, United States. Ships to:. This amount is subject to change until
you make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab International shipping and
import charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping and import charges are paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab Any international shipping is paid in part to Pitney Bowes Inc.
Learn More - opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 Carousel. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. Shipping and handling. The seller has not specified a
shipping method to Ukraine. Contact the seller - opens in a new window or tab and request
shipping to your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code.
Shipping to: United States. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 1 items available. Please enter a number less than or equal to 1.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. This item does not ship to
Ukraine. Domestic handling time. Taxes may be applicable at checkout. Learn more. Return

policy. No returns or exchanges, but item is covered by the eBay Money Back Guarantee opens in a new window or tab. Payment details. Payment methods. Ratings and Reviews Write a
review. Most relevant reviews. Came quickly and worked perfectly! X Previous image. Works
great Product was as described X Previous image. Why is this review inappropriate? Part
Number 5l3ta Back to home page. Listed in category:. Part Number 5l Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not available Photos
not available for this variation. Change country: -Select- United States There are 1 items
available. Quick Links. See also: Maintenance Manual. Table of Contents. Warning Lights And
Chimes. Entertainment Systems. How To Get Going. Auxiliary Input Jack. Satellite Radio
Information. Climate Controls. Rear Window Defroster. Turn Signal Control. Bulb Replacement.
Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Message Center.
Owners Guide postfmt. USA fus. Ford motor company automobile quick reference guide 2
pages. Ford motor company ford fusion owner's guide pages. Ford may change the contents
without notice and without incurring obligation. Page 4: Introduction State of California to cause
cancer and birth defects or other reproductive harm. Please take the time to get well acquainted
with your vehicle by reading this handbook. The more you know and understand about your
vehicle, the greater the safety and pleasure you will derive from driving it. Page 5 Information in
this respect is highlighted in this guide with the tree symbol. Page 8 Introduction To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, unless pursuant to court order or where required by law enforcement, other
government authorities or other third parties acting with lawful authority. Page 9 By referring to
the pages in the provided supplement, you can properly identify those features,
recommendations and specifications that are unique to your vehicle. If any light remains on
after starting the vehicle, refer to the respective system warning light for additional information.
Page 16 ON, continues to flash or remains on, have the system serviced immediately by your
authorized dealer. A chime will also sound when a malfunction in the supplemental restraint
system has been detected. If the light remains on, have the system serviced immediately, refer
to the Driving chapter for more information. Refer to Fuel filler cap in the Maintenance and
Specifications chapter. Press and hold the button to reset Trip Odometer. For more information,
refer to Filling the tank in the Maintenance and Specifications chapter. Note: The system may
take a few moments to turn on. The first track on the disc will begin playing. To auto eject up to
6 discs, press and hold until the system begins ejecting all loaded discs. If the discs are not
removed, the system will reload the discs. Allow 10 seconds to pass to confirm that the time
has been set. Check with your authorized dealer for availability. Press again to return to the
playing media. Page 30 For location and further information on auxiliary audio mode, refer to
Auxiliary input jack later in this chapter. Page 31 In MP3 folder mode, the system will randomly
play all tracks within the current folder. Page 32 In satellite radio mode if equipped , press and
hold to hear a brief sampling of the next channels. Press again to stop. Page 37 CD. The CD
status will display in the radio display. Once loaded, the first track will begin to play. Attach one
end of the audio extension cable to the headphone output of your player and the other end of
the audio extension cable to the AIJ in your vehicle. Those frequencies are: F f12 Owners Guide
postfmt USA fus Page 43 Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Page 44 all. In folder
mode, the system will only play the. Page Satellite Radio Information Note: SIRIUS reserves the
unrestricted right to change, rearrange, add or delete programming including canceling, moving
or adding particular channels, and its prices, at any time, with or without notice to you. Ford
Motor Company shall not be responsible for any such programming changes. This message
should disappear shortly. If this message does not clear within a short present. Page 47 FES.
Refer to the Navigation supplement for further information. Select 2. Adjust the temperature
control to maintain comfort. Page Automatic Temperature Control Do not place objects on top
of the instrument panel as these objects may become projectiles in a collision or sudden stop.
Page 52 If your vehicle is equipped with both rear defroster and heated mirrors, the same button
will activate both. This feature will remove ice and snow from the side view mirrors. If your
vehicle is equipped with a mini message center, refer to Mini message center electronic
compass temperature display in the Driver Controls Chapter. Page 56 5. Direct the outer
instrument panel vents towards the side windows. To increase airflow to the outer instrument
panel vents, close the vents located in the middle of the instrument panel. Page Rear Window
Defroster This may cause damage to the heated grid lines and will not be covered by your
warranty. Deselect the autolamps after the desired autolamp delay time maximum of 3 minutes.
At this point, the headlamps and park lamps will turn off. Repeat Steps 3â€”5 for the other

headlamp. Close the hood and turn off the lamps. The correct bulbs will not damage the lamp
assembly or void the lamp assembly warranty and will provide quality bulb burn time. Page 64
4. Slide headlamp assembly forward disconnecting the snap attachment at the fender and
disconnect the electrical connector from the bulb by pulling rearward. Page 65 3. Once the three
retaining screws have been removed, disengage the tab at the top center of the headlamp
assembly by lifting it up. Page 66 4. Remove bulb socket from the lamp assembly by turning it
counterclockwise. Pull bulb straight out of socket and press in the new bulb. Install the new
bulb s in reverse order. Pull out the old bulb from the socket and push in the new bulb. Install
the bulb socket in lamp assembly by turning it clockwise. While the lever is in the down
position, tilt the steering column to its desired orientation. Power point 4. Hard objects can
injure you in a collision. Page 70 Press the release on the door to open the storage
compartment. The storage compartment may be used to secure sunglasses or a similar object.
The front bin may be used to store small objects. Overhead Storage Bins F f12 Owners Guide
postfmt USA fus Page 71 Attach and remove bins from the rail using the following instructions:
Place both palms on the underside of the storage bin, avoiding the storage bin door. Push
upwards with palms. Page 72 Do not hang any type of accessory or accessory bracket from the
plug. Improper use of the power outlet can cause damage not covered by your warranty.
Improper use of the lighter can cause damage not covered by your warranty. Power Sliding
Back Window if equipped To operate the power sliding back window, the ignition switch must
be in the Run or Accessory position. Do not block the sensor on the backside of the inside rear
view mirror since this may impair proper mirror performance. The adjustment allows for
approximately 3 inches 76 mm of maximum travel. Press and release this control to decrease
the vehicle set speed in small amounts by 1 mph 1. Do not let children play with the moon roof
or leave children unattended in the vehicle. They may seriously hurt themselves. Page 84 2.
Position the end of your hand-held transmitter 1â€”3 inches 2â€”8 cm away from the HomeLink
button you wish to program located on your visor while keeping the indicator light in view. For
questions or comments, please contact HomeLink at In the event that there are still
programming difficulties, contact HomeLink at Magnetic or metallic objects placed in, on or
near the vehicle may also affect compass accuracy. Page 88 Perform this adjustment in an open
area free from steel structures and high voltage lines. Autolocks This feature automatically
locks all vehicle doors when the vehicle is shifted into any gear, putting the vehicle in motion. In
the event of a multiple warning situation, the message center will cycle the display to show all
warnings by displaying each one for 4 seconds. Displayed when the engine coolant is
overheating. Stop the vehicle as soon as safely possible, turn off the engine and let it cool.
Check the coolant and coolant level. Displayed when the fuel filler cap is not properly installed.
Check the fuel filler cap for proper installation. Refer to Fuel filler cap under the Fuel
Information section in the Maintenance and Specifications chapter. Page Tailgate 5. Lift right
side off of its hinge. Lift tailgate to a 80â€”degree angle from horizontal. Remove tailgate from
left side hinge by sliding tailgate to the right. To install, follow the removal procedures in
reverse order. Turn the screw counterclockwise until you hear an audible click. To deactivate,
turn the screw clockwise until the locking clip moves freely. To install the bed extender, follow
the removal procedure in reverse order. Page Conversely, a horn chirp followed by a honk will
indicate the system is enabled. Page Setting the lock for one door will not automatically set the
lock for both doors. Page 2. Press and release again within three seconds to unlock all the
doors. Locking the doors 1. Press and release to lock all the doors. The parklamps will flash.
Repeat this procedure for another remote transmitter if desired. Replacing the battery The
remote entry transmitter uses one coin type three-volt lithium battery CR or equivalent. Turn the
ignition to the 3 ON position; the horn will chirp to indicate the driver configuration mode has
been activated. You do not need to enter the keypad code first. Note: The interior lamps will turn
off. Use of these systems may result in vehicle starting problems and a loss of security
protection. Note: Large metallic objects, electronic devices that are used to purchase gasoline
or similar items, or a second coded key on the same key chain may cause vehicle starting
issues. Page If two previously programmed coded keys are not available, you must bring your
vehicle to your authorized dealer to have the spare coded key s programmed. Please read and
understand the entire procedure before you begin. If failure repeats, bring your vehicle to your
authorized dealer to have the new spare key s programmed. Adjust your head restraint so that it
is located directly or as close as possible behind your head. The head restraints can be moved
up and down. Press the front or rear portion to tilt the seat. Press the control to move the seat
forward, backward, up or down. Each seat cushion can be flipped up into the seatback position.
Pull control to release seat cushion. Rotate seat cushion up until it locks into vertical storage
position. Page For other occupants, this occurs when the occupant is not properly restrained by
safety belts or child safety seats F f12 Owners Guide postfmt USA fus Page In frontal collisions,

the safety belt pretensioners can be activated alone or, if the collision is of sufficient severity,
together with the front airbags. Page Always drive and ride with your seatback upright and the
lap belt snug and low across the hips. To reduce the risk of injury, make sure children sit in the
back seat where they can be properly restrained. Page Safety belts and seats can become hot in
a vehicle that has been closed up in sunny weather; they could burn a small child. Check seat
covers and buckles before you place a child anywhere near them. Release the mini-buckle by
inserting a key or safety belt tongue into the slot. Front and rear seat occupants, including
pregnant women, should wear safety belts for optimum protection in an accident. The belt will
still retract to remove any slack in the shoulder belt. The automatic locking mode is not
available on the driver safety belt, or the Regular Cab center safety belt. How to use the
automatic locking mode 1. Buckle the combination lap and shoulder belt. Do NOT place objects
between the seats, as this could interfere with the functioning of the pretensioner. The system
monitors and tailors the air bag deployment based upon safety belt usage. Failure to properly
wear your safety belt will increase your risk of injury. Page minutes have elapsed since the
ignition switch has been turned to ON The BeltMinder feature is activated and the vehicle speed
is less than 3 mph The BeltMinder feature will not activate. Wait until the safety belt warning
light turns off. Approximately 1 minute F f12 Owners Guide postfmt USA fus Page slide bar-if
equipped , shoulder belt height adjusters if equipped , shoulder belt guide on seatback if
equipped , child safety seat LATCH and tether anchors, and attaching F f12 Owners Guide
postfmt USA fus Page Airbags Seating and Safety Restraints hardware, should be inspected
after a collision. Ford Motor Company recommends that all safety belt assemblies in use in
vehicles involved in a collision be replaced. However, if the collision was minor and an
authorized dealer finds that the belts do not show damage and continue to operate properly,
they do not need to be replaced. Please refer to the Body Builders Layout Book for instructions
about the appropriate installation of additional equipment. A child or infant properly restrained
in the center front seat should not incur risk of serious injury from the airbags. Several airbag
system components get hot after inflation. Do not touch them after inflation. Page Child
Restraints Moving the child closer to the center of the vehicle may help provide a good shoulder
belt fit. Do not leave children, unreliable adults, or pets unattended in your vehicle. Booster
seats position a child so that safety belts fit better. They lift the child up so that the lap belt
rests low across the hips and the knees bend comfortably. Refer to Automatic locking mode
passenger side front seating position-Regular Cab passenger side front and rear seating
positions-SuperCrew and SuperCab if equipped. Ford recommends the use of a child safety
seat having a top tether strap. Page 3. Be sure the belt webbing is not twisted. Pull the lap belt
portion across the child seat toward the buckle and pull up on the shoulder belt while pushing
down with your knee on the child seat. Position the child safety seat in the Regular Cab center
front seat. Be sure that the belt webbing is not twisted. There should be no more than one inch
of movement for proper installation. Contact the manufacturer of your child seat for information
about ordering a tether strap. Position the child safety seat on the seat cushion. Route the child
safety seat tether strap over the back of the seat and under the head restraint. Locate the
correct anchor for the selected seating position. Follow the instructions in this chapter. To
provide a tight tether strap: 1. Route the tether strap under the head restraint and through the
loop directly behind the child seat. For forward-facing child seats, the tether strap must also be
attached to the proper tether anchor. See Attaching safety seats with tether straps in this
chapter. Check to see if the anchors hold the seat in place. If the safety seat is not anchored
properly, the risk of a child being injured in a crash greatly increases. Page All other things held
equal, a shorter wheelbase may make your vehicle quicker to respond to steering inputs than a
vehicle with a longer wheelbase. Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Page TIRES Tires are
designed to give many thousands of miles of service, but they must be maintained in order to
get the maximum benefit from them. Remember that a tire can lose up to half of its air pressure
without appearing flat. Page if equipped , at least monthly and before long trips. You are
strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges may
be inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than
a stick-type tire pressure gauge. Page Tire Information 7. Check the sidewalls to make sure
there are no gouges, cuts or bulges. TIRE CARE Inspecting your tires Periodically inspect the
tire treads for uneven or excessive wear and remove objects such as stones, nails or glass that
may be wedged in the F f12 Owners Guide postfmt USA fus Page You should replace your spare
tire when you replace the road tires or after six years due to aging even if it has not been used.
If this information is not found on these labels then you should consult your Ford dealer. Use of
any tire or wheel not recommended by Ford can affect the safety and performance of your

vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Page 4. Use both eye and ear protection. For a mounting pressure
more than 20 psi greater than the maximum pressure, a Ford Dealer or other tire service
professional should do the mounting. Always inflate steel carcass tires with a remote air fill with
the person inflating standing at a minimum of 12 ft. Page Unless otherwise specified, rotate the
tires approximately every 5, miles 8, km. Page This information identifies and describes the
fundamental characteristics of the tire and also provides a U. These ratings are listed in the
following chart. The tire suppliers may have additional markings, notes or warnings such as
standard load, radial tubeless, etc. Maximum Load Single lb. Refer to the payload description
and graphic in the Vehicle loading â€” with and without a trailer section. Failure to properly
maintain your tire pressure could increase the risk of tire failure, loss of control, vehicle rollover
and personal injury. Check your tire pressure to ensure tires are properly inflated; refer to
Inflating your tires in this chapter. Page If the low tire pressure warning light is ON, visually
check each tire to verify that no tire is flat. If one or more tires are flat, repair as necessary.
Check air pressure in the road tires. It does not include passengers, cargo, or optional
equipment. Page GAW Gross Axle Weight â€” is the total weight placed on each axle front and
rear â€” including vehicle curb weight and all payload. Measuring the inside of the vehicle with
the rear seat folded down, you have room for lb. Page Rear axle ratio 5. Do not attach safety
chains to the bumper. This will also assist in transmission cooling. For additional information,
refer to Understanding the gearshift positions of the 4â€”speed automatic transmission in the
Driving chapter. Page Recreational Towing N Neutral position. Always set the parking brake
fully and turn off the ignition when leaving the vehicle. Page Driving Do not park, idle, or drive
your vehicle in dry grass or other dry ground cover. The emission system heats up the engine
compartment and exhaust system, which can start a fire. Make sure the headlamps and vehicle
accessories are off. Some warning lights will briefly illuminate. See Warning lights and chimes
in the Instrument Cluster chapter for more information regarding the warning lights. Page Your
vehicle is designed to operate on E ethanol alone, unleaded gasoline alone, or any mixture of
the two. See Choosing the right fuel in the Maintenance and Specifications chapter for more
information on ethanol. Even when the ABS is disabled, normal braking is still effective. If your
BRAKE warning lamp illuminates with the parking brake released, have your brake system
serviced immediately. Page To release, pull the lever 2. Always set the parking brake fully and
make sure that the gearshift is securely latched in P Park automatic transmission or in 1 First
manual transmission. If a system fault is detected, the traction control active light will
illuminate, the Traction Control off and your vehicle should be serviced by an authorized dealer.
This system off. Page Traction-Lok axle functions like a standard rear axle. The axle may exhibit
a slight noise or vibration in tight turns with low vehicle speed. This is normal behavior and
indicates the axle is working. If the fuse is not blown, perform the following procedure: 1. Page
Fuses and relays in the Roadside Emergencies chapter. Apply the parking brake, turn the
ignition to LOCK, then remove the key. See your authorized dealer. Page This position locks the
transmission and prevents the rear wheels from turning. Start the engine, then press the brake
pedal and release the parking brake. Move the gearshift lever to the desired gear, 1 First or R
Reverse , then slowly release the clutch pedal while slowly pressing on the accelerator.
Inclement weather may also affect the function of the RSS; this may include reduced
performance or a false activation. The tone may also be heard if items in the truck bed protrude
rearward outside the bed. Illuminates when 4H is selected. Bring the vehicle to a complete stop.
Place the transmission in N Neutral. Move the transfer case lever through N Neutral directly to
the desired position. Not intended for use on dry pavement. Page if equipped, Harley-Davidson
only This system includes an electronically controlled transfer case. The system is interactive
with the road, continually monitoring and adjusting torque delivery to the front and rear wheels
to optimize traction. To maintain steering and braking control of your vehicle, you must have all
four wheels on the ground and they must be rolling, not sliding or spinning. Do not rock the
vehicle if the engine is not at normal operating temperature or damage to the transmission may
occur. Page Rapid pumping of the brake pedal will help you slow the vehicle and still maintain
steering control. If your vehicle has anti-lock brakes, apply the brakes steadily. Page Installing
the snowplow Weight limits and guidelines for selecting and installing the snowplow can be
found in the Ford Truck Body Builders Layout Book, Snowplow section, found at Page
Operating the vehicle with the snowplow attached Ford recommends that the Fâ€” be limited to
low speed, personal-use snow removal. Do not use your vehicle for snow removal until it has
been driven at least miles km. Page Do not attempt to service, repair, or modify the air bag
supplemental restraint system SRS or its fuses. See your Ford or Lincoln Mercury dealer. Page
Roadside Emergencies 50, miles 80, km on Lincoln vehicles. Page 1â€”â€”â€”; Lincoln vehicle
customers call 1â€”â€”â€” Canadian customers who require roadside assistance, call

1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor Company will
reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call 1â€”â€”â€”; Page Fuel Pump Shut-Off Switch This device stops the
electric fuel pump from sending fuel to the engine when your vehicle has had a substantial jolt.
After an accident, if the engine cranks but does not start, this switch may have been activated.
Using a fuse with a higher amperage rating can cause severe wire damage and could start a fire.
Gently pull on the cover to make sure it is seated properly. If the battery has been disconnected
and reconnected, refer to the Battery section of the Maintenance and Specifications chapter.
Page Changing The Tires Ford. If the dissimilar spare tire or wheel is damaged, it should be
replaced rather than repaired. Page The wing nut must be removed and the jack screw turned
counterclockwise to release pressure before the jack can be removed from the holder. Page If
the vehicle slips off the jack, you or someone else could be seriously injured. Refer to the
instruction sheet located with the jack for detailed tire change instructions. Page If the vehicle
slips off the jack, someone could be seriously injured. Do not fully tighten the lug nuts until the
wheel has been lowered. Lower the wheel by turning the jack handle counterclockwise. The
spare tire carrier will not allow you to overtighten. Use only Ford recommended replacement
fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. Page Ensure that vent caps are tight and level. Turn the
heater fan on in both vehicles to protect from any electrical surges. Turn all other accessories
off. Connect the negative - cable to the negative - terminal of the assisting battery. Start the
engine of the disabled vehicle. Once the disabled vehicle has been started, run both engines for
an additional three minutes before disconnecting the jumper cables. Remove the jumper cable
from the ground metal surface. Note: In the illustrations, lightning bolts are used to designate
the assisting boosting battery. After the disabled vehicle has been started and the jumper
cables removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt
towing procedure. Away from home If you own a Ford or Mercury vehicle and are away from
home when your vehicle needs service, or if you need more help than the authorized dealer
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle
and are away from home when your vehicle needs service, or if you need more help than the
authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states.
Page You are not bound by the decision but may choose to accept it. If the arbitrator has
decided in Page Customer Assistance If you did not take advantage of the Ford Extended
Service Plan at the time of purchasing your vehicle, you may still be eligible. Since this
information is subject to change, please ask your authorized dealer for complete details about
Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page Reporting
Safety Defects U. If this occurs, the leather should be cleaned immediately to avoid permanent
staining. These quality products have been specifically engineered to fulfill your automotive
needs; Set the parking brake and shift to P Park. Block the wheels. Set the parking brake,
depress the clutch and place the gearshift in N Neutral. Go to the front of the vehicle and
release the auxiliary latch that is located on the front bumper under the grill. Lift the hood until
the lift cylinders hold it open. Brake fluid reservoir 5. Engine coolant reservoir 6. Air filter
assembly 7. Engine oil filler cap 8. Engine oil dipstick 9. Transmission fluid dipstick automatic
transmission Transmission fluid dipstick automatic transmission 3. Engine oil filler cap 4.
Power steering fluid reservoir 5. Brake fluid reservoir 6. Engine coolant reservoir 7. Air filter
assembly 8. Air filter assembly 4. Engine oil dipstick 6. Brake fluid reservoir 7. Engine coolant
reservoir 8. Engine oil filler cap 9. Attach the new wiper to the wiper arm and press it into place
until a click is heard. Replace wiper blades at least once per year for optimum performance. Set
the parking brake and ensure the gearshift is securely latched in P Park automatic transmission
or 1 First manual transmission. Open the hood. Protect yourself from engine heat. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. Page Battery Lift the
battery with a battery carrier or with your hands on opposite corners. Page Do not add engine
coolant when the engine is hot. Steam and scalding liquids released from a hot cooling system
can burn you badly. Also, you can be burned if you spill coolant on hot engine parts. Mixing
Motorcraft Specialty Orange Engine Coolant or any orange-colored extended life product with
your factory filled coolant can result in degraded corrosion protection. Page Recycled engine

coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page If the engine coolant supply is
depleted, this feature allows the vehicle to be driven temporarily before incremental component
damage is incurred. Arrange for the vehicle to be taken to an authorized dealer. If this is not
possible, wait a short period for the engine to cool. Check the coolant level and replenish if low.
Fuel ethanol and gasoline may contain benzene, which is a cancer-causing agent. The flow of
fuel through a fuel pump nozzle can produce static electricity, which can cause a fire if fuel is
pumped into an ungrounded fuel container. To install the cap, align the tabs on the cap with the
notches on the filler pipe. The fuel system may be under pressure. If the fuel filler cap is venting
vapor or if you hear a hissing sound, wait until it stops before completely removing the fuel filler
cap. Page Repairs to correct the effects of using a fuel for which your vehicle was not designed
may not be covered by your warranty. Octane recommendations Do not be concerned if your
engine sometimes knocks lightly. Page 10 to 30 seconds. If the problems persist below this
temperature, see your authorized dealer. Running out of fuel Avoid running out of fuel because
this situation may have an adverse effect on powertrain components. The fuel cap may not have
been securely tightened. See Fuel filler cap in this chapter. Driving through deep water â€” the
electrical system may be wet. Use only a DOT 3 brake fluid designed to meet Ford
specifications. Refer to Maintenance product specifications and capacities in this chapter.
Carefully read cautionary information on product label. The normal operating temperature can
be reached after approximately 20 miles 30 km of driving. Page Checking and adding manual
transmission fluid if equipped 1. Clean the filler plug. Remove the filler plug and inspect the
fluid level. Install and tighten the fill plug securely. Use only fluid that meets Ford specifications.
Refer to the Maintenance product specifications and capacities section in this chapter. Page
This could cause filter damage and allow unmetered air to enter the engine if not properly
seated. Release two retainer clamps. It is one of the items listed in scheduled maintenance
information and is essential to the life and performance of your vehicle and to its emissions
system. Page PCV valve. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page Safety Compliance Certification Label may be located. Vehicle line, series, body
type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following table tells
you which transmission or transaxle each code represents. These quality accessories have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Index Page Getting
assistance outside the U. Page Page Index Windshield washer fluid and wipers Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Power distribution box location Passenger
compartment fuse panel Relay box 4. Relay box 5. Primary battery fuses megafuses. Power
distribution box Power distribution box is located in driver's side of engine compartment. Fuse
box diagram , model year. Fuse box diagram model year. Door lock switch, driver side , Door
lock switch, passenger side , Central Security Module Running board lamp, left front, Running
board lamp, left rear, Running board lamp, right front, Running board lamp, right rear. Running
board lamp, left front, Running board lamp, left rear, Running board lamp, right front, Running
board Samp, right rear. The fuse panel is located below and to the left of the steering wheel by
the brake pedal. Remove the panel cover to access the fuses. To remove a fuse use the fuse
puller tool provided on the fuse panel cover. Fuse box diagram Ford F Fuse box layout Mirror
turn signal relay, left, Mirror turn signal relay, right, Exterior rear view mirror switch 17B In-line
luse 2, Radio Clutch pedal position switch, Clutch triple function switch jumper, Centra! Relay
box 1 Ford F Relay box 2 Ford F Relay box 3 Ford F Relay box 4 Ford F Auxiliary relay box 4 is
located behind left side of instrument panel. Relay box 5 Ford F Auxiliary relay box 5 is located
behind right side of instrument panel. Bi-fuel relay module. Primary battery fuses megafuses F
Ford recommends that megafuses only be serviced by a qualified service technician. Skip to
content. Heated seat module, passenger side front. Heated seat module, driver side front 14C
Here is a link to the manual for your car. Scan down to the bottom of the list to where it says
download. Fuses and relays are on page Good luck. A common cause of the ac clutch not
turning on is lack of refrigerant gas in the system. There is a pressure switch which detects that
there is enough gas and if not the ac clutch won't engage. I 've checked my system and there is
no gas in it. How can I force the clutch to engage so I can recharge the circuit? Sometimes due
to wear your need to adjust the clutch on the compressor with shims. Most folks miss that and
spend a small fortune trying re-gassing and replacing compressors. Barry Tinto. Fix Your Stuff.
Back Answers Index. Tony Rep: 71 2 2. View the answer I have this problem too Subscribed to

new answers. Is this a good question? Yes No. Voted Undo. Score 5. The All-New. The high
performance electronics repair kit. Chosen Solution. Was this answer helpful? Score 3. Score 2.
Aidan Rep: 13 1. Score 1. Barry Tinto Rep: 13 1. Score 0. What year is your vehicle and what
engine size is it? Add your answer Tony will be eternally grateful. View Statistics:. Ad
vertisements. In this article, we consider the twelfth-generation Ford F, produced from to The
fuse panel is located under the right-hand side of the instrument panel behind the cover. To
remove the trim panel for access to the fuse box, pull the panel toward you and swing it out
away from the side and remove it. To reinstall it, line up the tabs with the grooves on the panel,
then push it shut. To remove the fuse box cover, press in the tabs on both sides of the cover,
then pull the cover off. To reinstall the fuse box cover, place the top part of the cover on the
fuse panel, then push the bottom part of the cover until you hear it click shut. Gently pull on the
cover to make sure it is seated properly. The power distribution box is located in the engine
compartment. The relay box is located in the left rear corner of the engine compartment. How to
check the fuses? How to replace a blown fuse? Why do car fuses blow? Types of automotive
fuses. Ford F Table of Contents. Fuse box location. Fuse box diagrams. Learn more: How to
check the fuses? We use cookies to ensure that we give you the best experience on our
website. If you co
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ntinue to use this site we will assume that you are happy with it. Ok Privacy policy. Power
mirror switch, Memory seat module microprocessor power, Steering column switch. Auto
dimming rear view mirror, Door lock switch illumination, Radio accessoiy delay. Brake-shift
interlock, Keypad illumination, Powertrain control module wakeup, Passive anti-theft system.
Powertrain control module - keep alive power and relay coil, canister vent solenoid 3.
Powertrain control module -Voltage power 2 General powertrain components, Canister vent
solenoid 3. Powertrain control module -Voltage power 3 Emission related powertrain
components, Electric fan relays coil. Powertrain control module -Voltage power 4 - Ignition coils
3. Brake-shift interlock, Keypad illumination, Powertrain control module wake-up, Passive
anti-theft system. Powertrain control module - Voltage power 3 Emission related powertrain
components, Electric fan relays coil. Powertrain control module - Voltage power 4 - Ignition
coils 3.

