2008 mercury mariner tail light replacement

There are 2 choices for the Mercury Mariner Tail Light!!! Choose Your Option. We offer an
industry leading 1-year warranty on every part type we sell. All of our engines and
transmissions carry a 1-year warranty with optional extensions up to 2 additional years. Claims
on engine warranties are limited to manufacturer defects in the pistons, heads, block,
crankshafts, rockers, and oil pumps. Though additional parts and accessories may be attached
upon purchase, coverage does not extend to sensors, switches, cables, electronics, belts,
hoses, water pumps, or manifolds, nor damage caused through overheating or improper
lubrication. Due to the COVID pandemic, your order may arrive later than expected so please
allow an extra few working days for your order to arrive. We can ship anywhere in the 48
contiguous U. We do not require a core charge or a return of the old part or engine. The more
local you shop, the more you save off the shipping cost. It typically takes us approximately
business days to process a credit back to your account and business days for the credit to
appear on your account. Note all returns and cancellations require a prior authorization. Terms :
All returns and cancellations may be subject to shipping charges, unless caused by our error or
cancelled by the customer prior to shipping. No returns without prior authorization from the
Supplier see Contact Us page. Replacements : It is company policy that we receive the original
auto part back before sending you a replacement auto part. The original auto part must be
returned using the provided shipping label. The shipping cost for both the original and the
replacement auto part is a cost attributed to the shipper at hand. Note, if these auto parts are
not shipped back to the supplier within 30 days of the delivery date of the replacement part, the
buyer's credit card is subject to a recharge for the initial cost of the original auto part minus the
initial shipping cost If you have any questions about the shipping back of the original part,
please contact customer service team at Press 2 for Returns open Monday-Friday pm EST Or
email cs allusedparts. Disclaimer : -Some of our units used engine, transmission, axle, etc. They
will need to be replaced before installation. Common items that are not guaranteed include but
not limited too nuts, bolts, links, seals, bushings, ball joints, brackets, bezels, wiring, cables,
sensors and other applicable items depending on the part. If they are not serviceable, such as a
pressed-in ball joint, they will be guaranteed. The purchased item may need to be repainted,
refinished, or reupholstered for proper color match. Technical Questions? Contact the
webmaster. Shopping Cart: Items. Contact Us. Order Tracking. Verify Your Part Expand. Select
Part Select Make Select Model Select Year Tail Light for Mercury Mariner Attention! Filters
Items. Price Mileage Nearby. Description Warranty Shipping Returns. Nationwide Shipping: Due
to the COVID pandemic, your order may arrive later than expected so please allow an extra few
working days for your order to arrive. More Details Less Details. I4, 4DR R, R. V6, 4DR R, R. V6,
5DR R, R. Update Your Location. Orders ship same day when ordered by 2pm ET. Need your
part faster? Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. This part will only fit a vehicle with these options. If your vehicle isn't listed, close
the window to return to search. Clear vehicle X. Year Make Model. Search by Vehicle. Select
your vehicle. Year Make Model Search. Mercury Mariner Tail Lights. What year is your Year.
Shop by Make. Free Same Day Shipping. View: 4 5. Filter by Vehicle. Year Part Type. High Mount
Third Brake Light. Tail Light. Tail Light Set. Ford OEM. Set Quantity. Filter Results. Part : 1ALTL
Add to Cart. Set Quantity: 2 Piece view more. Mercury is a registered trademark of Ford Motor
Company. See all trademarks. Guaranteed To Fit Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. USA Customer Support
Exceeding customers' expectations every day, our team of passionate auto enthusiasts are here
to help. Instructional Video Library Thousands of how-to auto repair videos specific to year,
make and model guide you step-by-step through your repair. Terms of Use Privacy Policy.
Narrow Your Results: Select your year, make, model to find parts that fit Before proceeding,
select your Vehicle, to verify this Part will fit. Quick Links. Table of Contents. Instrument
Cluster. Warning Lights And Chimes. Entertainment Systems. Auxiliary Input Jack Line In.
Satellite Radio Information. Navigation System. Climate Controls. Dual Automatic Temperature
Control. Rear Window Defroster. Turn Signal Control. Bulb Replacement. Driver Controls.
Steering Wheel Adjustment. Power Windows. Moon Roof. Message Center. Locks And Security.
Owners Guide postfmt. USA fus. Reproduction by any means, electronic or mechanical
including photocopying, recording or by any information storage and retrieval system or
translation in whole or part is not permitted without written authorization from Ford Motor
Company. Page 4: Introduction â€” Special handling may apply for service or vehicle end of life
disposal. See Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and

pleasure you will derive from driving it. Page 5 Fuel pump shut-off switch: In the event of an
accident the safety switch will automatically cut off the fuel supply to the engine. The switch
can also be activated through sudden vibration e. To reset the switch, refer to the Fuel pump
shut-off switch in the Roadside Emergencies chapter. Try not to drive continuously at the same
speed for the first 1, miles 1, km of new vehicle operation. Vary your speed frequently in order
to give the moving parts a chance to break in. Page 7 Introduction Service Data Recording
Service data recorders in your vehicle are capable of collecting and storing diagnostic
information about your vehicle. This potentially includes information about the performance or
status of various systems and modules in the vehicle, such as engine, throttle, steering or brake
systems. Page 8 Introduction Notice to owners of pickup trucks and utility type vehicles Utility
vehicles have a significantly higher rollover rate than other types of vehicles. Your vehicle is not
a passenger car. As with other vehicles of this type, failure to operate this vehicle correctly may
result in loss of vehicle control, vehicle rollover, personal injury or death. A market unique
supplement may be supplied that complements this book. Page 10 Introduction These are some
of the symbols you may see on your vehicle. Many lights will illuminate when you start your
vehicle to make sure the bulbs work. Page 13 Under engine misfire conditions, excessive
exhaust temperatures could damage the catalytic converter, the fuel system, interior floor
coverings or other vehicle components, possibly causing a fire. Check fuel cap: Illuminates
when the fuel cap may not be properly installed. Continued driving with this light on may cause
the Service engine soon warning light to come on, refer to Fuel filler cap in the Page 14
Instrument Cluster Anti-lock brake system: If the ABS light stays illuminated or continues to
flash, a malfunction has been detected, have the system serviced immediately by your
authorized dealer. Normal braking is still functional unless the brake warning light also is
illuminated. Airbag readiness: If this light fails to illuminate when the ignition is turned to RUN,
continues to flash or Page 15 Instrument Cluster Low tire pressure warning: Illuminates when
your tire pressure is low. If the light remains ON at start up or while driving, the tire pressure
should be checked. Refer to Inflating your tires in the Tires, Wheels and Loading chapter. When
the ignition is first turned to RUN, the light will illuminate for 3 seconds to ensure the bulb is
working. Turn signal: Illuminates when the left or right turn signal or the hazard lights are
turned on. If the indicators flash faster, check for a burned out bulb. High beams: Illuminates
when the high beam headlamps are turned on. Engine coolant temperature gauge: Indicates
engine coolant temperature. If it enters the red section, the engine is overheating. Stop the
vehicle as soon as safely possible, switch off the engine and let the engine cool. Page 18
Instrument Cluster Odometer: Registers the total miles kilometers of the vehicle. Refer to
Message center in the Driver Controls chapter on how to switch the display from Metric to
English. Trip odometer: Registers the miles kilometers of individual journeys. Ford strongly
recommends that drivers use extreme caution when using any device that may take their focus
off the road. Page 20 Entertainment Systems Note: Your vehicle is equipped with a unique audio
system. If your display shows six small circles in the display, your audio system is a CD6
system. If not, your system is a Single CD system. Press OK when the desired category appears
in the display. After a category is selected, press SEEK to search for that specific category of
channels only i. Check with your authorized dealer for availability. Page 24 Entertainment
Systems 8. For location and further information on auxiliary audio mode, refer to Auxiliary input
jack later in this chapter. Page 25 Entertainment Systems all possible categories. Page 26
Entertainment Systems Otherwise, random play will begin when the current track is finished
playing. SCAN: In radio mode, press for a brief sampling of all strong radio stations. Load the
desired disc, label side up. The system will prompt you to load discs for the remaining available
slots. Insert the discs, one at a time, label side up, when prompted. Page 28 Entertainment
Systems To play your portable music player using the auxiliary input jack: 1. Begin with the
vehicle parked and the radio turned off. Ensure that the battery in your portable music player is
new or fully charged and that the device is turned off. Page 29 5. For safety reasons, connecting
or adjusting the settings on your portable music player should not be attempted while the
vehicle is moving. Also, the portable music player should be stored in a secure location, such
as the center console or the glove box, when the vehicle is in motion. CD units are designed to
play commercially pressed 4. Page Satellite Radio Information Satellite radio information if
equipped Satellite radio channels: SIRIUS broadcasts a variety of music, news, sports, weather,
traffic and entertainment satellite radio channels. While in Satellite Radio mode, you can view
this number on the radio display by pressing AUX and Preset 1 control simultaneously. Refer to
Rear window defroster later in this chapter for more information. Page 35 : Distributes air
through the demister vents, floor vents and rear seat floor vents. Temperature control: Controls
the temperature of the airflow in the vehicle. See Heated seats in the Seating and Safety
Restraints chapter. When the system is off, outside air is shut out. The manual fan speed setting

will appear on the left side of the display. To return to automatic fan operation, press AUTO.
Temperature conversion: To switch between Fahrenheit and Celsius, refer to Setup menu in the
Message center section of the Driver Controls chapter. Select 2. Adjust the temperature control
to maintain comfort. Set the fan speed to the highest setting. Direct the outer instrument panel
vents towards the side windows. To increase airflow to the outer instrument panel vents, close
the vents located in the middle of the instrument panel. Rotate to the second position to turn on
the headlamps. Autolamp control if equipped The autolamp system provides light sensitive
automatic on-off control of the exterior lights normally controlled by the headlamp control. Page
42 Lights Autolamp delay system if equipped If your vehicle is equipped with autolamps, you
can set the delay time to keep the headlights on for up to three minutes after the key is turned
OFF. The delay time is set to 20 seconds at the factory, but the delay time may be changed by
following the steps below Steps 1 through 6 must be done within 10 seconds : 1. Page 43 Lights
High beams Push the lever toward the instrument panel to activate. Pull the lever towards you
to deactivate. Flash to pass Pull toward you slightly to activate and release to deactivate. If your
vehicle has been in an accident the alignment of your headlamps should be checked by your
authorized dealer. Vertical aim adjustment 1. Park the vehicle directly in front of a wall or screen
on a level surface, approximately 25 feet 7. Page Turn Signal Control 5. Locate the vertical
adjuster on the headlamp, then use a 4 mm socket to turn the adjuster either counterclockwise
to adjust up or clockwise to adjust down aligning the upper edge of the light pattern to the
horizontal line. The map lamp controls without moon roof are located on the dome lamp. Press
the button on either side of each map lamp to illuminate the lamps. Push the button again to
turn off the lamps. When moist air enters the headlamp s through the vents, there is a
possibility that condensation can occur. This condensation is normal and will clear within 45
minutes of headlamp operation. Using the right bulbs Replacement bulbs are specified in the
chart below. Page 48 Lights Replacing headlamp bulbs 1. Make sure that the headlamp control
is in the OFF position. Open the hood. Reach over the front bolster. Remove the bulb by turning
it counterclockwise and then pulling it straight out. Page 49 Lights Replacing sidemarker bulbs
1. Make sure the headlamp switch is turned to the OFF position. Push the lamp rearward and
pull the front edge of the lamp outward to remove it from the fender. Rotate the bulb socket
counterclockwise, replace the bulb and reinstall the bulb socket. Page 50 Lights Replacing
license plate lamp bulbs 1. Make sure the headlamp switch is in the OFF position. Depress the
lever and carefully pry the license plate lamp assembly located above the license plate from the
liftgate. Rotate the bulb socket counterclockwise and remove from lamp assembly. Page 51
Lights 3. Pull the bulb straight out of the socket and push in the new bulb. Install the new bulbs
in reverse order. Replacing fog lamp bulbs if equipped 1. Make sure the fog lamp switch is in
the OFF position. Select: INT 2 â€” Normal speed operation of rear wiper. INT 1 â€” Intermittent
operation of rear wiper. OFF â€” Rear wiper and washer off. Storage compartment if equipped
Press the release on the door to open the storage compartment. Page 55 Driver Controls The
tray and inside bin can be removed to open up space to fit a laptop computer, MP3 players, CDs
or handbags. To remove, open the console lid and pull the bin straight up and out from the
console housing. Do not insert any other object in the power outlet as this will damage the
outlet and blow the fuse. Do not hang any type of accessory or accessory bracket from the plug.
They may seriously injure themselves. Page Mirrors Driver Controls Window lock The window
lock feature allows only the driver to operate the power windows. Press the left side to restore
the window controls. The compass reading may be affected when you drive near large
buildings, bridges, power lines and powerful broadcast antenna. Magnetic or metallic objects
placed in, on or near the vehicle may also affect compass accuracy. Page 60 Driver Controls 7.
The zone is now updated. Compass calibration adjustment Perform compass calibration in an
open area free from steel structures and high voltage lines. Page Speed Control Fold-away
mirrors Fold the side mirrors in carefully when driving through a narrow space, like an
automatic car wash. Heated outside mirrors Both mirrors are heated automatically to remove
ice, mist and fog when the rear window defrost is activated. Do not remove ice from the mirrors
with a scraper or attempt to readjust the mirror Page 62 Driver Controls 3. Take your foot off the
accelerator pedal. The indicator light on the instrument cluster will turn on. Note: When you turn
off the speed control or the ignition, your speed control set speed memory is erased. This will
open the vent. Distance to empty DTE Selecting this function from the INFO menu will give you
an estimate of how far you can drive with the fuel remaining in your tank under normal driving
conditions. This will display your fuel economy as a Bar Graph ranging from poor economy
excellent economy. Your vehicle must be moving to calculate instantaneous fuel economy.
When your vehicle is not moving, this function shows , one or no bars illuminated. For each of
the monitored systems, the message center will indicate either an OK message or a warning
message for three seconds. Autolamp delay This feature keeps your headlights on for up to

three minutes after the ignition is switched off. Page 71 Language 1. Waiting 4 seconds or
pressing the RESET control cycles the message center through each of the language choices.
Selectable languages are English, Spanish, or French. Displayed when the Tire Pressure
Monitoring System is malfunctioning. If the warning stays on or continues to come on, have the
system inspected by your authorized dealer. Displayed when a tire pressure sensor is
malfunctioning, or your spare tire is in use. Exhaust fumes contain carbon monoxide which can
injure your lungs and cause drowsiness and even death. This will also prevent passengers and
cargo from falling out. Page 75 Cargo management system if equipped The cargo management
system consists of two storage compartments located in the floor of the rear cargo area. The
larger, rearward, compartment is for customer storage. Page 76 Driver Controls To adjust the
cross-bar if equipped position: 1. Loosen the thumbwheel at both ends of the cross-bar both
cross-bars are adjustable. Slide the cross-bar to the desired location. Tighten the thumbwheel
at both ends of the cross-bar. To remove the cross-bar assembly if equipped from the roof rack
side rails: 1. Page 77 Driver Controls To reinstall the cross-bar assembly if equipped to the roof
rack side rails: 1. Ensure that both cross-bar assemblies are installed with the F front arrow
facing towards the front of the vehicle. Use a long, flat object to depress the tongue in the
endcaps on both sides of the cross-bar. The IKT functions as both a programmed ignition key
that operates all the locks and starts the vehicle, and a remote keyless entry transmitter. Your
IKTs are programmed to your vehicle; using a non-programmed key will not permit your vehicle
to start. Page 79 Locks and Security Recommended handling of the Integrated Keyhead
Transmitter IKT To avoid inadvertently activating the remote entry functions of your vehicle, it is
recommended that the Integrated Keyhead Transmitter IKT be handled properly when starting
and turning off your vehicle. All other doors will remain locked. Page 83 Locks and Security 2.
Press the power door unlock control on the door panel three times. The rear doors can be
opened from the outside when the doors are unlocked. The childproof locks are located on rear
edge of each rear door and must be set separately for each door. Page 85 The typical operating
range for your IKT is approximately 33 feet 10 meters. Page 86 Locks and Security Switching
from two step to one step door unlocking Unlocking can be switched between two step and one
step door unlocking by pressing and holding both simultaneously on the remote entry
transmitter for approximately 4 seconds. The turn signal will flash twice to indicate that the
vehicle has switched to one step unlocking. Page 87 Locks and Security To replace the battery:
1. Twist a thin coin in the slot of the IKT near the key ring in order to remove the battery cover.
Do not wipe off any grease on the battery terminals on the back surface of the circuit board.
Page 88 Locks and Security Illuminated entry The interior lamps and puddle lamps if equipped
illuminate when the Integrated Keyhead Transmitter or the keyless entry system keypad is used
to unlock the door s. Page 89 Locks and Security 1. The ignition must be OFF to begin the
sequence. Place the key in the ignition and turn the ignition to the 3 RUN position. Page 90
Locks and Security Programming your own personal entry code To create your own personal
entry code: 1. Enter the factory set code. Enter your personal 5â€”digit code. Each number must
be entered within five seconds of each other. Each number must be pressed within five seconds
of each other. The interior lamps will illuminate. Page 92 Locks and Security Anti-theft indicator
The anti-theft indicator is located in the instrument panel cluster. Page 93 Replacing coded keys
can be very costly. Store an extra programmed key away from the vehicle in a safe place to help
prevent any inconveniences. Please visit an authorized dealer to purchase additional spare or
replacement keys. Page 94 Locks and Security 5. Keep the ignition in the 3 RUN position for at
least three seconds, but no more than 10 seconds. Turn the ignition to the 1 LOCK position and
remove the second previously programmed coded key from the ignition. Do not pile cargo
higher than the seatbacks to reduce the risk of injury in a collision or sudden stop. Page 96
Seating and Safety Restraints Push side control and push down on head restraint to lower it.
Adjusting the front manual seat if equipped Lift handle to move seat forward or backward. Pull
lever up to adjust seatback. Turn the lumbar support control clockwise to increase firmness.
Turn the lumbar support control counterclockwise to increase softness. Page 98 Seating and
Safety Restraints To reduce the risk of possible serious injury: Do not hang objects off seat
back or stow objects in the seatback map pocket if equipped when a child is in the front
passenger seat. Do not place objects underneath the front passenger seat or between the seat
and the center console if equipped. Page 99 Seating and Safety Restraints Heated seats if
equipped Persons who are unable to feel pain to the skin because of advanced age, chronic
illness, diabetes, spinal cord injury, medication, alcohol use, exhaustion, or other physical
conditions, must exercise care when using the seat heater. The seat heater may cause burns
even at low temperatures, especially if used for long periods of time. Page Seating and Safety
Restraints The head restraints can be moved up and down. Lift the head restraint so that it is
located directly or as close as possible behind your head. Push control to lower or remove head

restraint. Folding down rear seats 1. Page Seating and Safety Restraints 3. Pull the seat release
control. Note: Make sure the floor is clear of all objects before folding the seat. Flip seat
forward. Attach the safety belt web snap button to the quarter trim panel snap button. Page
Seating and Safety Restraints 5. To release seatback, pull the seatback release lever on top of
seat toward the front seat. Note: When the seatback release lever is pulled, slowly lower
seatback to the flat position. Page Seating and Safety Restraints 2. Rotate seat cushion down
into the seating position making sure that the seat cushion is locked into place and that the
safety belt buckles are exposed. Make sure safety belt buckle heads are through elastic holders
on seat backs. Lift the yellow tab to release the hinges. Pull the cushion to the outboard side of
the vehicle. To install the rear cushion 1. Push the cushion to the inboard side of the vehicle.
The system is designed to help protect smaller drivers sitting close to the driver airbag by
providing a lower airbag output level. Page Seating and Safety Restraints Front safety belt
usage sensors The front safety belt usage sensors detect whether or not the driver and front
outboard passenger safety belts are fastened. Page Seating and Safety Restraints Safety
restraints precautions Always drive and ride with your seatback upright and the lap belt snug
and low across the hips. To reduce the risk of injury, make sure children sit where they can be
properly restrained. Never let a passenger hold a child on his or her lap while the vehicle is
moving. Page Seating and Safety Restraints Safety belts and seats can become hot in a vehicle
that has been closed up in sunny weather; they could burn a small child. Check seat covers and
buckles before you place a child anywhere near them. Combination lap and shoulder belts 1.
Page Seating and Safety Restraints movement. Page Seating and Safety Restraints Safety belt
pretensioner Your vehicle is equipped with safety belt pretensioners at the driver and front
passenger seating positions. The safety belt pretensioners activate during frontal collisions,
and in side collisions and rollovers. A safety belt pretensioner is a device which tightens the
webbing of the lap and shoulder belts in such a way that they fit more snugly against the body.
Page Seating and Safety Restraints hardware, should be inspected after a collision. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. However, if the collision was minor and an authorized dealer finds that the belts do
not show damage and continue to operate properly, they do not need to be replaced. Page
Seating and Safety Restraints The Belt-Minder feature uses information from the front
passenger sensing system to determine if a front seat passenger is present and therefore
potentially in need of a warning. To avoid activating the Belt-Minder feature for objects placed in
the front passenger seat, warnings will only be given to large front seat occupants as
determined by the front passenger sensing system. Page Seating and Safety Restraints The
following are reasons most often given for not wearing safety belts All statistics based on U.
Page Seating and Safety Restraints Reasons given Page Seating and Safety Restraints Never
place your arm over the airbag module as a deploying airbag can result in serious arm fractures
or other injuries. Page Seating and Safety Restraints Children and airbags Children must always
be properly restrained. Accident statistics suggest that children are safer when properly
restrained in the rear seating positions than in the front seating position. Failure to follow these
instructions may increase the risk of injury in a collision. Page Seating and Safety Restraints
The airbags inflate and deflate rapidly upon activation. After airbag deployment, it is normal to
notice a smoke-like, powdery residue or smell the burnt propellant. This may consist of
cornstarch, talcum powder or sodium compounds which may irritate the skin and eyes, but
none of the residue is toxic. Page Seating and Safety Restraints The RCM restraints control
module monitors its own internal circuits and the supplemental airbag electrical system wiring
including the impact sensors, the system wiring, the airbag system readiness light, the airbag
back up power and the airbag ignitors. Several air bag system components get hot after
inflation. Page Seating and Safety Restraints The front passenger sensing system uses a
passenger airbag off or pass airbag off indicator which will illuminate and stay lit to remind you
that the front passenger frontal airbag is off. The indicator lamp is located in the center stack of
the instrument panel just above the air vents. Page Seating and Safety Restraints The front
passenger sensing system may detect small or medium objects placed on the seat cushion. For
most objects that are in the front passenger seat, the passenger airbag will be disabled. Even
though the passenger airbag is disabled, the pass airbag off lamp may or may not be
illuminated according to the table below. Page Seating and Safety Restraints To reduce the risk
of possible serious injury: Do not stow objects in seat back map pocket if equipped or hang
objects off seat back if a child is in the front passenger seat. Determining if the system is
operational The SRS uses a readiness light in the instrument cluster or a tone to indicate the
status of the system. Page Seating and Safety Restraints Do not attempt to service, repair, or
modify the airbag SRS, its fuses or the seat cover on a seat containing an airbag. See an
authorized dealer. All occupants of the vehicle should always wear their safety belts even when

an airbag SRS is provided. Page Seating and Safety Restraints The airbag SRS is designed to
activate when the vehicle sustains lateral deceleration sufficient to cause the sensors to close
an electrical circuit that initiates airbag inflation. The fact that the airbags did not inflate in a
collision does not mean that something is wrong with the system. Failure to follow these
instructions may increase the risk of personal injury in the event of a collision. Page Seating
and Safety Restraints Children and safety belts If the child is the proper size, restrain the child
in a safety seat. Children who are too large for child safety seats as specified by your child
safety seat manufacturer should always wear safety belts. Follow all the important safety
restraint and airbag precautions that apply to adult passengers in your vehicle. Page Seating
and Safety Restraints Children and booster seats vary widely in size and shape. Choose a
booster that keeps the lap belt low and snug across the hips, never up across the stomach, and
lets you adjust the shoulder belt to cross the chest and rest snugly near the center of the
shoulder. Page Seating and Safety Restraints Never use pillows, books, or towels to boost a
child. They can slide around and increase the likelihood of injury or death in a collision. Page
Seating and Safety Restraints tether anchors. For more information on top tether straps and
anchors, refer to Attaching safety seats with tether straps in this chapter. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. To put the retractor in the
automatic locking mode, grasp the shoulder portion of the belt and pull downward until all of
the belt is extracted and a click is heard. Allow the belt to retract. The belt will click as it retracts
to indicate it is in the automatic locking mode. Page Seating and Safety Restraints Attaching
child safety seats with tether straps Most new forward-facing child safety seats include a tether
strap which goes over the back of the seat and hooks to an anchoring point. Tether straps are
available as an accessory for many older safety seats. Contact the manufacturer of your child
seat for information about ordering a tether strap. Page Seating and Safety Restraints 4. Clip the
tether strap to the anchor as shown. The arrow in the above graphic points toward the front of
the vehicle. If the tether strap is clipped incorrectly, the child safety seat may not be retained
properly in the event of a collision. Page Seating and Safety Restraints Your vehicle has LATCH
anchors for child seat installation at the following locations: The anchors on both sides of the
center of the rear seat are provided primarily for child seats at the outboard seats, and are
further apart than the pairs of lower anchors for child seat installation at other seats. Page
Seating and Safety Restraints If you install a child seat with rigid LATCH attachments, do not
tighten the tether strap enough to lift the child seat off the vehicle seat cushion when the child
is seated in it. Keep the tether strap just snug without lifting the front of the child seat. Utility
vehicles and trucks are not designed for cornering at speeds as high as passenger cars any
more than low-slung sports cars are designed to perform satisfactorily under This increases
traction which may enable you to safely drive over terrain and road conditions that a
conventional two-wheel drive vehicle cannot. Page How your vehicle differs from other vehicles
SUV and trucks can differ from some other vehicles in a few noticeable ways. The Quality
grades can be found where applicable on the tire sidewall between tread shoulder and
maximum section width. Page The traction grade assigned to this tire is based on
straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Under-inflation is the most common cause
of tire failures and may result in severe tire cracking, tread separation or blowout , with
unexpected loss of vehicle control and increased risk of injury. Under-inflation increases
sidewall flexing and rolling resistance, resulting in heat buildup and internal damage to the tire.
It also may result in unnecessary tire stress, irregular wear, loss of vehicle control and
accidents. Page Tires, Wheels and Loading Note: If you have to drive a distance to get air for
your tire s , check and record the tire pressure first and add the appropriate air pressure when
you get to the pump. It is normal for tires to heat up and the air pressure inside to go up as you
drive. Page Improper or inadequate vehicle maintenance can cause tires to wear abnormally.
Page Tires, Wheels and Loading U. This information identifies and describes the fundamental
characteristics of the tire and also provides a U. Page When mounting replacement tires and
wheels, you should not exceed the maximum pressure indicated on the sidewall of the tire to
set the beads without additional precautions listed below. If the beads do not seat at the
maximum pressure indicated, re-lubricate and try again. Page Tires, Wheels and Loading If your
vehicle is stuck in snow, mud, sand, etc. A tire can explode in as little as three to five seconds.
Page Tires, Wheels and Loading Sometimes irregular tire wear can be corrected by rotating the
tires. Note: If your tires show uneven wear ask an authorized dealer to check for and correct any
wheel misalignment, tire imbalance or mechanical problem involved before tire rotation. Page 3.
If you change your wheel size, you will have to purchase new tires to match the new wheel
diameter. Page Tires, Wheels and Loading 8. The next two numbers or letters are the plant code
designating where it was manufactured, the next two are the tire size code and the last four

numbers represent the week and year the tire was built. Page Tires, Wheels and Loading Note:
The temporary tire size for your vehicle may be different from this example. If your vehicle has
tires of a different size than the size indicated on the vehicle placard or tire inflation pressure
label, you should determine the proper tire inflation pressure for those tires. Page Tires, Wheels
and Loading following two conditions: 1 This device may not cause harmful interference, and 2
This device must accept any interference received, including interference that may cause
undesired operation. Check your tire pressure to ensure tires are properly inflated; Page Tires,
Wheels and Loading If any tire is under-inflated, carefully drive the vehicle to the nearest
location where air can be added to the tires. Inflate all the tires to the recommended inflation
pressure. Properly loading your vehicle will provide maximum return of vehicle design
performance. Page Tires, Wheels and Loading The appropriate loading capacity of your vehicle
can be limited either by volume capacity how much space is available or by payload capacity
how much weight the vehicle should carry. Once you have reached the maximum payload of
your vehicle, do not add more cargo, even if there is space available. When towing, trailer
tongue load or king pin weight is also part of cargo weight. Page Maximum Loaded Trailer
Weight â€” is the highest possible weight of a fully loaded trailer the vehicle can tow. Page
Tires, Wheels and Loading 5. Determine the combined weight of luggage and cargo being
loaded on the vehicle. That weight may not safely exceed the available cargo and luggage load
capacity calculated in Step 4. If your vehicle will be towing a trailer, load from your trailer will be
transferred to your vehicle. Loaded vehicles may handle differently than unloaded vehicles.
Extra precautions, such as slower speeds and increased stopping distance, should be taken
when driving a heavily loaded vehicle. Page Towing trailers beyond the maximum
recommended gross trailer weight exceeds the limit of the vehicle and could result in engine
damage, transmission damage, structural damage, loss of vehicle control, vehicle rollover and
personal injury. Preparing to tow Use the proper equipment for towing a trailer and make sure it
is properly attached to your vehicle. Make sure all running lights, brake lights, turn signals and
hazard lights are working. It is recommended to tow your vehicle with the front drive wheels on
a dolly or with all four 4 wheels off the ground on a car-hauling trailer. In case of a roadside
emergency with a disabled vehicle, see Wrecker Towing in the Roadside Emergencies chapter.
LOCK, locks the gearshift lever and steering column and allows key removal. RUN, all electrical
circuits operational and warning lights will illuminate. Page Driving If you smell exhaust fumes
inside your vehicle, have your dealer inspect your vehicle immediately. Do not drive if you smell
exhaust fumes. When the engine starts, the idle RPM runs higher than normal in order to warm
the engine. Some warning lights will briefly illuminate. See Warning lights and chimes in the
Instrument Cluster chapter for more information regarding the warning lights. Page Driving
Starting the engine 1. If there is difficulty in turning the key, rotate the steering wheel until the
key turns freely. Page can lead to more dust than in the past. Brake dust can be cleaned by
weekly washing with soapy water and a soft sponge. Page Driving Parking brake Apply the
parking brake whenever the vehicle is parked. To set the parking brake, press the parking brake
pedal down until the pedal stops. The BRAKE warning lamp in the instrument cluster
illuminates and remains illuminated when the ignition is turned ON until the parking brake is
released. Page Driving while driving in deep sand or very deep snow, switching off the
AdvanceTrac with RSC stability enhancement feature will restore full engine power and will
enhance momentum through the obstacle. If the sliding car icon steadily, have the system
service by an authorized dealer immediately. In a rollover crash, an unbelted person is
significantly more likely to die than a person wearing a seat belt. Utility vehicles and trucks have
larger tires and increased ground clearance, giving the vehicle a higher center of gravity than a
passenger car. Page If the fuse is not blown, perform the following procedure: 1. Apply the
parking brake, turn the ignition to LOCK, then remove the key. Using a screwdriver or similar
tool, carefully pry out the small Brake Transmission Shift Interlock BTSI cover cap located to
the right of the gearshift lever. Driving with the gearshift lever in D Overdrive gives the best fuel
economy for normal driving conditions. Page allows the transmission to relearn these operating
parameters. This learning process could take several transmission upshifts and downshifts;
during this learning process, slightly firmer shifts may occur. After this learning process,
normal shift feel and shift scheduling will resume. P Park This position locks the transaxle and
prevents the front wheels from turning. Page Driving D Overdrive The normal driving position
for the best fuel economy. Transaxle operates in gears one through four. When parking, do not
use the gearshift in place of the parking brake. Page Driving To help avoid personal injury,
always use caution when in reverse and when using the RSS. This system is not designed to
prevent contact with small or moving objects. The system is designed to provide a warning to
assist the driver in detecting large stationary objects to avoid damaging the vehicle. To turn the
RSS off, the ignition must be on. The system will remain off until either the RSS control is

pressed again or the ignition is turned off, then on again. Page Driving The differences that
make your vehicle so versatile also make it handle differently than an ordinary passenger car.
Maintain steering wheel control at all times, especially in rough terrain. Since sudden changes
in terrain can result in abrupt steering wheel motion, make sure you grip the steering wheel
from the outside. Page If your vehicle gets stuck If your vehicle gets stuck in mud or snow it
may be rocked out by shifting between forward and reverse gears, stopping between shifts, in a
steady pattern. Press lightly on the accelerator in each gear. Do not rock the vehicle if the
engine is not at normal operating temperature or damage to the transmission may occur. Page
Driving Vehicles with a higher center of gravity such as utility and four-wheel drive vehicles
handle differently than vehicles with a lower center of gravity. Utility and four-wheel drive
vehicles are not designed for cornering at speeds as high as passenger cars any more than
low-slung sports cars are designed to perform satisfactorily under off-road conditions. Page
Driving spinning your wheels. If the vehicle does slide, steer in the direction of the slide until
you regain control of the vehicle. If the transmission, transfer case or front axle are submerged
in water, their fluids should be checked and changed, if necessary. Driving through deep water
may damage the transmission. Page Driving Descend a hill in the same gear you would use to
climb up the hill to avoid excessive brake application and brake overheating. Do not descend in
neutral; instead, disengage overdrive or manually shift to a lower gear. When descending a
steep hill, avoid sudden hard braking as you could lose control. Page Driving 4WD vehicles
should be driven with traction devices as referred to in Using snow tires and traction devices in
the Tires, Wheels and Loading chapter. Maintenance and Modifications The suspension and
steering systems on your vehicle have been designed and tested to provide predictable
performance whether loaded or empty and durable load carrying capability. Page Owner Guide
portfolio in the glove compartment. In Canada, the card is found in the Customer Information
Guide in the glove compartment. Ford or Mercury vehicle customers who require roadside
assistance, call 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers
who require roadside assistance, call 1â€”â€”â€” The hazard flashers will operate when the
ignition is in any position or if the key is not in the ignition. Push in the flasher control and all
front and rear direction signals will flash. After an accident, if the engine cranks but does not
start, this switch may have been activated. Always disconnect the battery before servicing high
current fuses. Page Roadside Emergencies The high-current fuses are coded as follows. Page
Roadside Emergencies 3. Page Roadside Emergencies Removing the jack and tools The jack
and tools are located under the carpeted load floor. Pull back the carpet away from the liftgate,
and remove the hardboard cover. If your vehicle is equipped with a cargo management system,
the jack and tools are in the forward compartment under a lid. Page Roadside Emergencies
Removing the spare tire or spare tire and tether if equipped 1. Insert the lug wrench through the
access hole in the rear bumper. Turn the handle counterclockwise and lower the spare tire until
it can be slid rearward and the cable is slack. Page 6. If not replacing the spare or flat tire to the
underbody storage area, raise winch up into the installed position. Use the attached fastener
strap 2 to tie the tether end to the winch actuator shaft if equipped. Tire change procedure When
one of the front wheels is off the ground, the transmission alone will not prevent the vehicle
from moving or slipping off the Page Roadside Emergencies 1. Block the diagonally opposite
wheel. Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until
the wheel is raised off the ground. Position the jack directly below the stud on the rear trailing
arm. Position the jack according to the guides and turn the jack handle clockwise until the tire is
a maximum of 1 inch 25 mm off the ground. Page Roadside Emergencies 4. Remove the lug
nuts with the lug nut wrench. Replace the flat tire with the spare tire, making sure the valve stem
is facing outward. Reinstall lug nuts until the wheel is snug against the hub. Do not fully tighten
the lug nuts until the wheel has been lowered. Place tire on end with valve stem facing rearward,
away from vehicle. Place tether into bolt holes in wheel and attach lug nut using lug wrench.
Lay the tire on the ground with the valve stem facing down. If your vehicle is equipped with
aluminum wheels, remove the wheel ornament. Bolt size M12 x 1. An explosion could result in
injury or vehicle damage. Batteries contain sulfuric acid which can burn skin, eyes and clothing,
if contacted. Do not attempt to push-start your automatic transmission vehicle. Page Roadside
Emergencies Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Connect the negative - cable to the negative terminal of the assisting battery. Once the disabled vehicle has been started, run both engines
for an additional three minutes before disconnecting the jumper cables. Removing the jumper
cables Remove the jumper cables in the reverse order that they were connected. Remove the
jumper cable from the ground metal surface. After the disabled vehicle has been started and the
jumper cables removed, allow it to idle for several minutes so the engine computer can relearn
its idle conditions. It is recommended that your vehicle be towed with a wheel lift and dollies or

flatbed equipment. Page Roadside Emergencies Ford Motor Company produces a towing
manual for all authorized tow truck operators. Have your tow truck operator refer to this manual
for proper hook-up and towing procedures for your vehicle. If the vehicle is towed by other
means or incorrectly, vehicle damage may occur. Page Customer Assistance Relationship
Center at Away from home If you own a Ford or Mercury vehicle and are away from home when
your vehicle needs service, or if you need more help than the authorized dealer could provide,
after following the steps described above, contact the Ford Customer Relationship Center to
find an authorized dealer to help you. Page Customer Assistance In some states in the U. Ford
is also allowed a final repair attempt in some states. Experience has shown that our customers
have been very successful in achieving satisfaction by following the three-step procedure
outlined on the front page of the Warranty Guide. Page Customer Assistance If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this information is subject to change, please ask your authorized dealer
for complete details about Ford Extended Service Plan coverage options, or visit the Ford ESP
website at Page Reporting Safety Defects U. Box Detroit, Michigan Or call: For a free publication
catalog, order toll free: Monday-Friday a. EST Helm, Incorporated can also be reached by their
website: The high-pressure fluid could penetrate the sealed parts and cause damage. These
products are available from your authorized dealer. Page Cleaning wash facilities. Be sure to
replace wiper blades when they appear worn or do not function properly. If you cannot remove
those streaks after cleaning with the glass cleaner or if the wipers chatter and move in a jerky
motion, clean the outer surface of the windshield and the wiper blades using a sponge or soft
Apply more Motorcraft cleaner to a clean, white, cotton cloth and press the cloth onto the soiled
areaâ€”allow this to set at room temperature for 30 minutes. Remove the soaked cloth, and if it
is not soiled badly, use this cloth to clean the area by using a rubbing motion for 60 seconds.
These quality products have been specifically engineered to fulfill your automotive needs; If
your vehicle requires professional service, your authorized dealer can provide the necessary
parts and service. Check your Warranty Guide to find out which parts and services are covered.
Inside the vehicle, pull the hood release handle located under the bottom of the instrument
panel. At the front of the vehicle, lift up on the auxiliary latch handle located in the center
between the hood and the grille. Engine coolant reservoir 2. Engine oil filler cap 3. Automatic
transmission dipstick 4. Brake fluid reservoir 5. Air filter assembly 6. Power distribution box 7.
Battery 8. Engine coolant bleed valve 9. Page Maintenance and Specifications 3. Automatic
transmission fluid dipstick 3. Brake fluid reservoir 4. Air filter assembly 5. Power distribution
box 6. Battery 7. Engine oil dipstick 8. Engine oil filler cap 9. In very cold weather, do not fill the
reservoir completely. Only use a washer fluid that meets Ford specifications. Do not use any
special washer fluid such as windshield water repellent type fluid or bug wash. Pull the wiper
blade and arm away from the glass. Turn the blade at a right angle to the arm. Squeeze the
locking tabs to release the blade from the arm and pull the blade away from the arm to remove
it. Page Engine Oil Maintenance and Specifications Changing rear window wiper blade The rear
wiper arm is designed without a service position. This reduces the risk of damage to the blade
in an automatic car wash. To replace the wiper blade: 1. Wipe the dipstick clean. Insert the
dipstick fully, then remove it again. Refer to Adding engine oil in this chapter. Oil levels above
the MAX mark or upper hole may cause engine damage. For longer, trouble-free operation, keep
the top of the battery clean and dry. Page Maintenance and Specifications Keep batteries out of
reach of children. Batteries contain sulfuric acid. Avoid contact with skin, eyes or clothing.
Shield your eyes when working near the battery to protect against possible splashing of acid
solution. In case of acid contact with skin or eyes, flush immediately with water for a minimum
of 15 minutes and get prompt medical attention. Follow your local authorized standards for
disposal. Call your local authorized recycling center to find out more about recycling
automotive batteries. Page Maintenance and Specifications When the engine is cold, check the
level of the engine coolant in the reservoir. Note: For the 2. Step back while the pressure
releases. When you are sure that all the pressure has been released, use the cloth to turn it
counterclockwise and remove the cap. For the 2. Page Maintenance and Specifications Used
engine coolant should be disposed of in an appropriate manner. Page Maintenance and
Specifications What you should know about fail-safe cooling 2. Page Maintenance and
Specifications Driving the vehicle without repairing the engine problem increases the chance of
engine damage. Take your vehicle to an authorized dealer as soon as possible. Refer to
scheduled maintenance information for the appropriate intervals for changing the fuel filter.
Fuel such as gasoline is highly toxic and if swallowed can cause death or permanent injury.
Page Maintenance and Specifications Refueling Fuel vapor burns violently and a fuel fire can
cause severe injuries. Page Maintenance and Specifications At the next opportunity, safely pull
off of the road, remove the fuel filler cap, align the cap properly and reinstall it. Do not be

concerned if your engine sometimes knocks lightly. On restarting, cranking time will take a few
seconds longer than normal. Page Maintenance and Specifications Do not park, idle, or drive
your vehicle in dry grass or other dry ground cover. The emission system heats up the engine
compartment and exhaust system, which can start a fire. Illumination of the Service engine
soon warning light or the temperature warning light, fluid leaks, strange odors, smoke or loss of
engine power could indicate that the emission control system is not working properly. Page
Maintenance and Specifications 4. Driving through deep waterâ€”the electrical system may be
wet. These temporary malfunctions can be corrected by filling the fuel tank with good quality
fuel, properly tightening the fuel cap or letting the electrical system dry out. After three driving
cycles without these or any other temporary malfunctions present, the Service engine soon
indicator should stay off the next time the engine is started. A complete check may take several
days. Page Maintenance and Specifications 1. Drive the vehicle 20 miles 30 km or until it
reaches normal operating temperature. Park the vehicle on a level surface and engage the
parking brake. With the parking brake engaged and your foot on the brake pedal, start the
engine and move the gearshift lever through all of the gear ranges. Page Air Filter S
Maintenance and Specifications Adjusting automatic transmission fluid levels Before adding
any fluid, make sure the correct type is used. The type of fluid used is normally indicated on the
dipstick blade and also in the Maintenance product specifications and capacities section in this
chapter. Carefully separate the two halves of the air filter housing. Remove the air filter element
from the air filter housing. Wipe the air filter housing and cover clean to remove any dirt or
debris and to ensure good sealing. The customer warranty may be void for any damage to the
engine if the correct air filter element is not used. World manufacturer identifier 2. Vehicle line,
series, body type 4. Engine type 5. Check digit 6. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Index Accessory
delay Page Index attaching with tether straps Page recommendations Page Index Keyless entry
system Page Preparing to drive your vehicle Page Index changing Print page 1 Print document
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