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This manual is specific to a Ford Flex. RepairSurge is compatible with any internet-enabled
computer, laptop, smartphone or tablet device. It is very easy to use and support is always free.
We wish we could just show you the entire manual before you buy, but our publishing
agreement with the auto manufacturers prevents this. We know this sounds crazy. It's a stupid
rule in our opinion, but they authorize our manuals and that's what their lawyers require. Here
are some of the comments we have received from users of RepairSurge. These customers have
agreed to allow us to publicly display their testimonials. We know buying anything online is a
risk. Once again, we wish we could just show you the entire manual before you buy, but our
publishing agreement with the auto manufacturers prevents this. We'll get you the repair
information you need, every time, or your money back. Manufacturer: Ford. Model: Flex.
Production Year: Step by Step Instructions. Comprehensive Diagrams. Diagnostic Procedures.
Wiring Diagrams. Here is what you'll get. Step-by-step factory recommended repair instructions.
Unlimited access to personal support reps who are always available to assist you. We can
answer your questions about using the software or help you find the specific information you
need for your Ford Flex. Free real-time updates! Your manual is updated with revised
information as soon as it is released. Access on your terms. Unlimited access to your Ford Flex
manual on a yearly basis. We'll get you the repair information you need, every time, or we'll
refund your purchase in full. Can I see what the manual looks like? See our guarantee below.
You are protected in case the manual turns out to not be what you need. What Satisfied
Mechanics Are Saying. Exactly as advertised, quick and easy transaction. Get Your Manual.
Your satisfaction is guaranteed and your online transaction is protected by safe and secure SSL
encryption technology. Quick Links. See also: Owner's Manual , User Manual. Instrument
Cluster. Warning lights and chimes. Entertainment Systems. Climate Controls. Manual heating
and air conditioning. Automatic temperature control. Rear window defroster. Turn signal
control. Bulb replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed
control. Message center. Locks and Security. Anti-theft system. Owners Guide, 1st Printing.
USA fus. Ford crown victoria automobile owner's manual pages. Ford motor company
automobile quick reference guide 2 pages. Automobile Ford Escape Owner's Manual pages.
Ford escape hybrid automobile owner's manual pages. Page 3 Ford Motor Company. Ford may
change the contents without notice and without incurring obligation. Please take the time to get
well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Warning symbols on your vehicle When you see this symbol, it is imperative that you
consult the relevant section of this guide before touching or attempting adjustment of any kind.
Protecting the environment We must all play our part in protecting the environment. Page 6 In
order to properly diagnose and service your vehicle, Ford Motor Company, Ford of Canada, and
service and repair facilities may access vehicle diagnostic information through a direct
connection to your vehicle when diagnosing or servicing your vehicle. To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, Page 8: Vehicle Symbol Glossary Introduction These are some of the
symbols you may see on your vehicle. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Page 12 Instrument Cluster Brake system warning light: To confirm
the brake system warning light is functional, it will momentarily illuminate when the ignition is
turned to the on position when the engine is not running, or in a position between on and start,
or by applying the parking brake when the ignition is turned to the on position. Page 13
Charging system: Illuminates when the battery is not charging properly. Engine oil pressure:
Illuminates when the oil pressure falls below the normal range. Check the oil level and add oil if
needed. Refer to Engine oil in the Maintenance and Specifications chapter. Engine coolant
temperature if equipped : Illuminates when the engine coolant temperature is high. Page 14
Instrument Cluster Low tire pressure warning: Illuminates when your tire pressure is low. If the
light remains on at start up or while driving, the tire pressure should be checked. Refer to
Inflating your tires in the Tires, Wheels and Loading chapter. When the ignition is first turned to
on, the light will illuminate for three seconds to ensure the bulb is working. Page Gauges
Instrument Cluster Turn signal: Illuminates when the left or right turn signal or the hazard lights
are turned on. If the indicators stay on or flash faster, check for a burned out bulb. High beams:
Illuminates when the high beam headlamps are turned on. Page 16 Instrument Cluster Engine
coolant temperature gauge: Indicates engine coolant temperature. If it enters the red section,
the engine is overheating. Stop the vehicle as soon as safely possible, switch off the engine and
let the engine cool. Press the control again to select Trip A and Trip B features. Ford strongly
recommends that drivers use extreme caution when using any device that may take their focus
off the road. Page 19 3. Page 21 3. TUNE: Press to manually go up or down the radio frequency.

MUTE: Press to mute the playing media. Press again to return to the playing media or turn the
volume control to adjust the volume. Page 22 Entertainment Systems stations, the system will
store the last one in the remaining presets. Compression: Brings soft and loud CD passages
together for a more consistent listening level when in CD mode. Page 24 Entertainment Systems
1. CD slot: Insert a CD, label side up. With the ignition on, the radio will begin to play a CD once
inserted. With the ignition off, the CD control must be pressed before inserting the disc. Page 25
Satellite instructions are included with the dealer installed kit. Check with your authorized
dealer for availability. When the six strongest stations are filled, the station stored in preset 1
will begin playing. If there are less than six strong stations, the system will store the last one in
the remaining presets. Page 27 Page 29 2. TEXT is only available when equipped with Satellite
radio. Your system may be equipped with Satellite ready capability. FADE 8. Page 32
Entertainment Systems CD: Press to enter CD mode. Press CD and a preset to select a specific
CD to play. The kit to enable the Satellite reception is available through your authorized dealer.
Page 33 12 cm audio compact discs only. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players. Fan
speed adjustment: Controls the volume of air circulated in the vehicle. Temperature selection:
Controls the temperature of the airflow in the vehicle. Air flow selections: Controls the direction
of the airflow in the vehicle. Page 36 Climate Controls 3. Fan speed: Turn to manually increase
or decrease fan speed. Defrost: Distributes outside air through the windshield defroster vents
and the side window demisters. Turns on the parking lamps, instrument panel lamps, license
plate lamps and tail lamps. Turns the headlamps on. Autolamp control The autolamp system
provides light sensitive automatic on-off control of the exterior lights normally controlled by the
headlamp control. Page 39 4. Place the headlamp switch in the autolamp position. At the
desired autolamp time delay, place the headlamp switch in the off position. High beams Push
the lever toward the instrument panel to activate. The center of the headlamp is marked either
on the lens a circle or cross marker or on the bulb shield, internal to the lamp mark or feature.
Page Turn Signal Control Lights 8. Locate the horizontal adjuster for each headlamp. Turn it
clockwise or counterclockwise, to place the left edge of the high intensity area even with the
vertical line corresponding to the headlamp under adjustment. Page 44 Lights Using the right
bulbs Replacement bulbs are specified in the chart below. Page 45 3. Remove the two retainers
and pull headlamp assembly forward to expose bulb. Disconnect the electrical connector from
the bulb by pulling rearward. Remove the bulb retaining ring by rotating it counterclockwise
when viewed from the rear to free it from the bulb socket, and slide the ring off the plastic base.
Page 46 Lights right to align the grooves in the plastic base with the tabs in the lamp assembly.
When the grooves are aligned, push the bulb into the lamp assembly until the plastic base
contacts the rear of the lamp assembly. Page 47 Lights Replacing front sidemarker bulb To
remove the front side marker bulb: 1. Make sure headlamp switch is in the off position, then
open the hood. Remove the radiator cover by turning the three knobs to the unlock position.
Page 48 Lights 1. Make sure the headlamp switch is in the off position, then open the trunk and
remove the pin-type retainer. Carefully pull the carpet away to expose the lamp assembly
hardware. Remove three nuts and the lamp assembly from the vehicle. Page 49 Lights 3. Install
the lamp assembly on trunk lid with two grommets, ensuring the grommets are pushed all the
way into the trunk lid and secure with two screws. Replacing backup lamp bulbs 1. Open trunk
and remove bulb socket from the trunk lid by turning counterclockwise. Pull and hold the
steering wheel release control toward you. Move the steering wheel up or down until you find
the desired location. Release the steering wheel release control. This will lock the steering
wheel in position. Hard objects can injure you in a collision. Do not insert any other object in the
power outlet as this will damage the outlet and blow the fuse. They may seriously injure
themselves. Page 55 Driver Controls To adjust your mirrors: 1. Rotate the control clockwise to
adjust the right mirror and rotate the control counterclockwise to adjust the left mirror. Move the
control in the direction you wish to tilt the mirror. Return to the center position to lock mirrors in
place. Heated outside mirrors if equipped Both mirrors are heated The adjustment allows for
approximately 2. You may select display features on the message center for a display of status.
To operate the Trip Elapsed Drive Time perform the following: 1. Page 64 Driver Controls The
sequence of the system check report and how it appears in the message center is as follows: 1.
Page 65 Driver Controls Language 1. Oil Minder Start Value 1. This acts as a reminder that these
warning conditions still exist within the vehicle. If this message is displayed while driving, pull
off the road as soon as safely possible. For more information, refer to Air suspension system in
the Driving chapter. You can render the switch inoperable by locking the button with your
master key. If equipped with a perimeter alarm system, the remote trunk release control and
power door locks will be disabled when the vehicle perimeter alarm system is armed. Page 72
Locks and Security 7. With the ignition still in the on position, for the autolock feature, press the

unlock control once then press the lock control once. The horn will chirp once if autolock was
deactivated or twice one short and one long chirp if autolock was activated. The handle is
composed of a material that will glow for hours in darkness following brief exposure to ambient
light. Operation is subject to the following two conditions: 1 This device may not cause harmful
interference, and 2 This device must accept any interference received, including interference
that may cause undesired operation. Page 75 Unlocking the doors 1. Note: The interior lamps
will illuminate. Press and release again within five seconds to unlock all the doors. Locking the
doors Press once to lock all the doors. Page 76 Locks and Security To replace the battery: 1.
Twist a thin coin between the two halves of the remote entry transmitter near the key ring. Page
77 Note: Ensure the brake pedal is not depressed during this sequence. Place the key in the
ignition and cycle from 1 off to 3 on eight times in rapid succession within 10 seconds. See also
Remote entry system in this chapter for more information. Your vehicle has a factory-set
5â€”digit code that operates the keyless entry system. Page 79 4. The doors will again lock then
unlock to confirm programming of the new code. To store a third personal code: 1. Enter the
factory set code. Page 80 Locks and Security Locking doors with the keyless entry system It is
not necessary to enter the factory-set code prior to locking all doors. Note: The doors will not
lock if the driver door is ajar. Page 81 Refer to Programming spare keys for instructions on how
to program the coded key. Use of these systems may result in vehicle starting problems and a
loss of security protection. You need to prevent these objects from touching the coded key
while starting the engine. These objects will not cause damage to the coded key, but may cause
a momentary issue if they are too close to the key when starting the engine. The key codes need
to be erased from your vehicle and new coded keys will need to be programmed. Page 84 Locks
and Security 6. To program additional new unprogrammed key s , wait at least 20 seconds and
repeat this procedure from Step 1. Lift handle to move seat forward or backward. Page 88
Seating and Safety Restraints WARNING: Sitting improperly out of position or with the seat
back reclined too far can take off weight from the seat cushion and affect the decision of the
passenger sensing system, resulting in serious injury or death in a crash. Always sit upright
against your seatback, with your feet on the floor. Page 89 Seating and Safety Restraints Press
to move the front portion of the seat cushion up or down. Press to move the rear portion of the
seat cushion up or down. Using the power lumbar support if equipped The power lumbar
control is located on the outboard side of the seat. To access the cup holders, fold the armrest
down. How does the Personal Safety System work? Page 92 Seating and Safety Restraints Front
passenger sensing system For airbags to do their job they must inflate with great force, and this
force can pose a potentially deadly risk to occupants that are very close to the airbag when it
begins to inflate. For some occupants, like infants in rear-facing child seats, this occurs
because they are initially sitting very close to the airbag. This helps increase the effectiveness
of the safety belts. Check seat covers and buckles before you place a child anywhere near them.
The lap belt does not adjust automatically. Page 97 Seating and Safety Restraints Webbing
extraction sensitive mode The webbing sensitive locking mode locks the webbing and prevents
more belt from being pulled out if the belt is pulled out too quickly. The belt will unlock when
you stop pulling on it. Automatic locking mode In this mode, the shoulder belt is pre-locked.
Page 98 This indicates the safety belt is now in the automatic locking mode. How to disengage
the automatic locking mode WARNING: Ford Motor Company recommends that all passenger
safety belt assemblies and attaching hardware should be inspected by an authorized dealer
after any collision to verify that the automatic locking retractor feature for child seats is still
working properly. Page 99 Seating and Safety Restraints Front safety belt height adjustment
Your vehicle has safety belt height adjustments for the driver and front outboard passenger.
Adjust the height of the shoulder belt so the belt rests across the middle of your shoulder. To
lower the shoulder belt height, push the button and slide the height adjuster down. Page
Seating and Safety Restraints If Page Seating and Safety Restraints Reasons given As
confirmation, the restraint system warning light will flash four times per second for three
seconds, followed by three seconds with the light off, then followed by the restraint system
warning light flashing four times per second for three seconds again. Failure to inspect and if
necessary replace the steering column assembly could result in severe injury or death in the
event of a collision. Page WARNING: Front seating positions only: If seating two adults and a
child, Ford recommends properly restraining the child in the center front seating position, but
only if doing so will not interfere with driving the vehicle. This arrangement provides lap and
shoulder belt and airbag protection for adult occupants and an attachment method for a child
restraint. Page Seating and Safety Restraints How does the airbag supplemental restraint
system work? The airbag SRS is designed to activate when the vehicle sustains longitudinal
deceleration sufficient to cause the sensors to close an electrical circuit that initiates airbag
inflation. The fact that the airbags did not inflate in a collision does not mean that something is

wrong with the system. Refer to Front passenger sensing system later in this chapter. Page
Seating and Safety Restraints WARNING: Sitting improperly out of position or with the seat
back reclined too far can take off weight from the seat cushion and affect the decision of the
front passenger sensing system, resulting in serious injury or death in a crash. Page Seating
and Safety Restraints WARNING: To reduce the risk of possible serious injury: Do not stow
objects in seat back map pocket if equipped or hang objects off seat back if a child is in the
front passenger seat. Do not place objects underneath the front passenger seat or between the
seat and the center console if equipped. The use of accessory seat covers may prevent the
deployment of the side airbags and increase the risk of injury in an accident. The side airbag
could injure you as it deploys from the side of the seatback. Page Seating and Safety Restraints
The side airbags are fitted on the outboard side of the seatbacks of the front seats. In certain
lateral collisions, the airbag on the side affected by the collision will be inflated. The airbag was
designed to inflate between the door panel and occupant to further enhance the protection
provided occupants in side impact collisions. Page Child Restraints Recommendations for
Safety Restraints are based on probable child height, age and weight thresholds from NHTSA
and other safety organizations or are the minimum requirements of law. Page Seating and
Safety Restraints Recommendations for Safety Restraints for Children Child size, height,
weight, or age Infants or Children weighing 40 lb 18 kg or less toddlers generally age four or
younger Small Children who have outgrown or no children longer properly fit in a child safety
seat generally children who are less than 4 feet 9 inches 1. Page Highway Traffic Safety
Administration NHTSA provides education and training to ensure that all children ages 0 to 16
are properly restrained in the correct restraint system. Page Seating and Safety Restraints
restrained properly, then restrain the child in the child safety seat or with the belt-positioning
booster. Remember that child seats and belt-positioning boosters vary and may be designed to
fit children of different heights, ages and weights. Children who are too large for child safety
seats or belt-positioning boosters as specified by your child safety seat manufacturer should
always properly wear safety belts. Make sure the tongue is securely fastened in the buckle.
Page Seating and Safety Restraints 3. Be sure the belt webbing is not twisted. Insert the belt
tongue into the proper buckle the buckle closest to the direction the tongue is coming from for
that seating position until Page There should be no more than one inch 2. Page Seating and
Safety Restraints WARNING: Front seating positions only: If seating two adults and a child,
Ford recommends properly restraining the child in the center front seating position, but only if
doing so will not interfere with driving the vehicle. Page Ford Motor Company recommends the
use of a child safety seat having a top tether strap. See Attaching child safety seats with tether
straps and Recommendations for attaching safety restraints for children in this chapter for
more information. Page Seating and Safety Restraints Use of inboard lower anchors from the
outboard seating positions center seating use The lower anchors at the center of the second
row rear seat are spaced mm 23 inches apart. Page Seating and Safety Restraints Attaching
child safety seats with tether straps Many forward-facing child safety seats include a tether
strap which extends from the back of the child safety seat and hooks to an anchoring point
called the top tether anchor. Tether straps are available as an accessory for many older safety
seats. Page To improve the fit of both the lap and shoulder belt on children who have outgrown
child safety seats, Ford Motor Company recommends use of a belt-positioning booster. They lift
the child up so that the lap belt rests low across the hips and the knees bend comfortably at the
edge of the cushion, while minimizing slouching. Page Seating and Safety Restraints Types of
booster seats There are generally two types of belt-positioning booster seats: backless and
high back. Page Seating and Safety Restraints Children and booster seats vary in size and
shape. Choose a booster that keeps the lap belt low and snug across the hips, never up across
the stomach, and lets you adjust the shoulder belt to cross the chest and rest snugly near the
center of the shoulder. Ford Motor Company recommends that all safety belt assemblies in use
in vehicles involved in a collision be replaced. However, if the Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Tires, Wheels and Loading WARNING: The traction grade assigned to this tire is
based on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial-type tire pressure gauge rather than a stick-type tire pressure gauge.
Page Always inflate your tires to the Ford recommended inflation pressure even if it is less than
the maximum inflation pressure information found on the tire. Page Tires, Wheels and Loading
Note: If you have to drive a distance to get air for your tire s , check and record the tire pressure
first and add the appropriate air pressure when you get to the pump. It is normal for tires to heat

up and the air pressure inside to go up as you drive. Page Tires, Wheels and Loading Improper
or inadequate vehicle maintenance can cause tires to wear abnormally. If this information is not
found on these labels then you should consult your Ford dealer. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
The tire pressure sensors mounted in the wheels originally installed on your vehicle are not
designed to be used in aftermarket wheels. Note: If your tires show uneven wear ask an
authorized dealer to check for and correct any wheel misalignment, tire imbalance or
mechanical problem involved before tire rotation. The definitions of these items are listed
below. Note that the tire size, load index and speed rating for your vehicle may be different from
this example. Page Tires, Wheels and Loading Note: You may not find this information on all
tires because it is not required by federal law. Page For example, a tire graded would wear one
and one-half 1 course as a tire graded Note: Tire Quality Grades do not apply to this type of tire.
Note: The temporary tire size for your vehicle may be different from this example. If your vehicle
has tires of a different size than the size indicated on the vehicle placard or tire inflation
pressure label, you should determine the proper tire inflation pressure for those tires. Properly
loading your vehicle will provide maximum return of vehicle design performance. Page
WARNING: The appropriate loading capacity of your vehicle can be limited either by volume
capacity how much space is available or by payload capacity how much weight the vehicle
should carry. Once you have reached the maximum payload of your vehicle, do not add more
cargo, even if there is space available. When towing, trailer tongue load weight is also part of
cargo weight. Page GVWR Gross Vehicle Weight Rating â€” is the maximum allowable weight of
the fully loaded vehicle including all options, equipment, passengers and cargo. Page Tires,
Wheels and Loading Maximum Loaded Trailer Weight â€” is the highest possible weight of a
fully loaded trailer the vehicle can tow. You decide to go golfing. Is there enough load capacity
to carry you, 4 of your friends and all the golf bags? You and four friends average lb. Do not tow
a trailer until your vehicle has been driven at least 1, miles 1, km. Your vehicle may not have
enough braking power and your chances of having a collision greatly increase. Do not apply the
brakes continuously, as they may overheat and become less effective. An example of
recreational towing would be towing your vehicle behind a motorhome. These guidelines are
designed to ensure that your transmission is not damaged. All vehicles: Do not tow your vehicle
with any wheels on the ground, as vehicle or transmission damage may occur. Accessoryâ€”
allows the electrical accessories such as the radio to operate while the engine is not running.
Exhaust fumes can be toxic. Always open the garage door before you start the engine. See
Guarding against exhaust fumes in this chapter for more instructions. Page Driving 5. Turn the
key to 3 on without turning the key to 4 start. Some warning lights will briefly illuminate. See
Warning lights and chimes in the Instrument Cluster chapter for more information regarding the
warning lights. Starting the engine 1. Page You may experience a decrease in peak performance
when the engine is cold when operating on E ethanol. Do not crank the engine for more than 10
seconds at a time as starter damage may occur. If the engine fails to start, turn the key to off
and wait 30 seconds before trying again. Outdoor conditions can deteriorate extension cords
over a period of time. Refer to the scheduled maintenance information for scheduled
maintenance. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Page The ABS operates by
detecting the onset of wheel lockup during brake applications and compensates for this
tendency. The wheels are prevented from locking even when the brakes are firmly applied. The
accompanying illustration depicts the advantage of an ABS equipped vehicle on bottom to a
non-ABS equipped vehicle on top during hard braking with loss of front braking traction. Page
Driving Parking brake Apply the parking brake whenever the vehicle is parked. To set the
parking brake: 1. Move the gearshift to P Park. Push pedal downward. The BRAKE warning lamp
in the instrument cluster illuminates and remains illuminated when the ignition is turned on until
the parking brake is fully released. The system will allow your vehicle to make better use of
available traction in these conditions. Page Air Suspension Driving STEERING To help prevent
damage to the power steering system, never hold the steering wheel at its furthest turning
points until it stops for more than a few seconds when the engine is running. Page
Transmission Operation If you exceed the load limit, the rear air suspension may not operate.
The air suspension shut-off switch is located on the left side of the trunk. If this switch is in the
off position, the rear air suspension will not operate. Page Driving 2. Locate the access plug on
the underside of the steering column cover. Remove the access plug using a flat head
screwdriver. Insert the screwdriver into the access hole nearest the steering wheel. Then push
and hold the override button using a flat head screwdriver. Examples: heavy city traffic where
continuous shifting in and out of overdrive occurs, hilly terrain, heavy loads, trailer towing and

when engine braking is required. Never drive through water that is higher than the bottom of the
wheel rims for cars or the bottom of the hubs for trucks. This program is separate from the New
Vehicle Limited Warranty. Page Hazard Flasher Switch Assistance, call Canadian customers
who require roadside assistance, call If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount for towing to the nearest dealership
within 35 miles. To obtain reimbursement information, U. Page Fuses And Relays 3. If no fuel
leak is apparent, reset the fuel pump shut-off switch by pushing in on the reset button. Turn the
ignition to the on position. Pause for a few seconds and return the key to the OFF position.
Page Roadside Emergencies Fuse Mini Standard rating fuses fuses â€” â€” â€” â€” â€” â€” â€”
â€” Passenger compartment fuse panel The fuse panel is located below and to the left of the
steering wheel by the brake pedal. Remove the panel cover to access the fuses. To remove a
fuse use the fuse puller tool provided on the fuse panel cover. Page Roadside Emergencies The
high-current fuses are coded as follows. Page Ford. If the dissimilar spare tire or wheel is
damaged, it should be replaced rather than repaired. Remove the lug wrench from the jack. Pull
far enough off the road to avoid the danger of being hit when operating the jack or changing the
wheel. Do not start the engine when your vehicle is on the jack. Use only Ford recommended
replacement fasteners. WARNING: When a wheel is installed, always remove any corrosion, dirt
or foreign materials present on the mounting surfaces of the wheel or the surface of the wheel
hub, brake drum or brake disc that contacts the wheel. An explosion could result in injury or
vehicle damage. Do not attempt to push-start your automatic transmission vehicle. Page
Roadside Emergencies Connecting the jumper cables 1. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. Page 3. Connect the negative - cable
to the negative - terminal of the assisting battery. Page Roadside Emergencies Removing the
jumper cables Remove the jumper cables in the reverse order that they were connected.
Remove the jumper cable from the ground metal surface. Page Roadside Emergencies 3. After
the disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page Wrecker Towing It is
recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do not tow with
a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. Before your
vehicle can be towed, the air suspension control in the luggage compartment must be turned to
the off position if equipped. Page Customer Assistance A reasonable time must be allowed to
perform a repair after taking your vehicle to the authorized dealer. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Page 2.
Ford is also allowed a final repair attempt in some states. Page Customer Assistance If you did
not take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle,
you may still be eligible. Since this information is subject to change, please ask your authorized
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at Page Reporting Safety Defects U. The high-pressure fluid could penetrate
the sealed parts and cause damage. These products are available from your authorized dealer.
These quality products have been specifically engineered to fulfill your automotive needs; they
are custom designed to complement the style and appearance of your vehicle. If your vehicle
requires professional service, your authorized dealer can provide the necessary parts and
service. Inside the vehicle, pull the hood release handle located under the instrument panel. Go
to the front of the vehicle and release the auxiliary latch that is located under the front of the
hood. Page In very cold weather, do not fill the reservoir completely. Do not use any special
washer fluid such as windshield water repellent type fluid or bug wash. They may cause
squeaking, chatter noise, streaking and smearing. Pull the wiper blade and arm away from the
glass. Turn the blade as much as possible to gain access to the lock tab A. Using a skinny tool,
push the lock tab A to release the blade from the arm loop and pull the blade from the arm. Page
Maintenance and Specifications 5. Locate and carefully remove the engine oil level dipstick.
Wipe the dipstick clean. Insert the dipstick fully, then remove it again. Ford production and
Motorcraft replacement oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. Page Maintenance and Specifications
Note: Electrical or electronic accessories or components added to the vehicle by the dealer or
the owner may adversely affect battery performance and durability. Therefore, do not allow
flames, sparks or lighted substances to come near the battery. Page Engine Coolant
Maintenance and Specifications 4. Allow the engine to idle for at least one minute. Release the
parking brake. If the level falls below, add coolant per the instructions in the Adding engine
coolant section. Mixing Motorcraft Specialty Orange Engine Alcohol and other liquids can cause
engine damage from overheating or freezing. These can be harmful and compromise the
corrosion protection of the engine coolant. Page Recycled engine coolant Ford Motor Company

does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. Once the engine temperature cools, the engine can be re-started. Take your vehicle to
an authorized dealer as soon as possible to minimize engine damage. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. Otherwise, fuel may spray out and injure you or others. WARNING: If you do not
use the proper fuel filler cap, excessive vacuum in the fuel tank may damage the fuel system or
cause the fuel cap to disengage in a collision, which may result in Page Maintenance and
Specifications clothing and wash skin thoroughly with soap and water. Repeated or prolonged
skin contact with fuel liquid or vapor causes skin irritation. Never smoke while refueling. Fuel
vapor is extremely hazardous under certain conditions. Care should be taken to avoid inhaling
excess fumes. WARNING: The flow of fuel through a fuel pump nozzle can produce static
electricity, which can cause a fire if fuel is pumped into an ungrounded fuel container. Page The
customer warranty may be void for any damage to the fuel tank or fuel system if the correct
genuine Ford, Motorcraft or other certified fuel filler cap is not used. It is best not to alternate
repeatedly between gasoline and E Page Maintenance and Specifications 1, km of driving
engine break-in period. You will get a more accurate measurement after 2, milesâ€”3, miles 3,
kmâ€”5, km. Filling the tank The advertised fuel capacity of the fuel tank on your vehicle is
equal to the rated refill capacity of the fuel tank as listed in the Maintenance product
specifications and capacities section of this chapter. Page Maintenance and Specifications 4.
Subtract your initial odometer reading from the current odometer reading. Follow one of the
simple calculations in order to determine fuel economy: Calculation 1: Divide total miles
traveled by total gallons used. Calculation 2: Multiply liters used by , then divide by total
kilometers traveled. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Maintenance and Specifications it from working. This decal also lists engine
displacement. Failure to pass this inspection could prevent you from getting a vehicle
registration. Refer to scheduled maintenance information for the service interval schedules.
Start the engine and let it run until it reaches normal operating temperature the engine coolant
temperature gauge indicator will be near the center of the normal area between H and C. Page
Air Filter S Maintenance and Specifications Use of a non-approved automatic transmission fluid
may cause internal transmission component damage. If an overfill occurs, excess fluid should
be removed by an authorized dealer. Refer to scheduled maintenance information for the app
vespa lx 150 parts diagram
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ropriate intervals for changing the PCV valve. Replace the PCV valve with one that meets Ford
material and design specifications for your vehicle, such as a Motorcraft or Crown Victoria cro
Page Replace the spark plugs with ones that meet Ford material and design specifications for
your vehicle, such as Motorcraft or equivalent replacement parts. The customer warranty may
be void for any damage to the engine if such spark plugs are not used. World manufacturer
identifier 2. Vehicle line, series, body type 4. Engine type 5. Check digit 6. These quality
accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. Page Floor
mats Page Index Lamps autolamp system Page Index Transmission This manual is also suitable
for: crown victoria. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

