2011 subaru legacy gt wiring diagram

Before driving. Subaru Baja Owner's Manuals - Download. Subaru Legacy â€” 4. Climate
control. Legacy Navigation System. Subaru Legacy â€” Maintenance and service. Maintenance
and service. Instruments and controls. Keys and doors. Subaru is an automotive brand of a
large industrial concern Fuji Heavy Industries Ltd. Cars are by no means the only sphere of FHI
activity; except for them, FHI deals with aviation equipment, railway transport, shipbuilding, etc.
The history of the concern, thanks to which the brand Subaru appeared, began in The real
automotive debut of Subaru took place only in In the war-worn Japan, when there was not
enough raw materials and fuel for engineering, the government adopted a law to encourage its
own industry, according to which cars with a length of up to cm and with a gasoline
consumption of less than 3. FHI was the first company to produce a Subaru compliant vehicle. It
was only 3 m long, equipped with a 2-cylinder two-stroke engine of cc and 16 hp. In addition, it
had a modern design using plastic and aluminum and an independent rear suspension. The
engine was located behind. The car turned out to be very successful, in many respects overtook
its competitors and allowed the FHI concern to gain a foothold in the automotive market, even
though at first its sales were rather low - in the first year of production it was possible to realize
only units. But already in the following year, , of these cars were produced, and two years later more than 22 thousand. Subaru became the leading manufacturer of such cars in Japan, and
acquired new types of body - estate and coupe with a soft roof. Subaru Owner's Manuals.
Automotive wiring in a Subaru Legacy vehicles are becoming increasing more difficult to
identify due to the installation of more advanced factory oem electronics. One of the most time
consuming tasks with installing an after market car stereo, car radio, satellite radio, xm radio,
car speakers, tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp,
car amplifier, mp3 player, ipod or any car audio electronics is identifying the correct color car
audio wires for your Subaru Legacy headlight bulb size you need for your low beam or high
beam and save time. Also, find your other car light bulb sizes including your fog light, reverse
light, turn signal, brake light and more. The Modified Life staff has taken all its Subaru Legacy
car radio wiring diagrams, Subaru Legacy car audio wiring diagrams, Subaru Legacy car stereo
wiring diagrams, Subaru Legacy car radio wiring schematics, Subaru Legacy car wiring
diagrams and cataloged them online for use by our visitors for free. Our automotive wiring
diagrams allow you to enjoy your new mobile electronics rather than spend countless hours
trying to figure out which wires goes to which Subaru Legacy part or component. Use of the
Subaru Legacy wiring information is at your own risk. Always verify all wires, wire colors and
diagrams before applying any information found here to your Subaru Legacy. If you would like
to help the Modified Life community by adding any missing information or adding a new car
audio wire diagram to our resource, please feel free to post it at the bottom of this page. The
Subaru Legacy radio wire color information above is updated as it is submitted by the Modified
Life community. Your email address will not be published. Skip to content. Adding More
Information If you would like to help the Modified Life community by adding any missing
information or adding a new car audio wire diagram to our resource, please feel free to post it at
the bottom of this page. Leave a Comment Cancel Reply Your email address will not be
published. Follow Us. Copyright by ModifiedLife. Free Wiring Diagram. Assortment of subaru
legacy wiring diagram. A wiring diagram is a streamlined conventional pictorial representation
of an electric circuit. It shows the parts of the circuit as simplified shapes, as well as the power
as well as signal links between the tools. A wiring diagram typically offers info regarding the
loved one setting as well as arrangement of tools and terminals on the gadgets, to aid in
building or servicing the tool. A pictorial layout would certainly reveal more detail of the
physical look, whereas a wiring diagram makes use of an extra symbolic notation to highlight
interconnections over physical look. A wiring diagram is frequently made use of to troubleshoot
troubles as well as to earn certain that the connections have actually been made which
whatever is present. Collection of subaru legacy wiring diagram. Click on the image to enlarge,
and then save it to your computer by right clicking on the image. A wiring diagram is a type of
schematic which utilizes abstract pictorial icons to reveal all the affiliations of parts in a system.
Circuitry layouts are made up of 2 points: signs that stand for the components in the circuit,
and also lines that represent the connections between them. Wiring diagrams primarily reveals
the physical position of components and links in the built circuit, but not necessarily in
reasoning order. To read a wiring diagram, first you need to recognize what essential
components are consisted of in a wiring diagram, and also which pictorial signs are made use
of to represent them. The common components in a wiring diagram are ground, power supply,
cable and also connection, result gadgets, switches, resistors, reasoning entrance, lights, and
so on. A line stands for a wire. Wires are used to attach the components with each other. There
need to be a legend on the wiring diagram to tell you what each shade means. Normally circuits
with greater than 2 parts have two fundamental types of links: collection and parallel. A

collection circuit is a circuit in which elements are connected along a solitary course, so the
current flows with one part to obtain to the next one. In a series circuit, voltages accumulate for
all elements attached in the circuit, and also currents coincide through all parts. In an identical
circuit, each gadget is straight connected to the source of power, so each gadget obtains the
same voltage. The existing in a parallel circuit flows along each identical branch and also
re-combines when the branches meet once more. A great wiring diagram needs to be
technically proper as well as clear to read. Care for every detail. As an example, the layout must
reveal the correct direction of the positive and negative terminals of each part. Use the
appropriate symbols. Learn the significances of the fundamental circuit symbols and also pick
the proper ones to make use of. Draw connecting cords as straight lines. Utilize a dot to
suggest line junction, or usage line leaps to show cross lines that are not linked. Label elements
such as resistors as well as capacitors with their values. Make sure the text positioning looks
clean. Quick Links. See also: Service Manual , Owner's Manual. Subaru automobile navigation
owner's manual 16 pages. Repair the trouble parts. NOTE: Use copies of this page for
interviewing customers. Date of sale Fuel brand Date of repair Odometer reading Page 8 Calling
the self-diagnosis result is performed by the performing diagnostics. Subaru Select Monitor.
Unit Data â€” Integrated unit data update Body Int. EN H4SO 2. Page 34 Data reception signal
Body Int. When counter update signal is Counter update signal Body Int. When performing
trouble diagnosis which is not shown in the DTC table, refer to the next item Drive cycle. Page
38 2. Driving in the specified pattern allows to diagnose malfunctioning items listed below. After
the malfunctioning items listed below are repaired, always check whether they correctly resume
their functions by driving in the required drive pattern. Activation of malfunction indicator light.
Check that the malfunction indicator light does not come on. Check for fuel amount. Inspection
of starter motor circuit. Is the resistance less than 5 Go to step 9. Is the voltage more than 10 V?
Go to step 8. Repair the open or 1 Connect the connectors to ECM and main ground short cirrelay. Is the resistance less than 10 Go to step 8. Go to step 7. Replace the faulty 1 Turn the
ignition switch to OFF. Print page 1 Print document 81 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Free Wiring
Diagram. Variety of subaru wiring diagram. A wiring diagram is a streamlined standard
photographic representation of an electric circuit. It shows the parts of the circuit as simplified
forms, and also the power and signal links in between the gadgets. A wiring diagram typically
gives info about the family member position and also arrangement of tools and also terminals
on the tools, to assist in structure or servicing the tool. A pictorial diagram would reveal extra
information of the physical appearance, whereas a wiring diagram uses a more symbolic
notation to emphasize interconnections over physical look. A wiring diagram is often utilized to
repair problems as well as to earn certain that all the links have been made as well as that
whatever exists. Collection of subaru wiring diagram. Click on the image to enlarge, and then
save it to your computer by right clicking on the image. Architectural circuitry diagrams reveal
the approximate areas and interconnections of receptacles, lights, and also permanent electric
solutions in a structure. Adjoining cable paths might be revealed about, where certain
receptacles or fixtures must be on a typical circuit. Wiring representations utilize standard signs
for electrical wiring gadgets, generally different from those made use of on schematic diagrams.
The electric signs not just reveal where something is to be mounted, however additionally what
sort of device is being mounted. A surface area ceiling light is revealed by one sign, a recessed
ceiling light has a various icon, as well as a surface area fluorescent light has one more sign.
Each type of button has a various sign therefore do the numerous electrical outlets. There are
signs that reveal the area of smoke detectors, the buzzer chime, as well as thermostat. On large
tasks icons may be phoned number to show, for instance, the panel board as well as circuit to
which the device connects, as well as to determine which of numerous types of fixture are to be
set up at that place. A collection of electrical wiring layouts might be required by the electric
examination authority to accept connection of the house to the public electric supply system.
Electrical wiring diagrams will likewise include panel routines for breaker panelboards, and also
riser diagrams for special solutions such as emergency alarm or closed circuit television or
various other unique solutions. The company started its activity in in Japan as the aircraft
research laboratory, but soon switched to the production of aircraft. Pretty soon they began
producing scooters, buses, engines and chassis. Then CEO Kenji Kita decided that it would be
a good idea to take part in the automotive industry, and the first Subaru car was established in ,
Subaru For the model or model P1 followed by in , Sambar in , model in , the model and R2
model in In the 70 years was released model Leone, and then, in the 80s, Alcyclone and Legacy
were added to the Subaru lineup. Slowly, in the 90s, the company has moved away from the
production of small cars and focused on rally cars like the Impreza and Vivio. Using technology
from the aircraft industry, Subaru was able to create many successful inventions in the

automotive industry. One of the first was the use of a horizontally-opposed engine "boxer", and
the use of monocoque body construction. In addition, the Subaru is the only car manufacturer
that offers all-wheel drive on most of its models. The Japanese manufacturer was also the first
to introduce an electronic continuously variable transmission ECTV , which replaces the
standard shifting and provides smooth acceleration while reducing fuel consumption and
emissions. Subaru has also taken a keen interest in environmental protection, achieving a
peculiar record: zero waste status at its plant in Lafayette, Indiana, which means that the plant
does not generate waste. In addition, the company has an extensive recycling program for their
cars, not to mention the program for hybrid and fuel-efficient cars in the fuel consumption.
Subaru Forester Automatic Transmission F. Adobe Acrobat Document Subaru Legacy Service
Manual. Adobe Acrobat Document 1. Subaru Ascent Owner's Manual. Adobe Acrobat Document
4. Subaru Forester Service Manual. Subaru Impreza Service Manual. Subaru Forester Owner's
Manual. Adobe Acrobat Document 7. Subaru Crosstrek Owner's Manual. Adobe Acrobat
Document 6. Subaru Impresa Owner's Manual. Subaru Wiring Diagrams. Portable Network
Image Format JPG Image Subaru Impreza. Subaru WRX. History of Subaru Cars. Table of
Contents. This Owner's. We urge you to read. For information not found in this Owner's
Manual,. The information, specifications and illustrations found in this. This Owner's Manual
applies to all models and. Please leave this manual in the vehicle at the time of resale. Subaru
automobile navigation owner's manual 16 pages. We urge you to read this manual carefully so
that you may understand your vehicle and its operation. Page 2 This manual describes the
following types of the Legacy series. Emission Control Systems Warranty. Page 5:
Specifications Please read these safety warnings as well as all other portions of this manual
care- fully in order to gain a better understand- ing of how to use your SUBARU vehicle safely.
Page 8. The SRS airbags deploy with considerable speed and force. Occupants who are out of
proper position when the SRS airbag deploys could suffer very serious injuries. Because the
SRS airbag needs enough space for deploy- ment, the driver should always sit upright and well
back in the seat as far from the steering wheel as practical while still Page 9: Drinking And
Driving They could accidentally injure themselves or others through inadvertent operation of
the ve- hicle. Also, on hot or sunny days, the temperature in a closed ve- hicle could quickly
become high enough to cause severe or pos- sibly fatal injuries. Drunken driving is one of the
most frequent causes of accidents. Since alco- hol affects all people differently, you may have
consumed too much alcohol to drive safely even if the level of alcohol in your blood is below
the legal limit. Other types of modifications could affect its performance, safety or durability,
and may even violate governmental regulations. In addition, damage or Item Function Alarm
system Alarm system Monitoring start delay time after closure Never adjust the seat while driving to avoid the possibility of loss of vehicle control and of personal injury. Before adjusting the
seat, make sure the hands and feet of rear seat passengers or cargo are clear of the adjusting
mechan- ism. Then release the lever and make sure the seatback is securely locked into place.
The seatback placed in a reclined position can spring back upward with force when the lever is
pulled. Page 28! After returning the rear seat to its original position, be certain to place all of the
seatbelts and the tab attached to the seat cushion above the seat cushion. And make certain
that the shoulder belts are fully visible. Outback Unlock the seatback by pulling the release
lever and then fold the seatback down. To return the seatback to its original position, raise the
seatback until it locks into place and make sure that it is securely locked. When the seats are
not occupied, lower the head restraints to improve rearward visibility. NOTE For Legacy, it is
not possible to remove or install the head restraint without folding down the rear seatback.
When the rear center seating position is not occupied, lower the head restraint to improve
rearward visibi- lity. Armrest To lower the armrest, pull on the top edge of the armrest. Page Put
children in the rear seat properly restrained at all times. The SRS airbag deploys with
considerable speed and force and can injure or even kill chil- dren, especially if they are not
restrained or improperly re- strained. Because children are lighter and weaker than adults, their
risk of being injured from deployment is greater. Page 39 Seat, seatbelt and SRS airbags.
Seatbelts provide maximum re- straint when the occupant sits well back and upright in the seat.
To reduce the risk of sliding under the seatbelt in a collision, the front seatbacks should be
always used in the upright posi- tion while the vehicle is running. Page 40 until you hear a click.
To make the lap part tight, pull up on the shoulder belt. Place the lap belt as low as possible on
your hips, not on your waist. Adjusting the front seat shoulder belt anchor height The shoulder
belt anchor height should be adjusted to the position best suited for the Page 41 Seat, seatbelt
and SRS airbags! Rear seatbelts except rear center seatbelt on Outback 1. Sit well back in the
seat. Pick up the tongue plate and pull the belt out slowly. Do not let it get twisted. If the belt
stops before reaching the buckle, return the belt slightly and pull it out more slowly. Page 43
Seat, seatbelt and SRS airbags 2. Pull out the seatbelt slowly from the retractor. After

confirming that the webbing is not twisted, insert the connector tongue attached at the webbing
end into the buckle on the right-hand side until a click is heard. Page 44! Unfastening the
seatbelt Push the release button of the center seatbelt buckle on the left-hand side to unfasten
the seatbelt. Insert a key or other hard pointed object into the slot in the connector buckle on
the right-hand side and push it in, and the connector tongue plate will disconnect from the
buckle. Do not allow the retractor to roll up the seatbelt too quickly. Otherwise, the metal tongue
plates may hit against the trim, resulting in damaged trim. Have the seatbelt fully rolled up so
that the tongue plates are neatly stored. If either front seatbelt does not Children could be
endangered in an accident if their child restraints are not properly secured in the vehicle.
According to accident statistics, children are safer when properly restrained in the rear seating
positions than in the front After installing the child restraint system, check to ensure that it is
held securely in position. If it is not held tight and secure, the danger of your child suffering
personal injury in the event of an accident may be in- creased. Page 53 Seat, seatbelt and SRS
airbags 8. To remove the child restraint system, press the release button on the seatbelt buckle
and allow the belt to retract completely. The belt will return to the ELR mode. Page 54 6. Before
seating a child in the child restraint system, try to move it back and forth and left and right to
verify that it is firmly secured in the center of the seat. Sometimes a child restraint can be more
firmly secured by pushing it down into the seat cushion and then tightening the seatbelt. Child
restraint systems and seat- belts can become hot in a vehicle that has been closed up in sunny
weather; they could burn a small child. Check the child restraint system before you place a child
in it. If an accident occurs, this can increase the risk or severity of injury to the child. The
seatbelt should fit snugly in order to provide full restraint. Loose fitting belts are not as effective
in preventing or redu- cing injury. Page 57 Seat, seatbelt and SRS airbags Your vehicle is
equipped with four lower anchorages bars and three upper an- chorages tether anchorages for
accom- modating such child restraint systems. The lower anchorages bars are used for
installing a child restraint system only on the rear seat window-side seating posi- tions. Page 58
rear seat seatbacks. These marks indicate the positions of the lower anchorages bars. Each
lower anchorage is located behind the cover of seatback bottom. Page 60! Failure to do so may
prevent the top tether from being fastened tightly. Legacy 1. Fold down the rear seatback for the
window side seating position. Remove the head restraint at the seating position where the child
restraint system has been installed with the seat- belt or lower anchorages; lift up the head
restraint while pressing the release button. Store the head restraint in the cargo area. Page 62
gers These SRS airbags are designed only as a supplement to the primary protec- tion provided
by the seatbelt. The system also controls front seatbelt pretensioners. Page 64! The SRS airbag
deploys with con- siderable force and can injure or even kill the child. This is normal. Observe
the following precautions. Failure to do so may prevent the SUBARU advanced frontal airbag
system from functioning correctly or cause the system to fail. Do not place anything shoes,
umbrel- la, etc. Page 71 OFF indicator turns off after taking relevant corrective actions described above, relocate the child restraint system to the rear seat and immediately contact your
SUBARU dealer for an inspection. If you have any questions, Page 74 components can be very
hot as a result of deployment. It is basically not designed to deploy in lesser frontal impacts because the necessary protection can be achieved by the seatbelt alone. Page 76! The vehicle
slides under the load bed of a truck. It could be injured in the event of SRS side airbag
deployment. Do not attach accessories to the door trim or near either SRS side airbags and do
not place objects near the SRS side airbags. Page 82 deployment. After deployment, do not
touch any part of the SRS curtain airbag system from the front pillar to the part of the roof side
over the rear seat. Doing so can cause burns because the components can be very hot as a
result of deployment. The SRS side airbag and SRS curtain airbag are designed to deploy in the
event of an accident involving a moderate to Page 83 Seat, seatbelt and SRS airbags Outback
models The vehicle is involved in a severe side impact near the front seat or the rear seat. The
vehicle rolls onto its side or the roof. Page 84! Page 85 Seat, seatbelt and SRS airbags!
Examples of the types of accidents in which the SRS side airbag is unlikely to deploy. The
vehicle is involved in an oblique side-on impact. The vehicle is involved in a side-on impact in
an area outside the vicinity of the passenger compartment. Page 86! Examples of the types of
accidents in which the SRS curtain airbag is unlikely to deploy. Legacy models Seat, seatbelt
and SRS airbags The vehicle is involved in an oblique side-on impact. The vehicle strikes a
telephone pole or similar object. Page Srs Airbag System Monitors! The vehicle is involved in
frontal collision with another vehicle moving or station- ary. The vehicle is struck from behind.
The vehicle pitches end over end. The SRS air- bag control module, impact sensors and airbag
modules are stored in these areas. Page 91 Manual. Attachment of any equipment side steps or
side sill protectors, etc. Page 92 Keys Key number Security ID plate Security indicator light Key
replacement Door locks Locking and unlocking from the outside Locking and unlocking from

the inside Battery drainage prevention function Power door locking switches Key lock-in
prevention function The master key and submaster key fit all locks on your vehicle. Page
Immobilizer Immobilizer The immobilizer system is designed to prevent an unauthorized person
from starting the engine. Page Security Indicator Light If the security indicator light does not
flash, the immobilizer system may be malfunc- tioning. In case an unauthorized key is used e.
Close the door. To lock the door from the outside without the key, rotate the lock lever rearward
and then close the door. Locking without the key Press the front side of the power door locking
switch. Keys and doors NOTE. Do not expose the remote trans- mitter to severe shocks, such
as those experienced as a result of dropping or throwing. Do not take the remote transmit- ter
apart except when replacing the battery. An electronic chirp will sound once and the turn signal
lights will flash once. To indicate completion of the setting, the turn signal lights flash 3 times
and the chirp sounds 3 times. Page Replacing The Battery Replace the battery as soon as
possible. If you replace the battery by yourself, use utmost care that no dust, oil or water enters
the transmitter. Put together the transmitter case by fitting the hooks on the case. A tag
showing the code is affixed to the key unit, and another is affixed to the circuit board inside the
transmitter. If there is no tag, open the transmitter case and make a note of the eight-digit
number. The electronic tone will stop sound- ing when you start entering the num- ber. If you do
not start entering the number using the lock switch before the electronic tone stops sounding,
an error will occur. Page Activating And Deactivating The Alarm System The map lights and
dome light notification is deactivated as the fac- tory setting. The second standby time can be
eliminated if you prefer. Page Tripped Sensor Identification 30 seconds. The shock sensors are
not always Serious injury could result if a child accidentally opens the door and falls out. Each
rear door has a child safety lock that prevents the door from being opened even if the inside
door handle is pulled. If a window detects an impact simi- lar to that caused by trapping an
object for example, when the vehicle encoun- ters a deep pothole , the anti-entrap- ment
function may operate. The window cannot be operated for a few seconds after the anti-entrapment function operates. Operating the windows To open: Press the switch down and hold it
until the window reaches the desired position. To prevent dangerous exhaust gas from entering
the vehicle, always keep the trunk lid closed while driving. Help prevent children, adults or
animals from locking themselves in the trunk. On hot or sunny days, the temperature in the
trunk could quickly become high enough to cause death or serious In the event children or
adults become locked inside the trunk, the handle allows them to open the lid. The handle is
located on the inside of the trunk lid. Rear gate Outback The rear gate can be locked and
unlocked using any of the following systems. Page To close: Lower the rear gate slowly and
push down firmly until the latch engages. The rear gate can be lowered easily if you pull it down
holding the recessed grip. To prevent dangerous exhaust gas from entering the vehicle, always
keep the rear gate closed while driving. A person could be seriously injured if the vehicle stops
suddenly or turns sharply or if the vehicle is involved in an accident. To avoid serious personal
injury caused by entrapment, you must conform to the following instruc Press the switch
continuously to lower the moonroof. The sun shade will also be opened together with the
moonroof. Page Instruments And Controls Ignition switch Key reminder chime Ignition switch
light Hazard warning flasher Meters and gauges Combination meter illumination Page
Instruments and controls Light control switch Headlight flasher Daytime running light system
Turn signal lever And when the engine is turned off, it takes a much greater effort than usual to
steer. Page Hazard Warning Flasher Hazard warning flasher The hazard warning flasher is used
to warn other drivers when you have to park your vehicle under emergency conditions. The
hazard warning flasher works with the ignition switch in any position. To turn on the hazard
warning flasher, press the hazard warning button on the instrument panel. The display can be
switched as shown in the following illustration by pressing the trip knob. Page Eco Gauge
Instruments and controls The gauge may move slightly during braking, turning or acceleration
due to fuel level movement in the tank. Except U. Page Seatbelt Warning Light And Chime
Instruments and controls If any lights fail to illuminate, it indicates a burned-out bulb or a
malfunction of the corresponding system. The engine low oil level warning light will not turn off
immediately even if you replace or add engine oil. Page Abs Warning Light Should the warning
light illuminate stea- dily after blinking for approximately one minute, have the system inspected
by your nearest SUBARU dealer as soon as possible. Page Brake System Warning Light. If at all
in doubt about whether the brakes are operating prop- erly, do not drive the vehicle. If the brake
system warning light flashes, the electronic parking brake system may be malfunc- tioning.
Page Hill Holder Indicator Light 5. Page Door Open Warning Light Instruments and controls
result of an empty tank could cause damage to the engine. The door open warning light
illuminates if any door, the rear gate Outback or trunk lid Legacy is not fully closed. The light
does not turn off even after the lapse of several minutes the engine has warmed up after the

engine has started. Page Turn Signal Indicator Lights. Page Headlight Indicator Light This
indicator light illuminates while the front fog lights are illuminated. NOTE The outside
temperature indication may differ from the actual outside temperature. The road surface freeze
warning indication should be treated only as a guide. Be sure to check the condition of the road
surface before driving. When the low fuel warning light illumi- nates, the driving range
indication flashes for 5 seconds. To flash the headlights, pull the lever toward you and then
release it. The high beam will stay on for as long as you hold the lever. Page Wiper And Washer.
Use clean water if windshield washer fluid is unavailable. Also, when driving the vehicle when
there are freezing tempera- tures, use non-freezing type wi- per blades. Do not clean the wiper
blades with gasoline or a solvent, such as paint thinner or benzine. This will cause deterioration
of the wiper blades. Page ! The operating interval can be adjusted in five steps from the shortest
interval to the longest. Windshield washer To wash the windshield, pull the wiper control lever
toward you. Page For models with the automatic climate control system, it is possible for a
SUBARU dealer to set the defogger and deicer system for the continuous opera- tion mode.
Turn on the defogger and deicer system if the wipers are frozen to the windshield. If the
windshield is covered with snow, remove the snow so that the windshield wiper deicer works
effec- tively. Page Using the power button and compass button, you can display the various
func- tions of the rear view image display and the electronic compass display based on how
long you press the buttons. Power button Period of Gear Function time button position
displayed is pressed Page Instruments and controls housing. That may cause a malfunction in
the mirror. The display is now in the non- operational mode. Page Instruments and controls!
Page park the vehicle outside the garage. Unplug the motor of the garage door opener from the
outlet. Programming rolling-code-protected garage door openers in the U. Then release both
buttons. Press and hold the two outer buttons button 1 and button 3 until the indicator light
begins to flash after approximately 20 seconds. Page Auto-Dimming Mirror With Compass And
Homelink If Equipped glare from vehicle headlights behind you and automatically dim the mirror
to elim- inate glare and preserve your vision. For this reason, use care not to cover the sensors
with stickers, or other similar items. Periodically wipe the sensors clean using a piece of dry
soft cotton cloth or an applicator. Page Instruments and controls is toggled on or off. When the
automatic dimming function is on, the LED indicator will illuminate. Even with the mirror in the
automatic dimming mode, the mirror surface turns bright if the transmission is shifted into
reverse. Compass calibration 1. After programming your HomeLink Wireless Control System for
the de- sired devices, retain the hand-held transmitters for further programming or device
testing in the event of a problem. It is recommended that you insert a new battery in the
hand-held transmit- ter of a device to ensure correct programming. Then continue with the
following steps. Release both buttons. In case a problem occurs If you cannot activate a device
using the corresponding HomeLink This may cause loss of vehicle control and result in
personal injury. Adjust the seat position. Page Ventilator Airflow selection Manual climate
control system if equipped Control panel Heater operation Air conditioner operation Automatic
climate control system if equipped Temperature sensors Operating tips for heater and air
conditioner Cleaning ventilator grille Center ventilators Open Close Move the tab to adjust the
flow direction. Side ventilators Open Close The fan speed control dial is used to select four fan
speeds. Temperature control dial This dial regulates the temperature of airflow from the air
outlets over a range from the blue side cool to red side warm. Page Heater Operation Climate
control! Air conditioner button The air conditioner operates only when the engine is running.
Press the air conditioner button while the fan is in operation to turn on the air conditioner. The
indicator light will illumi- nate. Press it again to turn off the air condi- tioner. Page Air
Conditioner Operation 3. Turn the temperature control dial all the way to the right. Set the fan
speed control dial to the highest speed. Heating and defrosting To direct warm air toward the
floor and the windshield: 1. Set the air inlet selection button to the OFF position. However the
indicator on the air conditioner button will not illuminate. Page Climate control! In this state, fan
speed, airflow distribution, air-inlet control, and air con- ditioner compressor operation are automatically controlled. Page button. Each temperature setting is shown on the display. Page
Temperature Sensors Press the air inlet selection button to the OFF position when the interior
has cooled to a comfortable temperature and the road is no longer dusty. The indicator light will
turn off. Therefore, the meth- od of adding, changing or checking the refrigerant is different
from the method for CFC12 freon. Repairs needed as a result of using the wrong refrigerant are
not covered under warranty. Page Air Filtration System Under extremely dusty conditions, the
filter should be replaced more frequently. Replacement schedule Page Climate control 3.
Remove the air filter. Replace the air filter element with a new one. Reinstall the cover of the air
filter. Reinstall the glove box, and connect the damper shaft. Page Audio Antenna system
Printed antenna FM reception Installation of accessories Audio set Type A audio set if equipped

Type B audio set if equipped Power and sound controls Power switch and volume control
Sound control Adjustable level of each mode Page Antenna System If reception continues to be
unsatisfactory, switch to a stronger station. Installation of accessories Always consult your
SUBARU dealer before installing a citizen band radio or other transmitting device in your
vehicle. Such devices may cause the electronic See the pages indicated in this section for
operating details. NOTE If a cell phone is placed near the audio set, it may cause the audio set
to emit noise when the phone receives calls. Power and sound controls: refer to page Radio
operation: refer to page The radio is turned ON and OFF by pressing the dial, and the volume is
controlled by turning the dial. As the vehicle speed increases, the audio vo- lume automatically
increases to match the vehicle speed, in order to create a pleasant listening environment even
as the driving noise increases. Range of levels Initial setting Turn counterclockwise Page
Audio! This function may not be available, however, when radio signals are weak. Page Rds
Text Display! How to preset stations 1. Page Satellite Radio Reception Audio tuner, antenna and
a service contract. If you drive under a bridge. If you are driving next to a tall vehicle such as a
truck or a bus that blocks the signal. If you are driving in a valley where the surrounding hills or
peaks block the signal from the south. Page Channel Preset! Page Display Selection Audio!
How to preset channels 1. Select the desired channel. Press one of the preset buttons for more
than 1. If the button is pressed for less than 1. Press the disc select button at the position where
you want to insert a disc. When selecting a CD to play type Disc select buttons Press a desired
one of the disc select buttons the disc number indicator of which steadily lights up. Each time
you briefly press the button, the mode changes in the following se- quences. In some cases,
when the sound volume of the portable audio player is low, the sound becomes bad when you
turn up the volume of the vehicle audio system. In this case, adjust the sound volume of the
portable audio player. Page Audio. You cannot use a DualDisc in the CD player. If you insert a
DualDisc into the player, the disc may not come out again, possibly causing the player to
malfunction. When selling your vehicle, make sure that you initialize the Hands-free system to
prevent personal data from being improperly accessed. The sound quality may degrade due to
the influence of the cell phone that is connected to the system or the circum- stances of the
Bluetooth network. Do not leave the cell phone in the vehicle. The temperature in the vehicle
may become extremely high and cause a malfunction of the cell phone. When using the cell
phone, be careful not to get it close to the in-vehicle equipment. Page Audio 3. Press the talk
switch. Say the name to be registered. Making a phone call! Making a phone call from the phone
book It is possible to select a phone number from the phonebook registered with the in NOTE
For details about the operation, follow the voice guidance. Third menu â€” Voice command
system Talk switch To turn on the voice command system, press the talk switch briefly. To turn
off the voice command system, press the talk switch for more than 1. The commands available
for the voice command system are listed in the follow- ing chart. Page Audio set pass key list
phone add entry delete entry delete speed dial by voice voice by phone phone call history by
call history set speed dial next incoming outgoing list names set PIN phone book lock PIN setup
send Page Interior light Dome light Map light Cargo area light Outback Sun visors Sun visor
extension plate Vanity mirror with light Storage compartment Glove box Center console box
Overhead console Pocket if equipped Cup holder Page Cargo Area Light Outback. All doors are
locked using the remote keyless entry transmitter. Sun visors To block out glare, swing down
the visors. The extension plate would obstruct your view of the rearview mirror. To close it,
push the lid firmly upward. To lock the glove box, insert the key and turn it clockwise. To unlock
the glove box, insert the key and turn it counterclockwise. Page To use again as cup holders:
Insert the divider plate into the console box. Center console box rear The center console box
has a two-layer structure consisting of an upper compart- ment and a lower compartment.
Upper compartment Upper compartment lock release Pull up the upper compartment lock
release to open the upper compartment. Avoid storing plastic or other heat- vulnerable or
flammable articles such as a lighter in the overhead Page Accessory Power Outlets Interior
equipment trim can be used to hold beverage bottles and other items. Accessory power outlets
Power outlet below the climate control Power outlet in the center console Power outlet in the
cargo area if equipped Accessory power outlets are provided below the climate control, in the
center console and in the cargo area. Do not attempt to use a cigarette lighter in the accessory
power outlet. Do not place any foreign objects, especially metal ones such as coins or
aluminum foil, into the accessory power outlet. That could cause a short circuit. Al- ways put
the cap on the acces- sory power outlet when it is not in use. Page Ashtray If Equipped Interior
equipment power outlet in the center console to be used. Pass the cord of the electrical
appliance through this gap. Do not use ashtrays as waste receptacles or leave a lighted
cigarette in an ashtray. This could cause a fire. If such items were hanging on the coat hooks
during deploy- ment of the SRS curtain airbags, they could cause serious injuries by coming off

the coat hooks and being thrown through the cabin or by preventing correct airbag deploy To
use the hook, push the upper portion and the shopping bag hook will appear. Page Cargo Area
Cover If Equipped Cargo area cover if equipped The cargo area cover is provided for covering
the cargo area and to protect its contents from direct sunlight. This cover is detachable to make
room for additional cargo. To open the lid, pull the handle up. To keep the lid open, hang the
hook provided on the back of the lid on the rear edge of the roof. Remove the left and right parts
of the cargo floor lid. Never try to secure cargo that exceeds the capacity of the hooks. The
maximum load capacity is 44 lbs 20 kg per hook. Page Under-Floor Storage Compartment
Interior equipment Under-floor storage compart- ment The subfloor storage compartment is
located under the floor of the trunk or cargo area and can be used to store small items. To open
the lid, pull the tab or handle up. NOTE When storing a flat tire, put the sub- floor storage in the
trunk or cargo area. Do not disassemble or modify the camera, switch or wiring. If smoke comes
out or you smell a strange odor, stop using the rear view camera immediately. Continued use
may result in accident, fire or electric shock. For models with the genuine SUBARU navigation
system, the image of the rear view camera has priority over other screen displays. Page Image
from camera The area from the rear end of the bumper can be viewed. Areas at both ends of the
bumper and areas just under the bumper cannot be viewed. Also, the image from the rear view
camera looks shorter than the actual distance. Help lines displayed on the navigation monitor
Help lines displayed on the inside mirror Vehicle width line oblique vertical line Approx. When
there is an upward slope at the back 3 feet 1 m The distance on the screen looks farther than the
actual distance. When there is a downward slope at the back 3 feet 1 m The distance on the
screen looks nearer than the actual distance. Page Starting And Operating Fuel Fuel
requirements Fuel filler lid and cap State emission testing U. Preparing to drive Starting the
engine MT models AT and CVT models Stopping the engine If it is determined that the condition
is caused by the type of fuel used, repairs may not be covered by your warranty. Page Starting
and operating 1. To open the fuel filler lid, pull the lid release lever up. Open the fuel filler lid.
WARNING Before opening the fuel filler cap, first touch the vehicle body or a metal portion of
the fuel pump or similar object to discharge any Page 4. Hook the cord that is attached to the
fuel filler cap onto the hook inside the fuel filler lid. When refueling, insert the fuel nozzle
securely into the fuel filler pipe. If the nozzle is lifted or not fully inserted, its automatic stopping mechanism may not func- tion, causing fuel to overflow the Page State Emission Testing
U. If you use the wrong cap, it may not fit, and your fuel tank and emission con- trol system may
be damaged. Under no circumstances should the rear wheels be jacked off the ground, nor
should the driveshaft be disconnected for state emission testing. Confirm that all warning and
indicator lights have turned off after the engine has started. Page Stopping The Engine Starting
and operating hard. This will cause loss of power to the power steering and the brake booster,
making steer- ing and braking more difficult. Any open entry point will prevent starting or cause
the system to shut down. If the alarm system is armed at the time of remote engine start
activation the security indicator light on the combination meter is flashing , the The transmitter
mote start activation transmit- will automatically send one additional remote start activation ter
button is pressed two times To engage or disengage service mode: 1. Be careful not to allow
children to touch the battery and any re- moved parts; children could swallow them. There is a
danger of explosion if an incorrect replacement battery is used. Replace only with the same or
equivalent type of bat- tery. Page Manual Transmission Starting and operating ference, and 2
this device must accept any interference received, in- cluding interference that may cause
undesired operation. To change gears, fully depress the clutch pedal, move the shift lever, and
gradually let up on the clutch pedal. If it is difficult to shift into gear, put the transmission in
neutral, release the clutch pedal momentarily, and then try again. On steep downgrades,
downshift the transmission to 5th, 4th, 3rd or 2nd gear as necessary; Page Select Lever mal
timing after the engine has warmed. Immediately after transmission fluid is replaced, you may
feel that the transmission operation is somewhat unusual. This results from invalidation of data
which the on-board computer has collected and stored in memory to allow the transmission to
shift at the most appropriate times for the current condition of your vehicle. Page Shift Lock
Function Starting and operating transmission is neutral; the vehicle will roll freely, even on the
slightest incline unless the parking brake or foot brake is applied. Avoid coasting with the
transmission neutral. During coasting, there is no engine brak- ing effect. Page If you must
perform the above procedure, the shift lock system or the vehicle control system may be
malfunctioning. Doing so may result in accidental gear shift- ing. NOTE Please read the
following points care- fully and bear them in mind when using the manual mode. If you attempt
to shift down when the engine speed is too high, i. This can cause dangerous overheating of the
brakes and needless wear on the brake pads and linings. When the brakes get wet When driving
in rain or after washing the vehicle, the brakes may get wet. Page Abs Warning Light. Release

the parking brake. If both warning lights turn off, the EBD system may be malfunctioning. If both
warning lights illuminate again and remain illuminated after the engine Page spare tire, the
effectiveness of the Vehicle Dynamics Control system is reduced and this should be taken into
account when driving the vehicle in such a condition. Page Vehicle Dynamics Control System
Monitor However should such a situation occur, drive with care and have an authorized
SUBARU dealer carry out an inspec- tion of those systems at the first available opportunity. If
either of these situa- tions occurs, have an authorized SUBARU dealer carry out an inspection
of that system at the first available opportunity. The indicator light does not illuminate when the
ignition switch is turned to the ON position. You should not deactivate the Vehicle Dynamics
Control system except under the above-mentioned situations. Do not inject any tire liquid or
When the electronic parking brake system has a malfunction and the parking brake cannot be
Page cause unnecessary wear on the brake linings. Before starting to drive, always make sure
that the parking brake has been released and the brake system warning light has turned off.
Your vehicle is equipped with an electronic parking brake. Page Starting and operating stopping
on an uphill slope, depress the brake pedal firmly and release it after the brake system warning
light illuminates. Depending on the condition of the road surface and braking force, the brakes
operate temporarily and feel different than usual. If a malfunction occurs in the electronic
parking brake system, the brake system warning light flashes. Page Cruise Control Starting and
operating When facing downhill, the front wheels should be turned into the curb. Depress the
accelerator pedal until the vehicle reaches the desired speed. Then release the accelerator
pedal. At this time, the cruise control set indicator light is illuminated in the combination meter.
Page Cruise Control Indicator Light vehicle speed when the button is pressed and the speed
last time you set is less than 4. This occurs because the cruise control system regards this
operation as that intended to decrease the vehicle speed. Page Driving Tips New vehicle
break-in driving â€” the first 1, miles 1, km Fuel economy hints Engine exhaust gas carbon
monoxide Catalytic converter Periodic inspections Driving in foreign countries Driving tips for
AWD vehicles Off road driving Page New Vehicle Break-In Driving - The First 1, Miles 1, Km
Driving tips New vehicle break-in driving â€” the first 1, miles 1, The performance and long life
of your vehicle are dependent on how you handle and care for your vehicle while it is new.
Follow these instructions during the first 1, miles 1, km :. Page Catalytic Converter exhaust
fumes are entering the vehicle, have t he probl em checked and corrected as soon as possible.
If you must drive under these conditions, drive only with all windows fully open. Keep the trunk
lid Legacy or rear gate Outback closed while driving to prevent exhaust gas from entering the
vehicle. Page Periodic Inspections misfiring, back- firing or incomplete combustion , have your
vehicle checked and repaired by an authorized SUBARU dealer. Do not apply undercoating or
rust prevention treatment to the heat shield of catalytic converter and the exhaust sys- tem.
Remember that damage done to your SUBARU while operating it off-road and not using
common sense precautions such as those listed above is not eligible for warranty coverage.
Page Winter Driving Do not use engine antifreeze or other substitutes because they may
damage the paint of the vehicle. Its freezing tem- perature varies according to how much it is
diluted, as indicated in the following table. Page Corrosion Protection Driving tips leading to
loss of vehicle control. It also may be dangerous and lead to loss of vehicle con- trol. Do not
use a combination of radial, belted bias or bias tires since it may cause dangerous handling
characteristics and lead to an accident. Doing so may result in serious injury. Never stack
luggage or other cargo higher than the top of the seatback because it could tumble forward and
injure passengers in the event of a sudden stop or It includes the total weight of the driver and
all passengers and their belongings, any optional equipment such as a trailer hitch, roof rack or
bike carrier, Place the heaviest load at the bottom, nearest the roof, and evenly distribute the
cargo. Do not raise the bar higher than necessary. The base of the bar may be damaged. Be
careful not to contact the bars while sliding them. Otherwise, the bars may be scratched or the
latch portions may be da- maged. Pull out the crossbars from the roof rail holders by pulling up
the covers. Slide the bars in the direction shown in the illustration. Install the bars into the
holders. Make sure that the latches are fitted securely. Page Connecting A Trailer could get
loose and create a traffic safety hazard. Use only the ball mount supplied with this hitch. Use
the hitch only as a weight carrying hitch. Do not use with any type of weight distributing hitch.
The trailer hitch is designed to tow a Class 1 rated load. Use only a hitch ball that is appropriate
for the ball mount and your trailer. The hitch ball must be securely installed on the ball mount.
Connect your trailer to the hitch ball. In addition, be sure to follow the Page Driving tips 3. When
towing a trailer with brakes. When towing a trailer on a long uphill grade continuously for over 5
miles 8 km with an outside temperature of F C or above. All models other than 3. Page
Certification label! The front and rear GAWs can be adjusted by relocating passengers and
luggage inside the vehi- cle. Even in this case, the maximum value is lbs 90 kg. Jack Bathroom

scale The tongue load can be weighed with a Page Connecting A Trailer! If use of a non-genuine
hitch is unavoid- able, be sure the hitch is suited to your vehicle and trailer. Check for proper
operation of the turn signals and the brake lights each time you hitch up. Driving on grades.
Before going down a steep hill, slow Do not make sudden downshifts. When driving uphill in hot
weather, the air conditioner may turn off automatically to protect the engine from overheating.
Page If you park your vehicle in an emergency Temporary spare tire Maintenance tools Flat tires
Changing a flat tire Tire pressure monitoring system TPMS if equipped Jump starting Engine
overheating Using other sizes may result in severe mechan- ical damage to the drive train of
your vehicle. The temporary spare tire is smaller and lighter than a conventional tire and is
designed for emergency use only. Electronic parking brake release tool Jack handle Spare tire
Tool bucket Wheel nut wrench Screwdriver Jack Towing hook eye bolt if equipped The jack
handle is stored on the back of the floor cover of the trunk. Electronic parking brake release tool
Jack handle Spare tire Tool bucket Wheel nut wrench Screwdriver Jack Towing hook eye bolt if
equipped The jack handle is stored under the cargo In case of emergency area. Page Flat Tires
In case of emergency Flat tires If you have a flat tire while driving, never brake suddenly; keep
driving straight ahead while gradually reducing speed. Then slowly pull off the road to a safe
place. Page Outback 6. Take out the tool bucket and turn the attaching bolt counterclockwise,
then take the spare tire out. Page In case of emergency Remove the wheel nuts and the flat tire.
Before putting the spare tire on, clean the mounting surface of the wheel and hub with a cloth.
Put on the spare tire. Replace the wheel nuts. Do not let it come in contact with the eyes, skin,
clothing or the vehicle. If battery fluid gets on you, thoroughly flush the exposed area with water
immediately. Get medical help if the fluid has entered your eyes. Page Engine Overheating This
will cause the vehicle to spin away due to the operation or deterioration of the center
differential. Observe the following Never use suspension parts or other parts of the body for
towing or tie-down purposes. Page In case of emergency Rear towing hook: 1. Take the towing
hook out of the tool bucket and take the screwdriver out of the tool bucket. Take the jack handle
out of the trunk Legacy or cargo area Out- back. If they are used to anchor the vehicle in any
other direction, cables may slip out of the holes, possibly causing a dangerous situation.
Release the electronic parking brake by using the electronic parking brake release tool on a
level road. Page It may be difficult to release the elec- tronic parking brake by using the
electronic parking brake release tool. In the event that you cannot release the electronic parking
brake by pulling the Break the white film and insert the electronic parking brake release tool into
the parking brake release device. Turn the electronic parking brake release tool clockwise
approximately to rotations. Page Rear Gate Outback - If The Rear Gate Cannot Be Unlocked
Rear gate Outback â€” if the rear gate cannot be unlocked In the event that you cannot unlock
the rear gate by operating the power door locking switches or the remote keyless entry system,
you can unlock it from inside the cargo area. Page In case of emergency 4. Insert the hex-head
wrench in the end of the motor shaft. To lower the moonroof, turn the wrench clockwise. To
close the moonroof, turn the wrench counterclockwise. Page Appearance Care Exterior care
Waxing and polishing Cleaning aluminum wheels Corrosion protection To help prevent
corrosion Cleaning the interior Climate control panel, audio panel, instrument panel, console
panel, switches, combination When washing the vehicle, the brakes may get wet. As a result,
the brake stopping distance will be longer. To dry the brakes, drive the vehicle at a safe speed
while lightly pressing the brake pedal to heat up the brakes. Repair chips and scratches in the
paint as soon as you find them. Page Cleaning The Interior If your SUBARU is to be parked for a
long time in bright sunlight, it is recommended that the seats and headrests be covered, or the
windows shaded, to prevent fading or shrinkage. If the navigation monitor is extremely dirty,
clean it with a soft cloth moistened with neutral detergent then carefully wipe off any remaining
detergent. Page Maintenance And Service Maintenance schedule Maintenance precautions
Before checking or servicing in the engine compartment When checking or servicing in the
engine compartment 2. When checking or servicing in the engine compartment while the engine
is running Maintenance tips Removing and reinstalling clips Page Maintenance and service
Replacement of brake pad and lining Breaking-in of new brake pads and linings Tires and
wheels Types of tires Tire inspection Tire pressures and wear Wheel balance Wear indicators If
you perform maintenance and service by yourself, you should familiarize yourself with the
information provided in this section on general maintenance and service for your SUBARU.
Always stop the engine and apply the parking brake to prevent the vehicle from moving. Keep
your fingers, hands, clothing, hair and tools away from the cooling fan, belts and any other
moving engine parts. Removing rings, watches and ties is advisable. Page Maintenance and
service! Type C clips 1. Turn the clip counterclockwise using a Phillips screwdriver until the
center portion of the clip is raised. Remove the entire clip by pulling it up. Page Maintenance
and service 3. Release the secondary hood release by moving the lever between the front grille

and the hood toward the left. Lift up the hood. To close the hood: 1. Lower the hood to a height
of approxi- mately 5. When the engine low oil level warn- ing light illuminates, have your vehicle
inspected by your SUBARU dealer as soon as possible. The engine oil consumption rate is not
stabilized, and therefore cannot be determined until the vehicle has tra- veled at least several
thousand miles kilometers. Page 2. Pull out the level gauge again and check the oil level on it. If
it is below the lower level, add oil to bring the level up to the upper level. The engine oil and oil
filter must be changed more frequently than listed in the maintenance schedule when driving on
dusty roads, when short trips are frequently made, or when driving in Remove the oil filter with
an oil filter wrench. Before installing a new oil filter, apply a thin coat of engine oil to the seal.
Clean the rubber seal seating area of the bottom of engine and install the oil filter by hand
turning. SAE viscosity number and applicable temperature 5W is recommended. Engine oil
viscosity thickness affects fuel economy. Page Fill up to here 5. Slowly pour the coolant and fill
up to just below the filler neck, allowing enough room to add genuine SUBARU cooling system
conditioner in the radiator. If it is not used, there is the possibility of causing a negative effect to
the engine. Remove the hydraulic hose in the power steering system from the clip on the right
side of the air cleaner case. Unplug the connector that is attached to the top of the air cleaner
case. Turbo models Air intake duct Air cleaner case Clamp 1. Remove the hydraulic hose in the
power steering system from the clip on the air intake duct. Remove the hydraulic hose from the
clip on the right side of the air cleaner case. Park the vehicle on a level surface and stop the
engine. Pull out the level gauge, wipe it clean, and insert it again. Upper level Lower level 3.
Therefore, there are two different scales for checking the level of hot fluid and cold fluid on the
level gauge. Page Recommended Fluid It is unneces- sary to check the continuously variable
transmission fluid level. Page Recommended Grade And Viscosity! CVT models There is no
front differential gear oil level gauge. If the fluid level is extreme low, it may indicate possible
leakage. Page Brake Fluid. If the vehicle requires frequent refilling, there may be a leak. Never
use different brands of brake fluid together. Also, avoid Page Clutch Fluid Mt Models. Never use
different brands of clutch fluid together. When clutch fluid is added, be careful not to allow any
dirt into the tank. With the engine off, depress the brake pedal several times, applying the same
pedal force each time. The distance the pedal travels should not vary. While the vehicle is
driven, friction be- tween tires and the road surface causes the tires to warm up. If this light
illuminates while driving, never brake suddenly and keep driving straight ahead while gradually reducing speed. Correct tire pressure tread worn evenly Roadholding is good, and steering
is responsive. Rolling resistance is low, so fuel consumption is also lower. Abnormally low tire
pressure tread worn at shoulders Rolling resistance is high, so fuel con- sumption is also
higher. Also have them adjusted after tire repairs and after tire rotation. Page Tire Rotation You
are advised to replace the tires with new ones that are identical to those fitted as standard
equip- ment. Page Wheel Replacement. Never let the wheel rub against sharp protrusions or
curbs. When wheel nuts, balance weights, or the center cap is replaced, be sure to replace them
with genuine SUBARU parts designed for aluminum wheels. Page Windshield Washer Fluid
Maintenance and service In areas where water freezes in winter, use an anti-freeze type
windshield washer fluid. Page Replacement Of Wiper Blades Maintenance and service the
concentration of the fluid remaining in the piping is too low for the outside temperature, it may
freeze and block the nozzles. Adjust the washer fluid concen- tration appropriately for the outside temperature. If the concen- tration is inappropriate, sprayed washer fluid may freeze on the
windshield and obstruct your Raise the wiper arm off the windshield. Open the cover Pull down
the wiper blade 2. Remove the wiper blade assembly by opening the cover and pulling it down
in the direction shown in the illustration. Page Rear Window Wiper Blade Assembly Outback
Maintenance and service grooves in the rubber and slide the blade rubber assembly into the
support until it locks. Claw Stopper 4. Be sure to position the claws at the end of the support
between the stoppers on the rubber as shown. If the rubber is not retained properly, the wiper
blade may scratch the windshield. Pull out the end of the blade rubber assembly to unlock it
from the plastic support. Pull the blade rubber assembly out of the plastic support. Metal spines
3. If the new blade rubber is not provided with two metal spines, remove the metal spines from
the old blade rubber and install them in the new blade rubber. Page Battery Maintenance and
service ends. If the rubber is not retained properly, the wiper may scratch the rear window
glass. Install the wiper blade assembly to the wiper arm. Make sure that it locks in place. Hold
the wiper arm by hand and slowly lower it in position. Page Fuses distilled water. The fuses are
designed to melt during an overload to prevent damage to the wiring harness and electrical
equipment. Page Main Fuse 6. If the same fuse blows again, this indicates that its system has a
problem. Main fuse Main fuse box The main fuses are designed to melt It may be difficult to
replace the bulbs. Page Maintenance and service counterclockwise. Disconnect the electrical
connector. Remove the retainer spring. Replace the bulb, then set the retainer spring securely.

Reconnect the electrical connector. Install the bulb cover. After replacing the bulb, reattach the
fender lining. Turn over the protective cover of the engine compartment. Pull off the fender
lining. Turn the knobs of the cover 90 degrees counterclockwise to remove the cover. Outback
1. Undo the clips. Remove the cover. Remove the upper and lower screws. Slide the rear
combination light as- sembly straight rearward and remove it from the vehicle. Reinstall the rear
combination light assembly by sliding the two-pronged part of the combination light assembly
securely to each holder of the vehicle side. Tighten the upper and lower screws. Reinstall the
side cover. Page License Plate Light! Open the trunk. Remove the trunk trim lining by removing the 12 clips and the trunk trim handle. Page Dome Light 4. Install a new bulb. Reinstall
the lens. Tighten the mounting screws. Remove the lens by prying the edge of the lens with a
flat-head screwdriver. Turn the bulb until the flat surfaces at its ends are aligned vertically. Page
Vanity Mirror Light Maintenance and service straight downward to remove it. Pull the bulb out of
the socket. Page Cargo Area Light Outback 2. Reinstall the cover. Page Specifications
Specifications Electrical system Wheel alignment Fuses and circuits Page Specifications
Specifications Specifications These specifications are subject to change without notice. If you
have tightened the wheel nuts by yourself, have the tightening torque checked at the nearest
automotive service facility as soon as possible. Page Vehicle Identification Vehicle identification
Specifications Emission control label Vehicle identification number Certification and bar code
label Tire inflation pressure label Vehicle identification number plate Model number label Fuel
label Air conditioner label Recommended tire inflation pressure Glossary of tire terminology
Tire care â€” maintenance and safety practices Vehicle load limit â€” how to determine
Determining compatibility of tire and vehicle load capacities Page Example: 6 Load Index: A
numerical code which specifies the maximum load a tire can carry at the speed indicated by its
speed symbol, at maximum inflation pressure. Maximum load rating The load rating at the
maximum permissible weight load for this tire. Page Glossary Of Tire Terminology The vehicle
placard shows original tire size, recommended cold tire inflation pressure on each tire at
maximum loaded vehicle weight, seating capacity and loading infor- mation. Adverse safety
consequences of under-inflation Driving at high speeds with exces- sively low tire pressures
can cause the tires to flex severely and to rapidly become hot. Page Consumer information and
Reporting safety defects rubber compounds. Cracking Any parting within the tread, side- wall,
or inner liner of the tire extending to cord material. Curb weight The weight of a motor vehicle
with standard equipment including the maximum capacity of fuel, oil and coolant, and if so
equipped, air conditioning and additional weight Page sidewall, or innerliner that extends to
cord material. Outer diameter The overall diameter of an inflated new tire. Overall width The
linear distance between the exteriors of the sidewalls of an inflated tire, including elevations
due to labeling, decorations, or protective bands or ribs. Page Consumer information and
Reporting safety defects pound from the cord material in the sidewall. Test rim The rim on
which a tire is fitted for testing, and it may be any rim listed as appropriate for use with that tire.
Tread That portion of a tire that comes into contact with the road. Page Tire Care - Maintenance
And Safety Practices Table 1 â€” Occupant loading and distribution for vehicle normal load for
various designated seating capacities Designated seating Vehicle normal load, capacity,
number of number of occupants occupants 2 through 4 5 through 10 11 through 15 16 through
22 Consumer information and Reporting safety defects Occupant distribution in a normally
loaded vehicle Page Vehicle Load Limit - How To Determine Consumer information and
Reporting safety defects To maximize the life of each tire and ensure that the tires wear
uniformly, it is best to rotate the tires every 7, miles 12, km. Rotating the tires involves switching the front and rear tires on the right-hand side of the vehicle and similarly switching the front
and rear tires on the left-hand side of Page occupant weighing lbs 70 kg plus cargo weighing
lbs kg. Calculate the total weight. Calculate the available load ca- pacity by subtracting the total
weight from the vehicle capacity weight of lbs kg. The result of step 2 shows that a further 95
lbs 43 kg of cargo can be carried. For example, the vehicle has one occupant weighing lbs 75 kg
plus cargo weighing lbs kg. Page Determining Compatibility Of Tire And Vehicle Load Capacit
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ies The total weight now exceeds the capacity weight by 22 lbs 10 kg , so the cargo weight
must be reduced by 22 lbs 10 kg or more. Page Uniform Tire Quality Grading Standards
Consumer information and Reporting safety defects available amount of cargo and luggage
load capacity. Page Consumer information and Reporting safety defects DC Page Index Index
Page Charge Warning Light System Page Index Manual Page Index Head restraint adjustment
Front seat Page Light Back-up Legacy Page Index Oil level Engine Page Replacing Air cleaner

element Page Index Snowy and icy roads Page Turn signal Indicator lights Page Index Tires
Non-turbo models Use only unleaded gasoline with an octane rating of 87 AKI or higher. Turbo
models Use premium unleaded gasoline with an octane rating of 93 AKI or higher. This manual
is also suitable for: Legacy Legacy outback. Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL.

