2013 elantra tail light bulb

Lake Ford helped make these videos. This video demonstrates how to change a burnt out
taillight bulb on your Hyundai Elantra GT. Some of the other bulbs in the tail light cluster such
as the brake light or turn signal may also function as the tail light in your Elantra GT. It is
possible for the turn signal or brake light to work but the tailight part to be burnt out - replacing
the bulb on your Elantra GT will restore functionality to both. Since the tailights are on
whenever your parking lights or headlights are on, they will burn out eventually. Burn out tail
lights are a common reason for a police officer to pull you over, so we recommend changing all
of the tail lights on your Elantra GT whenever one is burnt out. When changing the tailight bulb
on your Elantra GT, be careful not to touch the glass part of the new bulb as this will cause the
tailight bulb to burn out quicker. Hans Angermeier has produced over , videos showing drivers
how to fix things on their cars. He has broad expertise on basic repair procedures covering the
majority of cars on the road. Do you ever get into your friend's car and notice a bad smell? A
dirty cabin air filter could be the culprit. Car companies often use the same engines in different
cars. They also slightly alter the styling and sell the same car by two different names amongst
other tricks to help offset development costs. Our system selects the most applicable video for
your car based, in part, on these characteristics. The video displayed may not look exactly like
your car, but may be relevant enough for you to get a good idea how to do it. Getting Started Prepare for the repair. Share on. Full list of part and tools. Author Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. Replace an interior fuse.
Hatchback 4 Door. Bad odors inside? Check this. Change an engine fuse. If you have an
electrical component that doesn't work, try replacing the fuse first. Replace the front turn signal.
If your blinker doesn't blink, or blinks rapidly, you likely have a burnt out bulb. See all videos for
the Hyundai Elantra GT. We have a massive and growing video library, but we don't have
everything Knowing your Hyundai Elantra headlight bulb size makes it easy to change. Find the
Hyundai Elantra headlight bulb size you need for your low beam or high beam below. Even if
you have the brightest headlight bulbs, fog lights help you see more clearly at night and during
foggy conditions. Find your Hyundai Elantra fog light bulb size below and drive more safely!
Your brake light bulb, reverse light bulb, turn signal bulb, tail light bulb and parking light bulb
are just a few of the car light bulbs that keep you driving safely. Always replace your worn out
Hyundai Elantra light bulb right away. Find the Hyundai Elantra light bulb size you need below.
Feel free to use any Hyundai Elantra light bulb sizes that are listed here but keep in mind that all
information here is provided as is without any warranty of any kind. Use of this Hyundai Elantra
light bulb size guide is at your own risk. Always verify all light bulb sizes, bulb voltage usage
and bulb wattage before applying any information found here to your Hyundai Elantra. Your
email address will not be published. Skip to content. Leave a Comment Cancel Reply Your email
address will not be published. Follow Us. Copyright by ModifiedLife. Elantra owners have tried
sensor adjustments, wheel alignments, even replacing axles, most with no luck. Hyundai has
made vehicle buybacks through arbitration, but that rarely works out well financially for owners
in the end. Also there is a pattern of complaints about the Elantra brakes grinding at very low
mileage. A year and a half after I bought the car, the taillight burnt. I find this very premature for
a new car Rear Signal and Tail Lights frequently become loose in the lamp sockets and will not
function. Usually need to remove the light fixture holding the Signal Light and re-set the bulb in
the socket, this may take more than one attempt for the bulb, lamp to properly function again.
Reported once to Hyundai Dealer during recent service at about 56, miles, a week later same
problem and this has been happening well before this with about 34, miles. Same for tail lights
installed in back of trunk lid, need to remove the socket containing the bulb, make sure the bulb
is pushed in and reinstall socket, have even tapped on the lid at times and the lights begin to
work. Also three of the tail light bulbs and one license plate bulb all of the same type have
burned out and needed replacement, this problem does not seem to be normal considering
have had other cars with over , miles and not had to touch a bulb. If you have a for-profit
service, contact us. Ask your Hyundai dealer. Most Common Solutions: remove lamp sockets
and re-set bulbs 2 reports. Find something helpful? Spread the word. Share on Facebook
Retweet this page Email this page. Helpful websites No one has added a helpful site for this
Elantra problem yet. Be the first! Find a good Hyundai mechanic Read reviews of repair shops
in your area. Enter your zip code: A free service from CarTalk. Send Comment Add Complaint.
Search CarComplaints. Not what you are looking for? Search for something else:. Ordered,
received, but Not used as yet. Skip to main content Menu. Close X. Call To Order: Ambient Temp
Sensor. Back Up Light. Back Up Light Bulb. Back Up Light Switch. Battery Current Sensor.
Brake Light Bulb. Dome Light Bulb. Door Remote Mirror Switch. Engine Start Switch. Fog Light.
Fog Light Bulb. Fog Light Set. Fog Light Switch. Gear Position Sensor. Headlamp Socket.
Headlight Assembly. Headlight Bulb. Headlight Connector. Headlight Dimmer Switch. Headlight
Switch. Headlight Wiring Harness. Interior Dome Light. Jack Stowage Mount. Keyless Remote

Case. License Light Bulb. Map Light Bulb. Multi Function Switch. Oil Pressure Sender. Park
Assist Camera. Parking Light Bulb. Push To Start Switch. Radio Module Interface. Radio Wire
Harness. Reflector Assembly. Seat Heater Switch. Side Marker Light Bulb. Speaker Box.
Speaker Connector. Speedometer Sensor. Speedometer Transmitter. Stop Light Switch. Tail
Light Assembly. Tail Light Assembly Set. Third Brake Light. Trailer Tow Harness. Trunk Lid
Release Cable. Trunk Light Bulb. Turn Signal Light Bulb. Turn Signal Switch. USB Data Cable.
Vehicle Speed Sensor Connector. Washer Pump. Washer Pump Grommet. Washer Reservoir.
Windshield Washer Tank. Windshield Wiper Motor. Wiper Blade. Wiper Blade Insert. Wiper
Blade Set. Wiper Relay. Wiper Switch. Air Intake. Chemicals and Fluids. Climate Control.
Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection.
Tools and Hardware. AC Delco. Shop By Vehicle. Wagner Tail Light Bulb - Outer. Click to
Enlarge. Wagner Tail Light Bulb - Inner. Philips Tail Light Bulb - Inner. Features: CrystalVision
ultra miniature lamps deliver a bright white light that makes your vehicle stand out. These
miniature bulbs are ideal to add style to your signaling lighting. Philips Tail Light Bulb - Outer.
Features: Philips LongerLife bulbs are for drivers who want the best value for their money.
Features: Philips Standard range offers an excellent value for every application. Philips B2 Tail
Light Bulb. Features: Philips Ultinon LED exterior signaling lights let you add performance and
style to your ride. Upgrade your exterior lighting with a more intense red for stop lights, a more
vibrant amber for turn signals, and brighter white light for backup and position lights. Eiko Tail
Light Bulb - Outer. Flosser Tail Light Bulb. Wagner Tail Light Bulb. Philips B2. October 27th,
Posted by Sky. June 21st, Posted by Philips B2. AC Delco L Philips LLB2. Catalog: H. Vehicle
Hyundai Elantra. Catalog: N. Catalog: B. Vehicle Body Hyundai Elantra. Catalog: C. Quick Links.
Table of Contents. All information in this Owner's Manual is current at the time of publication.
However, Hyundai reserves the right to make changes at any time so that. This manual applies
to all Hyundai models and includes descriptions and. As a result, you may. Automobile Hyundai
Elantra Manual pages. However, Hyundai reserves the right to make changes at any time so that
our policy of continual product improvement may be carried out. This manual applies to all
Hyundai models and includes descriptions and explanations of optional as well as standard
equipment. Such modifications may adversely affect the per- formance, safety or durability of
your Hyundai and may, in addition, violate conditions of the limited warranties covering the
vehicle. Certain modifications may also be in violation of regulations estab- lished by the U.
These titles indicate the following: WARNING This indicates that a condition may result in harm,
serious injury or death to you or other persons if the warning is not heeded. Follow the advice
provided with the warning. Page 4 The advanced engineering and high-quality construction of
each Hyundai we build is something of which we're very proud. Your Owner's Manual will
introduce you to the features and operation of your new Hyundai. It is suggested that you read it
care- fully because the information it contains can contribute greatly to the satisfaction you
receive from your new car. Page 5 Using imita- Hyundai Genuine Parts are only sold tion,
counterfeit or used salvage parts through authorized Hyundai Dealerships. Page 6: Table Of
Contents Introduction Your vehicle at a glance Safety features of your vehicle Features of your
vehicle Driving your vehicle table of contents What to do in an emergency Maintenance
Specifications, Consumer information, Reporting safety defects Index Page 9: Fuel
Requirements Discontinue using gasohol of any kind if what has been specified. Consult
drivability problems occur. Do not mix system and any performance prob- other additives. The
main pur- understanding of the circumstances cial equipment is required, and pose of an EDR
is to record, in certain in which crashes and injuries occur. Outside rearview mirror control
switch Central door lock switch Power window lock switch Power window switches Hood
release lever Instrument cluster Hazard warning flasher switch Engine oil filler cap Engine oil
dipstick Positive battery terminal Negative battery terminal Fuse box Air cleaner Radiator cap
This Riding in a vehicle with the seat- tion of the foot pedals, possibly could result in loss of
control, Emission control of the driver's seat could cause you devices beneath this floor generto lose control of the vehicle result- ate high temperatures. Lean forward slightly and lift up the
Forward and rearward push the lever upwards or downwards. Stop operating using the control
knob located on the out- once the adjustment is complet- side of the seat cushion. Generally,
the center of gravity of most peo- ple's head is similar with the height of the top of their eyes.
Doing so may damage due to the possibility of excess the surface of the heater or seats. To To
remove the headrest, raise it as far as The seat warmer is provided to warm the lower the
headrest, push and hold the it can go then press the release button rear seat cushions during
cold weather. Doing so may damage the due to the possibility of excess surface of the heater or
seats. Page 31 Safety features of your vehicle To fold down the rear seatback: Folding the rear
seat The rear seatbacks can be folded to facil- 1. Set the front seatback to the upright itate
carrying long items or to increase position and if necessary, slide the the luggage capacity of

the vehicle. Then you will be insert the buckle in the pocket able to pull the belt out smoothly.
Page 33 Safety features of your vehicle WARNING - Cargo Cargo should always be secured to
prevent it from being thrown about the vehicle in a collision and caus- ing injury to the vehicle
occupants. Do not place objects in the rear seats, since they cannot be proper- ly secured and
may hit the front seat occupants in a collision. Page 36 Safety features of your vehicle To raise
the height adjuster, pull it up 1. Front seat To lower it, push it down 3 while press- ing the height
adjuster button 2. Release the button to lock the anchor into position. Try sliding the height
adjuster to make sure that it has locked into position. Never position the Combination retractor
type seat belts are shoulder belt across your neck or installed in the rear seat positions to help
Page 38 Safety features of your vehicle When the seat belt is fully extended from the retractor to
allow the installation of a child restraint system, the seat belt oper- ation changes to allow the
belt to retract, but not to extend Automatic Locking Retractor Type. Page 39 Safety features of
your vehicle If the system senses excessive tension on the driver or passenger's seat belt when
the pre-tensioner activates, the load limiter inside the pre-tensioner will release some of the
pressure on the affected seat belt. Page 40 These are normal oper- 2. Page 41 This must be
done ly injured by a deploying air bag. You Children who are too large for child Small children
are best protected from should be aware of the specific require- restraint systems should
always occupy injury in an accident when properly ments in your state. Page 44 This should be
done even if no damage backs upright. Pull the shoulder portion of the seat 4. Slowly allow the
shoulder portion of outboard or center rear seats, do the fol- belt all the way out. When the
shoulder the seat belt to retract and listen for an lowing: portion of the seat belt is fully extend
Therefore, the pre- ceding seven steps must be fol- lowed each time a child restraint is installed.
Page 50 Safety features of your vehicle WARNING WARNING - Child restraint check A child can
be seriously injured or killed in a collision if the child Check that the child restraint sys- restraint
is not properly anchored tem is secure by pushing and to the car and the child is not proppulling it in different directions. The LATCH anchors are located in the left and right outboard
rear Do not allow the rear seat belt web- seating positions. Their locations are bing to get
scratched or pinched by shown in the illustration. Do not use a powder in the air inside of the
vehicle. Page 56 Safety features of your vehicle When the ignition switch is turned ON, the
indicator light should illuminate for approximately 6 seconds, then go off. Page 57 If any of the
following conditions Side pressure sensor occurs, this indicates a malfunction of the SRS. Page
59 If this occurs, instrument cluster nor on the have your vehicle immediately instrument panel
surface. Don't place any- have an authorized HYUNDAI equipped with the occupant clas- thing
on or attach anything such dealer replace the air bag imme Page 67 Air bags inflate with conplease contact Hyundai the vehicle. Inflation and non-infla- tion conditions of the air bag There
are many types of accidents in which the air bag would not be expect- ed to provide additional
protection. These include rear impacts, second or third collisions in multiple impact accidents,
as well as low speed Page 73 Have the result in serious personal injury vehicle checked and
repaired by or death. Such heavy braking lowers the rollover accidents because air bag collides
with objects such as utility front portion of the vehicle causing it to deployment would not
provide protec Improper handling of observed. Page 79 Safety features of your vehicle Adding
equipment to or modifying your air bag-equipped vehicle If you modify your vehicle by
changing your vehicle's frame, bumper system, front end or side sheet metal or ride height, this
may affect the operation of your vehicle's air bag system. Remove the bar code tag and store it
in a safe place. Operation is subject to the following two conditions: 1. This device may not
cause harmful interference, and 2. This device must accept any interfer- ence received,
including interference that may cause undesired operation. Page 86 Features of your vehicle
Using the button on the smart key Using the button on the smart key Unlocking Using the door
handle 1 Close all doors, engine hood and 1. Press the unlock button 2 of the trunk. Page 87 If
you happen to lose your smart key, you warning lights will blink two times. You should
immediately take the vehicle and remaining your authorized HYUNDAI dealer tow the vehicle, if
nec- essary to protect it from potential theft. If you need additional keys or lose your expressly
approved by the party Malfunctions caused by improper keys, consult an authorized HYUNDAI
responsible for compliance, it will alterations, adjustments or modifi- dealer. The hazard
pressed for more than 1 second. Page 93 2. Replace the battery with a new battery CR Install the
battery in the reverse order of removal. Using the smart key if equipped After completion of the
steps above, the Park the vehicle and stop the engine. Armed hazard warning lights and chime
will Arm the system as described below. Page 95 Features of your vehicle Using the transmitter
if equipped Using the mechanical key Do not arm the system until all pas- sengers have left the
vehicle. If the Park the vehicle and stop the engine. Park the vehicle and stop the engine. Page
96 Features of your vehicle Theft-alarm stage Opening the trunk with the alarm Disarmed stage
armed if equipped The alarm will be activated if any of the Using the smart key if equipped

following occurs while the system is When the alarm is armed, the alarm will The system will be
disarmed when the armed. Page Features of your vehicle Impact sensing door unlock system 3.
Close the rear door. All doors will be automatically unlocked Even though the doors may be
unlocked, when the impact is delivered to impact the rear door will not open by pulling the
sensors while the ignition switch is ON. Possible damage may occur to the trunk lift cylinders
and attached hardware if the trunk is not closed prior to driving. Closing the trunk To close the
trunk, lower the trunk lid, then press down on it until it locks. Page Features of your vehicle
Power windows The ignition switch must be in the ON position for power windows to operate.
Each door has a power window switch that controls that door's window. The driv- er has a
power window lock switch which can block the operation of passenger windows. The automatic
reverse feature will not operate if the window is raised using the halfway posi- tion on the power
window switch. Go to the front of the vehicle, raise the 3. Pull out the support rod from the hood
slightly, pull the secondary latch engine room. Pull the release lever to unlatch the 1 inside of
the hood center and lift the 4. Closing must be correctly installed. This indicates that the cap is
securely tightened. Close the fuel filler lid and push it in lightly making sure that it is securely
closed. An incorrect fuel filler cap can result To stop the sunroof sliding at any point, pull or
push the sunroof control switch momentarily. Whenever the vehicle battery is discon- nected or
discharged, or related fuse is blown, you must reset your sunroof sys- CAUTION tem as follows
You can also raise it to give your legs more room when you exit and enter the vehicle. The
steering wheel should be positioned so that it is comfortable for you to drive, while permitting
you to see the instru Make this adjustment before you Your vehicle is equipped with both leftNight start driving. If ice should restrict movement of the mirror, do not force the mirror for
adjustment. To remove ice, use a deicer spray, or a sponge or soft cloth with warm water. Do
not press the switch longer than necessary, the motor may be damaged. Tachometer 2. Turn
signal indicators 3. Speedometer 4. Engine temperature gauge 5. Warning and indicator lights 6.
Fuel gauge 7. For more details refer to the "Gauges" Page Features of your vehicle When the
door is open, or if the engine is not started within 1 minute, the tachometer pointer may move
slightly in ON position with the engine OFF. This movement is normal and will not affect the
accuracy of the tachometer once the engine is running. The engine vehicle occupants to
danger. The trip computer may not register additional fuel if less than 1. Page ABS. If this
occurs, have your vehicle checked This warning light will illuminate for by an authorized
HYUNDAI dealer as approximately 6 seconds each time you soon as possible. The normal
braking turn the ignition switch to the ON posi- system will still be operational, but with- tion.
Page 2. Turn on the engine again. If these two warning lights illuminate at Page Features of your
vehicle Seat belt warning Warning pattern repeats 11 times with Turn signal indicator interval 24
seconds. If the driver's seat belt is buckled, the light will stop within 6 seconds and chime will
stop immedi- The driver's seat belt warning light and ately. Page Tire Pressure Monitoring
System. If this occurs, have the system checked To check bulb operation, check whether by an
authorized HYUNDAI dealer as the parking brake and brake fluid warning soon as possible.
Page : Indicates that shifting up to the 3rd ignition in any position. Door open warning light as
soon as possible. Page ON position and the indicator turns off after 2 seconds, the system may
need repair. ESC may have a malfunction. The cruise SET indicator light does not illuminate
when the cruise con This will ensure better auto-light system control. The cleaner may leave a
light film which could interfere with sensor operation. Page Features of your vehicle To signal a
lane change, move the turn signal lever slightly and hold it in position B. The lever will return to
the OFF posi- tion when released. If an indicator stays on and does not flash or if it flashes
abnormally, one of the turn signal bulbs may be burned out and will require replacement. Only
use the fog lights when visibility is poor or unnecessary battery and generator drain could
occur. OYFHN Front fog light if equipped Fog lights are used to provide improved visibility
when visibility is poor due to fog, rain or snow etc. To prevent damage to the conduc- tors
bonded to the inside surface of If there is heavy accumulation of snow on the rear window,
never use sharp the rear window, brush it off before oper- instruments or window cleaners
Front windshield defrost button 5. Air intake control button 2. Mode selection buttons 6.
Temperature control knob 3. Rear window defroster button 7. Fan speed control knob 4. Page
Features of your vehicle Heating and air conditioning 1. Start the engine. Set the mode to the
desired position. To improve the effectiveness of heat- ing and cooling : - Heating: - Cooling: 3.
Set the temperature control to the desired position. Additionally, each outlet can be floor, with a
small amount of the air being controlled to direct the air discharged directed to the windshield,
side window defrosters, and side vents. Page Features of your vehicle System operation
Ventilation 1. Set the mode to the position. Set the air intake control to the outside fresh air
position. Set the fan speed control to the desired speed. Page This is a normal system operation
the windshield even when the outside characteristic. Improper service may cause serious injury

to the person performing the service. Front windshield defrost button 3. Air intake control
button 4. LCD display 5. AUTO automatic control button 6. OFF button 7. Fan speed control
knob 8. Push the AUTO button. Page Features of your vehicle Manual heating and air conditionFace-Level The heating and cooling system can be controlled manually by pressing buttons Air
flow is directed toward the upper body or turning knob s other than the AUTO and face.
Additionally, each outlet can be button. Page Air Intake Control Features of your vehicle
Adjusting the driver and passenger side temperature equally 1. The passenger side temperature
will be set to the same temperature as the driver side temperature. Press the left temperature
control but- ton. However, you can tioning system on indicator light will illu- still operate the
mode and air intake but- minate. Set the fan speed to the highest 1. Set the fan speed to the
highest To defog inside windshield extreme right position. To cancel or return the defogging
logic, per- form the following steps. Do not attempt to place so many items in the storage
compartment that the storage OMD Such objects can be thrown from the holder in the event of a
sudden stop or an accident, pos- sibly injuring the passengers in the vehicle. Page Features of
your vehicle CAUTION To prevent damage to the goods or the vehicle, care should be taken
when carrying fragile or bulky objects in the luggage compart- ment. If the hot liquid spills, you
may burn your- self. If the sunvisor the accessory plug after use. Page Clock Features of your
vehicle Hour 1 Pressing the H button with your finger, a pencil or similar object will advance the
time displayed by one hour. Minute 2 Pressing the M button with your finger, a pencil or similar
object will advance the time displayed by one minute. This is a normal condition. Page Features
of your vehicle When a strong radio signal has reached FM radio reception AM radio reception
your vehicle, the precise engineering of your audio system ensures the best pos- sible quality
reproduction. However, in some cases the signal coming to your vehicle may not be strong and
clear. On or Off. If it is turned ON, volume level is adjusted automatically according to the
vehicle speed. FLDR buttons to move Press to the folder displayed. Song playing order :
sequen- tially. Disconnect and the files will not be played. Moves to the upper category from
cur- rently played category of the iPod. Press the button for 0. Press the button to display the
FILE songs before to the currently played song. Press button. The system can recog- from zero
to nine. The registered names can be modified. Page Driving your vehicle ACC Accessory The
steering wheel is unlocked if equipped and electrical accessories are operative. Page Driving
your vehicle 3. Page Driving your vehicle Starting the engine 1. Always wear appropriate shoes
motion. If except when the stop lamp fuse is traffic and road conditions permit, disconnected. In
a collision, coast down a hill. This is extremely an unbelted occupant is signifi- hazardous.
Always leave the vehicle in cantly more likely to be seriously gear. The indi- vidual speeds are
selected automatically, depending on the position of the shift lever. To move the shift lever from
the P Park position, the brake pedal must be depressed and the lock release button must be
pressed. In a collision, If your vehicle becomes stuck in ing start, depress the brake pedal, shift
an unbelted occupant is signifi- snow, mud, sand, etc. Page Driving your vehicle Disc brakes
wear indicator Rear drum brakes if equipped if equipped Your rear drum brakes do not have
wear Your vehicle has disc brakes. Therefore, have the rear brake linings inspected if you hear a
rear brake When your brake pads are worn and new rubbing noise. Page If the parking brake
does not release or the parking brake fully engaged does not release all the way, have the when
parking to avoid inadver- system checked by an authorized tent movement of the vehicle
HYUNDAI dealer. Contact driving the vehicle. It is not a conditions or too quickly when corsubstitute for safe driving practices. Page manual transaxle. Push the SET- switch, and release
it at To increase cruise control set the desired speed. Increased speed will not interfere with
cruise control operation or change the set speed. For mainly on your style of driving, where you
increase fuel consumption and also better fuel economy and reduced drive and when you drive.
Page Therefore, have an authorized speeds. Spinning the wheels at high speeds when the
vehicle is station- ary could cause a tire to overheat which could result in tire damage that may
injure bystanders. Worn- tension, or have your Hyundai deal- out tires can result in loss of
Highway driving er inspect this at the normal service Page If snow chains must be used, use
gen- snow chains. Page 7. The level of charge in your battery can pension, body and wheels.
Page Don't let ice and snow accumu- accordance with instructions on the con- late underneath
tainer. Do can build up under the fenders and inter- not use engine coolant or other types of fere
with the steering. Determine the combined weight of Limit - luggage and cargo being loaded
Total : 5 persons 1. Locate the statement "The com- on the vehicle. Your dealer can help you
with the maximum front or rear this. Repairs would cause heat buildup in your vehicle can strike
and injure not be covered by your warran- vehicle's tires and possible occupants in a sudden
stop or ty. Page 3. Turn on the interior light. If the light 3. If the engine still does not start, call an
instruction provided later in this sec- dims or goes out when you operate the authorized
HYUNDAI dealer or seek tion. Therefore, to avoid harm to from the battery. The battery pro-

yourself or damage to your vehicle or duces hydrogen gas which may battery, follow the jump
starting proce Page TPMS malfunction indicator. Loosen the wheel lug nuts coun- 8. Place the
jack at the front or rear 9. Insert the jack handle into the jack terclockwise one turn each, but do
jacking position closest to the tire and turn it clockwise, raising the not remove any nut until the
tire you are changing. Page What to do in an emergency Loosen the wheel nuts and Page Then
double-check each nut for If in doubt, consult an author- tightness. Page The tire may lose
similar objects and reinflates the tire. After you ensured that the tire is inflating with the Tire
Mobility properly sealed you can drive cau- Kit. Page What to do in an emergency 9. Hose to
connect compressor and sealant bottle or compressor and wheel Connectors, cable and
connection hose are stored in the compressor housing. Detach the speed restriction label Do
not attempt to drive your 0 from the sealant bottle 1 , and vehicle if the tire pressure is place it in
a highly visible place below 29 PSI kpa. Immediately drive approximately 1. Page When you use
the Tire Mobility Amperage rating: max. The sealant on Page Towing service If emergency
towing is necessary, we HXD03 recommend having it done by an author- ized Hyundai dealer or
a commercial tow-truck service. Page If towing is necessary, we recommend the cover after use.
If towing service is not available in an emergency, your vehicle may be temporar Engine oil filler
cap 2. Engine oil dipstick 3. Positive battery terminal 5. Negative battery terminal 6. Fuse box 7.
Air cleaner 8. Radiator cap 9. Engine coolant reservoir You need tory-trained technicians and
genuine this information to establish your compli If replace or refill more frequently than the any
of the following conditions apply, fol- following Normal Maintenance Schedule. Do not mix other
additives. Additives are available from your authorized HYUNDAI dealer after every 15, miles 24,
km or 24 months along with information on how to use them. Refer to the chart below for the
appropriate maintenance intervals. Fuel filters should be ration and replace if necessary. With
the vehicle stopped and engine off, Replace any damaged parts and, if nec- check for excessive
free-play in the Pull the dipstick out again and check the level. Page If the coolant level is low,
add enough distilled deionized water. Bring the level to F, but do not overfill. An improp- of this
section. Page Washer Fluid However, use washer solvent windshield washer fluid. Serious
brake adjusted authorized with antifreeze characteristics in cold cli- injury or death could occur.
Loosen the air cleaner cover attaching 2. Wipe the inside of the air cleaner. Replace the air
cleaner filter. When replacement is necessary, it 4. Lock the cover with the cover attaching
should not be cleaned and reused. Use of non-genuine parts could dam- age the air flow sensor
and engine. Remove the climate control air filter 3. Replace the climate control air filter.
Reassemble in the reverse order of the right of the cover. Common sources of con- cracked,
and require replacement. Raise the wiper arm and turn the wiper 1. Raise the wiper arm. Lift up
the wiper blade clip. Then pull 3. Install the new blade assembly in the down the blade assembly
and remove reverse order of removal. If you feel a instructions carefully when pain or a burning
sensa- handling a battery. Never If the battery becomes discharged in a ature, remove the
battery and touch these components with the short time because, for example the Worn tires
can may fit poorly and result in cause loss of braking effec Page Maintenance Compact spare
tire replacement Wheel replacement Tire traction if equipped When replacing the metal wheels
for Tire traction can be reduced if you A compact spare tire has a shorter any reason, make sure
the new drive on worn tires, tires that are tread life than a regular size tire. Page Maintenance 2.
You will need this information when selecting replace- H - Speed Rating Symbol. See the ment
tires for your car. Page Maintenance Tire speed ratings 3. Tire ply composition and material 7.
Uniform tire quality grading Quality grades can be found where The traction grades, from
highest to The number of layers or plies of rub- applicable on the tire sidewall ber-coated fabric
in the tire. Page Vehicle Maximum Load on the Summer tires code assigned to a tire indicating
the Tire: Load on an individual tire due to HYUNDAI specifies summer tires on maximum speed
at which a tire can curb and accessory weight plus some models to provide superior operate. It
may cause extensive wiring damage Three kinds of fuses are used: blade type Page 5. Push in a
new fuse of the same rating, and make sure it fits tightly in the clips. If you do not have a spare,
use a fuse of the same rating from a circuit you may not need for operating the vehicle, such as
the cigarette lighter fuse. Turn the ignition switch and all other turns to inform the driver to turn
on the If you move the switch to the OFF posi- switches off. Replace the fuse with a new one of
the same rating. Reinstall in the reverse order of 4. Reinstall in the reverse order of removal.
Allow the bulb to cool down before handling it. Open the hood. Headlight bulb low, high 2.
Disconnect the negative battery cable. Remove the headlight bulb cover by turning it
counterclockwise. Page If the light bulb is not operating, have the Side marker vehicle checked
by an authorized 6. Page If the light bulb is not operating, have the 1 Tail light the service cover.
Page Maintenance Tail light Tail light 5. Remove the bulb by pulling it out. Inset a new bulb by
insetring it into the socket. Page Maintenance 8. Install the light assembly to the trunk. Reinstall
the nuts and connector and then the trunk lid cover by pushing in the screw. Take the light

assembly out. Open the trunk. Page Maintenance 3. Remove the bulb from the socket by
pressing it in and rotating it counter- clockwise until the tabs on the bulb align with the slots in
the socket. Pull the bulb out of the socket. Insert a new bulb by inserting it into the socket and
rotating it until it locks into place. Page Maintenance Interior light bulb replacement Map lamp
Luggage lamp if equipped 1. Using a flat-blade screwdriver, gently pry the lens from the interior
light housing. Remove the bulb by pulling it straight out. Do Exterior general caution not allow
soap to dry on the finish. It is very important to follow the label directions when using any
chemical cleaner or polish. Page Maintenance Waxing Finish damage repair Underbody
maintenance Wax the vehicle when water will no Deep scratches or stone chips in the Corrosive
materials used for ice and longer bead on the paint. Page Maintenance Aluminum or chrome
wheel mainte- Corrosion protection WARNING nance Protecting your vehicle from corrosion
The aluminum or chrome wheels are After washing the vehicle, test the By using the most
advanced design and coated with a clear protective finish. Page Maintenance High-corrosion
areas Moisture breeds corrosion To help prevent corrosion If you live in an area where your car
is Moisture creates the conditions in which You can help prevent corrosion from get- regularly
exposed to corrosive materials, corrosion is most likely to occur. For ting started by observing
the following: corrosion protection is particularly impor- example, corrosion is accelerated by
Follow the instruc- with a whisk broom or vacuum cleaner. Therefore, if you a highly effective
system which controls Engine exhaust and a wide variety smell exhaust fumes of any kind
inside exhaust emissions while maintaining Notice to California Vehicle Dismantlers:
Perchlorate containing materials, such as air bag inflators, seatbelt pretensioners and keyless
remote entry batteries, must be disposed of according to Title 22 California Code of Regulations
Section Page Recommended Lubricants And Capacities 2. Page Specifications, Consumer
information, Reporting safety defeccts Recommended SAE viscosity Engine oil viscosity
thickness has an When choosing an oil, consider the range effect on fuel economy and cold
weather number of temperature your vehicle will be oper- operating engine start and engine oil
ated in before the next oil change. Rhode Island, Vermont. Ohio, Wisconsin, Kansas, Missouri.
Department of Transportation. Page Written notice must be and if it finds that a safety defect
exists in administered by and through the American delivered via certified mail to Hyundai a
group of vehicles, it may order a recall Arbitration Association AAA. Page Index Page Air
Cleaner Index Automatic transaxle Page Index Compact spare tire with spare tire Page Index
Drinks holders, see cup holders Page Index Front seat adjustment Page Index Digital clock
Page Index Rear view camera Page Index Seats Page Index Wheel alignment and tire balance
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Skip to main content 22 results for "
hyundai elantra brake light bulb". Skip to main search results. Eligible for Free Shipping.
Customer Review. Auto Light Type. International Shipping. These products fit your vehicle:
Hyundai Elantra. Amazon's Choice for hyundai elantra brake light bulb. Brilliant Red. Get it as
soon as Sat, Feb Price may vary by color. Also available in Xenon White. Xenon White. Also
available in Brilliant Red. In stock on March 2, FREE Shipping. Only 6 left in stock - order soon.
Only 15 left in stock - order soon. White K. Only 14 left in stock - order soon. Only 5 left in stock
- order soon. Only 1 left in stock - order soon. Only 18 left in stock - order soon. Only 20 left in
stock - order soon. Need help? Visit the help section or contact us. Go back to filtering menu.
There's a problem loading this menu right now. Learn more about Amazon Prime. Get free
delivery with Amazon Prime. Back to top. Get to Know Us. Amazon Payment Products. English
Choose a language for shopping. Amazon Music Stream millions of songs. Amazon Advertising
Find, attract, and engage customers. Amazon Drive Cloud storage from Amazon. Alexa
Actionable Analytics for the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship
Orders Internationally. Amazon Rapids Fun stories for kids on the go. ComiXology Thousands
of Digital Comics. DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop
Designer Fashion Brands. Deals and Shenanigans. Ring Smart Home Security Systems.
Amazon Subscription Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy
Simplified. Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it
on, trade it in, give it a second life. Manufactured from top quality components, this is your best
option and inexpensive replacement for your rebuild, repair, and maintenance needs - an OE
replacement product for your damaged or aged factory part. Replacement - the most affordable
brand name for replacement parts th We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief
Efforts. Select your vehicle. Refine by:. Tail Light part. Returns Policy. Recommended Use. Light
Source. Quantity Sold. Shop Hyundai Ela
2000 ford escort zx2 fuse box diagram
2004 mercury mountaineer transfer case
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ntra Tail Light. Showing 1 - 11 of 11 results. Sort by:. Guaranteed to Fit. Core Charge. Add to
cart. Part Number: A1R Page 1 of 1 Showing 1 - 11 of 11 results. Featured Brands. Reviews
Questions, Answers. ReplaceXL - the most affordable brand name for replacement parts that
Feb 16, Product was delivered intact and as advertised. The installation was easy and saved me
a significant amount of money relative to a mechanic or dealership. Would give 5-stars but
delivery was delayed by approximately a week. This is not likely a fault of Carparts, as their
customer service was attentive, but delays with the carrier. Will purchase from in the future.
Bradley McKeown. Purchased on Jan 22, Feb 08, Fit perfect. Zannikka Shaw. Purchased on Jan
24, Feb 04, Nice quality. Jose Jose. Purchased on Jan 17, Show More. Helpful Automotive
Resources. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of
Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

