2017 hyundai elantra body parts diagram

Hyundai Elantra â€” a car of middle class in European classification, produced by Hyundai
Motor Company. Elantra took the 2nd place in in this category among sedans, and was also
noted in the category of the most effective among non-hybrid mid-size sedans. Hyundai Elantra
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will not be published. This site uses Akismet to reduce spam. Learn how your comment data is
processed. If you have any questions, please contact with us. Necessary cookies are absolutely
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not have been designed for your vehicle. Elantra 11 al plant fender apron. Their knowledge
combined with our vin fitment system will gaurantee you get the right part. Hyundai Parts
Diagram Schematic Diagram. Hyundai Elantra Wikipedia. Post a Comment. Share this post.
Newer Post Older Post Home. Subscribe to: Post Comments Atom. Iklan Atas Artikel. Iklan
Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy
Disclaimer. The Hyundai Paint Pen is a 2 in 1 applicator with a clear coat on one side to repair
light scratches and a color coat on the Cup holders are difficult to clean, so order a set of these
WeatherTech Car Coasters. They're easily removed for cleaning and keep your original cup
Order them today for your own vehicle or as a gift - they make great stocking The Wiper blades
are made of the finest premium rubbers, synthetics and heavy-duty This Leather Case safely
stores your key fob out of the elements and safely attaches to your key ring or belt loop.
Features a side zipper for easy These seat back protectors have two pockets so you can keep
items stored neatly. These Seat Back Protectors fit all WeatherTech has worked tirelessly to
develop the most advanced floor protection available The Universal Cup Phone allows you to
effortlessly, and with one You already invested in the car, so why hesitate on protecting the
parts it has already? Be prepared for any emergency! Whether your car's battery suddenly dies
and leaves you stranded in the middle of no where, or if you get in an accident and come out
with You already invested in the car, so why don't you keep your Price is per frame. It comes
with everything from Band-Aids to Gauze! A perfect little package to keep in your trunk or glove
box! The Hyundai An absolute necessity for trunk users! Spilling coffee into your cupholders
isn't the These are durable and beautifully designed to contour to your vehicles body. So if you
want Ever go out and realize you forgot your charging cable? This product will fix that problem!
Scratches are always apparent over time due Give your vehicle that finished look with the
Chrome or Black Plate Frame. Just choose your color preference from our options above Enjoy

great WeatherTech Cargo Liners are digitally designed to be a perfect fit for your vehicle The
Severe Weather Kit includes items like hand warmers, ponchos, gloves, duct tape, glow stick
and more. It is a much needed accessory for the family "road trip warriors" or pet "car ride"
companions to prevent There's nothing worse than damaging the sun shade you already
purchased. You will be able to rest easy knowing you can charge ad sync all of your favorite
devices without harming Automatic Transmission The sunshade is custom fitted and made by
Weathertech to ensure the best possible fit in your Hyundai Elantra. The Simulating an aircraft
cockpit look and feel, you'll create a new experience in your We encourage you to Toggle menu.
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Compare Choose Options. Compare Add to Cart. Compare Selected. Select your vehicle options
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to narrow down result. Check Valve Assy B Clip-Hose Select vehicle options to narrow down
result. Clip-Hose B. Clip-Hose S. Require Quantity: 2. Connector-3 Way H Cover Assy-Engine
Select vehicle options to narrow down result. Cover Assy-Engine B Cover Assy-Engine E
Gasket-Intake Manifold B Gasket-Port EAA0. Gasket-Throttle Body E Hose "D"Assy-Water B
Hose "E"Assy-Water B Hose Assy-Vacuum B Hose Assy-Vacuum Select vehicle options to
narrow down result. Hose Assy-Vacuum E Hose Assy-Vapor B Hose Assy-Water A Select
vehicle options to narrow down result. Hose Assy-Water A B Hose Assy-Water A E Hose
Assy-Water B E Hose-Vacuum Select vehicle options to narrow down result. Hose-Vacuum B
Hose-Vacuum E Insulator F Require Quantity: 3. Manifold Assy-Intake Select vehicle options to
narrow down result. Manifold Assy-Intake B Motor Assy-Vcm E Nut K. Pipe Assy-Vaccum Select
vehicle options to narrow down result. Pipe Assy-Vaccum B Pipe Assy-Vaccum E Pipe-Water
Return B Rubber-Mount E Sensor Assy-Map B Sensor-Boost Pressure G Replaced By: Stay
Assy-Inlet Manifold E Valve-Check Valve-Purge Control L Parts like Intake Manifold are shipped
directly from authorized Hyundai dealers and backed by the manufacturer's warranty. Parts fit
for the following vehicle options. Body: Sedan - 4Door 5P. Our Customers Reviews. Award
Winning Customer Service. Toggle Navigation HyundaiOnlineParts. Categories About Us. Select
a Vehicle. Search Go. Hyundai Elantra. You can edit the name of your vehicle by clicking the
pencil icon on the right. Something went wrong. Please try again. Select Your Vehicle Below:.
VIN Go. No vehicles found. Select your vehicle below:. Your Cart. Continue Shopping View Cart.
Tabbing past or clicking of this link will close the Cart. Home Hyundai Elantra. Shop Genuine
Hyundai Elantra Parts. Genuine Hyundai Elantra Parts are tested under various simulated
extreme conditions to ensure quality, reliability, and durability. Only officially authorized dealers
like HyundaiOnlineParts. Our online catalog and support staff in Fayetteville, NC , will make
selecting authentic parts as easy as driving your Hyundai. We've made it simple to order the
parts you need for your Hyundai Elantra. Select an Hyundai Elantra Year. Average 4. So far, so
good. Legal Policies Data Requests. Links My Information Testimonials. Find us on Facebook.
While every reasonable effort is made to ensure the accuracy of this data, we are not
responsible for any errors or omissions contained on these pages. Please verify any
information in question with a sales representative. Quick Links. Table of Contents. All
information in this Owner's Manual is current at the time of pub-. As a result, you may find
material in this manual that does not apply. Automobile Hyundai Elantra Manual pages.
Summary of Contents for Hyundai Elantra Page 1 S S p p e e c c i i f f i i c c a a t t i i o o n n s s
All information in this Owner's Manual is current at the time of pub- lication. However, HYUNDAI
reserves the right to make changes at any time so that our policy of continual product
improvement may be carried out. Page 3 Your Hyundai vehicle may be equipped with
technologies and services that use information collected, generated, recorded or stored by the
vehicle. Hyundai has created a Vehicle Owner Privacy Policy to explain how these technologies
and services collect use and share this information. Why should you use genuine 3. How can
you tell if you are pur- Parts? Do not use gasohol containing more Page 8 Fuel Vehicles. Page 9
Additives are available from your devices, it may cause the vehicle to slow. Page 12 Seat belts
Page 13 Windows Page 14 Trip Computer Page 15 Multimedia system Driving your vehicle
Multimedia system Page 17 If you have a flat tire Page 18 Climate control air filter Page 19
Radial-Ply Tires Door lock Side view mirror Fuel filler door Rear combination lamp Page Safety
System Of Your Vehicle Safety system of your vehicle This chapter provides you with important
information about how to protect yourself and your passengers. It explains how to properly use
your seats and seat belts, and how your air bags work. Additionally, this chapter explains how
to properly restrain infants and children in your vehicle. Important safety precautions Generally,

Having a tire blowout or a mechanical parked or safely stopped. Take the following precautions
At all times, passengers should sit when adjusting your seat belt: Take the following
precautions upright and be properly restrained. Before driv- under the seats or between ing,
adjust the seat to the proper the seat and the center con- position so that you can easily con
Page 33 Safety system of your vehicle Reclining seatback Seat belts must be snug against your
hips and chest to work properly. Sitting in a reclined position when When the seatback is
reclined, the the vehicle is in motion can be dan- shoulder belt cannot do its job gerous. Before
ed as far forward or rearward as driving, adjust the seat to the proper possible. Page 35 Safety
system of your vehicle Reclining seatback Sitting in a reclined position when the vehicle is in
motion can be dan- gerous. Even when buckled up, the protections of your restraint system
seat belts and air bags is greatly reduced by reclining your seatback. Page 36 Seat belts must
be snug against your hips and chest to work properly. When the seatback is reclined, the
shoulder belt cannot do its job because it will not be snug against your chest. Instead, it will be
in front of you. Pull on the seatback folding lever 4. Fold the seatback toward the front 1 located
in the trunk. Set the front seatback to the upright position and if necessary, 5. Pull it up to the
desired position 1. Press the head restraint release button 3 while pulling the head restraint up
4. Passengers must be able to feel if the seat is becoming too warm so they can turn it off, if
needed. It will Seat Belt-Driver's 3-point sys- also lock if you try to lean forward too tem with
emergency locking quickly. Page 51 Safety system of your vehicle To raise the height adjuster,
pull it up Continued 1. Page 52 Rear Seat Belt â€” Passenger's 3- When the seat belt is fully
extended point system with convertible from the retractor to allow the installa- tion of a child
restraint system, the locking retractor seat belt operation changes to allow This type of seat belt
combines the the belt to retract, but not to extend features of both an emergency locking
Automatic Locking Retractor Type. Page 54 1. Retractor pre-tensioner belts and SRS air bags as
soon as 3. SRS control module possible. If a larger child over age 13 must be Page 58 If the
shoulder belt portion slightly Transporting an injured person A seat belt cannot provide proper
touches the child's neck or face, try protection if the person is lying down A seat belt should be
used when an placing the child closer to the center in the rear seat or if the front or rear injured
person is being transported. Keep belts clean and dry Seat belts should be kept clean and dry. If
belts become dirty, they can be cleaned by using a mild soap solu- tion and warm water. Page
62 Child restraint system types Continue to use a rear-facing child seat for as long as your child
will fit There are three main types of child within the height and weight limits restraint systems:
rear-facing seats, allowed by the child seat manufactur- forward-facing seats, and booster er.
Follow the The LATCH system holds a child A child restraint in a closed instructions provided
by the manu- restraint during driving and in an acci- vehicle can become very hot. Using the
outboard seat anchors can damage the anchors which may break or fail in a collision Lower
Anchor Pull the shoulder portion of the 4. Slowly allow the shoulder portion 2. When the of the
seat belt to retract and listen into the buckle. Page 70 5. Even with air bags, you can be
seriously injured or killed in supplement the three-point seat a collision if you are improperly
belted or not wearing your seat belt Page 74 Side air bags The side air bags are designed to
WARNING deploy only during certain side impact collisions, depending on the crash To reduce
the risk of serious severity, angle, speed and point of injury or death from an inflating impact.
This could reduce If number of factors including vehicle bags must inflate rapidly. The speed
the rate of deceleration is high speed, angles of impact and the of air bag inflation is a
consequence enough, the control unit will inflate The greatest risk is sitting To reduce the risk
of serious too close to the air bag. This is normal and is a from seeing out of the windshield or
HYUNDAI dealer replace the result of the ignition of the air bag being able to steer. Curtain air
bags air bag immediately after inflator. Page 85 When changing or replacing the seat or seat
cover, use original items only. Altering or changing the authentic parts may result in system
malfunction and increase risk of injury when in collision. Any of the above could inter- fere with
the proper operation of the OCS sensor thereby increasing the risk of an injury in an accident.
During a collision, the air bag will not inflate if the indicator is illuminated. Page 88 1. Front
impact sensor 3. Side pressure sensor 4. Page 90 Air bag non-inflation conditions OAD OAD
Front air bags are not designed to Front air bags may not inflate in side OAD inflate in rear
collisions, because impact collisions, because occupants In certain low-speed collisions the air
occupants are moved backward by move in the direction of the collision, bags may not deploy.
Such heavy braking rollover accidents because air bag direction where the air bags would
lowers the front portion of the vehicle deployment could not provide protec A passenger who is
not the vehicle must be scrapped, Customer Connect Center at Be sure to read all of the
information about the air bags that are installed on your vehicle in this Owners Manual. Page 96
Trip Computer Page 97 Interior Features Page Remote Key 4. Make sure the doors are locked by
checking the position of the door OADN lock button inside the vehicle. Page 99 Unlocking Trunk

unlocking Panic button if equipped To unlock: To unlock: Press and hold the Panic button 4 for
more than one second. The horn 1. Press the Door Unlock button 2 1. Press and hold the Trunk
Unlock sounds and hazard warning lights on the remote key. If the remote key is in close
proximi- ty to your mobile phone, the signal could be blocked by your mobile phones normal
operational signals. Page FCC rules. Operation is subject to the following three conditions: 1.
This device may not cause harmful Information Page Unlocking Two press unlock setting can
be Trunk opening changed according to owner's pref- To open: erence. Press and hold both
Door 1. Carry the smart key. Lock and Door Unlock buttons at 2. Either press the trunk handle
but- the same time until hazard warning ton or press and hold the Trunk lights blink. Page Smart
Key. Start-up You can start the engine without inserting the key. Page Keep the smart key away
from with the mechanical key. If you have the device. Page Immobilizer System The immobilizer
system protects your ing correctly, contact an authorized new one. Information When the
ignition switch is placed in Page Do not attempt to alter this system or Information add other
devices to it. All doors will be automatically Park with the engine running. Page Child-Protector
Rear Door Locks Convenient features of your vehicle Child-Protector Rear Door locks To lock
the child safety lock, insert a screwdriver 1 into the hole and turn it to the lock position. To allow
a rear door to be opened from inside the vehicle, unlock the child safety lock. Make sure you
can see the instrument panel warning lights and gauges. After adjusting, push the steering
wheel both up and down to be certain it is locked in position. Press and release the button
within 1 second to turn the display feature OFF. Determine desired Zone Number based upon
your current 1. Page Convenient features of your vehicle 4. Page 6. Pressing the button turns
the auto- els in the front and the rear of the dimming function OFF which is vehicle. Press and
release the button to turn the display feature OFF. Page To adjust the Zone setting: There are
some conditions that can If you need to recalibrate the com- cause changes to the vehicle magpass: 1. Determine desired Zone nets, such as installing a ski rack or Number based upon your
current 1. Page Rolling code programming To train rolling code devices, follow 4. If the
"code-protected" and manufactured 1. At the garage door opener receiv- indicator light stays on
constantly, after may be determined by the er motor-head unit in the garage, Page Convenient
features of your vehicle Standard programming 4. Page Side View Mirrors Convenient features
of your vehicle Side View Mirrors Use your interior rearview mirror or Blind spot mirror direct
observation to determine the actual distance of following vehicles when changing lanes. This
may cause loss of vehicle con- trol resulting in an accident. OLF Pressing or pulling up the
power win- dow switch momentarily to the sec- If a window senses any obstacle while Keep
used by fully pulling up the switch to the driver's door power window the second detent. Page
Sunshade Sunshade Resetting the sunroof 4. Push the control lever forward about 10 seconds.
Sunroof needs to be reset if the fol- - When the sunroof is in the closed lowing occurs : position
: - Battery is discharged or discon- The glass will tilt and slightly nected or the related fuse has
been move up and down. If you release the lever during opera- tion, start the procedure again
from step 2. Release the sunroof control lever after all steps have completed. Go to the front of
the vehicle, raise 4. Always keep the trunk lid com- Information pletely closed while the vehicle
is In cold and wet climates, trunk lock But, if you do not open any door for 30 sec- onds, the
smart trunk function will be activated again. Gasoline is highly flammable once you have begun
refuel- 2. Close the fuel filler door until it is and explosive. An carefully and slowly. If the cap
tion. Tachometer 2. Speedometer 3. Engine coolant temperature gauge 4. Fuel gauge 5. Warning
and indicator lights 6. Page Convenient features of your vehicle Tachometer Engine coolant
temperature NOTICE Gauge gauge pointer moves beyond the normal range area toward the "H"
position, it indi- cates overheating that may dam- age the engine. Do not continue driving with
an overheated engine. If your vehicle overheats, refer to "If the Engine Overheats" You must
stop and obtain additional fuel as soon as possible after the warning light comes on or when
the gauge indicator comes close to the "E Empty " level. Have the vehicle inspected ing light ON
is dangerous. Warning Light illuminates with Page In this case, have your vehicle inspect- effort
may increase or decrease. Page In this case, have your vehicle In this case, have your vehicle
which could result in loss of inspected authorized inspected authorized engine power. Page - It
remains on until the engine is such as the power windows. ON position. Page 2. Turn the engine
off and restart the For more information, refer to engine. Page This indicator light illuminates: The turn signal indicator light When the tail lights or headlights are does not illuminate at all If
either of these conditions occur, have your vehicle inspected by an authorized HYUNDAI dealer.
Page Light for conventional Light ing system. When you select "ECO" mode as When the cruise
control speed is set. But, for your safety, we recommend that you start the engine with the shift
lever in the P Park position. Page Check the sensor and cover and clean them by using a soft
cloth. For more details, refer to "Cruise Control System" in chapter 5. Trip Computer For more
information, refer to "Trip Computer" in this chapter. Page User Settings Mode User Settings

Mode In this mode, you can change setting of the instrument cluster, doors, lamps, and so on.
For more details, refer to "Trip Computer" Information If the service interval is not set, the To
change or deactivate the service service symbol will not be dis- interval, consult authorized
played. Place the light switch in the AUTO position. Turn on the high beam by pushing the lever
away from you. The smart high beam indica- tor will illuminate. Page Onetouch turn signal
function Battery saver function Headlamp delay function if equipped To activate the One Touch
Turn The purpose of this feature is to pre- Signal function, push the turn signal vent the battery
from being dis- If the key is removed from the ignition lever up or down to position B and
charged. Therefore, It dealer. In this case, make sure to turn off the lamp before getting out of
the vehicle. This light produces a spot beam for convenient use as a map lamp at night or as a
personal Do not use the interior lights lamp for the driver and the front pas- when driving in the
dark. The inte Re-press the button to turn OFF the room lamp. Page Convenient features of your
vehicle Interior lamp When the interior lamp switch is in the DOOR position and all doors and
trunk are closed and locked, the room lamp will come on for 30 sec- onds if any of the below is
performed. Start the engine. Set the mode to the desired posi- tion. To improve the
effectiveness of heating and cooling : - Heating: - Cooling: 3. Set the temperature control to the
desired position. Additionally, each floor and the windshield with a small outlet can be
controlled to direct the amount directed to the side window air discharged from the outlet.
Select the Face Level mode. If the car is being driven in severe conditions such as dusty or
Classification of refrigerant 2. Amount of refrigerant 3. Classification of Compressor lubri- cant
Refer to chapter 8 for more detail location of the air conditioning refrig- erant label. Page
Automatic Heating And Air Conditioning Convenient features of your vehicle Automatic Heating
and Air To turn the automatic operation off, select any button of the following: Conditioning Mode selection button - Front windshield defroster button Press the button one more time to
deselect the front windshield defroster function. Conditioning 4. Set the air intake control to the
The heating and cooling system can outside fresh air position. Page Convenient features of
your vehicle Mode selection OAD The mode selection button controls the direction of the air
flow through the ventilation system. OADA Page Adjusting the driver and passen- Air intake
control Recirculated air position ger side temperature individually With the recirculated air
Press the "SYNC" button again to position selected, air operate the driver and passenger from
passenger side temperature individually. The compartment will button indicator will turn off. Set
the air intake control to the outside fresh air position as much as possible while driving. Set the
air intake control to the the air intake control to the recircu- outside fresh air position. Page ODH
The actual Air Conditioning refrigerant label in the vehicle may differ from the The air
conditioning system should illustration. Set the fan speed to the highest 1. Set the fan speed to
the highest OAD extreme right position. Page Defogging logic if equipped Manual climate
control system Automatic climate control system 1. Turn the ignition switch to the ON 1. Turn
the ignition switch to the ON To reduce the probability of fogging position. System, if equipped
Information If higher level of moisture are sensed in Such objects can be thrown from the holder
in the event of a sudden stop or an accident, possibly injuring the passengers in the vehicle. To
close the cover, push and release the lip of the cover forward and it will slowly close. For the
safety of the passengers, when the cover is closed, the cover locks if the vehicle shakes by
sudden If good contact is not made, Avoid electrical shocks. In this case, use an exclu- sive
charger of your device. Do not adjust the clock while driving, you may lose your This USB
charging terminal will not Page Clothes Hanger To avoid any personal injury. DO NOT overstretch the luggage net. DO NOT use the luggage net when the strap has visible signs of wear or
damage. Page How Vehicle Audio Works How Vehicle Audio Works This can be due to factors,
such as AM reception the distance from the radio station, FM reception closeness of other
strong radio sta- tions or the presence of buildings, bridges or other large obstructions in the
area. Staring at the screen for prolonged periods 2. Do not operate the audio severe shock or
impact. Other trademarks cables cannot be recognized. If you decide to continue service after
your trial, the subscription plan you choose will automatical- ly renew thereafter and you will be
charged according to your chosen payment method at then-current rates. Please consult with
lowest channel in the highlighted your Hyundai dealership. Info Information : [1] Button
category. Press A. RDM again to turn off. Information : [5] Button Display information of the
current song. Press the [MENU] button to turn off info display. Delete : [4] Button Deletes
currently playing file. Page Multimedia System 3. Only the call prompt is displayed which asks
to volume will operate. Randomly plays the files within the current folder. Random Off Cancels
random play to play tracks in sequential Random Off Cancels random play to play files in
sequential Commands available during My Music operation. Random Off Cancels random play
to play files in sequential Random Off When the desired item is highlighted, press the knob to
select it. Adjusts voice recognition volume. This menu is used to set the date. Select [Clock

Settings] Select [Calendar Settings] Adjust the number currently in focus Adjust the number
currently in focus to set the [hour] and press the TUNE to make the settings and press the knob
to set the [minute] and Page System Menu Prompt Feedback if equipped This feature is used to
change voice command feedback between Normal and Expert modes. All other marks, under
license. SiriusXM services channel names and logos are the Language Operation is subject to
the following two conditions : 1 This device may not cause harmful interference, and 2 this
device must accept any interference received, includ- ing interference that may cause undesired
operation. This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. Page Smart Cruise Control System Do not run the engine in an
enclosed area. If you are lowing precautions: drinking or taking drugs, don't Drinking or taking
drugs and driv The shift lever must be in the P Park position for auto- matic transmission
vehicles Electrical accessories are usable. Page Driving your vehicle Starting the engine Vehicle
with manual transmission: Information 1. Make sure the parking brake is the smart key is in the
vehicle. Start driving at moderate you can't start the engine normal- engine speeds. Page Using
the clutch Downshifting CAUTION clutch pedal should Down shift to a lower gear when
depressed all the way before: slowing down in heavy traffic or driv- To prevent unnecessary
wear or ing up a steep hill to prevent high - Starting the engine damage to the clutch: engine
loads. This is clutch and transmission: accelerating or shifting gears. The transmission will
automatically shift through a six-gear sequence, Use N Neutral if you need to restart providing
the best fuel economy and CAUTION a stalled engine, or if it is necessary Depress and hold the
brake pedal. Start the engine or place the igni- tion switch in the ON position. Page Disc Brakes
Wear Indicator Driving your vehicle Disc Brakes Wear Indicator Rear drum brakes Parking Brake
if equipped When your brake pads are worn and new pads are required, you will hear Your rear
drum brakes do not have a high pitched warning sound from wear indicators. If you depress the
tion do not start the An Anti-Lock Braking System accelerator pedal with the park Page ABS.
Page ABS warning light may injury or death, contact your Have the battery recharged before
illuminate. Restart the engine. Page ESC system. The 1. The system is on. Operating conditions
2. The driver must be cautious in the - When the vehicle in the next lane below situations,
because the sys- - If the vehicle has started at the moves two lanes away from you Have the
vehi- system. Rather, maintain a aged sensor or sensor cover. Page Detecting vehicles - The
vehicle in front does not have their rear lights properly turned The sensor may be limited when:
- The radar sensor or camera is - The outside brightness changes blocked with a foreign object
or suddenly, for example when enter- debris. Page Driving your vehicle Always keep your eyes
forward while driving upward or downward on a slope, and, if necessary, depress the brake
pedal to reduce your driving speed in order to maintain distance. Page Detecting pedestrians
The sensor may be limited when: - The pedestrian is not fully detected by the camera
recognition system, for example, if the pedestrian is leaning over or is not fully walking upright.
However, the driver should not solely rely on the system but always check the road condi- tions
when driving. Page If the driver still does not have their The LKAS system will not be in the
Information hands on the steering wheel after ENABLED state and the steering When the
system is turned on or right several seconds, the system will not wheel will not be assisted
when: after changing a lane, drive in the control the steering wheel and warn Have your vehicle
onds. The steering wheel will not be controlled. The driver may not feel the two conditions:
onset of the steering wheel control, because the Active LKA may be con To decrease Cruise
Control To temporarily accelerate with When the vehicle attains the speed the Cruise Control
ON desired speed, push the toggle Depress the accelerator pedal. When switch 1 down SET-.
Page Driving your vehicle To increase Smart Cruise Information Control set speed Vehicle
speed may decrease on an upward slope and increase on a down- ward slope. OAD 3. If this tem
checked. Page Driving your vehicle Lane changing Detecting vehicles A vehicle ahead cannot
be recog- nized correctly by the radar if any of following occurs: - When the vehicle is pointing
upwards due to overloading in the trunk - While the steering wheel is operat- - When driving to
one side of the lane - When driving on narrow lanes or on curves Page Information Radio
frequency radiation exposure information: This equipment complies with FCC radiation
exposure limits set forth for an uncontrolled environment. This equipment should be installed
and operated with minimum distance of 8 in. This transmitter must not be co-locat- ed or
operating in conjunction with any other antenna or transmitter. Here are before rocking the
vehicle. Page Winter Driving Information Some of the items you may want to uine HYUNDAI
parts and install the carry include tire chains, tow straps Do not install studded tires without tire
chain after reviewing the instruc Page Winter Precautions 0. If unavoidable, use a wire type
chain. If the lock is frozen internally, most auto parts outlets. Do not use If your vehicle is
equipped with a trailer, the combined weight includes the tongue load. Page Driving your
vehicle Cargo capacity 4. For example, if will increase or decrease depending Do not overload

the vehicle as the "XXX" Overloading your vehicle may If you carry items inside your cause
damage. If your the hazard flasher is on. Page Jump starting procedure Information Continued
1. Page 5. Connect the second jumper cable If engine coolant is running out under the vehicle
or steam is com- ing out from the hood, stop the engine. Page HOT. Hot coolant ing. If
overheating happens again, and steam may blow out under call an authorized HYUNDAI dealpressure, causing serious er for assistance. Page Tire Pressure Monitoring System What to do
in an emergency Tire Pressure Monitoring As an added safety feature, your Your vehicle has
also been equipped vehicle has been equipped with a tire with a TPMS malfunction indicator to
System pressure monitoring system TPMS indicate when the system is not that illuminates a
low tire pressure operating properly. You should stop Display with Position Indicator and check
your tires as soon as pos- 1. Page Indicator Check and adjust your will not be available. Have
the sys- tire pressures regularly before tem checked by an authorized driving to make sure your
vehi- HYUNDAI dealer as soon as possi- cle is operating at the correct ble. Page Follow these
steps to change your vehicle's tire: 1. Park on a level, firm surface. Press the hazard warning
flasher button. Page What to do in an emergency 9. Loosen the lug nuts with the wheel lug nut
wrench and remove them with your fingers. Remove the wheel from the studs and lay it flat on
the ground out of the way. Do not get under a vehicle that is Production date 6. The designated
locations under Page 9. Strictly follow specified sequence, otherwise the sealant may escape
under high pressure. Page Using the Tire Mobility Kit 1. Detach the speed restriction label 0
from the sealant bottle 1 , and place it in a highly visible place inside the vehicle such as on the
steering wheel to remind the driv- er not to drive too fast. If not, sealant may flow backward,
possibly clogging the filling hose. Page When you use the Tire Mobility ceed as follows. The
sealant on Switch on the compressor, posi- the tire pressure sensor and tion to [I]. Page
Removable Towing Hook Removable towing hook 3. If your vehicle is equipped with 4. Remove
the towing hook and a rollover sensor, place the igni- install the cover after use. Apply steady
cial tow truck service. Do not pull from the side or at a vertical angle. Page Maintenance
Maintenance Engine compartment Page Fuses Engine oil filler cap 2. Page Owner Maintenance
Block the tires front and formed by the owner or an author- Performing maintenance work back
to prevent the vehicle ized HYUNDAI dealer at the frequen- on a vehicle can be dangerous. Do
not mix other additives. Page 82, miles , km or months of additive is recommended. Page
Additives are available from First, 60, miles 96, km or 72 months your authorized HYUNDAI
dealer along with information on after every 15, miles 24, km or 24 months how to use them.
Refer to the chart below for the appropriate maintenance intervals. Page When a considerable
age. Have an authorized HYUNDAI more frequent oil and filter changes amount of foreign
substances are dealer replace any damaged or leak- are required. Page But in severe
conditions, schedule. Page Parking Brake Suspension Mounting Bolts Air Conditioning
Refrigerant Inspect the parking brake system Check the suspension connections Check the air
conditioning lines and including the parking brake pedal for looseness or damage. Retighten
connections for leakage and dam- and cables. Page Engine Coolant If the coolant level is low,
add enough distilled deionized water to bring the level to the F mark, but do not overfill. Page
For mixing percentage, refer to the Continued following table: Turn the engine off and wait until
the engine cools down. Mixture Percentage Ambient Use extreme care when remov- volume
Temperature ing the radiator cap. Stroke : 3 notch Washer fluid is harmful to humans and
animals. Loosen the air cleaner cover 3. Replace the air cleaner filter. OAD attaching clips and
open the cover. Otherwise, the climate con- trol effects may decrease, possi- bly with a noise.
Raise the wiper arm and slightly rotate the wiper blade assembly to expose the plastic locking
clip. Page Reset Features Dispose the battery according to your battery terminal. The outside
sooner if irregular wear develops. Page Wheel Replacement Regardless of the remaining tread
wear indicator bars on the tire. Page Tire Maintenance Maintenance Tire Maintenance Example
tire size designation: These numbers are provided as an In addition to proper inflation, correct
example only; your tire size designa- wheel alignment helps to decrease tor could vary
depending on your tire wear. If you find a tire is worn vehicle. Page Wheel size designation Tire
speed ratings 3. Checking tire life TIN : Tire Identification Number Wheels are also marked with
impor- The chart below lists many of the dif- tant information that you need if you ferent speed
ratings currently being Any tires that are over six years old, ever have to replace one. Page
Maintenance 4. Tire ply composition and 6. Maximum load rating Tread wear material The tread
wear grade is a compara- This number indicates the maximum tive rating based on the wear rate
of The number of layers or plies of rub- load in kilograms and pounds that the tire when tested
under controlled ber-coated fabric in the tire. Cords may be made from steel psi or kilopascals
kPa before a tire The amount of air inside the tire or other reinforcing materials. Page
Maintenance Pneumatic tire Radial Ply Tire Tread A mechanical device made of rubber, A
pneumatic tire in which the ply The portion of a tire that comes into chemicals, fabric and steel

or other cords that extend to the beads are contact with the road. It Radial-ply tires provide
improved Low aspect ratio tires, the aspect is very important to follow the tire tread life, road
hazard resistance and ratio is lower than 50, are provided rotation interval in this chapter to
smoother high speed ride. Page Fuses Normal Blown ing. If the replacement fuse blows, this
indicates an electrical problem. Blown Normal OLF Page Instrument Panel Fuse Replacement 7.
Push in a new fuse of the same rating, and make sure it fits tightly in the clips. OAD OAD If the
multi fuse is blown, it must be If the main fuse is blown, it must be removed as follows: removed
as follows: 1. Information Not all fuse panel descriptions in this manual may be applicable to
your vehicle; Information Not all fuse panel descriptions in this manual may be applicable to
your vehicle; the information is accurate at the time of printing. Page Light Bulbs If the water
leaks into the lamp to prevent possible electric bulb circuitry, have your vehicle shock. If signal
lamp and side marker the bulbs are lit, avoid contact with Type A â€” Standard type liquids.
Open the hood. Disconnect the negative battery 1. Install the socket in the assembly by aligning
the tabs on the socket with the slots in the assembly. If the bulbs are lit, avoid contact with
liquids. Residual oil may cause the bulb to overheat and burst when lit. Page 7. Push the socket
into the assembly The headlamp aiming should be and turn the socket clockwise. OAD Turn
signal lamp 1. Disconnect the negative battery cable. LED lamps do not have replaceable bulbs.
So HID lamps are estimated by the man- if you need to have your vehicle dis Install the
headlamp bulb cover by turning it clockwise. Loosen the assembly retaining 4. Remove the rear
combination light OAD nuts. Open the trunk lid. Remove the service cover by pulling out the
service cover. Remove the socket from the Disconnect the connector and 4. Take the light
assembly out. Open the trunk. Loosen the retaining screw of the trunk lid cover and then
remove the cover. Remove the bulb from the socket License plate light bulb by pressing it in
and rotating it replacement counterclockwise until the tabs on the bulb align with the slots in
the socket. Pull the bulb out of the socket. Remove the bulb by pulling it straight out. In such
conditions, of the highest quality. However, this is This creates a The best way to prevent
corrosion is and other areas that are hidden favorable environment for corrosion. Page Interior
Care Interior Care Cleaning the upholstery and Cleaning the seat belt webbing interior trim
Clean the belt webbing with any mild Interior general precautions soap solution recommended
for Vinyl Prevent caustic solutions such as cleaning upholstery or carpet. Follow Remove dust
and loose dirt from perfume and cosmetic oil, from con- the
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instructions provided with the vinyl with a whisk broom or vacuum When the engine is with
other exhaust fumes. Page All converter and to your vehicle, take inspections and adjustments
the following precautions: must be made by an author- ized HYUNDAI dealer. Page 1. Page
Recommended SAE viscosity Engine oil viscosity thickness has Using oils of any viscosity
other than an effect on fuel economy and cold those recommended could result in number
weather operating engine start and engine damage. Department of Transportation. Page Index
Page Appearance Care Index What to expect after an air bag inflates Page Automatic climate
control system Page Exterior Overview Index Exhaust emission control system F-6 Gauges
Page Index Headlamp position Page Maintenance services Page Index Do not lie down Page
Side air bags Page Warnings and indicator lights Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL.

