57 thunderbird wiring diagram

You could be a technician that intends to seek referrals or solve existing problems. Or you are a
student, or perhaps even you who simply want to know regarding Wiring Diagram For Ford
Thunderbird. Whatever you are, we try to bring the web content that matches exactly what you
are seeking. You might originate from an online search engine, after that find this web site. This
subject is a great deal of people browsing on the web, as a result we collect pictures from
different reputable resources and comprehend in their area. The results of the gathering are
published on this internet site. Below are a few of the leading drawings we get from different
sources, we wish these photos will certainly serve to you, as well as with any luck extremely
relevant to just what you desire regarding the Wiring Diagram For Ford Thunderbird is. This
picture we have filtered from great create the best picture, however exactly what do you
believe? We wish to make a site helpful for lots of people. If the photo over is not very clear,
please click the photo you wish to expand, after that you will certainly be taken to an additional
web page to present a clearer and larger picture, you will also be presented info from gambvar.
At the bottom of this web site there is likewise a Wiring Diagram For Ford Thunderbird picture
gallery, if the picture over is inadequate for you. Tags: wiring diagram ford thunderbird. Toggle
navigation. Vw Buggy Engine. This pictorial diagram shows us a physical connection that is
much easier to understand in an electrical circuit or system. An electrical diagram can indicate
all the interconnections, indicating their relative positions. The use of this Array can be
positively recognized in a production project or in solving electrical problems. This can prevent
a lot of damage that even derail electrical plans. The layout facilitates communication between
electrical engineers designing electrical circuits and implementing them. The pictures are also
helpful in making repairs. It shows whether the installation has been appropriately designed and
implemented while confirming the safety regulators. A usually gives information about the
relative position and arrangement of devices and terminals on the devices, to help in building or
servicing the device. This is unlike a schematic diagram, where the arrangement of the
components interconnections on the diagram usually does not correspond to the components
physical locations in the finished device. A pictorial would show more detail of the physical
appearance, whereas a wiring diagram uses a more symbolic notation to emphasize
interconnections over physical appearance. Wiring Diagram For 57 Thunderbird show the
circuit flow with its impression rather than a genuine representation. They only provide general
information and cannot be used to repair or examine a circuit. The functions of different
equipment used within the circuit get presented with the help of a schematic diagram whose
symbols generally include vertical and horizontal lines. However, these lines are known to show
the flow of the system rather than its wires. A represents the original and physical layout of
electrical interconnections. Wiring on the picture with different symbols shows the exact
location of equipment in the whole circuit. Its components are shown by the pictorial to be
easily identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. Wiring Diagram For 57 Thunderbird The layout facilitates communication
between electrical engineers designing electrical circuits and implementing them. ITWiring
Diagram Database - biennaleangelogarofalo. ITBridal Stylist. ITPiero Gabrielli. Related Wiring
Diagram For 57 Thunderbird. By Mark Rodgers , March 8, in Technical. I am trying to find back
up lights and the neutral starting switch on an automatic trans. The switch and fuse locations
would help. No back up lights. I'm trying to get some ducks in a row before starting. I see a
switch on the trans linkage with 4 wires on it. There is no voltage to any of the wires no matter
of the key or shifter position but it does start in neutral. I can't remember if the '57 is the same
as the '56, but on the '57 little bird - the reverse lights only operate when the headlight circuit is
operating. Thanks, that info we did have. I can order prints online but all the books I've looked
at skip over some T-bird info and I'm thinking the online ones might too. The Old Car Manual
project has the '57 T-Bird wiring diagram online but no the '56 maybe that will help. You might
also try your local library's reference section to see if they have a copy of Mitchell's automotive
wiring diagrams that goes back that far. I was told I probably won't find it on a print it was an
option maybe but I did get an answer from a Tbird guy. Thanks for the help. Do you still need it?
You need to be a member in order to leave a comment. Sign up for a new account in our
community. It's easy! Already have an account? Sign in here. Recommended Posts. Mark
Rodgers 10 Posted March 8, Posted March 8, Thanks, Mark. Link to post Share on other sites.
What problems are you having? Silly design, I know. Posted March 10, edited. Mark Rodgers 10
Posted March 10, Posted March 10, Posted March 14, Billb42 10 Posted February 15, Posted
February 15, I'd love to have a copy of this diagram, I can't find it anywhere billb42 goeaston.
Create an account or sign in to comment You need to be a member in order to leave a comment
Create an account Sign up for a new account in our community. Register a new account. Sign in
Already have an account? Sign In Now. Followers 0. Go to topic listing. Sign In Sign Up. Skip to

main content. Email to friends Share on Facebook - opens in a new window or tab Share on
Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add
to Watchlist. This listing has ended. The seller has relisted this item or one like this. Ships to:.
This amount is subject to change until you make payment. For additional information, see the
Global Shipping Program terms and conditions - opens in a new window or tab This amount
includes applicable customs duties, taxes, brokerage and other fees. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab.
Estimated Delivery within business days. Estimated delivery dates - opens in a new window or
tab include seller's handling time, origin ZIP Code, destination ZIP Code and time of acceptance
and will depend on shipping service selected and receipt of cleared payment - opens in a new
window or tab. Delivery times may vary, especially during peak periods. Visit store. Start of add
to list layer. Add to Watchlist Add to wish list. Sign in for more lists. Feb 20, PST. Shipping help
- opens a layer International Shipping - items may be subject to customs processing depending
on the item's customs value. Your country's customs office can offer more details, or visit
eBay's page on international trade. Seller's other items. Similar sponsored items. Showing Slide
1 of 2 - Carousel. Seller assumes all responsibility for this listing. Item specifics Condition: New.
This manual is 9x12 and contains the Wiring Schematics for this car. The information for this
was received from Factory schematics so they are accurate as you can ask for. Very nice
reference piece, Feel free to Ask any questions, Be sure to check my other auctions for many
other Automotive Literature and Collectible goodies. Please be sure to include a note with your
payment with the information necessary to process your order Clear to read ship to address
and an ebay item title or item number. Shipping We ship within the US or Internationally. We are
always happy to bundle shipments so feel free to email us if your bidding on - or planning on
bidding on several items. We are fine to wait until you are done "shopping". Delivery Items ship
anywhere from days from when payment is received. We always try to keep it quick as possible
however we travel espically in September and April so please bear with those times. Anytime an
item is a specific rush please contact us and we can go over all other shipping options and even
try to process your order quicker for you. Please contact us for a Return Authorization Number
ahead of returning the item. List your items fast and easy and manage your active items. Back
to home page Return to top. Back to home page. Listed in category:. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab Add to Watchlist. Condition: New. Ended:
Feb 20, PST. Sellers declare the item's customs value and must comply with customs
declaration laws. As the buyer, you should be aware of possible: - delays from customs
inspection. Seller: vintageautoliterature Seller's other items. Summary of My Selling Policies.
We accept Paypal Payments to. We ship within the US or Internationally. Items ship anywhere
from days from when payment is received. Items can be returned for any reason within 30 days
of the auction end date. We love emails for any contact, We almost every day out of the year are
here answering your requests, inquiries and questions. You can follow of the wiring in your
vehicle from bumper to bumper. Color laminated wiring schematics and diagrams for restoring
and maintaining classic amc american motors buick cadillac chevy chrysler dodge ford griffith
jaguar mercury oldsmobile opel plymouth pontiac studebaker triumph volvo cars and trucks.
Wiring diagram for sony car stereo the and cdx 28 images wiring diagram for sony car stereo
the wiring diagram sony car cd player wiring diagram wiring diagram and sony car stereo
schematics misc wiring diagram for sony radio detoxme info an vw type 3 wiring diagrams in vw
diagram in vw passat wiring diagram see more. Welcome to our website we try to bring you
relevant images to what you are looking for about ford t bird wiring diagram freetherefore we
present the picture gallery below. Save ford wiring diagram to get e mail alerts and updates on
your ebay feed. Restoration parts source clawiter road hayward ca phone. Rear axle and drive
train. Cooling system and grill. Posted by john yarbro on 22nd nov the. Although the schematic
is in black and white the color of each wire is noted. It will help you to understand connector
configurations and locate identify circuits relays and grounds. Ford fairlane mainline
customline all wiring diagrams schematics manual. Wheels and wheel covers. This is a reprint
of the wiring diagram printed by ford motor co. Many wiring diagrams are posted on the net but
not the 55 ford diagrams they are a tough find. Thunderbird Wiring Diagram Wiring Diagram.
Wrg T Bird Wiring Diagram. Thunderbird Technical Resource Library. Chevy Color Laminated
Wiring Diagram Ford Diagrams. Thunderbird Ranch Diagrams Page. Share this post. Newer Post
Older Post Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah
Artikel. About Contact Privacy Policy Disclaimer. Back to Forums. Please be cognizant of the
possible dangers that liquids, tools, and other things can present when using them. A case in
point is what happened to Alexander one day while working on his T-bird. Fox in the May
Skinned Knuckles, pp. It is not for our Tbirds. See below. John's is provocatively decorated It is

less expensive and some say better. Some of us are using the metal shrouds early 60's
Galaxies, which also had FE motors. They require some modification for mounting onto the
TBird engine compartment, but not a lot. Check this out! He should be able to tell you which
parts you need and how to do it. Please check there for company and contact information.
Check it out. Not the Registration Form link. Automotive Mile Posts Thunderbird Production
Numbers Thunderbird Specifications Thunderbird Exterior Paint Colors Thunderbird Interior
Trim Thunderbird Standard Equipment Thunderbird Optional Equipment Decoding Casting
Numbers The location of all the casting numbers can be found in the current version of VTCI's
concourse rules. The rules also decode the dates. Tom's email address: tpls63"at sign" msn.
Check it out! Boyer Taylor Publishing Co. Lots of great information! Bob has great TBird hats
for sale, too! Here you have the chance to see rare video clips of Alexander driving the Retro
Bird. Quick Links. See also: Manual. Table of Contents. Automobile Ford Thunderbird Shop
Manual 63 pages. It is dedication to learning what you want, determination to develop the right
concept, and execution of that concept with care, precision, and attention to detail. Page 5 This
guide describes equipment and gives specifications for equipment that was in effect when this
guide was approved for printing. Ford may discontinue models or change specifications or
design without any notice and without incurring obligation. There are several Ford ESP plans
available in various time-and-mileage combinations. Each plan can be tailored to fit your own
driving needs, including reimbursement benefits for towing and rental. Page 9 The break-in
period for new brake linings lasts for miles km of city driving or 1, miles 1, km of highway
driving. Use only the type of engine oil that Ford recommends. See Engine oil recommendations
in the Index. Page 11 The instrument panel dashboard on your vehicle is divided into several
different sections. The illustrations on the following pages show the major parts of the
instrument panel that are described in this chapter. Some items shown may not be on all
vehicles. In your vehicle, the warning lights and gauges are grouped together on the instrument
panel. Page 13 The Mechanical Cluster The following warning lights and gauges are on the
mechanical cluster. All of the warning lights and gauges alert you to possible problems with
your vehicle. Some of the lights listed are optional. The following sections detail what each of
these indicators means. If it remains on for longer than five seconds, you should shut off your
engine and restart. If the anti-lock brake light stays on, this indicates that the anti-lock feature is
disabled and should receive immediate attention by a qualified service technician. Page 15
RWARNING If the anti-lock brake system warning light remains on or comes on while driving,
have the braking system checked by a qualified service technician as soon as possible. NOTE:
If a fault occurs in the anti-lock system, and the brake warning light is not lit, the anti-lock
system is disabled but normal brake function remains operational. Page 16 If the light fails to
illuminate, continues to flash, remains on, or you hear a beeping sound, have the system
serviced at your Ford or Lincoln-Mercury dealer immediately. The air bag readiness light Low
Coolant Light Page 17 The low coolant light Charging System Light This light indicates that
your battery is not being charged and that you need to have the electrical system checked.
When the light is on, the transmission will not shift into overdrive. Page 19 High Beam Light
This light illuminates when the headlamps are turned to high beam or when you flash the lights.
It will also illuminate when the ignition key is in the ON position and the engine is off. Page 20
This light is used when you set the anti-theft alarm system. Turn Signal Indicator Lights The
turn signal arrow will flash to indicate the direction in which you are going to be turning. The
turn signal indicator light Cruise Control Indicator Light This light comes on when the cruise
control It glows when the key is in the ON position. The door ajar light Engine Oil Pressure Light
This light indicates the engine oil pressure, not the oil level. Page 22 3. If you do not follow
these instructions, you or others could be injured. To assure an accurate reading, your vehicle
should be on level ground. Page 23 Washer Fluid Low Light This light comes on if the reservoir
is less than a quarter full when you turn on the windshield washers. The washer fluid low light
Fuel Gauge The fuel gauge The fuel gauge displays approximately how much fuel is in the fuel
tank only when the ignition switch is ON. Engine Coolant Temperature Gauge This gauge
indicates the temperature of the engine coolant, not the coolant level. If the coolant is not at its
proper level or mixture, the gauge indication will not be accurate. Page 25 If your engine
overheats: 1. Pull off the road as soon as safely possible. Turn off the engine. Let the engine
cool. Check the coolant level following the instructions on checking and adding coolant to your
engine, see Engine Coolant in the Index. Page 26 Trip Odometer If you want to track your
mileage up to Simply set the trip odometer to zero by pressing the reset control firmly when
beginning the distance you wish to measure. Since the trip odometer displays distance
independent of the odometer it will not always advance to the next mile kilometer at the same
time as the odometer. Also, some of the knobs Page 29 How to tune radio stations There are
four ways for you to tune in a particular station. Press the bottom b half of the button to select

the next listenable station down the frequency band. Page 31 Follow the easy steps below to set
these buttons to the desired frequencies: 1. Select a band, then select a frequency. Press one of
the memory preset buttons and hold the button until the sound returns. That station is now held
in memory on that button. Page 32 momentarily on the stations being set into the memory
buttons. NOTE: If there are fewer than five strong stations in the frequency band, the remaining
unfilled buttons will store the last strong station detected on the band. Page 33 left to right,
front to rear. The player operates when the power is on and a disc is inserted label side up.
Page 34 The digital display on your CD player will either show the track selection number or the
elapsed time. The display mode can be selected by pressing the memory preset button 6. Page
36 sound during fast forward or reverse. When you have reached the beginning of track 1, the
CD player will begin playing. Press it again to turn it off. Page 41 Setting the Station Memory
Preset buttons Your radio is equipped with 6 station memory buttons. Follow the easy steps
below to set these buttons to the desired frequencies: 1. Page 42 Speaker features and
operation Adjusting speaker balance Balance control allows you to adjust the sound
distribution between the right and left speakers. Page 43 How to locate a desired track on the
tape NOTE: The tape track or side number indicated in the display does not necessarily
correspond to the tape track or side number on the cassette label. It is used only to indicate
when the tape mechanism reverses tracks. Then, push the appropriate fast-wind button,
depending upon the direction of the tape travel arrow in the display. For example, if the tape
travel arrow is pointing to the left, push the left h button to rewind to the beginning of the
current selection. Page 45 In order to keep your cassette tape player performing the way it was
meant to, read and follow these simple precautions: Using a Ford Cassette Cleaning Cartridge
or equivalent to clean the tape player head after hours of play will help maintain the best
playback sound and proper tape operation. Page 46 Protect cassettes from exposure to direct
sunlight, high humidity and extreme heat or cold. If they are exposed to extreme conditions,
allow them to reach a moderate temperature before playing. If a tape is loose inside the
cassette, tighten it before playing by putting your finger or a pencil into one of the holes and
turning the hub until the tape is tight. Auto Memory Load sets all memory buttons in AM, FM1
and FM2 sequentially by seeking out the first six strong stations for the respective band and
storing them in memory Page 53 Adjusting speaker fader Fade control allows you to adjust the
sound distribution between the front and rear speakers. Page 54 How to locate a desired track
on the tape There are four ways to quickly locate a desired selection on the tape. Following are
brief descriptions of each. Page 57 In order to keep your cassette tape player performing the
way it was meant to, read and follow these simple precautions: Using a Ford Cassette Cleaning
Cartridge or equivalent to clean the tape player head after hours of play will help maintain the
best playback sound and proper tape operation. Page 58 Common Radio Reception Conditions
Several conditions prevent FM reception from being completely clear and noise-free, such as
the following: 1. The listenable range of an average FM signal is approximately 25 miles 40
kilometers. This feature automatically switches a weak stereo signal to a clearer monaural
signal, which improves the quality of reception. Several sources of static are normal conditions
on AM frequencies. Page 60 Ask your dealer for a copy of this limited warranty. Service At Ford,
we stand behind our audio systems with a comprehensive service and repair program. If
anything should go wrong with your Ford audio system, return to your dealer for service. Page
Controls And Features Controls and Features The main controls for the climate control system,
clock, and radio are on the instrument panel. NOTE: Any cleaner or polish that increases the
gloss shine of the upper part of the instrument panel should be avoided. The dull finish in this
area is to help protect the driver from undesirable windshield reflection. Temperature and fan
speed can be adjusted as desired. The discharge air temperature and fan speed will be
automatically controlled to bring the vehicle to the desired set temperature, as fast as possible,
and then gradually be changed to Press the control once to raise the displayed temperature one
degree. As the vehicle interior cools down, the discharge air temperature and fan speed will
automatically and gradually be changed to maintain the set temperature with airflow from the
instrument panel registers. Page Rear Window Defroster Rear Window Defroster If equipped
The defroster for the rear window clears frost, fog, or thin ice from both the inside and outside
of the rear window. The control for the rear window defroster is located on the lower right side
of the instrument panel, just left of the climate control panel. Page 70 Turning On the Exterior
Lights To turn on the headlamps, parking lamps, side markers, license plate lamps and tail
lamps, use the rotary knob that is to the left of the steering wheel. The knob that controls the
headlamps and parking lamps shown with autolamp feature â€” Page 71 Chime for headlamps
on This chime sounds if the driver or any passenger door is open when the parking lamps or
headlamps are on. The chime sounds until you close the door, turn off the lamps or turn the
ignition to the ON position. Page 72 3. Find the autolamp thumbwheel to the right of the panel

dim thumbwheel. The autolamp automatically turns the lamps on and off for you. Do not put any
articles on top of the photocell that is located in the top right corner of the instrument panel.
Page 73 Turn the thumbwheel down to dim the instrument panel light and up to brighten. Turn
thumbwheel fully upward to turn on interior lights. The thumbwheel controls the light on the
instrument panel and the interior light Clock The digital clock 1. Page 74 2. To set the minutes,
press and hold the M button. When the desired minute appears, release the button. Using the
Remote Control for the Trunk If equipped With the ignition switch in the ON or ACC position,
you can use the remote control under your console armrest to unlock and open the trunk. Page
75 LOCK locks the steering wheel. It also locks the automatic transmission gearshift lever.
LOCK is the only position that allows you to remove the key. The LOCK feature helps to protect
your vehicle from theft. OFF allows you to shut off the engine and all accessories without
locking the steering wheel or the automatic transmission gearshift lever. Turn off the ignition
whenever you leave your vehicle. The Turn Signal Lever You can use the turn signal lever on
the left side of the steering column to: operate the turn signals Move it down to signal a left
turn. The corresponding indicator light in the instrument cluster will flash. If the turn signal
stays on after you turn, move the lever back to the center off position. For lane changes, move
the lever far enough to signal but not to latch. Page 78 HI, LO, or the interval setting selected. If
the washer does not work, check the washer fluid level and fill it if it is low. See the Maintenance
and Care chapter. If there is enough fluid, consult your nearest Ford or Lincoln-Mercury dealer.
Page 79 Do not try to clean the windshield when the washer fluid container is empty or activate
the washers at any time for more than 15 seconds continuously. This could damage the washer
pump system. Page 80 Horn To sound the horn, push the center pad area of the steering wheel.
The horn on the steering wheel The lever to tilt the steering wheel To change the position of the
steering wheel, pull the release lever on the column toward you. Tip the steering wheel to the
desired position. Release the lever to lock the steering wheel in place. Once speed control is
switched off, the previously programmed set speed will be erased. Page 83 Speed control
cannot reduce the vehicle speed if it increases above the set speed on a downhill. If your
vehicle speed is faster than the set speed while driving on a downhill in Overdrive, you may
want to shift to the next lower gear to reduce your vehicle speed. Release the switch when the
desired vehicle speed is reached. Each press will decrease the set speed by 1 mph 1. Depress
the brake pedal. Page 85 Map lamp with optional moon roof Front seat map and dome lamps
without optional moon roof The dual beam map lamps are located on each side of the dome
lamp. Each map lamp can be turned on by the switches on the lamp. Page 86 Moon Roof If
equipped You can move the moon roof back to open the glass panel, or you can tilt it up to
ventilate the vehicle. The rocker type control is used to open and close the moon roof. You must
press and hold the control until the desired position is reached. Page 87 The moon roof has an
express open feature. To open the moon roof, press and release the rear portion of the control.
The glass panel will move to the full open position and stop. To stop the glass at a partially
open position, press the control again while the glass is moving. Page Sun Visors Sliding Shade
The moon roof has a sliding shade that you can manually open or close to block the sun when
the glass panel is shut. To close the sliding shade, pull the shade toward the front of the
vehicle. The shade automatically opens and locks when the moon roof is opened. Page 89
Doors Power Door Locks If equipped If your vehicle has power door locks, the controls to lock
the doors are on the trim panel of the front door. When you close the doors after you set the
door locks, the doors remain locked. Do not clean the housing or glass of any mirror with harsh
abrasives, fuel or other petroleum-based cleaning products. Select the right or left mirror by
moving the selector switch to R or L. Move the knob in the direction you want to move the
mirror. This mirror gives you a wider view of the lanes on your right and behind you. The
positive location floor mat hook Anti-Theft Alarm System If equipped Page 95 disable the
starting circuit to prevent the vehicle from being started To tell the difference between a PANIC
alarm and a triggered Anti-theft alarm: only the Anti-Theft alarm will cause the alarm indicator
lamp located in the instrument cluster to flash on and off. Page 96 4. Close all doors. The alarm
indicator light will then remain on steadily for approximately 30 seconds and then go out. When
the light goes out, the system is armed. NOTE: Be sure to close all doors completely. If not, the
alarm indicator light will remain on. Page Remote Entry System Triggering the Alarm System
The armed system will be triggered if: any door is opened without disarming the system first
see previous paragraphs the trunk lock cylinder is removed NOTE: You can open the trunk with
your key without setting off the alarm. Page 98 The system will work with up to four
transmitters. Your vehicle came with two transmitters. Additional transmitters can be ordered
from your dealer. The remote entry features only operate with the ignition in the OFF position.
Page 99 Replacement batteries can be purchased at most pharmacies, watch stores or at your
Ford or Lincoln-Mercury dealer. NOTE: The operating range of the remote entry system can also

be affected by Page Replacing the batteries The transmitter can be snapped apart to replace the
batteries by twisting a thin coin between the two halves of the transmitter. Page Seating and
Safety Restraints Seats Head Restraints If you use them properly, head restraints will help
protect your head and neck in a collision. A head restraint helps protect you best if you position
it behind your head and not behind your neck. Page Adjusting Manual Seats In the front seats,
you can move the whole seat forward or backward or tilt the back of the seat forward or
backward. To move the seats forward or backward: 1. Find the adjustment bar underneath the
front part of the seat. Seatback Recline Front seatback release levers It is not necessary to use
the emergency seatback release lever for rear seat entry or exit. Keep floor area free of objects
that would prevent proper seat engagement. Never attempt to adjust the seat while the vehicle
is in motion. Using the Power Seats If equipped If your vehicle has power seats, you can adjust
them in several directions. To enter the rear seat: 1. Rotate the safety belt boot rearward. Enter
the rear seat in front of the safety belt. Page Instrumentation Always drive and ride with your
seatback upright and the lap belt snug and low across the hips. Safety belt assemblies The
passenger cannot protect the child from injury in a collision. Page Fastening the front seat
combination lap and shoulder belt Fastening the rear seat combination lap and shoulder belt
NOTE: Be sure to read and understand Important Safety Belt Information in this chapter. Page
To switch the retractor from the emergency locking mode to the automatic locking mode,
perform the following steps: 1. Grasp the shoulder portion of the belt and pull downward until
all of the belt is extracted and, when allowed to retract, a clicking sound is heard. Page Before
you can reach and latch a combination lap and shoulder belt having a cinch tongue into the
buckle, you may have to lengthen the lap belt portion of it. To lengthen the lap belt, pull some
webbing out of the shoulder belt retractor. While holding the webbing below the tongue, grasp
the tip metal portion of the tongue so that it is parallel to the webbing and slide the Page To
fasten a cinch tongue, pull the combination lap and shoulder belt from the retractor so that the
shoulder belt portion of the safety belt crosses your shoulder and chest. Be sure the belt is not
twisted. If the belt is twisted remove the twist. Page 2. While the belt retracts, guide the tongue
to its stowed position. If you do not guide the tongue, it may strike you or part of the vehicle.
Page Unfastening center rear seat lap belt Safety Belt Extension Assembly For some people, the
safety belt may be too short even when it is fully extended. You can add about eight inches 20
cm to the belt length with a safety belt extension assembly part number C Page Safety Belt
Maintenance slide bar if equipped , child safety seat tether bracket assemblies if equipped , and
attaching hardware, should be inspected after any collision. Ford recommends that all safety
belt assemblies used in vehicles involved in a collision be replaced. However, if the collision
See your Ford or Lincoln-Mercury dealer. The system is designed to function on a one-time-only
basis. If the air bag is not replaced, this will increase the risk of injury in a subsequent collision.
Unless serviced, the system may not function properly in the event of a collision. Never secure
rear-facing infant seats in the front seat. Safety Seats for Children Use a safety seat that is
recommended for the size and weight of the child. An unsecured safety seat could also injure
other passengers. Pull down on shoulder belt, then grasp shoulder belt and lap belt together.
See Figure 1. Pulling out belt webbing Page 3. See Figure 2. Be sure that the belt webbing is not
twisted. Page 4. Insert the belt tongue into the buckle for that seating position until you hear
and feel the latch engage. See Figure 3. Make sure tongue is latched securely to buckle by
pulling on tongue. Buckling the belt Page 5. Grasp the shoulder portion of the belt and pull
downward until all of the belt is extracted and a click is heard. At this time, the retractor is in the
automatic locking mode child seat restraint mode. Page Allowing shoulder belt to retract
Removing slack from belt Page 7. Before placing the child in the child seat, forcibly tilt the seat
from side to side, and tug it forward to make sure that the seat is securely held in place. See
Figure 7. Checking that the seat is secure Page 8. Double check that the retractor is in the
automatic locking mode. Try to pull more belt out of the retractor. If you cannot, the belt is in the
automatic locking mode. See Figure 8. Checking the retractor 9. Check to make sure that the
child seat is properly secured prior to each use. Page Installing Child Safety Seats in the Rear
Outboard Seating Positions Your rear outboard seating positions are equipped with a cinch
tongue on the safety belts. Use the following procedure for installing a child safety seat in these
locations. Grasp the belt webbing below the tongue and pull as much of the belt out of the
retractor as possible. With your other hand, grasp the tip metal portion of the tongue not the
cover and slide the tongue up the webbing as far as it will go. Release the tongue, but do not let
go of the lap portion of the belt webbing. Insert the belt tongue into the proper buckle for that
seating position until you hear a snap and feel it latch. Make sure the tongue is securely latched
to the buckle by pulling on the tongue. Page 6. Push down on the child seat and pull up on the
shoulder belt portion to tighten the lap belt portion of the combination lap and shoulder belt.
See Figure 4. See Figure 5. Page 9. The shoulder belt must be snug to keep the lap belt tight

during a collision. Page Tether anchor hardware kits Part number D74 , including instructions,
may be obtained at no charge from any Ford or Lincoln-Mercury dealer. All vehicles built for
sale in Canada include a tether anchor hardware kit. Safety Belts for Children Children who are
too large for child safety seats should always wear safety belts. Page To improve the fit of lap
and shoulder belts on children who have outgrown child safety seats, Ford recommends use of
a belt-positioning booster seat that is labelled as conforming to all Federal motor vehicle safety
standards. Page Starting Your Vehicle Starting Fuel-Injected Engines When starting a
fuel-injected engine, the most important thing to remember is to avoid pressing down on the
accelerator before or during starting. Only use the accelerator when you have problems getting
your vehicle started. See Starting Your Engine in this chapter for details about when to use the
accelerator while you start your vehicle. Page Before you start your vehicle, you should test the
warning lights on the instrument panel to make sure that they work. Refer to the
Instrumentation chapter. Starting Your Engine To start your engine: 1. Follow the steps under
Preparing to Start Your Vehicle at the beginning of this section. If the engine does not start
within five 5 seconds on the first try, turn the key to the OFF position. These faster engine
speeds will make your vehicle move slightly faster than its normal idle speed. It should,
however, slow down after a short time. Page To turn the heater on, simply plug it into a
grounded volt outlet. Ford recommends that you use a volt circuit that is protected by a ground
fault circuit interrupter. Page Have the exhaust and body ventilation systems checked
whenever: your vehicle is raised for service the sound of the exhaust system changes your
vehicle has been damaged in a collision Improve your ventilation by keeping all air inlet vents
clear of snow, leaves, and other debris. If the engine is idling while you are stopped in an open
area for long periods of time, open the windows at least one inch 2. Page Driving Brakes
Applying the Brakes Braking non ABS models Your vehicle has standard power front disc
brakes and rear drum brakes, anti-lock disc brakes on all four wheels are optional. They adjust
automatically as the brake pads or linings wear down. Apply the brake pedal gradually. Page To
set the parking brake while parking your vehicle, apply the brake pedal with your right foot and
hold it while you push the parking brake down firmly with your left foot. The brake system
warning light will glow. They may not be working properly. The parking brake system is
designed for static parking only and is not designed to stop a moving vehicle, but you can use
the parking brake to stop your vehicle in an emergency if the normal brakes fail. This system
helps prevent wheel spin in order to improve tire traction and is an especially useful feature
when you drive in hilly areas or on slippery, icy or snowy roads. Page Steering Your Vehicle
During the Traction Assist function, which most often occurs during low speed acceleration on
slippery surfaces, a noise may be heard coming from the engine compartment. This noise is
created by the ABS pump and is normal and may last for a few seconds during the acceleration
of the vehicle. Page Never hold the steering wheel to the extreme right or left for more than five
seconds if the engine is running. This can damage the power steering pump. Page Your vehicle
is equipped with a Brake Shift Interlock safety feature. This feature prevents the gearshift from
being moved from the P Park position until the brake pedal is depressed. This feature is active
when the ignition is in the ON position. Page The positions of the console-mounted gearshift
Once the gearshift is secure in the desired position, release the brake pedal and use the
accelerator as necessary. R Reverse With the gearshift in the R Reverse position, the vehicle
will move backward. You should always come to a complete stop before shifting into or out of R
Reverse. You can put the gearshift lever in any of the several positions. Page However,
Overdrive also shifts into a fourth gear â€”an overdrive gear â€” when your vehicle cruises at
an appropriate consistent speed for any length of time. This fourth gear will increase your fuel
economy when you travel at cruising speeds. When to use D Overdrive â€” You can tell a
console-mounted gearshift is securely latched in P Park if the lever is adjacent to the P Park and
you cannot move it without pushing in the thumb button. Page Trailer Towing Trailer Towing
Your vehicle does not come from the factory fully equipped to tow. Because towing a trailer
puts extra strain on your vehicle, you must follow certain Page If you are not certain that you
are using the right equipment in the proper manner, see your Ford or Lincoln-Mercury dealer.
The bumper is not designed to Using the hitch Your vehicle uses a load carrying hitch. Be sure
to follow their instructions carefully. This will also give the engine more power going up hills
and better engine braking going down hills. If you use the speed control while you are towing
on very long, steep grades, the speed control may shut off. Servicing Your Vehicle If You Tow If
you tow a trailer for a long distance, your vehicle will need to be serviced more frequently Page
Consider using one of the lower gears. Page High water Do not drive through flooded areas
unless you are sure that the water is below the bottom of the wheel rims. If you must drive
through high water, drive slowly. You may have limited traction or wet brakes, so allow extra
stopping distance because your vehicle will not stop as quickly as usual. The flashers work for

up to two hours when the battery is fully charged and in good condition without draining the
battery excessively. If the flashers run for longer than two hours or if the battery is not fully
charged, the battery can be drained. Page The instrument panel fuse panel location The
instrument panel fuse panel Page These, like fuses, open when the circuit load exceeds their
amperage rating. High current fuses may be purchased from your Ford or Lincoln-Mercury
dealer. The high current fuse panel is located in the engine compartment on the left-hand fender
apron. Page The high current fuse panel Page The high current fuses and relays Page Checking
and Replacing Fuses If you need to check a fuse, follow these steps: 1. Find the fuse panel
underneath the instrument panel, to the left of the steering column. Check the fuse to see if it is
blown. Look through the clear side of the fuse to see if the metal wire inside is separated. Page
The side view of a fuse 3. Replace the fuse with one that has the right amperage rating. See the
following chart. To remove the fuse use the pulling tool attached to the inside cover of the fuse
panel. There are also four spare fuses attached to the cover. Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. Close the cover. Even
after you replace a fuse, it may continue to blow if you do not find what caused the overload.
The shut-off switch is a device intended to stop the fuel system when your vehicle has been
involved in a substantial jolt. Page Changing A Tire If your engine cranks but does not start
after a collision or substantial jolt: 1. Turn the ignition key to the OFF position. Check under the
vehicle for leaking fuel. If you do not see or smell fuel, push the red reset button down. Page
NOTE: Extended use of other than conventional spare tires on a Traction-Lok rear axle could
result in a permanent reduction in effectiveness. This loss of effectiveness does not affect
normal driving and should not be noticeable to the driver. Page Spare Tire Location The spare is
stored in the trunk. The spare tire location To remove the spare tire: 1. Remove the spare tire
cover. Unscrew the wing-nut holding down the spare tire. NOTE: Wing-nut is not removable. Lift
out the spare tire, jack, and lug wrench. Page Preparing to Change the Tire 1. Make sure that
your vehicle will not move or roll. Put the gearshift in P Park. Set the parking brake and block
the wheel that is diagonally opposite the tire that you are changing. When one of the back
wheels is off the ground, the transmission alone will not prevent the vehicle from moving or
slipping off the jack, Loosen each wheel lug nut one-half turn counterclockwise, but do not
remove them until the tire is raised off the ground. You should pull up on the handle rather than
push to develop maximum force to loosen wheel lug nuts. Page The notches for the jack 2. Turn
the jack handle clockwise until the wheel clears the ground. Remove the wheel lug nuts.
Replace the flat tire with the spare tire, making sure that the air valve stem is facing outward.
Remove the jack and fully tighten the lug nuts in the order shown in the following illustration.
As soon as possible, have your dealer or a qualified service technician check the lug nuts for
proper torque specifications. The lug nuts on the wheel 7. Page Center Wheel Cover To remove
the wheel cover: 1. Pry the center ornament from the wheel cover using the tapered end of the
jack handle. Do not use a screwdriver or any other tool. If you do, you may damage the cover.
Page not the dealer to get a replacement key. Make sure that you hold the key square to the lug
nut. If you hold the key on an angle, you may damage the key and the lug nut. Place the lug nut
wrench over the lug nut key and apply pressure on the key with the wrench. Lift the battery with
a carrier or with your hands on the opposite corners. Park the booster vehicle close to the hood
of the disabled vehicle. Make sure the vehicles do not touch each other. Set the parking brake
on both vehicles and stay clear of the engine cooling fan and other moving parts. Connect one
end of the second cable to the negative terminal of the booster battery â€” NOT to the
discharged battery. Connect the other end of that cable to a good metallic surface on the engine
or frame of the disabled vehicle making sure it is clear of any rotating engine components. Page
The 3. Page The 4. Page Jump-Starting 1. Make sure that the jumper cables are not in the way of
moving engine parts, then start the booster vehicle. Run the engine at a moderate speed. Let
the discharged battery charge for a few minutes and then start the disabled vehicle. It may take
a couple of tries before the vehicle starts. Page Towing Your Vehicle Do not tow with slingbelt
equipment when towing your Thunderbird from the rear. Ford Motor Company has not
developed or approved a T-hook sling-type procedure. When slingbelt towing from the front, the
towbar will deform the soft fascia bumper. Page When calling for a tow truck, tell the operator
what kind of vehicle you have. A towing manual is available from Ford Motor Company for all
authorized tow truck operators. Have your tow truck driver refer to this manual for the proper
hook-up and towing procedures for your vehicle. When we can, we design parts that do not
need to be serviced. We want to make servicing your vehicle as easy as possible. To help you
Page Motorcraft parts are designed and built to provide the best performance in your vehicle.
Using these parts for replacement is your assurance that Ford-built quality stays in your
vehicle. NOTE: Always dispose of used automotive fluids in a responsible manner. Page Do not
work on a vehicle in an enclosed space with the engine running, unless you are sure you have

enough ventilation. Never get under a vehicle while it is supported only by a jack. If you must
work under a vehicle, use safety stands. Keep all lit cigarettes and other smoking materials
away from the battery and all fuel-related parts. Page Engine Compartment Opening the Hood 1.
Inside the vehicle, pull the hood release located under the lower left corner of the instrument
panel. Go around to the front of the vehicle, and release the auxiliary catch that is located under
the front edge of the hood at the center of the vehicle. Page Checking and Adding Engine Oil
Since the proper amount of engine oil is important for safe engine operation, check the oil using
the dipstick each time you put fuel in your vehicle. Remember the engine must be off, the oil
must be warm and the vehicle must be parked on level ground. Carefully pull the dipstick out
again. If a replacement oil filter is used that does not meet Ford magerial and design
specifications, startup engine noises or knock may be experienced. Page If the fluid is low,
carefully clean and remove the filler cap from the reservoir. Page Windshield Washer Fluid If
you find that the fluid level is excessively low â€” below the seam or ridge on the outside of the
plastic reservoir â€” have the brake system inspected. This may cause the brakes to fail. Page
Engine Coolant dissolve road grime. State or local regulations on Volatile Organic Compounds
VOCs may restrict use of the most common antifreeze, methanol. Page The engine coolant
reservoir Checking Hoses Inspect all engine and heater system hoses and hose connections for
deterioration, leaks, and loose hose clamps as specified in the Maintenance Schedule booklet.
Repair or replace with Motorcraft hoses or equivalent as necessary. Ford Premium Engine
Coolant is an optimized formula that will protect all metals and rubber elastomers used in Ford
cooling systems for 4 years or 50, miles 80, km. Recycled engine coolant Ford Motor Company
recommends that Ford and Lincoln-Mercury dealers use recycled engine coolant produced by
Ford-approved processes. Not all coolant recycling processes produce Refer to the chart on the
coolant container to ensure the coolant concentration in your vehicle is such that the coolant
will not freeze at the temperature level in which you drive during winter months. Remove
coolant recovery reservoir cap. Remove radiator pressure cap. Page Check for leaks at the
draincock, block plug and vent plug. Recheck the engine coolant level, using the recommended
procedure, after one or two occasions of vehicle use. Remove the heater hose and clamp,
located on the rear of the intake manifold. Checking and Adding Power Steering Fluid 3. Start
the engine and let it run until the power steering fluid reaches normal operating temperature. If
the power steering fluid is low, do not drive your vehicle for a long period of time before adding
fluid. Check the fluid level when the system is COLD allow at least one half hour after driving for
the power steering fluid to cool. Locate the power steering reservoir mounted to the front upper
left-hand corner of the engine. NOTE: If the power steering fluid is low, do not drive your vehicle
for a long period of time before adding fluid. Page NOTE: Your vehicle should not be driven if
the fluid level is below the low cold reading on the dipstick. Wipe off the dipstick cap, pull the
dipstick out and wipe the indicator end clean. Put the dipstick back into the filler tube and make
sure it is fully seated. Page Detail of the automatic transmission dipstick Battery Your vehicle
may have a Motorcraft maintenance-free battery. When the original equipment battery is
replaced under warranty, it may be replaced by a Motorcraft Low-Maintenance Battery. The
Low-Maintenance Battery has removable vent caps for checking the electrolyte level and for
adding water, if necessary. Page Wiper Blades Help Us Protect Our Environment Ford Motor
Company strongly recommends that used lead-acid batteries be returned to an authorized
recycling facility for disposal. Page not use fuel, kerosene, paint thinner, or other solvents to
clean your wiper blades. These will damage your blades. To make reaching the wiper blades
easy, simply turn the ignition to the ACC position and turn your wipers on. Wait for them to
reach a vertical position and turn the ignition to the OFF position. To make sure your tires wear
evenly and last longer, rotate them as indicated in the following diagram. For tire rotation
intervals, see the Maintenance Schedule booklet. Page Replacing the Tires Replace any tires
that show wear bands. Department of Transportation â€” Tire quality grades: The U. Department
of Transportation requires Ford to give you the following information about tire grades exactly
as the government has written it. A tire marked C may have poor traction performance.
Excessive speed, underinflation, or excessive loading, either separately or in combination, can
cause heat buildup and possible tire failure. Verify that no chain touches any wiring, brake lines,
or fuel lines. Drive slowly. If you can hear the chains rub or bang against your vehicle, stop the
vehicle and tighten the chains. Replace the fuel cap completely when you are finished. It will
click when it is fully tightened. Push the fuel door closed. RWARNING If you do not use the
proper fuel cap, the pressure in the fuel tank can damage the fuel system or cause it to work
improperly in a collision. Do not be concerned if your vehicle sometimes knocks lightly. In
sensitive individuals, serious personal injury or sickness could result. Page Emission Control
System Self-Service Pointers If you choose to do your own fueling, you should also perform a
few simple maintenance routines. This extra effort will save you additional money and

contribute to the driving efficiency of your vehicle. The following procedures require only a tire
gauge, a rag, an oil can spout and windshield washer fluid. Page Ford strongly recommends the
use of genuine Ford replacement parts. If other than Ford or Motorcraft parts or Ford authorized
remanufactured parts are used for maintenance replacements or for the service of components
The emission system heats up the engine compartment and exhaust system, which can start a
fire. Watch for fluid leaks, strange odors, smoke, loss of oil pressure, the charge warning light,
the check engine light, or the temperature warning light. Page Parts of a headlamp Removing
the headlamp bulb 1. Make sure that the headlamp switch is in the OFF position. Lift the hood
and find the bulb in the headlamp socket. Remove the electrical connector from the bulb by
grasping the wire with a quick pull rearward. Page Installing the headlamp bulb 1. You may need
to turn the bulb left or right to line up the grooves in the plastic base with the tabs in the socket.
Page Parts of the high-mount brakelamp To remove the high-mount brakelamp: 1. Slide the trim
cover toward the front of the vehicle to disengage the retaining clips. Twist the socket
counterclockwise and remove from lamp. Pull bulb out of socket. Page To install the
high-mount brakelamp: 1. Slide the lamp into slots, toward the rear window. Install the screw.
Push bulb into the socket. Install the bulb and socket into the lamp and twist socket clockwise
until it locks. Page Using the Right Bulbs Page Cleaning Your Vehicle Ford, however, believes
that continual improvement in customer satisfaction is a high priority. For this reason, Ford has
authorized its dealers to repair, at no charge to the owner, the surfaces of new vehicles
damaged by Clean with a tar and road oil remover if necessary. Use a vinyl cleaner for routine
cleaning. Do not clean plastic parts with thinners, solvents or petroleum-based cleaners. If you
have your vehicle rustproofed, remove oversprayed rustproofing with a tar and road oil
remover. Do not use paper towel or any abrasive cleaner to clean the lens as these may cause
scratches. Page The alternator, distributor and air intake must be covered. Covering these
components will help prevent water damage. Never wash or rinse the engine while it is running.
Water getting into the engine may cause internal damage. Page Specifications Capacities and
Specifications Refill Capacities, Motorcraft Parts, and Lubricant Specifications Motorcraft Parts
If a spark plug is removed for examination, it must be reinstalled in the same cylinder. For 3.
Cylinders 4, 5, 6 have an E suffix. For 4. Page Fluid Specifications and Capacities NOTE: Rear
axle lube quantities must be replaced every , miles , km or if the axle has been submerged in
water. Otherwise, the lube should not be checked or changed unless a leak is suspected or
repair required. Page Lubricant Specifications Page Vehicle Storage Vehicle Storage
Maintenance Tips If you plan on storing your vehicle for an extended period of time 60 days or
more , refer to the following maintenance recommendations to ensure your vehicle stays in
good operating condition. General Store all vehicles in a dry, ventilated place. Protect from
sunlight, if possible. Page Ford Gas Stabilizer should be added whenever actual or expected
storage periods exceed 60 days. Follow the instructions on the label. The vehicle should then
be operated at idle speed to circulate the additive throughout the fuel system. Brakes Make sure
brakes and parking brake are fully released. Tires Maintain recommended air pressure.
Miscellaneous Make sure all linkages, cables, levers and clevis pins under vehicle are covered
with grease to prevent rust. If NHTSA receives similar complaints, it may open an investigation,
and if it finds that a safety defect exists in a group of vehicles, it may order a recall and remedy
campaign. Page Customer Assistance Customer Assistance Roadside Assistance Ford Motor
Company has set up a hour, seven-day-a-week hotline with trained operators who put you in
touch with the help you need if you experience a problem with your vehicle. This complimentary
service is provided to you throughout your warranty period of 3 years or 36, miles 60, km ,
whichever comes first. This chapter tells you how to get service or maintenance for your
vehicle. Page If you are away from home when your vehicle needs to be serviced, or if you need
more help than the dealer gave you, contact the Ford Customer Assistance Center to find an
authorized dealership that may be able to help. The Dispute Settlement Board U. Only The
Dispute Settlement Board is: an independent, third party arbitration program for warranty
disputes available free to owners and lessees of qualifying Ford Motor Company vehicles Page
Review? The Board reviews all warranty performance complaints on Ford, Mercury and Lincoln
cars and Ford and Mercury light trucks under the new vehicle limited warranty that have not
been resolved by either a dealer or Ford Motor Company, except those involving Page Ford
Motor Company the names if known of all the people you contacted at the dealership a
description of the action you expect to The decisions of the Board are binding on the dealer and
Ford, but not on consumers who elect to pursue other remedies available to them under state or
federal law. Decisions of the Page Use of leaded fuel in your vehicle without a proper
conversion may damage the effectiveness of your emissions control system and may cause
engine knocking or serious engine damage. Ford Motor Company is not responsible for any
damage that is caused by use of improper fuel. Page If your vehicle must be serviced while you

are traveling or living in Central or South America, the Caribbean, or the Middle East, contact
the nearest Ford dealership. If the dealership cannot help you, write to: If you are in other
foreign countries, contact the nearest Ford dealership. Page Accessories Ford Accessories for
Your Vehicle Ford has many fine products available from your dealer to clean your vehicle and
protect its finishes. For best results, use the following, or products of equivalent quality: A wide
selection of accessories is available through your local authorized dealer. Page Safety, Comfort,
and Convenience Consult your dealer for specific weight information. NOTE: Because we have
no control over the installation, design, or manufacture of such systems, Ford cannot assume
responsibility for any adverse effects or damage that may result if you use this equipment. Page
Label locations Air bag supplemental restraint system. Page Anti-theft system continued
disarming a triggered system.. Page Brakelamp Page Car seats for children see Child safety
seats.. Cassette tape player see Electronic sound system.. CD player see Electronic sound
system. Page Starting Cleaning your vehicle continued mirrors Page Driving Cooling fan
Customer Assistance Center, Ford U. Customer Assistance Centre, Ford of Canada.. Page
Emergencies, roadside continued fuel Emergency brake parking brake
2008 dodge avenger egr valve
ford f150 blend door actuator fuse
grand design wiring diagram
. Page Exhaust fumes Extended Service Plan, Ford.. Page Fuel continued fuel filler door release
lever.. Page Gauges, Mechanical engine coolant temperature gauge.. Page Heating manual
heating and air conditioning system.. Page Jack Page Lights, warning and indicator air bag
Page Mirrors continued side view mirrors Page Roadside Emergencies Power steering dipstick
Page Safe driving tips Safety belts see Safety restraints.. Safety chains, when towing a trailer..
Safety information relating to automotive fuels Safety restraints adjusting the safety belts. Page
Seats continued rear seat access Serial number VIN Service concerns. Page Steering wheel
horn Page Trailer towing Page Vehicle storage Ventilating your vehicle see Climate control..
Voltmeter see Battery voltage gauge. Page Windows This manual is also suitable for:
Thunderbird thunderbird. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

