Briggs and stratton 550 series parts diagram

Royal Mail are experiencing delays with some parcels due to both high demand and Covid
absences. Your Delivery may be slightly delayed but your order will ship from us as normal. If
the parts you need are not within our parts catalogue pages, here's how to look up and order
what you need. Step 1 - Click here Step 2 - Click here What will happen next? They will stay on
the site for approximately 2 weeks. This will normally be done by the end of the next working
day. Other items from the site can also be bought at the same time. Feedback for has been
compiled from reviews. I know i'll be in touch when have worked out a parts list. Got the parts
ok. Thank you. I did get the wrong size of flywheel puller but that was probably my error. I just
drilled two new holes into the puller and it worked perfectly. Very easy to find part and order.
Excellent response time and delivered promptly to Aberdeenshire, rural property in very snowy
conditions without a hitch. Will definitely use again. Efficient order and delivery. Couldn't ask
for more a completely painless purchasing experience, Thankyou. All rights reserved see terms
and conditions. Parts Lookup and Special Orders. Items:, Value:. Date: FEB Product:
Carburettor. Customer Comment: Very helpful and good delivery service. First class items.
Customer Comment: Great customer service. Great genuine parts. Product: E Briggs. Customer
Comment: Excellent service. Very happy. Customer Comment: Purchasing an engine was easy
they had it in stock and delivery was quick. Very pleased. Product: Guard. Product: Instart
Battery Customer Comment: Ordered battery Monday afternoon, delivered Wednesday morning,
excellent. Customer Comment: Got the parts ok. Customer Comment: good service very prompt
delivery clear easy to use website. Customer Comment: Arrived on time and did what it said on
the tin. Product: Rocker Cover Gasket. Customer Comment: Very easy to find part and order.
Product: Fuel module assy 1. Customer Comment: Very helpful with great advice and speedy
email response. Customer Comment: Excellent Service Always quick and efficient. Product:
Throttle control. Customer Comment: prompt delivery and very reasonable price. Model
Description? Model Number? Part Number? Additional Information? Phone Number:. My Gear.
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Series Engines. Briggs and Stratton to 79Z Series Engines. Short Block Assemblies. Briggs and
Stratton Short Block Assemblies. Backup Power Systems Excl. Outboard Series Excl. Outboard
Series. Wheel Kits Excl. Welders Excl. Briggs and Stratton Wheel Kits. Briggs and Stratton
Transfer Systems. Pressure Washers Excl. Portable Generators Excl. Briggs and Stratton
Pressure Washers. Briggs and Stratton Portable Generators. Water Pumps Excl. Air
Compressors Excl. Briggs and Stratton Water Pumps. Briggs and Stratton Air Compressors.
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model listed? Let us set it up for you. Your message has been submitted! All rights reserved.
This manual contains safety information to make you aware of the hazards and risks. It also
contains instructions for the. Save these. For replacement parts or technical assistance, record
below the engine model, type, and. Certain components in this product and its related
accessories contain chemicals. For information about competitive racing products,. For use

with utility and side-by-side ATVs, please contact. Improper engine. The gross power rating for
individual gas engine models is labeled in accordance with. Before you start. Actual gross
engine power will be higher than net engine power and is. Given the wide array of products on
which engines are placed, he gas engine. Do not overfill fuel tank. To allow for expansion of the
fuel, do not fill above the. Never start or run the engine with the air cleaner assembly if equipped
or the. When you drain the oil from the top oil fill tube, the fuel tank must be empty or. In
addition, a hazard. Engines give off carbon monoxide, an odorless, colorless, poison gas.
Breathing carbon monoxide can cause nausea, fainting or death. Running engines produce
heat. Engine parts, especially muffler, become extremely hot. It is a violation of California Public
Resource Code, Section , to use or operate the engine on any forest-covered, brush-covered, or
grass-covered land unless the exhaust system is equipped with a spark arrester, as defined in
Section , maintained in effective working order. Other states or federal jurisdictions may have
similar laws. Contact the original equipment manufacturer, retailer, or dealer to obtain a spark
arrester designed for the exhaust system installed on this engine. When starting engine, pull the
starter cord slowly until resistance is felt and then. All fuel is not the same. If starting or
performance problems occur, change fuel. To protect the fuel system from gum formation, mix
a fuel stabilizer into the fuel. Compare the illustration 1 with your engine to familiarize yourself
with the location of. To remain emissions compliant, high altitude adjustment is. Operation of
the engine at altitudes below 2, feet meters with the high altitude. Reproduction Fire or
explosion can cause severe burns or death. Other high-quality detergent oils are acceptable if
classified for service SF,. Outdoor temperatures determine the proper oil viscosity for the
engine. Use the chart to. Clean the fuel cap area f dirt and debris. Remove the fuel cap A , Figure
3. Fill the fuel ank B w h fuel. Remove the dipstick A and wipe with a clean cloth Figure 2.
Remove the dipstick and check the oil level. It should be at the top of the full indicator. If low,
add oil slowly into the engine oil fill C. Do not overfill. After adding oil, wait one minute and then
recheck the oil level. Do not mix oil in gasoline or modify the engine to run on alternate fuels.
Use of unapproved fuels will damage the engine components and void the engine warranty.
Before you start the engine, make sure you add oil according to the instructions in this manual.
If you start the engine without oil, it will be damaged beyond repair and will not be covered
under warranty. Before starting the engine, you must determine the type of starting system that
is on your engine. Your engine will have one of the following types. It does not have a manual
choke or a primer. Primer System: This features a red primer to be used for starting in cool
temperatures. It does not have a manual choke. To start your engine, follow the instructions for
your type of starting system. Note: Equipment may have remote controls. See the equipment
manual for location and operation of remote controls. Check the oil level. If the product is
equipped with an engine stop lever D , hold the engine stop lever. Firmly hold the starter cord
handle E. Pull the starter cord handle slowly until. Note: If the engine does not start after
repeated attempts, go to. Broken bones, fractures,. When starting engine, pull the starter cord
slowly until. Note: Priming is usually unnecessary when restarting a warm ngine. Note: If you
push the primer too many times, excessive fuel will flood the carburetor. Note: If the engine
does not start after repeated attempts, repeat Steps 4, 5, and 6. COM or call in. Release the
engine stop lever A, Figure 5 or. Never make adjustments to the carburetor. The carburetor was
set at the factory to operate efficiently under most conditions. NOTICE: The manufacturer of the
equipment on which this engine is installed specifies the top speed at which the engine will be
operated. Do not exceed this speed. Remove accumulated debris from muffler area and cylinder
area. Inspect the muffler H , Figure 1 for cracks, corrosion, or other damage. Remove the spark
arrester, if equipped, and inspect for damage or carbon blockage. If damage is found, install
replacement parts before operating. Other parts may not perform as well, may damage the unit,
and may result in injury. Remove the dipstick G and wipe with a clean cloth Figure Pour the oil
slowly into the engine oil fill H. After adding oil, wait one minute and then check the oil level.
Install and tighten the dipstick. It should be at the top of the full indicator J on the dipstick.
Never start or run the engine with the air cleaner assembly if equipped or the air filter if
equipped removed. Pressurized air can damage the filter and solvents will dissolve the filter.
Two types of air filter systems are shown, a Standard and a High Capacity. Determine the type
installed on your engine and service as follows. Check the gap A , Figure 8 with a wire gauge B.
If necessary, reset the gap. Wash the foam element in liquid detergent and water. Squeeze dry
the foam element. For gap setting or torque, see the. Satu ate the foam element with clean
engine oil. To remove the excess engine oil,. Note: In some areas, local law requires using a
resistor spark plug to suppress igniti. If this engine was originally equipped with a resistor
spark plug, use the same. Rep roduc become tion extremely hot. Open the cover B , Figure To
loosen debris, gently tap the filter on a hard surface. If the filter is excessively. The oil must be
drained from the top oil fill tube E , Figure With engine off but still warm, disconnect the spark

plug wire A and keep it away. When you drain the oil from the top oil fill tube E , keep the spark
plug end of the. Drain the oil into an approved container. To empty the fuel. Water could
contaminate the fuel. This is an air cooled engine. Dirt or debris can restrict air flow and cause
the engine to overheat, resulting in poor performance and reduced engine life. Use a brush or
dry cloth to remove debris from the finger guard A. Keep linkage, springs and controls B clean.
Keep the area around and behind the muffler C free of any combustible debris Figure To keep
fuel fresh,. There is no need to drain gasoline from the engine if a fuel stabilizer is added
according. Run the engine for 2 minutes to circulate the stabilizer throughout the fuel. If
gasoline in the engine has not been treated with a fuel stabilizer, it must be drained into. Run
the engine until it stops from lack of fuel. The use of a fuel. If the engine is tipped for. The
engine will operate satisfactorily at. If the fuel. Need Assistance? COM or call Welcome to
ManualMachine. We have emailed you a verification link to to complete your registration. Log in
Sign up. Forgot password? Enter your email and check your inbox. Please also check your
spam folder. Email sent! Check your email for further instructions. Enter a new password. My
files 0 My downloads 0 History Account settings Sign out. Sparking can ignite nearby flammable
gases. Explosion and fire could result. If there is natural or LP gas leakage in area, do not start
engine. Do not use pressurized starting fluids because vapors are flammable. Start and run
engine outdoors. Do not start or run engine in enclosed area, even if doors or windows are
open. Severe thermal burns can occur on contact. Combustible debris, such as leaves, grass,
brush, etc. Allow muffler, engine cylinder and fins to cool before touching. Rapid retraction of
starter cord kickback will pull hand and arm Unintentional start-up can result in entanglement,
traumatic toward engine faster than you can let go. Broken bones, fractures, bruises or sprains
could result. Fire hazard When starting engine, pull the starter cord slowly until resistance is felt
and then pull rapidly to avoid kickback. Use only correct ls. Replacement par s must be f the
same design and installed in the same accessories. Other parts may not perform as well, may
damage Traumatic amputation or severe laceration can result. Operate equipment with guards
in place. Do not strike the flywheel with a hammer or hard object because the flywheel Keep
hands and feet away from rotating parts. Tie up long hair and remove jewelry. Do not check for
spark with spark plug removed. Features and Controls Storage. See Compare the illustration 1
with your engine to familiarize yourself with the location of providers or change brands. This
engine is certified to operate on gasoline. The emissions control system for this engine is EM
Engine Modifications. High Altitude A. To remain emissions compliant, high altitude adjustment
is B. Spark Plug required. Operation without this adjustment will cause decreased performance,
increased fuel consumption, and increased emissions. Primer optional Stratton Dealer for high
altitude adjustment information. Fuel Tank and Cap Operation of the engine at altitudes below 2,
feet meters with the high altitude E. Air Cleaner kit is not recommended. Starter Cord Handle G.
Fill fuel tank outdoors or in well-ventilated area. Do not use special additives. Check fuel lines,
tank, cap, a fitti gs frequently for cracks or leaks. If fuel spills, wait until it evap rates before
starting engine. Reinstall the fuel ap. Ensure that spark plug, muffler, fuel cap and air cleaner if
equipped are in Clean the oil fill area of any debris. Do not crank engine with spark plug
removed. Insert and tighten the dipstick. B on the dipstick. Replace and tighten the dipstick.
Clean, fresh, unleaded gasoline. High altitude use, see below. Determine The Starting System
Before starting the engine, you must determine the type of starting system that is on your
engine. WARNING: When performing maintenance that requires the unit to be tipped, the fuel
tank must be empty or fuel can leak out and result in a fire or explosion. Make sure equipment
drive controls, if equipped, are disengaged. Move the throttle control C , Figure 4 to the fast
position. Operate the engine by a factory authorized dealer. See the Emissions Warranty. Move
the throttle control C , Figure 6 to the fast position. Push the red primer F three times.
Carburetor Adjustment Never make adjustments to the carburetor. Fire or explosion can cause
severe burns or death. Standard Air Filter - Figure 12 The air cleaner system uses a foam
element that can be washed and reused. Remove the foam eleme t C. Squeeze dry the foam
element and tighten the spark plug to the recommended torque. Specifications section. Install
the foam element C. Close the over B. Fuel and its vapors are extremely flammable and
explosive. Remove the filter D. Install the filter D. Close the cover B. Used oil is a hazardous
waste product and must be disposed of prop rly. Engine parts, especially muffler, from the
spark plug Figure 9. Remove the dipstick G , Figure Water could contaminate the fuel tank, run
the engine until it stops from lack of fuel. Use a brush or dry cloth to clean the engine. Add Oil
Place engine level. Clean the oil fill area of any debris. See the Specifications section for oil
capacity. Displacement 8. Oil Capacity 15 oz 0. There is no need to drain gasoline from the
engine if a fuel stabilizer is added according Spark Plug Torque lb-in 20 Nm to instructions.
Armature Air Gap 0. The use of a fuel Intake Valve Clearance 0. Exhaust Valve Clearance 0. The
engine will operate satisfactorily at storage, the fuel tank must be empty and the spark plug side

must be up. Register and get 5 for free. Upload manuals that we do not have and get 1 for each
file. Get 1 for every download of your manual. R epro d uc tion. These numbers are located on
your. Wash hands after handling. Look for the 2D barcode located on the. The engine exhaust
from this product contains chemicals known to the State of. California to cause cancer, birth
defects, or other reproductive harm. Data rates apply. Rating Procedure , and rating
performance has been obtained and corrected in. If you. Torque values are derived at The gross
power curves can be. Net power values are taken with exhaust. This difference is due to a
variety of factors including, but not limited t. Turn engine off and let engine cool at least 2
minutes before removing the fuel. Fill fuel tank outdoors or n well-ventilated area. Keep fuel
away from sparks, open flames, pilot lights, heat, and other ignition. Check fuel lines, tank, cap,
and fittings frequently for cracks or leaks. If fuel spills, wait until it evaporates before starting
engine. Ensure that spark plug, muffler, fuel cap and air cleaner if equipped are in. Do not tip
engine or equipment at angle which causes fuel to spill. Do not choke the carburetor to stop
engine. When Tipping Unit for Maintenance. When performing maintenance that requires the
unit to be tipped, the fuel tank. Store away from furnaces, stoves, water heaters or other
appliances that have. Unintentional sparking can result in fire or electric shock. Rapid retraction
of starter cord kickback will pull hand and arm. Unintentional start-up can result in
entanglement, traumatic. Direct-coupled equipment components such as, but not limited to,
blades,. Disconnect the spark plug wire a d keep it away from the spark plug. Rotating parts can
contact or entangle hands, feet, hair, clothing, or. Other parts may not perform as well, may
damage. Traumatic amputation or severe laceration can result. Do not strike the flywheel with a
hammer or hard object because the flywheel. Do not wear loose-fitting clothing, dangling
drawstrings or items that could. Operation without this adjustment will cause decreased
performance,. Stratton Dealer for high altitude adjustment information. How To Add Fuel Figure. Oil capacity see the Specifications section. Maintenance, replacement, or repair of the
emissions control devices and systems. Move the throttle control C , Figure 4 to the fast.
Operate the engine. Disconnect battery at negative terminal only engines with electric start.
Repla ement par s must be of the same design and installed in the same. Primer System - Figure
5. Use approved spark plug tester. Move the throttle control C , Figure 6 to the fast. Clean area
around muffler and controls. The air cleaner system uses a pleated filter. When you drain the oil
from the top oil fill tube, the fuel tank must be em. Used oil is a hazardous waste product and
must be disposed of prop. Check with your local authorities, service nt. Engine parts, especially
muffler,. Fuel can become stale when stored over 30 days. Stale fuel causes acid and gum.
While the engine is still warm, change the engine oil. Briggs and Stratton have been building
engines for many years and have a vast range of different styles and sizes and it is our job to
help you find the part you need. Engines are a critical component on your machine and need to
be maintained, we are here to keep your engine working at peak performance, whether you're
searching for a replacement carburetor, or a simple spark plug, we can supply the parts you
need direct to you. Below you will find pictures of the most common Briggs and Stratton lawn
mower engines, if your engine is shown, just click on it to find the popular parts for that engine.
If your engine is not there or the part you need is not shown, we can still provide you with the
parts you need, just click HERE to go straight to our interactive parts diagrams and with your
engine Model, Type, Code you will be able to find the correct part. If you need help finding your
engines details, click HERE. If you would like to sign up for our newsletter to receive offers and
discounts, please enter your email address below:. You have 0 Items in your Cart Close.
Proceed to Checkout. Part Number Search. Website Search. Product Categories. Model: 08P5,
09P6, 09P7. Model: M, M Engine. Sort by: Popular Price: high to low Price: low to high. Items 1
to 28 of Show: 28 56 84 All. Briggs and Stratton Engine Oil Sae 30, 0. Briggs and Stratton Fuelfit
Ml. Briggs and Stratton Dipstick. Briggs and Stratton Plug-Oil Drain. Briggs and Stratton
Gasket-Cylinder Head. Briggs and Stratton Cap-Fuel Tank. Page 1 of 7. VIP newsletter. Get In
Touch. Follow Us. Signup Success Thank you for registering for our newsletter. Email not
correct Please provide valid email address. An Error Occured. You have 0 in your cart. Proceed
to Checkout Continue Shopping. Account Login Login Not registered yet? Forgotten password?
Jacks works best with JavaScript enabled Learn More. Please leave us a message! Orders will
continue to ship. Order Status Get Support open Type a Part , Model or Keyword. Sign In. Fast
Day Shipping. Order Status. Get Support open See: Ariens exploded parts diagrams. Honda
Horizontal Engines. Honda Vertical Engines. Kawasaki Horizontal Engines. Kawasaki Vertical
Engines. Kohler Horizontal Engines. Kohler Vertical Engines. Help with Jack's Parts Lookup.
JavaScript Disabled - Unable to show Cart. Parts Lookup - Enter a part number or partial
description to search for parts within this model. Options Add to Cart. Air Cleaner Element. Air
Cleaner Knob. Pre-Cleaner Filter. Air Filter No Longer Available. Air Filter Retainer. Alternator
Tri Circuit 9 Amp Regulated. Alternator Dual Circuit. Alternator DC Only. Screw Tapping. Wiring

Harness Tri Circuit. Wiring Harness 10 Amp Regulated. Alternator Connector Wire. Wire
Assembly Dc Only. Alternator Harness Dual Circuit. Flywheel Key. Clutch Housing. Clutch Ball.
Ratchet Cover Rubber Coated. Ratchet Cover. Large Flywheel Puller. Rotary Switch Mechanical
Governor. Ring Gear. Starter Drive Cover. Included in Carburetor Kit-Part No. Screw T Screw
Intake Manifold. Carburetor Assembly Manual Choke. Throttle Shaft Bushing. Screw Throttle
Valve. Idle Speed Kit. Throttle Stop. Shaft Pin. Carburetor Float. Friction Spring. Lever Sleeve.
Hose Connector. Screw Fuel Tank. Governor Link. Friction Spring No Longer Available. Control
Rod Clip. Clamp Casing Stamped Steel. Nut Control Wire Casing. Nut Ground Terminal. Ground
Terminal. Switch Stop. Friction Cap. Screw Breather Assembly. Oil Plug Flush. Oil Plug Square
Head. Oil Fill Cap. Screw Crankcase Cover. Washer Governor Lever. Ball Bearing. Woodruff
Key. Included in Gasket Set-Part No. Breather Tube. Screw 3. Spark Plug Wrench. Spark Plug
Boot. Intake Valve Seat Intake. Valve Seat Exhaust. Valve Guide Bushing Intake. Screw Oil
Guard. Brush Set. NUT Starting Switch. Retaining Ring. Drive Cap. Brush Retainer. Drive Clutch.
Rotating Screen. SCREW 2. Nut Flywheel. Starter Rope and Handle Kit. Fuel Tank 6 Quart. Fuel
Cap Metal. Fuel Shut Off Valve. Fuel Filter. Fuel Pump. Hose Clamp Green. Shutoff Valve Handle.
Carburetor Overhaul Kit. Engine Gasket Set. Valve Gasket Set. Muffler Screw Lock. Muffler
Square Lo Tone. Screw Muffler. Screw Control Panel. Muffler Deflector Side Outlet. Heat Shield.
Screw Blower Housing. Governor Spring. Screw Spark Arrestor. Dipstick Tube. Cotter Pin.
Governor Shaft Retainer. Wire Clip Retainer. O-Ring Seal Dipstick Tube. Alternator Harness. Oil
Gard Switch. Piston Pin Standard. Connecting Rod Standard. Intake Valve. Valve Spring Intake.
Valve Spring Exhaust. Valve Retainer Exhaust Valve Exhaust. Valve Keeper Exhaust. Tappet
Valve. Rewind Starter Housing. Starter Pulley 63 Rope. Recoil Spring. Starter Grip Pin. Starter
Rope Grip. Ratchet Spring. Ratchet Spring Adapter. Recoil Starter Assembly. Rewind Spacer
Rewind. Magneto Armature Magnetron Ignition. Screw Magneto. Spark Plug Terminal. Jacks
works best with JavaScript enabled Learn More. Please leave us a message! Orders will
continue to ship. Order Status Get Support open Type a Part , Model or Keyword. Sign In. Fast
Day Shipping. Order Status. Get Support open See: Ariens exploded parts diagrams. Honda
Horizontal Engines. Honda Vertical Engines. Kawasaki Horizontal Engines. Kawasaki Vertical
Engines. Kohler Horizontal Engines. Kohler Vertical Engines. Help with Jack's Parts Lookup.
JavaScript Disabled - Unable to show Cart. Parts Lookup - Enter a part number or partial
description to search for parts within this model. Options Add to Cart. C
2005 audi a4 headlights
2014 nissan leaf maintenance schedule
wabco trailer abs wiring diagram
ylinder Head Gasket. Tube Breather. Valve Retainer. Air Cleaner Gasket Air Cleaner. Rocker
Arm Adjuster. Air Filter. Air Cleaner Filter. Filter Air Cleaner Foam. Air Cleaner Cover.
Carburetor Primer. Rocker Cover Gasket. Clamp Casing. Screw Casing Clamp. Nut Control Wire
Casing. Magneto Armature. Screw Magneto Armature. Spark Plug Resistor. Wire Stop. Spark
Plug Wrench. Switch Stop. Spark Plug Boot. Screw Brake. Brake Spring. Starter Grip. Starter
Rope Grip. Blower Housing. Screw Blower Housing. Oil Seal Magneto Side. Crankcase Gasket.
Flywheel Key. Piston Pin Lock. Connecting Rod. Screw Connecting Rod. Engine Gasket Set
Service Kits may include extra parts not specific to this engine. Used Before Code Date Washer
Governor Crank. O-Ring Seal. Governor Shaft Retainer. Timing Gear Plastic. O-Ring Seal
Dipstick Tube. Breather Reed. Float Needle Valve. Carburetor Used Before Code Date O-Ring
Seal Intake Manifold. Retainer Seal. Hose Clamp. Screw Muffler Guard. Nut Flywheel. Liquid
Sealant.

