Dodge caravan power outlet

The Dodge Grand Caravan comes with three different levels of interactivityâ€”two of them with
touchscreensâ€”so you can get exactly what you want. Use your favorite toys in your favorite
minivan. It allows the driver, front passenger and rear passengers to set their ideal comfort
levels. Skip to main content. Dodge Garage. Menu Main Menu. Main Menu. Skip to main
navigation. The wireless headphones included with the available Single DVD Entertainment
System ensure that your passengers will hear only what they want. To help keep your hands on
the wheel, you can even control the music directly from your steering wheel. Disclosure Image
is for illustration purposes only and may not reflect exact software for your vehicle. Contact Us.
Site Map. Find Your Country. Search Search. All Rights Reserved. Starting at price refers to the
base model, optional equipment not included. A more expensive model may be shown. Pricing
and offers may change at any time without notification. To get full pricing details, see your
dealer. Should you encounter an issue accessing any content on Dodge. Dodge is the first
domestic brand to rank highest among mass-market brands in both the J. Delivery available
through participating dealerships. The Dodge E-Shop Program brings the dealership to your
door using easy online vehicle buying, complete with home delivery available through
participating dealerships. Versatility for daysâ€”the seven passenger Grand Caravan is the
most versatile vehicle in its class, offering Best-in-Class storage system options in the most
unexpected of places. It's what makes the passenger van the best option for families. With up to
seven passengers, safety is important. Drive easy knowing that inside the Dodge Grand
Caravan, there are plenty of standard and available safety, security and technology features to
help keep your family safe and secure in the most versatile passenger van on the road. Get
ready for that road trip and lock in your gear, beacuse the Grand Caravan has a maximum
towing capacity of 1, pounds when equipped with aftermarket accessories. The inventor of the
minivan celebrates over 35 years of innovations with more than 75 minivan firsts. The Dodge
Brand has set trends, not followed them. That's what makes the seven passenger Dodge Grand
Caravan a kid-friendly, parent-perfect super vehicle that refuses to blend in. Skip to main
content. Dodge Garage. Menu Main Menu. Main Menu. Skip to main navigation. Previous view.
Next view. Aftermarket equipment shown. Contact Us. Site Map. Find Your Country. Search
Search. All Rights Reserved. Starting at price refers to the base model, optional equipment not
included. A more expensive model may be shown. Pricing and offers may change at any time
without notification. To get full pricing details, see your dealer. Should you encounter an issue
accessing any content on Dodge. Most parts we sell through eBay Motors come with a 30 day
money back guarantee unless otherwise stated. The 30 day period starts when you take
possession of the part. No labor warranty is provided. In the event a part sold with a warranty
fails to operate within the warranty period we will replace the part s with a functionally
equivalent part or refund the part purchase price, at our option. T o return an item you must
contact us via eBay Message within the 30 day period to obtain a RMA number return material
authorization. Original shipping charges and return shipping charges are not refunded. Pick-up
at our facilities is available. Please allow up to 10 days for delivery. Most areas in the US are
within 5 days. If an item arrives damaged, please contact us via eBay Message within 24 hours
for instructions. Our main contact method is by eBay Messages. We try to answer all messages
within 24 hours. If we are unable to answer your questions before the listing ends the item will
be re-listed again soon for you to purchase. Core Charge. A core charge is sometimes applied
to rebuildable parts such as engines or alternators that can be redeemed for a portion of their
original price. If the part you are purchasing has a core charge applied, it will be noted in the
description. Parts Grading. A standard code system is used to communicate the condition and
quality of a part between automotive recyclers, automotive repair shops, and insurers. Knowing
how these codes are used will help you understand whether the part meets your expectations
before you buy it and what you can expect from the part when you receive it. Welcome to our
eBay Store! Items will be shipped within days of purchase. A Grade - The highest quality part. B
Grade - The second level quality part. It is of average miles and normal condition for its age. C
Grade - The third level quality part. No Grade - A part that has not yet been graded. Once you
obtain an RMA number, ship the item back to:. One Works and the other one does not. Brake
Light bulbs Blowing just after you put new ones in. Right after driving off the dealership lot, we
noticed that one of the two cigarette lighter outlets in the dash did not work. I have asked the
dealership to look at this no less than 5 times. Unfortunately, there were usually so many things
wrong with the vehicle at once that we failed to get this one documented. This seems to be what
Dodge is hoping for. Doing without and swapping the cell charger and the portable GPS charger
as necessary. I was using a 15amp 12volt coffee pot several times until the accessory outlet no
longer worked. I was surprised to find that the 20 amp fuse under the hood was still good. The
owners manual says there are resettable fuses that only the dealership can reset. Are you
kidding me? I have to waste my very precious time at the dealership to reset a fuse? If I had

time to waste I would not need a coffee pot in my car to begin with. You lost me Dodge. My
future will be with Volvo. I have a XC70 with miles and never a single repair necessary. If you
have a for-profit service, contact us. Most Common Solutions: not sure 3 reports. Find
something helpful? Spread the word. Share on Facebook Retweet this page Email this page.
Helpful websites No one has added a helpful site for this Grand Caravan problem yet. Be the
first! Find a good Dodge mechanic Read reviews of repair shops in your area. Enter your zip
code: A free service from CarTalk. Send Comment Add Complaint. Search CarComplaints. Not
what you are looking for? Search for something else:. Quick Links. Table of Contents. Grand
Caravan. Options and equipment dedicated to specific markets or Dear Customer, versions are
not expressly indicated in the text. Therefore, Congratulations on selecting your new vehicle. Be
assured you should only consider the information which is related that it represents precision
workmanship, distinctive styl- to the trim level, engine, and version that you have ing, and high
quality. Insert the key into the ignition and place the Your vehicle uses a keyless ignition
system. See Gently pry the two halves of the key fob apart. Make 3. Remove the battery by
turning the back cover over sure not to damage the seal during removal. Should this Always
remove the key fobs from the vehicle and lock occur, have the vehicle serviced as soon as
possible by an all doors when leaving the vehicle unattended. Make sure the keys are not Lock
the front doors by pushing down on the lock knobs inside the vehicle before closing the door.
Leaving children in a vehicle unattended is dangerous for a number of reasons. A child or
others could be seriously or fatally injured. If the switch is pushed while To avoid unintentional
operation of the power sliding the door is under a power cycle, the door will reverse doors from
the rear seats, push the power sliding door direction. This clicking sound can be stopped by
pulling the inside or outside handle. Moving a seat while driving could result in loss of control
which could cause a collision and serious injury or death. Pull upward on the seatback recliner
lever located on The non-adjustable head restraint and seatback will fold the outboard side of
the seat. No additional actua- tion is necessary. Push the seat into the storage bin. Always be
sure the seats are fully latched. Pull up on the seatback recliner lever on the outboard The seat
will automatically fold into position for easy entry side of the seat to fold head rest, seatback,
and tumble into the third row. Release Handles To reinstall the seat, align the seat into the
detent positions on the floor. Lower the center head restraint down to the seatback by pushing
the button on the guide and pushing the head restraint down. Pull up on the assist strap to lift
the seat out of the storage bin and push the seat forward until the anchors latch. The power seat
rotate the entire seat rearward. The seat can be adjusted both forward and rearward. The seat
will move in Moving a seat while driving could result in loss of the direction of the switch. The
power Moving a seat while driving could result in loss of lumbar switch is located on the
outboard side of the power control which could cause a collision and serious seat. To lower the
head restraint, push the adjustment button, located at the base of the head restraint, and push
Active Head Restraints are passive, deployable compo- downward on the head restraint. To tilt
the head restraint closer to the back of your head, pull forward on the bottom of the head
restraint. Push rearward on the bottom of the head restraint to move the head restraint away
from your head. The head restraint will vehicle to properly protect the occupants. Always
securely stow re- moved head restraints in a location outside the occupant compartment. Then,
push both the release button and the adjustment button at the base of each post while pulling
the head restraint up. To reinstall the head restraint, put the head restraint posts into the holes
and push downward. It also allows you to lengthen or shorten the Do not adjust the steering
column while driving. It is a twist on mirror that has a fixed position at the windshield. The
mirror installs on the windshield button with a coun- terclockwise rotation and requires no tools
for mounting. The auto Vehicles and other objects seen in an outside convex dimming feature is
also disabled to improve rear view mirror will look smaller and farther away than they viewing.
Power Mirror Controls The power mirror controls consist of mirror select buttons and a
four-way mirror control switch. To forward or rearward to resist damage. The hinges have use
the mirror, rotate the sun visor down and swing the three detent positions: mirror cover upward.
The headlight switch is located on the left side of the instrument panel. The switch controls the
operation of the headlights, parking lights, instrument panel lights, interior lights and the fog
lights. The Halo lights are strategically placed soft lighting that help to lights turn on when a
front door, a sliding door or the illuminate specific areas to aid the occupants in locating liftgate
is opened. Rotate the dimmer control upward to the first detent. This feature brightens all text
displays such as the odometer, instrument cluster display, and radio when the parking lights or
headlights are on. There are five delay position. The wash function must be used in order to
temperature, air flow, and direction of air circulating spray the windshield with washer fluid.
Recirculation Button Press and release this button to change the system between recirculation
mode and outside air mode. Turn left for cooler or right for warmer temperature settings. Front

Blower Control There are seven blower speeds. Use this control to regulate the amount of air
forced through the system in any mode you select. The indicator illuminates when this mode is
on. Air comes from the floor outlets. A slight amount of air is directed through the defrost and
side window demister outlets. The system provides heated air through the floor outlets or cool,
dehumidified air through the headliner outlets. Automatic Operation Automatically controls the
interior cabin temperature by adjusting airflow distribution and amount. Recirculation can be
used when outside conditions such as smoke, odors, or high humid- ity are present. The blower
speed increases as you move the control clockwise from the off position. A slight amount of air
is directed through the defrost and side window demis- ter outlets. The SYNC indicator is
illuminated when this feature is enabled. SYNC is used to synchronize the front and rear
passenger tem- perature settings with the driver temperature setting. Air comes from the floor
vents. The greatest efficiency by simply allowing the system to func- system automatically
adjusts the temperature, mode and tion automatically. Turn it to the right to raise the
temperature, or turn it to the left to lower the temperature. The rear tem- perature settings are
displayed in control head. The system automatically adjusts Automatic Operation the
temperature, mode, and blower speed to provide 1. To clear the windows, select De- protection
and to protect against engine overheating. Leaves collected in the air intake may reduce airflow,
and if they enter the plenum, they could plug the water drains. Lift the window switch fully
upward to the second detent, release, and the window will go up automatically. There is no
anti-pinch protection when the window is almost closed. To open the hood, two latches must be
released. Your vehicle may exhibit wind buffeting with the windows down, or the sunroof if
equipped in certain open or 1. Move to the front of the vehicle and look inside the center of the
hood opening. Locate, then push the safety catch downward while raising the hood at the same
time. Safety Lever Location To prevent possible damage, do not slam the hood to close it.
Lower hood to approximately 12 inches 30 cm and drop the hood to close. Make sure hood is
fully closed for both latches. Never drive vehicle unless hood is fully closed, with both latches
engaged. The liftgate can also be closed using the Rear Interior Power Liftgate button if
equipped , located in the upper left trim in the liftgate opening. Continue to hold both buttons
and observe the indicator To program the remaining two HomeLink buttons, repeat light. The
HomeLink indicator will flash slowly and each step for each remaining button. Do not run your
vehicle in the garage while Vehicle Security Alarm is active. The door will automatically open.
Position the console at a slight angle front slightly higher than the rear. The front The Super
Console contains multiple storage areas, front tambour door slides forward, the rear tambour
door slides lower pass through, top forward bin, top rearward bin and rearward. Front Overhead
Console Two versions of the overhead console are available. The storage bin cover must lay flat
and be locked to avoid damage from contact with the front seat tracks, which have minimal
clearance to the cover. If the storage bin cover is left in the open position, front seat adjustment
may damage the cover. Keep the storage bin covers closed and latched while the vehicle is in
motion. The instrument panel cupholders are located in a pull-out drawer just above the lower
storage bin. Pull the drawer out to the first position to use the cuphold- If containers of hot
liquid are placed in the bottle ers. The screens store in the sill trim panels, and the tops of the
windows are equipped with hooks that the sun screens attach to when pulled out. Do not
exceed a maximum power of Watts 13 Amps shared between the lower panel outlet and the
removable floor console outlet. A Volt, Watt inverter outlet converts DC current to Certain
high-end video game consoles exceed this power AC current, and is located on the left rear trim
panel limit, as will most power tools. The load must The crossbars on your vehicle are delivered
stowed within not exceed lbs 68 kg , and should be uniformly the roof rack side rails. Slide the
thumb screw down. To deploy the crossbars, completely loosen the thumb screws at both ends
of the crossbar and lift the crossbar from its stowed position in the side rail. NOTE: The
crossbars are identical and can be placed in any two of the three deploy positions. Set the
screws completely. Reverse the procedure to stow the crossbars, again, taking Cargo must be
securely tied down before driving your care to keep hand clear of pivoting joint. Crossbars are
vehicle. Improperly secured loads can fly off the ve- identical and can be stowed in either rail
nest. Tie loops are intended as supple- mentary tie down points only. Do not use ratcheting
mechanisms with the tie loops. You can access the specific information you want and make A
hot engine cooling system is dangerous. You or selections and adjustments. Shows the total
elapsed time of travel since the last reset when the ignition switch is in the ACC position. If the
problem is related to the brake â€” Air Bag Warning Light booster, the ABS pump will run when
applying the brake, This warning light will illuminate to indicate a fault with and a brake pedal
pulsation may be felt during each stop. Driving on a signifi- to each tire. Always check the TPMS
malfunction telltale after White Indicator Lights replacing one or more tires or wheels on your
vehicle to â€” Speed Control Ready Indicator Light ensure that the replacement or alternate

tires and wheels This light will turn on when the speed control has been allow the TPMS to
continue to function properly. If your vehicle was recently serviced or had a battery failure or
replacement, 2. To change the towing a trailer. Rotate the steering wheel back to center and
then an Electronic Stability Control ESC additional slightly more than one-half turn to the right.
This system enhances directional control and stability of the vehicle under various driving
conditions. ESC corrects 8. Continued accelerator and apply as little throttle as possible.
Sensor Location The BSM system notifies the driver of objects in the detection zones by
illuminating the BSM warning light located in the outside mirrors in addition to sounding an
Side Monitoring audible chime alert and reducing the radio volume. Page SAFETY The BSM
system is designed not to issue an alert on The BSM system will not alert you of objects that are
stationary objects such as guardrails, posts, walls, foliage, traveling in the opposite direction of
the vehicle in adjacent berms, etc. Proceed slowly and cautiously out of the parking space until
the rear end of the vehicle is exposed. The driver and front passenger seats should be moved
risk of harm from a deploying air bag: back as far as practical to allow the front air bags room to
inflate. If the driver or outboard front seat passen- ger if equipped with outboard front
passenger seat Buckle up even though you are an excellent driver, even on BeltAlert is
unbuckled when the ignition switch is first in short trips. In a collision, people riding in injury in
a collision. Continued 1. Enter the vehicle and close the door. Your body could strike the inside
surfaces of the vehicle in a collision, increasing head and neck 2. Position the shoulder belt
across the shoulder and chest with minimal, if any slack so that it is comfortable and Inserting
Latch Plate Into Buckle not resting on your neck. Position the latch plate as close as possible to
the anchor point. At about 6 to 12 inches 15 to 30 cm above the latch plate, grasp and twist the
seat belt webbing degrees to create a fold that begins immediately above the latch plate. This
feature allows the Center Seat Belt Operating Instructions shoulder belt anchorage to be
adjusted in the upward The second row center if equipped and third row center position without
pushing or squeezing the release button. Remove the mini-latch plate and regular latch plate 2.
Grasp the mini-latch plate and pull the seat belt over the from its stowed position in the
headliner slightly behind seat. Route the shoulder belt to the inside of the left head 4. When the
seat belt is long enough to fit, insert the restraint. Sit back in seat. Slide the regular latch plate
up the webbing as far as necessary to allow the seat belt to go around your lap. Rear Center
Seat Belt Buckled 7. Position the lap belt so that it is snug and lies low across your hips, below
your abdomen. To disengage the mini-latch plate from the mini-buckle Seat Belt Extender for
storage, insert the regular latch plate into the center If a seat belt is not long enough to fit
properly, even when red slot on the mini-buckle. The seat belt will automati- the webbing is fully
extended and the adjustable upper cally retract to its stowed position. These devices may
improve the performance of the seat belt by removing slack from the seat belt early in a
collision. Allow the seat belt to retract. As the seat belt retracts, cally pre-locked. The seat belt
will still retract to remove you will hear a clicking sound. This indicates the seat any slack in the
shoulder belt. However, if These head restraints are passive, deployable components, during a
front impact, a secondary rear impact occurs, the and vehicles with this equipment cannot be
readily iden- AHR may deploy based on the severity and type of the tified by any markings, only
through visual inspection of A deploying passenger front air bag can cause death or serious
injury to a child 12 years or younger, including a child in a rear-facing child restraint. The seat
belt severe injuries in a collision. The inflating SAB deploys reduction potential provided by the
seat belts and body through the seat seam into the space between the occupant structure. Side
Air Bags deploy in less time than it takes to The Side Air Bags are designed to activate in
certain side blink your eyes. Do not lean be in progress and whether deployment is appropriate.
In the event the vehicle experiences a rollover or near rollover against the door or window. Page
Child Restraints SAFETY Child Restraints There are different sizes and types of restraints for
children from newborn size to the child almost large enough for an Everyone in your vehicle
needs to be buckled up at all adult safety belt. A deploying passenger front air bag can either
the height or weight limit of their rear-facing child cause death or serious injury to a child 12
years or restraint. Please see the following table for more information. Always make sure the
head restraint is in its upright The lower anchorages are round bars that are position when the
seat is to be used by an occupant found at the rear of the seat cushion where it who is not in a
child restraint. The tether anchorages are located on the back of the seat, near the floor. There
are tether strap anchorages behind each rear seating position located on the back of the seat,
near the floor. If a child seat in the center position blocks the outboard LATCH anchors or seat
belt, do not install a child seat in that outboard position. Loosen the adjusters on the lower
straps and on the 6. Test that the child restraint is installed tightly by pulling tether strap of the
child seat so that you can more easily back and forth on the child seat at the belt path. It attach
the hooks or connectors to the vehicle anchor- should not move more than 1 inch LATCH

anchorages can lead to failure of the re- straint. The child could be badly injured or killed. Page
SAFETY NOTE: If the folding, non-adjustable head restraint inter- feres with the installation of
the child restraint, the head restraint may be folded and the child seat installed in front of it.
Always make sure the head restraint is in its upright position when the seat is to be used by an
occupant who is not in a child restraint. Then, allow the webbing to retract back into the
retractor. Next, pull enough of the seat belt webbing from the belt occasionally, and pull it tight
if necessary. Look behind the seating position where you plan to install the child restraint to
find the tether anchorage. You may need to move the seat forward to provide better access to
the tether anchorage. If there is no top tether anchorage for that seating position, move the
child restraint to another position in the vehicle if one is available. Use only the anchorage
position directly be- hind the child seat to secure a child restraint top tether strap. They contain
carbon AREA. Continued Always use floor mats designed to fit your vehicle. Objects can
become trapped under accelera- Examine tires for excessive tread wear and uneven wear tor,
brake, or clutch pedals and could cause a loss of patterns. Apply the brake before shifting to
any Before starting your vehicle, adjust your seat, adjust both driving range. As with all
vehicles, you parking brake released, a brake system malfunction is should never exit a vehicle
while the engine is indicated. Continued shifting out of PARK. Allowing children to be in a
vehicle unattended is dangerous for a number This vehicle is equipped with a Key Ignition Park
Interlock of reasons. NOTE: After selecting any gear range, wait a moment to allow the selected
gear to engage before accelerating. This is especially important when the engine is cold.
Continued will not move out of PARK. An authorized dealer has diagnostic normal conditions.
Do not downshift for additional engine braking on a slippery surface. The drive wheels could
lose their grip and the vehicle could skid, causing a collision or personal injury. Fluid level
should be checked on a level surface and with the engine off to prevent injury from moving
parts and to ensure accurate fluid level reading. Do not overfill. Turn the Speed Control on.
When the vehicle has reached Speed Control can be dangerous where the system the desired
speed, push the SET - button and release. Your vehicle could Release the accelerator and the
vehicle will operate at the go too fast for the conditions, and you could lose selected speed. The
ParkSense Rear Park Assist system provides visual and Speed Control can be dangerous where
the system audible indications of the distance between the rear fascia cannot maintain a
constant speed. Your vehicle could and a detected obstacle when backing up, e. As the vehicle
moves closer to the object the instrument cluster display will show fewer arcs and the sound
tone will change from slow, to fast, to continuous. If the gas cap is lost or damaged, be sure
system could result from using an improper fuel the replacement cap is for use with this
vehicle. The load must be distributed in the cargo of the vehicle with all fluids, including vehicle
fuel, at full area so that the GAWR of each axle is not exceeded. The GVWR is the total allowable
weight of your vehicle. Distribute the load over the front and rear axles link that can be installed
between the hitch receiver and the evenly. They are typically used for system may reduce
handling, stability, braking per- heavier loads to distribute trailer tongue weight to the tow
formance, and could result in a collision. GCWR Max. To promote proper break-in of your new
vehicle drivetrain Improper towing can lead to a collision. Follow these components, the
following guidelines are recommended. Seven-Pin Connector 1 â€” However, to avoid extended
driving at high RPM. Damage to the drive- Rapid acceleration on slippery surfaces is dangerous.
If this vehicle requires towing, Unequal traction can cause sudden pulling of the front make sure
the drive wheels are OFF the ground. Never drive through standing water that is deeper than the
bottom of the tire rims mounted on the vehicle. Use it when your The Hazard Warning flasher
switch is located in the lower vehicle is disabled and it is creating a safety hazard for center
area of the instrument panel. Reconnect the wiring harness to the new bulb and reinstall by
inserting the new bulb straight into the fog 1. Raise the hood to access the rear of the headlamp
lamp until it locks into place. Twist and remove the socket from the lamp assembly and pull the
bulb out to remove. General Information The fuses protect electrical systems against excessive
cur- rent. Open the front drawer to expose the storage compart- Base Cargo Center Console
ment. Pull the Winch Cover assembly plug and retainer clip if equipped to access the winch
drive nut. The winch mechanism is designed for use with the winch T-handle only. Park the
vehicle on a firm, level surface. Do not attempt to raise the vehicle by jacking on locations other
than those indicated. Rear jack locations are between a pair of down-facing tabs on the sill
flange of the vehicle side body. Return the jack to its correct orientation once it is under the
vehicle. Remove the wheel lug nuts. The features on the cover. Finish tightening the lug nuts.
Push down on the wrench while at the end of the handle for increased leverage. Tighten the lug
nuts in a star pattern until each nut has been tightened twice. It cannot be over- tightened.
Tightening an improperly seated wheel under vehicle load can damage the threads, cause
vibration, and undermine safety. To avoid the risk of forcing the vehicle off the jack, do not

tighten the wheel nuts fully until the vehicle has been lowered. Push down on the wrench while
at the end of the handle for increased 1. Mount the road tire on the axle. Tighten the lug nuts in
a star pattern until each 2. Always replace these when inflating such items to avoid injecting
sealant into components immediately at your original equipment them. Always start the vehicle
before turning ON the Tire onto the valve stem. Hose: If the sealant white fluid does not flow
within 0 â€” 10 1. Continue to operate the pump until sealant is no longer seconds through the
Sealant Hose: flowing through hose typically takes 30 - 70 seconds. Uncoil the Hose and screw
the fitting at the end of the hose onto the valve stem. Pull over to a safe location. Remove the
bottle cover. Rotate the bottle up beyond vertical to release. Pull the bottle away from the
Compressor. Jump starting can be dangerous if done improperly so please follow the
procedures in this section carefully. Failure to follow this jump starting procedure could result
in personal injury or property damage due to Do not connect the jumper cable to the negative post battery explosion. You or others can be badly burned by hot engine coolant antifreeze or
steam from your radiator. If you see or hear steam coming from under the hood, do not open the
hood until the radiator has had time to cool. Never try to open a cooling system pressure cap
when the radiator or coolant bottle is hot. If your vehicle becomes stuck in mud, sand, or snow,
it can often be moved using a rocking motion. The indicator system. Refer to the maintenance
schedules on the following page for the required maintenance intervals. Inspect front
suspension, tie rod ends, boot seals, and replace if nec- essary. Inspect the brake linings,
replace as necessary. Inspect and replace PCV valve if necessary. To assure proper engine
lubrication, the engine oil must be maintained at the correct level. Do not allow battery fluid to
battery that the positive cable is attached to the contact your eyes, skin, or clothing.
Identification Symbol You can be badly injured working on or around a motor vehicle. Only do
service work for which you This symbol means that the oil has have the knowledge and the
proper equipment. If you been certified by the American Pe- have any doubt about your ability
to perform a service troleum Institute API. Rotate the glove compartment door back into
position and reinstall tether. These are not a reason to replace belt. Particular attention should
on geographical area and frequency of use. Poor perfor- also be given to hood latching
components to ensure mance of blades may be present with chattering, marks, proper function.
They contain carbon vehicle is not kept in proper operating condition. In monoxide CO , which
is colorless and odorless. Failure to fill these systems properly could lead to antifreeze , may
result in engine damage and may severe internal engine damage. Failure to fill these systems
properly could lead to that meets the requirements of FCA Material Standard severe internal
engine damage. Continued mended and can result in cooling system damage. If replacement is
ever necessary, install ONLY safely driven. Routine proper maintenance intervals. If the TIN is
not found on the The TIN may be found on one or both sides of the tire; outboard side, then you
will find it on the inboard side of however, the date code may only be on one side. Cold Tire
Inflation Pressure Cold tire inflation pressure is defined as the tire pressure after the vehicle has
not been driven for at least three hours, or driven less than 1 mile 1. Check the inflation
pressure of each tire, including the spare tire if equipped , at least monthly and inflate to the
recommended pressure for your vehicle. Overloading of your tires is dangerous. Overloading
can cause tire failure, affect vehicle handling, and increase your stopping distance. Use tires of
the rec- ommended load capacity for your vehicle. Never over- load them. Underinflated tires
will increase tire rolling resistance After inspecting or adjusting the tire pressure, always
resulting in higher fuel consumption. This will prevent moisture Tread Wear and dirt from
entering the valve stem, which could damage the valve stem. Tire pressure may increase from 2
to 6 psi 13 to 40 kPa Combining radial ply tires with other types of tires on during operation.
Protect tires from contact with original equipment dealer with any questions you may oil,
grease, and gasoline. The compact spare is for temporary emergency use only. Compact and
collapsible spares are for temporary You can identify if your vehicle is equipped with a compact
emergency use only. You could lose control and have a collision. Continued shown in the
following diagram. The traction grade assigned to this tire is based on Treadwear straight-ahead
braking traction tests, and does not The Treadwear grade is a comparative rating, based on
include acceleration, cornering, hydroplaning, or the wear rate of the tire when tested under
controlled peak traction characteristics. Protection From Atmospheric Agents The temperature
grade for this tire is established for Vehicle body care requirements vary according to
geographic a tire that is properly inflated and not overloaded. Chemicals that make roads
passable in Excessive speed, under-inflation, or excessive load- snow and ice and those that
are sprayed on trees and road ing, either separately or in combination, can cause Remover to
remove. The lenses in front of the instruments in this vehicle are A frayed or torn belt could rip
apart in a collision and molded in clear plastic. When cleaning the lenses, care leave you with
no protection. This number also appears stamped on the right sliding door sill under the sill

moulding and printed on the Automobile Information Disclosure Label affixed to a window on
your vehicle, the vehicle registration and title. However, the effort required to brake the vehicle
will be much greater than that required with the power system operating. Use of gasoline with a
manganese-containing metallic additive that is blended higher ethanol content may void the
New Vehicle Limited into some gasoline to increase octane. If you notice a pungent burning
odor or Carbon monoxide CO in exhaust gases is deadly. Page Flexible Fuel 3. E General
Information Ethanol vapors are extremely flammable and could The information in this section
is unique for Flexible Fuel cause serious personal injury. Never have any smoking vehicles
only. These vehicles can be identified by a unique materials lit or products that can cause spark
in or near fuel filler door label that states Ethanol E or Unleaded the vehicle when removing the
fuel filler tube cap gas With non-seasonally adjusted E fuel, hard starting and FFV vehicles
operated on E require specially formulated rough idle following start up may be experienced
even if engine oils. The following describes the left-hand rocker switch opera- tion in each
mode. Only the current song that is playing will overhead console behind the screen s. Push the
MENU button on the radio faceplate. Press the Rear VES button on the touchscreen to display 1.
Using The Touchscreen Radio Controls 1. Light â€” Turns the remote control backlighting on or
off. Stop â€” Stops disc play. The remote backlighting turns off automatically after SETUP â€”
When in a video mode, push the SETUP Remote Control Storage button to access the display
settings see the display The video screen comes with a built in storage compart- settings
section to access the DVD setup menu, select ment for the remote control which is accessible
when the the menu button on the radio. If no audio is heard after increasing the volume control,
verify that the screen is turned on and in the down position and that the channel is not muted.
The DVD player will If the DVD player is unable to read the disc, a Disc Error automatically skip
the file and begin playing the next message is displayed on the Radio display and the disc is
available file. The system is 0. Operation Any voice commanded system should be used only in
safe driving conditions following all applicable laws. Voice commands can be used to operate
the Uconnect Your attention should be focused on safely operating Phone and to navigate
through the Uconnect Phone menu This will allow mobile, or other that you wish to edit. Push
the Phone button to begin. To bring the call back from hold, push and hold the the vehicle
battery condition dictates cessation of the Phone button until you hear a single beep. The
paired phone name is not language-specific where the vehicle is purchased for the U. To use
this feature, dial the number you wish to call from confirming your choices e. Push the Phone
button. Yes See You in 15 minutes Mobile phones have been found to lose connection to the
Uconnect Phone. When this happens, the connection can 2. No The radiated output power of
the internal wireless radio is Operation is subject to the fol
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lowing two conditions: far below the FCC and IC radio frequency exposure limits. These limits
are designed to The Uconnect Voice Command system allows provide reasonable protection
against harmful interfer- you to control your AM, FM radio, disk player, We want you to be happy
Prepare For The Appointment with our products and services. If you are having warranty work
done, be sure to have the right papers with you. Engine exhaust internal combustion engines
only , If you believe that your vehicle has a defect that could some of its constituents, and
certain vehicle compo- cause a crash or cause injury or death, you should nents contain, or
emit, chemicals known to the State of immediately inform the National Highway Traffic These
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