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Quick Links. What's Important. Key Messages. Key Features Overview. Key Competitors. New
for Model Lineup. King Ranch. Optional Equipment. Vocational Segmentation. Commercial
Account Programs. Differential, Electronic Locking Rear. Diesel Emissions. Engine Idle
Shutdown. Intelligent Oil Life Monitor. Turbocharging Basics. Oil Life Minder. GVWR Package.
Camper Package. FX4 Off-Road Package. Heavy Service Front Suspension Package. Pickup Box
Delete. Snowplow Prep Package. Traction Control, Engine Only. Trailer Sway Control. Manual
Mode. Progressive Range Select. Diesel Engine Testing. Reliability Features. Cargo Area.
Bedliner, ToughBed Spray-in. Tailgate Step. Tailgate Assist. Console, Center Flow-through.
Design, Interior. Super Duty Pickups. Driver Assistance Technologies. Rear View Camera.
Reverse Sensing System. Ford Work Solutions. Heater, Rapid-Heat Supplemental Cab.
Intelligent 3-blink Turn Signal. LCD Productivity Screen. Outside Temperature Display.
Navigation System, Voice-activated. Chrome Package Lariat. King Ranch with Chrome Package.
Lariat Interior Package. Lariat Ultimate Package. XL Value Package. XLT Interior Package. XLT
Premium Package. XLT Value Package. Remote Start. Safety and Security. Airbags, Front-seat
Side. Child Seat Tethers. Hill Descent Control. Safety Canopy with Roll Sensor. Safety Features.
Tire Pressure Monitoring System. Seating Features. Styling, Exterior. SYNC Technology.
Window, Power Sliding Rear. Key Benefits. Prep Package Accessories. F Super Duty. Towing
Capacity. Trailer Brake Controller. Trailer Tow Packages. Color and Trim. Instrument Clusters.
Dimensions and Specifications. Special Applications. Automobile Ford Escape User Manual
pages. Page 10,Lb. Gvwr Package Designed for vehicles that will be used in off-road or
rough-terrain situations. Driver seat has standard manual lumbar. Modular instrument panel has
a two-tone appearance. Prominent center stack houses all switches in one easy-to-access area.
Those systems have not been Ford compatibility-tested with the TBC and are not recommended
for use. Ford TBC is not compatible with any trailer equipped with a surge-type brake system.
Page Key Benefits 90 degrees. Tachometer Fasten safety belt warning light Engine oil pressure
gauge Hill Descent mode indicator light if equipped Turn signal indicators Check engine
warning light High-beam indicator Engine oil pressure gauge parking brake indicator light Front
Overhang Length Passenger Front Cargo Length Floor Base Curb Weight lbs. Pickup Box
Delete Option allows aftermarket installation of a second unit body. Springs, Front â€” Rating
Ground lbs. Area Thick- qts. Engine Cooling Usage sq. Height Width ness Tubes Wire Dia.
Design Load in. Ground lbs. Rating psi Press. The plow and hardware weight limits shown are
based upon a vehicle with maximum buildable Ford option content and lbs. If sufficient weight
is added such that the completed vehicle with a driver and more than one passenger would
exceed Front GAWR, Rear GAWR or GVWR, it is the responsibility of the equipment installer to
notify the customer of the appropriate use restrictions i. The latest version highlights F-Series,
the best-selling truck in the U. This manual is also suitable for: super duty pickups f super duty
pickups f f super duty f super duty f super duty. Print page 1 Print document 86 pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Quick Links. See also: User Manual. Instrument Cluster. Warning lights and
chimes. Message center. Entertainment Systems. Auxiliary input jack. USB port. Satellite radio
information. Navigation system. Climate Controls. Manual heating and air conditioning. Dual
electronic automatic temperature control. Rear window defroster. Turn signal control. Interior
lamps. Bulb replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed
control. Upfitter controls. Owners Guide, 4th Printing. USA fus. Page 4 Errors and omissions
excepted. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. Page 6 Introduction Warning symbols on your vehicle
When you see this symbol, it is imperative that you consult the relevant section of this guide
before touching or attempting adjustment of any kind. Protecting the environment We must all
play our part in protecting the environment. Page 7 Introduction Do not add friction modifier
compounds or special break-in oils since these additives may prevent piston ring seating. See
Engine oil in the Maintenance and Specifications chapter for more information on oil usage. In
addition, ambulance usage without the preparation package could cause high underbody
temperatures, overpressurized fuel and a risk of spraying fuel which could lead to fires. Page 9
EDR. Ford Motor Company and Ford of Canada do not access event data recorder Page 10 If
you do not want Ford or its vendors to receive this information, do not activate the service. Ford
Motor Company and the vendors it uses to provide you with this information do not store your
vehicle travel information. Ford strongly recommends that you use extreme caution when using
any device or feature that may take your focus off the road. Your primary responsibility is the
safe operation of your vehicle. Page 12 Introduction These are some of the symbols you may
see on your vehicle. Page 15 Instrument Cluster bulb works. If any light remains on after
starting the vehicle, refer to the respective system warning light for additional information.

Standard message center Note: Some warning lights are reconfigurable telltale RTT indicator
lights and will illuminate in the message center. Page 16 Instrument Cluster WARNING: Under
engine misfire conditions, excessive exhaust temperatures could damage the catalytic
converter, the fuel system, interior floor coverings or other vehicle components, possibly
causing a fire. Check fuel cap: Displays when the fuel cap may not be properly installed. A
significant decrease in braking performance may occur. It will take you longer to stop the
vehicle. Have the vehicle checked by your authorized dealer. Driving extended distances with
the parking brake engaged can cause brake failure and the risk of personal injury. Engine
coolant temperature RTT : Illuminates when the engine coolant temperature is high. Stop the
vehicle as soon as possible, switch off the engine and let cool. Refer to Engine coolant in the
Maintenance and Specifications chapter. If the light remains on, have the system serviced
immediately, refer to the Driving chapter for more information. Turns off when the speed control
system is engaged or turned off. Metric similar. Engine oil pressure gauge: Indicates engine oil
pressure. The needle should stay in the normal operating range between L and H. If the needle
falls below the normal range, stop the vehicle, turn off the engine and check the engine oil level.
Page Message Center Instrument Cluster Yellow area The transmission fluid is higher than
normal operating temperature. This can be caused by special operation conditions i. Refer to
Special operating conditions in the scheduled maintenance information for instructions.
Operating the transmission for extended periods of time with the gauge in the yellow area may
cause internal transmission damage. Page 25 Instrument Cluster System check and vehicle
feature customization Press the SETUP button repeatedly to cycle the message center through
the following features: Note: Some items are optional and will not appear. Page 26 Instrument
Cluster 2. Page 28 Instrument Cluster Perform compass calibration in an open area free from
steel structures and high voltage lines. In the event of a multiple warning situation, the message
center will cycle the display to show all warnings by displaying each one for four seconds. If the
warning stays on after the parking brake is released, contact your authorized dealer as soon as
possible. Refer to MyKey in the Locks and Security chapter for more information. For more
information, refer to the Driving chapter for more information. For more information, refer to
Four-wheel drive 4WD operation in the Driving chapter. The engine will not respond to
accelerator pedal movement for 30 seconds; this is done so the engine oil can be properly
circulated to avoid engine damage from lack of lubrication. At this point the vehicle must be
serviced by an authorized dealer. Page 38 To prevent this, use an anti-gel additive. Refer to your
diesel supplement for more information. The customer warranty may be void from using
additives that do not meet or exceed Ford specifications. If the low fuel pressure message
persistently appears after If the message reappears after fueling, see below. This timer will stop
when the vehicle is turned off and will restart when the vehicle is restarted. Page 42 Instrument
Cluster It is important to press RESET in order to reset the function after setting the speed
control to get accurate highway fuel economy readings. For more information refer to
Essentials of good fuel economy in the Maintenance and Specifications chapter. Fuel Hist.
Follow the on-screen prompts to exit or confirm delete. Information Press the right arrow button
when this is highlighted Screen Determine which magnetic zone you are in for your geographic
location by referring to the zone map. Page 47 Instrument Cluster Information In this mode, you
can view different vehicle system information and perform a system check. These displays will
not be shown in all screen modes. For example: when programming certain vehicle features or
in certain information menus. Refer to Brake fluid in the Maintenance and Specifications
chapter. The diesel engine shutdown for extended idling is an optional feature. Speed will be
limited upon restart. The diesel exhaust fluid must be replenished to resume normal operation
of the vehicle. Page 53 To prevent this, use an anti-gel additive. If the low fuel pressure message
persistently appears after re-fueling during Refer to Trailer towing in the Tires, Wheels and
Loading chapter for more information. Ford strongly recommends that drivers use extreme
caution when using any device or feature that may take their focus off the road. Your primary
responsibility is the safe operation of the vehicle. Page 61 Entertainment Systems Tuner : Press
to manually go up or down the radio frequency. Press and hold for a fast advance through radio
frequencies. Page 63 Entertainment Systems Accessory delay: Your vehicle is equipped with
accessory delay which allows you to operate the window switches and the audio for up to 10
minutes after the ignition has been turned off or until either front door is opened. When the
chosen song is playing on any satellite radio channel, the system will alert you with an audible
prompt. Page 65 Entertainment Systems When the six strongest stations are filled, the station
stored in preset 1 will begin playing. If there are less than six strong stations, the system will
store the last one in the remaining presets. Page 67 Entertainment Systems 7. If you wish to
engage shuffle mode right away, press SEEK to begin random play. Otherwise, random play will
begin when the current track is finished playing. Page 70 Entertainment Systems 5. You should

hear audio from your portable music player although it may be low. Ford strongly recommends
that drivers use extreme caution when using any device that may take their focus off the road.
Page 72 CD units are designed to play commercially pressed 4. Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Do not use any irregular shaped CDs or discs with a scratch protection film
attached. Page 73 Entertainment Systems CDs with homemade paper adhesive labels should
not be inserted into the CD player as the label may peel and cause the CD to become jammed. It
is recommended that homemade CDs be identified with permanent felt tip marker rather than
adhesive labels. While various. Page 75 Note: SIRIUS reserves the unrestricted right to change,
rearrange, add or delete programming including canceling, moving or adding particular
channels, and its prices, at any time, with or without notice to you. Ford Motor Company shall
not be responsible for any such programming changes. The system is working properly. Can be
used to clear the windshield of fog and thin ice. The system will automatically provide outside
air to reduce window fogging. Press this button again to return to the previous air flow
selection. Recirculated air may reduce the amount of time needed to cool down the interior of
the vehicle and may also help reduce undesired odors from reaching the interior of the vehicle.
Page 82 Climate Controls Manual control: Allows you to manually select where airflow is
directed. To return to full automatic control, press AUTO. Page 83 Climate Controls The
passenger side temperature setting will appear in the upper right corner of the display. If
equipped, it also operates the heated mirror to remove snow and thin ice from the side mirrors.
Rotate clockwise to the second position to also turn on the headlamps. Autolamp control if
equipped The autolamp system provides light sensitive automatic on-off control of the exterior
lights normally controlled by the headlamp control. Page 88 Lights 3. Turn the ignition switch to
on and then back to off. Turn the headlamp control to the autolamp position. The headlamps will
turn on. Wait the desired amount of time for the exit delay you want up to three minutes , then
turn the headlamps off. The headlamps on your vehicle are properly aimed at the assembly
plant and should not normally need adjustment. Page Turn Signal Control Lights 5. Locate the
vertical adjuster on each headlamp, then use a 2 Phillips head to turn the adjuster either
counterclockwise to adjust down or clockwise to adjust up aligning the upper edge of the light
pattern up to the horizontal line. Press the controls on either side of each map lamp to turn on
the lamps. Page 94 Lights Replacing headlamps, park lamps, turn lamps 1. Make sure that the
exterior lamps are off, then open the hood. Using masking tape or a marker, make an alignment
mark between one of the grille brackets and the vehicle radiator support to ensure correct grille
alignment during re-assembly. Page 95 Lights For the headlamp bulb, remove the bulb by
turning it counterclockwise and pulling it straight out. For the park or turn lamp bulb, remove
the bulb by turning it counterclockwise and pulling it straight out. Page 96 Lights 3. Rotate the
bulb socket counterclockwise and remove from lamp assembly. Pull the bulb straight out of the
socket. Install the new bulb s in reverse order. Make sure the headlamps are off. Page 97 Lights
Replacing front clearance and identification lamp bulbs if equipped 1. Remove the screw and
lens from the lamp assembly. Install the bulb s in reverse order. Replacing fog lamp bulbs if
equipped 1. Speed dependent wipers: When the wiper control is set on the intermittent settings,
the speed of the wipers will automatically adjust with the vehicle speed. Pull the lever down to
unlock the steering column. While the lever is in the down position, move the steering wheel up
or down and in or out until you find the desired position. Storage compartment if equipped
Press the release tab on the rear edge of the bin door to open the storage compartment. The
door will open to the full open position. Hard objects can injure you in a collision. Page Driver
Controls To have full capacity usage of your power point, the engine is required to be running
to avoid unintentional discharge of the battery. Page Power Windows Driver Controls The power
point can switch to a fault mode when it is overloaded, overheated, or shorted. For overloading
and shorting conditions, unplug your device and turn the ignition key off then on. For an
overheating condition, let the system cool off, then turn the ignition key off then on. The V AC
power point can provide power whenever the vehicle ignition is in the on position and the power
point green indicator light located in the top left corner is turned on. Press the switch
completely down to the second detent and release quickly. The window will open fully.
Momentarily press the switch to any position to stop the window operation. Window lock if
equipped The window lock feature allows only the driver to operate the power To adjust your
mirrors: 1. Rotate the control clockwise to adjust the right mirror and rotate the control
counterclockwise to adjust the left mirror. Page Driver Controls Fold-away mirrors Fold the side
mirrors in carefully before driving through a narrow space, like an automatic car wash.
Power-fold mirrors if equipped You can fold the side mirrors simultaneously using the power
mirror switch. To operate the power-fold mirrors: 1. Memory mirrors if equipped This system
allows automatic positioning of the outside rearview mirrors. The control is located on the left

side of the steering column. Press and hold the rear of the control to move the pedals toward
you. Page Driver Controls Navigation system hands free control features if equipped Press and
hold VOICE briefly until the voice icon appears on the navigation display to use the voice
command feature. For further information on the Navigation system, refer to the Navigation
System supplement. Press and release again to fully open. Press the switch again to stop the
moon roof. Page Driver Controls Note: Make sure you keep the original remote control
transmitter for use in other vehicles as well as for future system programming. Note: We
recommend that upon the sale or lease termination of your vehicle, you erase the programmed
function buttons for security reasons. See Erasing the function button codes later in this
section. If a panel of DIP switches is present your garage door opener is a fixed code device.
Page Driver Controls 2. Press and hold the outer two buttons for 1â€”2 seconds, then release.
Note: You may need a ladder to reach the unit and you may need to remove the cover or lamp
lens. Note: If you cannot locate the learn button, refer to the Owner Manual of your garage door
opener or call the toll-free help line on Page Driver Controls Fixed code programming Note: It
may be helpful to have another person assist you in programming the transmitter. To program
units with fixed code DIP switches, you will need the garage door hand-held transmitter, paper
and a pen or pencil. Page Driver Controls 7. When the garage door moves, release the button
within one second. When the button is released, the LED lamp will flash slowly. The LED lamp
will begin to flash rapidly until programming is complete. If your garage door does not operate,
repeat the previous steps. Only use floor mats that leave the pedal area unobstructed. Only use
floor mats that are firmly secured to retention posts so that they cannot slip out of position and
interfere with the pedals or impair safe operation of your vehicle in other ways. Page Driver
Controls 3. Partially lower tailgate and carefully feed tailgate harness up through the gap
between the pickup box and the bumper. Place the tailgate harness out of the way under the
pickup box. Lower the tailgate. Using a screwdriver, gently pry the spring clip on each
connector past the head of the support screw. Rotate the center molding to unlatch the tailgate
step and pull it towards you to extend it. Flip open the step panel to widen the step. Page Driver
Controls Bed extender if equipped Your vehicle may be equipped with a cargo management
feature in the truck bed. Note: This feature is not intended for off-road usage. To open the bed
extender into tailgate mode: 1. Pull the locking pin toward the center of the vehicle. Page Driver
Controls 4. Connect the two panels, then rotate both knobs a quarter-turn clockwise to secure
the panels. Ensure the latch rod is inserted into the tailgate hole and the locking pins on both
sides are engaged into their holes in the pick-up box. Page Driver Controls To open the bed
extender into grocery mode, follow Steps 1â€”4 by rotating the panels away from the tailgate.
Close the tailgate. The transmitter portion functions as the remote entry transmitter. Refer to the
Seating and Safety Restraints chapter for a detailed description of Belt-Minder operation. Page
Locks and Security For optional message center: 1. Use the up and down arrows to get to any
of the optional features. Page Ford-approved remote start system as a MyKey if the remote start
fob is used by the MyKey driver. To program a non Ford-approved remote start system as
MyKey , do the following: 1. Enter the vehicle and close all doors. Page See the Check MyKey
system status section. Refer to Using MyKey with remote start systems section. Press control
to lock all doors. Smart locks if equipped This feature prevents you from locking yourself out of
the vehicle if your key is still in the ignition. Turn the ignition to the off position. Close all the
doors. Enter factoryâ€”set 5â€”digit entry code. You must complete Steps 1â€”5 within 30
seconds or the procedure will have to be repeated. If the procedure needs to be repeated, wait a
minimum of 30 seconds before beginning again. Page Locks and Security holding both the
buttons simultaneously on the remote entry transmitter for approximately four seconds. The
hazard lamps will flash twice to indicate that the vehicle has switched to one step unlocking.
Repeat the procedure to switch back to two-step unlocking. Locking the doors 1. Page Locks
and Security 2. Press and hold control button 1 for five seconds. A tone will be heard after two
seconds confirming memory position has been set. Continue to hold until a second tone is
heard after five seconds. Within three seconds press 4. Page Locks and Security 4. Insert the
new battery. Refer to the instructions inside the IKT for the correct orientation of the battery.
Press the battery down to ensure that the battery is fully seated in the battery housing cavity.
Snap the battery cover back onto the key. Page Locks and Security Remote start if equipped
Your vehicle may be equipped with the remote start feature which allows you to start the engine
from outside the vehicle. If your integrated keyhead transmitter IKT has a icon, you have remote
start. The remote start feature has an extended operating range which allows you to remote
start your vehicle from a farther distance from your vehicle. Page Locks and Security The power
windows will be inhibited during the remote start and the radio will not turn on. The parking
lamps will remain on and the engine will run for 5, 10, or 15 minutes, depending on how you
programmed the system. To select the duration of the remote start system refer to Message

center in the Instrument Cluster chapter. Page Locks and Security Programming a personal
entry code and keypad association to memory feature To create your own personal entry code:
1. Enter the factory set code. Enter your personal 5-digit code. Each number must be entered
within five seconds of each other. Use of these systems may result in vehicle starting problems
and a loss of security protection. Note: Large metallic objects, electronic devices that are used
to purchase gasoline or similar items, or a second coded key on the same key chain may cause
vehicle starting issues. Page Locks and Security Automatic arming The vehicle is armed
immediately after turning the ignition off. Automatic disarming Switching the ignition on with a
coded key disarms the vehicle. Page Locks and Security 3. After three seconds but within 10
seconds of removing the first coded key, insert the second previously programmed coded key
into the ignition and turn the ignition from the 1 off position to the 3 on position maintain
ignition in the 3 on position for at least one second but no more than 10 seconds. Page Locks
and Security There is a 20 second countdown when any of the above actions occur before the
vehicle becomes armed. Each door and the hood is armed individually, and if any are open, they
must be closed before the open entry point can enter the 20 second countdown. To adjust the
head restraint, do the following: 1. Page Seating and Safety Restraints To reinstall the
adjustable head restraint, do the following: 1. Insert the two stems 2 into the guide sleeve
collars. Push the head restraint down until it locks. Properly adjust the head restraint so that the
top of the head restraint is even with the top of your head and positioned as close as possible
to the back of your head. It should be installed whenever the seat is occupied. Page Seating and
Safety Restraints 20 percent front seat armrest and console if equipped To release the armrest
and gain access to the cupholders and seatback storage bin, press the button on the right-hand
side of the seat and pull the seatback down. Pull up on the tab to open the storage bin. Page
Seating and Safety Restraints The under-seat storage compartment if equipped has a
programmable lock. Use the ignition key to program the lock to the compartment. Electronics
may be powered or charged using the under-seat storage compartment auxiliary power point.
Page Seating and Safety Restraints Power recline if equipped Press the control to recline the
seatback forward or rearward. Using the power lumbar support if equipped The power lumbar
control is located on the outboard side of the seat. Press one side of the control to adjust
firmness. Page Seating and Safety Restraints Heated and cooled seats if equipped The controls
for the climate controlled seats are located on the climate control system. Heated Seats
WARNING: Persons who are unable to feel pain to the skin because of advanced age, chronic
illness, diabetes, spinal cord injury, medication, alcohol use, exhaustion, or other physical
conditions, must exercise care when using the seat heater. Page Seating and Safety Restraints
Climate controlled seats air filter replacement if equipped The heated and cooled seat system
includes air filters that must be replaced periodically. Refer to Scheduled maintenance
information. Page Seating and Safety Restraints To install a filter: 1. First, position the filter in
its housing making sure that the far forward end is all the way up in the housing. Push in on the
center of the outside edge of the filter and rotate up into the housing until it clips into position.
Refer to Message center in the Instrument Cluster chapter. Removal of the second-row
non-adjustable head restraints is the same as the front row center head restraint. Pull the
control to release the seat cushion. Rotate the seat cushion up until it locks into the vertical
storage position. Returning the Seat to the Seating Position WARNING: Make sure that cargo or
any objects are not trapped underneath the seat cushion before returning the seat cushion to its
original position, and that the seat cushion locks into place. Page Seating and Safety Restraints
Returning the Seat to the Seating Position WARNING: Make sure that cargo or any objects are
not trapped underneath the seat cushion before returning the seat cushion to its original
position, and that the seat cushion locks into place. Failure to do so may prevent the seat from
operating properly in the event of a crash, which could increase the risk of serious injury. Page
Safety Restraints Seating and Safety Restraints To remove the storage space divider, squeeze
the sides and lift it from the storage tub. Use your vehicle key to lock the storage space. In a
collision, people riding in these areas are more likely to be seriously injured or killed. Do not
allow people to ride in any area of your vehicle that is not equipped with seats and safety belts.
Page Seating and Safety Restraints Combination lap and shoulder belts 1. Insert the belt tongue
into the proper buckle the buckle closest to the direction the tongue is coming from until you
hear a snap and feel it latch. Make sure the tongue is securely fastened in the buckle. Page
Seating and Safety Restraints 1. To lengthen the lap belt, pull some webbing out of the shoulder
belt retractor. While holding the webbing below the tongue, grasp the tip metal portion of the
tongue so that it is parallel to the webbing and slide the tongue upward. Page Seating and
Safety Restraints Automatic locking mode In this mode, the shoulder belt is automatically
pre-locked. The belt will still retract to remove any slack in the shoulder belt. The automatic
locking mode is not available on the driver safety belt or the optional front or rear seat center

safety belt. Failure to replace the belt and retractor assembly could increase the risk of injury in
collisions. Page Seating and Safety Restraints Safety belt height adjustment Your vehicle has
safety belt height adjustments at the front outboard seating positions. Adjust the height of the
shoulder belt so the belt rests across the middle of your shoulder. To adjust the shoulder belt
height, pull on the center button and slide the height adjuster down. Page Seating and Safety
Restraints Safety belt warning light and indicator chime The safety belt warning light illuminates
in the instrument cluster and a chime sounds to remind the occupants to fasten their safety
belts. Conditions of operation If Page Seating and Safety Restraints If The following are reasons
most often given for not wearing safety belts All statistics based on U. Page Seating and Safety
Restraints Reasons given We recommend you leave the Belt-Minder system activated for
yourself and others who may use the vehicle. Page WARNING: Front seating positions only: If
seating two adults and a child, Ford recommends properly restraining the child in the center
front seating position, but only if doing so will not interfere with driving the vehicle. This
arrangement provides lap and shoulder belt and airbag protection for adult occupants and an
attachment method for a child restraint. Page Seating and Safety Restraints The airbags inflate
and deflate rapidly upon activation. After airbag deployment, it is normal to notice a smoke-like,
powdery residue or smell the burnt propellant. This may consist of cornstarch, talcum powder
to lubricate the bag or sodium compounds e. Refer to Safety Canopy System later in this
chapter. The diagnostic module monitors its own internal circuits and the supplemental airbag
electrical system wiring including the impact sensors , the system wiring, the airbag system
readiness light, the airbag Page Seating and Safety Restraints How does the side airbag system
work? The design and development of the side airbag system included recommended testing
procedures that were developed by a group of automotive safety experts known as the Side
Airbag Technical Working Group. Page Seating and Safety Restraints The fact that the airbags
did not inflate in a collision does not mean that something is wrong with the system. Rather, it
means the forces were not of the type sufficient to cause activation. Side airbags are designed
to inflate in side-impact collisions, not roll-over, rear-impact, frontal or near-frontal collisions,
unless the collision causes sufficient lateral deceleration. Page Seating and Safety Restraints
The Safety Canopy system, in combination with safety belts, can help reduce the risk of severe
injuries in the event of a significant side impact collision or rollover event. Children 12 years old
and under should always be properly restrained in the second row seats. Page Seating and
Safety Restraints Determining if the system is operational The SRS uses a readiness light in the
instrument cluster or a tone to indicate the condition of the system. Refer to Warning lights and
chimes in the Instrument Cluster chapter. Routine maintenance of the side airbag is not
required. Before driving, always look at the face of the switch to be sure the switch is in the
proper position in accordance with these instructions and warnings. Page Seating and Safety
Restraints Turning the passenger airbag back on The passenger airbag remains off until you
turn it back on. Insert the ignition key and turn the switch to ON. Always use safety belts and
child restraints properly. Page Seating and Safety Restraints 2. Child age 1 to Page Child
Restraints Recommendations for Safety Restraints are based on probable child height, age and
weight thresholds from NHTSA and other safety organizations or are the minimum requirements
of law. Page Seating and Safety Restraints Recommendations for Safety Restraints for Children
Child size, height, weight, or Recommended restraint type Small Children who have outgrown or
no Use a belt-positioning children longer properly fit in a child safety booster seat. Page
Highway Traffic Safety Administration NHTSA provides education and training to ensure that all
children ages 0 to 16 are properly restrained in the correct restraint system. Page Seating and
Safety Restraints Follow all the safety restraint and airbag precautions that apply to adult
passengers in your vehicle. If the child is the proper height, age, and weight as specified by
your child safety seat or booster manufacturer , fits the restraint and can be restrained properly,
then restrain the child in the child safety seat or with the belt-positioning booster. Page Seating
and Safety Restraints Installing child safety seats with automatic locking mode combination lap
and shoulder belts front passenger and rear outboard seating positions Check to make sure the
child seat is properly secured before each use. Children 12 and under should be properly
restrained in a rear seating position whenever possible. Page Seating and Safety Restraints 3.
Be sure the belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle
closest to the direction the tongue is coming from for that seating position until Page There
should be no more than 1 inch 2. In Canada, check with your local St. Be sure that the belt
webbing is not twisted. Page Seating and Safety Restraints The SuperCab rear seat has three
straps behind the top of the seat back that function as both routing loops for the tether straps
and anchor loops. Page Seating and Safety Restraints Attach the tether strap only to the
appropriate tether anchor as shown. The tether strap may not work properly if attached
somewhere other than the correct tether anchor. Once the child safety seat has been installed

using the safety belt, you can attach the top tether strap. Page If the safety seat is not anchored
properly, the risk of a child being injured in a collision greatly increases. If your child restraint
system is equipped with a tether strap, and the child restraint manufacturer recommends its
use, Ford also recommends its use. These loops are to be used as both routing loops and
anchor loops for up to three child safety seat tether straps. Page To improve the fit of both the
lap and shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Generally this is when they reach a height of at
least 4 feet 9 inches 1. Page Seating and Safety Restraints Types of booster seats There are
generally two types of belt-positioning booster seats: backless and high back. Page Seating and
Safety Restraints Children and booster seats vary in size and shape. Choose a booster that
keeps the lap belt low and snug across the hips, never up across the stomach, and lets you
adjust the shoulder belt to cross the chest and rest snugly near the center of the shoulder. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
collision be replaced. Utility vehicles and trucks are not designed for cornering at speeds as
high as passenger cars any more than low-slung sports cars are designed This increases
traction which may enable you to safely drive over terrain and road conditions that a
conventional two-wheel drive vehicle cannot. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Excessive speed,
underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. Page Tire Inflation At least once a month and before long trips,
inspect each tire and check the tire pressure with a tire gauge including spare, if equipped.
Inflate all tires to the inflation pressure recommended by Ford Motor Company. Page Tires,
Wheels and Loading You are strongly urged to buy a reliable tire pressure gauge, as automatic
service station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page Tires, Wheels and Loading
When weather temperature changes occur, tire inflation pressures also change. Check your tire
pressures frequently and adjust them to the proper pressure which can be found on the Safety
Compliance Certification Label or Tire Label. To reduce the risk of serious injury, never attempt
to re-inflate a tire which has been run flat or seriously under-inflated without first removing the
tire from the wheel assembly for inspection. TIRE CARE Inspecting your tires and wheel valve
stems Periodically inspect the tire treads for uneven or excessive wear and remove objects
such as stones, nails or glass that may be wedged in the tread grooves. Page Tires, Wheels and
Loading Improper or inadequate vehicle maintenance can cause tires to wear abnormally. Page
such as P-metric versus LT-metric or all-season versus all-terrain as those originally provided
by Ford. Page The tire pressure sensors mounted in the wheels are not designed to be used in
aftermarket wheels. The use of wheels or tires not recommended by Ford Motor Company may
affect the operation of your tire pressure monitoring system if equipped. A tire can explode in
as little as three to five seconds. Always perform the TPMS reset procedure after tire rotation.
We do not recommend splitting up the dual rear wheels. This information identifies and
describes the fundamental characteristics of the tire and also provides a U. Page Tires, Wheels
and Loading 5. If you change your wheel size, you will have to purchase new tires to match the
new wheel diameter. It is an index that relates to how much weight a tire can carry. Page Tires,
Wheels and Loading 8. The next two numbers or letters are the plant code designating where it
was manufactured, the next two are the tire size code and the last four numbers represent the
week and year the tire was built. Page Tires, Wheels and Loading Note: The temporary tire size
for your vehicle may be different from this example. The tire pressure should be checked
periodically at least monthly using a tire gauge, see Inflating your tires in this chapter. Page
Tires, Wheels and Loading replacement or alternate tires or wheels on the vehicle that prevent
the TPMS from functioning properly. Always check the TPMS malfunction telltale after replacing
one or more tires or wheels on your vehicle to ensure that the replacement or alternate tires and
wheels allow the TPMS to continue to function properly. When you believe your system is not
operating properly The main function of the tire pressure monitoring system is to warn you
when your tires need air. For a description on how the system functions, refer to When your
temporary spare tire is installed in this section. Page Tires, Wheels and Loading 3. Cycle the
ignition to the on position with the engine off. Turn the hazard flashers on then off three times.
This must be accomplished within 10 seconds. Use of any tire or wheel not recommended by
Ford can affect the safety and performance of your vehicle, which could result in an increased
risk of loss of vehicle control, vehicle rollover, personal injury and death. Page Tires, Wheels
and Loading Payload â€” is the combined weight of cargo and passengers that the vehicle is
carrying. When towing, trailer tongue load or king pin weight is also part of cargo weight. These
numbers are shown on the Safety Compliance Certification Label. GCWR Gross Combined

Weight Rating â€” is the maximum allowable weight of the vehicle and the loaded trailer â€”
including all cargo and passengers â€” You and one of your friends decide to pick up cement
from the local home improvement store to finish that patio you have been planning for the past
2 years. Page Tires, Wheels and Loading WARNING: Towing trailers beyond the maximum
recommended gross trailer weight exceeds the limit of the vehicle and could result in engine
damage, transmission damage, structural damage, loss of vehicle control, vehicle rollover and
personal injury. Vehicle type Rear axle Maximum ratio WARNING: The hitch rating listed on the
trailer hitch label are maximum possible trailer ratings for that hitch but may not be what your
vehicle is capable of towing. Page Tires, Wheels and Loading Fifth-wheel trailer hitch if
equipped To find the maximum trailer weight allowed for your vehicle, consult your authorized
dealer or the RV and Trailer Towing Guide provided by your authorized dealer. Fifth-wheel and
gooseneck towing Your vehicle may be equipped with a fifth-wheel prep package. This package
enables your vehicle to accept certain fifth-wheel trailer hitches and gooseneck ball hitches.
Page Trailer Brake Controller-Integrated The Ford TBC has been tested to be compatible with
several major brands of electric-over-hydraulic trailer brakes; contact your authorized dealer for
information on which brands can be used. The GAIN setting can be increased to a maximum of
Page Tires, Wheels and Loading 2. If the manual control is activated while the brake is also
applied, the greater of the two inputs determines the power sent to the trailer brakes. Page Note:
Your TBC can be diagnosed by your authorized dealer to determine exactly which trailer fault
has occurred; however, if the fault is with the trailer this diagnosis is not covered under your
Ford warranty. Page TBC module. Page Tires, Wheels and Loading Your vehicle may be
equipped with a temporary or conventional spare tire. An example of recreational towing would
be towing your vehicle behind a motor home. Note: Put your climate control system in
recirculated air mode to prevent exhaust fumes from entering the vehicle. These heavy metal
objects could become projectiles if the strap breaks and can cause serious injury or death. Your
vehicle comes equipped with frame-mounted front recovery hooks. These hooks should never
have a load applied to them greater than the GVWR of your vehicle. Note: In order to switch off
the engine while the vehicle is in motion, shift to neutral and use the brakes to bring the vehicle
to a safe stop. The emission system heats up the engine compartment and exhaust system,
which can start a fire. Page Driving 2. Make sure the headlamps and electrical accessories are
off. Turn the key to 3 on without turning the key to 4 start. Some warning lights will briefly
illuminate. Page Driving the 4 start position, the engine may continue cranking for up to 10
seconds or until the vehicle starts. Note: Cranking may be stopped at any time by turning the
key to the off position. After idling for a few seconds, release the parking brake, apply the brake,
shift into gear and drive. Page Driving If the engine fails to start using the preceding
instructions flexible fuel vehicles only 1. When the engine starts, release the key, then gradually
release the accelerator pedal as the engine speeds up. Page Brakes Driving How to use the
engine block heater Ensure the receptacle terminals are clean and dry prior to use. To clean
them, use a dry cloth. Depending on the type of factory installed equipment, your engine block
heater system may consume anywhere between watts or watts of power per hour. Page Driving
Brake assist The brake assist system provides full braking force during panic braking
situations. It detects a rapid application of the brake pedal and uses the ABS system to achieve
maximum braking pressure. Once a panic brake application is detected, the system will remain
activated as long as the brake pedal is pressed or ABS is engaged. Page Driving Parking brake
To set the parking brake, press the parking brake pedal down until the pedal stops. Pull the
release lever to release the parking brake. The system will allow your vehicle to make better use
of available traction in these conditions. Aggressive driving on any road condition can cause
you to lose control of your vehicle increasing the risk of personal injury or property damage.
ESC operates by applying brakes to one or more of the wheels individually and, if necessary,
reducing engine power if the system detects that the vehicle is about to skid or slide laterally.
Page Driving Switching off AdvanceTrac with RSC If the vehicle is stuck in snow, mud or sand,
and seems to lose engine power, switching off certain features of the AdvanceTrac with RSC
system may be beneficial because the wheels are allowed to spin. This will restore full engine
power and will enhance momentum through the obstacle. Lamp light starts blinking for 4
seconds after entering press and hold state. Ford does not recommend disabling this feature
except in situations where speed reduction may be detrimental e. Page Driving Enabling hill
descent control and setting the descent speed 1. Press and release the hill descent button
located on the instrument panel. A light in the cluster will illuminate and chime will sound when
this feature is activated. To increase descent speed, press the accelerator pedal until the
desired speed is reached. If excessive, check for low power steering pump fluid level before
seeking service by your dealer. Check for low power steering pump fluid level before seeking
service by your dealer. See your authorized Ford dealer for assistance. Note: The ELD may have

difficulty disengaging either by operator command or automatically if the driveline is under
torque. If driving conditions allow, releasing the accelerator pedal or turning the steering wheel
in the opposite direction may assist in disengagement. Utility vehicles and trucks have larger
tires and increased ground clearance, giving the vehicle a higher center of gravity than a
passenger car. Page Driving If the fuse is not blown and the brake lamps are working properly,
the following procedure will allow you to move the gearshift lever from P Park : 1. Apply the
parking brake. Turn the ignition key to 1 off , then remove the key. To avoid unwanted vehicle
movement, always fully set the parking brake prior to doing this procedure. Turn the ignition to
the off position and remove the key whenever you leave your vehicle. Page Driving
Understanding the shift positions of the 6â€”speed automatic transmission if equipped This
vehicle is equipped with an adaptive transmission shift strategy. Adaptive transmission shift
strategy offers the optimal transmission operation and shift quality. Hold the brake pedal down
while in this position. The SST is an automatic transmission with the ability for the driver to
change gears up or down without a clutch as desired. Page Driving Using hill start assist The
hill start assist feature is activated automatically when the vehicle is stopped on a slope greater
than five degrees. The hill start assist feature operates with the vehicle facing downhill if
reverse gear is selected. The hill start assist feature will not operate if the parking brake is
activated. Page Driving The RSS detects obstacles up to 6 feet 2 meters from the rear bumper
with a decreased coverage area at the outer corners of the bumper, refer to the figures for
approximate zone coverage areas. As you move closer to the obstacle, the rate of the tone
increases. If the sensors are covered, it will affect the accuracy of the RSS. Objects in the red
zone are closest to your vehicle and objects in the green zone are further away. Page Driving
WARNING: The camera system is a reverse aid supplement device that still requires the driver
to use it in conjunction with the rear view mirror and the side mirrors for maximum coverage.
WARNING: Objects that are close to either corner of the bumper or under the bumper, might not
be seen on the screen due to the limited coverage of the camera system. When fourâ€”wheel
drive 4WD is engaged, power is supplied to all four wheels through a transfer case. Place the
gearshift lever in N Neutral. Sends power to the rear wheels only and should be used for street
and highway driving. Provides optimal smoothness and fuel economy at high speeds. The
message center will then display the system mode selected. If any of the above shift conditions
are not met, the shift will not occur and the message center will display information guiding the
driver through the proper shifting procedures. Page Driving You should either know the terrain
or examine maps of the area before driving. Map out your route before driving in the area. To
maintain steering and braking control of your vehicle, you must have all four wheels on the
ground and they must be rolling, not sliding or spinning. Page Driving If your vehicle gets stuck
If your vehicle gets stuck in mud or snow, it may be rocked out by shifting between forward and
reverse gears, stopping between shifts, in a steady pattern. Press lightly on the accelerator in
each gear. If your vehicle is severely stuck, it may need to be pulled out. Page Driving
WARNING: Vehicles with a higher center of gravity such as utility and four-wheel drive vehicles
handle differently than vehicles with a lower center of gravity. Utility and four-wheel drive
vehicles are not designed for cornering at speeds as high as passenger cars any more than
low-slung sports cars are designed to perform satisfactorily under off-road conditions. Page
Driving can be found in the Maintenance and Specifications chapter. You should become
thoroughly familiar with this information before you operate your vehicle. Normal
characteristics On some 4WD models, the initial shift from two-wheel drive to 4x4 while the
vehicle is moving can cause some momentary clunk and ratcheting sounds. Page Ford Motor
Company joins the U. Page Driving When climbing a steep slope or hill, start in a lower gear
rather than downshifting to a lower gear from a higher gear once the ascent has started. This
reduces strain on the engine and the possibility of stalling. If you do stall out, do not try to turn
around because you might roll over. Page Ford Motor Company recommends that caution be
used with any vehicle equipped with a high load or device such as ladder racks or pickup box
cover. Page Ford Super Duty Vehicles are approved for use as a stationary including split shaft
capability or mobile power source, within limits and operating guidelines detailed in the Ford
Truck Body Builders Layout Book, found at Installing the snowplow Weight limits and
guidelines for selecting and installing the snowplow can be found in the Ford Truck Body
Builders Layout Book, Snowplow section, found at See your Ford or Lincoln Mercury dealer.
WARNING: Additional equipment such as snowplow equipment may effect the performance of
the airbag sensors increasing the risk of injury. This program is separate from the New Vehicle
Limited Warranty. Page Hazard Flasher Control U. Ford vehicle customers who require
Roadside Assistance, call If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount for towing to the nearest dealership within 35
miles 56 km. To obtain reimbursement information, U. Ford Motor Company recommends that

the fuel system be inspected by an authorized dealer after any collision. Page Roadside
Emergencies To remove the fuse panel cover, pull the panel toward you. When the clips of the
panel disengage, let the panel fall easily. To remove a fuse use the fuse puller tool provided on
the fuse panel cover. Page Roadside Emergencies The fuses are coded as follows. Page
Roadside Emergencies Power distribution box The power distribution box is located in the
engine compartment. WARNING: To reduce risk of electrical shock, always replace the cover to
the power distribution box before reconnecting the battery or refilling fluid reservoirs. Page
Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired.
Page Roadside Emergencies Spare tire information Note: If your vehicle is equipped the tire
pressure monitoring system TPMS , the system indicator light will illuminate when the spare is
in use. To restore the full functionality of the TPMS system, all road wheels equipped with the
tire pressure monitoring sensors must be mounted on the vehicle. Page Roadside Emergencies
2. Attach the spare tire lock key A to the jack handle B. Fully insert the jack handle with one
extension through the bumper hole and into the guide tube. The key and lock will engage with a
slight push and counterclockwise turn. Page Roadside Emergencies Tire change procedure
WARNING: When one of the rear wheels is off the ground, the transmission alone will not
prevent the vehicle from moving or slipping off the jack, even if the transmission is in P Park.
WARNING: To prevent the vehicle from moving when you change a tire, be sure the parking
brake is set, then block in both directions the wheel that is diagonally opposite other side and
end of the vehicle to the tire being changed. Insert the hooked end of the jack handle into the
jack and use the handle to slide the jack under the vehicle. Place the jack directly under the
axle. Page Roadside Emergencies 7. Turn the jack handle clockwise until the wheel is
completely off the ground and high enough to install the spare tire. Remove the lug nuts with
the lug wrench. Replace the flat tire with the spare tire, making sure the valve stem is facing
outward for all front wheels and single rear wheel vehicles. Insert the jack handle into the pump
linkage. Use an up-and-down motion with the jack handle to raise the wheel completely off the
ground. Page Roadside Emergencies The following steps apply to all vehicles: Remove the jack
and fully tighten the lug nuts in the order shown. Refer to Wheel lug nut torque specifications
later in this chapter for the proper lug nut torque specification. Page Roadside Emergencies 3.
Use your hand or rubber mallet to tap the ornament in a star pattern. There should be an even
gap between the ornament and the wheel. Be sure to install all the clips on the nuts over the
flanges so that there is an even gap all around and the retention clips are fully seated. If you are
stowing a tire that requires reattaching it to the vehicle with a tether, perform these steps first,
then proceed with the steps following. Use only Ford recommended replacement fasteners. It is
important to follow the proper wheel mounting and lug nut torque procedures. On all two-piece
flat wheel nuts, apply one drop of motor oil between the flat washer and the nut. Page Jump
Starting Roadside Emergencies Inspect the wheel pilot hole and mounting surface prior to
installation. Remove any visible corrosion or loose particles. An explosion could result in injury
or vehicle damage. Park the booster vehicle close to the hood of the disabled vehicle making
sure the two vehicles do not touch. Set the parking brake on both vehicles and stay clear of the
engine cooling fan and other moving parts. Page Roadside Emergencies Jump Starting 1. Start
the engine of the booster vehicle and run the engine at moderately increased speed. Start the
engine of the disabled vehicle. Once the disabled vehicle has been started, run both engines for
an additional three minutes before disconnecting the jumper cables. Page Wrecker Towing It is
recommended that the vehicle be towed with a wheel lift or flatbed equipment. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. On 4x2 vehicles,
it is acceptable to tow the vehicle with the front wheels Ford Motor Company produces a towing
manual for all authorized tow truck operators. Have your tow truck operator refer to this manual
for proper hook-up and towing procedures for your vehicle. Page Customer Assistance A
reasonable time must be allowed to perform a repair after taking your vehicle to the authorized
dealer. Repairs will be made using Ford or Motorcraft parts, or remanufactured or other parts
that are authorized by Ford. Ford is also allowed a final repair attempt in some states. During
mediation, a representative of the BBB will contact both you and Ford Motor Company to
explore options for settlement of the claim. If an agreement is not reached during mediation or
you do not want to participate in mediation, and if your claim is eligible, you may participate in
the arbitration process. FAX: Email: expcac ford. Page Reporting Safety Defects U. If you are in
another foreign country, contact the nearest authorized dealer. The high-pressure fluid could
penetrate the sealed parts and cause damage. These products are available from your
authorized dealer. Page Cleaning helps to remove the hot wax deposited on the wiper blade and
windshield from automated car wash facilities. Be sure to replace wiper blades when they
appear worn or do not function properly. Page Cleaning 4. Remove the soaked cloth, and if it is
not soiled badly, use this cloth to clean the area by using a rubbing motion for 60 seconds.

Following this, wipe area dry with a clean, white, cotton cloth. Regular cleaning and
conditioning will maintain the appearance of the leather. Page The high-pressure fluid could
penetrate the sealed parts and cause damage. These quality products have been specifically
engineered to fulfill your automotive needs; If your vehicle requires professional service, your
authorized dealer can provide the necessary parts and service. Check your Warranty Guide to
find out which parts and services are covered. Inside the vehicle, pull the hood release handle
located under the bottom left corner of the instrument panel. Go to the front of the vehicle to
release the auxiliary latch located at the top center of the grille. Page Maintenance and
Specifications 6. Windshield washer fluid reservoir 2. Engine oil dipstick 3. Automatic
transmission fluid dipstick 4. Brake fluid reservoir 5. Engine coolant reservoir 6. Power
distribution box 7. Air filter assembly 8. Power steering fluid reservoir 9. Battery 3. Engine oil
filler cap 5. Engine oil dipstick 6. Power steering fluid reservoir 7. Brake fluid reservoir 8. Engine
coolant reservoir 9. Page In very cold weather, do not fill the reservoir completely. Only use a
washer fluid that meets Ford specifications. Do not use any special washer fluid such as
windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Page Engine Oil Maintenance and Specifications Poor wiper quality can
be improved by cleaning the wiper blades and the windshield. Refer to Windows and wiper
blades in the Cleaning chapter. To prolong the life of the wiper blades, it is highly recommended
to scrape off the ice on the windshield before turning on the wipers. Some oil must be removed
from the engine by a service technician. Put the dipstick back in and ensure it is fully seated.
Adding engine oil 1. Refer to Maintenance product specifications and capacities later in this
chapter for more information. Page Maintenance and Specifications If you see any corrosion on
the battery or terminals, remove the cables from the terminals and clean with a wire brush. You
can neutralize the acid with a solution of baking soda and water. It is recommended that the
negative battery cable terminal be disconnected from the battery if you plan to store your
vehicle for an extended period of time. When the battery is disconnected or a new battery is
installed, the engine must relearn its idle and fuel trim strategy for optimum driveability and
performance. Page Note: For best results, coolant concentration should be tested with a
refractometer such as Rotunda tool ROB available from your dealer. Ford does not recommend
the use of hydrometers or coolant test strips for measuring coolant concentrations. Only use
engine coolant that meets the Ford specification. Generic coolants for all makes and models
may not meet the Ford specification. The use of an improper coolant may harm engine and
cooling system components and may void the warranty. Remove the cap from the engine
coolant reservoir. Page Maintenance and Specifications What you should know about fail-safe
cooling if equipped If the engine coolant supply is depleted, this feature allows the vehicle to be
driven temporarily before incremental component damage is incurred. Page Maintenance and
Specifications 3. If this is not possible, wait a short period for the engine to cool. Check the
coolant level and replenish if low. Pull off the road as soon as safely possible and place the
vehicle in P Park. Leave the engine running until the coolant temperature gauge needle moves
away from the H range. After several minutes, if this does not happen, follow the remaining
steps. Page Maintenance and Specifications WARNING: If you do not use the proper fuel filler
cap, excessive vacuum in the fuel tank may damage the fuel system or cause the fuel cap to
disengage in a collision, which may result in serious personal injury. In sensitive individuals,
serious personal injury or sickness may result. If fuel is splashed on the skin, promptly wash
skin thoroughly with soap and water. Never smoke while refueling. Fuel vapor is extremely
hazardous under certain conditions. Care should be taken to avoid inhaling excess fumes.
WARNING: The flow of fuel through a fuel pump nozzle can produce static electricity, which can
cause a fire if fuel is pumped into an ungrounded fuel container. Page The vehicle warranty may
be void for any damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft
fuel filler cap is not used. If the fuel filler cap is venting vapor or if you hear a hissing sound,
wait until it stops before completely removing the fuel filler cap. Fuels with octane levels below
87 are not recommended. Do not be concerned if your engine sometimes knocks lightly. Page
Refer to the diesel supplement for information regarding diesel fuel recommendations and
requirements of your diesel-powered truck. You must gather information as accurately and
consistently as possible. Fuel expense, frequency of fill-ups or fuel gauge readings are NOT
accurate as a measure of fuel economy. Page Maintenance and Specifications 2. Each time you
fill the tank, record the amount of fuel added in gallons or liters. After at least three to five tank
fill-ups, fill the fuel tank and record the current odometer reading. Subtract your initial odometer
reading from the current odometer reading. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page On-Board Diagnostics Maintenance and

Specifications Do not make any unauthorized changes to your vehicle or engine. By law, vehicle
owners and anyone who manufactures, repairs, services, sells, leases, trades vehicles, or
supervises a fleet of vehicles are not permitted to intentionally remove an emission control
device or prevent it from working. Failure to pass this inspection could prevent you from getting
a vehicle registration. Refer to scheduled maintenance information. Refer to Identifying
components in the engine compartment in the diesel supplement. Fluid levels between the top
of the MIN and MAX lines are within the normal operating range; there is no need to add fluid.
Page Maintenance and Specifications 1. Drive the vehicle 20 miles 30 km or until it reaches
normal operating temperature. Park the vehicle on a level surface and engage the parking brake.
With the engine running, parking brake engaged and your foot on the brake pedal, move the
gearshift lever through all of the gear ranges. Page Maintenance and Specifications Adjusting
automatic transmission fluid levels Before adding any fluid, make sure the correct type is used.
The type of fluid used is normally indicated on the dipstick handle and also in the Maintenance
product specifications and capacities section in this chapter. Refer to the Maintenance product
specifications and capacities section in this chapter. Page Maintenance and Specifications The
following procedure is for vehicles equipped with a gasoline engine. If your vehicle is equipped
with a diesel engine, refer to the diesel supplement. Note: Do not start your engine with the air
cleaner removed and do not remove it while the engine is running. Page Maintenance and
Specifications 5. Release the three clamps that secure the cover to the air filter housing. Push
the air filter cover toward the center of the vehicle and up slightly to release it. Remove the air
filter element from the air filter housing. Page Maintenance and Specifications Reconnect the
mass air flow sensor electrical connector to the outlet tube. Note: Failure to use the correct air
filter element may result in severe engine damage. See the Cleaning chapter for more
information. Page Part Numbers Replace the spark plugs with ones that meet Ford material and
design specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Page Maintenance and Specifications Vehicle identification number VIN The vehicle
identification number is located on the driver side instrument panel. The following table tells
you which transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. Page Ford Motor Company engineering
requirements. PowertrainCare â€” Covers 29 critical components. Your pre-approved with no
credit checks, no hassels! Page Ford Motor Company dealers. For more information, visit your
local Ford of Canada dealer or Page Scheduled Maintenance Parts other than Ford, Motorcraft
or Ford-authorized remanufactured parts that are used for maintenance replacement or for the
service of components affecting emission control must be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Please consult your Warranty Guide for
complete warranty information. Chemicals or additives not approved by Ford are not required
for factory recommended maintenance. In fact, Ford Motor Company recommends against the
use of such additive products unless specifically recommended by Ford for a particular
application. With factory-trained technicians, and one-stop service from routine maintenance
like oil changes and tire rotations to repairs like brake service, check out the value your dealers
can offer. Page In order to keep your vehicle running right, it is important to have the systems
on your vehicle checked regularly. This can help identify potential issues and prevent major
problems. Ford Motor Company recommends the following multi-point inspection be performed
at every scheduled maintenance interval to help make sure your vehicle keeps runn
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ing great. This schedule is presented at specific mileage kilometer intervals with exceptions
noted. Page Scheduled Maintenance 6. Scheduled maintenance for the diesel engine can be
found in the diesel supplement. If you operate your vehicle primarily in one of the more
demanding conditions listed below, you will need to have some items maintained more
frequently. Page Normal vehicle axle maintenance: Rear axles and power take-off PTO units
with synthetic fluid and light-duty trucks equipped with Ford-design axles are lubricated for life;
do not check or change fluid unless a leak is suspected, service is required or the assembly has
been submerged in water. Page Page Index Engine oil Page Index Remote start Page Index
SecuriLock passive anti-theft rotating Page Index Windshield washer fluid and wipers This
manual is also suitable for: F F F Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

