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Ford motor company automobile accessories user manual 6 pages. Page 3 Ford Motor
Company. Ford may change the contents without notice and without incurring obligation. Page
4: Introduction The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. Page 5 Introduction Protecting the environment We
must all play our part in protecting the environment. Correct vehicle usage and the authorized
disposal of waste, cleaning and lubrication materials are significant steps towards this aim.
Information in this respect is highlighted in this guide with the tree symbol. Page 6 Driving
chapter. Using your vehicle as an ambulance Do not use this vehicle as an ambulance. Your
vehicle is not equipped with the Ford Ambulance Preparation Package. Notice to owners of
pickup trucks and utility type vehicles WARNING: Utility vehicles have a significantly higher
rollover rate than other types of vehicles. Page 7 In order to properly diagnose and service your
vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities may Page 8
EDR. Ford Motor Company and Ford of Canada do not access event data recorder Ford strongly
recommends that you use extreme caution when using any device or feature that may take your
focus off the road. Your primary responsibility is the safe operation of your vehicle. Page 10
Introduction These are some of the symbols you may see on your vehicle. Many lights will
illuminate when you start your vehicle to make sure the bulb works. Solid illumination after the
engine is started indicates the on-board diagnostics system OBD-II has detected a malfunction.
A significant decrease in braking performance may occur. It will take you longer to stop the
vehicle. Have the vehicle checked by your authorized dealer. Driving extended distances with
the parking brake engaged can cause brake failure and the risk of personal injury. Engine
coolant temperature RTT : Illuminates when the engine coolant temperature is high. Stop the
vehicle as soon as possible, switch off the engine and let cool. Refer to Engine coolant in the
Maintenance and Specifications chapter. If the light remains on, have the system serviced
immediately, refer to the Driving chapter for more information. Turn signal: Illuminates when the
left or right turn signal or the hazard lights are turned on. If the indicators stay on or flash faster,
check for a burned out bulb. High beams: Illuminates when the high beam headlamps are turned
on. Page 20 Instrument Cluster Speedometer: Indicates the current vehicle speed. Engine
coolant temperature gauge: Indicates engine coolant temperature. If it enters the red section,
the engine is overheating. Stop the vehicle as soon as safely possible, switch off the engine and
let the engine cool. Page 21 Instrument Cluster Tachometer: Indicates the engine speed in
revolutions per minute. Driving with your tachometer pointer continuously at the top of the
scale may damage the engine. Engine oil pressure gauge: Indicates engine oil pressure. Page
Message Center Instrument Cluster Yellow area warning â€” the transmission fluid is higher
than normal operating temperature. This can be caused by special operation conditions i. Refer
to Special Operating Conditions in the scheduled maintenance information for instructions.
Operating the transmission for extended periods of time with the gauge in the yellow area may
cause internal transmission damage. Remember to turn the ignition off when refueling to allow
this feature to correctly detect the added fuel. An oil change is required whenever indicated by
the message center and according to the recommended maintenance schedule. Page 26
Instrument Cluster Note: Some systems show a message only if a condition is present. Refer to
Trailer towing in the Tires, Wheels and Loading chapter for more information. Page 32
Instrument Cluster Your vehicle must be moving to calculate instantaneous fuel economy.
Instantaneous fuel economy cannot be reset. To operate, do the following: 1. Page 34
Instrument Cluster 2. Page 35 Instrument Cluster The message center will display the last
selected feature if there are no more warning messages. For further information, refer to
Four-wheel drive 4WD operation in the Driving chapter. For more information on integrated key,
refer to the Locks and Security chapter. Ford strongly recommends that drivers use extreme
caution when using any device or feature that may take their focus off the road. Your primary
responsibility is the safe operation of the vehicle. Page 41 Entertainment Systems : Press
manually go up or down the radio frequency. Press and hold for a fast advance through radio
frequencies. Page 42 Entertainment Systems 6. Setting the clock: Press and hold CLK until the
hours begin to flash. SCAN: Press for a brief sampling of all strong radio stations. Enter the
desired track number using the memory preset buttons 0â€”9. If you only enter one digit, press
OK and the system will go to that satellite channel. If you enter three digits, the system will
automatically go to that channel, if available. Press OK to enter into the satellite radio menu.

Press OK when the desired category appears in the Page 49 Entertainment Systems example, if
you have chosen to enable the song alerts, the menu listing will read DISABLE as the alerts are
currently on, so your other option is to turn them off. Page 51 Entertainment Systems The
Auxiliary Input Jack provides a way to connect your portable music player to the in-vehicle
audio system. This allows the audio from a portable music player to be played through the
vehicle speakers with high fidelity. To achieve optimal performance, please observe the
following instructions when attaching your portable music device to the audio system. Page 54
CD units are designed to play commercially pressed 4. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Do not use any irregular shaped CDs or discs with a scratch protection film attached.
While various. Page 56 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or
delete programming including canceling, moving or adding particular channels, and its prices,
at any time, with or without notice to you. Ford Motor Company shall not be responsible for any
such programming changes. The system is working properly. Can be used to clear the
windshield of fog and thin ice. The system will automatically provide outside air to reduce
window fogging. Press this button again to return to the previous air flow selection. Page 60
Climate Controls 4. Use with recirculated air to improve cooling performance and efficiency.
Recirculated air may reduce the amount of time needed to cool down the interior of the vehicle
and may also help reduce undesired odors from reaching the interior of the vehicle. Defrost:
Distributes outside air through the windshield defroster vents and de-mister vents. Page 63
Climate Controls 4. AUTO: Press to engage automatic temperature control. Select the desired
temperature using the temperature control. Page 64 Climate Controls â€” Front fan speed
control: Press to decrease the fan speed. Refer to Rear window defroster later in this chapter for
more information. If your vehicle is equipped with both rear defroster and heated mirrors, the
same button will activate both. Page 66 Climate Controls 9. The passenger side temperature
setting will appear in the upper right corner of the display. Page 68 Climate Controls 4.
Passenger heated seat if equipped : Press to control the passenger heated seat. Refer to Heated
and cooled seats in the Seating and Safety Restraints chapter for more information. Page 69
Climate Controls of fog and thin ice. Direct the outer instrument panel vents towards the side
windows. To increase airflow to the outer instrument panel vents, close the vents located in the
middle of the instrument panel. Rotate clockwise to the second position to also turn on the
headlamps. Autolamp control if equipped The autolamp system provides light sensitive
automatic on-off control of the exterior lights normally controlled by the headlamp control. Page
73 Lights High beams Push the lever toward the instrument panel to activate. Pull the lever
toward you to deactivate. Flash-to-pass Pull toward you slightly to activate and release to
deactivate. Daytime running lamps DRL if equipped Turns the headlamps on with a reduced
output. Page Turn Signal Control Lights 3. Turn on the low beam headlamps to illuminate the
wall or screen and open the hood. Cover one of the headlamps so no light hits the wall. On the
wall or screen you will observe a light pattern with a distinct horizontal edge towards the right.
The lamps can be turned on or off by sliding the control. Condensation can be a natural
by-product of this design. When moist air enters the lamp assembly through the vents, there is
a possibility that condensation can occur when the temperature is cold. Loosen the three
retaining bolts two at top of lamp, one at lower inboard corner. Once the three retaining bolts
have been removed, slide the headlamp assembly forward, disconnecting the two snap
attachments at the fender. Disconnect the electrical connector from the bulb by pulling
rearward. Page 81 Lights 2. Page 82 Lights 3. Carefully pull the lamp assembly straight rearward
from the tailgate pillar to disengage two hidden snap-in retainers. Flare side tail lamps are not
equipped with snap-in retainers. Remove bulb socket from the lamp assembly by turning it
counterclockwise. Page 83 Lights Replacing license plate lamp bulbs The license plate bulbs
are located behind the rear bumper. To change the license plate lamp bulbs: 1. Reach behind
the rear bumper to locate the bulb. Twist the bulb socket counterclockwise and carefully pull to
remove it from the lamp assembly. Hold the control to adjust. The tilt function is adjusted by
depressing the control up or down. Page 87 Driver Controls On vehicles with memory feature, to
prevent damage to the steering column, the steering column is designed to set a stopping
position just short of the end of the column position. If the steering column encounters an
object while moving up or down, a new stopping position will be set. These include: 1.
Cupholders 2. Tissue holder in lid 3. Power point 4. Large utility compartment has coin holder
slots and a cardholder located inside on the passenger side and a pen holder on the lid. Page 89
Driver Controls Compass zone adjustment 1. Determine which magnetic zone you are in for
your geographic location by referring to the zone map. Turn ignition to the on position. Page 90
Driver Controls 2. To calibrate, press and hold the 7 and 9 radio preset buttons together for
approximately 10 seconds until CAL appears. Release the buttons. Page 92 Driver Controls

Press and pull the window switches to open and close windows. Rear Window Buffeting: When
one or both of the rear windows are open, the vehicle may demonstrate a wind throb or
buffeting noise. Page 93 Driver Controls Power sliding back window if equipped The control is
located on the overhead console. Press and hold the control to open the window all the way to
the full open position. Pull and hold the control to close the window. Page Mirrors Driver
Controls The mirrors will automatically return to the normal state whenever the vehicle is placed
in R Reverse to ensure a bright clear view when backing up. Do not block the sensors on the
front and back of the interior rear view mirror since this may impair proper mirror performance.
Page 95 Driver Controls Fold-away mirrors Fold the side mirrors in carefully before driving
through a narrow space, like an automatic car wash. Powerfold mirrors if equipped With
powerfold mirrors, you can fold the side mirrors using the power mirror switch. Page 96 Driver
Controls On vehicles not equipped with rear defrost, press the heated mirror control located on
the climate control panel. For more information refer to the Climate Controls chapter. Note: If
your vehicle is equipped with the Auto dimming feature, the mirror glass is thicker and will take
longer to defrost. Press and hold the rocker control to adjust accelerator and brake pedal.
Setting speed control The controls for using your speed control are located on the steering
Page Driver Controls Disengaging the speed control will not erase previous set speed. This will
automatically return the vehicle to the previously set speed. SYNC system hands free control
features if equipped Press briefly to use the voice command feature. Page Driver Controls The
moon roof has a built-in sliding shade that can be manually opened or closed when the glass
panel is shut. To close the shade, pull it toward the front of the vehicle. A garage door which
cannot detect an object, signaling the door to stop and reverse, does not meet current U.
Activation will now occur for the trained product garage door, gate operator, security system,
entry door lock, or home or office lighting etc. Fixed code uses the same coded signal every
time. It is manually programmed by setting DIP switches for a unique personal code. Page
Driver Controls 2. Fixed code programming Note: Do not program the Car2U system with the
vehicle in the garage. Make sure that your key is on and engine off while programming the
transmitter. Page Driver Controls 4. After inputting switch settings, simultaneously press and
release all three Car2U system buttons. The indicator lights will turn on. Press and hold the
Car2U system button you would like to use to control the garage door. Immediately within 1
second release the button once the garage door moves. Page Tailgate Driver Controls To erase
programming on the Car2U system individual buttons cannot be erased , use the following
procedure: 1. Firmly press the two outside Car2U system buttons simultaneously for
approximately 20 seconds until the indicator lights begin to blink rapidly. The indicator lights
are located directly above the buttons. Page Driver Controls Tailgate removal Your tailgate is
removable to allow more room for loading. WARNING: Always properly secure cargo to prevent
shifting cargo or cargo falling from vehicle, which could result in compromised vehicle stability
and serious personal injury to vehicle occupants or others. Page Driver Controls Tailgate step if
equipped Your vehicle may be equipped with a feature that allows easier entry into the truck
bed. To open the tailgate step: 1. Flip down the tailgate. Pull the yellow latch lever to the unlock
position to release the grab handle from its stowed position Page Driver Controls To stow the
box side step, with your foot, push the box side step under the truck until fully latched. Do not
push on the button while stowing the box side step. Note: Do not use the box side steps to lift
the vehicle when jacking. Utilize proper jacking points. Open the latches to release the panels.
Rotate the panels toward the tailgate. Repeat Steps 1â€”3 for the other side of the bed extender.
Connect the two panels, then rotate both knobs a quarter-turn clockwise to secure the panels.
Page Driver Controls 5. Ensure the latch rod is inserted into the tailgate hole and the locking
pins on both sides are engaged into their holes in the pick-up box. Reverse steps for storage of
the bed extender. Note: When the vehicle is in motion, ensure the locking pins and knobs are
fully engaged. Page Driver Controls Note: When replacing a cleat into the rail, make sure the
oval embossed on the knob is not upside down. This will ensure that the cleat is properly
oriented to accept accessory attachments. Front header bar: Spans the header area of the
pickup box, providing the function of a header rail. Page Driver Controls Cross bars: Aluminum
cross bars with T-slot channels in all four sides, and a latch mechanism that allows the end
supports to snap over the existing cleats. Cross bars are rated to hold loads up to lb 45 kg load
evenly distributed between the two crossbars, and the T-slots are sized to accept
industry-standard roof rack accessories. Page Driver Controls Bed divider: This panel will keep
small items up to lb kg in position in the pickup box. Also includes T-slots to allow attachment
of industry-standard roof rack accessories. Page Driver Controls Side mounted tool bins:
Watertight bins can be positioned at any point along the side rails and can be easily removed
even when full , and carried to wherever the contents are needed. Each bin will hold up to 60 lb
27 kg of cargo, and has a drain plug for use as a cooler. Once both handles are raised, the lid

may be closed. In case of loss, replacement keys are available from your dealer. You should
always carry a second key with you in a safe place in case you require it in an emergency. Refer
to the SecuriLock passive anti-theft system section in this chapter for more information. Note: It
may be beneficial to deactivate the AdvanceTrac system if the vehicle is stuck in snow, mud, or
sand. Page Locks and Security 3. If you choose to install a remote start system please see your
authorized dealer for a Ford approved remote start system. When using a Ford-approved remote
start system, the default settings will recognize the remote start system as an additional admin
key with its associated privileges. Press control to lock all doors. Smart unlocking feature The
smart unlocking feature helps prevent you from locking yourself out of your vehicle. Page
Locks and Security Keyless entry keypad procedure 1. Turn the ignition to the off position.
Close all doors 3. Enter 5â€”digit entry code 4. You must complete Steps 1â€”5 within 30
seconds or the procedure will have to be repeated. If the procedure needs to be repeated, wait a
minimum of 30 seconds before beginning again. If there are problems with the remote entry
system, make sure to take ALL remote entry transmitters with you to your Page Locks and
Security 2. Press and release again within three seconds to confirm that all the doors are closed
and locked. Note: The doors will lock again, the horn will chirp once, and the turn lamps will
illuminate if all the doors are closed.. Move the driver seat, power mirrors, adjustable pedal and
steering column to the desired positions using the associated controls. Press and hold the
control button 1 for five seconds. A tone will be heard after about two seconds confirming
memory position has been set. Page Locks and Security To replace the battery: 1. Twist a thin
coin between the two halves of the remote entry transmitter near the key ring. Page Locks and
Security procedure, the transmitters that are not present during programming will no longer
operate the vehicle. To program the transmitters yourself: Note: Ensure the brake pedal is not
depressed during this sequence. The battery saver will shut off the interior lamps 10 minutes
after the last door is closed, even if the dimmer control is on. Page Locks and Security
Programming a personal entry code To create your own personal entry code: 1. Enter the
factory set code keypad will illuminate when pressed. Enter your personal 5-digit code. Each
number must be entered within five seconds of each other. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page Locks and Security Anti-theft
indicator The anti-theft indicator is located in the instrument cluster. If two previously
programmed coded keys are not available, you must bring your vehicle to your authorized
dealer to have the spare coded key s programmed. Page Seating and Safety Restraints To
adjust the head restraint, do the following: 1. Raise the head restraint by pulling up on the head
restraint. Page Seating and Safety Restraints To remove the adjustable head restraint, do the
following: 1. Pull up the head restraint until it reaches the highest adjustment position. Make
sure that the seat is relatched into place. Using the manual lumbar support For more lumbar
support, turn the lumbar support control toward the front of vehicle. Page Seating and Safety
Restraints Using the power lumbar support if equipped The power lumbar control is located on
the outboard side of the seat. Press the forward side of the control for additional support. Press
the rear side of the control to reduce support. Page Seating and Safety Restraints The control is
located on the outboard side of the seat cushion. Move the switch in the direction of the arrows
to raise or lower the front portion of the seat cushion. Move the switch in the direction of the
arrows to raise or lower the rear portion of the seat cushion. Page Seating and Safety Restraints
Heated seats if equipped WARNING: Persons who are unable to feel pain to the skin because of
advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol use, exhaustion,
or other physical conditions, must exercise care when using the seat heater. The seat heater
may cause burns even at low temperatures, especially if used for long periods of time. Page
Seating and Safety Restraints Heated seats WARNING: Persons who are unable to feel pain to
the skin because of advanced age, chronic illness, diabetes, spinal cord injury, medication,
alcohol use, exhaustion, or other physical conditions, must exercise care when using the seat
heater. Page Seating and Safety Restraints Climate controlled seats air filter replacement if
equipped The climate controlled seat system includes air filters that must be replaced
periodically. Refer to the scheduled maintenance information for more information. Page
Seating and Safety Restraints To install a filter: 1. Position the filter in itshousing making sure
that the far forward end is all the way up in the housing. Push in on the center of the outside
edge of the filter and rotate up into the housing until it clips into position. Properly adjust the
head restraint so that the top of the head restraint is even with the top of your head and
positioned as close as possible to the back of your head. Each seat cushion can be flipped up
into a vertical storage position. Pull control to release seat cushion. Rotate seat cushion up
until it locks into vertical storage position. Page Seating and Safety Restraints Returning the

seat to seating position WARNING: Before returning the seat cushion to its original position,
make sure that cargo or any objects are not trapped underneath the seat cushion. Pull control
on the bottom of the seat cushion to release seat cushion from storage position. Page Seating
and Safety Restraints Rear heated seats if equipped WARNING: Persons who are unable to feel
pain to the skin because of advanced age, chronic illness, diabetes, spinal cord injury,
medication, alcohol use, exhaustion, or other physical conditions, must exercise care when
using the seat heater. Page Safety Restraints Seating and Safety Restraints The indicator light
will illuminate when the heated seats have been activated. Page Seating and Safety Restraints
appropriate to activate these safety devices. Front airbags are designed to activate only in
frontal and near-frontal collisions, not rollovers, side-impacts, or rear-impacts unless the
collision causes sufficient longitudinal deceleration. Driver and passenger dual-stage airbag
supplemental restraints The dual-stage airbags offer the capability to tailor the level of airbag
inflation energy. The front passenger sensing system can automatically turn off the passenger
front airbag when a rear facing child seat, a forward-facing child restraint, or a booster seat is
detected. Page Seating and Safety Restraints Determining if the Personal Safety System is
operational The Personal Safety System uses a warning light in the instrument cluster or a
back-up tone to indicate the condition of the system. Refer to the Warning lights and chimes
section in the Instrument Cluster chapter. In a collision, people riding in these areas are more
likely to be seriously injured or killed. Do not allow people to ride in any area of your vehicle
that is not equipped with seats and safety belts. Page Seating and Safety Restraints
Combination lap and shoulder belts 1. Insert the belt tongue into the proper buckle the buckle
closest to the direction the tongue is coming from until you hear a snap and feel it latch. Make
sure the tongue is securely fastened in the buckle. The belt is now ready for use. This
mini-buckle should stay buckled at all times unless cargo-carrying makes it necessary Page
Seating and Safety Restraints 2. Be sure the belt is not twisted. If the belt is twisted, remove the
twist. Insert the belt tongue into the proper buckle for your seating position until you hear a
snap and feel it latch. Insert the tongue into the correct buckle the buckle closest to the
direction the tongue is coming from. To lengthen the belt, turn the tongue at a right angle to the
belt and pull across your lap until it reaches the buckle. Place the lap belt into the pocket found
on the inside lid of the storage compartment. Fold the center buckle into the storage
compartment. Close the lid. Before a passenger sits in the front center seat, make sure the lap
belt and buckle are both placed in their in-use position, and no longer stowed. Page Seating and
Safety Restraints The automatic locking mode is not available on the driver safety belt, or the
Regular Cab center safety belt. Grasp the shoulder portion and pull downward until the entire
belt is extracted. Allow the belt to retract. As the belt retracts, you will hear a clicking sound.
This indicates the safety belt is now in the automatic locking mode. WARNING: The driver and
the right front passenger safety belt system including retractors, buckles and height adjusters
must be replaced if the vehicle is involved in a collision that results in deployment of front
airbags or Safety Canopy System and safety belt Page Seating and Safety Restraints Front
safety belt height adjustment Your vehicle has safety belt height adjustments at the front
outboard seating positions. Adjust the height of the shoulder belt so the belt rests across the
middle of your shoulder. To adjust the shoulder belt height, pull on the center button and slide
the height adjuster up or down. Page Seating and Safety Restraints If Page Seating and Safety
Restraints The following are reasons most often given for not wearing safety belts: All statistics
based on U. Page Seating and Safety Restraints Reasons given Frontal airbags are not
designed to inflate in rear and side crashes or rollovers. People who are ejected are 40 times
more likely to DIE. We recommend you leave the Belt-Minder system activated for yourself and
others who may use the vehicle. Contact your authorized dealer as soon as possible.
WARNING: Modifying or adding equipment to the front end of the vehicle including frame,
bumper, front end body structure and tow hooks may affect the performance of the airbag
system, Page Seating and Safety Restraints If two adults and a child occupy a Regular Cab,
properly restrain the child in the center front unless doing so would interfere with driving the
vehicle. This arrangement provides lap and shoulder belt protection for all occupants, and
airbag protection for the adults. Page Seating and Safety Restraints internal injuries, particularly
to occupants who are not properly restrained or are otherwise out of position at the time of
airbag deployment. Thus, it is extremely important that occupants be properly restrained as far
away from the airbag cover as possible while maintaining vehicle control. Page Seating and
Safety Restraints The front passenger sensing system uses a passenger airbag off or pass
airbag off indicator which will illuminate and stay lit to remind you that the front passenger
frontal airbag is disabled. The indicator lamp is located in the center stack of the instrument
panel just above the radio. Page Seating and Safety Restraints How does the side airbag system
work? The design and development of the side airbag system included recommended testing

procedures that were developed by a group of automotive safety experts known as the Side
Airbag Technical Working Group. Do not touch them after inflation. The side airbag system
including the seat must be inspected and serviced by an authorized dealer. Failure to follow
these instructions may increase the risk of personal injury in the event of a collision. The design
and development of the Safety Canopy System included recommended testing procedures that
were developed by a group of automotive safety experts known as the Side Airbag Technical
Working Group. Page Seating and Safety Restraints The safety canopy is mounted to roof
side-rail sheet metal, behind the headliner, above each row of seats. The safety canopy is
designed to inflate between the side window area and occupants to further enhance protection
provided in side impact collisions and rollover events. The fact that the safety canopy did not
activate in a collision does not mean that something is wrong with the system. Page
Recommendations for Safety Restraints are based on probable child height, age and weight
thresholds from NHTSA and other safety organizations or are the minimum requirements of law.
Page Seating and Safety Restraints Recommendations for Safety Restraints for Children
Recommended Child size, height, weight, or age restraint type Larger Children who have
outgrown or no Use a vehicle children longer properly fit in a safety belt having belt-positioning
booster seat the lap belt snug generally children who are at least and low across the Page
Seating and Safety Restraints training to ensure that all children ages 0 to 16 are properly
restrained in the correct restraint system. Page Seating and Safety Restraints Airbags can kill or
injure a child in a child seat. NEVER place a rear-facing child seat in front of an active airbag. If
you must use a forward-facing child seat in the front seat, move the vehicle seat all the way
back. Page Seating and Safety Restraints If you are using a Regular Cab center seat, see
Installing child safety seats in cinch tongue combination lap and shoulder belt seating position
later in this chapter for instructions. Page Seating and Safety Restraints 3. Be sure the belt
webbing is not twisted. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until Page There should be no
more than 1 inch 2. Position the child safety seat in the Regular Cab center front seat. Slide the
tongue up the webbing. Be sure that the belt webbing is not twisted. Page The shoulder belt
must be snug to keep the lap belt tight during a collision. In Canada, check with your local St.
Page Seating and Safety Restraints Use of inboard lower anchors from the outboard seating
positions center seating use The lower anchors at the center of the second row rear seat are
spaced mm Page Seating and Safety Restraints The passenger seats of your vehicle are
equipped with built-in tether strap anchors located behind the seats as described below. The
tether anchors in your vehicle may be loops of webbing above the seatback or an anchor
bracket behind the seat on the rear edge of the seat cushion. Page Seating and Safety
Restraints Front seat tether strap attachment 1. Route the child safety seat tether strap over the
back of the seat and under the head restraint. For vehicles with adjustable head restraints, route
the tether strap under the head restraint and between the head restraint posts, otherwise route
the tether strap over the top of the seatback. Page Seating and Safety Restraints Rear seat
tether strap attachment There are three loops of webbing just above the back of the rear seat
along the bottom edge of the rear window in the SuperCab and SuperCrew. These loops are to
be used as both routing loops and anchor loops for up to three child safety seat tether straps.
Page To improve the fit of both the lap and shoulder belt on children who have outgrown child
safety seats, Ford Motor Company recommends use of a belt-positioning booster. Generally
this is when they reach a height of at least 4 feet 9 inches 1. Children and booster seats vary in
size and shape. Choose a booster that keeps the lap belt low and snug across the hips, never
up across the stomach, and lets you adjust the shoulder belt to cross the chest and rest snugly
near the center of the shoulder. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. Page Seating and Safety
Restraints WARNING: Failure to inspect and if necessary replace the safety belt assembly or
child restraint system under the above conditions could result in severe personal injuries in the
event of a collision. Utility vehicles and trucks are not designed for cornering at speeds as high
as passenger cars any more than low-slung sports cars are designed Page Tires, Wheels and
Loading Power is supplied to all four wheels through a transfer case or power transfer unit.
Information on transfer case operation and shifting procedures can be found in the Driving
chapter. Information on transfer case maintenance can be found in the Maintenance and
Specifications chapter. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page Tires, Wheels and Loading Treadwear The
treadwear grade is a comparative rating based on the wear rate of the tire when tested under
controlled conditions on a specified government test course. Page Tires, Wheels and Loading
TIRES Tires are designed to give many thousands of miles of service, but they must be

maintained in order to get the maximum benefit from them. You are strongly urged to buy a
reliable tire pressure gauge, as automatic service station gauges may be inaccurate. Ford
recommends the use of a digital or dial-type tire pressure gauge rather than a stick-type tire
pressure gauge. When weather temperature changes occur, tire inflation pressures also
change. Page Tires, Wheels and Loading TIRE CARE Inspecting your tires and wheel valve
stems Periodically inspect the tire treads for uneven or excessive wear and remove objects
such as stones, nails or glass that may be wedged in the tread grooves. Check the tire and
valve stems for holes, cracks, or cuts that may permit air leakage and repair or replace the tire
and replace the valve stem. In general, tires should be replaced after six years regardless of
tread wear. Page such as P-metric versus LT-metric or all-season versus all-terrain as those
originally provided by Ford. Page The tire pressure sensors mounted in the wheels originally
installed on your vehicle are not designed to be used in aftermarket wheels. The use of wheels
or tires not recommended by Ford Motor Company may affect the operation of your tire
pressure monitoring system. Have an authorized dealer check the wheel alignment periodically.
Wheel misalignment in the front or the rear can cause uneven and rapid treadwear of your tires
and should be corrected by an authorized dealer. The definitions of these items are listed below.
Note that the tire size, load index and speed rating for your vehicle may be different from this
example. Page Tires, Wheels and Loading Note: You may not find this information on all tires
because it is not required by federal law. Note: Tire Quality Grades do not apply to this type of
tire. Note: The temporary tire size for your vehicle may be different from this example. If your
vehicle has tires of a different size than the size indicated on the vehicle placard or tire inflation
pressure label, you should determine the proper tire inflation pressure for those tires. Operation
is subject to the following two conditions: 1 This device may not cause harmful interference,
and 2 This device must accept any interference received, including interference that may cause
undesired operation. Page Tires, Wheels and Loading Understanding your tire pressure
monitoring system TPMS The tire pressure monitoring system measures pressure in your four
road tires and sends the tire pressure readings to your vehicle. The low tire warning lamp will
turn on if the tire pressure is significantly low. Page Tires, Wheels and Loading When you
believe your system is not operating properly The main function of the tire pressure monitoring
system is to warn you when your tires need air. It can also warn you in the event the system is
no longer capable of functioning as intended. Page Tires, Wheels and Loading Low tire Possible
Customer action required pressure cause warning light Flashing warning Spare tire in Your
temporary spare tire is in light use. Repair the damaged road wheel and re-mount it on the
vehicle to restore system functionality. Page Tires, Wheels and Loading 3. Cycle the ignition to
the on position with the engine off. Turn the hazard flashers on then off three times. This must
be accomplished within 10 seconds. Use of any tire or wheel not recommended by Ford can
affect the safety and performance of your vehicle, which could result in an increased risk of loss
of vehicle control, vehicle rollover, personal injury and death. Page Tires, Wheels and Loading
Payload â€” is the combined weight of cargo and passengers that the vehicle is carrying. When
towing, trailer tongue load or king pin weight is also part of cargo weight. The total load on each
axle must never exceed its GAWR. GCWR Gross Combined Weight Rating â€” is the maximum
allowable weight of the vehicle and the loaded trailer â€” including all cargo and passengers â€”
Steps for determining the correct load limit: 1. If you and your friend each weigh lb. No, you do
not have enough cargo capacity to carry that much weight. Page Tires, Wheels and Loading
Note: Do not exceed trailer weight of 5, lb 2, kg when towing with bumper only. Exceeding the
maximum GCWR could result in extensive damage to your vehicle and personal injury. The
GAIN setting can be increased to a maximum of Page Tires, Wheels and Loading activated while
the brake is also applied, the greater of the two inputs determines the power sent to the trailer
brakes. Page Note: Your TBC can be diagnosed by your authorized dealer to determine exactly
which trailer fault has occurred; however, if the fault is with the trailer this diagnosis is not
covered under your Ford warranty. Page Turning the ignition from off to on will awaken the TBC
module. Ford is not responsible for warranty or performance of the TBC due to misuse or
customer installation. Page Tires, Wheels and Loading Servicing after towing If you tow a trailer
for long distances, your vehicle will require more frequent service intervals. Refer to your
scheduled maintenance information for more information. Replace the rear axle lubricant any
time the axle has been submerged in water. Page Tires, Wheels and Loading In case of a
roadside emergency with a disabled vehicle, see Wrecker towing in the Roadside Emergencies
chapter. Off â€” locks the automatic transmission gearshift lever and allows key removal. Note:
The ignition key cannot be removed from the ignition unless the gearshift lever is securely
latched in P Park. Accessory â€” allows the electrical accessories such as the radio to operate
while the engine is not running. Exhaust fumes can be toxic. Always open the garage door
before you start the engine. See Guarding against exhaust fumes in this chapter for more

instructions. Make sure the parking brake is set. BRAKE 5. Turn the key to 3 on without turning
the key to 4 start. Some warning lights will briefly illuminate. See Warning lights and chimes in
the Instrument Cluster chapter for more information regarding the warning lights. Page Driving
Starting the engine 1. Turn the key to 4 start , then release the key as soon as the engine begins
cranking. Your vehicle has a computer assisted cranking system that assists in starting the
engine. Page Driving If you should experience cold weather starting problems on E ethanol, and
neither an alternative brand of E ethanol nor an engine block heater is available, the addition of
unleaded gasoline to your tank will improve cold starting performance. Your vehicle is designed
to operate on E ethanol alone, unleaded gasoline alone, or any mixture of the two. WARNING:
To reduce the risk of electrical shock, do not use your heater with ungrounded electrical
systems or two-pronged cheater adapters. How to use the engine block heater Ensure the
receptacle terminals are clean and dry prior to use. To clean them, use a dry cloth. The ABS will
be activated immediately, allowing you to retain steering control during hard braking and on
slippery surfaces. Verify that the AdvanceTrac with RSC system is not manually disabled press
the stability control button located on the center of the instrument panel. You may also hear a
whoosh of air from under the instrument panel during this severe condition. Pressing the
traction control off button again will turn off the stability control light. In R Reverse , ABS and
the engine traction control and brake traction control features will continue to function; Ford
does not recommend disabling this feature except in situations where speed reduction may be
detrimental e. In normal driving conditions the rear axle function as a standard axle. The ELD
may be locked or unlocked by the vehicle operator. Page Driving 3. Turn the steering wheel
one-half turn to access the slots on each side of the steering wheel. Insert a flat head
screwdriver into each slot to unsnap and remove the steering column cover. Rotate the column
up on its hinges and pull rearward to remove the cover from the hinges. Page Driving 6.
Reinstall the steering column cover, start the vehicle and release the parking brake. Note: After
the transmission is shifted to N Neutral , it is easier to reinstall the cover when the column is in
the middle or lower tilt position. Page Driving If the fuse is not blown and the brake lamps are
working properly, the following procedure will allow you to move the gearshift lever from P Park
: 1. Apply the parking brake, turn the ignition key to the off position, and remove the key. When
you take your foot off the accelerator pedal and the vehicle begins to slow down the torque
converter clutch locks up and aggressively shuts off fuel flow to the engine while decelerating.
Turn the ignition to the off position and remove the key whenever you leave your vehicle. R
Reverse With the gearshift lever in R Reverse , the vehicle will move backward. Always come to
a complete stop before shifting into and out of R Reverse. Page Driving P Park This position
locks the transmission and prevents the rear wheels from turning. If your vehicle is equipped
with a floor-shift transmission, press the gearshift lever release button on the front Page Driving
The RSS detects obstacles up to 6 feet 2 meters from the rear bumper with a decreased
coverage area at the outer corners of the bumper, refer to the figures for approximate zone
coverage areas. As you move closer to the obstacle, the rate of the tone increases. It adds
assistance to the driver while reversing or reverse parking the vehicle. Page Driving Note: The
default setting for the rear camera delay is off. When towing, the camera system will only see
what is being towed behind the vehicle; If the image is still not clear after cleaning, have your
system inspected by your authorized dealer. Note: When a 4X4 system fault is present, the
system will typically remain in whichever 4X4 mode was selected prior to the fault condition
occurring. Note: Do not perform this operation if the rear wheels are slipping. Note: Some noise
may be heard as the system shifts or engages; this is normal. Page Driving Using the electronic
shift 4WD system if equipped 2H 4X2 - Power to the rear wheels only; used for street and
highway driving. Provides optimal smoothness and fuel economy at high speeds. To alleviate
this condition, place the transmission in a forward gear, move the vehicle forward
approximately 5 feet 1. Once the knob is pulled, the light located on the control will blink for
approximately two seconds and then it will remain solid. Page Driving Maintain steering wheel
control at all times, especially in rough terrain. Since sudden changes in terrain can result in
abrupt steering wheel motion, make sure you grip the steering wheel from the outside. Do not
grip the spokes. Drive cautiously to avoid vehicle damage from concealed objects such as
rocks and stumps. Page Driving WARNING: Vehicles with a higher center of gravity such as
utility and four-wheel drive vehicles handle differently than vehicles with a lower center of
gravity. Utility and four-wheel drive vehicles are not designed for cornering at speeds as high as
passenger cars any more than low-slung sports cars are designed to perform satisfactorily
under off-road conditions. Page Driving found in the Maintenance and Specifications chapter.
You should become thoroughly familiar with this information before you operate your vehicle.
Normal characteristics On some 4WD models, the initial shift from two-wheel drive to 4x4 while
the vehicle is moving can cause some momentary clunk and ratcheting sounds. Page Ford

Motor Company joins the U. Page Driving Descend a hill in the same gear you would use to
climb up the hill to avoid excessive brake application and brake overheating. Do not descend in
neutral; instead, disengage overdrive or manually shift to a lower gear. When descending a
steep hill, avoid sudden hard braking as you could lose control. Page Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder racks or pickup box cover. Page Snowplowing Installing the snowplow Weight limits and
guidelines for selecting and installing the snowplow can be found in the Ford Truck Body
Builders Layout Book, Snowplow section, found at Page Operating the vehicle with the
snowplow attached Ford recommends that the Fâ€” be limited to low speed, personal-use snow
removal. Do not use your vehicle for snow removal until it has been driven at least miles km.
See your Ford or Lincoln Mercury dealer. Page Driving Factory installed snow plow prep
package vehicles already have been programmed with the unique power train control strategy
to provide proper cooling. If the vehicle is being upgraded to the equivalent hardware set as the
snow plow prep package, then the vehicle can obtain the unique power train control strategy to
provide proper cooling by getting service at an authorized dealer. This program is separate from
the New Vehicle Limited Warranty. Page Hazard Flasher Control Assistance, call Canadian
customers who require roadside assistance, call If you need to arrange roadside assistance for
yourself, Ford Motor Company will reimburse a reasonable amount for towing to the nearest
dealership within 35 miles 56 km. To obtain reimbursement information, U. Ford Motor Company
recommends that the fuel system be inspected by an authorized dealer after any collision. Page
Roadside Emergencies To reinstall the fuse box cover, place the top part of the cover on the
fuse panel, then push the bottom part of the cover until you hear it click shut. Gently pull on the
cover to make sure it is seated properly. The fuses are coded as follows. Page Roadside
Emergencies WARNING: To reduce risk of electrical shock, always replace the cover to the
power distribution box before reconnecting the battery or refilling fluid reservoirs. If the battery
has been disconnected and reconnected, refer to the Battery section of the Maintenance and
Specifications chapter. Page Changing The Tires Ford. If the dissimilar spare tire or wheel is
damaged, it should be replaced rather than repaired. Page Roadside Emergencies 2. Lift both
rear seat cushions. Remove the two small wing nuts on the passenger side. Pull far enough off
the road to avoid the danger of being hit when operating the jack or changing the wheel.
Remove the lug nuts with the lug wrench. Replace the flat tire with the spare tire, making sure
the valve stem is facing outward. Reinstall the lug nuts until the wheel is snug against the hub.
Do not fully tighten the lug nuts until the wheel has been lowered. Use only Ford recommended
replacement fasteners. WARNING: When a wheel is installed, always remove any corrosion, dirt
or foreign materials present on the mounting surfaces of the wheel or the surface of the wheel
hub, brake drum or brake disc that contacts the wheel. If there is visible corrosion in wheel pilot
hole, remove loose particles by wiping with clean rag and apply grease. Page Roadside
Emergencies Preparing your vehicle When the battery is disconnected or a new battery is
installed, the automatic transmission must relearn its shift strategy. This operation is
considered normal and will not affect function or durability of the transmission. Connect the
negative - cable to the negative - terminal of the assisting battery. Page Roadside Emergencies
4. Note: Do not attach the negative - cable to fuel lines, engine rocker covers, the intake
manifold or electrical components as grounding points. Page Roadside Emergencies Removing
the jumper cables Remove the jumper cables in the reverse order that they were connected.
Remove the jumper cable from the ground metal surface. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. Page Roadside Emergencies 3. After
the disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page Wrecker Towing Ford
recommends your vehicle be towed with a wheel lift or flatbed. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. Page Customer Assistance A
reasonable time must be allowed to perform a repair after taking your vehicle to the authorized
dealer. Repairs will be made using Ford or Motorcraft parts, or remanufactured or other parts
that are authorized by Ford. Ford is also allowed a final Page If you are in another foreign
country, contact the nearest authorized dealer. If the authorized dealer employees cannot help
you, they can direct you to the nearest Ford affiliate office. If you buy your vehicle in North
America and then relocate outside of the U. Page Reporting Safety Defects U. The high-pressure
fluid could penetrate the sealed parts and cause damage. Page Cleaning 5. These products are
available from your authorized dealer. This washer fluid contains special solution in addition to
alcohol which helps to remove the hot wax deposited on the wiper blade and windshield from
automated car wash facilities. Note: Removal of deep scuffs and scratches should be performed
by an authorized dealer or an experienced repair facility. Wipe up spilled liquid using a clean,
white, cotton cloth. Wipe the surface with a damp, clean, white cotton cloth. For more thorough

cleaning, use a mild soap and water solution. For King Ranch SuperCrew leather seats, refer to
separate section in this chapter. For more thorough cleaning, wipe the surface with a mild soap
and water solution. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. If your vehicle requires professional service, your authorized dealer can provide the
necessary parts and service. Inside the vehicle, pull the hood release handle located under the
bottom of the instrument panel. Go to the front of the vehicle and release the auxiliary latch that
is located on the front bumper under the grill. Windshield washer fluid reservoir 2. Transmission
fluid dipstick 4. Brake fluid reservoir 4. Engine coolant reservoir 5. Air filter assembly 6. Power
steering fluid reservoir 7. Page Maintenance and Specifications 5. Engine oil dipstick 3. Power
distribution box 8. Engine oil filler cap 9. Page In very cold weather, do not fill the reservoir
completely. Only use a washer fluid that meets Ford specifications. Do not use any special
washer fluid such as windshield water repellent type fluid or bug wash. They may cause
squeaking, chatter noise, streaking and smearing. Page Engine Oil Maintenance and
Specifications To prolong the life of the wiper blades, it is highly recommended to scrape off the
ice on the windshield before turning on the wipers. The layer of ice has many sharp edges and
can damage the micro edge of the wiper rubber element. Page Battery Change your engine oil
and filter according to the appropriate schedule listed in the scheduled maintenance
information. Ford production and Motorcraft replacement oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Lift the
battery with a battery carrier or with your hands on opposite corners. Page Maintenance and
Specifications When the engine is cold, check the level of the engine coolant in the reservoir.
Page Maintenance and Specifications and new unused coolant together in the vehicle. The use
of an improper coolant may harm engine and cooling system components and may void the
warranty. Refer to Maintenance product specifications and capacities in this chapter. Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant since a Ford-approved recycling process is not yet available. Used engine
coolant should be disposed of in an appropriate manner. Restart the engine and take your
vehicle to an authorized dealer. Driving the vehicle without repairing the engine problem
increases the chance of engine damage. Take your vehicle to an authorized dealer as soon as
possible. Page Maintenance and Specifications toxic and if swallowed can cause death or
permanent injury. If fuel is swallowed, call a physician immediately, even if no symptoms are
immediately apparent. The toxic effects of fuel may not be visible for hours. Inhaling too much
fuel vapor of any kind can lead to eye and respiratory tract irritation. Page Maintenance and
Specifications Ethanol is more chemically active than gasoline. It corrodes some metals and
causes some plastic and rubber components to swell, break down or become brittle and crack,
especially when mixed with gasoline. Special materials and procedures have been developed
for flexible fuel vehicles and the dispensers used by ethanol fuel providers. Fuels with octane
levels below 87 are not recommended. Do not be concerned if your engine sometimes knocks
lightly. Running out of fuel Avoid running out of fuel because this situation may have an
adverse effect on powertrain components. This could damage the fuel system and its seal, and
may cause fuel to run onto the ground instead of filling the tank, which could result in serious
personal injury. You must gather information as accurately and consistently as possible. Fuel
expense, frequency of fill-ups or fuel gauge readings are NOT accurate as a measure of fuel
economy. Page Maintenance and Specifications Calculating fuel economy 1. Fill the fuel tank
completely and record the initial odometer reading in miles or kilometers. Each time you fill the
tank, record the amount of fuel added in gallons or liters. After at least three to five tank fill-ups,
fill the fuel tank and record the current odometer reading. Unnecessary shifting of this type
could result in reduced fuel economy. Page If other than Ford, Motorcraft or Ford-authorized
parts are used for maintenance replacements or for service of components affecting emission
control, such non-Ford parts should be equivalent to genuine Ford Motor Company parts in
performance and durability. Do not make any unauthorized changes to your vehicle or engine.
By law, vehicle owners and anyone who manufactures, repairs, services, sells, leases, trades
vehicles, or supervises a fleet of vehicles are not permitted to intentionally remove an emission
control device or prevent it from working. Page Maintenance and Specifications If the service
engine soon indicator remains on, have your vehicle serviced at the first available opportunity.
Although some malfunctions detected by the OBD-II may not have symptoms that are apparent,
continued driving with the service engine soon indicator on can result in increased emissions,
lower fuel economy, reduced engine and transmission smoothness, and lead to more costly
repairs. Refer to scheduled maintenance information. Start the engine and let it run until it
reaches normal operating temperature the engine coolant temperature gauge indicator will be

near the center of the normal area between H and C. Your transmission does not consume fluid.
However, the fluid level should be checked if the transmission is not working properly, i.
However, if fluid is added at this time, an overfill condition could result when the vehicle
reaches normal operating temperature. Do not use supplemental transmission fluid additives,
treatments or cleaning agents. The use of these materials may affect transmission operation
and result in damage to internal transmission components. Checking 6-speed automatic
transmission fluid The automatic transmission does not have a transmission fluid dipstick.
Refer to the Maintenance product specifications and capacities section in this chapter. Page
Maintenance and Specifications 2. Reposition the locking clip on the connector connector
shown from below for clarity , squeeze the connector and pull it off of the air outlet tube. Clean
the area around the air tube to air cover connection to prevent debris from entering the system
and then loosen the bolt on the air tube clamp so the clamp is Page Maintenance and
Specifications 6. Remove the air filter element from the air filter housing. Install a new air filter
element. Replace the air filter housing cover and secure the clamps. Be careful not to crimp the
filter element edges between the air filter housing and cover and ensure that the tabs on the
edge are properly aligned into the slots. Page Part Numbers Replace the spark plugs with ones
that meet Ford material and design specifications for your vehicle, such as Motorcraft or
equivalent replacement parts. The customer warranty may be void for any damage to the engine
if such spark plugs are not used. Page Maintenance and Specifications World manufacturer
identifier 2. Make, vehicle line, series, body type 4. Engine type 5. These quality accessories
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your v
jeep wrangler rubicon manual
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ehicle. Page Accessories Bed side step Interior cargo organization and management Truck bed
cargo organization and management Towing mirrors Trailer hitches, wiring harnesses and
accessories Peace of mind Keyless entry keypad Locking gas plug for capless fuel system
Remote start Vehicle security systems Wheel locks For maximum vehicle performance, keep the
following information in mind when adding accessories or equipment to your vehicle With Ford
ESP, you minimize your risk for unexpected repair bills and rising repair costs. Page Ford
Extended Service Plan Page Index Index Axle lubricant specifications.. Page Index Child safety
seats Page Index coolant Page Index Heating bulb replacement heating and air conditioning
specifications chart Page Index MyKey Page Index Safety seats for children.. Page Index
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