Ford transit owners manual

Feel the difference. Page 2 This publication, or part thereof, may not be reproduced nor
translated without our approval. Errors and omissions excepted. Page 4 Table of contents Fuel
consumption Page 5 Table of contents Engine compartment overview - 2. Page 6 Table of
contents Using winter tyres Page 7: Introduction We recommend that you Note: Always use and
operate your ask your Ford Dealer for advice on parts vehicle in line with all applicable laws and
and accessories suitable for your vehicle. Page 9 Quick start Instrument panel overview right-hand drive E Electric exterior mirror switch. See Electric exterior mirrors page Lighting
control. See Lighting control page Multifunction lever. See Direction indicators page Instrument
cluster. See Gauges page Page 10 Quick start Cigar lighter. See Cigar lighter page Climate
controls. See Climate control page Gear lever. See Manual transmission page Passenger airbag
deactivation warning lamp. See Disabling the passenger airbag page Stability control ESP
switch. See Stability control page Wiper lever. Page Outside Air Quick start Information displays
Page 12 Quick start Water-in-fuel indicator lamp Sliding door vehicles with a diesel engine See
Warning lamps and indicators page Switch the ignition on to use the auxiliary power socket.
Engine idle speed after starting The engine may idle at a higher speed than normal immediately
after starting from cold. This could adversely affect deployment of the airbags. Original text
according to ECE R Do not use a rearward facing child restraint on Do not wear thick clothing.
The seat belt must fit tightly around your body to achieve its optimum effect. Position the
shoulder strap of the seat belt over the centre of your shoulder and position the lap strap tightly
across your hips. You have not fastened the seat belt properly if you do not hear a click. E Pull
the seat belt out steadily. WARNING If the airbag warning lamp in the Position the seat belt
correctly for instrument cluster illuminates your safety and that of your unborn intermittently, it
means that there is a child. After removing the child restraint from the front, make sure that you
turn the key switch to position B. If the frequencies are jammed, you will not be able to use your
remote control. You will not be able to unlock the doors from the inside if you have double
locked them. Page 22 Locks Locking and unlocking the Locking and unlocking the doors with
the remote control doors with the handles Front doors E E White mark Lock Lock Unlock
Unlock Cargo unlock If you see the white mark, the door is Press the appropriate button once.
Page 23 Locks If you see the white mark, the door is locked. Slam locking Note: Do not leave
your keys in the vehicle. If possible, provide them with the key number from the tag provided
with the original keys. You can also obtain additional keys from your Ford Dealer. Page Alarm if
a compartment or cargo area. Ford trailer-tow kit is fitted. You can fully arm or partially arm the
alarm. See Locking and unlocking page Full arming Note: Do not fully arm the alarm if someone
is inside the vehicle. Lock the doors with the remote control or double lock the doors with the
key or the remote control. Select radio, CD or cassette mode on the Note: Make sure that you
are sitting in audio unit. Page 32 Wipers and washers E Install in the reverse order. You will hear
a short tone. The headlamps will go off automatically after 3 minutes with any door open, or 30
seconds after the last door has been closed. E Note: Tap the lever up or down to make the
direction indicators flash only three times. Page Stepwell Lamps Lighting Vehicles with double
locking The courtesy lamp will also come on when you switch the ignition off. It will go off If you
set the switch to position C, the automatically after a short time or when courtesy lamps will
stay on for a short time you start or restart the engine. Only fit bulbs of the correct specification.
See Bulb specification chart page Note: We recommended that you ask your dealer to change
the bulbs if your vehicle is fitted with air conditioning. Page 38 Lighting Side lamps Front fog
lamps E 1. Remove the headlamp. Remove the cover. E 3. Remove the bulb and the bulb holder.
Note: You cannot separate the bulb from the bulb holder. Remove the bulb. Disconnect the
electrical connector. Front direction indicators 2. Turn the lens in either direction and remove it.
Turn the lens clockwise and remove 2. Gently press the bulb into the bulb Rear lamps holder,
turn it anti-clockwise and remove it. Remove the wing nuts. Direction indicator 2. Remove the
rear lamp and unclip the Brake lamp bulb holder. Tail lamp 3. Remove the screws. Remove the
lens. Gently press the bulb into the bulb 1. Carefully prise the lens from the holder, turn it
anti-clockwise and holder. Page 42 Lighting Front interior lamps Vehicles with a tailgate
Vehicles without interior sensors E 1. Open the lens. Gently press the bulb into the bulb holder,
turn it anti-clockwise and remove it. E 1. Carefully prise out the lamp. Flatbed truck 2. Page 43
Lighting Front reading lamps E 1. E 2. Rear interior lamps E 1. Turn the bulb holder
anti-clockwise and remove it. Remove the bulb holder. Page Electric Exterior Mirrors Windows
and mirrors E E The electric exterior mirrors are fitted with Make sure that you fully engage the
mirror a heating element that will defrost or in its support when returning it to its demist the
mirror glass. See Climate original position. Press the lever in the middle to engage it in its
catch. Pull the lever in the middle to close the window. Push it backwards until it engages in its
catch. See General information page Page Warning Lamps And Indicators Instruments Engine
coolant temperature Odometer, tripmeter and clock gauge Low series instrument cluster Shows

the temperature of the engine coolant. At normal operating temperature, the needle will remain
in the centre section. Page 53 Instruments Engine warning lamps If the brake system warning
lamp illuminates with the ABS warning lamp, Malfunction indicator lamp this indicates a
malfunction. Stop your vehicle as soon as it is safe to do so and have this checked before
continuing you journey. Page 54 Instruments Glow plug indicator Message indicator See
Starting a diesel engine It will illuminate when a new page See Information messages page It will
not The door open warning chime will sound illuminate during periods of high if you switch the
ignition on and you have acceleration, braking or when the clutch Page 57 Information displays
Controls Tripmeter E Distance to empty Use the rotary control to scroll through the menu. Stop
the vehicle as soon as safely possible and switch off the engine immediately. Top up the engine
oil. See Engine oil check page Adjust using the between 12 and 24 hour format. In cold or
Outside air humid weather conditions, direct some of the air towards the windscreen and the
Keep the air intakes forward of the door windows. Temperature control E Close all of the air
vents for maximum airflow to the windscreen. Air conditioning Cooling the interior quickly
Switching the air conditioning on and off E Switch the air conditioning on. E Do not refuel when
the programmable fuel fired heater Windscreen display is on. In this mode, ambient temperature
has no effect. Page 68 Climate control Note: The heating duration for pre-set Continuous heater
operation times and the timed heating mode can be set between 10 and minutes. Press and hold
button A for more than three seconds, until the time flashes in the display. Page 69 Climate
control Programming the pre-set heating Press button A repeatedly, until the start times symbol
1, 2 or 3 for the desired pre-set time is displayed. Press button C. The ON symbol will appear in
the display. To deactivate a pre-set time, press button C again. The front nine catch positions
are only to provide access to the vehicle battery. Adjusting the lumbar support E Adjusting the
angle of the seatback E Increase Decrease Adjusting the angle of the seat Pull the release
straps down and hold kilogrammes. Store the seat in a dry and secure Removing the bench
seats place. Page Heated Seats Seats Removing the head restraint Press the locking buttons
and remove the head restraint. The heated seats will reach their maximum temperature after five
or six minutes. They will go off automatically. Page Convenience Features 12 volt appliances
that have a maximum current rating of 20 Amperes. Use only E Ford accessory connectors or
connectors 1. Scroll to this display. The day starts to sockets. Page Ashtray Convenience
features Note: You can use the socket to power 12 volt appliances that have a maximum current
rating of 20 Amperes. Use only Ford accessory connectors or connectors specified for use with
SAE standard sockets. E Press the element in to use the cigar lighter. E Do not use the tray
when the vehicle is moving. Fully depress the clutch pedal. Note: You can only operate the
starter for a maximum of 30 seconds at a time. Fully depress the accelerator pedal and hold it
there. It filters harmful diesel particulates soot Note: When the temperature is below from the
exhaust gas. If you do, the turbocharger will continue running after the engine oil pressure has
dropped to zero. This will lead to premature turbocharger bearing wear. This could cause Stop
refuelling after the fuel nozzle damage to the fuel system. Additional fuel will fill the expansion
space in Note: We do not recommend the the fuel tank which could lead to fuel prolonged use
of additives intended to Your Ford dealer can give you advice on improving your fuel
consumption. Do not engage reverse gear when the vehicle is moving. Dab the brake pedal
when driving from a car wash to remove the film of water. See Warning ESP lamps and
indicators page Page 91 Stability control Press the switch again to turn the system on. The
system will be switched on automatically every time you switch the ignition on. For item
location: See Quick start page If a wheel starts to spin, the traction control system varies the
pressure to the brake of that wheel until is stops spinning. Page 96 Parking aid Note: If a high
pitch tone is heard for three seconds, this indicates a malfunction. The system will switch off
automatically if it malfunctions. Have this checked as soon as possible. Note: When reversing
with a trailer, the lines on the screen show the vehicle direction and not the trailer. The lines
show a projected vehicle path and the distance from the exterior mirrors and rear bumper. Page
Rear view camera 2 metres 79 inches 3 metres inches Switching the rear view camera on and off
E On and off button Press button A to manually switch the system off. Note: The button will only
function whilst the reverse gear is selected and the ignition is on. Page Cruise Control Cruise
control Resuming the set speed E E Accelerate The cruise control indicator will illuminate
Decelerate and the system will attempt to resume the speed that you previously set. E The
system will not retain the speed that Note: The system will no longer control Vehicle speed
limiter The vehicle speed limiter prevents you from driving faster than a programmed speed.
See the label on the driver side sun visor for further information. Heavy loads, when placed in
the Make sure that you secure all loose passenger compartment, should be items properly.
Page Load carrying Securing cargo E See Vehicle identification page The air conditioning if
fitted will also be Tyres turned off and the engine cooling fan will operate. E If you have an

accident or a minor collision e. Page Fuses E E Note: When refitting, make sure you hear
Passenger junction box a click when engaging both clips. Do not modify the electrical system of
your vehicle in any way. Have Note: You can identify a blown fuse by repairs to the electrical
system and a break in the filament. Page Fuses Ampere Fuse Colour Circuits protected rating
Engine junction box power supply - non-start blue relevant green Heated front screen
right-hand side Standard relay box power supply - non-start blue relevant green Heated front
screen left-hand side Passenger junction box power supply - non- yellow start relevant yellow
Page Fuses Ampere Fuse Colour Circuits protected rating Headlamp levelling, master light
switch KL15 yellow Heated front seats yellow Horn yellow Auxiliary power point front Heated
door mirrors, if CAT 1 fitted yellow Cigar lighter Relay coils supply, power mirrors yellow
Auxiliary power point rear Main beam left-hand side Main beam right-hand side Page Fuses
Relay Circuits switched Heated door mirrors if CAT 1 alarm is fitted Headlamp main beam Horn
Daytime running lamps Programmable fuel fired heater Heated rear windows and heated door
mirrors or heated rear window left-hand side if Cat 1 alarm is fitted Heated rear window
right-hand side if Cat 1 alarm is fitted Power feed KL15 2 Reserved for special vehicle operation
use Page Fuses Ampere Fuse Colour Circuits protected rating Instrument cluster, fuel-fired
booster heater timer, remote keyless entry supply, interior motion sensor KL30 brown Side
lamps right-hand side brown Side lamps left-hand side Ignition switch supply, battery
disconnect switch coils supply blue Central locking brown Number plate lamp, side markers
Press the brake pedal harder and allow for increased stopping distances and heavier steering.
The steering lock will engage and the direction indicators and brake lamps will not work if you
do not. The brake servo and the power steering pump do not operate unless the engine is
running. Page Maintenance Tyre pressures when cold. See help maintain its roadworthiness
and Technical specifications page resale value. There is a large network of See Tyre care page
to help you with their professional Lower the bonnet and allow it to drop from under its own
weight for the last 20â€”30 centimetres. Page Engine Compartment Overview - 2. See Brake and
clutch fluid check page Engine oil filler cap. Brake and clutch fluid reservoir left-hand drive. See
Power steering fluid check page Engine oil dipstick. The filler caps and the engine oil dipstick
are coloured for easy identification. Page Maintenance Air cleaner. Fuel filter water trap
right-hand drive. See Draining the fuel filter water trap page Engine coolant reservoir. See
Engine coolant check page Washer fluid reservoir. Brake and clutch fluid reservoir right-hand
drive. Page Engine Oil Dipstick - 2. See Washer fluid check page Engine junction box. See
Changing a fuse page Battery positive connection for connecting booster cables. See Using
booster cables page Air cleaner. Power steering fluid reservoir. Do not use oil additives or other
engine treatments. Under certain Top up with fluid that meets the Ford conditions, they could
damage the specification. See Technical engine. Wait for the engine to cool down. Top up with
fluid that meets the Ford specification. See Technical Unscrew the cap slowly. Any pressure
specifications page See Technical specifications page Use of unsuitable oil may lead to engine
damage which is not covered by your Warranty. However, in the event the rear axle becomes
submerged under water, have the fluid changed by your dealer. Page Maintenance Variant Item
Capacity in litres gallons 2. Use soapy water. Page Repairing Minor Paint Damage You should
repair paintwork damage caused by stones from the road or minor scratches as soon as
possible. A choice of products is available from your Ford Dealer. Page Vehicle Battery Vehicle
battery 4. Connect batteries with only the same 5. Connect the negative - terminal to nominal
voltage. A choice of these are available from your Dealer. Page Child Seat Positioning Child
safety Child safety seat Secure children that weigh between 13 and 18 kilograms in a child
safety seat Group 1 in the rear seat. Do not install a booster seat or a booster cushion with a
seat belt that is slack or twisted. We anything other than the correct recommend that you use a
top tether anchor point. Data about tyres, rims and tyre pressures for special vehicle model
variants is only given on the tyre pressure decal on these vehicles. Turn the handle The vehicle
jack supplied with your fully clockwise. Insert the handle into vehicle should only be used when
the pump, and lift the vehicle using a changing a wheel in emergency pumping motion. Page
Wheels and tyres Rear jacking points Front-wheel drive Bus, Van and Kombi , and series
vehicles E Open the flap on top of the jack. Place the jack onto the block. Page Wheels and
tyres E E Open the flap on the top of the jack. If it has an automatic transmission, select park.
Have the passengers leave the vehicle. Secure the diagonally opposite wheel with an
appropriate block or wheel chock. Tilt the bracket, and pass it and the cable through the centre
opening in the wheel. Tighten the wing nut s. Avoid contact with skin and holder will pierce the
seal of the clothing. If this happens, rinse the bottle. Do not unscrew the bottle affected areas
immediately with plenty of from the holder as the sealant will escape. Open the lid of the tyre
repair kit. Peel off the label I showing the pressure of minimum 1. Page Tyre Care Wheels and
tyres 8. If you experience heavy vibrations, Before the tyre is removed from the unsteady

steering behaviour or rim, inform your tyre dealer that the noises while driving, reduce your tyre
contains sealant. It is also shown on the Gross train weight left-hand side of the instrument
panel. Maximum front axle weight Maximum rear axle weight The vehicle identification number
and Page Technical specifications E Item Dimension description Dimension in mm inches
Maximum length - without rear step Van and Page Technical specifications Long wheelbase E
Page Technical specifications Item Dimension description Dimension in mm inches Maximum
length with towing equipment Chassis Page Technical specifications Item Dimension
description Dimension in mm inches Wheel centre - end of towball Standard Frame Page
Bluetooth Setup Bluetooth phone. Search for audio device. Bluetooth connection. Select Ford
Audio. Phones stored in the system are 5. Enter the code number shown on the accessible by
using the phone list on the vehicle display using the phone audio unit. See Telephone
commands page Dialling a number using the address book You can access your phone address
book via Bluetooth. Page Telephone Dialling a number using the Redialling a number - Sony
radio telephone keypad 1. Press the seek button until the desired list is displayed. Page
Telephone Accepting a second incoming call Using the audio unit menu Second incoming calls
can be accepted Note: After bonding a phone to the by pressing either the call accept button,
system, this becomes the active phone. Scroll through the different phones by Rejecting an
incoming call using the seek buttons and display the Incoming calls can be rejected by phone
to be debonded. Press the OK button to be debond. Page Telephone CD navigation units Press
the microphone mute button. Press the button once again to turn this function off. Changing the
active phone Note: Phones must be bonded to the system before they can be made active. Note:
After bonding a phone to the system, this becomes the active phone. Using the system with the
engine off If you are not sure how to continue say will drain the battery. Disc If you have a CD
changer you can choose the disc number. Page Voice control Tune frequency This function
allows you to tune your radio by voice commands. Refer below for representative examples.
Delete name This function allows you to delete a stored radio station. SD card play This
function allows you to switch the audio source to the SD card audio files. Steps User says
System answer The following lists will give further information about the Your phone system
allows you to create complete command menu in selected an additional phonebook. The stored
examples. Page Voice control Delete directory This function allows you to delete all entries in
one go. Dial name Phone numbers can be dialled after giving the name tag voice command. For
example, to make Can only be used with vehicles installed a remote enquiry to your home
answering with a dedicated VOICE button. Other trademarks and trade names are those of their
respective owners. Note: After the installation of RF transmitters, check for disturbances from
and to all electrical equipment in the vehicle, both in the standby and transmit modes. Page
Index Changing a bulb Page Index Engine immobiliser High series instrument cluster Page
Index Inspecting safety system Locking and unlocking Page Index Occupant protection Page
Index Seats Sliding windows Snow chains Ticket holders Page Index Using seat belts during
pregnancy.. Page Feel the difference Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
The Ford Transit is a series of light commercial cars manufactured by Ford as Initially sold as a
cargo van, the Transit is also offered as a passenger van, cutaway van chassis, minibus, and as
a pickup truck. The Transit is the third best-selling van of all time with over 8,, units sold. Since ,
the Transit is the best-selling van in the United States and makes Ford's 57 percent share of the
full-size van business in the USA. The Transit is offered with three engines, two of which are all
new for The base engine is a naturally aspirated 3. There's also a turbocharged 3. The last
powertrain in the lineup is a turbocharged 2. All engines are mated with a speed automatic
gearbox, with rear-wheel drive and all-wheel drive. The Transit is capable of towing up to
pounds, and a payload of up to pounds. The turbocharged V-6 accelerated from 0to 60 mph in 6.
All rights reserved. Home Makes Ford Transit. Ford Transit owners manuals. Model overview
The Ford Transit is a series of light commercial cars manufactured by Ford as Ford Transit
known problems Some of the common problems or complaints owners have about the Ford
Transit are:. Below you can find the owners manuals for the Transit model sorted by year. The
manuals are free to download and are available in PDF format. Is is recommended to check the
owners manual corresponding to the correct year of your Ford Transit to solve the problems or
to get insights about the car. Ford Transit competitors. Here you can download instructions,
workshop manuals, service manuals, diagnostic programs, parts catalogs for Ford cars of all
models from different years of release. Your email address will not be published. This site uses
Akismet to reduce spam. Learn how your comment data is processed. If you have any
questions, please contact with us. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any

cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Related Posts. Ford Wiring Diagrams. Ford Kuga â€” Fault
Codes. Ford Owners Manual. Ford Diagnostic Trouble Codes. Leave a Reply Cancel reply Your
email address will not be published. Contact Contact Us. This website uses cookies to improve
your experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Read
More. Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these, the cookies that are categorized as necessary are
stored on your browser as they are essential for the working of basic functionalities of the
website. We also use third-party cookies that help us analyze and understand how you use this
website. These cookies will be stored in your browser only with your consent. You also have the
option to opt-out of these cookies. But opting out of some of these cookies may affect your
browsing experience. Necessary Necessary. Non-necessary Non-necessary. Quick Links
Download this manual. Page 2 No part of this publication may be reproduced, transmitted,
stored in a retrieval system or translated into any language in any form by any means without
our written permission. Errors and omissions excepted. Page 5 Table of Contents Autowipers
Page 8 Troubleshooting We modifier who upfitted it. As a result, it may recommend that you
take some time to Page 11 Introduction Avoid smoking, flames or sparks Engine oil Battery
Explosive gas Fan warning Battery acid Fasten seatbelt Brake fluid - non petroleum based Front
airbag Brake system Front fog lamps Cabin air filter Fuel pump reset Check fuel cap Fuse
compartment Child safety door lock or unlock Hazard warning flashers Child seat lower anchor
Note operating instructions In general, this technical information documents the condition of
parts, modules, systems or the environment If you have financed or leased your vehicle through
Ford Credit, thank you for your business. Page Special Notices Unauthorized third parties could
gain of protection is to use genuine Ford access to vehicle data and impair the replacement
collision parts. Page Mobile Communications Equipment Using Your Vehicle as an Ambulance
against the use of any hand-held device while driving and encourage the use of If your light
truck is equipped with the Ford voice-operated systems when possible. Ambulance Preparation
Package, it may Make sure you are aware of all applicable be utilized as an ambulance. A market
unique supplement may be supplied that complements this book. Correct vehicle usage and the
authorized disposal of waste, cleaning and lubrication materials are significant steps toward
this aim. Page Installing Child Restraints Child Safety Recommendations for Safety Restraints
for Children Recommended restraint Child Child size, height, weight, or age type Use a child
safety seat Infants or Children weighing 40 lb 18 kg or less sometimes called an toddlers
generally age four or younger. Page 21 Child Safety 2. Pull down on the shoulder belt and then
grasp the shoulder belt and lap belt together. E 5. To put the retractor in the automatic locking
mode, grasp the shoulder portion of the belt and pull downward E until all of the belt is pulled
out. Remove remaining slack from the belt. This is Do not attach two child safety necessary to
remove the remaining restraints to the same anchor. You can identify these with the child
restraint symbol shown on those seating positions. Page 24 Child Safety Do not attach a child
restraint to any lower anchor if an adjacent child restraint is attached to that anchor. Each time
you use the safety seat, check that the seat is correctly attached to the lower anchors and tether
anchor, if applicable. Page 25 Child Safety The tether strap anchors in your vehicle are in the
following positions shown from top view : E E E E Perform the following steps to install a child
safety seat with tether anchors: Note: If you install a child restraint with rigid LATCH
attachments, do not tighten the tether strap enough to lift the child restraint off your vehicle
seat cushion when the child Route the child safety seat tether strap over the back of the seat,
under the head restraint and between the head restraint posts. Page 27 Child Safety 3. Locate
the correct anchor on the back panel of the rear seat for the selected seating position. The
anchors are labeled with the tether strap symbol and are partially covered by the gap panel. Pull
the panel back to fully expose the anchors. Page 29 Child Safety If, with a backless booster
seat, you cannot find a seating position that adequately supports your child's head, a high back
booster seat would be a better choice. Children and booster seats vary in size and shape.
Choose a booster that keeps the lap belt low and snug across the hips, never up across the
stomach, and lets you adjust the shoulder belt to cross the chest Page Child Restraint
Positioning Child Safety If the booster seat slides on the vehicle WARNINGS seat upon which it
is being used, placing a conjunction with the instructions and rubberized mesh sold as shelf or
carpet warnings provided by your vehicle liner under the booster seat may improve
manufacturer. Page 32 Child Safety Right-Hand Side Turn it clockwise to switch the child lock
on and counterclockwise to switch it off. Always drive and ride with the Failure to follow this
could seriously seatback upright and the lap belt increase the risk of injury or death. Page

Fastening The Seatbelts Seatbelts The seatbelt pretensioners at the front seating positions are
designed to tighten the seatbelts when activated. In frontal and near-frontal crashes, the
seatbelt pretensioners may be activated alone or, if the crash is of sufficient severity, together
with the front airbags. In side crashes and rollovers, the seatbelt pretensioners activate when
the Safety Canopy is activated. Page 35 Seatbelts Pregnant women should always wear their In
addition, the retractor is designed to lock seatbelt. The lap belt portion of a if the webbing is
pulled out too quickly. If combination lap and shoulder belt should this occurs, let the seatbelt
retract slightly be positioned low across the hips below and pull webbing out again in a slow
and the belly and worn as tight as comfort will As the seatbelt retracts, you will hear a clicking
sound. This indicates the seatbelt is now in the automatic locking mode. How to Disengage the
Automatic Locking Mode Unbuckle the combination lap and shoulder belt and allow it to retract
completely to disengage the automatic locking mode and return the seatbelt to the vehicle
sensitive emergency locking The driver's safety belt is not buckled The safety belt warning light
illuminates 1- before the ignition switch is turned to the 2 minutes and the warning chime
sounds on position The driver's safety belt is buckled while the The safety belt warning light
and warning indicator light is illuminated and the chime turn off. Switch the ignition on. Do not
start the Ford Motor Company recommends that engine. Wait until the safety belt warning light
involved in a crash be replaced. Only Ford seatbelt extensions made by the original equipment
seatbelts manufacturer should be used with Ford seatbelts. Ask your authorized dealer if your
extension is compatible with your Ford vehicle restraint system. Always use seatbelts and child
restraints correctly. Do not place a child in a rear facing infant seat in the front seat unless your
vehicle is equipped with an airbag on and off switch and the passenger airbag is turned off. The
safety canopy could injure you as it deploys from the headliner. Do not attempt to service,
repair, or modify the safety canopy, its fuses, the pillar trims, or the headliner on a vehicle with
a safety canopy as you could be seriously injured or killed. Page Crash Sensors And Airbag
Indicator Supplementary Restraints System The design and development of the safety The
warning lamp will not canopy included recommended testing illuminate when you switch the
procedures that were developed by a ignition on. Side airbags may deploy in other types of
crashes if your vehicle experiences sufficient sideways motion or deformation. Page 52 Keys
and Remote Controls Integrated Key head Transmitter E E Note: Your vehicle s keys came with
a security label that provides important Twist a thin coin in the slot of the vehicle key cut
information. Keep the label transmitter near the key ring to remove in a safe place for future
reference. Page Replacing A Lost Key Or Remote Control Keys and Remote Controls Note: If
locking was not successful or if any door is open, or if the hood is open on vehicles with a
perimeter alarm or remote start, the horn will sound and the direction indicators will not flash.
Sounding a Panic Alarm Note: The alarm will only operate when the ignition is off. You can
program a MyKey using the Insert the key you want to program into the information display
control on the steering ignition and switch the ignition on. Press the left arrow button to access
the main menu and scroll to: Message Action and Description You can clear or change your
MyKey Switch the ignition on using an admin key. See Information Displays page To find
information on programmed MyKey s , press the left arrow button to access the main menu and
scroll to: Message Description Program a spare key. See Passive Anti-Theft System page
MyKey distances do not accumulate. See Remote Control page Note: Do not leave the keys in
your vehicle. E Pull the door handle to release the door check feature. Slide the door to close.
Fully open the cargo door. Push the inner release lever down to open the door. E Lift the locking
button up. E E 2. Pull the interior handle up to open the door in an emergency. Page Security If
Equipped coded key disarms the engine immobilization system. Note: The system is not
compatible with non-Ford aftermarket remote start systems. Replacement Keys Use of these
systems may result in vehicle starting problems and a loss of security The integrated keyhead
transmitter protection. Page Anti-Theft Alarm Security 2. Switch the ignition from off to on.
Alarm System 3. Switch the ignition off and remove the The perimeter alarm is a deterrent
against first correctly coded key from the unauthorized access to your vehicle ignition. Make
sure that the running boards have deployed, and have finished moving before attempting to
step on them. Power step Press the OK button. Deploy Press the OK button. Enabling and
Disabling You can enable and disable the power running board feature in the information
display. Resetting the System You can reset the system by opening and closing the sliding
door. Note: Make sure that you are sitting in the correct position. See Sitting in the Correct
Position page E 3. Lock the steering column. See SYNC page Seek up, next or end call. Seek
down, previous or accept call. Do not operate the windshield wipers on a dry windshield. This
may scratch the glass, damage the wiper blades or cause the wiper motor to overheat. Always
use the windshield washers before you switch the windshield wipers on. Page Windshield
Washers Wipers and Washers Autowipers Settings If Equipped Autowipers default to on and

remain on until you switch it off in the information display. With autowipers switched off, the
wipers operate in intermittent mode. See General Information page Condensation can be a
natural by-product of this design. When moist air enters the lamp assembly through the vents,
there is a possibility that condensation can occur when the temperature is cold. Page
Instrument Lighting Dimmer Lighting Note: If you switch autolamps and The daytime running
lamps turn on when: autowipers on, the headlamps will The ignition is switched to the on
automatically turn on when the windshield position. To switch them back on, switch the ignition
on for a short period of time. To avoid risk of injury, do not leave Bounce-Back children or pets
unattended in your vehicle. Page Exterior Mirrors Windows and Mirrors 5. Lift the switch again
for one second. Open the window and then try to close using the one-touch feature. Repeat the
procedure if the window does not close using the one-touch feature. Note: If you disconnect the
battery, you must reset the bounce-back memory. Mirror performance may be affected. A rear
center passenger or 2. Engine coolant temperature gauge. Tripmeter reset and distance to
empty toggle button. Fuel gauge. Page 83 Instrument Cluster At normal operating temperature,
the Switch the ignition on. The fuel gauge will needle will remain in the center section. The
arrow adjacent to the If the needle enters the red section, the fuel pump symbol indicates on
which side engine is overheating. If the parking brake is disengaged, this indicates low brake
fluid The following warning lamps and level or a brake system fault. Have your indicators alert
you to a vehicle condition vehicle checked immediately. Page 85 Instrument Cluster Note: If it
illuminates when the engine is If it illuminates when the engine is running running after draining
the fuel filter water this indicates a malfunction. Drive in a trap, this indicates a fuel filter service
is moderate fashion avoid heavy required. Page 86 Instrument Cluster It illuminates when the
system is not If it illuminates when the engine available and may indicate that the system is
running this indicates a requires service. Have your vehicle malfunction. Stop your vehicle
checked as soon as possible. The occupant Airbag Secondary Warning protection system will
only provide Sounds when there is a fault with the optimum protection when you use the airbag
system and the airbag warning safety belt correctly. Driving while distracted can result in loss
of vehicle control, crash and Menu Structure injury. Digital Speedometer All Values This feature
is seen on high level clusters. Note: The trip computer readings can be reset independently.
Distance Choose your applicable setting. Temperature Choose your applicable setting.
Convenience Compass Display The system check menu may the tank. Measure unit Choose
your applicable setting. Press the OK button. Page 93 Information Displays Battery and
Charging System Message Action Electrical system over- Stop your vehicle as soon as it is safe
to do so and switch the voltage Stop safely engine off. Have your vehicle checked as soon as
possible. Battery low See manual Displays if the battery is low or has no charge. DEF fault
Speed limited Indicates that your vehicle speed is restricted. High engine temperature Displays
when the engine temperature is too high. Stop your Stop safely vehicle as soon as it is safe to
do so, switch the engine off and allow it to cool. Have required your vehicle checked as soon as
possible. Tire Pressure Monitor The system has detected a fault that requires service. Have
Fault your vehicle checked as soon as possible. See Tire Pressure Monitoring System page Tire
Pressure Sensor Displays if the system detects a fault with a tire pressure Fault sensor or the
spare tire is in use. Adjust to select the desired fan speed or switch off. If you switch the fan off,
the windshield may fog up. Recirculated air: Press the button to switch between outside air and
recirculated air. Note: The heated rear window button is located on the instrument panel, near
the instrument cluster. Lift the head restraint up until it reaches its highest position. Press and
hold buttons B and C. E Rotate the handle clockwise or counter clockwise to attain the desired
lumbar E support. Lift the handle. Recline Adjustment 2. Lower the armrest to the stowed
position. Raise the armrest to attain the desired Lift the handle. Move the seat back backward or
forward to attain the desired position. Make sure the seatbelts are not trapped in any way when
unfolding the seat backrest up. Failure of an occupant to be able to use a trapped seatbelt
increases the risk of serious personal injury or death. Page Installing The Seats Seats 2. While
holding the handle in this position, tilt the top of the seat forward to release the seat frame rear
catches from the floor. When the rear seat latches are clear of the floor, release the handle.
Page Seats The heated seat remains on until you switch it off. If the heated seat is on when you
switch the ignition off, it will be on when you switch the ignition back on. Note: Do not switch
the heated seat on unless your vehicle is running. It is precise data, such as medical under the
parking brake lever. Page Auxiliary Power Points Press the element in to use the cigar lighter. It
will pop out automatically. Make sure that cups placed in the holders do not obstruct your
vision while driving. Do not park, idle or drive your vehicle on dry grass or other dry ground E
cover. These include vehicle ENGINE component and ambient temperatures as well as electrical
and climate system Before starting the engine check the demands. Page Starting and Stopping
the Engine Note: Avoid shutting the engine down after Note: Idling in cold weather does not

heat an extensive idling period. Drive your vehicle the engine to its normal operating for several
miles with the engine at normal temperature. The diesel particulate filter on your vehicle
requires periodic regeneration to maintain 5. Turn the key to the start position to its correct
function. Your vehicle will carry start the engine. Wait until temperatures, and be clearly marked
the engine has reached idle speed and then Suitable for Use with Outdoor switch it off. Do not
use an indoor extension cord outdoors. The permanent injury. If fuel is swallowed, pressure in
an overfilled tank may call a physician immediately, even if no cause leakage and lead to fuel
spray The use of fuels with metallic compounds such as methylcyclopentadienyl manganese
tricarbonyl commonly known Page Fuel Quality - Diesel This can cause damage to the
retrofitted for high sulfur diesel fuel using fuel system. Ford Motor Company dealer service
parts. Failure to use retrofit components other Do not use home heating oil, than those available
through your See Special Operating known as B Use an authorized waste disposal facility. Page
Fuel and Refueling Note: You must add a minimum of 3. Page Fuel and Refueling Note:
Immediately wash off any diesel exhaust fluid that has spilled on to a painted surface with
soapy water. Page Fuel and Refueling 6. Remove the spout from the diesel Note: If the vehicle
speed becomes limited exhaust fluid container and replace the or the engine will only run at idle
speed, cap. To Note: If there is diesel exhaust fluid left in service a contaminated or inoperative
the container retain it for later use. The pressure in an overfilled tank may cause leakage and
lead to fuel spray and fire. Page Fuel and Refueling E Note: When you insert the correct size fuel
E pump nozzle a spring loaded inhibitor will 4. Operate the fuel pump nozzle within open. Insert
the fuel pump nozzle up to the first notch on the nozzle A. Page second idle periods. If your
vehicle is not fitted with eight hours without starting the engine. Page Drive in a manner to clean
the diesel particulate filter. Do not disregard a system mainten- ance message. The Ford
Warranty may not cover damage caused to your vehicle as a result of disregarding these
messages. Page You must maintain the diesel particulate filter for it to Drive to clean continue
to function correctly. Do not disregard a system maintenance message. The Ford Warranty may
not cover damage caused to your vehicle as a result of disregarding this message. Page Fuel
and Refueling Message Action and Description Full Exhaust Filter Press the OK button and then
follow the prompts regarding exhaust position as needed to initiate operator commanded
Overloaded regeneration. Be sure to understand each prompt. If you are not sure what is being
asked by each prompt, contact an authorized dealer. Page Fuel and Refueling Operator
Commanded Regeneration passive and active regeneration may not with Automatic
Regeneration Control sufficiently clean the diesel particulate If Equipped filter system. You can
switch off automatic regeneration until better driving conditions If your vehicle is operated with
significant are available, for example steady high stationary operation, low speed drive driving.
Page Removal of hood blanket, fender apron inoperative emission control system s. Ford
recommends absorptive material. Note: If these checks do not help you correct the concern,
have your vehicle checked by an authorized dealer. Page Transmission The system determines
when temporary manual control is no longer in use and returns to automatic control. The
instrument cluster displays your currently selected gear. Note: The system stays in manual
control until you make another shift selection for example, drive [D]. Page Transmission E 2.
Use a suitable tool, for example a screwdriver, to carefully remove the E housing cover. Move
the white lever toward the rear of your vehicle. Shift the gearshift lever out of park P and into
neutral N. Page Transmission If Your Vehicle Gets Stuck in Mud or Snow Note: Do not rock the
vehicle if the engine is not at normal operating temperature or damage to the transmission may
occur. Note: Do not rock the vehicle for more than a minute or damage to the transmission and
tires may occur, or the engine may overheat. If control during emergency stops by keeping a
metal-to-metal, continuous grinding or the brakes from locking. When you leave your vehicle,
always apply the parking brake. Page Brakes Note: The system will not operate if the parking
brake is applied. Note: There is no warning light to indicate the system is either on or off. Using
Hill Start Assist Press the brake pedal to bring your vehicle to a complete standstill. Keep the
brake pedal pressed. See General If your vehicle begins to slide, the system Information page
See Principle of Operation page WARNINGS Note: If you attach certain add-on devices To help
avoid personal injury, please such as a trailer or bike rack, the rear sensing read and
understand the limitations system may detect that add-on device and The system remains off
until you switch the ignition off. Page Parking Aids If Equipped Rear Camera Delay The fixed
and active guidelines fade in and out depending on the steering wheel When shifting the
transmission out of position. The active guidelines do not reverse R and into any gear other
than display when the steering wheel position park P , the camera image remains in the is
straight. Cruise control allows you to control your set speed without keeping your foot on the
accelerator pedal. When you select kph as the display measurement in the information display,
the set speed changes in approximately 2 kph increments. When you select mph as the display

measurement in the information display, the set speed changes in approximately 1 mph
increments. The system may not correctly Vehicle Speed Limiter - Fixed operate if your vehicle
is fitted with a suspension kit not approved by us. Page Lane Keeping System Driving Aids The
warning system has two stages: The status bar travels from left to right as the calculated
alertness level decreases. A temporary warning is issued to advise As the rest icon is
approached, the color you to take a rest. This message only turns from green to yellow and then
finally appears for a short time. If the The sensor may incorrectly track lane system detects that
your vehicle is markings as other structures or unintentionally drifting toward the lane objects.
This can result in a false or markings, a warning is shown in the missed warning. The system
has two of any unintentional lane departure. If excessive, check for low power steering pump
fluid level before seeking service by your dealer. Check for low power steering pump fluid level
before seeking service by your dealer. The maximum capacity of your vehicle can payload for
your vehicle appears be limited either by volume on the Tire and Loading label. Page Load
Carrying be used for safe control of towed Steps for determining the vehicles and for trailers
where the correct load limit: Gross Combined Weight of the 1. Locate the statement "The towing
vehicle plus the trailer combined weight of occupants exceed the Gross Vehicle Weight and
cargo should never exceed Rating of the towing vehicle. No, you do the available amount of
cargo not have enough cargo capacity and luggage load capacity to carry that much weight. In
metric units, the calculation would Suppose your vehicle has a be: kilograms - 2 x 99 pound
kilogram cargo Selecting a trailer with a Note: This feature does not prevent trailer low
aerodynamic drag and rounded sway, but reduces it once it begins. Start with the gross
combined has covered at least 1, mi weight rating for your vehicle 1, km. Some seven-position
connectors may have the SAE J logo, Safety Chains which confirms that it is the correct wiring
This also displays if you Gain: use the manual control lever or make gain adjustments with no
trailer connected. Page Note: An authorized dealer can diagnose the trailer brake controller to
determine exactly which trailer fault has occurred. However, the Ford Warranty does not cover
this diagnosis if the fault is with the trailer. RSC , this system may turn on during Exceeding
these limits may allow water to typical cornering maneuvers with a enter vehicle components:
heavily loaded trailer. Page Recreational Towing Towing Recreational Towing Note: Put your
climate control system in recirculated air mode to prevent exhaust fumes from entering the
vehicle. See Climate Control page Follow these guidelines if you have a need for recreational RV
towing. An example of recreational towing would be towing your vehicle behind a motorhome.
Page Driving Hints Driving Hints 5. During this time, your vehicle may exhibit some unusual
driving Fuel economy is affected by several things characteristics. Floor mats must be properly
secured to both retention posts to make sure mats do not shift out of position. Page Roadside
Emergencies Towing â€” independent service contractors, if not prohibited by state, To fully
assist you should you have a local or municipal law, shall tow Ford vehicle concern, Ford Motor
Company of eligible vehicles to an authorized dealer Canada, Limited offers a complimentary
within 35 mi 56 km of the roadside assistance program. Page Hazard Warning Flashers
Canadian customers who require roadside repair fuel leaks after a collision may assistance, call
Ford Motor Company recommends Vehicles Sold in Canada: Using that the fuel system be
inspected by an Roadside Assistance authorized dealer after any collision. Preparing Your
Vehicle Note: Do not attempt to push-start your automatic transmission vehicle. Automatic
transmissions do not have push-start capability. Attempting to push-start a vehicle with an
automatic transmission may cause transmission damage. Do not connect the end of the second
cable to the negative - terminal of the battery to be jumped. A spark may cause an explosion of
the gases that surround the battery. Page We recommend the use of a wheel lift and dollies or
flatbed equipment to tow your vehicle. Do not tow with a slingbelt. Ford Motor Company has not
approved a slingbelt towing procedure. Vehicle damage may occur if towed incorrectly, or by
any other means. Page Customer Assistance Mailing address perform a repair after taking your
vehicle to the authorized dealer. Box authorized by Ford. Page In California U. Only In some
states within the United States, conform the vehicle to its applicable you must directly notify
Ford in writing express warranties if, within the first 18 before pursuing remedies under your
months of ownership of a new vehicle or If an agreement is not reached In those cases where
country, contact the appropriate foreign you continue to feel that the efforts by Ford embassy or
consulate. These officials can of Canada and the authorized dealer to If your vehicle must be
serviced while you If you are in another foreign country, are traveling or living in Puerto Rico,
contact the nearest authorized dealer. Page Reporting Safety Defects U. Selective Catalytic
Reduction - Diesel. Diesel particulate filter vaporizer - Diesel. Glow plug monitor - Diesel. Not
used. Cooling fan - Gasoline. Power step and heated seats. Air conditioning clutch. Ignition feed
- Audio - Gasoline. Single cooling fan - Diesel. Twin cooling fan - Gasoline. Twin cooling fan 2 Gasoline. Windshield wiper motor. Page Fuses Relay Circuits switched Ignition 3. Windshield

wiper - on and off. Windshield wiper - low and high speed. Electrical Vacuum Pump - Gasoline.
Starter motor. Fuel vaporizer system glow plug - Diesel. Fuel injection pump. Anti-lock brake
system with electronic stability control. Parking brake. Trailer tow back-up lamp relay. Cutaway
body connectors. AC power outlet socket. Trailer brake module. Page Fuses Fuse Fuse rating
Circuits protected Anti-lock brake system with electronic stability control valves. Powertrain
control module power relay. Body control module power feed. Anti-lock brake system. Modified
vehicle connections. Heated exterior mirror relay. Heated rear window. SYNC module. Blower
motor relay. Horn relay. Windshield wiper relay. Remote keyless entry. Rear heating, ventilation
and air conditioning. Park lamp relay coil. Front blower motor. Rear blower motor. Page Fuses
Relay Circuits switched Not used spare. Auxiliary power points. Trailer tow parking lamp. Power
windows. Ignition 1. Trailer tow back-up lamp. Heated exterior mirrors. Heated seats. Passenger
compartment fuse panel. Auxiliary heater - Diesel. Page Fuses Fusible link Fusible link Circuits
protected rating Passenger compartment fuse panel supply Body control module. Auxiliary
power point 1 Customer connection point. Auxiliary power point 2 Customer connection point.
Auxiliary power point 3 Customer connection point. Central locking system 1. Ignition switch.
Parking assist control module. Brake transmission shift interlock. Rain sensor module.
Windshield washer pump. Right-hand high beam. Left-hand high beam. Right-hand exterior
lamps. Ignition passive anti-theft system. Accessory relay, customer access feed. E Using a
fuse with a higher amperage If electrical components in the vehicle are rating can cause severe
wire damage and not working, a fuse may have blown. Open the hood. Support the hood with
the strut. Closing the Hood Remove the strut from the catch and secure it correctly in the clip.
Lower the hood and allow it to drop under its own weight for the last E 8â€”12 in 20â€”30 cm.
Page Under Hood Overview - 3. See Changing the Engine Air Filter page Engine oil dipstick. See
Engine Oil Dipstick page Brake fluid reservoir. See Brake Fluid Check page Engine coolant
reservoir. Engine oil filler cap. See Engine Oil Check page Brake and clutch fluid reservoir. Page
Engine Oil Dipstick - 3. Switch off the engine and wait 10 minutes for the oil to drain into the oil
pan. Reinstall the oil pan drain plug. Remove the engine oil filler cap. Refill the engine with new
oil that 2. Add engine oil that meets Ford meets Ford specifications. See specifications. See
Capacities and Capacities and Specifications page Specifications page Resulting component
Never remove the coolant reservoir Page Maintenance Recycled Coolant 5. Check the coolant
level in the coolant reservoir the next few times you drive We do not recommend the use of
recycled your vehicle. If necessary, add enough coolant as an approved recycling process
prediluted engine coolant to bring the is not yet available. Page Maintenance Fail-Safe Cooling
WARNINGS vehicle will have limited power, will not be Fail-safe cooling allows you to
temporarily able to maintain high-speed operation, and drive your vehicle before any
incremental may completely shut down without component damage occurs. The fail-safe
warning, potentially losing engine power, distance depends on ambient power steering assist,
and power brake Leave the engine running until the coolant temperature gauge needle To
reduce the risk of crash and injury, returns to the normal position. We recommend that you use
specifications. See Capacities and only high quality washer fluid. Your vehicle is fitted with a
diesel fuel conditioner module located behind the fuel tank. Page 3. Rotate the housing
counterclockwise to the unlock position. Purge air from the system. Remove the housing and
filter. Note: Only add fuel that meets the Ford specification. See Fuel and Refueling 5. Replace
the housing seal and lubricate. Make sure the battery box is correctly sealed. Your vehicle
battery is heavy; take care when lifting and removing. Page Maintenance E E 2. Unhook the
cover flap and tuck it under 5. Remove the battery clamp and cover the seat valance. Remove
the battery clamp and cover. E E Remove the battery terminal cover and remove the negative terminal. The negative terminal is toward the rear of the vehicle. Page Adjusting The Headlamps
Maintenance 25 ft 7. E 2. Measure the distance from the ground to the center of the headlamp
low Press the locking button. Page Removing A Headlamp Maintenance 5. Locate the vertical
adjuster on each headlamp. Use a suitable tool, for example a screwdriver or hexagonal socket,
to turn the adjuster clockwise or counterclockwise to adjust the vertical aim of the headlamp.
The horizontal edge of the brighter light should touch the horizontal reference line. Let them
cool down before you remove them. Use the correct specification bulb. See Bulb Specification
Chart page The following instructions describe how to remove the bulbs. Install in the reverse
order unless otherwise stated. See Removing a Headlamp page Remove the headlamp. Turn the
bulb holder counterclockwise and remove it. Disconnect the electrical connector. If Equipped
Note: Do not touch the bulb glass. Note: You cannot separate the bulb from the bulb holder. Tilt
the mirror glass fully up, pull the mirror glass toward you from the bottom. Turn the bulb holder
counterclockwise Carefully release the spring clip. Remove the lamp. Pull the bulb straight out.
Turn the bulb holder counterclockwise E and remove it. Carefully remove the lamp. Remove the
bulb. Front I. Headlamp low beam and Daytime running lamp. Headlamp high beam. Front

clearance lamp Exterior mirror. Page Maintenance 6. Wipe any dirt or debris from the air filter
housing and cover to make sure no dirt gets in the engine and that you have a good seal. Install
a new air filter element. Be careful not to crimp the filter element edges between the air filter
housing and cover. Always wash your vehicle before cleaning and pressure rinse clean. In
applying wax. Dry the area with a clean, soft Do not use chemical solvents or cloth. Use
Motorcraft Premium Leather and Vinyl Cleaner or a commercially Note: Industrial-strength or
heavy-duty available leather cleaning product for cleaners in combination with brush agitation
Under various conditions, storage because used engine oil long-term storage may lead to
degraded contains contaminates which may engine performance or failure unless you cause
engine damage. Page Vehicle Care Brakes Contact an authorized dealer if you have any
concerns or issues. Page The United States of America measured under controlled Department
of Transportation conditions on specified requires Ford Motor Company to government test
surfaces of give you the following information asphalt and concrete. A tire about tire grades
exactly as the marked C may have poor traction government has written it. Grades B and A
pressure. Page Wheels and Tires Information Contained on the Tire Sidewall United States of
America, and Canada Federal regulations require tire manufacturers to place standardized
information on the sidewall of all tires. This information identifies and describes the
fundamental characteristics of the tire and also provides a United States of America DOT Tire
Identification Number for safety standard Page Wheels and Tires manufacturers also must as
measured under indicate the ply materials controlled conditions on in the tire and the specified
government test sidewall, which include surfaces of asphalt and steel, nylon, polyester,
concrete. A tire marked C and others. Page Wheels and Tires Note: If the tire size does not
begin the driver door. Page Wheels and Tires Indicates the aspect ratio which gives the tire's
ratio of height to width. Numbers of 70 or lower indicate a short sidewall. D: Indicates a diagonal
type tire. R: Indicates a radial type tire. Page Wheels and Tires Maximum Load Dual lb kg at psi
kPa cold: Indicates the maximum load and tire pressure when the tire is used as a dual, defined
as four tires on the rear axle a total of six or more tires on the vehicle. Page If you do not tire
pressure with a tire pressure maintain the tire pressures as gauge. Inflate all tires to the
specified by Ford, your vehicle may correct inflation pressure. This will cause severe Page
Wheels and Tires of the driver door. The cold Note: If you are checking tire inflation pressure
should never be pressure when the tire is hot, for set lower than the recommended example you
have driven more than pressure on the Safety 1. Page Wheels and Tires Inspecting the Tires and
Wheel Tire Wear Valve Stems Periodically inspect the tire treads for uneven or excessive wear
and remove objects, for example stones, nails or glass that may be wedged in the tread
grooves. Check the tire and valve stems for holes, cracks, or cuts that may permit air leakage
and repair or replace the tire and replace the Tires degrade over time The recommended tire and
wheel depending on many factors size may be found on either the such as weather, storage
Page System If Equipped tires are replaced on your vehicle. If the tire Drive with snow, mud or
sand, do not caution until you can safely pull rapidly spin the tires; A dissimilar spare wheel and
tire assembly is defined as a If the tire label shows spare wheel and tire assembly that different
tire pressures for the is different in brand, size or front and rear tires and the vehicle Page Using
Winter Tires Avoid fully loading your vehicle. The system measures the pressure in the
Operation is subject to the following two four road tires and sends the tire pressure conditions:
1 This device may not cause readings to your vehicle. Make sure tires are at the correct pressure. See Inflating the tires in this chapter. After inflating the tires to the correct pressure See
Maintenance page Page one meter away from Tire Pressure Monitoring System another Ford
vehicle undergoing the Reset Procedure system reset procedure. The tire pressure monitoring
system 6. Full-size dissimilar spare without by Ford. If the dissimilar spare tire or wheel label on
wheel is damaged, it should be replaced rather When driving with the full-size dissimilar than
repaired. Page Wheels and Tires The usage of a full-size dissimilar spare Note: If your vehicle is
fitted with a tire wheel and tire assembly can lead to pressure monitoring system, the warning
impairment of the following: indicator will flash if you fit the spare wheel to your vehicle. Page
Wheels and Tires E 4. Remove the retaining nut to release the spare wheel bracket. E Vehicles
With a Spare Wheel 2. Raise the cable end cover. Chassis Cab and Cutaway The spare wheel is
under the rear of your vehicle. Page Wheels and Tires E Insert the flat end of the lug wrench into
the socket. Turn counterclockwise until the spare wheel rests on the ground and the cable is
loose. Rotate the cable through 90 degrees. Slide the cable through the slot to release the spare
wheel bracket from the winch. To help prevent the vehicle from moving when you change a tire,
be sure to place the transmission in park P , set the parking brake and block in Insert the jack
handle onto the release valve and rotate clockwise until you feel a strong resistance. Insert the
jack handle into the pump and use a pumping action to raise your vehicle. Page Removing A
Road Wheel Wheels and Tires E E Position the head of the vehicle jack under Position the head

of the vehicle jack under the protrusions at the rear of front the rear axle. A foreign material.
Page Technical Specifications M14 x 1. Use only Ford recommended replacement fasteners.
Retighten the lug nuts to the specified torque within miles kilometers after any wheel
disturbance, for example tire rotation, changing a flat tire or wheel removal. Page Wheels and
Tires E Wheel pilot bore Inspect the wheel pilot bore and mounting surface prior to installation.
Remove any visible corrosion or loose particles. Page Engine Specifications - 3. Page
Motorcraft Parts - 3. Use of other parts may impact vehicle performance, emissions and
durability. These parts meet or exceed Ford Motor Company s specifications, and are
engineered for your vehicle. The Safety Compliance Certification Label be following table shows
the transmission affixed to a vehicle and prescribe where code along with the transmission the
Safety Compliance Certification Label Page Capacities And Specifications - 3. Only qualified
personnel should service the air conditioning refrigerant system. Opening the air conditioning
refrigerant system can cause personal injury. Capacities Item Capacity Page For complete refill
of limited slip differential, add 4. Note: Ford rear axles contain a synthetic lubricant that does
not require changing unless you submerge the axle in water. The air conditioning refrigerant
system contains refrigerant under high pressure. Clock: Press to display the clock. Seek, Fast
Forward and Reverse: In radio mode, select a frequency band and press either button. The
system stops at the first station it finds in that direction. Press and hold to select the autostore
function. Press to return to the main screen of the active radio band. Use the cursor up or down
arrow buttons to select the required level. This feature allows you to store your Note: Fade
settings are only adjustable if favorite stations. They can be recalled by there are speakers in
the rear of your vehicle. Mute: Press to mute the sound. DISP: Press to switch the display
screen on and off. Press to scroll through the menu choices. Information: Press to access any
available radio or CD information. TUNE: Press to manually search through the radio frequency
band. Number block: In radio mode, you can store your favorite radio stations. Note: HD Radio
broadcasts are not The highlighted numbers signify available available in all markets. Page
Audio System HD Radio Reception and Station Troubleshooting Potential reception issues
Reception area If you are listening to a multicast station and you are on the fringe of the
reception area, the station may mute due to weak signal strength. If you are listening to HD1, the
system switches back to the analog broadcast until the digital broadcast is available again. Ford
Motor entertainment satellite radio channels. For Company and iBiquity Digital Corp. Page Ford
Motor Company shall not be of your vehicle. See an authorized dealer responsible for any such
programming for availability. This two seconds to produce message should disappear audio for
the selected shortly. Satellite antenna fault There is an internal module If this message does not
or system failure present. Make sure you are aware of all applicable local laws that may affect
the use of electronic devices while driving. For safety reasons, do not connect or adjust the
settings on your device while your vehicle is moving. This allows you to: supports this. Place
cords and cables Times are subject to change due to out of the way, so they do not interfere
with the operation of pedals, seats, Ford Motor This system helps you control many Company
and Ford of Canada will not features using voice commands. This access the system data for
any purpose allows you to keep your hands on the other than as described absent consent, a
wheel and focus on what is around you. You can change these settings audible tones, prompts,
questions and at any time. Page Using Sync With Your Phone SYNC If Equipped To adjust this
setting press the voice button, when prompted say: Voice Command Action and Description
voice settings Then any of the following: phone confirmation on When enabled, this feature will
prompt you to confirm any voice initiated call command prior to the call being placed. Your cell
phone may also with questions, such as setting the current prompt you to give SYNC
permission to phone as the primary phone the phone access information. For listen to read
[text] message example you could say "Call Home". To switch the microphone on, select the
option again. Privacy Switch a call from an active hands-free environment to your cellular phone
for a more private conversation. When selected, the audio display indicates the call is private.
Phonebook Access your downloaded phonebook. Press the OK button to confirm and enter.
You can use the options at the bottom of the screen to access an alphabetical category quickly.
View Select the view option to open the text message. Once selected, you have the ability to
have the message read to you, to view other messages. Page SYNC If Equipped Sending a Text
Message Note: You can send text messages either by choosing a contact from the phonebook
Note: You can only send a text message to and selecting the text option from the audio one
recipient at a time. See your device's manual on how to push contacts. Press the OK button to
add more contacts from your phonebook. Delete When a message asking you to delete appears,
select the option to confirm. When a message to begin pairing appears in the audio display,
search for SYNC on your phone. See your phone's manual if necessary. Select this option, and
then press the OK button to change the option's status. Set defaults Return to the factory

default settings without erasing your indexed information such as phonebook, call history, text
Page This includes Data is sent to Ford in the United States any additional charges incurred due
to through the connected device. The driving in areas when roaming out of a home information
is encrypted and includes your network. Up-To-Date No update is required. The system is trying
to receive an update. Update settings Menu Item Action and Description USB ports. You can say
any of the voice commands that appear within open and close brackets that are separated by.
Not all devices support this command. Then any of the following: Message Description and
Action Shuffle Choose to shuffle or repeat your music. Once you make your choice, it remains
on until you switch it off. Repeat track Choose to shuffle or repeat your music. Press the OK
button to select. The first track title appears in the display. Scroll to browse indexed media files
on the device, and then press the OK button. After the new indexing is complete, you can
choose what to play from the USB song library. You can use the buttons at the bottom of the
audio display to jump to a certain alphabetical category quickly. Page SYNC If Equipped Voice
Commands for Audio Voice Command Sources who's who is this who plays this Your voice
system allows you to change what's what is playing [now] what audio sources with a simple
voice which song track artist is this command. Page Sync Troubleshooting SYNC If Equipped
Use the website at any time to check your Voice Command phone's compatibility, register your
account and set preferences as well as shuffle random mix CD [player] access a customer
representative via an disc [on] online chat during certain hours. Remove any pictures or special
ring tones associ- ated with the missing contact. Depending upon your phone, you may have to
grant SYNC permission to access your This is a phone-dependent Go to the website to review
feature. Your music files may not contain the correct artist, Make sure that all song song title,
album or genre Page Possible solution s login on the app on the phone before using them with
AppLink. Closing and restarting apps may help SYNC find the application if you cannot discover
it inside the vehicle. Page Force close or uninstall the a limited number of apps you do not want
SYNC bluetooth ports apps can to find. If the app has a "Ford I can only see some of the use to
connect. If you have SYNC" setting, disable that By Driving while distracted can result in
integrating with your Bluetooth-enabled loss of vehicle control, crash and phone, the
touchscreen provides easy injury. Page SYNC Item Menu Item Action and Description Status
Bar This bar displays icons and messages pertaining to current system activities including
climate settings, voice commands and phone functions such as text messages. Home This
button is available on the main screens. Pressing it takes you to the home screen view. A caller
cannot hear you. Mute This icon displays when the audio system is muted. Bluetooth Alert This
icon displays when there is an active Bluetooth alert. Bluetooth This icon displays to show an
active Bluetooth connection. Page Do not wait for Assist to make an emergency call if you can
do it Website yourself. Dial emergency services immediately to avoid delayed response owner.
If you Have an authorized dealer Some features of this system may be too check your vehicle.
Page USB drive is plugged in, the installation should begin immediately. After a successful
installation, the update is Website available the next time the vehicle is owner. Upon vehicle
delivery, the System asks you if you would Menu Item like to use the automatic update feature.
If you agree to automatic updates, you can Settings press OK to confirm. Ford Motor Company
and accessible only in your vehicle when the Ford of Canada do not access the system cellular
phone or media player is data for any purpose other than as connected. Phone The name of the
connected phone appears on the screen. The status of the phone features also appear. This
includes signal strength, battery charge, assist setting state On or Off , text messaging and
roaming. Previous Page You can use this command to view the previous page of options on any
screen where multiple pages of choices are given. Your system must finish indexing before this
option is available. Destination Nearest State the name of the POI category you would like to
search for nearby such as "Destination nearest restaurants". Destination Previous Allows you
to see a list of your previous destinations. Destination Destination Home Allows you to route to
your home address. Voice Command Lists On The system displays a short list of available
commands. Voice Command Lists Off The system does not display the list of commands. Note:
Depending on the current climate To disable this automatic fan speed control settings, the fan
speed may Message Message and description Sources Sources Press this button to select the
source of Direct Tune media you want to listen to. Ford Motor Company shall not be hardware
and a limited subscription term responsible for any such programming that begins on the date
of sale or lease of changes. You can replay approx- imately 45 minutes of audio as long as you
remain tuned to the current station. Changing stations erases the previous audio. Live When
you are in replay mode, you are not able to select a different preset until you return to live
audio. This seconds to produce audio for message should disappear the selected channel.
Satellite antenna fault There is an internal module or If this message does not clear system
failure present. Your station, and then changes to orange when system has a special receiver

that allows digital audio is playing. When this logo is it to receive digital broadcasts where
available, you may also see Title and Artist available in addition to the analog Page SYNC HD
Radio Reception and Station Troubleshooting Potential reception issues Reception area If you
are listening to a multicast station and you are on the fringe of the reception area, the station
may mute due to weak signal strength. If you are listening to HD1, the system changes back to
the analog broadcast until the digital broadcast is available again. Content may be Confirm that
the six-digit number PHONE appearing on your phone matches the six-digit number on the
touchscreen. The touchscreen indicates when the Driving while distracted can result in pairing
is successful. List You can place a call by selecting an entry from this list. You can choose:
Incoming Outgoing Missed Contacts All of your contacts from your phone display in
alphabetical order. You can back to SYNC 3. Note: Downloading and sending text Keypad Press
this to access messages using Bluetooth are cell Select Apple CarPlay on the To disable this
feature from the touchscreen. Page SYNC 3D city models are complete 3D models Re-center the
map by pressing of entire city areas including navigable this icon whenever you scroll the
roads, parks, rivers and rendered buildings. Page SYNC Destination Mode To set a destination,
press: Menu Item Description Destination Enter a navigation destination in any of the following
formats: Search Street Address number, street, city, state For example "12 Mainstreet Dearborn
MI" Partial Address number, street if searching in current state number, street and zip code or
postal code in Canada if searching out of state You can enter unique addresses that contain
door number prefixes To delete them, preform a master reset. Home Select to navigate to your
set Home destination. The time it takes to travel from your current location to Home displays. To
set your Home, press: Home A prompt appears asking if you would like to create a Once you
have selected a category, follow the menus to find what you are looking for. SYNC 3 may not
always announce vehicle arrival at the exact point of your destination and you may have to
cancel a route manually. During active navigation, touch the bottom Navigation Menu of the
screen to view the menu and other See Settings page Settings Where Am I? Provides your
current location city and the nearest road. The following are only available on the menu during
an active navigation route: Cancel Route The system asks for confirmation and then returns you
to the map mode screen. Page SYNC Menu Item Add Waypoint The waypoint list then appears
and you are able to re-order all of your waypoints by selecting the menu icon on the right hand
side of the location. You can select up to five waypoints. You can also have the system set the
order Optimize Order for you by pressing Page Apps Note: We encourage you to review the
HERE smartphone app s terms of service and evaluates all reported map errors and privacy
policies because Ford is not responds with the result of their responsible for your app or its use
of data. Page AppLink is only possible when Android Auto select a mobile app using the
system. Some apps Note: Ford reserves the right to limit may only be accessible in the car
through functionality or deactivate mobile apps at Applink and others only through Android any
time. Sports Info Touch this button to view scores and schedules from a variety of sports. You
can also save up to 10 favorite teams for easier access. Pressing the button allows you to
access the This button is available when a media following options for active devices only. Auto
Time Zone When active, the clock adjusts to time zone changes. Update This feature is only
available in vehicles with navigation. Page 4. The touchscreen indicates when the pairing is
successful. Website 5. Your phone may prompt you to give owner. Contacts Delete Contacts
Select this option to delete the in vehicle contact list. Deleting the in vehicle list does not erase
the contact list on the connected phone. Page SYNC You can enable and disable the following
options as well: Menu Item Action and Description Mute Audio in When enabled, vehicle audio
such as radio or apps is muted for the Privacy duration of the phone call even when the phone
call is in privacy. Roaming When enabled, an alert displays that your phone is roaming when
Warning Activate this feature to have the system display radio text. The system only Route
calculates one route based on your preferred route setting. Page Voice Only Only voice
instructions are given. Tones Only Only a tone sounds to prompt you. Page Note: Ford is not
responsible or liable for General any damages or loss of privacy relating to usage of an app, or
dissemination of any Software Licenses Documentation of the software license for the system.
Master Reset Select to restore factory defaults. This erases all personal settings and personal
data. Delay You can find more information on the rear-view camera system in the parking aids
chapter of your owner manual. The system asks To check your cell phone's compatibility, you
to input the code. Page SYNC Cell phone issues Issue Possible cause Possible solution There
is back- The audio control ground noise settings on your cell Refer to your device's manual
about audio during a phone phone may be affecting adjustments. SYNC 3 performance. Try
switching your cell phone off, resetting During a call, I it or removing the battery, then try again.
Try switching your cell phone off, resetting it or removing the battery, then try again. Your cell
phone must support downloading This is a cell phone- text messages through Bluetooth to

receive dependent feature. Audible text Because each cell phone is different, refer messages do
Your music files may not contain the correct artist, Make sure that all song details are popusong title, album or genre lated. The file may be Try replacing the corrupt file with a new
corrupted. Password error. Verify password. Weak signal. Check for a poor Wi-Fi signal.
Software download takes Poor signal strength, too far Check the signal quality Page AppLink.
Closing and restarting apps may help SYNC 3 find the application if you cannot discover it
inside the vehicle. Tap the home button again, then select the app again to restart it. Page 3 to
find. If the app has a I can only see some of the can use to connect. Say the song or artist name
exactly as it is displayed on your device. For example, say "Play Artist Prince" Page 5 seconds
the screen will go black. Allow minutes for the system reset to complete. You may then resume
using the SYNC 3 system. Ford Support Page Accessories Company engineering requirements.
Both any non-Ford electrical or electronic connectors are behind the passenger side
accessories or components to your cup holder. Operates only when the engine is running.
Plans U. Page Maintenance Plan that covers all Service Plan. Ford Extended Service Plan
scheduled maintenance, and selected is the only service contract backed by Ford wear items.
The coverage is prepaid, so Motor Company of Canada, Limited. Page Scheduled Maintenance If
you do not use Ford authorized parts they you sell or trade it. Keep all receipts for may not meet
our specifications and completed maintenance with your vehicle. Page When the oil change
message appears in Additives and Chemicals the information display, it is time for an oil This
owner's manual and the Ford change. Make sure you perform the oil Workshop Manual list the
recommended change within two weeks or miles additives and chemicals for your vehicle. Page
Scheduled Maintenance Multi-point inspection Check every six months Exterior lamps and
hazard warning Battery connections. Clean if necessary. Body and door drain holes for obstrucFluid levels ; fill if necessary. For oil and fluid leaks. Cooling system fluid level and coolant
strength. The following table provides examples of Intelligent Oil-Life Monitor vehicle use and
its impact on oil change Your vehicle is equipped with an Intelligent intervals. Page Scheduled
Maintenance At every oil change interval as indicated by the information display Inspect the
engine cooling system strength and hoses. Inspect the exhaust system and heat shields.
Inspect front axle and U-joints. Lubricate if equipped with grease fittings. Inspect the steering
linkage, ball joints, suspension, tire-rod ends, driveshaft and U- joints. Replace accessory drive
belt s. Perform these maintenance items within miles kilometers of the last engine oil and filter
change. Do not exceed the designated distance for the interval. Replace early if indicated by per
Water In Fuel warning lamp. See Warning Lamps and Indicators page Page Scheduled
Maintenance Extensive idling or low-speed driving for long distances, as in heavy commercial
use such as delivery, taxi, patrol car or livery As required Change engine oil and filter as
indicated by the information display and perform services listed in the Normal Scheduled
Maintenance chart. Page During long periods before the completion of your vehicle's of trailer
towing with outside temperatures useful life. Those process. It is your responsibility to Page
Should you have any questions concerning are driving. Page Appendices substitute for your
personal judgment. Page Consumer-Related Disputes will also litigate any dispute in small
claims court apply. You may If such Page Appendices 1. Safe and Lawful Use 2. Account
Information You acknowledge that devoting attention You agree: a when registering the to the
TeleNav Software may pose a risk TeleNav Software, to provide TeleNav with of injury or death
to you and others in true, accurate, current, and complete situations that otherwise require your
information about yourself, and b to Page Appendices distribute, sublicense or otherwise is
dependent on the accuracy of transfer the TeleNav Software to navigation, as the maps or
functionality others, except as part of your of the TeleNav Software are not permanent transfer
of the TeleNav intended to support such high risk Software; Page Appendices conferred by
implication, statute, inducement, estoppel or otherwise, and The headings in this Agreement are
for TeleNav and its suppliers and licensors convenience of reference only, will not be hereby
reserve all of their respective rights deemed to be a part of this Agreement, other than the
licenses explicitly granted and will not be referred to in connection in this Agreement. Some
States, HERE from complying with any of its Territories and Countries do not allow obligations
hereunder to deliver or certain warranty exclusions, so to that distribute Data, such failure shall
be extent the above exclusion may not apply excused and shall not constitute a breach to you.
Page Appendices B. Canada Data. Page Appendices 2. Copyright Notice: In connection with
either express or implied, arising by each copy of all or any portion of the law or otherwise,
including but not Data for the Territory of Canada, Client limited to, effectivene
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ss, complete- shall affix in a conspicuous manner the ness, accuracy or fitness for a following
copyright notice on at least particular purpose. Page Appendices A. Third Party Notices. Any
and all copies II. Europe Territory written consent from Kartografie a. Poland, Slovenia E.
Respective Country Distribution. Page Appendices Gracenote. This product and service may
party. We will try to perform maintenance at times when congestion is 2. We strongly
recommend that you use extreme caution when using any device that may take your focus off
the road. Your primary responsibility is the safe operation of your vehicle. Page Index Audio
System Page Index Brake Fluid Check Page Ford Protect General Maintenance Information..
Page Index Owner Checks and Services Page Index Headlamp High Beam Page Index Parking
Aids Page Index Technical Specifications Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL.

