Gm code po135

However, an oxygen sensor is easy to replace on many cars and is usually detailed in the
owner's manual. If you know where the sensor is, you only have to unclip the old sensor and
replace it with a new one. Regardless of how you approach it, you should get this fixed right
away. So you should chech it on our car models. The crankshaft sensor signals the fuel
injection computer or the ignition control when the cylinders are firing. This causes the ignition
coil to provide a spark and the injector to inject fuel into each cylinder at the right time. If either
sensor isn't working correctly, the car will run rough and the engine will be less efficient. In later
car models, the car's computer can usually keep the vehicle running, but the engine warning
light on the dashboard goes on to warn the driver. Parts or components should not be replaced
with reference to only a P DTC. The vehicle service manual should be consulted for more
information on possible causes of the fault, along with required testing. Code Search Please fill
the "Code Box" to find engine fault code. Ways to read engine trouble codes. Ways to clear
check engine light on car panel. Check Engine Light Dictionary Ways to clear check engine light
on car panel. Main engine trouble code archive on Web. Copyright EngineTroubleCode. Check
engine light comes on Engine stalling or misfiring Engine performance issues Car not starting.
If one of these reasons for P code is occuring now you should check P repair processes. Now
don't ask yourself; What should you do with P code? The solution is here :. The faster the
heated oxygen sensor reaches t P code. Play Now. What does this mean? Check the "Possible
Causes" listed above. Visually inspect the related wiring harness and connectors. Check for
damaged components and look for broken, bent, pushed out, or corroded connector's pins.
How much do you know about cars? Take the AutoCodes. Tech Notes What does this mean?
The auto repair labor rates vary by location, your vehicle's make and model, and even your
engine type. When is the code detected? The time the process takes the HO2S to reach
operating temperature is based on the amount of air that flows into the engine. As the heater
reaches the operating temperature, the HO2S voltage responds by changing from a bias voltage
range to the normal operation. Depending on the exhaust gas content, it is possible for the
HO2S voltage to go above mV. The PCM runs the heater test only on a cold start depends on the
cumulative air flow and only once an ignition cycle. Get Access to Factory Service Manuals.
Need more help? Get the P Gmc code diagnosed by a professional: Find a repair shop in your
area. Why is the Engine Light ON? Comments Help us improve AutoCodes. Leave a comment
below or tell us if the information above help you fix the code. What are the symptoms on your
vehicle for the P Gmc code? Have you replaced any parts? Any information is appreciated.
Repair Importance Level: 2. Home - About AutoCodes. Posted and Edit by AutoCodes. Play
Now. Start by checking the "Possible Causes" listed above. Visually inspect the related wiring
harness and connectors. Check for damaged components and look for broken, bent, pushed
out, or corroded connector's pins. Tech Notes What does this mean? The auto repair labor rates
vary widely across the country, and even within the same city. How much do you know about
cars? Take the AutoCodes. When is the code detected? The time the process takes the HO2S to
reach operating temperature is based on the amount of air that flows into the engine. As the
heater reaches the operating temperature, the HO2S voltage responds by changing from a bias
voltage range to the normal operation. Depending on the exhaust gas content, it is possible for
the HO2S voltage to go above mV. The PCM runs the heater test only on a cold start depends on
the cumulative air flow and only once an ignition cycle. Get Access to Factory Service Manuals.
Need more help? Get the P Chevrolet code diagnosed by a professional: Find a repair shop in
your area. Why is the Engine Light ON? Repair Importance Level: 2. It is caused by a failure in
one of the oxygen sensors heated elements, specifically bank 1 sensor 1. It technically stands
for:. The purpose of the heated element in the oxygen sensor is to quickly bring your it up to
normal operating temperature after your Sierra has been started. Typically, the only symptom of
P is going to be the service engine soon light. It should not be considered a breakdown risk.
But, like anything that causes the service engine soon light to come on it is a good idea to have
it fixed as soon as possible. They are presented in order somewhat of most to least likely to
cause the problem. It is possible to diagnose the P with a multimeter. If the light comes on, even
for a second, you know that you have a short circuit causing the P trouble code. Good luck
finding whatever caused it in your GMC Sierra. If you have anything that you would like to add,
please feel free to leave a comment below. Bad Oxygen Sensor â€” The oxygen sensor itself is
one of the most likely reasons that P is triggering your service engine soon light. Wiring
Harness Damage â€” The wiring that goes to the front and rear oxygen sensors is very
susceptible to damage. This is due to the fact that O2 sensors are under the chassis where they
are subject to punishment from road debris, and they are subjected to a lot of exhaust heat.
Wrong O2 Sensor â€” If you are getting P after having recently replaced your Oxygen sensor, it
may be that the replacement is wrong or bad. Sierra P Diagnosis Here is a fantastic video that
covers all aspects of diagnosing a P trouble code. It is caused by a failure in one of the oxygen

sensors heated elements, specifically bank 1 sensor 1. It technically stands for:. The purpose of
the heated element in the oxygen sensor is to quickly bring your it up to normal operating
temperature after your Silverado has been started. Typically, the only symptom of P is going to
be the service engine soon light. It should not be considered a breakdown risk. But, like
anything that causes the service engine soon light to come on it is a good idea to have it fixed
as soon as possible. Here are the most common issues that cause the P code in the Chevy
Silverado. They are presented in order somewhat of most to least likely to cause the problem. It
is possible to diagnose the P with a multimeter. If the light comes on, even for a second, you
know that you have a short circuit causing the P trouble code. Good luck finding whatever
caused it in your Chevy Silverado. If you have anything that you would like to add, please feel
free to leave a comment below. Chevy Silverado P Symptoms Typically, the only symptom of P
is going to be the service engine soon light. Bad Oxygen Sensor â€” The oxygen sensor itself is
one of the most likely reasons that P is triggering your service engine soon light. Wiring
Harness Damage â€” The wiring that goes to the front and rear oxygen sensors is very
susceptible to damage. This is due to the fact that O2 sensors are under the chassis where they
are subject to punishment from road debris, and they are subjected to a lot of exhaust heat.
Wrong O2 Sensor â€” If you are getting P after having recently replaced your Oxygen sensor, it
may be that the replacement is wrong or bad. Silverado P Diagnosis Here is a fantastic video
that covers all aspects of diagnosing a P trouble code. Heated oxygen sensors contain heating
elements to help them get to operating temperature quickly in order to minimize the amount of
time spent in open-loop operation A fixed rich mixture. This video does a great job of outlining
the diagnostic process for P, but we have provided an overview below:. Please take it to the
nearest auto shop so that they may check other possible issues, including the Engine Control
Module ECM. For error code P, one or more of the below repairs may be needed to solve the
underlying issue. For each possible repair, the estimated cost of repair includes the cost of the
relevant parts and the cost of labor required to make the repair. Download The Savvy Motorist
Report now to discover:. FixD works great! Once I got the App installed right and registered, it
showed the potential reason on the check engine light, and how to diagnose sensor. In a few
minutes you know what to do, where and how. Love it! How can you tell if is the upper Left or r
ugh this downstream or or the Lower right or left downstream 02 heater sensor since it only
gives code P Got lucky no parts needed. Loosened the pipe and all is good. Worth taking a extra
look. Question- I have a straight 6 and have this error code. Another useful diagnostic is to
check the battery. Thank you L. Already knew my battery needed replacement and you saved
me a lot of unnecessary work trying to find the source of this code. Yes No If your check engine
light is on and you have a diagnostic trouble code P stored in the PCM's memory, then you've
come to the right place to test and troubleshoot the upstream oxygen sensor. In this tutorial, I'll
show you how to check the oxygen O2 sensor's heater element and the two circuits that feed it
with power 10 to 12 Volts and Ground with a multimeter. In case you're wondering, where the
oxygen O2 sensor that the code P is accusing of being bad is, this bad boy is located on the
exhaust manifold and before the catalytic converter. The most obvious symptom, you'll see
when the O2 sensor's heater element goes bad, is the check engine light CEL shining nice and
bright on your instrument cluster. Not only that but no matter how times you erase the P
diagnostic trouble code DTC , it'll come back as soon as your start and let the engine idle or on
the first road test after clearing the DTC. The oxygen O2 sensor has to reach a certain
temperature to activate and start measuring the oxygen content of the exhaust. The solution?
Place a heater element inside of it so that it stays hot as long as the PCM commands it. The only
thing that sucks about this, is that the heater element inside the oxygen sensor doesn't last
forever and fails very frequently. There's a good chance that you can buy the original AC Delco
upstream oxygen O2 sensor online for a whole lot cheaper than somewhere local. You'll notice
that the Bank 1 Sensor 1 oxygen sensor has 4 wires coming from it or going to it -depending on
if the glass is half full or half empty. These four wires have a very specific job to do. The two
that we're gonna' be concerned with are the one for circuits D and E. To get into more specifics,
if you take a close look at the oxygen sensor connectors engine wiring harness connector and
the O2 sensor connector , you'll see that four letters are embossed on both of them. These are
the letters that you'll need to test the rear oxygen sensor with the instructions in this tutorial.
Because the circuit descriptions are all the same irrespective of the color of the wire. You can
still identify the wires to be tested with the letters embossed on the O2 sensor connector. As an
Amazon Associate, I may earn a small commission from qualifying purchases from the Amazon
product links from this website. Your purchase helps support my work in bringing you real
diagnostic testing information to help you solve the problem! Page 1 Page 2 Page 3. Contents of
this tutorial:. All Articles: 3. Applies To:. Chevrolet Vehicles:. Do NOT follow this link or you will
be banned from the site! We recommend Torque Pro. The upstream oxygen sensor O2S is

located ahead of the catalytic converter. It is used to determine the concentration of oxygen in
the exhaust gas. The sensor compares amount of oxygen in the exhaust to the surrounding air
there is an opening in the sensor that is exposed to the atmosphere. It generates a
corresponding voltage which is transmitted to the PCM. The PCM then controls injector pulse
based on this value. Modern vehicles use a heated oxygen sensor HO2S. These sensors contain
a heating element that brings the sensor to operating temperature faster. This allows the PCM to
use the signals input sooner, for more precise fuel control and reduced emissions. The heater
circuit is energized through a relay that closes when the engine is cranked. The PCM monitors
the heater circuit and will turn on the check engine light if it finds a problem. This indicates the
PCM has detected a problem with the bank 1 oxygen sensor. Bank 1 refers to the side of the
engine that has the 1 cylinder. Bank 2 is the opposite side of the engine. A typical heated
oxygen sensor. Courtesy: easterncatalytic. To sum things up, the common causes for code P
are as follows:. In theory, a failed O2 heater will result in poor fuel economy. The only thing you
will notice is an illuminated check engine light on your dashboard. If your registration is due,
you will also fail the emissions test. This code can only be caused by problems in O2 sensor
heater circuit, or by the sensor itself. Typically, heated O2 sensors have four wires â€” two of
which go to the heater circuit and two that are power and ground for the sensor. In this case
study, we are only concerned with the heater circuit. Typical O2 sensor heater circuit and
connectors. Courtesy: alldata. First, you want to disconnect the O2 sensor connector and test
the heater circuit for power and ground. You can do this using a digital multimeter. By
consulting the wiring diagram for you vehicle, determine which pin on the connector is power
and which is ground. Set your multimeter to the volts setting. If not, you have a problem with
the O2 sensor power supply. To test the ground side of the circuit, connect the red multimeter
lead to the battery positive terminal and the black lead to ground. Once again, you should see a
reading of about 12 volts. Set your meter to the ohms setting. Then, connect your meter leads to
both of the heater circuit pins on the sensor side of the connector. Consult the service
information to see if the resistance value on your meter is within specification. If not, the
heating element inside the sensor has high resistance and the sensor should be replaced. If you
get a reading that says OL on your meter while performing this test, the heating element has an
open circuit. Once again, in this case, the sensor should be replaced. Testing O2 heater element
resistance. Courtesy: 2carpros. Code P is the most closely related code to P So, it is essentially
the same code, but for the opposite bank of the engine. All of the same diagnostic steps apply.
This site uses Akismet to reduce spam. Learn how your comment data is processed. You have
to get a OBD2 code reader to see this code. Also it is a P, just to clarify. A good one can be
expensive but many parts places will test for free. Some repair places like Pep Boys will also do
it for free. My car is a toyota altezza 3sge automatic. It has no power whatsoever, its extremely
sluggish to the point that trying to merge into traffic is dangerous, OBDII diagnostic brought out
P and P codes. Want to know if that could be the culprit. Some mechanics are saying I should
remove the catalytic converter. But then isnt sensor 1 the upstream sensor, so why would the
catalytic converter even have any effect, if so. Yes, it could be. Replace both upstream O2
sensors, that will probably solve your problem. If you drive it too far you can also destroy your
CAT and that can be really expensive. I have a toyota avalon xls 3. Where is the location of this
sensor and what should i do? The sensor is in the exhaust system usually just before the
catalytic converter. It will take a special tool that accommodates for the wires and the sensor for
removal. Many parts places rent these for free. Due to their location it oftentimes requires a lot
of force to remove them and they are also in difficult locations to get to. You cannot repair a
sensor by cleaning or any method. There are people who have posted many methods of testing
the sensors as they can be quite expensive. My car is ford focus , there is a lot of black smoke
at the exhaust and consuming so much fuel. Please what do I do? I have a coja BMW n have
been having issue of overheating with my car fr days now, I even went to d extend of changing
d top sylinder gasget n yet same problem. How do my mechanic trace dis please? Peugeot cc 2.
Disconnected the second O2 sensor after cat. The mpg is the best ever and the performance
difference is amazing. Hello Guys, advice need please. If you can backprobe the oxygen sensor
connector on the heater circuit while the engine is running, you should be able to see if there is
voltage at the connector. If there is voltage at the connector, then do a continuity check of the
oxygen sensor heater circuit. If your meter reads otherwise, this means the heater circuit is
faulty. Replace the sensor if this is the case. Skip to content. Notify of. Miles: Miles. Engine:
Engine. Inline Feedbacks. Thomas R Turner. Bill Knight. Dylan Beams. Did you find your
problem. Omojasola Olatunji. Babajide Balogun. Benjamin Jerew. What exactly am I supposed
to do to please? Is complete replacement the solution. Thanks in anticipation. Hamed- If you
can backprobe the oxygen sensor connector on the heater circuit while the engine is running,
you should be able to see if there is voltage at the connector. This can happen for multiple

reasons and a mechanic needs to diagnose the specific cause for this code to be triggered in
your situation. Our certified mobile mechanics can come to your home or office to perform the
Check Engine Light diagnostic. P is the OBD-II generic code indicating the engine control
module ECM has tested the O2 sensor heater circuit and has detected a problem with the bank 1
sensor 1 O2 sensor heater circuit. The ECM tests the O2 sensor heater circuit at first startup for
excessive current draw and opens or shorts. The engine may run rough until the exhaust gets
hot enough to activate the O2 sensor to start giving an output voltage. The engine stuck in open
loop will run extra rich and will burn more fuel and start to build carbon. The O2 sensor heater
circuit is used to heat the internal parts of the O2 sensor to help it start give feedback to the
ECM quicker. If the heater fails, the O2 sensor may still give feedback to the ECM but will take
more than the normal time of less than two minutes. YourMechanic offers certified mobile
mechanics who will come to your home or office to diagnose and repair your vehicle. Get a
quote and book an appointment online or speak to a service advisor at With YourMechanic you
can skip the auto shop altogether. They send certified and screened mechanics straight to your
door and enable you to save big on car repair and maintenance. Cost of diagnosing the P code.
No more waiting rooms! Our mechanics will come to you to diagnose and fix the P code. Recent
Check Engine Light is on Inspection reviews. Excellent Rating. Rating Summary. He was great
explained everything to me and have now booked him for another appointment. Thanks johnny.
Ronald 41 years of experience. Request Ronald. Mister Ron was very nice and took time out to
explain any concerns I might have about my car. He also made sure he communicated with me
when he was on his way, once he was outside, and when we was done working on my car. I
appreciate that considering I have a newborn that I had to look after. Extremely satisfied with
the service, he was able to come out and diagnose almost immediately. We purchase
suzuki intruder volusia
cat5e phone wiring diagram
99 honda civic dx
d the parts, he came back installed them and been running great since. Would definitely
recommend him and will not hesitate to call again if needed. Scott 36 years of experience.
Request Scott. I truly enjoy Scott as he has done work for me in the past. Scott is very friendly,
knowledgeable, and a true professional! I highly recommend him. Related questions Getting
multiple codes Hello. When you get these codes together it is typically the result of a vacuum
leak. If there is too much air entering the engine, your truck will have idling problems and this
will cause issues with the oxygen sensor Read more. Do I need these parts? Hi there. The codes
are coming up for the camshaft position sensor, Oxygen sensor, EGR valve, and evaporative
system not working. Getting code P Hello. This problem could cause the car to burn more gas
and over time, cause damage to the catalytic converter. When the oxygen sensor is replaced
More related articles. Browse other content. How can we help? Read FAQ.

