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Last Updated: December 7, References. This article was co-authored by our trained team of
editors and researchers who validated it for accuracy and comprehensiveness. This article has
been viewed 28, times. Learn more Houses in rural or unincorporated residential areas that are
not a part of a sewage system typically have a septic tank to hold their sewage. These tanks
need to be dug up and drained every few years. However, the location of septic tanks can be
notoriously tricky to pin down. We've been helping billions of people around the world continue
to learn, adapt, grow, and thrive for over a decade. Every dollar contributed enables us to keep
providing high-quality how-to help to people like you. Please consider supporting our work with
a contribution to wikiHow. Log in Social login does not work in incognito and private browsers.
Please log in with your username or email to continue. No account yet? Create an account. Edit
this Article. We use cookies to make wikiHow great. By using our site, you agree to our cookie
policy. Cookie Settings. Learn why people trust wikiHow. Download Article Explore this Article
methods. Tips and Warnings. Related Articles. Method 1 of Request the septic tank location
information from your county Health Department. The Health Departments of counties
throughout the U. Reach out to the Health Department for a copy of this information. Get in
touch with the contractor who built the house. If your house was built within the last years, the
contractor may remember off the top of their head. Ask your neighbors where their septic tanks
are located. If your house and yard are structured similarly to others in your subdivision, your
septic tanks may be the same direction and distance away from your respective houses. Talk to
2 or 3 of your neighbors and ask them where their tanks are located. If your neighbors are
generous with their time, they may be willing to walk out in their yard and show you the exact
location where their tank is buried. If you know who owned your house before you, contact
them and ask if they remember the location of the septic tank. If they lived in the house for more
than 4 or 5 years, odds are they had the septic tank drained and will remember its location.
Method 2 of Find where the sewer line exits your house. Look through your basementâ€”or the
lowest level of your houseâ€”to find where the main sewer line passes into the earth outside.
The main sewer line carries all sewage leaving your house directly to the septic tank. Follow the
direction of the sewer line. The sewer line will continue underfoot for several feet, until it
empties its contents into the septic tank. Septic tanks are commonly located within 10 feet 3.
Look for a settled or depressed location along the sewer line. After the septic tank was installed
when your home was first built , the dirt and soil on top of the tank may have sunk below the
level of the surrounding ground. Walk outwards from your home following the direction of the
sewer line, and note any areas that have settled or which are covered with dead grass or
extra-wet soil. Grass above your septic tank may be dead and brown because, if the tank is not
buried very deep, it will keep grass roots from growing far into the soil. Method 3 of Search
throughout your yard with a metal detector. Many septic tanks are built out of concrete.
However, the tanks are often reinforced with steel bars within the concrete. These bars will
trigger a metal detector, giving you a good idea of where your septic tanks are located. You can
rent a metal detector from your local hardware store, and also from any large home-supply
store. These typically take the shape of an arrow drawn on the foundation of the house. While
the arrow will not tell you how far out from the home your septic tank is buried, it will at least
give you a direction to search in. Probe suspect areas with a piece of rebar. Hammer the rebar
vertically into the ground until it comes into contact with your concrete septic tank. You can
purchase lengths of rebar and sledgehammers at a local hardware store. Include your email
address to get a message when this question is answered. If you choose to search for your
septic tank with a metal detector, do not wear steel-toed boots or other metal footwear , since
these may falsely trigger the metal detector. Helpful 0 Not Helpful 0. Either find a permanent way
to mark the ground above the tank e. Submit a Tip All tip submissions are carefully reviewed
before being published. Related wikiHows How to. How to. About This Article. Co-authored by:.
Co-authors: 4. Updated: December 7, Categories: Septic Tank Systems. Thanks to all authors
for creating a page that has been read 28, times. I thank you so much. Did this article help you?
Yes No. Cookies make wikiHow better. By continuing to use our site, you agree to our cookie
policy. Robert Hardy Jul 7, Related Articles How to. By signing up you are agreeing to receive
emails according to our privacy policy. Follow Us. Having trouble sleeping? An expert reveals
how to fall and stay asleep. Take the Course. X Help us do more We've been helping billions of
people around the world continue to learn, adapt, grow, and thrive for over a decade. Let's do
this! Last Updated: November 15, References. This article was co-authored by our trained team
of editors and researchers who validated it for accuracy and comprehensiveness. There are 10
references cited in this article, which can be found at the bottom of the page. This article has
been viewed 8, times. Learn more Tip : Depending on what type of water softener you have,
there might be some other smaller hoses and cables running off of it. However, you need to find
the 2 largest hoses. They might be made of flexible plastic or braided metal. Tip : Some

single-valve bypasses consist of a plastic knob instead of a lever-type handle. They will still
have arrows or labeled instructions indicating which way you need to turn it. Tip : Some
push-push-type valves have colored knobs indicating which setting it is on. Typically, if the blue
or green knob is pushed in it means the service is on, and if the red or black knob is pushed in
it means the service is off. We've been helping billions of people around the world continue to
learn, adapt, grow, and thrive for over a decade. Every dollar contributed enables us to keep
providing high-quality how-to help to people like you. Please consider supporting our work with
a contribution to wikiHow. Log in Social login does not work in incognito and private browsers.
Please log in with your username or email to continue. No account yet? Create an account. Edit
this Article. We use cookies to make wikiHow great. By using our site, you agree to our cookie
policy. Cookie Settings. Learn why people trust wikiHow. Download Article Explore this Article
methods. Related Articles. Method 1 of All rights reserved. This image may not be used by other
entities without the express written consent of wikiHow, Inc. Find the valves by following the 2
large hoses running out of the water softener. Locate the water softener, then look for 2 large
hoses running out of it, normally either out of the side or the back. These are the inlet and outlet
hoses for water moving through the softener. Follow them to lead you to the bypass valve. This
might be in the basement or garage and is usually near the water heater. Close the inlet and
outlet valves connected to the 2 hoses. The inlet and outlet valves are the 2 plastic knobs
located where the 2 hoses connect to the rest of the piping. Turn them 90 degrees so they are
perpendicular to the hoses in order to close them. When the wings are running across the
piping they are closed and when they are running in line with the piping they are open. Open the
bypass valve by turning it so the handle is in line with the pipe. The bypass valve is the third
valve located between the inlet and outlet valves on the main pipe. Turn it 90 degrees so the
wings run parallel to the main pipe to open it and start bypassing the water softener. Return the
valves to the original positions when you want soft water again. Close the bypass valve by
turning it so the wings of the knob are perpendicular to the pipe. Open the inlet and outlet
valves by turning them so the wings run parallel to the hoses. Method 2 of Locate the bypass
valve near the tubes running off the water softener. Look for a lever-like valve near the inlet and
outlet tubes of the water softener. This could be in the basement or garage of the building and
is typically near where the water heater is located. Rotate the lever handle 90 degrees until the
arrow indicates that it is set to bypass. Make sure it is turned all the way to bypass so you know
that the softener service is completely turned off. Turn the lever handle back 90 degrees in the
direction you originally turned it from until the arrow indicates that soft water service is on
again. Double-check that it is turned as far as it can go in that direction to ensure service is fully
on. Method 3 of Look for the push-knob near the tubes running off the softener. Find the 2 large
inlet and outlet tubes at the back or on the side of the water softener. Water softeners are
usually installed near the water supply inlet for the building, which is often in a basement or
garage. Push the knob in to bypass the water softener service. There will be arrows and labels
indicating which setting it is on. Pull the knob out or push it in from the other side to turn the
service back on. Push the knob in from the other side if you have a push-push valve. Pull the
knob back out if you have a push-pull valve. Include your email address to get a message when
this question is answered. Submit a Tip All tip submissions are carefully reviewed before being
published. Related wikiHows How to. How to. More References 1. About This Article.
Co-authored by:. Co-authors: 2. Updated: November 15, Categories: Water. Thanks to all
authors for creating a page that has been read 8, times. Did this article help you? Yes No.
Cookies make wikiHow better. By continuing to use our site, you agree to our cookie policy.
Related Articles How to. By signing up you are agreeing to receive emails according to our
privacy policy. Follow Us. Get all the best how-tos! X Help us do more We've been helping
billions of people around the world continue to learn, adapt, grow, and thrive for over a decade.
Let's do this! Burnside Home Inspections is committed to serving you, our customer. We strive
to put our customers first. From communicating about the best time for your appointment â€” to
answering questions and concerns you have about your report, scheduling foll ow-ups and
more. Ultimately, a thorough home or commercial inspection depends heavily on experience
and attention to detail. When you hire us to inspect your property, we guarantee that we will
take the same care as if it were our own. Buying a property can be a stressful process â€” so
our goal is to make everything about your inspection as easy as possible. We hold ourselves to
a high standard of ethics and professionalism to provide you with a comprehensive, unbiased
report on the condition of your home. See More. The purpose of a general home inspection is to
identify safety issues and any visible deficiencies in the major systems of the home that have
the potential to become costly repairs. This is important information to have when making your
decision on one of the biggest investments you will make for you and your family. With every
inspection you get a day Home buy-back guarantee, day home warranty, Sewer Guard warranty,

5-year roof warranty, Mold Safe warranty, Termite warranty and with Radon inspection a Radon
warranty. We're a certified small business with a reputation for integrity. Christian Amend, a
veteran and engin eer backed by more than ten years of experience in the field, is well-known
for his attention to detail and commitment to helping people make informed and educated
decisions. Don't take the risk of purchasing a home without the facts. With ACM, you'll have all
the information you need, provided by a source you can rely on. At Rapid Home Inspections,
you will find that I am dedicated to giving you fast, reliable, and professional service. Use of the
most up-to-date technology and training. I guarantee a fast and thorough turnaround of reports,
including detailed photos. Give me a call today and I will make it happen. The 1 home inspector
in Chicagoland! We provide thorough inspections of your future home or business property, as
well as radon testing. Call for a free quote today! Knowledgeable home inspection service
serving the Albany, Saratoga, Schenectady and Rensselaer county areas. We are extremely
competitive, thorough, highly reviewed and complete over inspections a year. Home
inspections for Texas buyers, sellers, owners, realtors, finance, and insurance companies.
Bell's Inspection provides for all your home inspection needs. Austin is highly trained in the
inspection and reporting of accurate, detailed and valuable information about your property. He
is focused and driven to provide the best expe rience possible for both you and your family.
Buying a home can be both an exciting and stressful time in your life. Signature Home
Inspections, LLC treats each home inspection as if it were for our own home and our own
family; with attention to detail and the care you deserve. Open 7-days a week to serve you
faster! Text or Call! Home Inspections, Wind Mitigation reports and Four 4 point inspections.
Call or order online. We are the highest rated home inspector in southwest Georgia according to
"Google 5 Star Reviews. Call to schedule your inspection today. Login Add Listing Share. Bell's
Inspection Cottonwood, AZ. Water and Septic testing. I do residential home inspections and
electrical repairs in Mercer and surrounding counties. I am an experienced electrician with over
20 years in the trade and I have 10 as a master electrician. I will give you a fair, unbiased,
non-intrusive inspection of the home. For those that are selling the home and wish to have a far
more detailed inspection, I can provide that also. See More. Feel free to call or email us with
your questions or concerns. We are here to assist with all of your home and commercial prop
erty inspection needs. I am certified and licensed by the State of West Virgina. I have over 30
years of construction experience. Our reports are computer generated for ease of reading. I will
answer all of your questions, and am available by phone anytime. I am "First time home buyer
friendly" Open 7-days a week to serve you faster! Text or Call! Jack is not not only a licensed
home inspector but he is also a registered sanitarian with the WV Department of Health and
Human Resources. This registration permits the inspections of priv ate water supplies, water
sampling of such and the inspection of private waste water systems. This is required by many
lending institutions for home loans. Available 7 days a week and willing to travel as needed.
Ensuring a safe home and a sound investment. We have been performing inspections in North
Central West Virginia since We are a full service inspection company performing purchase
inspections, pre-listing inspections, progress inspections, mold and radon testing, water quality
testing and septic dye testing. Many more services to be offered in the future. I have been
performing certified fee paid inspections in the Mid-Ohio valley since and have completed over I
use the 3-D computer reporting system, reviewing a pictoral report with the client at the site and
e-mailing the full version the following morning. I have participated in the SEAK professional
witness training program. I am a WV state licensed Master electrician and a wV state building
code offical member. I am a member of both local Realestate bodies in the immediate area. I will
travel up to two hours one way for inspections. I guarantee my work to be as thorough as an
inspection can be and I follow the National Association of Home Inspectors standards of
practice and code of ethics. Pictured narrated reports with prompt professional service. Trust a
professional who knows your home inside and out and is very thorough. Personal service and
follow up throughout your build, sale or purchase process. Login Add Listing Share. Home
Inspectors in West Virginia. Michael Reel Williamstown, WV. Inspect A Pedia. Whether your
building is brand new or hundreds of years old there will be things to diagnose, fix, maintain, or
indoor environment problems or air quality problems related to the building's condition.
InspectAPedia is supported by ads placed on our pages by Google. InspectAPedia tolerates no
conflicts of interest. We have no relationship with advertisers, products, or services discussed
at this website. Photo above: building crawl spaces should be inspected no matter how difficult
the access may be. For our readers in Southern U. Given recent freezing temperatures across
much of the U. South in , we have been receiving many reports of frozen aerobic septic system
components, broken sprinkler heads, or over-filling aerobic septic tanks. In normally-warm
climates where freezing wasn't a worry, septic installers probably did not install aerobic piping
and components to be freeze-proof. Sometimes we can find an obvious freeze-risk part such as

a pipe that's above ground, and can thaw it using a hair dryer. Take care not to use open flame
torches lest you damage the piping or cause a fire. You don't give your location but in your
cases, too, "abnormally cold "- may mean that aerobic septic effluent piping or spray heads are
frozen. If so you won't get the system working until temperatures warm; Then you will want to
check for broken spray heads that may need replacement. The frozen point is somewhere in the
common cold-in to the water heater or in the hot-out from the water heater before it branches off
to all of those various locations. We see hand hewn beams, rafters abutting without use of a
ridge board, rather wide plank roof decking, a history of roof leaks, a curved cross-beam,
armored cable electrical wiring, a chimney that has probably been re-constructed. Outright lies,
wishful thinking, charges of "fake news" and disregard for science and lack of clear thinking by
the the 45th president of the United States to , and as well by some leaders of the Republican
party, doubtless added to the costs and mortality of the COVID pandemic, especially in the
United States where there was no national-government coordinated plan of action whatsoever.
Instead, federal attention focused on further de-regulation of industry and more
disenfranchisement of democratic voters. But a costly but more-subtle mistake was eloquently
described by Ed Yong in The Atlantic who points out that Epistemic Trespassers sometimes
publicize wrong conclusions, at costs that might have been avoided. The COVID pandemic is a
singular disaster, and it is reasonable for society - and scientists - to prioritize it. While the most
qualified experts became quickly immersed in the pandemic response, others were stuck at
home looking for ways to contribute. Using the same systems that made science faster, they
could download data from free databases, run quick analyses with intuitive tools, publish their
result on preprint servers, and publicize it on Twitter. Often they made things worse by
swerving out of their scholarly lanes and plowing into unfamiliar territory. Nathan Ballantyne, a
philosopher at Fordham University, calls this " epistemic trespassing. But more often than not,
epistemic trespassing just creates a mess, especially when inexperience couples with
overconfidence. But such cross-country comparisons are infamously treacherous. This
tendency to draw faulty conclusions about individual health using data about large
geographical regions is called the ecological fallacy. Epidemiologists know how to avoid it. But
their paper was covered by more than 70 news outlets, and dozens of inexperienced teams
offered similarly specious analyses. Other epistemic trespassers spent their time reinventing
the wheel. One new study, published in NEJM, used lasers to show that when people speak,
they release aerosols. But as the authors themselves note, the same result - sans lasers - was
published in Justice isn't some left-wing idea that was concocted in the 's. Justice is
fundamental to the DNA of a successful America. We have had inclusive capitalism in this
country. We have had shared prosperity in this country. These are not fanciful ideas. Part of the
way we can get back there is understanding that we can't have an economy that produces flat
wages for a decade and expect people to be able to live with dignity. We can't have public
systems that are woefully under-performing There are solutions, but we capitalists don't like to
talk about two things: redistribution and regulation. It is also thanks to diapause that stinkbugs ,
indoors, seem inordinately graceless and impossibly dumb. But, as we all now know, being
graceless and dumb is no obstacle to being powerful and horrifying. Journalists are responsible
for following the truth wherever it may guide them. Freedom of the press is limited to those who
own one. Publicity is justly commended as a remedy for social and industrial diseases. Sunlight
is said to be the best of disinfectants; electric light the most efficient policeman. Stokes Co. It
has often and confidently been asserted, that man's origin can never be known: but ignorance
more frequently begets confidence than does knowledge : it is those who know little, and not
those who know much, who so positively assert that this or that problem will never be solved by
science. No government ought to be without censors; and where the press is free no one ever
will. Congress shall make no law respecting an establishment of religion, or prohibiting the free
exercise thereof; or abridging the freedom of speech, or of the press; or the right of the people
peaceably to assemble, and to petition the Government for a redress of grievances.
Constitution, 15 December, The freedom of the press is one of the greatest bulwarks of liberty,
and can never be restrained but by despotic Governments. Declaration of Rights, COM or select
a topic from the major website topics found at the menu along the top of this page or choose
among our policies and site background articles from the More Reading links below. Suggested
citation for this web page Inspect A pedia. The design and content found at Inspect A Pedia.
Ask a Question or Search InspectApedia Try the search box just below, or if you prefer, post a
question or comment in the Comments box below and we will respond promptly. Note:
appearance of your Comment below may be delayed: if your comment contains an image, web
link, or text that looks to the software as if it might be a web link, your posting will appear after it
has been approved by a moderator. Apologies for the delay. Tel: Email: info carsondunlop.
Carson Dunlop Associates' provides extensive home inspection education and report writing

material. The text is intended as a reference guide to help building owners operate and maintain
their home effectively. Field inspection worksheets are included at the back of the volume. Just
ask us! Search InspectApedia. Share this article. Search the InspectApedia website. Comment
Form is loading comments Jet fuel and diesel fuel both share similarities in composition as well
as many chemical properties. With price fluctuations causing fuel costs to vary wildly by type,
many are led to ponder alternative ways to power their diesel and jet engines. Jet fuel of types A
and A-1 is composed of mostly kerosene, and Jet B is a naptha-kerosene mix. Diesel gas is
approx. Diesel gas is heavier than jet fuel, with a higher number of slightly larger hydrocarbon
chains, though both are primarily paraffin oils kerosene. Diesel is more viscous than jet fuels.
Jet fuel often has antifreeze and anti-microbial agents, static dissipaters and corrosion
inhibitors added to improve performance in aeronautical engines, whose ambient temperature
often varies wildly during flight. Diesel has lubricant additives to promote healthy engine
functionâ€”using kerosene or Jet-A fuels in a diesel engine may cause damage due to its lower
levels of lubricants. Diesel also contains a dye added to prove it has been taxed. According to
Inspectapedia. It will also void many warranties by the manufacturer. Jet-A is more similar to
Diesel 1, which is lighter than Diesel 2 automotive diesel , and so is not a perfect substitute, but
in emergency situations is a potential fuel source. Jet-A usage will not cause instant physical
damage but long-term wear will increase due to lack of lubrication, different burn temperatures
and energy output. Evan St. John is a freelance writer from Austin Texas. John graduated from
the University of Texas with degrees in English and Linguistics, and is a regular music review
columnist on AustinSound. Additives - Jet Jet fuel often has antifreeze and anti-microbial
agents, static dissipaters and corrosion inhibitors added to improve performance in
aeronautical engines, whose ambient temperature often varies wildly during flight. Additives Diesel Diesel has lubricant additives to promote healthy engine functionâ€”using kerosene or
Jet-A fuels in a diesel engine may cause damage due to its lower levels of lubricants. Heat
Output According to Inspectapedia. Property insurance coverage law involves more than a
thorough understanding of insurance policies and insurance law. To be valuable to the
policyholder, the insurance coverage practitioner must understand property construction and
repair methodologies as applied to the issue at hand. While researching and writing materials
for my upcoming presentation, I came across a fascinating web site that may be useful to
adjusters, policyholders, and other attorneys with building issues. He is the editor and lead
author of the building and environmental problem diagnosis and repair online encyclopedia
InspectAPedia. Microscopy Lab Analysis for sick Buildings or in the course of art conservation,
including on-site and mail-in sample lab services;. One of the primary aspects of property
adjusting is the thorough investigation of a structure for damage. Adjusters are often under
significant time pressure and do not adequately look at the important parts of a building
structure following a loss. For instance, he indicated in part:. Weather: Wind damage can
happen to any asphalt shingle roof in severe weather conditions. However if shingles are not
properly nailed, shingles are far more likely to blow off of the roof in even a modest windstorm.
Proper roof shingle nailing: Roofing product manufacturers are careful to specify where shingle
nails should be placed in each shingle and the number of nails required. These specifications
may vary by shingle type and building location, with more nails specified for high-wind areas
such as asphalt shingle roofs applied in coastal areas. Components of roof shingle wind
damage resistance: Asphalt shingle wind resistance combines several factors including the
effectiveness of the glue strips on the shingle backs which adhere the shingle courses against
wind-uplift, roof pitch, roof orientation with respect to prevailing winds, and importantly, proper
shingle nailing patterns. Not only must nails be properly placed and spaced, improper nailing
itself, such as driving a nail through the shingle, leaving a nail sticking up to cut a shingle
above, or using a roofing stapler improperly leaving cocked staples or shin
subaru transmission chart
1977 dodge camper
2007 chevy cobalt rotors
gle-cutting staples will all encourage shingles to fly away with the wind. If a new roof has the
bad luck to encounter a severe wind storm shortly after asphalt shingles have been installed, it
is possible that the shingles will blow off of the roof because their self-sealing tabs have simply
not had time or warm enough weather or enough sun to adhere. While reading his article, I kept
imagining how the insurance company may try to use a more thorough investigation to find
causes leading to the loss other than just windstorm and then raise the anti-concurrent clause
exclusion as a means to escape liability. But, that is another topic. We also saw some minor
mis-nailing or inadequate nailing leading to a single blow off at the roof hip. At least one cut
was made by a tool or implement. Weather does not appear to be a root cause of this roof

damage, though once a shingle has been worn by walking or mechanical damage the exposure
of the shingle substrate accelerates wear and granule loss.

