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Dan Ferrell writes about do-it-yourself car maintenance and repair. He has certifications in
automation and control technology. Photo courtesy of Scheinwerfermann on Wikipedia. Turn
signal problems and diagnosis can get confusing, especially when a system shares wires and
connections with the parking, warning, and braking light systems. Most common problem
sources include bulbs, wires, connectors, fuses, flasher units, and switches. So the average car
owner can troubleshoot these faults with the use of a test light and, sometimes, a digital
multimeter DMM. When dealing with any vehicle electrical circuit fault, it's a good idea to have
the repair manual for the particular vehicle make and model you'll be working on. It helps you
identify not only wires and components and their related connections, but how to access,
troubleshoot and replace components, as necessary. Furthermore, sometimes it is necessary to
access the turn signal switch. You'll have to remove covers and, possibly, the steering wheel. If
your vehicle has airbags, it is necessary to disable the passive restraint system airbags before
working around the switch to prevent accidentally hitting an inertia sensor that may activate the
airbags. Always follow the instructions and warnings in the repair manual for your particular
model to prevent an accident. Haynes manuals are popular and practical maintenance and
troubleshooting guides. Get the one for your car make and model. To make troubleshooting
easier, this guide is divided into the most common types of turn signal system failures,
troubleshooting procedures, and tips to guide you toward the potential fault much faster. Just
look for the section heading that describes your particular problem. Check all turn lights when
troubleshooting the turn signals. Photo courtesy of Leotard on Wikimedia. This is one of the
most common faults in turn signal systems. Here are some steps you can take to troubleshoot
the problem:. Photo courtesy of MattiPaavola on Wikipedia. You can repeat the previous test.
But this time install the light bulb to the socket and back probe the connections at the harness
connector while operating the turn signal. This way you can also test the connector for a false
or damaged connection. Photo courtesy of Ildar Sagdejev on Wikimedia. This is a variation of
the previous problems. This time, though, the left or right side of the signals doesn't work. You
may see the dash indicator lamps illuminating brightly, but the turn lights won't flash. You may
be dealing with bad bulbs, a bad flasher relay, a faulty turn signal switch, or a bad wire or
connector between the flasher unit and the turn signal switch. You may need the repair manual
for your specific vehicle make and model to identify wires and components, and possibly to
gain access to them. Check that your hazard lights work when troubleshooting your turn
signals. Photo courtesy of Lars Plougmann on Flickr. Note: Normally, you are dealing with a
blown fuse, a bad flasher unit, or a faulty turn signal switch. Locate the fuse using your car
owner's manual or vehicle repair manual, or check the 'Checking a Light Bulb Socket for
Ground and Power' section above, or the 'Testing the Turn Signal Flasher' further down. Make
sure your turn signal indicators work as well. Photo courtesy of Kskhh on Wikipedia. If the
emergency lights and turn signal lights illuminate but don't flash, check first for a burned-out
bulb. This is the most common cause. If not, you may be dealing with a bad flasher unit or a bad
turn signal switch. Identify the wires in your turn signal switch using your repair manual. Photo
courtesy of Phil Parker on Flickr. You may know there's something wrong with your turn signal
lights because the indicator lights on the instrument panel illuminate but don't flash as usual.
Use your vehicle turn signals schematic when troubleshooting your turn signal lights. Photo
courtesy of Hans Haase on Wikipedia. Another problem you may encounter is that your
indicator lights don't work at all, but the outside turn lights work fine. Possible causes:. If
necessary, consult your vehicle repair manual to gain access to the bulbs on the instrument
panel and ground connection. Although some models use a separate light for the left and right
turn indicators, other models use a single light for both turns. Photo courtesy of dailyinvention
on Flickr. Troubleshooting the turn signal switch is pretty much straightforward. Usually,
depending on your particular model, getting access to the switch electrical connector is the
hardest part. For this test, it is a good idea to consult the vehicle repair manual for your
particular model. You need to identify wires and the best way to access the signal switch
electrical connector. Also, if your model has airbags, you may need to disable the system to
prevent the bags from accidentally inflating. If necessary, your manual will walk you through the
process for your particular model. The turn signal flasher may be lcoated under the dashboard
or inside the engine compartment. Photo courtesy of Bill Abbott on Wikimedia. NOTE: This
guide deals with analog type flashers. If your system is equipped with a solid state unit, consult
your vehicle repair manual for special instructions. Also, make sure to use a digital multimeter
with at least 10 Mega-ohm of impedance to protect sensitive circuits in your vehicle as you
troubleshoot electrical systems. A good way to test the flasher unit is to use a known good unit,
but that may not be practical. So the next best choice is to test the suspected flasher while
installed in the vehicle. Your circuit connections may differ from the outline described here, but
you'll find the next general steps helpful. If necessary, consult your repair manual. The next

video shows you a common procedure when replacing a flasher unit on a GMC truck.
Depending on your particular vehicle make and model, you may or not need to remove the
dashboard trim. On some models, the flasher is readily accessible. Consult your vehicle repair
manual. This is a special turn signal failure. It has to do with the mechanical operation of the
signal switch rather than an electrical system failure. For example, you signal traffic your
intention to turn left or right, but after cornering, the turn signal continues to flash. In most
cases, the repair is within the reach of the average car owner. Still, consult the repair manual for
your particular vehicle make and model. Specially if your model has airbags. You'll need to
disable the system for safety reasons. Also, your repair manual will tell you what specific tools
you need, if any, and the procedure to follow. Turn signals, and the system they are part of, can
fail in many ways. When facing a problem, always check every light so that you know what part
of the system or lights are failing. This will make troubleshooting, and fixing the problem, easier
and faster. This guide is designed to help you make your repair faster, and get back on the road
safer. Content is for informational or entertainment purposes only and does not substitute for
personal counsel or professional advice in business, financial, legal, or technical matters.
Question: My left indicator will flash one time and then will not flash anymore both back and
front. The right side is fine. The hazard lights won't flash on both sides. Any ideas? Answer:
First, make sure the fuse for the hazard lights is OK. Not so common are problems with
connectors in the circuit between the turn signal switch and the flasher unit relay. The post
describes some tests you may want to try. Question: I have a Mitsubishi Mirage, the left
indicator works and the dash light too, and the right turn indicator does not, though the dash
light works. I have swapped the flasher relay with a working one. I am wondering where to go
from here? Answer: If the right indicator comes on but doesn't flush, check the light bulbs on
that side. If it's not coming on, use a test light and make sure you got a good ground and power
through the light socket. If necessary, check the wires that connect to the socket. Hope this
helps. Question: Why does my indicator light switch cancels too soon when indicating right,
when slowing down? It only happens a few times. Question: I have a Chevy Express van.
Flasher works well, but the turn signal only works when the car is off. Don't work with the car
on. Any advice? Answer: It could be a shorted turn signal switch. Question: I have a Chevy
Impala and the right front turn signal is not working. The fuses are good as is the bulb. What
else could it be? Answer: If it is only one bulb that isn't working, make sure the bulb is good
and then check the socket, power and ground. You can use a test light for this. When you turn
the turn signals on, right or left, the front work fine but the rear both flash. I have replaced the
turn signal switch twice. I checked and cleaned all the grounds and replaced all bulbs and both
flashers. Still, I can't find the problem. Answer: Probably there's too much resistance in the
circuit that connects to both rear turn signal lights. You may need the diagram for your specific
model to identify the wire. Check the common wire that connects to both rear lights; it could be
loose, dirty or damaged. Question: Why would my Kia Sedona right, rear turn signal stay on
with the key-off? Answer: If it's only one light, the power wire leading to that light might be the
problem. This could be in the switch itself. You need to trace the voltage in the circuit using a
test light. Question: I have a mk2 Renault Megane and I have had the indicator fixed twice. It
works for days and goes off again. A new bulb holder? If it is blown, there could be a short in
the circuit. Also, check any connectors and harness in the circuit for corrosion or loose wires.
Also, have the alternator tested. Answer: You may need to look at the circuit diagram for your
particular model. But there could be a problem with the multifunction switch or there's a short
in the circuit, activating both sides. Using the diagram, you can trace voltage using a test light.
Can you help? Answer: Usually the problem is a faulty flasher relay. Other potential causes is
corrosion in the circuit to the lights or an electrical issue in the turn signal switch. Question: I
have a Mazda 6. When I use the turn signals, they rapidly flash on the dash but do not indicate
on the front of the car. The bulbs, switch, and fuses are new. What could the issue be? Answer:
Usually this is caused by a bad bulb. Other problems may come from poor ground at the lamps,
or bad connection at the turn signal switch. Question: My problem is the opposite of number 3
in this article. When using the turn signals from the steering wheel, only the right side of the car
works. The left side doesn't, only a very fast clicking sound is heard, like a machine gun. Where
is the problem with my car's hazard lights? Answer: Double check the bulbs and make sure the
filaments are Okay. You may want to try swapping the left and right bulbs and see what
happens. Possibly the switch is the culprit. But you can check the part of the turn signal circuit
for the side that isn't working lever and switch. Another possibility is a loose wire, or a socket
that needs a little twist bad joint , connection. Question: I replaced a rear bulb turn signal in a
Chevy Cavalier. When I move the bulb the light goes on, can I clean the connector? Answer:
You may want to check you have a solid connection to ground and power. Use a test light. For
cleaning, try electrical contact cleaner. My turn signals are located in the lower fog lights. Fog

lights work. Neither turn signal in front work. Indicators light up on the dash and rear signals
light up, but both dash and rear lights flash rapidly. I have replaced both front bulbs and
installed a brand new wiring harness as an accident is where all this began. I have also taken to
the garage to try to reset the fault. No luck. Any ideas what the problem could be? Answer:
Check the power and ground for the circuit at the sockets. You may need to consult the diagram
for your model and see where they both get power common connection. Trace the voltage using
a test light. There could be a loose wire or connector. Question: My left turn signal indicator will
hyperflash intermittently. No lights are blown and they are not LED. A quick hit to the light
housing fixes this for a short time. Checked fuses and wiring. Any idea? Answer: Check the
ground for a poor or loose connection. Other possibility is a failing indicator unit. Question: My
hazard light and left and right indicator don't work. I am sure that my flasher relay is good and
all the fuses. What should l do? Answer: Check the circuit and switch. You may need to trace
the voltage using a test light. Get the wiring diagram for your make and model. You can find a
manual at most auto parts stores. Question: Why does my right turn signal stay on unless it's in
the left signal position? Question: My car's turn signal blinkers don't come on at all. What could
it be? Answer: The most common reason is a bad flasher, but check the fuses, circuit grounds
and opens as well, if necessary. Question: My hazard lights are working but the indicators stay
on. Do you know of any solution? Answer: There seems to be a mechanical problem with the
turn signal switch. It's not canceling after the steering wheel returns to its normal position. You
may need a new switch. Question: My turn signals work with headlights off but do not work with
the headlights on? Power is going through a ground, and the ground is lost for the turning
signals when the lights are on. Check the body grounds and wires in the sockets. Make sure
they are clean and well connected. Question: Left signal works fine in and out of my car. The
right signal hyperflashes inside the car. Right signal works outside in front but not in the back. I
replaced the bulbs. Still nothing. Now what? Answer: You can use a test light or voltmeter to
test for power and ground in the faulty rear light. Usually, the problem is a bad ground, but the
power wire might be loose, corroded or disconnected. Since the other lights seem to be working
fine, concentrate on that part of the circuit. Question: Why won't my turn signals work? The turn
signals won't even come on. Question: The turn indicators work correctly on the outside of the
car, but they do not light up on the dashboard. There was a time when the dashboard lights
flashed occasionally, so I do not think that it is the light bulbs in the dashboard. I can hear the
flasher unit clicking when a turn indicator is selected. Any suggestions, please? Answer: Check
the contacts or the circuit leading to the dashboard, there could be something loose there.
Answer: Most likely the problem is within the switch, the canceling mechanism might have
failed. Question: Why does my my left turn signal come on when I push it to go right? Question:
Why do the hazard lights come on when I am using the left turn signal? Answer: The most
common problem is a shorted light bulb causing trouble, an electrical short in the signal switch,
or bad flasher relay. Question: The fuses and relay are good but the turn signals on my Honda
Accord LX stopped working all of the sudden. What should I do? Answer: If none of them are
working, start checking at the switch. Check for incoming and outgoing voltage. Question: I
have a Jackaroo. Can you diagnose the problem with my Jackaroo's turn signal? Answer: Look
for a loose wire or connector. You may need your repair manual if you need to remove
components. My problem is the left front turn signal stopped working for no apparent reason.
All the other turn signals work just fine, including the rear left one. I pulled out the bulb and
tested the socket and no power. Is this something that I could fix myself or do I need to have a
professional fix it? Answer: You may be able to fix it yourself. Probably the power wire that
connects to the socket or the ground at the socket is loose or disconnected. Use a test light or a
voltmeter to check the power wire. If there's power, the problem is the ground. If there's no
power, you need to trace the wire back to the switch. Probably is cut or disconnected
somewhere. If you need to trace the wire, you may need the wiring diagram from your vehicle
repair manual. You can get a manual at most auto parts stores. Question: My right turn signal
doesn't work at all but the flashers work perfectly. What could the problem be? Answer: The
problem may be with the turn signal switch. You can use a test light to check that part of the
circuit. If you don't have the manual for your particular model, your local library may have a
copy, in case you need it for reference. Question: My hazards work and flash; my left indicator
works and flashes; my right indicator does not work or flash and there is nothing on the
dashboard. I've checked the switch, fuses, bulbs and flasher. How do I fix this awful problem?
Answer: If the flasher is working fine, then the problem could be a bad indicator bulb, socket or
circuit problem. You may need the wiring for your specific model to trace the voltage in the
circuit, possibly the ground. Question: My left blinker works just fine but when I use my right,
the blinker noise happens but no light pops up on the instrument pannel and both the front and
back right blinker dont work. But my hazards do. I've already replaced the flasher unit and the

switch on my steering wheel. What could be the issue? Answer: Need to check the circuit
grounds and power for that side of the lights. You can do this with a test light or digital
multimeter. Check the wiring diagram in your vehicle repair manual to trace the circuit branch
for that leg. Question: My car indicators work, but there is no clicking sound. It doesn't have
flasher relay. The sound is supposed to come from the cluster itself. What could be the cause?
Answer: Some modern vehicle use a solid state relay, and the computer or some other relay
may imitate a clicking sound which you hear through the speakers. When you turn on the right
or left turn signal, they both flash. What could cause this? I just put a new turn signal switch in
about a month ago. Answer: You might need the diagram for your model to trace the problem.
The problem may be in the switch itself. Also, look for a wire in the circuit that is touching the
other wire in the circuit past the relay. If you have installed the harness connector for a trailer,
the problem could be in the wire connector. Question: I have replaced the signal switch, the
relay and a front turn signal bulb. My turn signals will come on for a second and then go off.
Question: Both of my rear lights aren't working. The indicator blinks rapidly even though I have
replaced the bulbs. Answer: There could be a problem with the power feed line of the circuit. It
may be loose. If you don't have the manual, try the reference section of your local public library
for the manual. Question: I have a diesel Hilux. The right indicator sometimes flashes quick, or it
blinks once to 5 times then stops. It also works fine sometimes. Do you have any ideas?
Answer: There seems to be a loose wire, turn signal relay or relay connector. Usually, the
indicator will blink fast when a light bulb burns out. But a bad connection in the circuit or relay
can produce the same effect. Just need to check that side of the circuit and find the loose
connection. Question: My turn signals and lights work intermittently but my emergency flashers
work fine and when we tested them after testing the emergency flashers they worked fine. What
could this be? Answer: There could be a bad ground in the circuit. You may be able to use a test
light to check the circuit. Check the wiring diagram for your model. It only turns off when I take
out a fuse. How do I fix it? Answer: The problem could be with the flasher relay. Try removing
the relay and plugging it back in and see if the problem goes away. Or replace it. Another
possibility is an issue with the switch itself. Question: Yesterday, I bought new turn signal bulbs
for the left rear and right rear of my vehicle. My left rear already burned out. Why would it burn
out the next day? Answer: Make sure the proper fuse is used to protect the circuit - and check
for loose wires around the socket and check the socket itself. Answer: The most common fault
in the multifunction switch is wear of the turn signal contacts. They wear out and may begin to
fail intermittently or not turn the signal, signal may not cancel; you may experience similar
problems with the wipers and headlights. Other than that, you need to gain access to the switch
and operate the switch while testing incoming and outgoing voltage with a test light as you
operate the different settings. You may need your vehicle repair manual to check the wiring
diagram for your particular model. Question: I replaced my turn signal bulbs. Now my right
signal turns on my hazards and my hazards are right signal. Answer: If the lights were working
correctly before replacing the bulbs, check the sockets for corrosion and the connections.
There could be a loose wire. A bad flasher relay does the same thing sometimes. Question: My
right turn signal "sometimes" does not work. But if I press the hazard it works properly. What
could be the problem? Answer: Sometimes the contacts in the multifunction switch are to
blame for this problem. Wiggling the hazard switch makes them work. You might want to have a
shop confirm the problem and, if necessary, replace it. Question: I just put a new bulb in on the
back right, and the next day it was failing. I took it out to look, and it looked almost burned or
melted on the bottom where it connects inside the socket. What does this mean? Answer: There
might be some resistance at that part of the circuit. Check the connections at the back of the
socket. The wire should be well connected. Also, check the ground. Too much resistance will
cause the socket and lamp to overheat. Question: Both my indicators keep flashing and I can't
turn them off. Answer: There could be a short circuit. A power wire in the turn signal circuit is
probably in path with the hazard light circuit. You'll need to test the circuit. A test light or
voltmeter and, probably the wiring diagram for your model can help you here. Question: I have a
model, 3. Answer: There could be a problem with the turn signal switch or a faulty connection.
Use the repair manual for your model to locate, gain access to the switch and connectors, if
necessary. If you don't have the manual, check the reference section of your local public library.
They may have a copy for your specific model. Question: All my left-hand side indicators and
hazard warning work; however, the right side doesn't. Would breakdown assist and would it be
covered, as it's unsafe to drive home? Although I haven't checked fuses or relays in the engine.
Also, the side repeater in the driver's door, which is a fixed unit, that bulb is blown, would it take
the whole right side out? Answer: Usually, this is due to a faulty turn signal switch. But you
might want to check the bulbs first, and any potential faulty signs you may see in the sockets or
wiring to them. Try swapping the door light bulb with the opposite one and see what it does.

You can also test the switch using a test light. Go over section two in the post. Usually, the
flasher relay and signal switch are the most common sources of trouble for this type of
problem. But you may want to double check how you wired your new LED lights. It depends on
whether you're using dual beam one bulb or single beam two bulbs. I have a volvo When I
tested turn signals, I got inconsistent results and suspected I had a loose bulb, connection or
fuse issue. I know nothing of the previous owner other than there were parts in the trunk that
suggests they were resto modding and lost interest. I pulled, cleaned and replaced all fuses. A
half pull turns on all signal lights just on, not flashing but no headlights. A full pull adds the
headlights. Could both of these issues be related to the step down switch mounted on the finder
well? Nicole - you might want to check the voltage drop for the charging system as well. The
test makes sure the connections are good, no corrosion, loose or damaged wires, etc. Try this:
Turn the ignition key to the On position but don't start the engine. Can you see the battery light
come on, on the dashboard. This is to check the exciter wire for your alternator. If this wire is
damaged, your good alternator won't charge the battery. If your model has this wire coming off
the battery light bulb on the dashboard, the battery light won't come on if it is broken. But your
particular model may have this wire hooked to the voltage regulator with a fusible link. If the
fusible link is blown, same results, your alternator won't charge the battery. So you may be
running your car with battery power without letting the alternator charge or properly charge the
battery. Check the location of this wire in your particular model and test for voltage. You may
need the diagram for your specific model. To add to my last post about Ford Windstar, every
time we jump it everything works fine no problems or noises or anything, just when we shut it
off the battery instantly drains and blinkers go crazy. I have a Ford Windstar. Only , miles on it,
bought it at , and never had problems with it until recently. When we shut the car off the blinkers
would blink on and sometimes opening a door cause this as well. Than when we try to turn the
car on it would not start. This happened for about 3 days and then when AutoZone tested the
battery said it was fine than tested the alternator which failed, so immediately we changed the
alternator. Test alternator and it's fine, test the battery and it's fine but a guy said might be
battery because it's almost 3 years old. We have nothing charging nothing plugged in and today
after turning it off my father tried to turn it back on and nothing, but blinkers flashing and lights
came on, and my dad said the theft light is randomly off which is a new thing. I am not a car
person but I know electricity electronics and the whole blinkers flashing the moment we turn off
the car and battery draining way to quick now makes me think some sort of cable short or some
short circuit. Maybe it is the battery but if the car is completely off and the alternator is fine I
dont see how the battery could just drain that horribly within seconds especially if it passes the
test at AutoZone and a secondary mechanic place. Any ideas on what's wrong? I read stuff
about corrosion sockets, cables, switch assembly, my father brought up ignition switch and I
want to know what others may think. Every problem but mine! Flasher unit ticks rapidly but
none of the indicator bulbs light up. Any suggestions? There's probably a short to ground.
You'll need the diagram for your particular model to trace the short. You can use a testlight for
this. My left frt. Seems like a ground problem in that part of the circuit. You can use a testlight to
check the grounds. If necessary, use a diagram for your particular model. You can find one in
the repair manual for your vehicle. Get an aftermarket copy at your local auto parts store. Hi,
when i turn my right blinker on, all lights brake, reverse, blinker, ect. Left assembly good
working condition. Please tell me possible causes. Thank u. Also, blinker indicator on
dashboard will blink normally when brake pedal IS NOT depressed but when it IS depressed, the
blinker indicator with blink rapidly on dash. Check the light bulb in the rear light. You may need
to check the grounds in the circuit; you can use a testlight for this. Also, you may need the
diagram in the vehicle repair manual for your model. Something is grounding the turn signal
circuit. Often, this is due to corrosion in one or more sockets. Check the sockets using a test
light. Also, a shorted turn signal switch can cause this problem. My honda,s left signal light stay
consistently on. Then the left signal light stays on for ever. Make sure the bulbs are good; and
check the sockets for corrosion or loose wire bad power or ground , use a test light. Also,
although not as common, a fault in the circuit between the turn signal switch and the
connection to that circuit, or the switch itself is bad. I have s Audi a4b6 2oo2 model l am having
turn signal problem with the front and back drivers side indicaters not working but my drivers
side fender indicated is working. There might be a loose connection; there problem could be in
the switch if all turn lights fail sometime or a specific part of the circuit if only two or one light
doesn't work all the time. You may need the diagram for your particular model to trace the
problem. Check the switch connections and grounds. In my Honda Accord my turn signals do
not turn always turn on. There could be a short in that part of the circuit. Check the power
connection at the socket. If it is loose it is shorting to ground. Check for corrosion and damage.
Hope it helps. My turn signal on rear driver side went out so i replaced bulb it worked for 1 day

then went out again blinking fast again what could it be i have a chevy malibu. You may want to
try checking with a test light if you have the diagram. You'll find it in the vehicle repair manual
for your particular model. Looking for a solution, my left indicator light comes on immediately i
switch on the ignition switch on whalest the indicator switch is at neutral position. This is
usually caused by a bad flasher relay, but sometimes the turn signal switch fails or a less likely
a short in the circuit or connector. Looking for solution. I turn on left turn signal and rear
flashers come on. Right side works fine. There could be a short in the circuit that is grounding
the lights. It's possible the relay or flasher is getting stuck. If necessary, have someone trace
the short. It seems like the problem is with the turn signal switch. Once the lever returns to
center position, the flasher should be off at this point. The internal mechanism is triggering the
wrong contact points. Hi Dan, I have a Chevy Colorado. Both the front and back left side turn
signals blink normal on the outside of the truck and the left arrow on the inside dash instrument
cluster blinks normal when putting the switch in the left position. When the turn signal switch is
in the neutral position both the rear left outside turn signal bulb and the dash instrument cluster
arrow stays lit solid not blinking and drains the battery. If I put the switch selector in the right
position the outside front bulb blinks normal and the rear right does not blink at all and the left
arrow on the inside dash instrument cluster stays lit solidly the right arrow never comes on ,
When turning on the flasher it is the same meaning both the outside front and rear left bulbs
and the right front blink normal and the rear right doesn't work and the inside dash left arrow
stays lit solidly. The ground seems to be good in the rear right bulb because the same bulb is
used for the tail light and works. I switched the bulb with the left side and it works on that side
so it is not the filament. The dark green turn signal power supply wire doesn't seem to have
power coming into the connector when I checked with a test light. Do you have any idea what
would cause this because I can't follow the wire diagrams too well? Does the chevy colorado
have a flasher? Looks like the switch notifies a bcm. Thank you. Most likely the turn signal
switch has mechanical damage. Probably the lock ring is broken. You'll need to replace the unit.
I've had the same issue back in and they had to replace the whole unit. I do have flashers. The
problem seems to be in the turn signal switch. Check the output voltages there. Probably, you'll
need to replace it. Today I discovered that the rear turn signals and brake lights do not owrk.
The front signals are fine. I replaced the bulbs, even though they looked good, as well as the
sockets. With the bulbs removed, turn signal lever in left turn position and the test light
grounded to chassis the left socket flashes and the right socket has steady illumination. When
the lever is in right turn position the test light flashes in the right socket and glows in the left.
With key on and turn signal lever in the middle the right rear light is on. There is also a scenario,
though I forget exactly when, that the right signal flashes with the lever in the left turn position
and vice versa. Since there are no brake lights at all my friend checked for power at the brake
light switch. When he accidentally bumped the ignition key the test like flashed. I'm baffled.
Probably the spring inside the multi-function switch is broken and not cancelling the signal
after completing the turn. You may need to replace the switch. It seems the switch in the
indicator stalk is faulty, probably the internal spring is turning the wrong contact for the
indicator. Also, this could be a loose wire problem making the wrong contact in the switch. This
can be checked with a test light. You'll need access to the switch, and perhaps the diagram for
your particular vehicle make and model so you can trace the wires. You can find the manual at
most auto parts stores. Light for indicator on dash is flashing right when I have moved the stalk
into the left position die. Why is right arrow on my dashboard flashing when it should be the left
one flashing. My turn light aren't flashing on dashboard and aren't on all 4 sides of car on a
dodge caravan. What would it most likely be? Check for a problem in a light control module, or
headlight switch connector or circuit. A relay may be stuck or a problem with a wire in the
circuit. You may need a test light and your wiring diagram to trace the fault. What is causing
this? You need to replace the turn signal switch assembly. You may do it yourself, if you have
the service manual for your particular model. Get one online or at your local auto parts store.
Something is worn with one of the bulbs or possible ground or power is not getting properly to
the socket. Check how much voltage you are getting or dropping. Probably this other post may
help:. I have an 08 JK, my hazards work fine. However, only my front passenger side turn signal
does not work everything else works as it should. It does have rapid flash when on though. I
have used a multimeter and I am getting current on all these wires. How do I fix this? Hi, My
Ford Taurus signal lights front, rear, and indicators , hazard lights, rear brake lights are not
working. Please, may you point me in the right direction? These are two separate circuits.
Check to see if you have voltage to and from the multifunction switch. You may need a wiring
diagram to trace the voltage if necessary. Specially check the connector. There could be a bad
ground in the circuit crossing the path of the other light. Other possibility is corrosion in the
connector s or a bad connection in the circuit. When turn on either turn signal the other one has

a dim flash in it also. This is on my small tote trailer I pull behind my motorcycle. This puts too
much resistance in a circuit, which heats up and stops working. The problem can be in the turn
signal circuit or switch. Have the circuit checked. This other post may help:. My rear turn
signals work for like the first 10 min and after that they don't work anymore and when I use my
turn signal it is causing my car to jurk. It seems an open or short is activating the turn signal
circuit. Look up the wiring diagram for your particular model. You'll need a test light or
voltmeter to trace the fault. These other posts may help:. My hazards won't turn off. It kills my
battery if i don't unplug it. The turn signal fuses are apart of the hazards so i couldnt just pull
that fuse out. I changed them to see if that was the problem but wasn't. What could that be? If
you recently replaced one of the bulbs, make sure you are using the right one for your
application. You may need a test light and the wiring diagram for your model to check the
circuit. My turn signals seem to work but the clicking indicating blinkers engagement doesn't
stop when turn signal is disengaged. Make sure you are using the correct bulbs for your
application. Also, check those bulbs that you replaced and the ones that were there for the turn
signals. Probably one of the filaments is broken and stuck across the other filament. Also, there
could be a bad ground for the turn signals. I have a Chevy hd. My tail lights and headlights were
just replaced. All new bulbs. My turn signals work fine without day time lights on or auto lights
turn on. When lights come on my left turn signal stays on and left signal blinks fast. It's
possibly a bad relay, but there could be a loose connetion, or ground. If only one of the right
lights isn't working check the socket and connections; if both lights on the right side, there
could be a problem in the circuit. You can use a test light to check for a loose or disconnected
wire. I have a Isuzu Ascender. Left turn signal works great but when i use the right signal, it
works occasionally and other times it stops after a few seconds when i turn it on. Sometimes i
have to reapply the right turn signal to finish my turn. Im thinking switch or TS relay. Check the
ground and power for the rear lights. You can do this with a test light. There could be a problem
with the socket. Sometimes a bad chassis ground can keep the lights from working properly.
Check the wire that connects from the battery to chassis. You may want to do a voltage drop to
make sure grounds are okay:. I've pulled the assembly out to check the bulbs. They all worked.
Put the light assembly back on and lights won't work. Didn't touch the car for two days. Went
out to start car and the lights worked! What's going on? Here I go! My Silverado turn signal,
brake and reverse lights don't work on the rear right side only. The right arrow on the dash
blinks fast. The front turn signal blinks at the same speed fast as the arrow on the dash. I've
changed all the bulbs and checked every fuse except the big ones. What's up? Use a test light
to check the power wire and ground at the light socket. There could be a bad power or ground
connection. Usually the problem is with the circuit connections either at the light itself or the
switch. If only one light or one side is flashing quickly, check that part of the circuit. You may
need the diagram for your model, if you need to trace the wries in the circuit. If necessary, do a
voltage drop in that part of the circuit:. I have a 94 Gmc Sierra, My left turn signal is flashing
quickly when the running lights or headlights are on, but flash normally when the head lights or
running lights are off. I replaced the whole tail light recently due to the previous owner using zip
ties and spot welding to hold it together but the problem persist. This only started recently after
I did a tune up and replaced the distributor cap and rotor, as well as my spark plugs and cables.
There could be a problem in the wiring; check for a short. If the body control module connects
to it, unplug the wire and reconnect. See if that helps. Check the bulb filaments and make sure
they are not shorted together, then check a loose wire perhaps making a wrong connection in
that side of the circuit. My problem is that with parking lights on my RH turn signals are stuck
lit, but a little bit dimmer than normal with no dash indication. When I use the indicator they
seem to blink a little bit brighter. The dash light works normally to both sides using indicator
and hazards. You need to check the switch and the wiring for that part of the circuit - you need
the diagram for the vehicle to follow the voltage. Check the wiring behind the socket, something
is causing the voltage to drop perhaps, which is causing the rapid blinking of the front light. All
indications of a burned out left rear turn signal bulb front bulb still works, now at faster rate,
dash indicator is also at faster rate, right turn signal system works completely fine. The rear
bulb looks ok, but I swapped it out with one I know that works. Didn't solve the issue. Checked
the voltage on the contacts that connect to the bulb and it is good alternates between 4V and 0V
when the turn signal is engaged. I'm stumped. Any help would be greatly appreciated! New
flasher, new bulbs. Brake lights, hazard lights and right turn signals work. Left side - only the
front turn signal is working. Same bulb for the hazard and they work. I have switched bulbs
thinking the filament was broke and it works in the right side rear. Why would ONLY the left rear
turn signal not flash. Probably there's a hazard-lights flasher that needs to be checked or the
circuit - and also check the flasher unit for the turn signals, if separate. Another possibility is
the turn signal switch or connections. I can hear clicking sound and it blinks on outside. Could

this problem be related? There could be a problem with the switch itself. You may need the
diagram for your model. It'll tell you how to trouble shoot it. My car does this strange thing
where when I hit the lever to turn left it alternates between the left and right lights twice and
then works just fine. At the moment that is not really an issue as it corrects itself in a few
seconds, but I wonder what they cause is and if it will get worse. There seems to be a problem
with the switch itself, or the wiring. You'll need the diagrams for your vehicle to trace the
voltage. American auto manufacturers were on a roll in the s. Designing was very competitive,
and, through hot-rodding, engines and horsepower increased dramatically. Thus, the American
Muscle Car was born. Many people purchasing RVs have no real camping experience, so RV
campgrounds are being inundated with requests for their people to do things that are the RV
owner's responsibility. RV owners need to learn how to perform their own site maintenance.
Intake manifold leak diagnosis can be tricky but you can use a few simple techniques to
diagnose the problem. Don't let trouble code P or P leave you without your ride and, worst of all,
with an expensive repair bill later on. A basic knowledge on the electronic fuel injection system
eliminates the guesswork in the calibration of LPG-powered cars. Here are eight simple tips to
help give tires more traction in the snow. Experienced RV campers know what they need to do
to find a great campsite when they travel. Motorcycle helmets are trendy items that reflect your
personality. What type of helmet do you want for yourself? Paying for air is annoying. Here is
how you can find free air, and also how to set your tire pressure for the best performance of
your tires and your car. Is jump starting bad for your car? You'd be surprised what you find out.
What happens behind the scenes will shock you. Learn the different signs of a bad alternator to
make a faster diagnosis. You can make some repairs using a few common tools. In , the East
German government released the horrible Trabant car on an unsuspecting Communist world.
You don't need a lot of money to start selling classic cars, you just need to buy the first car at a
good price and then do it again. If you're thinking of buying a classic VW Beetle, you need to
know a few things beforehand. Discover why the best bargain to be had is from someone who
doesn't know he wants to sell. Identifying the type of noise and when it happens can help you
diagnose your transmission problem. Auto Repair. DIY Auto Repair. RV Living. Safe Driving.
Learning to Drive. All-Terrain Vehicles. Commercial Vehicles. Automotive Industry. Automotive
History. Index I. Checking the Turn Signal Switch X. Turn Lights Don't Turn Off. Related Articles.
By Jerry Fisher. By Don Bobbitt. By Dan Ferrell. By Victor Mangubat. By Linda Sarhan. By
Isabella. By John Dove. By electronicsguy. By Rupert Taylor. By Mary Wickison. Table of
Contents. Automobile Jeep Wrangler Owner's Manual pages. Be assured that it represents
precision workman- sion, and transfer case shifting. This vehicle has a higher bodily injury. In
fact, the control. Prolongacion Paseo de la Reforma, by Bell Canada. In Canada If you believe
that your vehicle has a defect that could cause a crash or cause injury or death, you should If
you believe that your vehicle has a safety defect, you immediately inform the National Highway
Traffic Safety should contact the Customer Service Department imme The following tire grading
categories were established by the National Highway Traffic Safety Administration. Separating
RKE halves requires screw removal if equipped and gently prying the two halves of the RKE
transmitter apart using a screwdriver or similar tool. Make sure not to damage the seal during
re- moval. Remove the battery by turning the back cover over battery facing downward and
tapping it lightly on a solid surface such as a table or similar surface. Then, replace the battery.
Remove the emergency key by sliding the mechanical latch on the back of the RKE transmitter
sideways with your thumb. Then, pull the key out with your other hand. This number is
performed at an authorized dealer. On models equipped with an automatic transmission, the are
still available. Continued etc. Always transmission to be equipped with Remote Start. The
system will not allow the engine to crank ible with some aftermarket remote starting sys- if an
invalid Key Fob tries to start the engine. While the Vehicle Security Alarm is armed, interior
switches for door locks and liftgate release are disabled. If any doors are open, close them. A
child could operate power windows, other controls, or move the vehicle. Refer to the power
locks will not operate. This could unlock the door s. To release the emergency key, proceed as
follows: 1. Allowing children to Operation is subject to the following two conditions: be in a
vehicle unattended is dangerous for a number of reasons. In a collision, people riding in these
areas are more likely to be seriously injured or killed. The angle of the seat cushion can be
adjusted up or Push the seat switch forward or rearward, the seat will down. In a collision,
people NOTE: riding in these areas are more likely to be seriously injured or killed. Disconnect
the two links that support the shelf at the eyelets. Lift the rear part of the overhead luggage
shelf. Clear the pins placed outside of the shelf, and then remove the rear shelf pulling it
upwards. The rear shelf can be stored in the cargo area, or behind the front seatbacks. Pull the
seatback release lever to fold the left or right Cargo Area Enlargement rear seatback completely
forward. Folding both sides of the rear seat provides additional storage in the rear cargo area.

Proceed as follows: 1. Verify the red notches are no Tilt the head restraint forward and pull the
rear armrest longer visible on the release lever. Be certain that the seatback is securely locked
into position. The head restraints for all occupants must be prop- erly adjusted prior to
operating the vehicle or occu- pying a seat. Head restraints should never be ad- justed while the
vehicle is in motion. Driving a vehicle with the head restraints improperly adjusted or removed
could cause serious injury or death in the event of a collision. The head restraints for all
occupants must be prop- To lower the head restraint, push the adjustment button, erly adjusted
prior to operating the vehicle or occu- located at the base of the head restraint, and push pying
a seat. If either of the head restraints require removal, see your autho- rized dealer. The mirror
should be adjusted to center on the view through the rear window. Headlight glare from vehicles
behind you can be reduced by moving the lever under the mirror to the night position toward
the rear of the vehicle. You can turn the feature on or off by pushing the button at the base of
the mirror. A light to the left of the button will illuminate to indicate when the dimming feature is
activated. To adjust the mirror, push the mirror adjustment switch in the four directions
indicated by arrows. This feature can be activated whenever you turn on the Rear Window
Defroster. The Blind Spot Monitoring system is only an aid to help detect objects in the blind
spot zones. The BSM system is not designed to detect pedestrians, bicy- clists, or animals.
Even if your vehicle is equipped with the BSM system, always check your vehicles mirrors,
glance over your shoulder, and use your turn signal before changing lanes. Whenever a turn
signal and de- mode when the vehicle is shut off. Each time the vehicle tected object are
present on the same side at the same is started the previously stored mode will be recalled and
time, both the visual and audible alerts will be issued. The headlight switch controls the
operation of the headlights, side marker lights, daytime running lights, fog lights and the
dimming of the instru- ment cluster and interior lighting. The parking light indicator in the
cluster will illuminate. This Then, turn off the headlights within two minutes. This will prevent
the battery from discharging once the doors are closed. Interior Light Locations The lights
come on by opening any of the doors. Rear Interior Light The dome light timing is disabled
when the doors are locked. Cargo Area Lights Two interior lights are located in the cargo area.
To use the mirror, rotate the sun visor down and swing the mirror cover upward. The lights will
turn on auto- matically. NOTE: As a protective measure, the pump will stop if the switch is held
for more than 30 seconds. Continued Equipped windows while operating the power window Lift
and hold the window switch for half a second, switches. Such entrapment may result in serious
release, and the window will go up automatically. If this happens, pull the switch lightly and
pressure on the ears or a helicopter-type sound in the hold to close the window manually.
Blower Control 3. Mode Control Rotate this control to regulate the amount of air forced Rotate
this control to change the system between Modes through the ventilation system in any mode.
Rear Defrost Button Air is directed through the floor, defrost, and Push and release the Rear
Defrost Control button to turn side window demister outlets. This setting ON the rear window
defroster and the heated outside works best in cold or snowy conditions that mirrors if
equipped. Extended use of this mode is not recommended. It is recommended at least once a
month for approximately 10 minutes. Passenger Temperature Control A total of eight LEDs
illuminate to visually indicate Provides the passenger with independent temperature blower
speeds. Rotate the adjustment knob to set desired tem- perature shown in the Temperature
Display. SYNC Button will cause the automatic mode to change to manual operation. Blower
Control adjustment knob. The Sync indicator will illuminate when this feature is It also manages
the air Temperature Control, dial clockwise or counter- recirculation function and the activation
of the air condi- clockwise, to adjust the air temperature in the front left This distribution setting
Floor buttons , it is possible to set one of the seven allows the passenger compartment to be
warmed possible air distributions manually by activating one or With the function activated, the
only possible indicator light on the instrument panel turning on. In Winter, the Climate Control
system must be turned on at least once a month for approximately 10 minutes. The panels are
able to withstand the snow. However, it is recommended that you remove excessive layers of
snow that have accumulated or damage to the panels may occur. Venting The Front Panel To
vent the front panel push and release the vent switch. From inside of the passenger
compartment, insert the cannot be opened or closed. Rotate and keep the key turned to the
symbol to release the lock and pull the panel handle down and away from the stowed position,
unlocking the panel. Remove the key from the Latch Key Hole. Unlocking Panel Handle
Removing Key Page 6. Place the panel s inside of the provided bag for Push Panel Up storage in
the cargo area. Align the colored guide tabs to ensure the panel s close properly. Front panel is
labeled with yellow 1. From outside the vehicle, place the panel s on the guide tabs. Rear panel
is labeled with blue guide tabs. From inside the vehicle, pull the handle down and 5. Make sure
that the panel has been properly refitted. From inside the passenger compartment, push up-

ward on the panel from the bottom, in order to verify that it is properly latched to the clamping
locks. Open the Roof Panel Bag and lift the panel dividers inside of the bag located inside the
storage compartment. Place the first panel into the bag, fold the panel dividers and place the
second panel into the bag. Second Panel In Storage Bag 3. Close the bag and place it on the
inside the cargo area. First Panel In Storage Bag Open the clips provided in the bag. Anchor
them firmly at the tie-down hooks located in the cargo area. Remove the protective cap located
on the inner lining. Remove the Allen Key that is supplied in the tool bag in the cargo area.
There is risk of damage. Lower the hood to approximately 6 inches 15 cm from the engine
compartment and drop it. Be sure the hood is fully latched before driving your vehicle. If the
hood is not fully latched, it could open when the vehicle is in motion and block your vision.
Failure to follow this warning could result in serious injury or death. Remove the rear shelf if
equipped. Fold the rear seats forward. Using the supplied screwdriver located under cargo floor
in tool kit , remove the yellow tab. Emergency Opening Tab Location A â€” Insert the
screwdriver into the release tab slot to Closing trigger the release tab of the Liftgate. Grasp the
Liftgate closing handle and lower the Liftgate. Lift up on the Load Floor Handle. Reposition the
load floor. Displacement Load Floor To position the load from the lower to the upper position,
proceed as follows: 1. Grasp the load floor handle and lift up the load floor. To open the glove
compartment proceed as follows: 1. Sun Visors Sun visors are located on both sides of the
rearview mirror. Place the sun visor against the door glass by detaching it from the hook and
turning it toward the side window. Slide the visor. Sliding Sun Visor 1 â€” Slide out the sun
visor extender. The Power Inverter can power cellular phones, electronics and other low power
devices requir- ing up to Watts. To avoid overloading The cigar lighter is located on the center
console. Push the circuit, check the power ratings on electrical devices lighter inward to heat.
When the cigar lighter is in use it becomes very hot. To avoid serious injury, handle the cigar
lighter with The ashtray is a plastic container that can be placed into care. The armrest can be
adjusted by moving it in the direction indicated by the arrows. Storage Compartment Push the
storage handle and lift up the armrest to access the storage compartment. Do not operate this
vehicle with a console compart- ment lid in the open position. Driving with the console
compartment lid open may result in injury in a collision. Cupholders There are two cupholders
for the front seat passengers, located in the center console. The handle grip is located on the
passenger side of the instrument panel. The handle can be used to enter or exit the vehicle or
when traveling on rough terrain. Roof rack cargo must be securely tied down before driving
your vehicle. Improperly secured loads may fall off the vehicle, particularly at high speeds, resulting in personal injury or property damage. Fol- low the Roof Luggage Rack warnings and
cautions when carrying cargo on your roof rack. Adjusting Instrument Panel Illumination Light
Sen- sor Inside the speedometer, a light sensor detects ambient light conditions and adjusts the
brightness of the instru- ment cluster. See an The temperature gauge shows engine coolant
tempera- authorized dealer. The reconfigurable telltales section. The main display area will
normally display the main A hot engine cooling system is dangerous. You or menu or the
screens of a selected feature of the main others could be badly burned by steam or boiling
menu. The dedicated message shows in the display. Continued to detect or signal low tire
pressure as intended. Undesirable system opera- TPMS malfunctions may occur for a variety of
rea- tion or sensor damage may result when using re- sons, including the installation of
replacement or placement equipment that is not of the same size, The engine oil level must be
checked The indicator light comes on by turning on the Blue under the hood. This light shows
the status of the electrical Hood Open Warning Light charging system. If the overheated oil
comes in system shut off. Centered â€” Side Distance Warning â€” To reset the oil change
indicator system after ing the following buttons mounted on the steering wheel: performing the
scheduled maintenance , refer to the following procedure. Driving with your foot resting brake
systems. If either of the two hydraulic or riding on the brake pedal can result in abnor- systems
loses normal capability, the remaining mally high brake temperatures, excessive lining system
will still function. This system enhances directional control and stability of the vehicle under
various driving conditions. Continued wheel lock-up and help avoid skidding on slippery
prevailing road conditions. ESC cannot prevent col- surfaces. This could overheat the brakes
and result in may become wet, resulting in decreased performance unpredictable braking
action, longer stopping dis- and unpredictable braking action. When ERM determines that the
rate that wheel lift or rollover may occur. The system will release brake pressure in proportion
to amount of There may be situations where the Hill Start Assist throttle applied. Off feature is
not enabled and will not activate. Enabled feature is enabled and ready but activation conditions
are not met, or driver is actively overriding with brake or throttle application. The driver about
the state HDC is in. Be sure to adapt your speed path intended by the driver and compares it to
the actual and driving to the prevailing road conditions. This is the normal operating mode for

ESC when oper- ating a two-wheel drive vehicle. Al- when it is active. This is normal; the sounds
will stop ways use caution when towing a trailer and follow the when ESC becomes inactive
following the maneuver trailer tongue weight recommendations. In critical situations
understeer- ing, oversteering, braking with different grip conditions , Please pay close attention
to the information in this through the DST function the ESC system controls the Children that
are not big enough to wear the vehicle 8. Do not lean against the door or window. If your seat
belt properly Refer to Child Restraints should vehicle has side air bags, and deployment occurs,
the be secured in a vehicle with a rear seat in child side air bags will inflate forcefully into the
space restraints or belt-positioning booster seats. If the driver or outboard front seat passenger
is unbelted, the Seat Belt Buckle up even though you are an excellent driver, even Reminder
Light will turn on and remain on until both on short trips. The air bags work belts. Inspect the
seat belt system periodically, checking for cuts, frays, or loose parts. Damaged parts must be
re- placed immediately. Position the lap belt so that it is snug and lies low 5. Position the
shoulder belt across the shoulder and across your hips, below your abdomen. To remove chest
with minimal, if any slack so that it is comfort- slack in the lap belt portion, pull up on the
shoulder able and not resting on your neck. At about 6 to 12 inches 15 to 30 cm above the latch
2. Grasp the mini-latch plate and pull the seat belt over plate, grasp and twist the seat belt
webbing the seat. Sit back in seat. Slide the regular latch plate up the webbing as far as
necessary to allow the seat belt to go around your lap. Continued storage, insert the regular
latch plate into the center procedure to detach the mini-latch plate and mini- red slot on the
mini-buckle. The seat belt will auto- buckle, untwist the webbing, and reattach the matically
retract to its stowed position. Page SAFETY Adjustable Anchorage Up Adjustable Anchorage
Down As a guide, if you are shorter than average, you will prefer the shoulder belt anchorage in
a lower position, and if you are taller than average, you will prefer the shoulder belt anchorage
in a higher position. After you release the anchorage button, try to move it up or down to make
sure that it is locked in position. This feature allows The front seat belt system is equipped with
pretensioning the shoulder belt anchorage to be adjusted in the upward devices that are
designed to remove slack from the seat direction without pushing or squeezing the release butbelt in the event of a collision. Page SAFETY Energy Management Feature This vehicle has a
seat belt system with an Energy Management feature in the front seating positions that may
help further reduce the risk of injury in the event of a collision. This seat belt system has a
retractor assembly that is designed to release webbing in a controlled manner. Continued
retract completely in this case and then carefully pull out 12 years or younger, including a child
in a rear- only the amount of webbing necessary to comfortably facing child restraint. Air bags
need room to inflate. Sit back, comfortably extending your arms to reach the steering wheel or
instrument panel. The Advanced Front Air Bags fully inflate in less time than it takes to bolsters
in any way. To get the best protection from the Side Air Bags, events. Continued including some
collisions at certain angles, or some side properly. Turn ignition OFF. While the air bag system
is designed to be maintenance free, if any of the following occurs, have an authorized Ignoring
the Air Bag Warning Light in your instru- dealer service the air bag system immediately.
Continued the fault is cleared. In addition, a single chime will sound protect you. Do not modify
the components or to alert you that the Redundant Air Bag Warning Light wiring, including
adding any kind of badges or has come on and a fault has been detected. You should also make
sure that you can install call 1â€”â€”â€” Continued of car seat. A deploying passenger
Advanced Front turer, and your child may be more severely injured as Air Bag can cause death
or serious injury to a child a result. The child and belt-positioning booster seat are held in the
vehicle by the seat belt. Continued both the lap and shoulder portions of the seat belt Never
allow a child to put the shoulder belt under an correctly. In a crash, the shoulder belt will not
protect a child properly, which may result in serious injury or death. Some seating positions
may have a top tether anchorage but no lower anchorages. In these seating positions, the seat
belt must be used with the top tether anchorage to install the child restraint. LATCH anchorage?
If the center position does not have dedicated LATCH lower anchor- ages, use the seat belt to
install a child seat in the center position next to a child seat using the LATCH anchorages in an
outboard They are just visible when you lean into the rear seat to install the child restraint. You
will easily feel them if you run your finger along the gap between the seatback and seat cushion.
Each will have a hook or connector to attach to the lower There are tether strap anchorages
behind each anchorage and a way to tighten the connection to the rear seatback, near the floor.
To lock the seat belt, pull down on the shoulder part of Automatic Locking Retractor ALR the
belt until you have pulled all the seat belt webbing out of the retractor. Then, allow the webbing
to retract 1. Page SAFETY tether anchorage for that seating position, move the child restraint to
another position in the vehicle if one is available. Route the tether strap to provide the most
direct path for the strap between the anchor and the child seat. If your vehicle is equipped with

adjustable rear head restraints, raise the head restraint, and where possible, route the tether
strap under the head restraint and Continued Transporting Passengers behind the child seat to
secure a child restraint top tether strap. Exhaust gases can injure or kill. They contain carbon
Whenever a change is noticed in the sound of the exhaust monoxide CO , which is colorless
and odorless. If the Vehicle light stays on, flickers, or comes on while driving, have the system
checked by an authorized dealer. Seat Belts Defroster Inspect the seat belt system periodically,
checking for cuts, frays, and loose parts. Always Pedals that cannot move freely can cause loss
of properly reinstall and secure floor mats that have vehicle control and increase the risk of
serious per- been removed for cleaning. Tires Fluid Leaks Examine tires for excessive tread
wear and uneven wear Check area under vehicle after overnight parking for fuel, patterns. A
inside and outside mirrors, fasten your seat belt, and if child could operate power windows,
other controls, present, instruct all other occupants to buckle their seat or move the vehicle.
Cycle the ignition switch attempting to restart the engine. Continued 15 seconds. Vehicles
Equipped With A Mechanical Key Fob: To prevent damage to the starter, do not crank con- To
turn off the engine with, proceed as follows: tinuously for more than 10 seconds at a time. Wait
10 to 15 seconds before trying again. This Wide-open throttle acceleration in low gear can be
detri- should be considered a normal part of the break-in and mental and should be avoided. If
the Brake System Warning Light remains on with Driving the vehicle with the parking brake
engaged, the parking brake released, a brake system malfunc- or repeated use of the parking
brake to slow the tion is indicated. Auto Park Brake is enabled and disabled by customer
selection through the accelerator pedal. This menu based system will guide you EPB Switch
while the driver door is open and the brake through the steps necessary to retract the EPB
actuator in pedal is pressed. Continued clutch damage, even if the clutch pedal is pressed. If
transfer case is in low range the vehicle speeds to Failure to follow the maximum recommended
down- cause engine and clutch damage are significantly shifting speeds may cause the engine
to overspeed lower. Continued you should never exit a vehicle while the engine is warned not to
touch the parking brake, brake pedal running. Before exiting a vehicle, always apply the or the
transmission shift lever. The electronically-controlled transmission provides a precise shift
schedule. Continued tics under all normal operating conditions. You might lose control of the
When frequent transmission shifting occurs such as vehicle and have a collision. Transmission
function is electronically monitored for 4. Wait approximately 10 seconds. If a condition is
detected that could 5. Restart the engine. The Electronic Speed Control buttons are located on
the right side of the steering wheel. Electronic Speed Control Buttons 1 â€” The system should
be turned off when not in use. Release the To Increase Speed accelerator and the vehicle will
operate at the selected When the Electronic Speed Control is set, you can in- speed. Each
subsequent tap of the decrease in set speed. Page Accelerating For Passing Unequal tire sizes
must not be used. Unequal tire size may cause failure of the power transfer unit. This mode
balances traction to ensure maneuverability and acceleration improvement com- pared to a car
with two wheel drive. The device sets the vehicle to road on surfaces with poor traction, such as
roads maximize traction and allow the highest steering ca- covered with snow. Vehicles With
Automatic Transmission: After the end of the intervention of automatic braking, the
transmission may remain in last gear stored: therefore the car could lurch forward, once the
brakes release a few seconds later. The driver must therefore always pay particular attention,
while maintaining control of the car to drive in complete safety. Driving In The Vicinity Of A
Curve Entering or exiting a large curve, the system could detect the presence of a vehicle that is
in front of the car, but that does not preside in the same lane. When the LaneSense system is
ON, the lane lines are gray when both of the lane boundaries have not been detected The
LaneSense button is located on the switch panel and the LaneSense indicator is solid white.
When the LaneSense system is ON, the lane lines are gray when both of the lane boundaries
have not been detected and the LaneSense indicator is solid white. Also, when using the Rear
Park Assist system. Always the sensors could detect the ball mount and hitch check carefully
behind your vehicle, look behind ball assembly, depending on its size and shape, After five
seconds this note will disappear. The delay turned ON , the camera image will continue to be
camera is located above the rear license plate. This will prevent equipment tires and wheels.
TPMS pressures and moisture and dirt from entering the valve stem, warning have been
established for the tire size which could damage the TPMS sensor. Once the when the fault
condition no longer exists. Installing some form of aftermarket window tinting message, an
Inflate to XX message and a graphic that affects radio wave signals. Lots of snow or ice around
the wheels or wheel housings. Operation is subject to the This engine is designed to meet all
emis- following two conditions: sion regulations and provide satisfactory 1 This device may not
cause harmful interference. However, continued heavy spark knock at cifically blended to
reduce vehicle emissions and im- high speeds can cause damage and immediate service is

prove air quality. Carbon monoxide CO in exhaust gases is deadly. Most of these products
contain high concentrations Follow the precautions below to prevent carbon of methanol. Have
any abnormal indentation point indicated by the arrow. Replacement tires driver, all passengers,
options and cargo. The flowing water can erode the streambed causing your When driving
through water, do not exceed 5 mph vehicle to sink into deeper water. This may does most
on-road driving. They might hide damage mud, slush or similar conditions, check the wheels for
to fuel lines, brake hoses, axle pinion seals, and impacted material. You will lose power steering
assistance mo- mentarily until the over temperature condition no longer Continued operation
with reduced assist could pose exists. Once driving conditions are safe, then pull over and a
safety risk to yourself and others. Distribute the load over the front and rear axles maximum
width of the front of a trailer. They are typically used system may reduce handling, stability,
braking for heavier loads to distribute trailer tongue weight to the performance, and could result
in a collision. Engine Max. Tongue Wt. See Note 2. Continued trailer adds to the load on your
vehicle. When parking, apply the parking brake on km the new vehicle is driven. The engine,
axle the tow vehicle. If this vehicle requires tow- are OFF the ground. This may be accomplished
using a ing, make sure the drive wheels are OFF the tow dolly front wheels off the ground or
vehicle trailer ground. Damage from improper towing is not covered under the New Vehicle
Limited War- ranty. Push the switch to turn on the Hazard Warning Flasher. These buttons will
only vehicle issues. Once a connection between the vehicle and a sounds occurring in the
vehicle. Open the engine compartment and remove the head- lamp bulb cap. Headlamp Bulb
Cap Rotate the headlamp bulb socket counterclockwise 3. Push on the locking tab on the
headlamp bulb connec- then pull outwards. Install the headlamp bulb and socket; turn it
clockwise making sure it is properly locked. Carry out the operation of replacing lamps only
with the engine off. Also make sure that the engine is cold, to avoid the danger of burns. Turn
the front wheels completely. Use a suitable tool to remove the access door. Remove the
electrical connectors. Rotate in a counterclockwise direction on the left- 2 â€” Turn Signal Bulb
Socket hand socket or in a clockwise direction on the right-hand socket and remove the bulb
and bulb socket. To replace the bulb gently push bulb and rotate 6. Insert the new bulb by
pushing on it and turning it counterclockwise. Make sure the bulb is correctly locked in place.
Install the bulb and sockets and rotate them clockwise right side and clockwise left side ,
making sure that it is properly locked. By pushing the electrical connector tab remove the 4.
Rotate the bulb counterclockwise, and then replace the electrical connector. Insert the new bulb
in the socket, making sure the bulb is locked into place. Remove lamp assembly by sliding it
toward the out- side. Front Side Indicators To replace the bulb proceed as follows: 1. Operating
from inside the engine compartment using a suitable tool release the retaining clip. Lamp
Assembly Lamp Retaining Clip Remove the electrical connector by pushing the tab 4. Rotate
counterclockwise to release the bulb socket then disconnect the electrical connector. Electrical
Connector Bulb Socket Remove the bulb from the socket 6. Insert the new bulb in the socket.
Reinstall the bulb and socket into the lamp assembly by turning it clockwise, making sure it is
locked into place. The procedure is described as a guideline. For the replacement of the lamp it
is recommended that you contact your authorized dealer. To replace the bulb proceed as
follows: 1. Remove the transparent lens assembly as shown. Transparent Lens Removing the
mirror cap Remove the bulb socket and bulb from the transparent lens assembly by rotating the
socket counterclockwise. Insert the new bulb, making sure that it is locked into Transparent
Lens Assembly place 4. Reinstall the cover on the outside rear view mirror, making sure it is
locked into place. Disconnect the electrical connector by pushing the 5. Remove the rear tail
lamp, sliding it toward the release. Unscrew the screws and remove the rear tail lamp holder.
Reassemble the lamp assembly on the rear tail lamp License Plate Lights housing, tightening
the screws. To replace the bulbs proceed as follows: Reposition the rear tail lamp on the car.
Using a suitable tool remove the license plate lens. Insert the new bulbs, and ensure that they
are properly locked between the contacts. Reinstall the license plate lens. NOTE: If removal the
license plate lens using a screw- driver, be sure to cover the tip of the screwdriver with a cloth
so no damage is done to the lenses or the vehicle paint. Release the retainer clips and bulb
housing as shown. Front Courtesy Light To replace the bulbs proceed as follows: 1. Using a
suitable tool remove the front courtesy light as shown. Front Courtesy Bulb Housing 1 â€”
Replace the bulbs by pulling straight out of bulb 4. Insert the new bulbs, making sure that they
are housing. Reassemble the bulb housing and courtesy light hous- ing making sure that they
are properly locked. Lift the cover of the mirror and pull out the visor mirror light cover. Replace
the bulb, releasing it from the side contacts, and then insert the new bulb, making sure that it is
properly locked between the contacts. Open the glove compartment; 1. Using a suitable tool
release the lamp assembly at both the ends. Insert the new bulb, locking it between the
contacts. Reinstall the dome light. Lower the handle in the direction shown remove the dome

light. Open the light cover and replace the bulb. Bulb 3. Light Cover 4. Close the light cover over
the bulb. Interior Cargo Lights 4. General Information The fuses protect electrical systems
against excessive current. Open the liftgate. Remove the jack and wheel bolt wrench. Lift the
access cover using the load floor pull strap. Remove the spare tire. A loose tire or jack thrown
forward in a collision or hard stop could endanger the occupants of the ve- hicle. Chock both
the front and rear of the wheel diagonally opposite of the jacking position. For 1. Park the
vehicle on a firm level surface as far from the example, if changing the right front edge of the
roadway as possible. Remove the spare tire, jack, and wheel bolt wrench. If equipped with
wheels where the center cap covers the wheel bolts, use the wheel bolt wrench to pry the center
cap off carefully before raising the vehicle. Raise the vehicle just enough to remove the flat tire.
Raising the vehicle higher than necessary can make the vehicle less stable. It could slip off the
jack and hurt someone near it. Raise the vehicle only enough to remove the tire. Remove the
wheel bolts and tire. Lower the vehicle to the ground by turning the jack handle
counterclockwise. For further infor- Securely stow the jack, tools, chocks and flat tire. Always
stow the jack parts and the spare tire in the places provided. Lower the jack until it is free. Stow
the jack and tools back in the proper storage location. Release the Electric Park Brake before To
avoid the risk of forcing the vehicle off the jack, driving the vehicle. Continued directly to the
tire valve and repeat the inflation process. In When the correct pressure has been reached, start
driving case of an allergic reaction or rash, consult a physician the vehicle to uniformly
distribute the sealant inside the immediately. Peel off the warning label from the bottle and
place it on the dashboard as a reminder to the driver that the tire has been treated with Tire
Service Kit. If your vehicle has a discharged battery it can be jump- Do not use a portable
battery booster pack or any started using a set of jumper cables and a battery in other booster
source with a system voltage greater another vehicle or by using a portable battery booster
than 12 Volts or damage to the battery, starter motor, Lift up on the cap to gain access to the
The battery in your vehicle is located in the front of the positive battery post. Failure to follow
this jump-starting procedure could result in personal injury or property damage due to 2.
Connect the negative - end of the jumper cable to the 5. Start the engine in the vehicle that has
the booster negative - post of the booster battery. Turn ignition ON. Depending on the nature of
the event the left and right 3. Refer to Switch OFF. Idle the vehicle with You or others can be
badly burned by hot engine the air conditioner turned off until the pointer drops coolant
antifreeze or steam from your radiator. Carefully separate the shift lever bezel and boot
assembly from the center console. Push and maintain firm pressure on the brake pedal. Insert a
small screwdriver or similar tool down into 6. Using the special tool supplied located in the tool
bag , remove the screws in the lower steering column trim cover and remove it. With one hand,
pull down on the release tab and with the other, pull out the ignition key. Release Tab Direction
6. Once the key is removed, reinstall the steering column cover. Release Tab Location If your
vehicle becomes stuck in mud, sand or snow, it can often be moved using a rocking motion.
Forces gener- may lead to transmission overheating and failure. Acceptable methods are to tow
the one in the rear and two mounted on the front of the vehicle on a flatbed, or with one end of
the vehicle raised vehicle. During towing remember that vehicle stranded off road. Do not use
tow hooks for not having the aid of the power brakes and the electro- tow truck hookup or
highway towing. NOTE: Under no circumstances should oil change inter- vals exceed 10, miles
16, km or one year, which- Required Maintenance Intervals. Page Engine Compartment - 1. Page
Engine Compartment - 2. Checking engine oil level when the engine is cold will Do not overfill
the engine with oil. Your vehicle is equipped with a maintenance-free battery. The air induction
system air cleaner, hoses, etc. Continued an output greater than 12 Volts. Do not allow cable
battery case. Cable clamps should be tight on the clamps to touch each other. Poor perfor- the
wiper blades are activated for ms. Lift the front wiper arm upward to raise the wiper blade off of
the windshield. Push the release button on the arm of the wiper blade. Push the wiper blade up
the and remove it. Carefully lift the rear wiper arm upward to raise the wiper blade off of the
liftgate glass. Continued haust system and adjacent body areas for broken, dam- be grass or
leaves coming into contact with your aged, deteriorated, or mispositioned parts. Open seams
exhaust system. Continued operation of your vehicle with a severe To minimize the possibility
of catalytic converter dam- malfunction could cause the converter to overheat, age If the engine
coolant antifreeze is dirty or rusty in appearance, the system should be drained, flushed and
refilled with fresh engine coolant anti- WARNING! Continued maintenance intervals. Do not
overfill. Other designs may the coolant expansion bottle. If engine coolant anti- result in
unsatisfactory engine coolant antifreeze freeze needs to be added, the contents of the coolant
performance, poor gas mileage, and increased emis- expansion bottle must also be protected
against freez Protection Of Body And Paint From Corrosion If a transmission fluid leak occurs,
visit your autho- Vehicle body care requirements vary according to geo- rized dealer

immediately. Severe transmission dam- graphic locations and usage. They will perma- Stain
Repel seats may be cleaned in the following man- nently damage this finish and such damage is
not cov- ner This will weaken the fabric. Sun damage can also weaken the fabric. When
installing hanging air fresheners in your vehicle, read the installation instructions carefully. In
the case where it is necessary to lift the vehicle, go to A frayed or torn belt could rip apart in a
collision and a your authorized dealer or service station. Tire Markings design standards. Cold
tire inflation pressure is defined as the tire pressure after Cold Tire Inflation Pressure the
vehicle has not been driven for at least three hours, or driven less than 1 mile 1. Tire size
designed for your vehicle. Cold tire inflation pressures for the front, rear, and spare tires.
Loading The vehicle maximum load on the tire must not exceed the load carrying capacity of the
tire on your vehicle. Overloading of your tires is dangerous. Use tires of the cause collisions.
Summer tires provide traction in both wet and dry Damaged Run Flat tires, or Run Flat tires that
have conditions, and are not intended to be driven in snow or experienced a loss of pressure
should be replaced imme- on ice. A Run Flat tire is not repairable. Because of the reduced
ground clearance, do not take your vehicle through an automatic car wash with a It is not
recommended driving a vehicle loaded at full compact or limited-use temporary spare installed.
Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel speeds may
cause tire dam- age or failure. A tire could explode and injure some- one. This can cause
unpredict- Replacing original tires with tires of a different size able handling and stress to
steering and suspen- may result in false speedometer and odometer read- sion components.
This rotation pattern does not apply to some different loads and perform different steering,
handling, directional tires that must not be reversed. Proper operation of four-wheel drive
vehicles de- pends on tires of equal size, type and circumference on each wheel. Chassis
Number The chassis number VIN is stamped on a plate located on the left front corner of the
instrument panel cover, which is visible from outside the car through the windshield. To avoid
the risk of forcing the vehicle off the jack, do not tighten the lug nuts fully until the vehicle has
Engine Oil â€” Refer to your engine oil filler cap for correct SAE grade. Many features can vary
by vehicle. Turn the control knob to scroll through menus and change settings i. To set the
When in this display, you may sync the time with GPS. To change the Greeting Lights while the
engine is running. The compass will now function normally. Fade settings. Press the back arrow
button on the touch- This feature will allow you to adjust the hours. The Sync screen to return to
the previous menu. Pushing the top of the rocker of the steering wheel. Visit UconnectPhone.
Reduce background noise. Wind and passenger con- versations are examples of noise that may
impact recognition. Speak clearly at a normal pace and volume while facing straight ahead. The
microphone is positioned on the rearview mirror and aimed at the d
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river. Each time you give a Voice Command, you must first push either the VR or Phone button,
wait until after the beep, then say your Voice Command. Push the VR button. When the
Phonebook button is illumi- nated on your touchscreen, your system is ready. Check
UconnectPhone. Push the Phone button. Push Yes. Stuck in Traffic. See you later. Page
Navigation 6. To enter a destination, push the VR button. Page Mobile App 6. Check your
personal inbox for an email from Mobile App 6. Once you have downloaded the 5. Click on the
link inside the email within 72 hours and App, you may start your vehicle or lock it from virtually
complete the easy online registration process to create any distance. Page Voice Texting 6.
Listen to the prompt. All you need to do message you would like to send. All rights reserved.
Mopar and you call. Android is a trademark of Google Inc. Use frequency signals. Mobile
two-way radios and telephone only fully shielded coaxial cable. Print page 1 Print document
pages.

