Mitsubishi fuse box

To prevent damage to the electrical system due to shortcircuiting or overloading, each
individual circuit is provided with a fuse. To put back the fuse lid, line up the fuse lid hook A
with the clamp B on the instrument panel and push the lid back in. The fuse boxes in the
passenger compartment are located behind the glove box at the position shown in the
illustration. While pressing the side of the glove box, unhook the left and right hooks B and
lower the glove box. The fuse capacity and the names of electrical systems protected by the
fuses are indicated on the inside of the fuse lid LHD vehicles , the inside of the glove box RHD
vehicles and inside of the fuse block cover inside of the engine compartment. Always use a fuse
of the same capacity for replacement. The fuse box does not contain spare 7. If one of these
fuses burns out, substitute with the following fuse. We recommend you to have your vehicle
checked. Use the fuse puller to insert a new fuse with the same capacity. Make sure you insert
the fuse into the same location in the fuse block. Doing so could cause the circuit wires to
overheat and create a fire. Luggage hooks There are 4 hooks located on the side walls of the
luggage compartment. Use the hooks on the floor for securing the luggage. Keyless entry
system Press the remote control switch, and all doors and the rear hatch will be locked or
unlocked as desired. It is also possible to operate the outside rear-view mirrors. See also:
Luggage hooks There are 4 hooks located on the side walls of the luggage compartment. Years
of production: When it comes to power-packed automobiles, then Mitsubishi provides a
significant advantage. One of the best models that have gained massive popularity is the L fifth
generation which was launched in , and till now it is in production due to its significant
popularity. It was launched in Malaysia in May in the name of Mitsubishi Triton. These are
differentiated because some specifications such as VGT models are equipped with 2. This
enables it to produce PS of power and Nm of torque. This is one of the compact pickup truck
that can provide all the essential features. One can get optimal performance with the help of a
power-packed engine. This model went to sale in early Since then, this has been equipped with
some of the necessary advancements. Apart from that, there were some problems with this
model as it has not gained much popularity in Japan due to high excise duty. In recent years
this model was refreshed with some updates. These updates are the new front fascia, which is
inspired by Montero sport and Pajero. Apart from these, there are slight changes, in the interior
also that makes it quite attractive. This model has also been updated with a rear air circulator
that is attached to the interior roof. It helps in regulating the flow of air. This model of a pickup
truck from the automobile giant Mitsubishi is an apt automobile for those who want a rugged
drive with extra space to carry essentials. Mitsubishi is not going to stop the production, and if
you are looking for power-packed performance with immense space, then this is an apt choice.
Login Register. Mitsubishi L fifth edition This is one of the compact pickup truck that can
provide all the essential features. In the engine compartment, the fuse block is located as
shown in the illustration. Electrical system Capacity 1 Tail lamp left 7. Ford Fiesta VI - : Fuse
box. Volvo C30 I - : Fuse box. David Hobbs helped make these videos. The video above shows
how to replace blown fuses in the interior fuse box of your Mitsubishi Eclipse in addition to the
fuse panel diagram location. Electrical components such as your map light, radio, heated seats,
high beams, power windows all have fuses and if they suddenly stop working, chances are you
have a fuse that has blown out. If your Eclipse is experiencing electrical problems, you should
always check the fuses first, because they are relatively easy to check and cheap to change.
Some Mitsubishis have multiple interior fuse boxes including in the trunk - the video above will
show you where the interior fuse box of your Eclipse is located. If your Eclipse has many
options like a sunroof, navigation, heated seats, etc, the more fuses it has. Some components
may have multiple fuses, so make sure you check all of the fuses that are linked to the
component in question. If you need to replace a blown fuse in your Eclipse, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Eclipse. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Transmissions that leak
fluid usually have never been flushed and the seal is finally leaking. The right stop leak product
can cure a lot. Car companies often use the same engines in different cars. They also slightly
alter the styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Check your brake fluid. Checking your brake

fluid from time to time is a great way to ensure safe stopping. Dealing with minor transmission
fluid leaks. Proper jumpstart procedure. Learning how to jump your car before you need to is an
excellent idea. Replace reverse light. White light when you back up - yup, they burn out and you
can replace them with bright LEDs. See all videos for the Mitsubishi Eclipse. We have a massive
and growing video library, but we don't have everything Lake Chevy helped make these videos.
The video above shows how to replace blown fuses in the interior fuse box of your Mitsubishi
Montero Sport in addition to the fuse panel diagram location. Electrical components such as
your map light, radio, heated seats, high beams, power windows all have fuses and if they
suddenly stop working, chances are you have a fuse that has blown out. If your Montero Sport
is experiencing electrical problems, you should always check the fuses first, because they are
relatively easy to check and cheap to change. Some Mitsubishis have multiple interior fuse
boxes including in the trunk - the video above will show you where the interior fuse box of your
Montero Sport is located. If your Montero Sport has many options like a sunroof, navigation,
heated seats, etc, the more fuses it has. Some components may have multiple fuses, so make
sure you check all of the fuses that are linked to the component in question. If you need to
replace a blown fuse in your Montero Sport, make sure you replace it with one that has the
same amperage as the blown fuse. If checking and replacing the fuse for the component in
question doesn't work, we recommend seeking assistance from a trusted professional
mechanic. They should be able to figure out if the component needs to be replaced or if there is
a short or some other problem with your Montero Sport. Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. Driving with your phone pressed against
your ear is illegal in many places. See how to talk hands free! Car companies often use the
same engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the
most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars.
Checking the windshield washer fluid. There's no reason to check the washer fluid level without
adding some - see how to do it here! How to seal minor transmission fluid leaks. Minor
transmission fluid leaks can often be fixed with the right sealant - see how to do this. Pair your
phone. Seal minor power steering fluid leaks. See how to seal up minor power steering fluid
leaks. See all videos for the Mitsubishi Montero Sport. We have a massive and growing video
library, but we don't have everything Post a Comment. Fuse block location. There are fuse
blocks in the passenger compartment and in the engine compartment. Pull the fuse lid to
remove it. A- Main fuse block B- Sub fuse block Main fuse block. Open the glove box. Uncouple
the rod A on the right side of the glove box. While pressing the side of the glove box, unhook
the left and right hooks B and lower the glove box. Remove the glove box fastener C , and then
remove the glove box. Sub fuse block. When changing the fuse of the sub fuse block, perform it
with the hole of the bottom cover. Engine compartment Fuse Block. In the engine compartment,
the fuse blocks are located as shown in the illustration. Fuse load capacity The fuse capacity
and the names of electrical systems protected by the fuses are indicated on the inside of the
fuse lid LHD vehicles , the back side of the glove box RHD vehicles and inside of the fuse block
cover inside of the engine compartment. Always use a fuse of the same capacity for
replacement. Passenger compartment fuse Panel Diagram. Electrical system F3 Electric parking
brake 7. Sub fuse block Type 1. Sub fuse block Type 2. Identification of fuse Capacity Colour 7.
Fuse replacement 1. Remove the fuse puller A from the inside of the fuse block cover in the
engine compartment. Referring to the fuse load capacity table, check the fuse pertaining to the
problem. NOTE - If any system does not function but the fuse corresponding to that system is
normal, there may be a fault in the system elsewhere. We recommend you to have your vehicle
checked. Insert a new fuse of the same capacity by using the fuse puller into the same place the
fuse block. Doing so could cause the circuit wires to overheat and create a fire. Email This
BlogThis! No comments:. Newer Post Older Post Home. Subscribe to: Post Comments Atom.
Passenger compartment Fuse Panel Diagram. Engine compartment fuse Panel Diagram. This is
NOT the fuse panel that is sometimes located in the interior of the vehicle. Fuses may or may
not be included with the fuse box. Any included fuses are considered a free bonus and not
covered by any kind of warranty. In most cases the fuse box will be unplugged from the vehicle
wiring harness. In some cases a wiring pigtail may still be attached to the fuse box, but is not
covered by our warranty. No photos of the actual fuse box are available. A Stock photo showing
multiple fuse boxes from random vehicles has been used as a general representation. This is
NOT a manufacturer part number, and can be disregarded. This will fit: Mitsubishi Mirage eng.

Room Relay Mitsubishi Mirage eng. Room Relay, A You will only receive what is pictured unless
otherwise stated in the description. Please do not assume anything else will be included if it is
not pictured. All of the parts we sell are guaranteed to be in good working condition unless
otherwise noted. We ONLY guarantee the part s will fit the vehicle s listed in the description. If
your vehicle was not originally equipped with the EXACT part s listed, it is your responsibility to
consult a dealer to see if it will fit your application. Additional items may be needed if this is an
upgrade or custom installation. Please consult your local dealer for ALL other applications. We
do our best to prevent these issues from happening and apologize for any inconvenience it may
cause. Boxes - Check the ebay 'Shipping and Payments' tab for more info. PayPal Only Credit
Cards can be used through PayPal NO credit cards, cash, or any form of checks will be
accepted for example: certified, personal, or company checks. Tax - U. Residents Applicable
sales tax will be collected for all orders where it is required by law. Tax - Canada Residents Part
must be located in Canada Sales tax will be charged when parts are sold to customers in
Canada. Please check rates below. Due to heavy sales volume and limited staff, we are only able
to respond to questions related to orders. Unfortunately, we do not have the resources to
respond to fitment or other general questions. Please read our listings to hopefully find the
answers you are looking for. We hope you and your family are safe and healthy. Vehicle Engine
Size:. Ad vertisements. In this article, we consider the second-generation Mitsubishi Outlander,
produced from to Here you will find fuse box diagrams of Mitsubishi Outlander , , and , get
information about the location of the fuse panels inside the car, and learn about the assignment
of each fuse fuse layout. It is located behind the cover to the left of the steering wheel. A â€”
Main fuse block Open the personal compartment and pull to remove it. B â€” Sub fuse block
Remove the personal compartment in the same way that you would with the main fuse block,
use the fuse remover to pry loose the 2 clips E on the bottom cover. The fuse box is located in
the engine compartment left-side. How to check the fuses? How to replace a blown fuse? Why
do car fuses blow? Types of automotive fuses. Mitsubishi Outlander The location and function
of fuses in cars produced at other times may differ. Table of Contents. Fuse box location. Fuse
box diagrams. Learn more: How to check the fuses? What a blown fuse looks like? We use
cookies to ensure that we give you the best experience on our website. If you continue to use
this site we will assume that you are happy with it. Ok Privacy policy. Quick Links. Table of
Contents. Owner's Manual. Chapters Table of Contents 6 3. Opening and Closing 26 5. Switches
and Controls 42 6. Instruments and Warning Lamps 66 7. Starting and Driving 78 9. Heating and
Air Conditioning Interior Equipment and Accessories Simple Inspection and Service Useful
Advice for Emergencies Page 4 Please keep this manual in the vehicle so it is always available
for reference. If you sell the vehi- cle, make sure the next owner receives this manual and is
aware of its contents. Page 5 Reading the handbook The information in this manual is accurate
as of the time of printing. Because of differences in specifica- tions and improvements that may
be added after preparation of this manual, some of the explanations and illustrations in this
handbook may not apply to your vehicle. The following symbols are used throughout this
handbook: : optional equipment : requests that reader should refer to the page of the number
indicated. Recommendation to drivers Page 8 1. Recommendation to drivers Chassis and
engine numbers Page 9: Recommendation To Drivers Recommendation to drivers Chassis and
engine numbers If presented at the time of repair or parts order, the chassis number and engine
number will facili- tate the quick and smooth processing of your requests. Page Maintenance
Recommendation to drivers Maintenance Checking your vehicle at regular intervals is very
important for maximizing performance and extend- ing service life. It is recommended that you
make a habit of performing the following inspections. This manual describes simple
maintenance checks and procedures that can be carried out by the owner. Page Fuels
Mitsubishi Fuso trucks. Use condition Recommendation Normal operation at To open the cap,
slowly turn it counterclockwise. To close the cap, turn it fully clockwise. If NHTSA receives
similar complaints, it may open an investigation, and if it finds that a safety defect exists in a
group of vehicles, it may order a recall and remedy campaign. We are equally proud of our
corporate commitment to promote the highest possible degree of customer satisfaction with
our products and services. Page Warning Labels 2. Warning labels Locations in cab Be sure to
read them before using the vehicle. Page 22 Locations outside cab Z Page Opening And Closing
3. Opening and closing Starter key You can purchase more starter keys if you inform an
authorized dealer of this number. Do not grasp any other part of the vehicle since it could break.
Otherwise, the child may accidentally operate the power window switch and get its hands or
head trapped. Seat and steering wheel adjustments Seats Be sure to stop the vehicle and set
the parking brake before performing any adjustment of the seat. After making the adjustment,
release the lever and move the seat back and forth slightly to lock it in position. Hold tang and
gently extend the belt. If the belt locks or is difficult to extend, let it retract and pull it gently

again. Take care that the belt does not become twisted. Insert the tang into the buckle until you
hear a click. Press the red button to unlock the buckle. When the belt is not in use, insert its
tang into the buckle. Unless the lever returns to its original position, the steering wheel may
move while the vehicle is in motion and cause an accident. Page 42 5. Switches and controls
Arrangement of switches and controls When starting the engine or entering or leaving a garage,
do not run the engine for longer than is necessary as the accumulation of exhaust gas in closed
areas is very dangerous. Page Starting Procedure Switches and controls NOTE: For safety, the
engine in a manual transmission vehicle cannot be started unless the gearshift lever is in the
neutral position. Page 50 3. After the engine has started, let it warm up until the water
temperature gauge needle begins to move. Page 52 NOTE: Idling the engine for long time
wastes fuel, and is therefore detrimental to environmental protection and resource
conservation. So shut down the engine whenever you leave the vehicle, even for a short period.
After the engine has been idling for a relatively long time, white smoke may be given off from
the muffler when driving off from a standstill and accelerating. This may also cause trouble in
the fuel injection system. Page Pedals 4. It is dangerous for a floor mat to cover the accelerator
pedal or for floor mats to be laid in multiple layers since the acceler- ator pedal may be
prevented from returning Driving with your foot on the clutch pedal could prevent engine
braking and exhaust braking from taking place. Select lever positions carefully to ensure proper
engagement of each gear. Page 57 Switches and controls 3: Used when driving at low speeds or
when pow- erful engine braking is needed on a downhill road. Gearshifts made automatically
between the 1st through 3rd gears. Page Combination Switch Switches and controls Parking
The parking brake is activated when the parking brake lever is fully pulled out. The warning
lamp lights up simultaneously. Releasing Raise the lever slightly, press the end button , and
lower the lever with the button still pressed. Make sure that the warning lamp goes out. Page 61
Switches and controls 5 Exhaust brake WARNING Using the exhaust brake on a wet, frozen,
snow-covered, or otherwise slippery road surface when the vehicle is lightly loaded or not
loaded can cause the tires to slip on the road surface, resulting in a skid. Do not use the
exhaust brake on slippery road surfaces. Doing so could cause the transmission to fail. Wiper
and washer switch WARNING In cold weather, warm the windshield with the heater before
operating the washer since washer fluid could otherwise freeze onto the windshield and
obstruct your vision. The hazard warning lamps may be used as a warn- ing to other vehicles
when you suddenly find it nec- essary to stop your vehicle in emergencies. Page Rearview
Mirrors Rearview mirrors The mirror stay can be swung manually in the direc- tion indicated by
the arrow. Swing the stay to the inward position if the mirror is obstructing free movement of
the vehicle, for exam- ple, when turning a tight corner, passing an oncom- ing vehicle or parking
in a narrow place. Page 66 6. Instruments and warning lamps Arrangement of instruments and
warning lamps This occurs when the engine is driven by the wheels during downhill driving or
downshifting. Persistent overrevving can lead to an engine breakdown. Some lamps shown
here, however, may not be installed on your vehicle. Illumination of certain warning lamps is
accompa- nied by sounding of a buzzer. If the parking brake is applied, the buzzer will stop. For
safety, never drive with the vehicle in this condition. The lamp will go out if the engine is
started. Check the brake fluid level. Replenish the reservoir if the level is too low. It should go
out in a few seconds. It should go out when the engine starts. Illumination of red lamp
Illumination of the red engine control warning lamp indicates a fault in the electronic control
circuitry of the fuel injection system. The illumination of this lamp indicates a fault in the
automatic transmission electronic control system. Page 78 7. Starting and driving Precautions
when setting the vehicle in motion WARNING Z Carrying fuel in the cabin is extremely dangerous because an increase in the cabin tem- perature could cause fuel vapor to catch fire or
cause the container to rupture. Page Precautions For Driving Precautions for driving Observe
the following precautions while driving. Should you notice anything unusual about the vehi- cle,
immediately stop the vehicle and inspect the relevant sections to find the cause of the trouble. If
you are unable to identify the cause of the trouble or unable to do the repairs yourself, call your
nearest authorized dealer. Be careful not to hit pedestrians and obstructions with the mirrors
when driving on narrow roads. Looking at the mirrors while driving causes your line of vision to
move significantly. Be sure to keep paying attention to safety ahead of the vehicle. Partially
depressing the clutch pedal while the vehicle is in motion causes the clutch to slip and shortens
the service life of the clutch. Page Tips For Improving Fuel Economy Starting and driving Tips
for improving fuel economy Observe the following precautions to achieve maxi- mum fuel
economy and to extend tire life. Page Braking Braking When driving downhill, use engine
braking as well as exhaust braking in combination with the foot brake. Page 85 Starting and
driving NOTE: When driving on slippery surfaces, activating the brakes could lock the wheels
and the vehicle is very likely to lose directional control due to resulting skids. The ABS

minimizes such wheel locking by electronically controlling the braking force of each wheel.
Always slow down before enter- ing a curve. Doing so makes both engine braking and exhaust
brake inopera- tive, which in turn excessively burdens the ser- vice brakes. Racing the engine is
useless and even worsens the condition as the spinning Z wheels will make ruts deeper. Avoid
parking on slopes. When you cannot avoid parking on a slope, apply chocks to the wheels. You
can further improve safety by leaving the steering wheel turned so the vehicle will roll toward an
obstacle for example, a Z In a manual transmission vehicle, put the gear- shift lever in the
neutral position when the vehi- cle is stationary. Doing so is danger- ous as power is
transmitted to the wheel which is on the ground and the vehicle could move. Page Loading
Cargo Loading cargo 1 Do not overloading the vehicle. Also, overloading the vehicle places
excessive stress on vehicle parts, shortening their service lives. Page 93 Starting and driving 2
How to load cargo Improperly loaded cargo not only is unstable but also may result in uneven
weight distribution which could damage the cargo deck and frame. Page 8. The 4WD mode can
be used for extra traction on rough road surfaces and on snow-covered road surfaces in
mountainous regions, for example. Select the most suitable com- bination according to the
driving conditions. Illumi- Mode-range nated Stop the vehicle and depress the clutch pedal. Z 2.
After moving the lever fully to the HIGH range or LOW range position, make sure that the
indicator lamp has come on or gone off and then release the clutch pedal. Start out slowly.
Drive at low speeds, keeping the speed as constant as possible. Page 9. Heating and air
conditioning Front air outlets Warm air is, therefore, not avail- able until the coolant temperature
becomes suf- ficiently high. Page Heating and air conditioning Air selector switch Pressing the
air selector switch allows you to toggle the setting between recirculation of inside air and
introduction of outside air. With the dial in the position , most air is directed toward the feet and
the rest of the air is directed toward the windshield. Page Heating and air conditioning 2 Using
the controls To heat the cab Place the mode selector dial in the position or in the position. Z For
cool airflow toward the head and warm airflow toward the feet Place the mode selector dial in
the position or in the position. They will suffer from dangerously high interior temperatures
should the air conditioning accidentally stop. Page Heating and air conditioning Fan speed dial
The fan speed dial allows you to adjust the fan speed in four steps. Turn the dial in the direction
of arrow to increase the fan speed and in the direc- tion of arrow to reduce it. Page Air
conditioner switch Pressing the air conditioner switch activates the air conditioner, which has
cooling and dehumidifying functions. The indicator lamp in the switch comes on at this time.
Pressing the air conditioner switch once more stops the air conditioner. Z Mode selector dial
Use the mode selector dial to select outlets as Page Heating and air conditioning 2. With the dial
in the position , air is directed equally toward the feet and windshield. Z 2 Using the controls To
heat the cab Place the mode selector dial in the position Page To ventilate the cab Press the air
selector switch to select outside air, and place the mode selector dial in the position. Z To cool
the cab Press the air conditioner switch to activate the air conditioner, then use the temperature
control dial to set a comfortable temperature. Check the refrigerant level if the air conditioner
stops working efficiently. Page Interior equipment and accessories Cigarette lighter Push the
cigarette lighter all the way in. It will soon pop back to the original position with its core red hot.
Page Ashtrays Ashtrays Remove and empty the ashtrays when they become full. Close ashtrays
completely. Empty the ashtray before it becomes full completely as too many stubs crammed
into the ashtray could catch fire. They could break. Sun visors The sun visor screens your eyes
from sunlight. Page Using The Radio Card holder The card holder can be used to hold expressway tickets and similar items. Z Pocket The pocket may be used as a radio or other audio
equipment mounting space. Even though these are protected against interference from
electromagnetic emissions, you should refer to an authorized dealer before fitting equip- Z ment
that emits strong signals, such as mobile telephones. In Cold Weather In cold weather Coolant
This additive combines both antifreeze and anti- rust capabilities to sufficiently protect the
cooling system from freezing up. Page 3. Temporarily connect hook of outside chain as shown.
Z 4. Pull the middle chain as far as possible and connect its hook. Pull both ends of outside
chain as far as pos- sible and connect hook Z 6. Simple Inspection And Service Simple
inspection and service General precautions for servicing the vehicle Exhaust emissions contain
carbon monoxide, which can cause unconscious- ness or death if breathed. Clearance in front 1
m or more 3. Flammable objects left inside the engine compartment can cause fires. Page
Pre-Operational Checks Simple inspection and service 4. Push down lever B until the pin
engages with the latch. Check that lever B cannot be pulled up. Page Simple inspection and
service Defroster Make sure that warm air blows properly onto the windshield. Check lamp
lenses for dirt and dam- age. Page Seat belts Confirm that the seat belt buckles function correctly when fastening and unfastening. Z 3 While walking around the vehicle Z Wheels and tires
Check the disc wheels for cracks and other damage. Check the tires for inflation pressure, tread

groove depth, foreign objects in grooves, cracks, and uneven wear. Page Simple inspection and
service Suspension springs Check for broken springs and tilt of vehicle body toward either
side. Z License plate and reflector condition Check the license plate and reflectors for loose
installation, damage, and dirt. Following the mainte- nance schedule will give optimum results.
Be sure to use engine oil with a classification of CD or higher. Quantity required: Approx. Tilt
the cab. Open the inspection cover in the rear floor mat. Release the lock , then open the hatch
3. Page Adding oil 1. Clean the area around oil filler cap to prevent dust and dirt from entering
the engine. Remove the oil filler cap and add oil as neces- sary. Page Simple inspection and
service 5. Carefully pour fresh engine oil through the oil filler. Wait for more than 5 minutes and
check the oil level using the oil level gauge. Crank the engine with the starter switch, then start
the engine. Page Quantity required: Model Quantity Approx. Page Automatic Transmission Fluid
Simple inspection and service 4. Install the inspection plug. Remove the level gauge that is
located behind the cab. If it is difficult to remove, tilt the cab. On the Crew-cab models, open the
inspec- tion cover in the rear floor mat. Add oil through the inspection plug hole until it reaches
the bottom of the hole. Page Brake Fluid Simple inspection and service Check 1. Remove
inspection plug and make sure that the oil is topped off. If insufficient, add oil through the
inspection plug hole until it is full to the brim. Check whether the reservoir tank contains foreign
matter. If you see foreign matter in the reservoir tank, have the reser- voir tank inspected and
cleaned by an authorized dealer. Mixing two or more different fluids will change their properties
and could cause a failure. NOTE: Inspect the power steering fluid level after stopping the engine
and allowing the power steering fluid to cool. Page Filter Elements Simple inspection and
service 6. Clean the end of the guide pipe for the level gauge with yellow painted mark , then
with- draw the level gauge and wipe off all the fluid that is stuck to it. Next, insert the level
gauge and gently withdraw it. Always replace the filter element with a new one. Oil remaining on
the engine surface could catch fire. Page Simple inspection and service 9. Start the engine and
check for oil leakage. Stop the engine and, after letting it stand for more than 30 minutes, check
the oil level. Page 1. Confirm that the parking brake lever is pulled. Prevent the vehicle from
moving by blocking the wheels with chocks. Clean the filter and the surrounding area to prevent dirt from entering the new element. Place a can under the fuel filter to catch fuel. Overtightening could damage the filter case. Install the sensor to the filter case and connect the
connector. Undo the three clamps and remove the cover 2. Pull element straight down to
remove. Z 3. From the inside of the element, blow com- pressed air evenly up and down along
the pleats of the filter paper. Page Draining Water From Fuel Filter Simple inspection and
service Draining water from fuel filter If the warning lamp lights up, there is water in the fuel
filter in an amount exceeding the limit. Page Engine Coolant - Check And Replacement Engine
coolant â€” check and replacement At the time of pre-oper- Inspection intervals ational check
Replacement intervals Every 24 months If the coolant becomes very dirty, replace it immediately regardless of the specified replacement inter- vals. Page 5. Refit the pressure cap by
turning it clockwise, then securely retain the fastener in the groove on the engine. Refit the cap
tightly. Page Simple inspection and service 2. Remove the cap from the reservoir tank 3. Unlock
the pressure cap by raising the fas- tener. Pour the coolant slowly to prevent air from mixing
with it. Check that the coolant level in the pressure cap opening does not go down, then fit the
pressure cap turn it clockwise until it is tight and press down the fastener to lock the pressure
cap in Page V-Belts - Check And Adjustment Simple inspection and service V-belts â€” check
and adjustment An excessively loose or tight belt could cause the engine to overheat, the
battery to be inadequately charged, or the alternator or water pump to mal- function. Always
keep belts adjusted to the proper tension. Page Range Selector Lever - Check 4. Also, check the
belts for damage. Vehicles with air conditioner 1. Page Steering Wheel - Check Simple
inspection and service 4. Turn the starter key to LOCK position and check if the key can be
removed from the key cylinder. Steering wheel â€” check The steering wheel is a safety-critical
part of the vehicle. While driving slowly, make sure that the steering wheel does not shake and
the vehicle does not pull to one side. Also check for excessive oper- ating resistance and
unsmooth return to the neutral position. Page Simple inspection and service 3. If your vehicle is
equipped with a manual trans- mission, make sure that the gearshift lever is in the neutral
position. Page Parking Brake - Check And Adjustment Parking brake â€” check and adjustment
Inspection At the time of pre-operational intervals check 1 Parking brake lever stroke check 1.
Depress the brake pedal firmly so that the vehi- cle cannot move. Starting with the parking
brake lever in the fully released position, pull the parking brake lever with a force of N 66 Ibs.
Make sure the engine is not running. Make sure the parking brake is securely applied. The
increases in pressure are not abnor- mal; they occur because the air in the tires expands as the
tires get hot while the vehicle is moving. Pull the parking brake all the way on. If your vehicle
has a manual transmission, place the gearshift lever in the neutral position. If the jack slipped

out of position with the vehicle fully raised, the vehicle could fall and cause a serious injury.
Slightly loosen the wheel nuts by turning them in the illustrated direction. Do not remove the
nuts. Page Simple inspection and service 3 Mounting the tire 1. Clean the following sections
before mounting the wheel. If they are dirty, the wheel nuts could become loose during driving.
Threads on wheel bolts and nuts Spherical surface of wheel nuts Disc wheel mounting surface
Disc wheel mating surface Wheel nut contact surface on disc wheel If fitted improperly, the
wrench will slip off the nut, and could cause injury. Excessive torque could elongate the bolt or
deform the surface of the disc wheel. Page Wheel Nuts - Check And Retightening Wheel nuts
â€” check and retightening Every 10, km Inspection intervals 6, miles With a new vehicle,
perform the first inspection after 4, km 2, miles. Page Tire Rotation Simple inspection and
service Same tread pattern on all tires Tire rotation The amount of wear on a tire depends on its
posi- tion on the vehicle. To equalize wear and extend life as much as possible, rotate the tires
at regular inter- vals. Raise wiper arm , and then push clip spring in the direction of the arrow
see figure. With the clip spring kept in the pushed position, press wiper toward the wiper arm.
Page Windshield Washer - Fluid Level Check And Refilling Simple inspection and service
Windshield washer â€” fluid level check and refilling 1 Fluid level check Check the washer fluid
level through level check window When the level has dropped to the lower part of the window or
is not visible at all, refill the tank with Z washer fluid. Page 1 Removal and installation of battery
cover 1. Pull the stopper on the left side of the battery to unhook it from the cover , and raise the
left end of the cover by about 50 mm 1. It is especially important in cold weather as the battery
can freeze up and be damaged. Page Air Filters - Cleaning 2. Remove the battery support
mounting nuts each indicated by an arrow in the illustra- tion. Remove the battery support , then
remove the battery. Install the battery by performing these steps in reverse. After installing the
battery, make sure it is securely retained. Remove the four screws that retain the bot- tom of the
lower center panel and the bottom of the lower panel 2. Release the tabs on the lower panel and
lower center panel, then remove the lower panel. Return the air filter to its original position by
inserting it with its front facing you. Press the air filter securely into the guides one on each side
at the top and two at the bottom. Do not use very hot water. Page Simple inspection and service
Waxing Wax the vehicle once or twice a month or whenever the wax on the vehicle ceases to
repel water. Page 4. Finish cleaning by gently wiping the surface with a dry soft cloth to polish
it. Grease and oil Use this method to remove contamination by grease, oil, butter, margarine,
shoe polish, white coffee, chewing gum, beauty cream, vegetable oil, wax, crayon, tar, and
asphalt. Page Simple inspection and service Removing floor mat for cleaning When removing
the floor mat for cleaning, you must raise the accelerator pedal by using the following method.
Hold the hooked end of stopper with pliers and pull the stopper toward the front of the vehi- cle
while twisting the hooked end through approximately 15 degrees to disengage the end from the
pedal. Useful Advice For Emergencies Useful advice for emergencies Possible failures, causes
and remedies Page Useful advice for emergencies Possible failures, causes and remedies
Performing daily checks and good maintenance are keys to preventing mechanical failures and
the resultant accidents. Be sure to check and service your vehicle regularly. Should your
vehicle suffer a mechanical failure or malfunction, the measures needed to correct the problem
can be found using the following chart. Page The engine fails to stop. Possible cause Remedy
Ref. Have an authorized dealer perform neces- â€” sary inspection. The starter switch is
malfunctioning. Black smoke is emitted in exhaust. Page Useful advice for emergencies
Possible cause Remedy Ref. Change the engine oil at prescribed intervals. Replace the filter
element. Page The vehicle pulls to one side during braking. Inflate tires properly. Change the
tires. Load cargo evenly. Page Stopping Your Vehicle In An Emergency Useful advice for
emergencies Stopping your vehicle in an emergency Should a mechanical failure occur, do not
panic. Simply slow your vehicle while paying attention to the vehicles behind you, and pull off
the road at a place where you do not hinder the flow of traffic. If the cap is opened while the
engine is still hot, boiling coolant could gush out, burning you Z severely. Fuses are also
located in the high-current fuse box. Check and replace fuses as necessary. Page 3 Fuse
replacement 1. To remove the fuse that is to be replaced, grip it using the fuse puller in the fuse
box. The amperage and protected circuit of each fuse are shown on the inside of the fuse box
cover and on the inside of the high-current fuse box cover. Page Useful advice for emergencies
4 High-current fuse There are high-current fuses between the battery and fuse box, and between
the battery and alterna- tor. These protect circuits in the same way that ordi- nary fuses do.
Page Z Ref. Page Useful advice for emergencies 1 Headlamp bulb replacement For safety and
simplicity, bulb replacement is per- formed with the headlamp removed. The front and side turn
signal lamp and dummy lamp must be removed before the headlamp can be removed. Page 6.
Remove the screw at the bottom of the dummy lamp , then remove the lamp toward the outside
of the vehicle. Z 7. Insert the tabs on the headlamp into the holes , and fit the headlamp in place.

Pull out the screw in the vehicle. If the lamp was not pressed fully into place and you opened
the door, the door could hit Z Page Useful advice for emergencies 2 Front and side turn signal
lamp bulb replacement 1. Open the door. Turn the socket in the direction of arrow remove it.
Press the bulb and turn it in the direction of arrow to remove it. Page When Braking Is Sluggish
When braking is sluggish Depress the brake pedal harder than usual, down- shift to use engine
braking and activate exhaust braking to stop the vehicle. Apply the parking brake when
necessary. After the vehicle has been brought into a stop, check parts, then have an authorized
dealer perform necessary inspection. Page When The Battery Has Run Down Useful advice for
emergencies When the battery has run down Perform the following procedure to start your
engine by connecting your battery to the well charged bat- tery of another vehicle with booster
cables. After the above connections have been com- pleted, start the engine of the vehicle with
the booster battery and let it run at an RPM slightly higher than idling speed. Then, attempt to
start the engine of the vehicle with the dead battery. If the engine starts with difficulty because
of cold weather or a dead battery, let it draw a charge for several minutes from the vehicle from
which Page Towing Useful advice for emergencies 4. Fuel containing air bubbles comes out
from the air vent plug. Operate the manual pump a few dozen times more until the emerging fuel
no longer contains bubbles. When fuel is bubble-free, firmly tighten the air vent plug. Page 2.
Attach the other end of the rope or wire rope to the towing hook of the stranded vehicle. If necessary, use another towing hook that is located behind the left-hand side rail. WARNING To
avoid the risk of a serious accident, make sure the rope or wire rope is strong enough to tow the
stranded vehicle and make sure it Towing hook Service Data Page Service data Service data
Description Standard value Engine idling speed to rpm New belt when installed : 9 to 11 mm 0.
Vehicles without air Used belt when inspected conditioner or reinstalled : 11 to 13 mm Belt
tension [amount of deflection 0. Maintenance Schedule Maintenance schedule Maintenance
schedule Following the maintenance schedule will give optimum results. The preceding
sections describe simple maintenance checks and procedures that can be carried out by the
owner. Page Time of inspection and maintenance Inspection interval Ref. Coolant Every 24
months Replace coolant. Page Maintenance schedule Time of inspection and maintenance
Inspection interval Ref. Item Working procedures page Check disc wheel for corro- sion,
deformation and cracks. Measure inflation pressure with tire gauge. Item Working procedures
page Inspect brake lines and hoses looseness, play and Looseness, play damage. Page
Lubrication Schedule 2 Lubrication schedule : Exhaust emission items. Alphabetical Index
Alphabetical index Page Alphabetical index Rheostat co
clarion dxz385usb wiring diagram
2006 dodge stratus hood
2 amp wiring diagram
ntrol switch Maintenance Record Page Suspension system Retightening U-bolts Braking
system Disc brake pad and disc Brake lining Brake drum Looseness, play and damage of brake
system parts Steering system Steering system Page Braking system Disc brake pad and disc
Brake lining Looseness, play and damage of brake system parts Steering system Steering
system Page Braking system Disc brake pad and disc Brake lining Brake drum Looseness, play
and damage of brake system parts Steering system Steering system Page Front and rear axle
Wheel hub bearing Wheel hub bearing hub seals replacement Wheel and tire Retightening wheel
nuts Suspension system Retightening U-bolts Braking system Disc brake pad and disc Brake
lining Brake drum Looseness, play and damage of brake system parts Steering system Steering
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