Sunpro tachometer install

Tachometers are a great tool for your vehicle if you enjoy monitoring your engine speed or idle.
In fact, they are nearly a necessity for a vehicle with a manual transmission. The following are
the wires going into the tachometer. Red- ignition power Black- ground White- illumination
power Green- tach wire. First I found the output from the distributor cap. My distributor is hard
to get to, so I had to remove a couple wire braces to reach it. Other than being almost out of
reach, finding the correct wire was fairly easy. To be sure I had found the right wire, I used this
diagnostic tool. Next I clipped the meter wire onto the white wire from the distributor. To be sure
it was the right one, I had someone watch the meter as I revved the engine. Be sure to mark or
remember the wire for when you come back later. Next, I found where I wanted to mount the
tach, and removed a dash panel to access the wiring behind it. I chose to place the tachometer
behind and below the ignition, where it would be out of the way yet I could easily see it. Note;
When I was working on this project, I also installed a new stereo and rewired my instrument
panel lights that had not been working. Next I ran the wire through the hole to the distributor
wire. Luckily the wire was the perfect length. I used a crimp on connector to make the
connection easily. The only thing you need to remember is that the wires you tap and their
fuses need to be able to support the extra power draw from the tachometer. Once those
connections are made, fire up the engine and make sure it works-mine did. Wrap up all the
excess wire and hide it in the dash. Above is a picture of my finished tach. It looks and works
great. Thanks for reading and please feel free to comment. You need to install a rubber grommet
where the wire goes through the firewall so it doesn't cause a short. The way you are running it
is dangerous it could start a fire if the wire were to short out. Reply 2 months ago. Sorry but
there is no way that wire going through the fire wall could cause a fire. It would only short out
and blow a fuse. Question 1 year ago on Introduction. All we really want to know is where the
wires go and it 'd be nice to have that clear up front before looking through all the lovely pics. In
fact it is never clearly stated. I don't think so anyway. Is it? Main thing is the tacho is connected
to the wire from the coil to the distributor. That's it. Then it is powered as usual by 12v and an
earth. And then it has more power being 12 for the light. Reply 5 years ago. I discuss that in
steps Black, Red and White go straight to the fuse box for ground, ignition power, and light
power connected with the dash lights. The green wire gets crimped to the output from the
distributor cap. Hai i brought a speedometer from kinetic gf bike, i want to install it to my bajaj
bike it has 4 wires orange, black, white and yellow plz any body tell me how to connect the
wires. You really should add a grommet between the wire and the firewall or else vibrations will
cause the firewall to cut the sheathing and make issues later. Introduction: How to Install a
Tachometer. More by the author:. Did you make this project? Share it with us! I Made It! Tinfoil
Embossed Artwork by cfb70 in Woodworking. Reply Upvote. Answer Upvote. ZedG2 4 years
ago. DIY Dave abrogard Reply 5 years ago. Uday nani 5 years ago. Harvard82 7 years ago on
Step 6. Last Updated: September 10, References. To create this article, volunteer authors
worked to edit and improve it over time. This article has been viewed , times. Learn more A
tachometer is used to indicate the revolutions per minute RPM being performed by a car engine.
Most cars with automatic transmissions are not equipped with a tachometer, since a tachometer
is mostly used to indicate visually when it's time to shift gears. See Step 1 for more information.
To set up a tachometer for your car, first purchase either a new or used tachometer and a
package of quick-splice connectors. Then find a spot on the steering column to place the
tachometer and drill the mounting bracket on. Install the tachometer by attaching the power
input wire to the dashboard lighting supply and give power to the tachometer backlighting. For
more tips on installing a tachometer in your car, like how to add a rubber grommet into the
firewall during installation, read on! Did this summary help you? Yes No. We've been helping
billions of people around the world continue to learn, adapt, grow, and thrive for over a decade.
Every dollar contributed enables us to keep providing high-quality how-to help to people like
you. Please consider supporting our work with a contribution to wikiHow. Log in Social login
does not work in incognito and private browsers. Please log in with your username or email to
continue. No account yet? Create an account. Edit this Article. We use cookies to make wikiHow
great. By using our site, you agree to our cookie policy. Cookie Settings. Learn why people trust
wikiHow. Download Article Explore this Article parts. Tips and Warnings. Things You'll Need.
Related Articles. Article Summary. Part 1 of Get a tachometer and splicing connectors. The only
other specialty item you'll need to complete the job is a package of quick-splice connectors,
which are usually only a few dollars at the auto part store. The wires are about gauge usually,
so get connectors of the appropriate size. Adjust the tachometer for the number of cylinders in
your engine. New tachometers may be set to work on 4-, 6- or 8- cylinder engines by removing
the back cap of the tachometer to reveal the cylinder setting switches inside. Replace the end
cap of the tachometer carefully to avoid pinching any of the internal tachometer wires. Use a
screwdriver to refasten the end cap if necessary. Generally, there will be two switches--a 1 and a

2. Most of the time, both switches should be down for a 4 cylinder engine, while both should be
up for an 8 cylinder. In a 6 cylinder engine, most of the time the 2 switch should be up and the 1
should be down. If you get a new tachometer, read the instructions to be sure. Locate the output
wire from your distributor. Depending on your engine, there may be a constant-flow wire and a
pulse wire to the tach, as well as the additional wires for the ignition, lights, and other
components. It's important to make sure you've got the correct wire for the tachometer, which
means you might need to use a multimeter with a tach setting to test the wires correctly, and
consult the shop manual for your engine. Test the connection. Before you mount it in the
steering column, it's a good idea to hook up the wiring and and test it out while you rev the
engine, to make sure it works. You don't want to go drilling holes in your steering column
before you're sure you've got the wiring figured out. After you hook it up to the proper wires
from the distributor and ground it correctly, it should give you an accurate reading of your
RPMs as you rev the engine. Ground the tachometer. Attach the tachometer ground wire to an
engine ground of the car. This need not be directly on the battery. Much of the car frame is
grounded to the battery by sturdy wires. Trace those wires to find a suitable attachment point.
The tachometer wire must be fed through a grommet in the passenger compartment to reach
the engine compartment. This attachment point will vary from engine to engine. Part 2 of
Choose a mounting location for the tachometer. Most cars won't have an in-dash mounting
location available, so it's usually best to mount your tach on the steering column. Directions for
mounting typically are provided with new tachometers, as well as any necessary pieces. Install
the tachometer. Apply power to the tachometer by attaching the power input wire of the
tachometer to the volt dashboard lighting supply of the car. Provide power to the tachometer
backlighting. Locate the volt switched dash lighting supply for the dashboard on the car fuse
box. Install a grommet in the firewall. It's a good idea to install a rubber grommet where the wire
s pass through the firewall as part of your installation. If the wires rub up against the bare metal,
it can cause a fire hazard or at least a short. It's best to be on the safe side and work a grommet
in, which will only cost a few dollars and take a few minutes at the most. Set the shift light on
the tachometer if applicable. This light will remind you that it is recommended to change gears
at the current RPM. Not all tachometers have the shift light feature. If your chosen tachometer
does, follow the installation instructions to properly set the shift light. The shift light cannot be
set if the engine is running. Where do the three wires, red, green and black, connect for my
electronic tachometer? Green is tach signal wire, red is power typically ignition-related , black is
ground. Not Helpful 1 Helpful My needle has gone all the way round to the stopper, how do I get
it back to 0? It should go back automatically to a low RPM if idle, and zero if off. If these do not
occur, you may have a faulty tachometer. Not Helpful 0 Helpful 5. I have a '99 Saturn motor, fuel
injected, no coil. Where do I hook up the green wire? You can hook it to the ignition module on
most any fuel injected vehicle. Not Helpful 5 Helpful There are 3 wires on my meter -- red, black,
and green. Where does each wire go? Red- 12 volt power -- usually switched power from the
ignition circuit. Black -- ground. Green -- signal wire, usually the - side of the coil or the "tach"
lead on the distributer or ignition box. Not Helpful 3 Helpful 5. All tachs come with manuals, or
you can search on their home websites for information on your specific model car. It's a fairly
basic project relative to engine tuning or suspension work. Not Helpful 2 Helpful 7. A 16 gauge
is a good idea. These are more robust than the minimum gauge needed, but actually not much
current is used by a tachometer. Not Helpful 1 Helpful 0. Unanswered Questions. If my
tachometer has two signal wires, red and black, which wire do I need to attach to the ignition
coil? How do I set the number of cylinders in the tachometer? If there are three wires for my coil
pack, two signal wires and a power wire, which one should I connect to? Include your email
address to get a message when this question is answered. By using this service, some
information may be shared with YouTube. If you choose to mount the tachometer directly to the
steering column, plan the drill hole mounting points carefully. Avoid drilling in a way that will
damage the interior steering column wiring or supports. Helpful 24 Not Helpful Related
wikiHows How to. How to. Co-authors: 6. Updated: September 10, Categories: Car Electronics.
Article Summary X To set up a tachometer for your car, first purchase either a new or used
tachometer and a package of quick-splice connectors. Italiano: Installare un Tachimetro. Thanks
to all authors for creating a page that has been read , times. Did this article help you? Cookies
make wikiHow better. By continuing to use our site, you agree to our cookie policy. About This
Article. Related Articles How to. By signing up you are agreeing to receive emails according to
our privacy policy. Follow Us. X Help us do more We've been helping billions of people around
the world continue to learn, adapt, grow, and thrive for over a decade. Let's do this! Sunpro is a
maker of gauges and tachometers, and has been producing these devices since The tachometer
grew in popularity in the s and s with the rise of sport and muscle cars. Tachometers are
devices that measure the revolutions per minute rpm of the engine. This helps the driver

monitor the vehicle and shift gears at the optimum times. Sunpro tachometers are simple to
install and should take about an hour to complete. Connect the black wire to a clean unpainted
ground using a ring terminal or other safe grounding means. Connect the red wire to any
battery harness that provides power when the power is in the "On" position. The red wire will
provide the power to the tachometer. Do not connect the red wire harnesses that provide power
in the "Not Off" or "Accessories" such as radios and lights. Connect the white wire to the
instrument panel lighting circuit connected to the dimmer control switch. Connect the white
wire to the dimmer switch control wire by using a wire splice. Insert the dimmer switch wire into
one side of the splice and the white wire coming from the tachometer into the other side.
Connect the green wire to the negative side of the ignition coil. Use this connection on vehicles
with a distributor. Connect the green wire to the tachometer output lead on vehicles that have
distribu
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tor-less ignition systems. Consult your owner's manual to find the position of the tachometer
lead on your vehicle. Michael Carpenter has been writing blogs since He is a mortgage
specialist with over 12 years of experience as well as an expert in financing, credit, budgeting
and real estate. Michael holds licenses in both real estate and life and health insurance. Step 1
Connect the black wire to a clean unpainted ground using a ring terminal or other safe
grounding means. Step 2 Connect the red wire to any battery harness that provides power when
the power is in the "On" position. Step 3 Connect the white wire to the instrument panel lighting
circuit connected to the dimmer control switch. Step 4 Connect the green wire to the negative
side of the ignition coil. To complete installation of the tachometer, feed the green and red wires
through the firewall for connection to the battery and ignition coil. You should be able to do this
by accessing the holes for existing wiring harnesses.

