Wr250r service manual

The pinnacle of reliable performance dual purpose bikes, designed to continue the adventure
when the road stops and the trail begins. Discover wide range of riding gear and casual apparel.
Get one step closer to owning the Yamaha of your choice. New Hi performance Synthetic for all
on and off-road units to enhance engine performance and protection. Our training organization
partners offer real-world instruction from learning to ride to perfecting your skillset. Historic
Yamaha innovations that pioneered dirt bikes. This site uses cookies to ensure the best
browsing experience on our website. By continuing to browse the site, you are agreeing to our
use of cookies. Find out more. Starting at:. Off-Road Apparel Discover wide range of riding gear
and casual apparel. Pre-Qualify Now Get one step closer to owning the Yamaha of your choice.
Rider Training Our training organization partners offer real-world instruction from learning to
ride to perfecting your skillset. Off-Road Mania Historic Yamaha innovations that pioneered dirt
bikes. Find out more Got it. Quick Links. See also: Service Manual , Owner's Manual. Read this
manual carefully before operating this vehicle. Troubleshooting Troubleshooting 83
Troubleshooting charts Page 2 EAU Read this manual carefully before operating this vehicle.
This manual should stay with this vehicle if it is sold. Page 3 Yamaha a reputation for
dependability. Please take the time to read this manual thoroughly, so as to enjoy all
advantages of your WRR. It is used to alert you to potential personal injury hazards. Obey all
safety messages that follow this symbol to avoid possible injury or death. Any reprinting or
unauthorized use without the written permission of Yamaha Motor Co. Printed in Japan. Failure
to enced operators. Always wear an approved helmet. Page 10 Yamaha accessories, which are
avail- of the motorcycle is changed. To avoid to minimize imbalance or instabili- able only from
a Yamaha dealer, have the possibility of an accident, use ex- been designed, tested, and
approved treme caution when adding cargo or Shifting weights can create a sud- by Yamaha for
use on your vehicle. Other tires, rims, siz- characteristics can put you and others namic effects.
Wind may at- es, and combinations may not be at greater risk of serious injury or death. Choose
the location for the straps carefully so the straps will not rub against painted surfaces during
transport. Front fork rebound damping force adjusting screw page 8. Helmet holder page 2.
Fuse box page 9. Front fork compression damping force adjusting screw page 3. Coolant
reservoir page 4. Rear brake fluid reservoir page 2. Air filter element page 3. Rear brake light
switch page 4. Bleed screw page 5. Engine oil filler cap page 6. Engine oil level check window
page 7. Clutch lever page 8. Fuel tank cap page 2. Left handlebar switches page 3.
Multi-function display page 5. Right handlebar switches page 6. Brake lever page 7. The key can
be removed. Otherwise the electrical systems will be switched off, which may result in loss of
control or an accident. Page Multi-Function Display This warning light comes on or flashes 5.
Speedometer if a problem is detected in the electrical 6. If this oc- curs, have a Yamaha dealer
check the self-diagnosis system. See page Page 22 2. When the vehicle starts moving, 1. Check
that the stopwatch mea- consult your nearby Yamaha dealer. Calibrate the
distance-compensation 3. Page Handlebar Switches If the display indicates any error codes,
note the code number, and then have a Yamaha dealer check the vehicle. Shift pedal 1. Brake
lever 1. Brake pedal The shift pedal is located on the left The brake lever is located at the right
The brake pedal is on the right side of side of the motorcycle and is used in handlebar grip.
Gasoline and gasoline vapors are extremely flammable. Gasoline is poisonous and can Your
Yamaha engine has been de- cause injury or death. Handle gaso- signed to use premium
unleaded gaso- line with care. Never siphon gaso- line with a research octane number of line by
mouth. The exhaust system is hot after op- eration. This front fork is equipped with rebound
damping force adjusting screws and compression damping force adjusting 1. Rebound
damping force adjusting screw 1. Rubber cap 1. Compression damping force adjusting screw 2.
This system boosts engine tains highly pressurized nitrogen power by means of a valve that
regu- gas. The sidestand is located on the left side The ignition circuit cut-off system com- of
the frame. Raise the sidestand or Move the sidestand down. If a malfunction is noted, have a
Yamaha 2. In this position. Page Shifting If not, ask a tow the motorcycle for long dis- Yamaha
dealer to check the elec- tances. The transmission is trical circuit. The various parts in
immediately have a Yamaha dealer down, and avoid high engine the engine wear and polish
themselves check the vehicle. Page Periodic Maintenance And Adjustment â€” possibly leading
to pending on the weather, terrain, geo- that is certified if applicable. Yamaha death. See page
for more in- graphical location, and individual use, dealers are trained and equipped to Page
Owner's Tool Kit If you do not have the tools or experi- ence required for a particular job, have a
Yamaha dealer perform it for you. Refer to 1. Remove seat. See this section each time a panel
needs to page Install the seat. Bolt 1. Bolt 2. Collar 2. Panel B Panel B 3. Panel A To install the
panel 3. Pull the front part of the panel out- To remove the panel 1. Place the panel in the
original posi- ward, and then remove the panel 1. Remove the bolts. Bolt Panel D 2. Washer 3.
Panel D To remove the panel 1. See To install the panel 1. Panel C page Page Checking The

Spark Plug Do not attempt to diagnose wipe off any grime from the spark plug such problems
yourself. Instead, have threads. If the spark plug shows signs of elec- Tightening torque: Spark
plug: trode erosion and excessive carbon or 13 Nm 1. EAU Engine oil and oil filter 4. Remove
the engine oil filler cap, element the engine oil drain bolt and its The engine oil level should be
checked gasket to drain the oil from the before each ride. Make sure that the O-rings are
properly Oil quantity: seated. Without oil filter element replace- ment: 8. Install the oil filter
element cover by 1. Page Coolant Make sure that the vehicle is posi- so it will not seize. A slight
tilt to the vehicle. Page 57 3. Place a container under the engine added to the coolant, have a to
collect the used coolant. Yamaha dealer check the anti- 4. Remove the radiator cap retaining
freeze content of the coolant as bolt and radiator cap. Recommended antifreeze: High-quality
ethylene glycol anti- freeze containing corrosion inhibitors for aluminum engines Coolant
quantity: Radiator capacity including all If and check hose coolant is leaking, have a Yamaha
dealer check the cooling system. The air filter element should be cleaned Install the panels.
Page 60 The sponge material should be wet but not dripping. Recommended oil: Yamaha foam
air filter oil or other quality foam air filter oil 1. Sponge material 6. Pull the sponge material over
the 2. Air filter element frame air filter element frame. To decrease the en- and, if necessary,
have a Yamaha gine idling speed, turn the screw in dealer adjust it. Page Valve Clearance Rear:
from occurring, the valve clearance the specified tires. Page 63 1. Tire sidewall able, however,
patch the tube ed below have been approved for this 2. Tire tread depth very carefully and
replace it as model by Yamaha Motor Co. Page Spoke Wheels If the specified clutch lever free
play b. If any damage is found, have could be obtained as described above, a Yamaha dealer
replace the skip steps 4â€”7. Do not attempt even the smallest repair to the wheel. A de- 4. If
there is air in the hy- draulic system, have a Yamaha Page Checking The Shift Pedal The
operation of the shift pedal should the hydraulic system will dimin- be checked before each ride.
If opera- ish the braking performance, tion is not smooth, have a Yamaha which may result in
loss of con- dealer check the vehicle. Page Drive Chain Slack 3. Push on the drive chain at the
cen- EAU To adjust the drive chain slack ter point between the chain ten- Consult a Yamaha
dealer before ad- sioner and the chain support justing the drive chain slack. Tighten the axle
nut, then the lock- may contain substances that EAU Cleaning and lubricating the nuts to their
specified torques. If a cable is damaged fied in the periodic maintenance chart. Otherwise, the
sidestand could contact the ground and distract the operator, re- sulting in a possible loss of
control. Page Lubricating The Swingarm Pivots The swingarm pivots must be lubricat- intervals
specified in the periodic main- ed by a Yamaha dealer at the intervals tenance and lubrication
chart. There is no need to check the electro- lyte or to add distilled water. Page 75 To charge the
battery necessary. Have a Yamaha dealer charge the bat- 3. Fully charge the battery before intery as soon as possible if it seems to Page Replacing The Fuses 4. If a fuse immediately blows
again, for the individual circuits, is located be- If a fuse is blown, replace it as follows. EAU
Replacing the headlight bulb This model is equipped with a halogen bulb headlight. If the
headlight bulb burns out, replace it as follows. Have a Yamaha dealer adjust the headlight beam
if necessary. Screw 2. Turn signal light lens 2. Remove the license plate light unit by removing
the screws. Turn signal light bulb 1. License plate light unit 2. License plate light bulb socket 3.
Insert a new bulb into the socket, push it in, and then turn it clock- 3. Insert the wheel axle. To
avoid injury, securely support the 3. Loosen the axle nut. Drive chain slack adjusting bolt 1.
Page Troubleshooting However, should your motorcycle 1. Brake caliper bracket require any
repair, take it to a Yamaha 2. Retainer dealer, whose skilled technicians have 3. Slot the
necessary tools, experience, and know-how to service the motorcycle 2. Gasoline or gasoline
vapors can ignite or ex- plode, causing severe injury or property damage. Page Troubleshooting
Charts Remove the spark plug and check the electrodes. The engine does not start. Have a
Yamaha dealer check the vehicle. Check the battery. Battery The engine turns over The battery
is good. Page 86 Start the engine. If the engine overheats again, have a The coolant level
Yamaha dealer check and repair the cooling system. If coolant is not available, tap water can be
temporarily used instead, provided that it is changed to the recommended coolant as soon as
possible. Rust and corrosion can develop Cleaning sure to consult a Yamaha dealer for even if
high-quality components are ECA advice on what products to use be- used. Clean the
motorcycle with cold wa- to plastic parts. Page Storage 8. Let the motorcycle dry completely
away the paint. Perform the following steps to pro- 5. Page Consumer Information Record the
vehicle identification num- ber and model label information in the spaces provided below for
assistance when ordering spare parts from a Yamaha dealer or for reference in case the vehicle
is stolen. Vehicle identification number 1. This manual is also suitable for: wrrb wrr. Print page 1
Print document 98 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Table of Contents. First edition, December All
rights reserved. Any reproduction or unauthorized use without the written permission of

Yamaha Motor Corporation, U. Printed in U. Page 4 If there is any question about a service
procedure, it is imperative that you contact a Yamaha dealer for any service information
changes that apply to this model. This policy is intended to provide the customer with the most
satisfaction from his vehicle and to conform to federal environmental quality objectives.
Comprehensive explanations of all installation, removal, disassembly, assembly, repair and
check procedures are laid out with the individual steps in sequential order. The manual is
divided into chapters and each chapter is divided into sections. Lubricant for easier
understanding. Special tool NOTE: 5. Tightening torque The following symbols are not relevant
to every 6. Wear limit, clearance vehicle. This information will be needed to order spare parts. In
the conventional carburetor system, the air-fuel ratio of the mixture that is supplied to the
combustion chamber is created by the volume of the intake air and the fuel that is metered by
the jet used in the respective carburetor. The pressure regulator is installed in the fuel rail, and
maintains the fuel pressure that is applied to the fuel injector at â€” kPa Calibrating this meter in
accordance with the distances specified on the enduro course map will help fa- miliarize the
rider with the course. Page Important Information 5. Keep all parts away from any source of fire.
Use oil and grease recommended by Yamaha for all lubrication jobs. Other brands may be
similar in function and appearance, but Al- ways replace piston pin clips after one use. YUC 1.
Connector When checking the wire harness, perform 2. Use only the appropriate special tools
as this will help prevent damage caused by the use of inappropriate tools or improvised
techniques. Special tools, part numbers or both may differ depending on the country. When
placing an order, refer to the list provided below to avoid any mistakes. Illustration pages
Damper rod holder , Spoke nipple wrench 8â€”9 YM Sheave holder , Primary clutch holder YSA
Compression gauge Engine compression tester YU Pocket tester , , , , , , Illustration pages
Digital circuit tester , , Model 88 Multimeter with tachometer YU-A Fuel pressure adapter YM
Middle driven shaft bearing driver Bearing driver 40 mm YM Mechanical seal installer Universal
clutch holder , Page 24 YM Valve guide reamer 4. Tightening torque specifications for special
com- ponents or assemblies are provided for each chapter of this manual. To avoid warpage,
tight- en multi-fastener assemblies in a crisscross pat- A. Page 44 Front fork axle nut 63 Nm 6.
Page Chassis Main axle and drive axle Shift drum Shift fork and shift fork guide bars Shift shaft
Shift shaft washer, spacer inner surface Yamaha bond No. Camshaft 2. Timing chain tensioner
3. Piston cooler 4. Main axle 6. Delivery pipe 7. Drive axle 8. Oil pump 9. Relief valve Oil strainer
Oil pan Oil pump assembly 2. Relief valve 3. Main axle 4. Delivery pipe 5. Drive axle 6.
Crankshaft 7. Oil filter 8. Radiator cap 2. Radiator 3. Radiator inlet hose 4. Radiator outlet hose
5. Recovery tank hose 6. Cap 7. Side cover stay 8. Water pump housing cover 9. Impeller shaft
Pass the ECU lead between the intake solenoid 1. Starter motor lead hose and connector.
Coolant temperature sensor lead M. Wrap the connectors with a cover for protection. Speed
sensor lead N. Fasten the starter motor lead, negative battery 4. Clamp 2. Throttle position
sensor lead 3. Fan motor lead A. Fasten the breather hose using a clamp. Fasten the throttle
position sensor connector cover and the rear brake switch lead using a cable tie. Insert the fan
motor lead into the concave sec- tion of guide air, and pass them backward through the hole.
Ignition coil lead 2. Fuel pump lead 3. Injector lead 4. Throttle position sensor lead 5. Rear brake
switch lead 6. Right rear turn signal light lead 7. License plate light lead 8. Taillight lead 9. Left
rear turn signal light lead Route the left front turn signal light lead above 1. Throttle cable
accelerator the meter lead from behind the handlebar 2. Throttle cable decelerator switch left
lead, and connect them at the meter 3. Right handlebar switch lead position. Page 65 Front rear
brake hose 1. Front brake hose 2. Hose guide 3. Union bolt 4. Copper washer 5. Front brake
caliper assembly 6. Rear brake disc 7. Rear brake caliper assembly 8. Copper washer 9. Union
bolt Rear brake hose Page Throttle Body Throttle body Throttle body Page 67 Throttle body 1.
Breather hose 2. Pipe 4. Throttle body assembly 5. Radiator inlet hose 6. Radiator 7. Throttle
body joint 8. FID hose 9. Vacuum hose Pressure sensor Bend hose ITS boost hose Page 69
Canister for California 1. Fuel tank 2. Hose Fuel tankâ€”roll over valve 3. Canister cover 4.
Canister 5. Neutral switch lead 7. Recovery tank hose 8. Roll over valve 9. Holder Hose Clip A.
Face the clip end forward of the vehicle. Page 70 Canister for California Page Periodic
Maintenance Replace if necessary. Replace any damaged parts. NOTE: From mi km or 36
months, repeat the maintenance intervals starting from mi km or 12 months. Valve pad
thickness 4. First, install the exhaust camshaft. Measure: Align the camshaft sprocket marks
with the Engine idling speed edge of the cylinder head. Remove: use the adjusting nut on the
handlebar side. Install: Spark plug Spark plug 13 Nm 1. Measure: Compression pressure 9. Oil
filter element cover bolt M10 10 Nm 1. Start the engine and keep it idling until engine 7. Remove:
Clutch cable free play is increased. On the bottom of the air filter case is a check hose. Install:
Fuel tank 9. Remove: 20 Nm 2. Locknut 6 Nm 0. Therefore, do not remove the radiator cap when
the en- gine is hot. Fill: ter. Cooling system Do not mix different types of antifreeze. Install:

mended coolant Radiator cap Check: make sure there is no brake drag. Before the vehicle is
operated, the air must be removed by bleeding the brake system. Operate the brake. Front the
brake fluid level is very low. Rear brake operation is faulty. Tighten the wheel axle nut. Wheel
axle nut Nm This vehicle has a drive chain with small rubber O-rings between each side plate.
Steam clean- ing, high-pressure washing, certain solvents, and the use of a coarse brush can
damage these O-rings. Therefore, use only kerosene to clean the drive chain. Bleed following
procedure. Stand the vehicle on a level surface. Page Rebound damping is decreased suspension is softer. Page 1. Tire tread depth cerning handling characteristics can be giv- en if a tire
combination other than one 2. Side wall approved by Yamaha is used on this vehicle. Wear
indicator Wear limit front Front tire 0. Recommented lubricant Lithium-soap-based grease Page
Front Wheel Use a suitable stand to raise the front wheel off the ground. Front wheel axle pinch
bolt Loosen. NOTE: Place the vehicle on a suitable stand so that the front wheel is elevated.
Install the new wheel bearings and oil seals in the reverse order of disassembly. Contact should
be made only with the outer race. EWA 2. Clean the rear wheel drive hub with a clean Drive
chain slack cloth, especially the surfaces that contact the WRR Install the new rear wheel
sprocket. WRX WRR 3. Check: WRX 3. Adjust: 3. Blow compressed air into the brake hose joint
opening to force out the pistons from the brake caliper. Refill with the same type of brake fluid
that is already in the system. Mixing brake flu- ids may result in a harmful chemical reac- tion,
leading to poor brake performance. When refilling, be careful that water does not enter the
brake fluid reservoir. Never use solvents on internal brake com- ponents. When refilling, be
careful that water does not enter the brake master cylinder reser- voir. Adjust: Brake disc
deflection sembly. Put the other end of the hose into an open container. Be careful not to get
injured when the pis- ton is expelled from the brake caliper. Never try to pry out the brake
caliper pis- ton. Therefore, always clean up any spilt brake fluid immediately. EAS 2. Install: 3.
Union bolt Brake master cylinder reservoir diaphragm Brake hose union bolt Slightly coat the
end of slot cable and inside of Install the handlebar grip on the handlebar by throttle grip with
lithium-soap-based grease. Clutch lever free play Throttle cable free play 3. NOTE: Place the
vehicle on a suitable stand so that 2. Remove: 3. Hold the front fork leg horizontally. Securely
clamp the brake caliper bracket in a vise with soft jaws. Uneven oil levels can result in poor handling and a loss of stability. NOTE: Before installing the oil seal, lubricate its lips with lithium
soap base grease. Lubricate the outer surface of the inner tube with fork oil. Lubricate: Front
fork Recommended oil Suspension oil 01 Quantity If the oil is be- low this level, each part is not
lubricated and you cannot get the desired spring perfor- mance. Install a new bearing races.
NOTE: Temporarily tighten the upper and lower bracket pinch bolts. Remove: compressed
nitrogen gas. Roll the pivot shaft on a flat surface. Page 5. Drive chain slack WRR NOTE: Place
the vehicle on a suitable stand so that the rear wheel is elevated. Remove the drive chain from
the kerosene and completely dry it. Never use high-pressure water or air, steam, gasoline,
certain sol- vents e. Install: 1. Remove: Crankshaft end cover Timing mark accessing screw 2.
Turn the crankshaft counterclockwise. When piston is at TDC on the compression 7. Measure:
Exhaust A Camshaft-journal-to-camshaft-cap clearance Timing chain roller 5. Measure: 2. The
following procedure applies to both of the Camshaft journal diameter timing chain tensioners.
Turn: Crankshaft several turns counterclockwise 7. Measure the warpage. NOTE: Before
removing the internal parts of the cylin- der head e. Titaium valves that have been used to lap
the valve seats must not be used. Always re- place lapped valves with new valves. Install the
valve into the cylinder head. Measure: i. Remove: rings as a set. If out of specification, replace
the cylinder, 2. Install: piston and piston rings as a set. Piston ring e. Calculate the
piston-to-cylinder clearance into the cylinder with the following formula. Install: 0. Lubricate:
Piston Piston rings Cylinder with the recommended lubricant Recommended lubricant Engine
oil 5. Offset: Piston ring end gaps a. Top ring b. Upper oil ring rail c. Oil ring expander d. Lower
oil ring rail e. Clutch cable Clutch cable holder Push lever shaft Push lever spring You need not
drain the coolant and engine oil if 2. Measure: you do not service the primary drive gear. Install:
Friction plates Clutch plates NOTE: First, install a friction plate and then alternate be- tween a
clutch plate and a friction plate. Install: Push plate Push rod onto the clutch pressure plate.
Install: Shift shaft Plate washer Stopper lever spring Drain: Less than Engine oil 0. Install: Be
sure to bend the lock washer tab along to the nut side face. Do not allow the sheave holder to
touch the projection on the generator rotor. When installing the generator rotor, make sure the
woodruff key is properly sealed in the key- way of the crankshaft. After all of the bolts are fully
loosened, remove them. Page 2. Thoroughly clean all the gasket mating sur- faces and
crankcase mating surfaces. Apply: Sealant onto the crankcase mating surfaces Yamaha bond
No. Balancer shaft Crankshaft assembly For installation, reverse the removal proce- dure.
Crankcase separating tool Crankcase separator YUB 3. Check: forks. Install: Transmission 2.
NOTE: Oil each gear, shaft, and bearing thoroughly. Apply compressed air to the rear of the

radi- ator. NOTE: Straighten any flattened fins with a thin, flat-head screwdriver. Apply the
specified pressure for ten seconds and make sure there is no drop in pressure. Apply the kPa
Measure the indicated pressure with the gauge. Check: Does open EAS 4. Install: to the bearing
Bearing 5. Extract the fuel in the fuel tank through the 1. Install: fuel tank cap with a pump. Fuel
pump 2. Remove: Fuel pump bolts Fuel hose coupler 4 Nm 0. Remove the fuel tank. NOTE:
Before adjusting the throttle position sensor, the engine idling speed should be properly
adjusted. Air induction system hose 3. Air cut-off valve 4. Air induction system pipe The air
induction system burns unburned ex- haust gases by injecting fresh air secondary air into the
exhaust port, reducing the emission of hydrocarbons. AC magneto 3. Main switch 4. Battery 5.
Main fuse 8. Right handlebar switch 9. Engine stop switch Relay unit Sidestand switch Neutral
switch Clutch switch ECU Ignition coil Spark plug NOTE: Before troubleshooting, remove the
following part s : 1. Seat 2. Side cover left 3. Fuel tank 1. Check the fuses. Check the sidestand
switch. Check the clutch switch. Check the relay unit. Main fuse 6. Starter relay 7. Starter motor
8. Start switch Battery 2. Main fuse 3. Ignition fuse 5. Engine stop switch 6. Check the start
switch. AC magneto 2. Main fuse Air scoop left 1. Check the fuse. High beam indicator Headlight
relay Dimmer switch Headlight License light Fuel pump Coolant temperature sensor Speed
sensor Neutral indicator light Coolant temperature warning light Fuel level warning light The
horn fails to sound. The speedometer does not operate normally. The fuel indicator light does
not come on. The coolant temperature warning light does not operate normally. The brake light
fails to come on. Check the front brake light switch. Check the rear brake light switch. The
speedometer fails to operate. Check the speed sensor. Radiator fan motor relay Radiator fan
motor Ignition fuse Radiator fan fuse Fuel tank 5. Radiator cover 6. Drain the coolant. Starter
relay 8. If this function detects a malfunction in the system, it immediately operates the en- gine
under substitute characteristics and illuminates the engine trouble warning light to alert the
rider that a malfunction has occurred in the system. The engine operation is not normal and the
If not malfunction the sensors and actuators, engine trouble warning light comes on. Verify the
operation of the sensor or actuator. Sensor operation The data representing the operating
condi- tions of the sensor appears on the trip LCD. Open or short circuit in wire harness.
Defective crankshaft position sensor. No normal signals are received from the crankshaft
Malfunction in pickup rotor. Open or short circuit in wiring harness. Defective speed sensor. No
normal signals are Malfunction in vehicle speed sensor received from the speed sen- sor.
Malfunction in ECU. If the display value changes, the perfor- mance is OK. Intake air
temperature Displays the intake air tempera Carry out check and maintenance on items or
components that could be a cause of malfunction in accordance with the order. Symptom Intake
air pressure sensor-open or short circuit detected. Diagnostic monitoring Intake air pressure
sensor code No. Symptom Throttle position sensor-open or short circuit detected. Diagnostic
monitoring Throttle position sensor code No. Symptom Stuck throttle position sensor detected.
Symptom EXUP servo motor is stuck. Symptom Coolant temperature sensor-open or short
circuit detected. Diagnostic monitoring Coolant temperature sensor code No. Symptom Intake
air temperature sensor-open or short circuit detected. Diagnostic monitoring Intake air
temperature sensor code No. Symptom Malfunction detected in the primary wire of the ignition
coil. Diagnostic monitoring Ignition coil code No. No normal signals are received from the speed
sensor. Fault code No. Symptom B. Open or short circuit is detected in the neutral switch.
Speed sensor Diagnostic monitoring code No. Symptom Supply power to the fuel injector and
fuel pump is not normal. Diagnostic monitoring Fuel system voltage code No. Symptom Power
supply to the FI system relay is not normal. Diagnostic monitoring â€” â€” code No. EFI fuse
Main switch 2. Battery 3. Main fuse 4. Starter relay 5. ECU 6. Lean angle sensor 7. Intake
solenoid 8. Throttle position sensor 9. Rear brake switch Fan motor Horn 2. Fuse box 3. Starter
motor 4. Radiator fan motor relay 5. Turn signal relay 6. Relay assembly 7. Headlight relay 8.
Intake air temperature sensor 9. EXUP servo motor Horn switch 2. Dimmer switch 3. Turn signal
switch 4. Clutch switch 5. Neutral switch 6. Sidestand switch 7. Main switch 8. Engine stop
switch 9. Front brake switch If the continuity reading is incorrect, check the wiring connections
and if necessary, replace the switch. Always insert the probes from the opposite end of the
coupler, taking care not to loosen or damage the leads. Eyes â€” Remove: Battery 4. Check: A.
Open-circuit voltage Battery charge B. Connect a pocket tester to the battery termi- nals. Hot d.
Adjust the voltage so that the current is at the batteries can explode! As shown in the following
illustration, the e. Set the time according to the charging time open-circuit voltage of an MF
battery stabi- suitable for the open-circuit voltage. Install: Relay unit starting circuit cut-off relay
Battery 8. Connect: Battery leads to the battery terminals 9. Measure turn signal relay applied
voltage. Positive battery terminal 2. Negative battery terminal 3. Negative tester probe d. Check
the diode for continuity. Check the diode for no continuity. Disconnect the spark plug cap from
the igni- tion coil. Positive tester probe b. Measure the stator coil resistance. Incline the lean

angle sensor. Measure the lean angle sensor out put volt- age. Connect a battery 12 V to the
horn. Measure the resistance of the fuel sender. Elevate the rear wheel and slowly turn it. With
the front wheel slowly rotat- ing, voltage alternates between 0 V and 5 V. Connect the battery DC
12 V as shown. Immerse the coolant temperature sensor in a container filled with coolant.
NOTE: Make sure the coolant temperature sensor ter- minals do not get wet. If the intake air
Pocket tester temperature sensor is dropped, replace it. It should Worn or damaged insulator 4.
Ignition coil s Clutch slips Faulty ignition coil 1. Clutch Cracked or broken ignition coil
Improperly assembled clutch 4. Ignition system Loose or fatigued clutch spring ECU failure.
Worn friction plate Faulty crankshaft position sensor Worn clutch plate 2. Handlebar 1. Brake s
Bent or improperly installed handlebar Dragging brake 2. Steering head components Electrical
system Improperly installed upper bracket 1. Spark plug s Improperly installed lower bracket
Incorrect spark plug gap improperly tightened ring nut Incorrect spark plug heat range Bent
steering stem Page Engine License plate light 1. AC magneto Dark green Radiator fan motor
relay 2. Radiator fan motor 3. Main switch This manual is also suitable for: Wrx. Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. If you ever have any questions on how to use
the manual, or performing the service procedures on your WR, Cyclepedia. Your Yamaha WRR
manual has been so helpful to me. Thank you. There are plenty of free online videos showing
you how to work on your WR but you get what you pay for as many of them simply gloss over
how do a procedure leaving you kind of stranded. I just used your manual and by following the
step by step instructions you describe, the job made more sense and was easier to do then
what others were telling me. Your version of the Yamah
2000 nissan maxima fuse diagram
2000 infiniti i30 hood
2008 ford ranger manual transmission fluid
a WR manual is simply super! Now I can repair the WR myself and with a tablet on hand! I have
enjoyed using your manuals greatly. I thought I would need to ask for additional help but once I
started reading the topic it all made sense. Thank you for taking the time to put together such a
useful resource. You get my vote! I wish you had a manual for my other bike. I find all the line
art pretty annoying and would much rather look at real photos of what I am working on. Just got
your Yamaha WR manual and very impressed with what I have seen thus far. Splendid job. You
must be logged in to post a comment. Leave a Reply Cancel reply You must be logged in to post
a comment. About Us About Cyclepedia F. Become a Reseller Want to sell Cyclepedia Manuals?
Join the Cyclepedia Reseller network by becoming an online affiliate. There's no inventory to
take on, nothing to ship and no customer service to deal with. We take care of everything. Learn
More. Sorry, your blog cannot share posts by email.

